
140OG–01

A64042

Engine Under Cover RH

Fan and Generator V Belt

Vane Pump Assy

Generator Assy

Terminal Cap 
No. 1

Cylinder Head Cover No. 2

Clip

Engine Mounting Insulator RH

N·m (kgf·cm, ft·lbf) : Specified torque

Clip

54 (551, 40)

25 (255, 18)

37 (377, 27)

7.0 (71, 62 in. ⋅lbf)

52 (530, 38)

52 (530, 38)

9.8 (100, 7)
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CHAIN SUB–ASSY
COMPONENTS



A64043

Ventilation Hose No. 2

Clamp Bracket

Ventilation Hose

Ignition Coil Assy

Engine Wire

Clamp Bracket

Clamp Bracket

Gasket

Cylinder Head Cover 
Sub–assy

Seal Washer

N·m (kgf·cm, ft·lbf) : Specified torque

9.0 (92, 80 in. ⋅lbf)
9.0 (92, 80 in. ⋅lbf)

9.0 (92, 80 in. ⋅lbf)

9.0 (92, 80 in. ⋅lbf)
11 (112, 8)

11 (112, 8)
11 (112, 8)

11 (112, 8)
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A60625

Crankshaft Pulley

V–ribbed Belt 
Tensioner Assy

Water Pump Assy

Transverse Engine 
Engine Mounting Bracket

Crank Position Sensor

Chain Tensioner Assy No. 1

Timing Chain or 
Belt Cover Sub–assy

� Oil Seal

Crankshaft Position Sensor 
Plate No. 1

Chain Sub–assy

Chain Tensioner Slipper

Crankshaft timing Sprocket

� O–ring

� Non–reusable part

N·m (kgf·cm, ft·lbf) : Specified torque

47 (479, 35)

29 (296, 21)

69 (704, 51)

138 (1,047, 102)

13 (133, 10)

9.0 (92, 80 in. ⋅lbf)

9.0 (92, 80 in. ⋅lbf)

19 (194, 14)

9.0 (92, 80 in. ⋅lbf1) (L=20)
11 (112, 8) (L=35)

13 (133, 10) (M6)
19 (194, 14) (M8)

9.5 (97, 84 in. ⋅lbf)
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