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Magnetic Card Readers

NTSC Color Board CamerasPTZ Color Camera w/Optical Zoom

Manual Swipe Card Readers • Compact and lightweight designs  • New high performance head
mechanism. Applications: • Credit authorization terminals  • Credit card telephones  • POS
terminals  • Time and attendance terminals  • Banking terminals (ATM/CD). Specifications:
• Power Supply Voltage: +5 VDC  • Operating Temperature/Humidity: -20°C to 60°C/10 to 90%RH
• Head Life: PCR 100 - 300K passes, PCR102 - 500K passes
Manual Swipe Card Reader with Built-In RS-232 Interface and Decoder • Fully enclosed self
(port) powered card reader featuring two track capability with long life heads. Shipped with
attached 9-Pin D-Sub cable, demo-software and documentation. Specifications: • Power Supply
Voltage: +5 VDC  • Operating Temperature/Humidity: -10°C to 50°C/10 to 90%RH  • Weight:
Approx. 90g
Manual Insertion Card Readers: • High precision, high reliability. Applications:  • Credit card
telephones  • Cost control for facsimiles and copiers  • Security control systems  • Time and atten-
dance terminals. Specifications: • Power Supply Voltage: +5 VDC  • Operating Temperature/
Humidity: -20°C to 60°C / 10 to 90%RH  • Head Life: PCR105/109/111 - 300K Passes,
PCR106/PCR107 - 500K passes
Manual Insertion Card Reader with Built-in RS-232 Interface and Decoder • For indoor
applications  • Shipped with 9 Pin D-Sub cable and documentation. Specifications:  • Power
Supply Voltage: +6 ~ +12 VDC  • Operating Temperature/Humidity: -10°C to 50°C/10 to 90%RH

Digi-Key Price Matsushita
Lux Part No. Each Part No.

10~10,000 P9506-ND 125.00 GP-KR521P
10~10,000 P9513-ND 125.00 GP-KR651US

Model GP-KR521P  • Enclosed color CCD camera with microphone  • Designed for video conferencing or video
telephone use  • Features the GP-CX161P camera board with audio  • Innovative mounting bracket allows mounting in
virtually any position  • 360° Pan, 110° Tilt (manual)  • Includes AC adapter and non-detachable cables  • Color: black
• RCA Plug for video out, standard 3.5mm microphone plug for audio out
Model GP-KR651US  • USB version of above camera. No external AC adapter required. Microphone not included. Non-
detachable USB cable. VGA @ 12.5 frames per second. Driver software indcluded.  • Color: Beige

Model GP-CX161-45P • 45 Degree Pinhole Plastic Lens F2.8  • 10~10,000 lux, 22mm x 26mm
Model GP-CX161-51P • 51.2 Degree Glass/Plastic lens F2.0 5-10,000 lux
Model GP-CX161-53P • 53 Degree Dual Element Glass Lens F2.0  • 5~10,000 lux, 22mm x 26mm
Model GP- CX161-15P • 115 Degree Plastic lens F2.8 10-10,000 lux
Model GP-CX161P • CCD Board Camera w/filter - No lens 5 lux min. @ F2.0
Model GP- CX161CSP • CCD Camera Board , CS mount, no lens, 2.5 lux @ F1.4
Model GP-CX171P • CCD Camera, High resolution with filter, no lens, 9 lux @ F2.0/18 lux @ F2.8

Panasonic’s self-contained board cameras are designed for indoor applications. All feature small size and low power
consumption with a built in one chip DSP for digital signal processing and the latest bare-chip manufacturing technology.  

Specifications: • Image Device: 1/4” CCD  • Resolution: 330 lines (480 for GP-CX171P)  • Video Out: VBS 1Vp-p/75Ω
• Sync: Internal  • Power Consumption: 160mA  • Power Supply: 4.8~5.5VDC (161 series) 12V  (171 series)  • Focus:
Manual  • Operating Temperature: 5°C to 35°C (161 series)

Card Card Feed Card Reading Digi-Key Price Each Panasonic
Fig. Standard Current Speed Direction Part No. 1 10 100 Part No.

1 IS02 3mA 8 ~ 150 cm/sec. Swipe PCR100-ND 28.22 22.58 18.35 ZU-M1121S1
1 IS01/IS02 6mA 10 ~ 150 cm/sec. Swipe PCR102-ND 43.56 34.85 28.32 ZU-M1242S1
2 IS01/IS02 14mA 10 ~ 150 cm/sec. RS-232 Swipe PCR108-ND 117.66 94.13 76.48 ZU-M1242L4DK
3 IS02 10mA 10 ~ 120 cm/sec. Insertion PCR105-ND 44.60 35.68 28.99 ZU-M2121S11

4 IS02 15mA 10 ~ 120 cm/sec. Ejection PCR106-ND 55.86 44.69 36.31 ZU-1852MAL5
4 IS01/IS02 15mA 10 ~ 100 cm/sec. Ejection PCR107-ND 63.12 50.50 41.03 ZU-1870MA5T5
4 IS01/IS02 15mA 10 ~ 150 cm/sec. Ejection PCR109-ND 61.86 49.49 40.21 ZU-1870MA4T4
4 IS01/IS02 15mA 10 ~ 150 cm/sec. RS-232 Eject PCR110-ND 110.00 88.00 71.50 ZU-1870MA101
5 IS01/IS02 15mA 10 ~ 150 cm/sec. Ejection PCR111-ND 67.50 54.00 43.88 ZU-1890M
5 IS01/IS02 15mA 10 ~ 150 cm/sec. RS-232 Eject PCR112-ND 115.00 92.00 74.75 ZU-1890M101

Cable for Single Track Swipe Reader 200mm (Use with PCR100) PCR101-ND 7.50 — — ZUHM106A200
Cable for Double Track Swipe Reader 200mm (Use with PCR102) PCR103-ND 7.50 — — ZUHM109A200
Cover for Single/Double Manual Swipe Reader (Use with PCR100, PCR102) PCR104-ND 5.26 — — U1101M041

Matsushita Communication
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Color CCD Cameras

NOTE: All 161/171 Series require cable assembly P9507-ND.

Digi-Key Price Matsushita
Description Part No. Each Part No.

Cameral Color PTZ 21x Zoom P9514-ND 799.00 KX-DP702
IR Remote for KX-DP702 Camera P9515-ND 39.00 KX-DP602R
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44.4

43.8

Digi-Key Price Panasonic
Fig. Description Part No. Each Part No.

1 Color Camera Module 45° P9504-ND 92.95 GP-CX161-45P

2 Color Camera Module 51.2° P9509-ND 99.00 GP-CX161-51P

3 Color Camera Module 53° P9505-ND 105.00 GP-CX161-53P

4 Color Camera Module 115° P9510-ND 118.33 GP-CX161-15P

— Color Camera No Lens or Mount P9508-ND 81.67 GP-CX161P

— Color Camera Module CS Mount No Lens P9511-ND 138.33 GP-CX161CSP

5 Color Camera High Res. No Lens or Mount P9512-ND 216.67 GP-CX171P

— Cable Assembly for All except P9502 P9507-ND 3.00 Z-E498-01

782  (T021) (T000) 000

P9513P9506

SPECIFICATIONS:

CCD Type  • Image Size - 1/4 inch  • Effective pixels - 752 x
582  Lens • Focal Length - 3.8 - 79.8mm  • Zoom Range -
21:1 (Distance to object: infinity)  • Max. horizontal field of
view - 51° • Focus Control - Auto/Manual/Hold  • Lens
Distortion - >2%  • Iris Control - Auto/Direct/Hold  Picture
Setting • White Balance - Auto/Direct/Hold  • Shutter
Speed - Adjustable (*1)  • Back Light - Adjustable  Video
output • Composite 1.0Vp-p (Based on PAL)  • S-Video (Y/C)
• (Typ.  :1.0Vpp 75 Ω, Based on PAL)  S/N Ration  • >49dB
Horizontal Resolution • 450 TV lines Vertical Resolution
• 420 TV lines  Min. illumination  • 5 lux  Dimension
• 141(W) x 114 (H) x 180 (D)mm [5 9/16” (W) x 4 1/2” (H) x
7 3/32” (D)]  Mass [Weight] (Camera unit)  • 1.2kg  Pan/Tilt
• Tilting angle - +15° to -87° • Panning angle - ± 100°
• Preset Position - 11 pos. (including document position)
(*2)  Control Method  • RS-232C port  DC Operation
Voltage  • 12V± 10% DC  Power consumption • 12W  AC
Adaptor Operating Voltage •  AC 100-240V, 50Hz
Safety and EMI Specification • EN60950, EN55022,
EN55024  (*1)  Serieal interface control only.  (*2) 6
positions in case of remote controller

Operating Non-Operating

Temp. 0 to 40° C -10 to 60° C 
(32 to 104° F) (-14 to 140° F)

Humidity 30 to 80% 30 to 90%
No condensation No condensation
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