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NEW FENCLINE SETTING OUT
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EASTING (m)

501323.267

501315.095

501218.799

501164.283

501158.289

501157.324

501162.023

501190.231

501190.147

501198.710

501203.863

501210.812

501214.782

501215.775

501216.767

501216.108

501219.197

501222.999

501222.917

501222.821

501222.784

501222.327

501222.133

501221.676

501221.639

501221.543

501221.485

501219.738

501219.586

501195.992

501182.109

501164.103

501162.752

501164.747

501169.467

501244.215

501246.793

501244.218

501243.578

501230.246

501219.248

501218.873

501217.923

501217.191

501216.815

501207.743

501198.670

501193.282

501176.967

501178.848

501308.520

501307.452

501297.209

501291.403

501288.360

501261.527

501258.376

501254.659

501248.672

501248.217

501247.222

501243.311

501232.112

501224.937

501223.823

501222.252

501221.257

501220.963

501219.746

501220.040

501221.035

501222.607

501223.720

501225.964

501241.346

501244.561

501245.557

501246.845

501252.831

501256.411

501257.256

501261.060

501292.559

501298.645

501299.445

501305.403

501318.944

501319.970

501194.960

501187.499

501176.477

501218.787

501219.638

501220.539

501242.625

501229.961

501220.695

501217.217

501211.431

501207.410

501200.536

501166.368

501166.359

501174.826

501187.591

501190.001

501191.076

501192.110

501193.103

501193.747

501220.252

NORTHING (m)

486643.228

486632.805

486621.142

486614.540

486619.239

486627.209

486633.203

486636.620

486637.315

486638.260

486636.353

486637.195

486637.664

486637.785

486637.916

486643.364

486651.597

486651.965

486652.815

486653.809

486654.193

486658.923

486660.928

486665.662

486666.044

486667.039

486667.642

486667.473

486670.364

486671.156

486669.814

486665.501

486666.862

486694.063

486698.783

486719.592

486692.919

486689.815

486689.047

486672.960

486671.383

486670.128

486669.817

486669.573

486670.712

486672.927

486675.142

486675.047

486682.834

486708.164

486699.188

486709.893

486719.468

486724.895

486727.740

486724.949

486721.067

486720.681

486720.036

486720.003

486719.907

486719.501

486705.807

486705.051

486704.941

486704.777

486704.676

486704.646

486716.604

486716.634

486716.735

486716.892

486717.009

486717.245

486738.397

486738.723

486738.819

486738.949

486739.593

486739.965

486740.053

486736.966

486740.241

486734.552

486733.800

486728.235

486715.577

486705.295

486702.016

486701.257

486724.375

486699.307

486698.899

486698.470

486687.892

486669.817

486668.900

486668.591

486669.248

486670.953

486671.997

486695.106

486715.025

486722.753

486730.520

486714.554

486713.677

486713.777

486713.948

486713.941

486671.971

SAFETY, HEALTH AND ENVIRONMENTAL

INFORMATION

In addition to the hazards/risks normally associated with the types of work

detailed on this drawing, note the following:

CONSTRUCTION

RISK OF DAMAGE OR INJURY WHEN INSTALLING HVM BOULDER

LINE DUE TO EXISTING HV UTILITY IN CLOSE PROXIMITY. REFER TO

DRAWING 5133025-ATK-00-XX-DR-C-7008

MAINTENANCE/CLEANING

NO SIGNIFICANT RISKS IDENTIFIED

DECOMMISSIONING/DEMOLITION

NO SIGNIFICANT RISKS IDENTIFIED

It is assumed that all works will be carried out by a competent contractor

working, where appropriate, to an approved method statement

Rev. Date
Description By

Chk'd

App'd

-

17/04/15 FOR APPROVAL

RM AG KJ

A

28/04/15

NOTE AT SITE ENTRANCE ADDED. NOTE 11 -

BOULDER FIELD ADDED

RM CL JD

01

09/06/15

ISSUED FOR CONSTRUCTION. NOTE AT SITE

ENTRANCE REMOVED. AGREED BY HA.

RM CL JD

NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED

OTHERWISE.

2. LEVELS ARE IN METRES TO ORDNANCE DATUM (NEWLYN).

3. THE CONTRACTOR SHALL CARRY OUT APPROPRIATE CHECKS

FOR EXISTING SERVICES PRIOR TO UNDERTAKING ANY

WORKS. REFER TO EXISTING SERVICES GENERAL

ARRANGEMENT

4. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE

CIVIL ENGINEERING SPECIFICATION

5133025-ATK-OO-XX-SP-C-1001.

5. FOR SERVICES TO BE ABANDONED REFER TO EXISTING

UTILITIES GENERAL ARRANGEMENT.

6. AT TIE IN BETWEEN NEW AND EXISTING FENCES, EXACT

LOCATION MAY NEED TO BE ADJUSTED TO SUIT EXISTING

POST LOCATIONS. ANY ADJUSTMENTS TO BE AGREED WITH

END USER.

7. NOTE THAT THERE MAY BE LIVE SECURITY SYTEMS ON THE

EXISTING FENCES. END USER AGREEMENT TO BE OBTAINED

PRIOR TO WORK ON OR NEAR FENCES.

8. FOR FENCE TYPES SEE DRAWING

5133025-ATK-00-XX-DR-C-7803.

9. FOR TURNSTILE AND GATE TYPES SEE DRAWING

5133025-ATK-00-XX-DR-C-7804.

10. FOR BOULDERS SEE DRAWING 5133025-ATK-00-XX-DR-C-7604.

11. BOULDER LINE TO COMPRISE CONCRETE BLOCKS TO CLIENT

APPROVAL, EACH NOT LESS THAN 1 TONNE AND SPACED NOT

MORE THAN 1.2m CLEAR DISTANCE APART. BOULDERS TO BE

SET WITH MINIMUM 200mm BELOW FGL AND 900mm

PROTRUDING ABOVE FGL.

LEGEND

EXISTING PERSONNEL FENCE

EXISTING SECURITY FENCE

1.2m FENCE TO MATCH EXISTING

PERSONNEL FENCE (TYPE 2)

4.0m FENCE TO MATCH EXISTING

SECURITY FENCE (TYPE 1)

1.2m EXISTING PERSONNEL FENCE

TO BE REMOVED

4.0m EXISTING SECURITY FENCE

TO BE REMOVED

NEW 1.2m CHAIN LINKED FENCE

(TYPE 4)

NEW 2.4m PALISADE FENCE

(TYPE 3)

HVM BOULDER LINE (SEE NOTE 11)

EXISTING LINEBACKER TO BE

RETAINED

EXISTING LINEBACKER TO BE

REMOVED

VEHICLE GATE

PEDESTRIAN GATE

FENCE TYPE

TURNSTYLE

A0
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