
SAFETY, HEALTH AND ENVIRONMENTAL

INFORMATION

In addition to the hazards/risks normally associated with the types of work

detailed on this drawing, note the following:

CONSTRUCTION

NO SIGNIFICANT RISKS IDENTIFIED

MAINTENANCE/CLEANING

NO SIGNIFICANT RISKS IDENTIFIED

DECOMMISSIONING/DEMOLITION

NO SIGNIFICANT RISKS IDENTIFIED

It is assumed that all works will be carried out by a competent contractor

working, where appropriate, to an approved method statement
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NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED

OTHERWISE.

2. LEVELS ARE IN METRES TO ORDNANCE DATUM (NEWLYN).

3. THE CONTRACTOR SHALL CARRY OUT APPROPRIATE CHECKS

FOR EXISTING SERVICES PRIOR TO UNDERTAKING ANY

WORKS. REFER TO EXISTING SERVICES GENERAL

ARRANGEMENT

4. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE

CIVIL ENGINEERING SPECIFICATION

5133025-ATK-OO-XX-SP-C-1001.

5. FOR SERVICES TO BE ABANDONED REFER TO EXISTING

UTILITIES GENERAL ARRANGEMENT.

6. AT TIE IN BETWEEN NEW AND EXISTING FENCES, EXACT

LOCATION MAY NEED TO BE ADJUSTED TO SUIT EXISTING

POST LOCATIONS. ANY ADJUSTMENTS TO BE AGREED WITH

END USER.

7. NOTE THAT THERE MAY BE LIVE SECURITY SYTEMS ON THE

EXISTING FENCES. END USER AGREEMENT TO BE OBTAINED

PRIOR TO WORK ON OR NEAR FENCES.

8. FOR FENCE TYPES SEE DRAWING

5133025-ATK-00-XX-DR-C-7803.

9. FOR TURNSTILE AND GATE TYPES SEE DRAWING

5133025-ATK-00-XX-DR-C-7804.

10. FOR BOULDERS SEE DRAWING 5133025-ATK-00-XX-DR-C-7604.

11. BOULDER LINE TO COMPRISE CONCRETE BLOCKS TO CLIENT

APPROVAL, EACH NOT LESS THAN 1 TONNE AND SPACED NOT

MORE THAN 1.2m CLEAR DISTANCE APART. BOULDERS TO BE

SET WITH MINIMUM 200mm BELOW FGL AND 900mm

PROTRUDING ABOVE FGL.
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4.0m EXISTING SECURITY FENCE TO

BE REMOVED

NEW 1.2m CHAIN LINKED FENCE
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