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Luminaire Data Component Data Technical Diagrams Guidance Information — Contractor to confirm G o
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Ref Manufacturer Range Description Control gear Lamps Photometrics Diagram Product Application Manuf’s ref Comments
TYPE: Street lantern
MOUNTING: Pole mounted TYPE: LED
Philips Lighting (Jarek DIMENSIONS: Length: 770 mm; LUMENS: 8500 _wwow o Sy(e)p
Nowatlég\évglgg 07827 Width: 394 mm; He.lght: 130 mm . TYPE: HF . L80: 70,000hrs e \/\ s Lo BGP322 - LED LOCATION: Carparks
A 699090, Speedstar | DISTRIBUTION: Direct (Asymmetric) JCONTROL: Dimmed | TA: 35 degrees s EconomyLine + y
www.lighting.philips.co FINISH: Alumini . and pathways
m : Aluminium WATTAGE: 80W CCT: 4000K —— Column
OPTICS: Lens (flat glass) RA: >70 o P R .
IP RATING: 66
COLUMN: 6 metres
TYPE: Street lantern
MOUNTING: Pole mounted TYPE: LED TN
Philips Lighting (Jarek DIMENSIONS: Length: 530 mm; LUMENS: 4500 : ‘E'
Nowatgggggg oret idth: 270mm; Height: 147mm [ TYPE: HF L80: 100,000hrs | 188 (1 Lomiail ) - J BGP381 GRN45-/740 LOCATION: Perimeter
B liahting ol Iridium 3 Mini | DISTRIBUTION: Direct (Asymmetric) | CONTROL: Dimmed | TA: 35 degrees > | MSO CO GR SP + fenoe :
Jighting.philips. , - : : _
www. li I;) ilips.co FINISH: Aluminium WATTAGE: 35W CCT: 4000K E Column
OPTICS: Lens (flat glass) RA: >70 j
IP RATING: 66 —
COLUMN: 3 metres high
TYPE: Bulkhead
MOUNTING: Surface
Zumtobel (Thomas DI.MENSIONS: Length: 250 mm; TYPE: HF TYPE: LED ‘ LOCATION: Building
Lobak, 07966 013 BEGa | Width: 250 mm; Depth 120 mm CONTROL: Dimmed | CCT- 4000K ) facades
c 127, OPTICS: Reflector WATTAGE‘_ 20W LUMENS: 2500 N\ 2260K4 MOUNTING HEIGHT: 3
www.zumtobel.co.uk) DISTRIBUTION: Direct : RA: >80 \ metres
FINISH: Graphite
IP: 66 m
TYPE: Linear batten
MOUNTING: Surface _ LOCATION: Vehicle
Whiteerort DIMENSIONS: Height: 103 mm; TYPE: HF TYPE: LED search area
ftecro Width: 170 mm; Length: 1575 mm i ) LUMENS: 5500 MOUNTING: Mounted
i ighti ACF DuralLED CONTROL: Switched . C
O | waswwhitecrofighting ! MATERIAL: Light grey GRP (Glass _ CCT: 4000K ALRZO4K in structure cornices at
= reinforced Plastic) body WATTAGE: 55W RA: 280 & 45 degree tilt
OPTICS: Polycarbonate diffuser
DISTRIBUTION: Direct oon —
IP RATING: IP65
NOTES: 1. This schedule to be read in conjunction with all specifications, schedules, drawings and sketches. 2. Order codes are provided for reference only and the contractor is to ensure order codes match the equipment
specifications provided. 3. The contractor must not install equipment based on information in this schedule - specifications such as fixing centres and electrical loads must be established with the manufacturer directly. 4. The
contractor is to ensure that all installation components (suspension cables, joining pieces, lamps) are allowed for to match the layout drawings. Page 1 of 1
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