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NOTES

1. REFER TO DRAWING 513025-ATK-00-XX-DR-C-7207 FOR
SETTING OUT POINT DATA.

2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED
OTHERWISE.

3. LEVELS ARE IN METRES TO ORDNANCE DATUM (NEWLYN).

4. THE CONTRACTOR SHALL CARRY OUT APPROPRIATE CHECKS
FOR EXISTING SERVICES PRIOR TO UNDERTAKING ANY
WORKS. REFER TO EXISTING SERVICES GENERAL
ARRANGEMENT 5133025-ATK-00-XX-DR-C-7006 AND COMBINED
SERVICES 5133025-ATK-00-XX-DR-C-7007.

5. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE
SPECIFICATION 5133025-ATK-00-XX-SP-C-7901.

6. DESIGN LEVELS AND GRADIENTS BASED ON INFORMATION
RECEIVED REFER TO DRAWING 'KNOWN EXISTING SERVICES
AND EXISTING SITE LEVELS' 5133025-ATK-00-XX-C-DR-7008.
7. FOR DETAILS AND LEVEL OF RAISED TABLE SEE DRAWING
5133025-ATK-00-XX-DR-C-7601.

LEVELS SHOWN ARE FINISHED SURFACE LEVELS.

ACCESS TO DGS FRONT ENTRANCE BASED ON LARGE
ARTICULATED VEHICLE OVERALL LENGTh 15.4M. ACCESS TO
DGS REAR ENTRANCE BASED ON BOX VAN OVERALL LENGTH
8.01M.

10. (NOTE REMOVED)

11. SOFT LANDSCAPING AREAS, FENCE AREAS AND BOLLARDS
ARE IN ABEYANCE. TO BE ISSUED WITH LATER PACKAGES.
12. FOR KERB DETAILS SEE DRAWING
5133025-ATK-00-XX-DR-C-7602.

13. HB KERBS AT RAISED TABLE AREAS TO REDUCE TO 75mm
HIGH, USING ONE ADJACENT KERB TO REDUCE TO THIS
HEIGHT.

14. FOR HARD LANDSCAPING AND FOOTPATH SETTING OUT
REFER TO DRAWING 5133025-ATK-00-DR-C-7017
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SOP PROPOSED SETTING OUT POINT

MAJOR CONTOUR (0.5m)
MINOR CONTOUR (0.1m)

HIGH CONTAINMENT KERB (MARSHALLS TITAN OR
EQUAL APPROVED)

HALF BATTERED 2 KERB

BULLNOSED DROPPED KERB
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mmmsmsmsms DR1 /DL1 DROPPER KERB

5 01/07/2015 | QUADRANTS AND RADII ADDED RM JD JD

4 16/06/2015 | KERBING ADJUSTED TO SUIT NEW BIKE SHELTER RM JD JD

3 09/06/2015 \I\IIVCI)_I'_IE:Z SITE ENTRANCE REMOVED. AGREED RM RM D

2 06/05/2015 | NOTE AT SITE ENTRANCE RM RM JD

16/04/201 | FOR CONSTRUCTION. KERBS REMOVED FROM

5 SECURE FENCE LINE. AG D D

DRAWING RENAMED FROM 'GRADIENTS AND
LEVELS SHEET 1 OF 2:SOUTH' TO 'ROAD AND CAR
B 10/03/2015 | PARK SURFACE LEVELS'. SETTING OUT POINTS, AG JD JD
KERBS AND CONTOURS TO ROAD AND CAR PARK
AREAS ADDED. ISSUED FOR APPROVAL.

FURTHER LEVEL/GRADIENT INFORMATION, CAR
WASH GEOMETRY UPDATED FOR SPATIAL
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