

A WEEKLY JOURNAL OF PRACTICAL INFORMATION, ART, SCIENCE, MECHANICS, CHEMISTRY, AND MANUFACTURES.



THE VESTIBULE OF THE PARIS EXPOSITION BUILDING.

# Frientific Ammerian. 

HSTABLISHED 1845.
MUNN \& CO., Editors and Proprietors.
PUBLISEED WEEELY AT
NO. BY PARK ROW, NEW YORK.
o. D. MUNN.
A. e. beach.

## TERMS FOR THE SCIENTIFIC AMERICAN.

| One copy, one year, postage included.................................. $\mathbf{\$ 3} \mathbf{3 0} \mathbf{2 0}$ |
| :--- |
| One copy, six months, postage included.....................$~$ |

Clubs.-One extra copy of THE SCIENTIFIC AMERICAN will be supplied gratis for every club of five subscribers at
same proportionate rate. Postage prepaid.

The Scientific American Supplement is a distinct paper from the SCIENTIFIC AMERICAN. THE SUPPLEMENT cover. uniform in size with Scientific American. Terms of subscription cover.uniform in size with Scientific American. Terms of subscription
for SUPPLEmEN, 85.00 a year, postage paid, to subscribers. Single copies ${ }^{10}$ cents. Sold by all news dealersthroughout the country. Combined Rates. - The Scievtiftc American and Supplement
will be sent for one year, postage free, on receipt of seven dollars. Both will be sent for one year, postage free, on receipt of seven dollars. Bo
papers to one address or different addresses, as desired.
The safest way to remit is by draft, postal order, or registered letter. Address MUNN \& CO., 37 Park Row, N. Y.
Subscriptions received and single copies of either paper sold by all
Pub
Mail subscribers will observe on the printed address of each paper the
time for which they have prepaid. Before the time indicated expires, to
insure a continity insure a continuity of numbers, subscribers should remit for another year.
For the convenience of the mail clerks, they will please also state when their subscriptions expire.
New subscriptions will be
New subscriptions will be entered from the time the order is received;
but the back numbers of either the but the back numbers of either the Scientific American or the ScienIn this case, the subscription will date from the commencement of the volume, and the latter will be complete for preservation or binding
VOL. XXXVIII., No. 2. [New Series.] Thirty-third Year.
NEW YORE, SATURDAY, JANUARY 12, 1878.


## TABLE OF CONTENTS OF THE SCIENTIFIC AMERICAN SOPPLEMENT

 No. 106.
## For the Week ending January 12, 1878.

 Price 10 cents. To be had at this office and of all newsdealers.I. ENGINEERING AND MECGANICS. - New War Ships for Japan. description of the Imperial Japanese corvettes designed by E. J. Reed,
F.R.S., now building in England. The Machinery, Armament, DimenF.R.S., now building in England. The Machinery, Armament, Dimen-
sions, etc., in full, with 6 illustrations and an account of the Chinese sions, etc., in full, with 6 illustrations and an account of the Chinese
Gunboats. Gunboats.
forms of these boats costing from $\$ 60$ to 995 , with a speed of from 14 to forms of these boats costing from $\$ 60$ to $\$ 95$, with a speed of from 14 to
18 miles per hour. Full directionsfor the most approved Construction and Dimensions, and 9 illustrations.
Tow and Jute Carding Engine. Th
Tow and Jute Carding Engine. The Theory of the Cardin
illustrations.-Elastic Suspension Hammock, 1 illustration. Hustrations.-Elastic Suspension Hammock, 1 illustration.
Hydraulic Mining in California. A paper read before the Hystitaut of Mining Engineers. By AUG. J. Bowir, Jr. Flumes and their Construction. Tables of Details of Construction. Iron Pipe used
and construction; air valves, etc., 4 illustrations. and construction; air valves, etc., 4 illustrations. An Improved " Psycho." Detaiis of
brated Automaton, with 4 illustrations.
II. LESSONS IN MECHANICAL DRAWING. By Professor C. W. acher Propeller, continued. sels.
sug.
Suggestion
lustration.
Forging
Forging Cheques and Bank Notes by Photography
The Honey Trade. By Andrew J.
Chemistry and metailurgy.
IV. CHEMISTRY AND METALLURGY.-Proceedings of the Chemical
Society, London. Estimating Bismuth. Oxidation of Ditolyl. New Mociety, London. Estimating Bismuth. Oxidation of Ditolyl. New
THoMAs--Lithium, Cæsium, and Rubidium.
ELECTRICITY, LIGHT, HEAT, ETC.-Abso
V. ELECTRICITY, LIGHT, HEAT, ETC.-Absolute Electrom

NATURAL HISTOPY GEOLOGY
VI. NATURAL HISTORY, GEOLOGY, ETC.- Experiments on the Pro-
duction of Plants.-The "Devil Beans" of Mexico. Interesting description of the movements of certain seeds, caused by the larva contained in them; with nine illustrations of seeds, insects, and larva. VII. MEDICINE AND HYGIENE.-Physiology. Effect of Varnishing the
Skin. Color of Retina in Relation to Vision. Nerve-Fibers. EliminaSkin. Color of Retina in Relation to Vision. Nerve-Fibers. Elimina-
tion of Alcohol from the Body.-On the Preparation of Skeletons for Food.
VIII
S. Wash, of St. Louis, with one of his Problems. -Initial of Benjamin S. Wash, of St. Louis, with one of his Problems.- Initial Problem by
Dr. C. C. More.-Problem by SAMUEL Loyd.-Lincoln County Chess Association.-The Albion Problem Tournament of 56.-Steinitz and
Devere, 1885.-New York Chess Club Tourney; S. Loyd and J. H. Leonard.-Association Problem
Wilson.-Solutionsto Problems.

## THE ROAD TO SUCCESS.

What shall I do to advance myself; is a question asked by many young men when first entering upon their busines career. Too many are apt to answer it by supposing that some brilliant masterstroke is the talisman that is to open the pathway of success before them. Brilliant masterstrokes, however, always carry with them great risks, and, as a rule, the advancement made by persistent effort is the safest surest, and most easy of attainment. In choosing a profes sion or a trade, it is of the utmost importance to select one that is congenial to the taste; and having chosen one to stick to it, for there is a wonderful element of success in the stam ina that enables men to stick. How many of our most successful men have clung to the pathway marked out, at times when fainter hearts would have abandoned the task and sought refuge in some less difficult occupation! Is this a good trade; is that a good profession ; are questions that may be at all times answered by "Yes, for those with the ability necessary for their pursuit and who possess the perse verance which success at all times demands."
It is folly to expect to start out upon any career with the pathway of progress as plainly mapped out as if laid down upon a chart. For all these things regulate themselves; and while a pursuit which promises all things may prove entirely unsuccessful, one apparently very uninviting may lead to rapid progress. All occupations have their periods of activ ity and of dulness; the brisk business of to-day may be the dull one of to-morrow. The rapid rise of cthers in any particular pursuit is no criterion, because business is something like poetry, it is not so much the subject as the manner in which it is treated that determines its quality. Be especially careful not to over-estimate your own abilities. It is very natural to feel quite convinced of your personal ability, and to le aggrieved that your efforts are not more specially recog nized by employers, but rest assured that in the end employ ers will recognize any capability you may possess at its proper value, and are at all times eager to avail themselves of any elements you may possess that are advantageous to the pur suit of their business. If, on the other hand, your abinty is recognized, bear in mind that you are fairly estabsis to
upon the right path, and be careful not to succumb the upon the right path, and be careful not to succumb to the
inducements offered elsewhere by a slight advance of reinducements offered elsewhere by a slight advance of re-
muneration. This is, indeed, the rock upon which the hopes of thousands of young men have foundered. In a position held by dint of appreciated labor there are a great many advantages that are not visible upon the surface, and which can scarcely exist in a new position. First of all is the consideration that you are making progress, so that, be the obstacles what they may, you are surmounting them. This is a great point, because in a new position you do not know and cannot foresee what elements of opposition may exist or arise. Next bear in mind that the length of time you have been in one employ is a valuable element; you are becoming identified with the business; you are getting more familiar with it, as well as more capable of transacting your part; and above all you are making a reputation in it. You are also forming around you a number of business acquaintan ces who are to be useful to you for all the rest of their lives, some of whom are in the future to become employers, other prominent employees, and so on, and all of whom will be morally sure to form a tolerably accurate estimate of your
stability, as well as your business capacity. How often do we hear the remark, "Oh, so-and-so rose because he had a friend who could push him ahead." As a rule, however, the disposition to advance another does not arise from friendship, but rather from a full confidence in his ability; men possessing the elements which raise them in business are usually too just, too keen-sighted, and too careful of their own reputations to risk the same by recommending others out of pure friendship. Indeed, such a course would be anything but an act of friendship, because, as compared to getting good appointment, keeping it is ten times more difficult.
The road to success is not a royal road, but it is a tolerably straight and sure one. Anxiety and watchfulness for success, avidity to seize every promising opening, readiness to relinquish what is already gained for something apparently more inviting, is more often a by-way than the highway The energy expended in this manner will pay a man a hun dredfold more interest if directed to becoming proficient in his daily duties. in mastering the difficulties of his calling, in learning the science of his occupation, and studying its necessities. He should study not only in, but out of, working hours, when the pen, the tool, or the instrument is laid down, and his daily duties are ended. It is this which will enable future days' duties, to be performed more easily and more efficiently. In fact every jot of knowledge gained after the hours of daily labor is capital which will bear ample interest in the way of advancement; and so sure is this that, if such studies are diligently and intelligently pursued, the present will be the all-absorbing topic and the future may be left out of mind with almost perfect assurance that it wil be well able to take care of itself. There are sometimes cir cumstances which may interrupt a successful and worth career, but in such a case it is only necessary to begin ove again, undiscouraged and with increased determination to
One of the greatest causes of failure to progress in busi ness is a dislike to strenuous exertion, especially when man ual labor is entailed. Too many young men get the idea that because they are smart they ought to be able to live by their wits, and they shift about from pillar to post in any oc cupation that does not impose what is commonly termed
manual labor. This indeed is a sad mistake: desultory or
itinerant occupations are laborious to the body, and from their vicissitudes and uncertainty very exhausting to the mind. All men cannot, in the very nature of things, learn or follow a trade, but those who are adapted to do so will ind the pursuit less onerous and more remunerative than that of entering some other pursuit because of a dislike to manual labor. If an operative becomes a skillful workman, he is a success even though he does not attain riches; and if he permits this latter fact to make him discontented, it is not an evidence that his career has not been a success, but rather that he permits a morbid feeling on that point to overshadow his success as a workman. It seems to be a human proclivity to wish that one's occupation had been something else, almost anything indeed but that which it actually is, and we often hear it said: "If I had my life to pass over again I would be a so-and-so."
We heard it remarked a few days ago: "If my father had ducated me until I was 18 years old I should not have re quired to toil at the bench." The reply to this was so well chosen that we give it in full as follows: "That is a mis aken idea. When a young man, of 18 or 20 years old and with a good education, sets out to earn his own living he is to be pitied. What is he fit for? He knows nothing of any man's business, he has no experience of either business or the world; he can perform clerical work, butso can the of fice boy who went into the office at 14 years old and had a year at a night school. He can probably do the same work as the boy, but he cannot work for the boy's pay; he cannot afford to start at the beginning, but tries to jump into a middle position which he is not capable of holding. The boy is his superior, inasmuch as he has learned something of the routine and of the particular requirements of that particular business. He is also growing up with the firm, and will in time understand the duties required in every employee's tation, from the office boy up to whatever position he may himself occupy. A good common school education, with the assistance of a night school, will fit a boy for any ordinary occupation.

## THE MECHANICAL THEORY OF FORGETFULNESS.

It is one of the most curious phenomena of the memory hat knowledge acquired for purposes of special future use may be remembered clearly and well up to the time when it is used; but when it is no longer required it rapidly fades away. Actors, for example, who are obliged to study new parts frequently, and commit long speeches to memory in very short periods of time, apparently have the power of cleansing the memory and rendering it blank and receptive to new tasks. Nor does the number of times a part has been played successively seem to affect this capability, for actors ave informed us that, after even taking part in a performnce which has been repeated night after night for months, he reproduction of the same play, after the lapse of a year or so, finds them almost ignorant of the text, and necessitates complete re-study. The same is true of pupils in school, and there are doubtless few teachers who have not remarked the dismay which a sudden turning back to review previous tasks excites among a class of apparently bright scholars, or who has not discovered that a perfect recitation is no proof hat the substance of the knowledge will be found in the pupil's memory a week afterwards. Although this capabilty of freeing the mind is rather a drawback to education, it is of inestimable value in the affairs of daily life. It enables the business man to throw off the cares of the office when he crosses its threshold at night, the lawyer to keep his mind clear of the discords of his clients and to avoid continuing the anxieties of one case into the details of the other, the physician to keep separate the ailments and idiosyncracies of his patients; and thus its application might be traced in every profession and calling.
It has become so much the custom to seek mechanical explanations for circumstances apparently the most unmechan cal that it is almost to be expected that, in analyzing this peculiarity of the mind, psychologists will at least borrow mechanical terms. This Mr. Verdon, in his elaborate essay on forgetfulness, published in Mind, manifestly does when he regards memory as energy, and absence of forgetfulness conservation of the same. He points out that practically we sometimes keep a matter in mind, not exactly by attending to it, but by keeping our attention reîerred to something connected with it from time to time. Now when the use of the record is withdrawn and we think no more about it, we experience a feeling of relief, and we thus may conclude that energy is in some way liberated. After this the record does not seem conserved so well as before, and we have real dif ficulty in attempting to remember it. It is not rash, he adds, o suppose that this degradation of the record is real, tha the record is left to decay, and that the forces which would have tended to preserve it now become useful in some other way.
Mr. Verdon supposes the existence of a " versatile energy," which is locked up in the memory, but which, after it is used to get up facts of one kind, may be employed to acquire facts of another kind, provided the former become reduced to the level of the general stock of the individual's knowledge. A actor, for example, learns a part, plays it, forgets it, and thus liberates versatile energy, which enables him to acquire another, and so on; but on the other hand, if the same person really assimilates knowledge so that it requires no at tention to keep it from rapid decay (as in learning to read and write), there is little chance of forgetfulness liberating energy of use for further acquisition. The deduction from this, evidently, is that a person may exhaust his stock of
versatile energy upon a few things, and eventually become incapable of learning others. Probably this accounts for the difficulty which every person late in life encounters in acquiring knowledge which children easily learn.
A good memory is therefore not an unmixed blessing, but, on the contrary, forgetfulness is often to be desired. One may steep his mind in the waters of Lethe, according to one author, by fixing his mind on that part of any experience which has the least permanent interest. The temporary is thus remembered at the expense of the more permanent, and thereafter the latter is forgotten, while the temporary drops out from its own inherent want of interest.

## THE PATENT MIDDLINGS PURIFIER CASE.-ANOTHER

 important decision by the supreme court.A case of considerable importance to the milling fraternity has recently been decided in the Supreme Court of the United States, under the following circumstances:
A suit was brought by the owners of the Cochrane patents against Deener and others, about two years ago, in the District of Columbia, as a test suit under said Cochrane patents, which, after being ably argued, was decided in favor of the defendants. The plaintiffs appealed to the Supreme Court, and the case was heard in the October term of 1876, when the decision of the court below was reversed, and a decree given in favor of the Cochrane patents.
Shortly after that decree was entered a suit was commenced in the Circuit Court for the District of Minnesota against Christian et al., in which the bill of complaint set forth that the validity of the Cochrane patents became res adjudicata, by the decision of the Supreme Court. An injunction was granted against the owners of mill, but it was afterwards suspended on the giving of a bond for $\$ 250,000$.

Other suits were then commenced in the eastern district of Missouri, under the same patent, in which suits a special injunction was asked for. Just before the hearing in that case a letter came to light purporting to come from one of the counsel of the appellees in the case of Cochrane vs. Deener, setting forth that the appellees had no substantial interest in the case at the time it was heard, that one of their counsel had written his argument on one point only, that his fees had had written his argument on one point only, that his fees had
been very meagre, and that hence he had not discussed any been very meagre, and that hence he had not discussed any
of the other points before the court. Thereupon Mr. Harding, of Philadelphia, on behalf of some of the opponents of the Cochrane patents, made a motion before the Supreme Court to vacate the decree formerly made by that court in favor of those patents, on the ground of collusion between the parties. In consequence of which the court ordered an investigation to be made before a master, which showed that, just before the argument of the case in the Supreme Court, an agreement was entered into between the owners of the Cochrane patents and the defendants in that suit, that if the defendants were defeated they would only be required to pay on each of the two mills used by the defendants (twentythree run of stone altogether) $\$ 250$ cash and $\$ 250$ in a note running for a year, for a full release for all past claims, and that each mill was, without any further consideration, to have a perpetual free licence. This, it was argued by the counsel opposing the Cochrane patents, showed collusion between the parties to the suit, especially when it was considered that the owners of the patents had sued a single mill in Minnesota for $\$ 300,000$ damages, and hence the decree should be vacated.
In addition to this agreement between the parties, it was shown that the appellees would only pay such small fees to their counsel-about one third what they wanted-that it was likely their efforts corresponded with their pay, and that if better fees had been paid, better argument would perhaps have been made.
The counsel for the Cochrane patents in answer denied the collusion, stating that all the parties to the suit were interested in having the case thoroughly tried; that the suit was instituted as a test case, its principal object being to obtain a decision of the Supreme Court on the validity of the Cochrane patent, upon which, if favorable, it was intended to rely, in asserting their rights against all infringers; that their object in fixing the sum of $\$ 1.000$ as the amount which they would claim for the past and future use of defendant's machinery if they obtained a reversal of the decree, was solely to expedite matters and prevent any vexatious or unnecessary delays; and that knowing that such decision would be of no value unless made upon a full exhibition of the case, they by suggestion contributed to the introduction into the case of all the defense which they had knowledge of, in order that they might be disposed of in the final decision.
After the arguing of the case the Supreme Court, through Judge Bradley, delivered the following as its opinion:
"After a careful examination of the evidence adduced on the motion to vacate the decree in this case, we see no ground to believe that the appellants are chargeable with any collusion with the appellees in reference to the argument of the appeal. On the contrary, the weight of the evidence is that they repelled any arrangement or proposition which might look to that end. Whilst we would not hesitate to set aside a decree collusively obtained, the proof ought to be very clear to induce us to do this at the instance of strangers to the suit, though incidentally affected by the decision of the questions involved.

At the same time as the decision in this case is made the basis for applications for injunctions against third parties in the Circuit Courts, it is right that we should say that, in the argument of the appeal before us, the case on the part of
the appellees was, as it seemed to us, very imperfectly pre-
sented; and the evidence laid before us on this motion demonstrates the fact that the appellees, in consequence of the conditional arrangement with the appellants, which they secured before the argument was had or from some other cause, omitted to prosecute their defense with that degree of zeal and efficiency which the importance of the case would otherwise have demanded. The result was that the labor of the court, and its liability to overlook points of weight and importance, were greatly increased. As the case was presented to us, we see no cause for changing our
views. But under the views. But under the circumstances we think that third parties, who had no opportunity of being heard, and whose interests as opposed to the Cochrane patents are very important, should not be precluded from having a further hearing upon it whenever a future case may be presented for our consideration.
'The motion is denied with costs."
This decision although against the vacating of the decree, will it is thought have the effect desired by the maker of the motion to vacate it, as it throws strong doubt upon the character of the argument presented on the part of the appellees in the former decision, and will probably prevent its being used as a basis for injunctions or bonds in the circuit courts throughout the country. This will be likely ot result in a new test case, brought on undor the care of the best obtainable counsel, in which the question as the va-
lidity of the Cochrane patents will be thoroughly answered.

## CHLOROFORM.

Dr. Julian J. Chisholm, Professor of Eye and Ear Diseases in the University of Maryland, has lately published a pamphlet entitled, "What Anæsthetic Shall We Use?" wherein he takes strong ground in favor of chloroform, and deprecates the disfavor into which that drug seems to have fallen on account of the deaths which have occurred among patients under its influence. The drift of his views is that chloroform accidents are preventible, that deaths occurring, or rather attributed to the drug, are too often due to the shortcomings of those who administer it, and to its administration under improper conditions, when it should not have been given.
One of the most common causes of death is due to the operator failing to push the inhalation to the degree of suspending the functions of such parts of the cerebro-spinal system as preside over the emotional, sensational, motor, and reflex acts; or, in other words, the condition in which peripheral irritation can no longer be transmitted through the cord to the brain, and then back, by the vagus and pneumogastric nerves, to the cardiac ganglia. Any condition short of this stage leaves the heart exposed to those serious inroads from peripheral irritation through which its movements may be suddenly and permanently arrested. In this way can be satisfactorily classified the many deaths under anæsthetics for trivial operations, such as tooth drawing, abscess opening, etc., when only enough of the agent was inhaled in the sitting posture partially to stupefy, but not to protect against reflex accidents from emotional or peripheral excitement. When deaths occur under these circumstances the fatal result is not to be attributed to the anæsthetic, but to the want of it. Another cause of death is over-administration. Chloroform has a toxic action, while besides its dose can be made large enough to kill by enfeebling and finally paralyzing the nerve centers from which the heart and lungs draw their inspiration.
That which Dr. Chisholm calls "the only legitimate of all causes of death from anæsthetics," is that unknown condition called idiosyncracy, in which anæsthetics show themselves poisons of extreme fatality. The patients who carry about with them this innate fatality exhibit it by no recognized signs. When they die from toxic inhalation the autopsy reveals absolutely nothing to indicate the destructive effects of the poison.
Dr. Chisholm adduces a large amount of statistical information to show the infrequency of deaths under chloroform treatment, and shows an array of over 250,000 administrations of chloroform with but 12 deaths, thus affording strong proof of the rarity of the fatal idiosyncracy.

## THE TROUVE MULTIPLE TELEPHONE.

M. Trouvé, the well known French electrician, has lately submitted to the French Academy of Sciences, an account of experiments conducted by him upon the Bell telephone, the object being to increase the capabilities of that apparatus and to render it available over any distance, however
long. Instead of the single vibrating diaphragm used by Professor Bell, M. Trouvé substitutes a cubical chamber each face of which (witn one ex:eption) is a vibrating membrane. Each of these membranes, being thrown into vibration by the same sound, influences a fixed magnet and elec tric circuit, the same as in the Bell arrangement. By asso-
ciating all these currents, a combined current of single inciating all these currents, a combined current of single in-
tensity proportional to the number of magnets influenced is produced. Instead of the cube, a polyhedron having an indefinite number of vibrating membranes may be used, and thus intensity augmented as desired.
Suppose now a line established on which is disposed a telephone constructed as above described, the membranes and magnets of which are divided into two series, and the circuits so arranged that, by pronouncing a word, currents are produced on the same wire in opposite directions. When a despatch is received to be transmitted further on, the
operator talks in the telephone in the usual way; and his
speech, by the arrangement of circuits above noted, is heard both at the station to which he is forwarding the message
and also at the one from which the message was sent, so that the possibility of error is thus rendered nil. M. Trouve has adapted this apparatus to his military telegraph.

## NOTES OF PATENT DECISIONS <br> Patent office decisions

The Commissioner of Patents has decided the interlocu tory appeal from the decision of the Principal Examiner in the matter of the application of Temple for letters patent adversely to the applicant.
The original application was for a process invention. It admitted of illustration by drawing, but no drawing or model was submitted. Subsequently the applicant sought to amend his original application, a drawing being filed and a description inserted relative thereto In the proposed amended specification many elements, which appeared to be essential parts of the invention, were included in the claim. These elements, however, were omitted from the original specification. The case, therefore, came up under Rule 32 of Office Prac tice, which provides as follows. "All amendments of the model; drawings, or specification, in the case of original applications which are capable of illustration by drawing or model; must conform to at least one of them as they were at the time of the filing of the application; further changes than this can only be made by filing a new application. If the invention does not admit of illustration by drawings amendment of the specification may be made upon proof amendment of the specification may be made upon proof
satisfactory to the Commissioner that the proposed amendment is a part of the original invention."
The Commissioner decides that Temple is not entitled to the proposed amendment. Such amendment he considers new matter" as it conforms to no part of the case as it existed at the time of its filing. The concluding provision of Rule 32 , which permits the admission of an amendment on satisfactory proof that it is part of the original invention, cannot apply to the case under consideration, because in this case the matter is capable of illustration by drawing and model. The object of this prohibition in Rule 32, against the introduction of "new matter," is to limit the power of amendment, so that it is possible to determine when an application is completed.

The Supreme Court of the United States, in deciding the The Supreme Court of the United States, in deciding the
ppeal in the infringement suit of Romer vs. Simon, lays appeal in the infringement suit
Where the patent described in the bill of complaint is in roduced in evidence, the patentees are presumed to be the original and first inventors of the described improvement; and when they have proved the alleged infringement, the burden of proof is cast upon the defendant to show that the patent is invalid unless the patent is materially defective in form.
Proof of prior use of the alleged invention, in a foreign country, will not supersede a patent granted here, unless the alleged invention was patented in some foreign country. Proof of such foreign manufacture and use, if known to the applicant for a patent, may be evidence tending to show that he is not the inventor of the alleged new improvement, but it is not sufficient to supersede the patent if he did not borrow his supposed invention from that source, unless the foreign inventor obtained a patent for his improvement, or foreign inventor obtained a patent for his improveme
the same was described in some printed publication.

## TO OUR SUBSCRIBERS.

In accordance with our usual custom, at the beginning of this new year we turned over a new leaf in our subscription book, placing thereon only the names of those whose subcriptions have been renewed, or that have not expired.
All whose papers have ceased to come may know that their subscriptions have expired; and we hope they will be prompt in sending the money, $\$ 3.20$, for renewal for one year, or $\$ 1.60$ for six months. We will supply tie back numbers, commencing with the year.

## Infiuence of Organisms on Eggs.

MM. Bechamp and Eustache have determined that eggs may remain for long periods in a medium filled with infusoria, without the latter traversing the shell and penetrating the interior. The shell, however, allows the passage of microscopic mucedinæ, which make their way through the lining membrane and develop very abundantly on its internal face. The membrane surrounding the yolk presents, however, an insurmountable barrier to their further pro gress, but should their entrance into the yolk be effected an alteration takes place, which is a true fermentation and distinct from putrefaction.

Amyloid Degeneration of the Cornea
By introducing liquids impregnated with spores into the cornea of rabbits, Dr. A. Frisch has found that the cor puscles of the cornea undergo a metamorphosis of their protoplasm into shapeless brilliant masses. The sheath of the conjunctive tissues of nervous fiber, with or without marrow, remains intact, but becomes filled with flattened masses having an intense refracting power. These and other substances show amyloid reaction on contact with iodine and sulphuric acid, and resist the action of digesting liquid. Examined under polarized light, all the portions affected Examined under polarized light, all the portion
with amyloid degeneration become bi-refracting.

A Steam Sled tor the North Pole.
At a recent meeting of the London Association of Foremen Engineers and Draughtsmen, Mr. Daniel Cartmel, late Chief Engineer of H.M.S. Discovery, and now of H.M.S. Cleopatra, read a paper on "Polar Exploration, with Suggestions for the Employment of Steam Power in Effecting it." The author, with the aid of several charts and diagrams, explained, in the first instance, the geographical and meteorological characteristics of the arctic regions, and then advanced to his subject proper. Mr. Cartmel, from his experiences during the expedition of Captain Nares, came to the decided conclusion that sledging by manual power was a hopeless method of attempting to reach the North Pole, and since his return has been busily engaged in devising a steam sledge for that purpose. This contrivance, as described by the inventor, consists in its general outlines of a flat-bottomed boat with two stern wheels, the midship cross section being a parallelogram. It would be constructed of steel plates lined with wood, perfectly rigid, and capable of standing the roughest usage. The boat-sledge, as it may be termed, would be highly polished so as to minimize friction, whilst the bow would be stayed and strengthened to the fullest extent, so as to resist concussions. Of course the steam power is intended to be concentrated as much as possible, whilst the steering wheels would be driven directly from the crank shaft. The proceedings closed with a vote of thanks to Mr. Cartmel, who also explained that the sledge might be warped forward with rope, and capstan, when desirable. Here is a suggestion for Captain Howgate and other members of the American Arctic Colony, now trying to reach the North Pole.

## Utilizing Subterranean Heat.

The Virginia City (Nev.) Enterprise says: " An enterprising engineer of this city is engaged in working out a plan for heating the whole town by means of the heat generated
and exhausting apparatus. Large reservoirs are used for the condensed and rarified air. The tension of the condensed air is about three atmospheres, and that of the rarified about 35 millimeters of mercury. The condensed air, heated to $45^{\circ} \mathrm{C}$. by the compression, is cooled in the reservoirs which are surrounded with water. The velocity of the carriers averages 1,000 meters per minute, and a train is despatched every 15 minutes. Each of the two circuits, into which the system is divided, is traversed in 20 minutes, including stoppages. The entire cost of the enterprise is estimated to cost 1,250,000 marks.

## THE NEW YORK ELEVATED RAILWAY

Along Sixth, Ninth, and Third avenues, Pearl street, West Broadway, and other great thoroughfares of this city, large gangs of men are at work, digging foundations and erecting the structures which form the roadway of the different elevated railroads. Within a very few months trains will be running over these new aerial routes, and the long vexed problem of rapid transit, which has been discussed in this metropolis. for nearly a quarter of a century, will at length be solved. Whether this solution will have been accomplished in the best possible manner and in conformity with the rights and convenience, both of the traveling public and of the public whose property is affected by the proximity of the necessary structures, is open to question. We have reviewed in these columns all the schemes having a like result in view, and have advised in favor of the underground plan, pointing out its entire feasibility, and directing attention to its successful operation in London, in this city, and elsewhere. In rather anomalous manner, however, the Legislature has authorized the Gilbert and New York Eleva ted railways to carry their tracks above the same routes, the franchises of which had previously been bestowed upon the
on the north, near Central Park. A perspective view of this road is given in Fig. 1; and in the annexed drawings, for which we are indebted to the Railroad Gazette, the details of construction, as the same differs at various portions of the route, are shown. Except over about one third of its length this road is now single track.
The work in progress involves the completion of the second track between the Battery and 61st street; a double track extension along Ninth avenue from 61st street to 81st street, west side; double track road from Whitehall street through Front and Pearl streets, the Bowery and 'I hird avenue to 59th street, including branches to the ferries, western terminụs of the East River Bridge and the Grand Central Depot, east side, comprising altogether about three miles of single and six miles of double track.
From the map given herewith (see page 20) this route can be followed in heavy black lines. The route of the Gilbert railway is marked in dotted lines. We shall devote a separate article to the Gilbert system, which differs in many respects from that under consideration. The New York Elevated Railway has a structure based on the "one-legged plan," the essential feature of which is that the weight of roadway as far as possible is carried immediately over the posts which support the structure. The Gilbert Company, on the contrary, in nearly all cases, supports its roadway between the posts on transverse. It will be seen, however, from the drawings, that the elevated road adopts this latter mode, over its Whitehall street route. As the drawings are all marked with the names of the streets, the reader can easily trace for himself the various modifications of structure which have been adopted to suit varying localities. Front and Pearl streets from Whitehall street to Franklin Square being narrow, with but little room in the roadway, the latter is either spanned or a single track is carried by each line of columns over the curbs. . The latter plan is preferred.


ELEVATION AND PLAN OF PROPOSED STRUCTURE FOR THE NEW YORK ELEVATED RAILROAD.
in the subterranean regions of the mines. He says there is sufficient heat in the lower levels of the mines underneath our feet to comfortably warm every house and every room in the city, provided it can be utilized. His plan contemplates a system of pipes, through which the heat will be distributed, while at the same time it will be drawn out of the mines as it arises. Thus he will at the same time heat the town and ventilate the mines."

## Pneumatic Postal Despatch, Berlin.

The proposed pneumatic despatch system in Berlin will comprise 26 kilometers of tubing and fifteen stations. The bore of the tubes will be 65 millimeters. They will be of wrought iron and will lie about a meter below the surface of the ground. The letters and cards which are to be forwarded have a prescribed size, and are enclosed in iron boxes or carriers each of which can hold twenty. From ten to fifteen carriers are packed and forwarded at a time, and behind the last is placed a box with a leather ruffle, in order to secure the best possible closure of the tube. The exhausting machines and apparatus required for the transmission are situated at four of the stations. Both compressed and rarified air, or a combination of the two, are employed in propelling the carriers. Steam engines of about 12 horse power are used in condensing or rarifying the air. Each of the four main stations has two engines, which drive a compressing
old law maxim that right in real property is supposed to ex tend upward to the heavens; and the highest court of judicature in this State has affirmed the legality of the privi leges accorded to the elevated companies, and of the mean whereby the latter propose to carry out their projects.
It remains, therefore, but to examine into the practical features of the now adopted plans. Their disadvantages affect, first the horse car companies, whose tracks are virtually inclosed in a tunnel; second, the property owners along the route, before whose second floor windows trains constantly thunder, and whose buildings along the line are depreciated in value without any means of reimbursement or compensation being open to them; and, lastly, the gener al public, through the obstruction produced by such large structures in important thoroughfares. Their advantages enure to whoever travels upon them, for certainly no more pleasant mode of locomotion can be suggested than to be rapidly whisked along in roomy, well warmed or ventilated vehicles, high above the dust and noise of the crowded streets.

In this article-which is the first of a series on the means of rapid transit in New York, to appear from time to time in these columns-we present a detailed description of the New York Elevated Railway, a portion of which is now in operation over a length of about 5 miles, extending from the
southern extremity of the city at the Battery to 61 st street,

From Franklin square to the intersection of the Bowery with Third avenue, alone the New and Old Bowery, owing to the number of surface railroad tracks and other circumtances, the columns must be on the line of the curbs.
On Third avenue the upper stories of the buildings are occupied very generally as dwellings, and it was thought desirable to remove the tracks as far from the houses as possible, and as the roadways are 50 feet wide, with a double line of surface horse railroad tracks in the middle, a line of columns is to be placed upon each side of the horse railroad tracks, and connected at the top by light elliptic arch girders. The track superstructure will be 17 feet or over above the grade of the surface railroads, and the columns in the roadway 15 inches square, and in nearly all cases $15 \times 18$ inches when on the curb. The general average length of the spans will be 43 feet 4 inches. the girders made of open lattice work, and 33 inches deep, and to be proportioned so that no part of them will be subjected to a greater strain of tension and compression than 8,000 lbs. per square inch, or a greater shearing strain than $6,000 \mathrm{lbs}$., and the maximum deflection of the girders when loaded not to exceed one fifteen.hundredth of its span. The columns will consist of two 15 inch rolled channel beams united by lateral bracing, consisting of $3 \frac{1}{2} \times \frac{5}{8}$ inch bars riveted to the flanges of the beams. Where the track is carried over the columns, the tops of the channel beams are curved outward from the center each way far
enough to support the longitudinal girders. When the track is carried on girders between the columns, the channel beams of the post are carried up straight. The lower ends of the beams will be set into sockets of cast iron bed plates weighing about $2,200 \mathrm{lbs}$. each. The bed plates will be 3 feet 4 inches square at the base and secured to masonry foundations by four anchor bolts 2 inches in diameter. The foundations will generally be about seven feet deep and seven feet square at the bottom; and are to consist of flag stones and hard burned bricks laid in hydraulic cement mortar.
The top chord of the longitudinal girders will be composed of two $6 \times 6 \times \frac{9}{16}$ inch angle bars, and the lower chords of two $5 \times 5 \times \frac{9}{16}$ inch angle bars, riveted together so that each will form a T, the two riveted by double angle braces, $5 \times 3 \times{ }_{\text {I }}^{7}$ inch at the ends of the beams and $4 \times 3 \times \frac{7}{16}$ inch in the center, placed back to back on the outside of and embracing the Ts by being properly riveted together.

apart. It is proposed to increase the weight of the engines to $16,000 \mathrm{lbs}$.
The last passenger cars purchased weigh, when empty, about $16,000 \mathrm{lbs} .$, and are 41 ft .6 in . long over the platforms; the bodies are 35 ft .6 in . long by 7 ft . wide, and seat 48 passengers. It is thought that the cars can be made lighter At first sight the impression produced by the appearance of the one-legged structure, as it has derisively been called, is that it is lacking in lateral stability. This, however, is not the case, as the structure is subjected to very littie lat eral strain, the chief difficulty being to give sufficient longitudinal stability to resist the action of the momentum of the train when the brakes are applied. This difficulty arises from the necessity of allowing space between the ends of the girders for their expansion and contraction, and therefore such strains cannot be transmitted through them to more

the longitudinal guard timbers, which are not subject to ex- $\quad$ article to give such an explanation of its properties and cha pansion by changes of temperature, are securely bolted $\mid$ racteristics as may be of general interest. through the cross ties and to the flanges of the top chord of the girders. In this way the longitudinal strains are distributed over an indefinite length of the structure.

## MINERAL WOOL

A small portion of the waste product of a blast furnace may be successfully utilized by converting it, while in the molten state, into the materal known as mineral wool. The cheapness of the slag and the simplicity of the process render the manufacture of mineral wool capable of being carried on in all iron districts, and it is the object of thi


MAP SHOWING LOCATION OF RAPID TRANSIT RAILROAD
Gilbert Elevated Railroad by dotted lines:
The process is confined to the treatment of substances containing a high percentage of silica. Regarding slag as a silicate of lime and magnesia and alumina, we can readly see that, as the silica acts as the acid, its presence in a low or high degree gives wide range for difference in the resulting slags: and according to the predominance of either base or acid, they are classed as basic, acid or neutral. A great variety of mineral wools is thus afforded, but experience has shown that a neutral slag produces finer fibers than one containing a large amount of silica, and therefore it is more pliable and easier of application. Slags containing manganese make a greenish wool, while pink or reddish wool appears to accompany hard grades of iron. Under other circumstances the wool will be white, being purest white when the percentage of base is large and assuming a gray and smoky color as the silica increases.
The diagram shows a section of the mineral wool house and apparatus at the Clove Furnace, Greenwood Iron Works, Orange County, N. Y. At this furnace, as at the majority of American furnaces, there is not sufficient room about the stack to erect a chamber in which to blow the mineral wool, and even if there was ample space it would be economy to allow the slag first to run into box-cars and afterward tap these, because the cinder, when it comes directly from the furnace, flows too fast to be controlled and properly utilized. As a result of this difficulty the wool-house stands about 100 feet from the furnace. When a car is run full of fluid cinder it is taken in front of the wool-house, the chilled slag knocked out of the tap-hole, and a small stream only allowed to fall to the runner, over which it travels and again falls $3 \frac{1}{2}$ inches, where it is met by the jet of steam
The sudden impact of steam or air under pressure against thinly flowing slag immediately scatters the stream, forming a spray of small globules or shot, which, on becoming detached from the larger mass, stick, as it were, and thus give a beginning to the vitreous thread.
The aperture of the nozzle which forms the jet of steam plays a most important part in separating the stream of slag into small shot at the outset, for itis obvious that the smaller they are at the first the greater the possibility of their being ab sorbed in the fiber, which is pulled out in their flight. The blowing part of the process has been so far improved that the shot are much less than a sixteenth of an inch in diameter and there is no need of separating them from the wool as they do not impair its effect
The wool house is 30 feet long by 14 wide; the gable of the roof is 21 feet above the floor, and a sheet iron extension 10 feet long reache
to the slag car. The frame of the building is covered on the interior with thin sheet iron. The front of the house is provided with a window which serves as an outlet for the currents created by the jet of steam, and these currents carry a portion of the lightest wool up on the top floor. The mineral wool taken from the first floor is entirely free from shot, and is called No. 3; the other two gradesare deposited on the lower floor, and are separated also by currents of air.
As this conversion of vitreous substances into a filamentous or fibrous material is a mechanical one, we find the wool to be of the same composition as the slag, so that, if the composition of a slag be previously ascertained, the character of the resulting wool may, in a measure, be determined.
The density of bodies, generally speaking, determines the rapidity with which heat is transmitted through them, and ac cordingly we find the metals to be best conductors, and stone earthenware and plaster not so good, while porous or air confining substances constitute the so-called non-conductors The gases are very poor conductors, and probably air is the worst conductor known, that is, it is the substance which when at rest, impedes the passage of heat most. But heat is conveyed through air by the movement of its particles, which is obviously not the case in more dense media; there fore, we should infer that, if the circulation of the air were some suitable absorbent, the passage of heat would be re tarded. This brings us to a clear conception at last of what a non-conductor ought to be, and it might not be out of place here to recall to mind the fact that birds are clothed with feathers and beasts with hair as a protection against cold and that these coverings are poor conductors, simply because they hold in suspension an enormous amount of air. In order to ascertain how much air is confined in mineral wool, we will consult figures a little. A cubic foot of slag weighs 192 lbs., while a cubic foot of No. 1 mineral wool weighs but 28 lbs. ; No. 2, 16 lbs. and No. 3, 8 lbs.; thus showing as a result of the conversion a decrease in weight, which is equivalent to an increase in air-space of 85 per cent.; 90 per cent., 95 per cent., for the three grades respectively. The immense expansion is better illustrated, perhaps, by saying that one cubic foot of slag will make 24 cubic feet of No. 3 mineral wool, which would cover 192 square feet two inches thick.
A substance, to be a superior non-conductor for application
A substance, to be a superior non-conductor for application
city with indestructibility, which means that it should con tain nothing organic. To further substantiate these state ments, which might otherwise appear hypothetical, a few experiments have been made after the method used by Count Rumford in 1792, when he ascertained the relative degrees in which furs, feathers and other organic materials used for clothing conduct heat.
The ball and stem of a thermometer were covered with inch thickness of the substance to be tried, by placing it within a larger bulb of glass and then filling the surrounding interval between the two with the substance; and after heating this apparatus to a given degree in boiling water, it was surrounded by sce, and the comparative times required to cool the thermometer a certain number of degrees was noted. The figures following the names of the substances mark the number of records required respectively for cool ing down the thermometer through 60 degrees Fahrenheit Asbestos, 390; cotton, 438: felt, 463; mineral wool, 770. Of course cotton has no bearing on the subject under discussion, except that it is used for domestic purposes as a poor conductor of heat, but asbestos and felt are used exten sively to protect heated surfaces.
It is a characteristic of organic substances that they gradu ally become impaired by heat, are liable to burn: and there is no reason to suppose that felt has lost this unfortunate property. There is a disparity in the weights of these sub stances which favors the felt. The space filled being the same in all cases, the relative weights were noted as follows Felt, 310 grains; mineral wool, 757 grains; asbestos, 2483 For the coating of steam boilers, cylinders, steam domes, pipes, etc., mineral wool is especially vaiuable. It is eco nomic, durable, and very easy of application. It can be applied underneath wooden lagging or sheet iron. These can be kept at a uniform distance from the boiler by runners or studs, and the mineral wool stuffed under as the lagging is put on. The strips forming the lagging should be tongued and grooved and seasoned to prevent their warping after ward. The wool must not be stamped in so as to crush it


## PLANT FOR THE MANUFACTURE OF MINERAL WOOL.

but must simply be loosely pressed, so as to thoroughly fill the open spaces. For the up-take in marine boilers, which re often carelessly covered with combustible materials, and cause frequent alarms of fire, mineral wool is particularly adapted, because it cannot possibly burn. Thin sheet iron makes a very neat and lasting jacket, and is readily bent over the boilers before the wool is stuffed in.
In consequence of the looseness of mineral wool, its application to pipes requires some device for holding it on. Where a pipe runs underground or in the open air, a common box answers every purpose, and for inside work canvas makes a suitable jacket, if it is properly kept in place by collars or studs. Vulcanized fiber is a material admirably adapted for a covering, because it is pliable and yet of sufficient stiffness to keep in shape while packing. It has a brown color, and is generally varnished so as to withstand the weather, it should be put on in sections of about a foot at time, and secured by small brass clasps placed at intervals of 3 or 4 inches.
Mineral wool should be applied between 2 and 3 inches thick. The No. 1 quality is used for lining large ice houses, brewers' vaults, etc., and is put in with best results 4 inches hick, at a cost of $12 \frac{1}{2}$ cents per square foot. A square foot of No. 2, two inches thick, costs 10 cents, and one of No. 3 costs 20 cents. This material is receiving wide introduction in England under the name of slag wool, and it has also een in very general use in Germany, where it is called silicate cotton. The process for the manufacture of mineral wool and its manipulation are protected by five United States patents, the rights for the use of which in the different States or parts of them must be secured from Mr. A. D. Elbers, $26 \frac{1}{2}$ Broadway, N. Y. . Mr. Elbers is the sole agent for the sale of mineral wool in this country.-Iron Age.

Sand Foundations.-A block of stores is now building in Hartford, Conn., for which the foundations are laid in his way: Trenches are dug down to the hard pan, and are hen filled with water. Beach sand is then sifted in until he trenches are filled with the soaked and compacted sand, which is covered by a thick layer of concrete, which in turn is to receive the stone work of the foundation walls.

A New soap has been patented in Germany which is com osed of common soap with the addition of phosphate of soda. It is said to have especially good cleansing qualities, and to be adapted for use in salt as well as fresh water.

## Commantutions.

## Our Washington Correspondence.

To the Editor of the Scientific American:
The business of the Patent Office still continues on the in crease. For the week ending December 1 the receipts wer $\$ 12,975.55$; for the succeeding week, $\$ 14,562.25$; and for the week ending December 15, $\$ 14,735.65$.

## Patent office decisions.

In the interference case of Callahan vs. Bloomingdale and Kilmer, the latter having in his preliminary statement posi tively set down the date of his invention as the latter part of December, 1875, and stated specifically what he did at that time, now, after his opponent has filed his testimony, makes a motion to amend his preliminary statement, on the ground that he had made a mistake and that the date of his invention was two months earlier; the Commissioner has de cided that as Kilmer did not apparently discover his error until after the opposing party had filed his testimony, he ought not to be allowed to amend his preliminary statement as it is precisely such cases as this that the preliminary state ment is intended to meet. If Mr. Kilmer's memory is de fective, and he made his preliminary statement without con sulting his witnesses, he should, the Commissioner thinks, have made the correction at an earlier day, and not have waited until he had an opportunity to examine his opponent's testimony. To allow a correction after the taking of the testimony of his opponent and the disclosure of the opposite case, the Commissioner holds would be a very danger ous precedent, and the motion was accordingly denied.
The practice referred to by the Commissioner as to amending a preliminary statement has, however, been varied in at least one instance. The case of W. D. Brooks may be cited as an example (Official Gazette, vol. VI., page 296) in which Brooks sought to amend his preliminary statement after the testimony was in, on the ground that at the time of making it he was under treatment of a physician for a nervous dis order that greatly affected his memory; and as he produced affidavits from his physician and six other persons that at the time the preliminary statement was made Mr. Brooks was not of sound mind, that his memory was very much affected, especially as to the matter of dates, not being able to remember one day what was done on the previous one, and seemingly having no recollection at all of the times at which remembered events took place, Commissioner Leggett decided that he should have liberty to amend his case to make it coincide with the testimony taken; or in case Mr. Brooks was still in such a condition as to preclude his making such a statement, and swear to it from his own memory, the case was to be decided upon the testimony as taken, regardless of the preliminary statement.
The interference of Washburne vs. Evans et al. (improvement in barbed wire fences) was originally between Washburn, Evans, Hill, Brown, Crandall, and Haish; but Washburn having so amended his case that in the opinion of the primary examiner it did not interfere with any of the patents except Evans', he declared a new interference between Washburn and Evans. Crandall and Haish, having been left out of the new interference, appealed to the Commissioner against the dissolution of the original case. The Commissioner on examining into the matter came to the conclusion that there was no patentable subject matter common to the cases of Washburn, Evans, Crandall, Brown and Hill which was not included in the patent of Haish; and he expressed his surprise that the patents of Crandall, Brown, and Evans should have been granted in view of Haish's patent of earlier date. These patents being, as the Commissioner states, beyond his jurisdiction, no action of his can affect them, but he objects to authorizing the issue of any other patent for the same subject matter shown in those already granted. The invention in controversy, as stated in the letter of the Interference Examiner, appeared to the Commissioner to include not only what is shown in Haish's patent, but also what is shown in any one of the other patents, and therefore there cannot, in his opinion, be any contest between Wasthburn and Evans, without also involving a contest with Crandall and Haish. Unless, therefore, Washburn so restricts his claim as to avoid the subject matter shown in the other patents, the Commissioner decides that the original interference with all the parties must be reinstated; but if Washburn limits his claim to the special device shown in Figs. 1, 2, and 3 of his dra;ing, and eliminates the other matter, the Commissioner thinks that the patent may be allowed.

## congress.

A bill has been introduced by Mr. Barnum into the Senate which enacts that "no patent which has been heretofore amended by introducing new matter into the specification, and reissued under section 53, chapter 230 of the Statutes at large, or under section 4,916 of the Revised Statutes, shall hereafter be declared invalid by any court of the United States, for the reason that the Commissioner of Patents was not authorized by said sections of said statutes, in the case of any patent in which there was neither model nor drawing, to admit proof that the new matter or amendment was a part of the original invention, and was omitted from the specification by inadvertence, accident, or mistake."
Mr. Errett has introduced into the House a bill authorizing the Commissioner of Patents to extend the patent of Calvin Adams, granted February 24, 1857, for a beveled keeper for door locks, which has been already once exkeeper
tended.

Another bill introduced by Mr. Loring into the House ex tends, without reference to the Commissioner of Patents, for seven years, the patent of J. W. Fowle, granted March 11, 1851, and extended in 1865 by the Commissioner, which extension expired in 1872 , since which time the invention covered by it has been public property. The claim covered substantially the use of a "drill attached to the cross bar of the propelling engine, piston rod, or an elongation therefrom, in such a manner that the drill is driven by the direct pressure of the motor upon the piston.'

A billintroduced into the Senate by Mr. Conkling authorizes the Commissioner to extend the patent of E. H. Hosford, granted April 14, 1856, extended by the Commissioner in 1870, for pulverulent acid for use in the preparation of baking powder and other purposes.
Another Senate bill proposes to pay to the heirs of W. A. Burt, deceased, "the sum of $\$ 150,000$, to compensate them for the use by the United States, in the prosecution of the public surveys, of the solar compass invented by said W. A. Burt.'
The Woodruff Scientific Expedition has had a bill introuced into the Senate by Mr. McDonald, which authorizes the Secretary of the Treasury to grant for the purposes of the above expedition a register to a foreign built steamship, and authorizes the president to detail officers of the army and navy, not to exceed five each, for duty with the expedition, who shall report and transmit to the chiefs of their respective departments scientific data and material. The vessel is to be approved by the Secretary of the Navy, and a school is to be maintained thereon with a capacity for at least 200 scholars.
In the deficiency bill passed just before adjournment is an item appropriating $\$ 5,000$ for adapting the Babcock lakes in the monumental grounds for the culture of the carp. The carp is said to be a hardy fish, particularly well adapted to the southern waters of our country, and it is hoped that it can be readily made the source of an abundant supply of food. One advantage the carp has over most fish is that he lives mainly on vegetable food, and hence is not so destructive to other fish. It is estimated each pound of bass raised requires the consumption of five pounds of other fish, or a corresponding amount of other similar food. The appropriation is to be used for propagating the carp here, whence they are to be distributed, as soon as they are of proper age and size, throughout the country wherever the waters are suitable for them.
Congress has of late been flooded with petitions relative to the proposed change in the tariff, most of which request that Congress will take no action concerning it until after it shall have ascertained, by an ofícial enquiry, the condition of the industries of the country, and the nature of such tariff legislation as, in the opinion of practical business men, would best promote the restoration of general prosperity. Would not it be a good idea for inventors to interest themselves in procuring and forwarding petitions against the proposed
alteration in the patent law? There are, it is true many alteration in the patent law? There are, it is true, many good points in the bill, but the sections referred to in you article in No. 24 of the last volume should certainly be eliminated. Let every inventor, patentee, or owner of a
patent, or an interest in one, therefore, get up a petition and parward it to the member for his district, so as to be ready for presentation at the re-assembling of Congress on the 10th of January. In addition to the petition, let each one interested in patents make it a point, if possible, to call on the Congressman and Senator for his district, who are now probably home for the holidays, and explain to them the objections to the clauses above referred to, showing them how difficult it is, even under the present law, for an inventor to realize anything at all commensurate with the advantages he confers on the country, and how much more difficult it will be should the objectionable features of the propos
act be incorporated on our present system of patent law.

## the paris exposition.

Gen. Le Duc of the Agricultural Department is studying up the method of arranging his exhibits, and what will be the best articles to send. He proposes to send samples of all our staples and many of the machines used in their preparation. For instance, with the wheat exhibit, he proposes to send a flouring mill, in which the patent process of middlings separation may be shown, the product of which will be disposed of to show what we can do in this line. With cotton will be exbibited a cotton gin, to be run at certain hours, and also everything connected with the cultivation and preparation of our most important export. Cuttings of every variety of our woods, and special products of our forests, as the southern moss used in upholstery. The dairy products of the north, with a model dairy. Honey and the improved methods of bee culture. Maple sugar, with the sap and the syrup. The various kinds of tobacco and the processes of the preparation. Fruits of all kinds, and the processes of drying, canning, etc. Dyestuffs and tanning materials. Broom corn, its cultivation and manufacture into brooms. Rice in various stages of growth, and the processes of preparation for markets. The different species of corn, and all its products.
It is proposed to have a woman's department, and a lady assistant commissioner will probably be appointed to take charge of $i$.

THE IMPROVEMENT OF THE MISSISSIPPI
A telegram has been received here from New Orleans, stating that Captain Brown's latest official survey of the
channel at the South Pass shows a depth of 22 feet and a
width of 200 feet, which entitles the contractor, Mr. Eads, o a second payment of $\$ 500,000$.
In addition to these works at the mouth, it is proposed to aid navigation, by means of reservoirs, upon the head waters of the river, by which it is thought that good navigation may be obtained all the year round, as the floods may, by such reservoirs, be controlled and used to keep up the volume of water at the period of low water. It is thought, however, by some that such reservoirs had better be located at the headwaters of the St. Croix, Chippewa, and Wisconsin rivers (tributaries of the Mississippi), by means of dams, which will serve the double purpose of regulating and improving the navigation of said rivers, as well as the Mississippi, and the Secretary of War has been requested by a joint resolution of Congress to make a preliminary examination of the headwaters of those rivers, to "determine the extent and the practicability of reservoirs upon the same," and to report the result to Congress in February, together with a compilation of all information and reports in his office bearing upon the subject of reservoirs, for this purpose.

## magazine guns.

One of the provisions of the army bill recommending the expenditure of $\$ 20,000$ for the manufacture of a magazine gun, the Secretary of War has appointed a board to assemble at the Springfield (Mass.) Arsenal, April 3, 1878, to consider and experiment upon such guns as may be brought there for inspection and trial, and to recommend the one considered most suitable for manufacture, should one be found worthy. All persons interested in magazine guns are invited to send samples for trial.
Washington, D. C.
Occasional.

## Gas Poisoning.

To the Editor of the Scientific American:
In the Scientific American of the 15 th is an article from the Lancet on poisoning from the common use of illuminating gas. The concluding period is: "It is not creditable to the ingenuity of practical men that no method has yet been discovered by which the advantages of gas as an illuminating agent may be secured without the drawback of slow poisoning, with the host of maladies a depressed vitality is sure to bring in its train."
I have seen in Europe an excellent contrivance to meet the difficulty alluded to. It consists in a glass globe of whatever size may be required for the apartment, whole at the bottom and illuminated with gas. The globe is closely connected with the fixture by which it is suspended, so that there can be no escape at the top of any of the products of combustion.
This fixture is of bronze, like that of a chandelier, about three inches in diameter, variously and tastefully ornamented. This fixture is connected with a small flue concealed by the plastering, and this flue communicates with the chimney or some other avenue to the open air. The products of combustion pass off through this channel, and air is admit ted into the globe to support combustion by the same way through a small separate pipe. The air might be supplied through minute holes at the bottom of the globe.
The glass is often ground, but I have seen it elaborately cut, and the globes are sometimes as large at two feet in diameter. The result is a uniform and perfect light in every part of the room.
N. D.

Portland, Me.

## The Telephone as a Time Regulator.

To the Editor of the Scientific American
Allow me to mention an application of the principles involved in the telephone which has not been suggested, so far as I know. It applies to the regulation of clocks to a standard timepiece, and may be made local or general.
Let the pendulum of the regulator oscillate immediately above a permanent magnet wrapped with coils of insulated wire, the same as the telephone. Let the wires from this magnet form a circuit connecting other similar magnets placed one under the pendulum of each clock to be regulated. While each stroke of the regulator will affect its magnet and thus induce a current, which in turn will affect the other magnets, the regulator itself will be equally affected by the other pendulums along the line, and the result would be a rate the mean of all the clocks.
To obviate this the regulator must control the secondary pendulum without itself being influenced by it or the other clocks. This can be done in various ways. A simple one is by making and breaking the circuit of a local battery controlling the secondary pendulum. This secondary pendulum must induce sufficient magnetism to control the sum of that induced by all others along the line, and this will again be more or less, as the rates of the various clocks, or their mean rate, varies from the correct one.
C. A. Locke.

Atlanta, Ga., December 12.

## A New Regulator for Electric Lights.

M. Armand Billon describes in Les Mondes a new regulaor for the carbons of the electric light, which consists of a parallelogram articulated after the manner of the Watt governor. On the lateral arms are fixed the carbons, which are placed either in angular position or on the same line, as desired. They are brought together by means of a spring and separated by an electric magnet. These two movements re imparted directly to the parallelogram, so that the effect is instantaneous.

BUILDINGS OF THE PARIS EXPOSITION OF 1878. The engravings of the Paris Exposition of 1878, which we present this week, are a general view of the Freach capital, showing the location of all the exhibition buildings and a representation of the central entrance to the main vestibule of the chief structure. We have already fully described the two great edifices in which, it is now asserted, the greatest World's Fair ever known will be held. On one side of the Seine, on the Champ de Mars, is the Exhibition building proper, and on the other, on the Trocadero, the palace which will be mainly devoted to art handiwork. The total floor space covered by both buildings is $2,150,000$ square feet. The palace of the Trocadero is from one pavilion to the other about 1.330 feet in length, the pavilion at the extremities being connected with the great central ro tunda, from the foot of which will flow a cascade, by gal leries forming segments of a semicircle. From all parts of Paris, the two immense towers, 260 feet in height, which flank the Trocadero, will be visible.
The principal entrance is to be at the middle, and at each end are two immense domes of iron and glass, surmounted by lanterns and flagstaffs. The gardens stretch out from each side of the façade between the palace and the avenues, and will contain a number of small buildings, kiosks, model farms, cottages, and the like. The height of the new structure may be imagined when it is stated that that of the vestibule is 82 feet.
Commissioner General McCormick has opened his office at room 24, second floor of the New Post Office building in this city, and to him applications for space may now be made. The space allotted to the United States in the Main Building adjoins that given to Russia, and measures 400 by 100 feet. Of this three fifths will be given to industries, one fifth to machinery and one fifth to food products. Already over four hundred applications for space have been filed, the American Union of Paris Exhibitors having turned over all their business to the Commissioner. Printed forms can be obtained by addressing the Commissioner General as above.

STOLP'S COMPLETE GEAR INSTRUMENT.
Of the various contrivances used to transmit and modify power, toothed gearing stands second, if, indeed, it cannot justly claim the first position in the order of importance. Ready means for its correct construction should therefore be in the hands of all designers. But the great abundance of rattling machines, put in places where we ought to find truthful gearing, indicates that sufficiently simply and easy means for correct delineation are not at the hand of the majority of designers. The instrument illustrated herewith is claimed to so far remedy this evil as to leave no longer any excuse for noisy gearing. It divides the circle, or any part of it, into any desired number of equal parts or pitch spaces; finds the radius of a circle of given pitch; gives the length
and thickness of tooth according to any given rule; forms a to it. A second wire is secured to the opposite end of E , substitute for the Willis odontograph, giving the centers passing in the opposite direction around B, and there made for the tooth curves; or gives the lines to be used for placing fast. A thumb screw takes up the slack. Now when B and in position the new templet odontograph. A is an arm or straight edge attached radially to a central
wheel, B, so as to swing with it, to any position on the are revolve around the center stud, the $\mathbf{T}$ square is made to slide in its groove by the wires winding and unwinding from B. It is evident that, when $A$ thus swings through equal angular spaces, the long arm of the T square will be displaced laterally by equal spaces.

Now if any scale of equal parts be placed under the arm of $E$, to be used as a guide in turning $A$, it is plain that equal spaces or angles will be laid off on any circle concentric with B, also if the scale be inclined more or less, say like the bar, F , these inclinations will result in different angles at $\mathbf{A}$. Hence if, for instance, any scale be set at such an angle under E that 50 divisions are passed over by E while $\mathbf{A}$ moves through $180^{\circ}$, the semicircle will, of course, be divided into 50 parts; in like manner any arc may be divided into any number of parts, also any angle can be laid out.
But ordinary scales will require careful sighting. Each instrument is accompanied with one or more scales formed by drilling holes in a bar. F, into which a pin is set at the desired places, thus forming a stop for E ; one end of F is jointed to C , and the other is secured to the drawing by an adjusting pin.
Now, for the first operation above named, center the in strument and place the pin in F at its zero point; then with F against the pin, place A at the initial point of the arc, secure bed plate, C , by pressing in pin, G , into the board; then remove A to the other end of the arc to be divided, at the same time placing pin in F at the hole whose number equals the number of divisions required in the arc or circle to be divided. The points of division are then noted by a pencil or scribe while E rests against the pin for each position in F. The arc divided at one fixing of G may be $180^{\circ}$ or less. To divide the other half of the circle, place $G$ at a new position distant $180^{\circ}$, and proceed as before. The operation is the same for an odd number as for an even nùmber of divisions.
We have not space to describe in detail the other operations of the instrument, full particulars regarding which may be obtained by addressing the inventor as below.

In addition to its capabilities already noted, the device gives the correct shape for the cutters of a gear cutter and the. size of the blanks to be cut. It is easily worked and understood, and is claimed to reduce the tedious and difficult operation of laying out correct gearing to a very simple proceeding.
Patented by M. G. Stolp, Civil Engıneer of Aurora; Illinois, who may be addressed for further information.
M. J. Schumeister has recently experimented on the heat-conducting power of silk, cotton, and wool. That of air being taken as unity, he finds that of cotton to be represented by the number 37 , of silk 11 , and of wcol 12.
o be divided. B is mounted upon a hollow taper stud, which projects up from an extension from the main frame or bed piece, C. A centering pin is passed through the hollow stud into the drawing board, to center the instru ment, and a second pin is attached in the end of the arm, G, to be pressed down to fasten the instrument in position. A T square, E, fits to slide nicely in dovetailed groove in bed roove. A clip, D, holds the $I$ square propeng of the T square, passes around the wheel, B, and is there fastened


STOLP'S COMPLETE GEAR INSTRUMENT


## Bell's Telephone.

At a recent lecture by Professor Bell on the speaking telephone, Sir William Thomson introduced the lecturer to the audience by the following remarks:
"That evening there was to be brought before them one of the most interesting of the scientific inventions that had been made in this century, or that had ever been made in the history of science-(applause)-the conversion of the quality of speech into motions of electricity, and the reproduction of the effect in audible sound. (Renewed applause.) They might have heard of telephones before that which was now to be brought under their notice. There were telephones before that of Mr. Graham Bell, but those telephones differed from Mr. Bell's in the same sense as a series of claps of the hand differed from the human voice. The previous telephones were in fact electric clappers. (Laughter.) They were instruments in which, by electric action, a succession of shocks, produced by stopping and starting the electric currents suddenly, were produced. Mr. Graham Bell conceived the idea-the wholly original and novel idea-of giving continuity to the shocks, and of producing currents which would be in simple proportion to the motion of the air produced by the voice, and of reproducing that effect at the remote end of the telegraphic wire-reproducing that effect at distances of a few miles, or of scores of miles, with a motion as nearly similar to the motion of the air caused by the voices as that not only was the articulation of the voice heard distinctly, but the different qualities of different voices are heard-(applause)-so that through the telephone, at a distance of 50 miles, one could not only tell what the words were that were being spoken, but they could tell who the person was that was speaking of all the $900,000,000$ people living on the earth."

## Iridescent Glass

A process for making glass iridescent has been patented by M. Clémandot. Beautiful effects are produced. The main feature of the process is the application of acids to the glass, under a pressure of from two to five or more atmospheres. Water containing fifteen per cent of hydrochloric acid is used to bring out rainbow tints like mother-ofpearl; and artificial gems of various sorts are have thus been manufactured. The glass is prepared by these processes is quite as iridescent as is that which antiquaries much value, the pressure and the acids hastening a result that the ordinary agencies of the atmosphere would take centuries to produce.

The steamer City of Berlin, which became disabled on her last voyage from New York to Liverpool, was lately put on the dry dock. An examination shows that the screw shaft was not broken as was supposed, but that the key of the propeller had given way and the screw became loose on the shaft.

## MERY'S WEIGHING SCOOP.

The annexed illustration represents a novel combination scoop and weighing device. The scoop has its movable stem, B, Fig. 2, sliding in the handle, C, and outside the spring case, H. The rollers, I), serve to keep the stem in position, so that the stem may work free; also to prevent friction while weighing. A similar set are fixed to the lower end of the stem, so as to work between the outer and inner case. A

spring stop, E , is so arranged on the handle as to be directly under the thumb when the handle is grasped, and a slight pressure of the thumb on it when the scoop is thrust in any material, prevents the stem from being pressed back. A spiral balance spring plays within the case, H , and is made fast to the inside lower end of the handle. A nut and thimble at the lower end adjust the tension of the spring. A graduated scale is fixed on the handle. When the material to be weighed
is raised up in the scoop, the stop is released, and the balance is raised up in the scoop, the stop is released, and the balance
being free to act, the weight of the material will show on the scale. This arrangement of the scoop and scale gives justed by a second toothed clamp device at the upper end of the scale. This arrangement of the scoop and scale gives the supporting arm. It is a cheap and convenient article.
two useful articles in one, and is very serviceable where a large amount of material has to be divided by weight into small quantities. The arrangement of the thumb stop protects the spiral balance from. damage, and facilitates the scooping up of any hard, unyielding material. It is an article which will meet with much favor in the household. Pat ented October 16, 1877. For further information, address the inventor, Michael L. Mery, Chico, Cal.

## New Inventions.

In a Car Coupling patented by Warren Montfort, of Eminence, Ky., the drawhead has a top recess tapering rearward and downward. The top shoulder has a lateral recess form ing a shoulder. A hook-shaped drop pin, tapering downward, fits into the recess of the drawhead. The entering link pushes the hook back, raises it into an inclined position, and finally passes far enough back so that the hook, by its own weight, drops in to the link. It is simple and effective.
Washington Wilson, of New York city, has patented a Standing Collar which has sectional bands, starting from the center of the collar and continuing, with a graduated curve to and beyond the ends. It produces a saving of material and hugs the neck band in superior manner.
A Nut Lock invented by Madison Calhoun, of Ocate, New Mexico Territory, consists in the combination of a plate, having its ends bent down and an oblong hole in its center, and another plate with a screw hole formed through its center and provided with points susceptible of being bent down with the nut and the flattened end of the bolt. It is convenient in use and effective in operation.
A Washing Machine has been patented by J. C. Smith, of Ashton, Ill. By moving crossbars back and forth, two rubbers move over each other, rubbing and pressing the clothes between them, and making them clean in a very short time. The action is similar to hand rubbing, the rubbers always moving in opposite directions.
An Adjustable Ladder patented by George Crawford, has a curved arm and pivoted bar for catching in trees and hold ing the ladder firm. Notched plank rest on transverse rods, secured by a simple device. It is of much value to painters and carpenters.
A Cooking Stove invented by G. A. McFadden, of Jordan Station, Ky., has a damper at the forward end of the oven with a flue extending along the top, down its rear side, and connecting with a flue at its lower rear corner, and also a flue extending down the forward side, along its bottom, and con necting with a flue at its lower rear corner. Heat may thus be sent in equal quantities above and below the oven.
A Book Support patented by Almon Clarke, of Sheboygan Wis., had a double supporting arm, which is adjustable as to height and angle of inclination on a screw post of the chair by a toothed clamp and guide device, the book rest being ad-


## One-Legged Railway

An Oil City Derrick correspondent describes the elevated one-wheeled, or, as it is more generally known "one-legged railroad," now being constructed by General Stone in the Bradford oil region. It is attracting a good deal of attention, and there is much speculation as to the probable success or failure of the enterprise. A portion of the line between Bradford and Tarport is completed, and one car of peculiar construction has arrived and been placed on the track. The construction of the road is simple, rapid and easy. On the hard ground logs six feet long and from a foot and a half to two feet in diameter are placed at right angles to the line, and from twelve to fifteen feet apart, the distance varying. In these logs vertical sawed posts, fourteen by fifteen and a half inches, are dovetailed and wedged. These verticals vary in height, and by their length the grade of the road is regulated. On the top of these verticals the horizontal pieces to which the rails are spiked are laid, with their ends squarery against one another. These sleepers are ten inches wide by fifteen and a halt in thick mess. By a proper arrangement ot vertical and horizontal pieces of timber the timbers on which the rails are laid are kept firmly in position, and two wooden rails, three feet and a half below the top ot the iron rail and twenty-two inches apart, are spiked to the vertical posts. Across streams and the swampy ground piles are driven. On this one rail a saddle-shaped car is mounted and supported by two wheels, double flanges. The gondola car now mounted on the portion of the road completed is twenty-two feet long, nine feet wide, and weighs over seven thousand pounds. The car is a double decker, there being room for freight in the body of the car, and on each side of the saddle. Twenty-two inches below a plane tangent to the upper wheels, at the lowest point of their circumference, four smaller wheels are placed in a horizontal position, and in the same plane, their circumferences being twenty-two inches apart. These run against the wooden guide rails, and keep the car in position. The wheels are attached to standards connected with the iron framework of the car.

## Dental Caries.

The general prevalence of dental caries is chiefly owing to food remaining on and between the teeth after mealsfrom breakfast time till the following morning-when, according to custom, the teeth are brushed; brushed, but probably not cleaned, as the brush is more often used to polish the surface merely than to assist in removing what has accumulated between them. Experiments have been referred to that prove the solvent action of weak acids on the teeth; and I think it will be conceded without proof that, were portions of our ordinary food, mixed and moistened as in mastication, kept during the night at the high temperature of the mouth, the compound would be sour. It follows that dental caries must continue to prevail as now, while it is the custom to allow the food to remain in contact with the teeth all night.
The following observations show the dependence of caries on food remaining in contact with the teeth. When the teeth are wide apart food is not retained, and they gen. erally remain free from caries. The lower front teeth are seldom attacked by caries when, as is generally the case, the spaces between are closed to the entrance of food by tartar. The backs of all the teeth, upper and lower, being kept free from food by the tongue, are seldom affected by caries. Lodgment of tood takes place between the bicuspids, between the molars, in the depressions on the masticating surface of these teeth, and on the buccal walls of these molars, and these are the chief seats of caries. While mastication is performed by the molars and bicuspids, the upper front teeth remain free from food and from caries; but, when they themselves are made to do the work of lost or diseased molars, and the food gets between them, caries is certain to follow before long. Further proof cannot be required that, if no food remained in contact with the teeth after eating, they would be free from caries, unless acted on by acidity from other sources. The only indications, therefore, for the prevention of dental caries are the neutralization of acid applied to the teeth and the removal of food before it has become acid. The food should be removed after every meal, and all who have not the opportunity of doing so should not fail to remove it every night at bedtime by rinsing, as the brush cannot be trusted to remove the food from between the teeth.-British Medical Journal.

## Ancient American Clifr and Cave Dwellings.

There have been just added to the South Kensington Museum, London, six models (the gift of the United States Government), illustrating the cliff houses, cave dwellings, and lowland settlements met with through the district where the States of Utah, Colorado, Arizona, and New Mexico join. They are reduced to different scales, the cave dwellings being of smaller scale than the lowland dwellings, since with the former the surroundings are given, while with the latter they are not. The district, which may be called that of the San Juan basin, was surveyed in 1875, and last year some attention was paid to the ruins of ancient dwellings that had been previously noticed. The area examined was 6,000 square miles. The general aspect of the country is that of a semi-desert. Yet there is a bountiful evidence that at one time it supported a numerous population; there is scarcely a square mile in the whole 6,000 examined that would not furnish evidence of occupation by a race totally distinct from the nomadic savages who hold it now, and in every way su-
perior to them. The ruins of the region are those of stone structures, but the remains are not so perfect as to show to what extent wood and adobe were used. The only known traces of the people besides their dwellings are flint and stone implements, tied bundles of sticks, fragments of matting, pottery, and pictures cut into the walls. A number of burial places were noted, but of the graves examined few yielded further evidences of occupation than small quantities of charcoal and bits of painted pottery. As regards the buildings, the parallelogram and the circles are the predominant forms. A greater part of the ordinary structures are square or rectangular; while attached to each group, and sometimes without indications of contiguous buildings, are the circular ruins frequently resembling towers. The models, which are colored, give a good idea of the structures.-London Building Neros.

## CURIOUS BLOOD DISKS

by john michels.
In the summer of 1877, on a visit to the London establish ment of Messis. R. \& J. Beck, I purchased a slide that w offered to me, as a recent addition to their cabinet of microscopical objects for sale. It was represented as a specime of the largest blood corpuscles known, and was labelled as follows: Blood.-Congo Snake.-Amphiuma Meaus.-R. \& J. Beck, 31 Cornhill, E.C.

As it is a most interesting specimen, I offer in Fig. 1 a sketch I have made by the camera lucida, as a part of it appears magnified by my $\frac{1}{4}$ inch objective and $B$ eye piece, enlarged 310 diameters.


Had the preparation been offered by a less reputable house I should have considered the description on the label an error, as I am not acquainted with a Congo snake, with the above name, and the only "Amphiuma" I know of is a genus of batrachian reptile met with in the lakes and stagnant water of North America.
As an animal similar in form to a water newt could not be mistaken for a snake, a difficulty is presented, the explana tion of which it is not in my power to offer. The red corpus cles of this specimen are immense in size, and can be dis tinguished by the unassisted vision, and in their oval form are characteristic of those met with in reptiles.
At letter A will be noticed the white corpuscles, which are smaller in size and circular in form, and thus readily distinguished from the red corpuscles, marked B. The small circles are to represent human blood disks similarly enlarged; these are introduced for comparison of size only.
Large as these red corpuseles appear, I find they are yet smaller in size than those met with in another reptile called ' menobranchus lateralis," one of the salamander family found in Lake Ontario. This amphibious animal is remark able from being furnished with both lungs and gills, which permits it to live either on land or in water with equal comfort to itself.
Fig. 2 is a copy of a drawing of the blood disks of the menobranchus lateralis," enlarged 300 diameters.
A comparison between the illustrations, Figs. 1 and 2, at once shows that, although the red corpuscles of the "amphiuma" are magnified 10 diameters in excess of those of "menobranchus," still the former is the smaller of the two specimens, thus the "menobranchus lateralis" must still carry off the palm of having the largest blood disks yet dis covered.

## A New Theory of the Nature of Water.

M. Maiche in Les Mondes propounds the theory reached after numerous experiments that water is simply hydrogen plus electricity, or oxygen minus electricity; or, in other words, that normal electrified hydrogen constitutes water and that normal diselectrified oxygen produces the same; or that hydrogen, oxygen, and water are precisely the same differing only in degree of electrification.

## Compositions

I give one fourth day each week to composition exercise The pupils are provided with paper and pencil, several sub jects are placed upon the blackboard, and every pupil required to write all he can on one subject. The subjects are selected so that all pupils are able to write. The following were used last week: Maple sugar-making, ghosts, telling stories, faces, domestic animals, rats, peanuts, observation in a railroad car. During this exercise the strictest order is observed. Pupils that experience difficulty write their subjects, and then are aided by the teacher, who is constant y among them. He does not write, however, but suggests what may be said on the several subjects, and aids them to form the first sentence. The writing continues just one hour, when compositions are folded, superscribed, numbered and handed to the teacher. The pupils then receive compositions of the previous week, and are required to correc the errors noted on the outside. Fifteen minutes are given, then the remaining fifteen minutes is given to the correction of mistakes which the pupils failed to rectify. This is done by placing the words and sentences on the board, and calling upon different members of the school for correction. The facility with which young pupils write after a few months' practice is surprising; and while it proves a profit able exercise, it is no less agreeable to the scholars.-N. E. Journal of Education.

## Dyeing Felt Hats.

The following is a recipe for producing a good black, and giving brightness to the felt. The quantities named are for dyeing 100 hats at one operation. Into a copper containing 55 gallons of boiling water put 9 lbs. of liquid extract of logwood at $30^{\circ}, 4 \frac{1}{2} \mathrm{lbs}$. of crushed brown cashoo, $4 \frac{1}{2} \mathrm{lbs}$. sandal wood in powder, and $2 \frac{1}{4}$ soda crystals. Enclose the whole in a linen bag or wicker basket, so that they do not settle at the bottom of the copper. When the ingredients are dissolved, put the hats in, and allow them to boil gently for two hours; then take them out, and let them get quite cold. hours; then take them out, and let them get quite cold.
Now add to the bath $3 \frac{1}{2}$ ozs. of chromate of potash, and 9 Now add to the bath $3 \frac{1}{2}$ ozs. of chromate of potash, and 9
ozs. of sulphate of copper; cool the bath by the addition of ozs. of sulphate of copper; cool the bath by the addition of
several pailfuls of water, then again put in the hats, and allow them to simmer for an hour. Again take them out, let them get cold, and after adding to the bath $2 \frac{1}{4} \mathrm{lbs}$. of sulphate of iron, put the hats in, and let them gently boil for an hour. Should the hats have a rather reddish appearance, add to the bath another $2 \frac{1}{2}$ lbs. of soda crystals. After these operations the hats must be piled up, and covered with a thick cloth for a day; then subject them to a vigorous washing, and eliminate the copper, using muriaticacid rather than sulphuric acid, as the latter draws out the dye. When the copper is thus eliminated, pass the hats into cold water, in order to free them from the acid. For the final operation, prepare a bath of Panama wood, just simmering, and in this place the hats for half-an hour. This bath sets the color, and gives brightness to the felt. Upon taking them out, if they are soft hats, the water must be drained out of them by pressure.

Observations.-By this procedure a very clear and very bright black is obtained. In order to produce a violet-black the cashoo must be substituted by the same weight of archil; a blue-black is obtained by leaving out the cashoo and sandal wood, and replacing them by $4 \frac{1}{2}$ lbs. of archil; for the burn ishing the sulphate of iron must be suppressed, and replaced immediately by 1 lb .2 ozs. of sulphate of copper; if a green-ish-black tint or kind of dark bronze is desired, the sandal wood must be substituted by $4 \frac{1}{2}$ lbs. of liquid extract of Cuba yellow wood at $30^{\circ}$.-French Hatter.

## Astronomical Notes

by berlin h. wright.
Penn Yan, N. Y., Saturday, January 12, 1878. The following calculations are adapted to the latitude of New York city, and are expressed in true or clock time, being for the date given in the caption when not otherwise stated.


Planets.

REMARKS.
Mercury rises 24 m . before the sun, and $2 \frac{1}{2}^{\circ}$ north of the sunrise point. He is now retrograding. Venus is nearly in the sun's path. She is brightest January 16. Mars is a little north of the ecliptic, and $\frac{7}{8}$ of his illuminated disc is visible. Jupiter commences to be morning star January 5, and will so continue until April 25. He rises 14 h . before the sun, and nearly at the same point. Saturn is $3^{\circ}$ south of the ecliptic. He is near the moon.January $8,5 \mathrm{~h} .40 \mathrm{~m}$. evening being $4^{\circ} 19^{\prime}$ south. Uranus is still quite near Regulus, being nearly $1^{\circ}$ northeast of the star. The wonderful variable star Algol will decline from the 2 d to the 4th magnitude between January 13, 0h. 33 m . morning, and 3 h .57 m . morning; also between January 16, 9 h .22 m . evening, and $12 \mathrm{~h} .46 \mathrm{~m}-$ evening, increasing to the 2 d magnitude at 4 h .10 m . morn. ing of the 17th

## STEAM SYPHON PUMPS.

In a great many cases where water is required and it has to be raised or pumped, there are no simpler contrivances than those illustrated in the annexed representations. Fig. 1 shows a form of steam syphon for stationary work, and Fig. 2 represents another one that is portable and more especially adapted to railway requirements, as in the case of construction trains, which are very frequently at a long distance from a regular water station. The very great simplicity of these devices may possibly raise a doubt in the minds of some as to their great and permanent efficiency, but the present and constant demand for them, and the satisfactory results obtained from the large number already in operation, are facts that speak for themselves. They are neither novelties nor speculative inventions, but of great political value and usefulness. Decrees were rendered sustaining the patentedimprovements by Judge Blatchford, 26th January, 1874, and 13th January, 1876, in the U. S. Circuit Court, Southern District of New York.
The principle on which they are constructed is one familiar to all scientific and mechanical men, namely, that of creating a vacuum by an injection of steam. There are no valves, rods, or complication of parts. The arrangement is simple and inexpensive: the operation certain and efficient. The manner of construction and operation will be readily comprehended on reference to the engravings. Fig. 1 represents a steam syphon pump, complete. The body, A, is made of cast iron, is hollow, and has four openings, namely, one for admission of steam, by means of a steam pipe, B; two for the insertion of suction pipes, C C; and another for the conical chamber, D , into which the delivery pipe is inserted. The operation is simply this Steam is turned on through the steam pipe, B, and rushes across the spherical chamber, $A$, into D, carry ing the air in A and D before it, and thereby ex hausting the air from A. Water immediately rise to supply its place, rising through the suction pipes, C C, by atmospheric pressure, as in ordinary suction pumps, when the steam jet forces it onward through D , and the discharge pipe connected therewith, with a velocity proportioned to the pressure in the steam a veloc

Fig. 2 shows the manner of applying this steam syphon to fill a locomotive tender from any body of water within reach near the side of the road. $A$ is the hollow spherical body; B is the steam hose attached to the locomotive boiler by a steam cock; C is the steam cock to be screwed into the boiler; D D are the suction orifices, and E is the discharge hose. Steam is let on through the hose, B, and water is forced through the discharge hose, E , into the tender. Every locomotive provided with this appliance can be used as a fire engine, throwing water from the tender or any adjacent water.
These steam syphons are made in sizes ranging from $\frac{3}{4}$ inch discharge to 6 inches discharge; capacities ranging from 30 to 1,800 gallons per minute. The steam syphon will lift water 16 to 20 feet, and force it one foot for every pound steam pressure employed. The quantity of steam used be ing very little more than by an ordinary plunger pump doing the same amount of work.
Having no valves or other movable parts, and no obstrnction of any kind whatever, sand, gravel, or other similar substances pass through it as freely as clean water.
High pressure pumps are constructed to work with 30 lbs . and upward steam pressure; low pressure, from 30 lbs. down. They are serviceable as bilge pumps and as fire pumps, and are in operation at railway water stations, mines, gasworks, breweries, papermills, manufactories, etc., for filling cisterns and tanks, and for many other purposes. They are known as Lansdell's patent steam syphon pumps, and are constructed by Messrs. Leng \& Ogden, 4 Fletcher and 212 Pearl street, New York city, agents for the railroad water station pumps.

## Cleopatra's Needle.

Mr. John Dixon, C.E., the engineer who has undertaken the task of removing from Alexandria and erecting in London the Cleopatra obelisk, lately gave an interesting lecture at the United Service Institution, on the subject of his arrangements for the conveyance of the stone to England, and the plan he purposes adopting for placing it upon its pedestal, when a suitable site shall have been determined upon. Admiral Sir Erasmus Ommanney presided, in the absence of General Sir James Alexander, and read a communication from that officer, detailing his initiatory efforts to secure the removal of the obelisk
Mr. Dixon premised his lecture by observing that, as this was his first opportunity of speaking in public since the accomplishment of the first portion of his task, it was only meet that he should place on record a warm acknowledgment of the kindness and liberality of the Khedive, who had afforded them every facility for carrying on the work to a successful issue, and also of the assistance so readily rendered, first by the Hon. Mr. Vivian, our consul general in Egypt, and then by Signor Demetrio, the owner of the land occupied by the prostrate obelisk. Cleopatra's Needle, as it has been termed, was the oldest monument existing which recorded upon its face a history dating from its birth, and as some persons had questioned the utility of taking such pains to possess it, he might, he thought, bring to their recollection a few of the principal dates with which the monolith was associated. Fifteen hundred and fifteen years before Christ, Thothmes III, the greatest monarch of his
time, caused this stone to be quarried at Syene, some seven $\quad$ conclusion formed as to her perfect seaworthiness, and that hundred miles up the Nile, and erected in the City of On, in they were running no risk whatever in trusting the obelisk celebration of a high festival, and engraved upon it hiero- in such a structure. But for the unfortunate shifting of the glyphics commemorating the event. Three hundred years ballast in the Bay of Biscay all would have ended well, for later Rameses II., finding no more honorable place in which the ship remained perfectly sound and water-tight. She to inscribe a record of his achievements and virtues, added was now at Ferrol, in Spain, but they might reasonably other lines of characters. Twelve centuries passed, and On meanwhile became the great university of the world. Joseph, and after him Moses, went there to learn and study all the wisdom and science of the ancient Egyptians; and after them Euclid, Pythagoras, Plato, and other men illustrious in the annals of ancient history. This brought the period down to the Christian era and the time of Cleopatra, with whose history the name of the obelisk was so intimately associated, and who, no doubt, instigated its removal to the Alexandria site, although she was not fated to witness its Alexandria site, although she was not fated to witness its
erection there. For the further history of the obelisk, we erection there. For the further history of the obelisk, we
were indebted to an inscription discovered on a claw of one were indebted to an inscription discovered on a claw of one
of the brass crabs that formerly supported the stone on its pedestal. It related that, during the seventh year of the reign of the Emperor Augustus, Barbarus, the then Prefect hope befo

## Hay Fever.

In an article on hay fever published in the Medical and Surgical Reporter, Mr. J. E. Bell says that he suffered extremely from the disease, and consequently determined to clearly ascertain its cause. He says:
"I knew it was to be found in something that made its ppearance coincidently with the disease, and passed away coincidently with its decline. Noticing that my suffering and the flowering of the common hay weed (Ambrosia artemisicefolia) came hand in hand together-and that when its flowering was over, and the pollen ceased drifting from its numer fowers, my trouble also abated, I concluded that


Fig. 2.-PORTABLE RAILWAY STEAM SIPHON PUMP. repeated be found in the flowers of this weed; and repeated experiments and subsequent experience
have convinced me that its pollen is the prime, if have convinced me that its pollen
not the sole, factor in the causation."

This weed is one of the most abundant that in fests our cultivated fields. It springs up after the harvesting of our wheat, oats, etc., and becomes as thick as the wheat itself had been, and grows along fence rows, roadsides, and everywhere it can escape the hoe and plow, by thousands. Its flowers, be ginning to open about the first of September, are in long terminal racemes, and its barren ones are as numerous, and afford a sulphur-like pollen in the most wonderful profusion. This pollen, being very light and fine, is easily wafted about by the wind, and is floating everywhere in the atmosphere in myriad numbers during the whole period of the plant's flowering.
Mr. Bell considers its effect upon the mucuous membrane to be caused by a volatile oil which it carries. He thinks that a saturated tincture of the open flowers of the weed, if taken for a month before the regular appearance of the disease, will do much to brace the system against the effects of the poison. Months after the trouble was over he applied this

Pontius-supposed by some to have been the grandfather of
Pontius Pilate-to ornament the water-gate of Cæsar's temple. How the obelisk came to be thrown down was uncer tain, but possibly it might have been for the sake of abstract ing the said brass crabs. The obelisk suffered no -further vicissitudes until the year 1801, when the French endeavored, during their occupation of Egypt, to remove the mass to Paris, but were prevented from carrying out that intention by their defeat at the hands of the British troops. Mr Dixon then glanced at his own connection with the present effort to realize Mehemet Ali's gift to the nation, and said that some years ago, in conjunction with General Sir James Alexander, whom he had found working in the same field, a plan of transport had been matured, and the preliminaries arranged, and there only remained the sinews of war


Fig. 1.-STEAM SIPHon pump to be provided. It was at this junc-
ture that Mr. Erasture that Mr. Erasmus Wilson came forward, and if the ined to be erected tined to be erected
in London, it was to that gentleman that the thanks of the nation would be primarily due
Such being the history of the monument, he thought no one could say that the efforts to $\begin{array}{ll}\text { preserve it from } \\ \text { destruction } & \text { had }\end{array}$ been misdirected. Passing to the more scientific part of the subject, namely, the engineering appliances adopted in connection with
the transport and erection of obelisks, Mr. Dixon said that the Egyptians left no decisive record of their plan; but in the erection of the St. Peter's obelisk before the Vatican, the Romans employed for a month the united power of fifteen hundred men and one hundred and forty horses. The French method in 1835 was not materially different, although they economised labor better, both consisting in building up a timber framework round the obelisk, and hauling it into an upright position. But with the advent of newer and better mechanical appliances, he thought it would not be to the credit of English engineering if he followed a similar plan in the present case. Mr. Dixon then went on to describe the construction of the vessel built to encase the Cleopatra Needle and the calculations involved, and the incidents of the launch, which have been already made public. He ar gued that the voyage of the vessel had fully borne out the
tincture to the mucuous membranes, with the effect every time of inducing a slight attack.
The chief manifestation of the disease is an intolerable itching. To alleviate this, a gentle stimulant is useful. Cold water, warm water, a solution of common salt, a weak alka line solution, or mild soapsuds will often prove grateful applications to the conjunctiva. The sufferers must not rub the afflicted parts, and should sneeze and cough as little as possible, as these only aggravate the trouble without reliev ing it. In advanced stages, coughing is of course sometimes necessary. The remedy Mr. Bell recommends, to allay the itching and quiet the cough, is the oil of peppermint. It acts as a local anæsthetic and gentle stimulant. All the instrument required is a wide-mouth vial, partly filled with the oil. By partially covering the mouth of the vial with his lips, and making inspiration, the patient can cause the air to pass over the surface of the oil and arise to his lungs charged with its vapor, the pharynx getting its benefits at the same time. By applying the nostrils to the vial in a similar manner, the Schneiderian may be impressed likewise, and when it is desirable to apply the vapor to the conjunctiva, it is readily accomplished by blowing downward into the vial, and directing the rebounding or upward current of air to the eyes. Whenever the vapor of this oil, or the oil itself, is applied, a feeling of cooling warmth suc ceeds, soon followed by a soothing sensation of relief.
Strychnine will sometimes prove quite valuable in hay ever, by in some way bracing the system against the effects of the poison; but to get its full benefit it should be resorted to some time before the expected attack.

## New Agricultural Inventions.

A Hen House patented by A. H. Kling, of Perrysburg, Ind., is divided into two compartments by a partition in line with the middle part of the platform upon which the nest boxes stand. The lower board of the partition is hinged at its upper edge to form a swinging door. One division of the house is larger than the other, and in this are the roosts and nests for laying. When a hen wishes to set, the swinging door is raised and her nest pushed under into the other partition and the door dropped. The setting hens are thus kept separate from the rest and free from any annoyance.
A Corn Planter has been improved upon by Allen F. Hall, of Onarga, Ill., so that the wheels are provided with semicircular distance-measuring cams, combined with and constructed to hold dropping slide levers which are pivoted to the middle crossbar of the frame. It drops the corn automatically, at uniform distances apart, andmarks the hills so that the field may be planted in accurate check row.
J. M. Bassett, of Athens, Ga., has invented a Plow, so con structed that the standard can be easily adjusted to give any pitch desired. The branches of the standard in which the plow beam rests are secured to the beam by a clamp formed of a bow and a bolted yoke. By loosening the clamp the standard can be easily moved. It will prove a very acceptable instrument to farmers.
A novel Wheel Cultivator, devised by Messrs. Irwin Macy
and John C. Watkins, of Harrisburg, Oregon, embodies a number of ingenious mechanical contrivances whereby it is more easily controlled and readily adjusted to work at any desired depth in the ground.
Mr. P. McCollum, of Fayette, Mo., has devised a new and ingenious Corn Planter, which is of simple construction and is so contrived as not to clog in wet ground, and to scatter the seeds as it plants them.
W. H. Carpenter, of St. Joseph, Mo., has patented a Gate Hinge, which consists in a rectangular reversible latch pivoted to the gate and constructed so that it is self-latching, and wiil not be affected by the sagging of the gate. It is valuable to farmers.
Samuel Myers, of Adamsborough, Sharpsville, Ind., has invented an improvement on his Fruit Drier which he pat ented in April 24, 1877. The supply of heat to the fruit trays is regulated at will, and each tray is independent of each other in the drying process. The improvement consists of the connection with the trays of diagonal partitions and pivoted valves, that open or close the space between the shelves and partitions, for admitting or excluding the heat from the rays.
A Platform Gear for Wagons, invented by B. F. Rix, of Mason, Mich., is made of a solid centerpiece, or of two pieces bolted together, and bent forward and back to the spring block. It is very light, and there is no possibility of its breaking or sagging down and causing the fifth wheel to bind.
In a Combination Hoe patented by D. A. Nelson, of Tyler, Texas, the blade fits into a nib in the hoehead and is secured by a staple and key. A ring binds the parts securely together. Hoe blades of every description may be adapted to this head.
William M. Leaman, of Bullitt's Bayou, La., has invented a Bale Tie which consists of a U-shaped buckle, corrugated lengthwise on the inside, and a metallic strap, the ends of which are corrugated crosswise, for the purpose of being held from slipping when placed to overlap each other.
A Self-Acting Wagon Brake has been patented by Alfred Hart, of San Marcos, Texas. The wagon body is hung so that it is free to receive endwise movement on its front bolster. By rods and cranks this works a brake, which, by the forward movement of the body, is brought against the wheels. The steeper the grade, the more forcible will the brake be applied. A suitable device controls the brake, if so desired.
A Grubber and Stump Extractor, invented by John Motheral, of North McGregor, Iowa, consists of a standard so mounted as to be moved about its vertical axis. A chain and pulley are attached to the stirrup, and is wound up by a large spur wheel, which is itself moved by a hand crank on a pinion shaft. It is a ready means of applying power.
Mr. Julius Hartmann. of Louisville, Ky., has patented a new Plow. Its point is curved to give a centre draft, and the mouldboard and point together constitute a wearing surface having a gradually increasing convexity and width back of the center, and a gradually increasing concavity and width forward of the center, up to the beveled portion of the point. This shape is calculated to produce the best results in practice. as respects friction and draft, and turning the furrow. The landside is formed of a bar which is beveled on each side from the bottom upward. The standard is provided with lugs or shoulders, which engage or lock with the upper edge of the mouldboard, and thus relieve its pivots of part of the strain incident to plowing.

## Gigantic American Reptiles.

Professor O. C. Marsh in the last number of the American Journal of Science states that the museum of Yale College has recently received the greater portion of the skeleton of a huge reptile, which proves to be one of the most remarkable animals yet discovered. It was found on the eastern flank of the Rocky Mountains, in beds which are regarded as corresponding nearly to the Wealden of Europe, and which may be classed as upper Jurassic. The remains are well preserved, but are embedded in so hard a matrix that considerable time and labor will be required to prepare them for a full description. The characters already determined point to affinities with the Dinosaurs, Plesiosaurs, and more remotely with the Chelonians, and indicate a new order, which may be termed Stegosauria, from the typical genus here describea.
In this specimen, some of the teeth preserved have compressed crowns, and are inserted in sockets. Others are cylindrical, and were placed in rows, either in thin plates of imperfect bone or in cartilage. The latter are especially numerous, and may possibly prove to be dermal spines, having all the essential characters of teeth, as in some fishes The vertebre are biconcave, their neural arches being coosified with the centra, and the chevrons articulated. The limb bones indicate an aquatic life. The body was long, and protected by large bony derma1 plates, somewhat like those of Atlantochelys (Protostega). These plates appear to have been in part supported by the elongated neural spines of the vertebre. One of the large dermal plates was over three feet (one meter) in length.
The present species was probably thirty feet long, and moved mainly by swimming. For its discovery science is indebted to Professor A. Lakes and Engineer H. C. Beckwith of the United States Navy, who found the first remains in Colorado near the locality of the gigantic Atlantosaurus montanus, and in essentially the same horizon.
new dinosaurian reptiles.
to belong to a lower horizon than at first supposed, and is mechanism is applied. It furnishes a simple means for startreally from the upper Jurassic. Additional remains on the ing the vehicle and stopping the same, without the use of type specimen, moreover, throw considerable light on the brakes. structure of this largest of land animals, and indicate that it is the representative of a distinct family, which may be called Atlantosaurida, The size of the original specimen of A. montanus may be estimated from the femur, which was about seven feet in length. If the animal had the proportions of a crocodile, it was at least eighty feet long.
Another gigantic Dinosaur, allied to the above, and of scarcely less interest, is represented in the Yale Museum by a nearly complete skeleton in excellent preservation. It is from the Jurassic beds in the Eastern foot hills of the Rocky Mountains, but from a somewhat lower horizon than he type of Atlantosaurus.
The cervical vertebre are strongly opisthocœlous, and are rendered comparatively light by large pneumatic cavities in the centra. The anterior dorsals have similar characters. The posterior lumbars have the articular faces very nearly flat, and transverse. The sacral vertebre are more solid, and have their transverse processes nearer the middle of the centra than in Atlantosaurus. The anterior caudals are biconcave, and their interior structure is cancellous. The chevron bones differ from those of most known Dinosaurs in having the superior articular ends of the rami not united, but separated from each other, as in the Mosasauria with free hæmapophyses.
This animal must have been between fifty and sixty feet in length, and more than thirty in height when erect.
Another huge Dinosaur, apparently of the same genus, but of smaller size, is represented in the Yale Museum by the more important parts of a skeleton, in remarkable preservation. In this specimen the cervical vertebre have the walls of the centra very thin. The caudals preserved are elongated and slender, indicating a long tail. The femur is comparatively short, and without a third trochanter. The great trochanter is much lower than the head of the femur, and continuous with it. The metapodial bones indicate foot of medium length.
The known remains of this species are from the samegeo logical horizon as those above described. They indicate an animal at least thirty feet in length.

## New Mechanical Inventions.

In a Universal Joint patented by Phineas Burgess, of Brooklyn, New York, the flattened ends of the shaft have the inner lugs formed upon them, at such a distance from the outer or ordinary lugs as to rest against the inner side of the coupling ring, interposed between them and the outer lugs, and receive $\varepsilon$ nd support the inner ends of the coupling bolts.
A Brick Machine has been patented by W. J. Blair, of Oil City, Pa. The prepared clay is introduced from the mill through an orifice in the box, whence it is pressed down through orifices into a mould by a follower worked by a lever. A V-rod fitted with wire passes along the top of the mould and separates the clay in the mound from the clay in the guide spouts, so that when the loose bottom of the box is lowered the filled mould may be easily drawn out and replaced with an empty mould.
James White, of North Adams, Mass., has invented an improvement in spindles and their bearings. The spindle is provided below the upper shoulder with a second shoulder, between which and the collar of the upper bearing a small annular air chamber is formed, which surrounds the upper chamber. The oil is introduced through holes in the upper bearing, and any waste oil is caught by a cup-shaped support at the bottom.
Hermann Springborn and C. H. Bauch, of Holyoke, Mass., have invented an improvement on their cloth-finish ing machines patented July 17, 1877. It consists in con structing the concave bed with a detachable unoxidable jacket, and in a locking device for the weight-adjusting levers. The bed with brass jacket is much cheaper than one made wholly of brass.
A Blind-Slat Planer, patented by R. S. Griffin, of Wor cester, Mass., consists in combining with a suitable bed and laterally adjustable guides, suitably mounted, a rectilinear reciprocating plane, the cutters of which are so arranged that they will dress one side and one edge of a slat. A novel device keeps the slat down firmly on the bed, and discharges the dressed slat from the machine,
In a rag-washing machine for paper making, patented by F. A. Cloudman, of Cumberland Mills, Me., a cylinder is arranged at the inside with a number of curved buckets extending from the circumference to a central outlet and flanged at the edges. The volume of water is lifted to a
lesser beight, by reason of the peculiar form of the buckets lesser height, by reason of the peculiar form of the buckets best mad inclination toward the cutlet. The are surround ed with wire cloth to retain the rags.
R. S. B. Thornton, of Pawtucket, has patented an im provement to be applied to the Noble Wool Combing Machine. A shaft drives a flanged pulley keyed on it, which communicates motion by an endless belt to two other flanged pulleys. They are fitted on longitudinally slotted pieces and brackets secured by thum.jscrews.
An improved Traction Wheel has been patented by $W$ H. Trenwith, P.O. Box 4,068, New York city. It consists of a movable web or center section, supported on rollers or wheels arranged within a revolving traction wheel of larger diameter, the web supporting an axle made of two symmediameter, the web supporting an axle made of two symme-
trical sections, to one section of which suitable operating

## Photo-Printing Plates.

There are two methods of producing the type plate from the negative, namely: the swelled gelatin and the dissolved gelatin processes. In the latter process, a thick film of bichromatized gelatin is spread on a sheet of glass, and upon this a sun picture of the negative is made, as in ordinary photographic printing. Wherever the light strikes, which in this case is upon the writing, the gelatin becomes insoluble. The gelatin film is then moistened with cold water, which causes the soluble portions between the lines to swell up and leave the writing sunken. A plas. ter cast is taken from this, when the writing will appear in a raised line upon the plaster. This cast is then pressed into wax; the wax impression is dusted over with plumbago to give it a metallic conducting surface, and is then placed in a galvanic bath, remaining there from one to three hours, producing an electrotype plate from which the printing is done. It is found, however, that the lines on the plaster cast are not high enough to make a good type, and before pressing the cast into the wax, the spaces between the lines are routed out, or dug out, with a tool, to any required depith. Another method of accomplishing the same result is first to take the wax impression, the workman afterward building up the spaces on the wax, before putting it into the galvanic bath. Still another way is to take a plaster cast from the one already made, which will reverse it, the lines appearing sunken, and from this last cast to make a stereotype plate in type metal, and rout out the spaces in the plate itself from which the printing is done.
The dissolved gelatin or photo-electrotype process is somewhat more simple, and is the reverse of the one just described. The film of gelatin is made very much thicker than before. A light sun picture is taken, leaving sharp outlines. The surface is moistened and the gelatin washed out, slightly deepening the spaces between the lines. The film or plate of gelatin is then dried, and these depressions are filled with an opaque paste, and the plate is again ex effect of the ligl glare of the sun, by which the deepened, so that the gelatin is hardened to a considerable depth and a gradually increasing breadth, making a firm foundation for the type. The plate is again washed and the spaces deepened to any extent desired. It is then dried, and can be printed from directly, as a type plate, or electrotyped as before described.
The negative can also be used in connection with the zinc etching process, by which the writing is transferred to a zinc plate, and the spaces between the lines eaten out by acids.-Franklin Journal.

## NEW BOOKS AND PUBLICATIONS

## A Mandal of the Mechanics of Engineering and of the Construction of Machines. By Dr. Julius Heisbach. Vol. II. Translated from by Dr. Julius man edition, by Professor A. Jay DuBois, Pur.D.. Pub- ished by John Wiley \& Sons, 15 Astor Place, N. Y. Price $\$ 6.00$

Dr. Weisbach's great work has for years been known as the best standard authority on its subject. The progress of discovery and invention has, in the portions relating to practical applications of mechanics the changes have been extensive and far-reaching. The complete work consists of
three volumes. The last American translation of the first volume wa made by Mr. Sekley B. Coxe in 1870, and it was theintention of the trans lator to complete the wholework. Being unable to carry out this plan,
Mr. Coxe withdrew in favor of Professor DuBois who has carried on the labor through the present volume of 1,150 pages in whonner which on the be too highly commended. Although this volume is one of a trio, it is nevertheless rendered complete in itself by the insertion of an introduc ferred to in the text. It treats more especially of the application of the general principles ofmechanics, and is divided into two sections. The firs reating of the application of the principles to structures of stability ha been judiciously omitted as its matter is obtainable in many other English discusses the various motive ic and air motors. Part II, relating to heat, steam, and the steam engine will constitute another volume. The work is one which inventors and engineers should study carefully and closely. As here produced it is in ad-
mirable form. The illustrations are new mirable form. The illustrations are new, copious, and fine, and the typo-
graphy admirable Professor DuBois has hitherto done some capital graphy admirable Professor DuBois has hitherto done some capita
work in the as of iranslating foreign technical treatises. but none better than this. The edition, we may add, has been specially authorized by Dr Weisbach, son of the late author.
The Silver Country or the Great Southwest. By
Alexander B. Anderson. Published by G. P. Putnam's Alexander B. Anderson. Published by G. P. Putnam's
Sons, 182 Fifth avenue, New York city. Price $\$ 1.75$. Thisis a book on the mineral wealth of the former kingdom of New Spain, comprising Mexico and the Mexican cessions to the United State
in 1848 and 1853 . It describes the resources of the country and shows that the Southwest is producing each year two thirds of the silver of the whole
world. The work is well illustrated by world. The work is well illustrated by maps, and in view of the
agitation of the silver question will be read with timely interest
Formulf for the Calculation of Railroad Excava
CION AND Embankment. By John Woodbridge Davis,
C.E. Illustrated.
This is a second edition of a work that has already met with much favor It has been adopted as a text book in the School of Mines of Columbia
Beautiful Homes, or Hints in House Furnishing. By
Henry T. Williams and Mrs. C. S. Jones. Henry T.
Henry T. Williams and Mrs. C. S. Jones. Henry T.
Williams, Publisher, New York. Illustrated. Price $\$ 1.50$.
Household taste is but a synonym for household culture. This work is
designed to cultivate this taste by narrating and illustrating everything designed to cultivate this taste by narrating and illustrating everything ting rooms, so that any lady may by following its directions make a wir-
ning and beautiful home. The contents relate specially to house furning and beautiful home. The contents relate spe
nishing and furniture, and are profusely illustrated.
nishing and furniture, and are profusely illustrated.
"Fret Sawing," Household Hints," and "Needlework and Emfifty cents each. The ladies will find them of much value in the house hold.

## 

The Charge for Insertion
a line for each insertion.
Wanted-To Purchase a Washing Machine to wash the Cotton from Delaine Rags, after they have been kins, P. O. Box 469 , Baltimore, Md.
The Turbine Wheel made by Risdon \& Co., Mt. Holly, J., gave the best results at Centennial tes

North's Patent Universal Lathe Dog; folds all shapes; always in balance; stands up square with the work, and
will not "skew." S. G. North, 440 N. 12th St.,Phila.,Pa.
Having discovered a Bullet-proof Material for Lining Uniforms (caveat fled), I desire a party to furnish funds
to procure American and F'oreign Patents, for an interest in the Invention. Address P. O. Box 1,950, Philaelphia, Pa
Situation wanted by a competent Machinist, Engineer,
nd Tool Maker. Can build, set, or superintend the buildnd Yool go West or South for responsible parties. Address for
one month, S.F. Smith, East Setauket, Long Island.

For Sale. -9 ft. Planer, $\$ 100 ; 8 \mathrm{ft}$ do., $\$ 190 ; 30 \mathrm{in}$. Screw Cutting Lathes, $\$ 295 ; 18$ in. do., $\$ 195$; at Shear
an's, 132 N. 3d St., Philadelphia, Pa.
2d Hand Iron Plane built by Smith of Salem. Plane 13 . 30 in ., pree Electrical Goods of every description, Annunciators,
Bells, Batteries. Wire, Electro-plating Apparatus, etc Finger, Risteen \& Co., Melrose, Mass
For Sale.-An Elevator, with Carriage, suitable for a Hotel. Apply to Morgan \& Co., 154 South 4th St., Phila-
delphia, Pa. Makers of Tire Benders address W. Churchill, 493
Greenwich St., N. Y. I wish to confer with practical Glass Makers. H. W. Sindorf, Black Water, Florida
Wanted.-A Second-hand Engine, 12 to 16 H. P. with boiler, etc. complete. Cheap for
J. C. Bosworth \& Co., Mason City, Iowa.
Blake's Belt Studs are stronger, cheaper, and more durable than any fastening for Rubber and Leathe Belts. Baxter's Adjustable Wrenches fit peculiar cor-
ners. Manf.tby Greene, Tweed \& Co.,18 Park Place,N. X
The Best Mill in the World, for White Lead, Dry, White, Shoe Blacking, etc., Flour, Meal, Feed, White, Shoe Blacking, etc., Flour, Meal, Feed, D The Niles Tool Works, Hamilton, O., have
hand Machine Tools in firstclass order for sale.
Noise-Quieting Nozzles for Locomotives, Steamboats tc. T.Shaw, 915 Ridge Ave., Philadelphia, Pa
For New Illustrated Catalogue of Foot Lathes, Scroll Saws, Small Steam Engines and Amateur's
stamp to Chase \& Woodman, Newark, N. J.
Shaw's Mercury Gauges, U. S. S
פ15 Ridge Ave., Philadelphia, Pa.
Bolt Forging Mach. \& Power Hammers a specialty For Town \& Village use, Comb'd Hand Fire Engine \&
John T. Noye \& Son, Buffalo, N. Y., are Manufacturrs of Burr Mill Stones and Flour Mill Machinery of al
inds, and dealers in Dufour \& Co.'s Bolting Cloth. Send for large illustrated catalogue.
Power \& Foot Presses, Ferracute Co., Bridgeton, N. J. Solid Emery Vulcanite Wheels-The Solid Original Emery Wheel - other kinds imitations and inferior
Caution.-Our name is stamped in full on all our best Standard Belting, Packing, and Hose. Buy that only The best is the cheapest. New York Be
ing Company, 37 and 38 Park Row, N. Y.
Steel Castings from one lb. to five thousand lbs. In valuable for strength and durability. Circu
Pittsburgh Steel Casting Co., Pittsburgh, Pa.
For Best Presses, Dies, and Fruit Can Tools, Bliss \& Hydraulic Presses and Jacks, new and second hand Lathes and Machinery for Polishing and Buffing metals.

Weldless Cold-drawn Steel Boiler and Hydraulic Tubes. Leng \& Ogden, 212 Pearl St., N. Y. Silver Solder and small Tubing. John Holland, Cin Diamond Drills, J. Dickinson, 64 Nassau St., N. Y. Chestersteel Castings Co. make castings for heavy gearing, and Hydraulic Cylinders where great strength Patent Scroll and B Patent Scroll and Band Saws. Best and cheapest in
use. Cordesman, Egan \& Co., Cincinnati, O.
For Boult's Paneling, Moulding, and Dovetailing M
chine, and other wood-working machinery, address B.C chine, and other wood-working mach
Machinery Co., Battle Creek, Mich.
Boulter's Superior Muffles, Assayers and Cupellers Portable Furnaces, Slides, Tile, Fire Brick a
for sale. 1,609 North St., Philadelphia, Pa.
Corliss Engine Builders, with Wetherill's improvements, Engineers, Machinists, Iron Founders, and Boiler Makers. Robt. Wetherill \& Co., Chester, Pa.
Gun and Sewing Machine Tools. Pratt \& Whitney,
Hartford, Conn.
Caution to the Public.-To avoid imposition, purchasers of Waltham Watches will observe that every
genuine watch, whether gold or silver, bears our own genuine war on, whether gold or silver, bears our own
trade mark on both case and movement. :Gold cases are stamped "A. W. Co..", and guarantee certificates, signed
Robbins \& Appleton, accompany them. Siver cases are stamped "Am. Watch Co,", Waltham, Mass., Coin Silver," or "Am. Watch Co., Waltham, Mass., Sterling Silver," ac-
cording to quality, and are accompanied by guarantee certificates, , signed R. E. Robbins, Treasurer. The name
"Waltham " is plainly engraved upon all movements, irrespective of other distinguishing marks. This caution
is rendered neecssary by reason of the is rendered necessary by reason of the fact that our cases
are frequently separated from our movements and put upon worthless movements of other makers, and vica versa, thus affecting injuriously the performance of the
watches. Every buyer should make a close inspection, watches. Every buyer should make a close inspection,
as indicated. American Watch Company, by R.E.Robbins, Treasurer
Reliable information given on all subjects relating to Mechanics, Hydraulics, Pneumatics, Steam Engines an
Boilers, by A. F. Nagle, M.E., Providence. R. I.
C. C. Phillips, 4,048 Girard Ave., West Phila., manu-
factures Vertical and other Burr Mills adapted to all factures Vertical and other Burr Mins adapted
kinds of grinding ; also Portable Flouring Mills.
Murtagh's Dumb Waiters, Hoisting Machines, and Invalid Safety Elevators, of approved pattern
Richards, 2,217 Chestnut St., Philadelphia, Pa.
Magic Lanterns, Sciopticons, Stereopticons and Views The bestat lowest prices. Illustrated catalogue, 140 page 10 cts. Second-hand catalogue, 10 cts. Circulars free Wanted.-A First-class Foreman to take charge of very extensive Machine Shop an
P. O. Box 2,307 , Philadelphia, Pa.
Agents both Men and Women are doubling their E. Brown \& Co., 242 Elm Street., Cincinnati, O. Writ E. Brown \& Co.,
them for Terms.

Friction Clutches warranted to save Rolling Mill Machinery from breaking. Also Hoisting Machines and
Safety Elevators. D. Frisbie \& Co., New Haven, Conn.

For Solid Wrought Iron Beams, etc., see advertise ment. Address Union Iron Mills, Pittsburgh, Pa., for Felt of every description for Manufacturers' purposes espocially adapted forPolishing, can be furnished in any
thickness, size, or shape. Tingue, House \& Co thickness, size, or shape. Tingue, House \& Co., Manu-
facturers. Salesroom, 69 Duane St., N. Y. Factory at Glenville, Conn.
The best Cornice Brake. J. M. Robinson \& Co., Cinn. Improved Wood-working Machinery made by Walker Bros., 73 and 75 Laurel St., Philadelphia, Pa.
Yacht Engines. Complete with Boiler
vards. Geo. F. Shedd, Waltham, Mass.
Ice Machines. Clayton \& Cook, Daretown, N. J
Bound Volumes of the Scientific American.- $I$ have hand about 200 bound volumes of the Scientifc Amer ican, which 1 win sent by express. See advertisement on page 29.
John Edwards, P.O.Box 773, N. Y.

## 

(1) N. K. L. asks for a recipe for removing andruff? A. Sesquicarbonate of ammonia, 1 oz.; spirit of rose
pint.
(2) In answer to C. E. H., who asks us as to the cure for epilepsy, and to several others who ask
medical advice, we beg to state that such information is outside our field, and that the only counsel we ever give relating thereto is for the writer to consult a com-
(3) R. E. C. asks for a recipe for making japans? A For black japan grounds mix shellac varnish with either ivory black or lamplack; but the former is preferable. These may be always laid on with the shellac varnish and have their upper or polishing
coats of common seed lac varnish. A common black japan may be made by painting a piece of work with drying oil and heating it in a stove that it
(4) In answer to C. E. B., who inquires whether diphtheria originates in infection? A. You will find that exhaustive researches have been made on
this subjeet-the connecticn of diphtheria with certain vegetable organisms. See Tremssen's "Cyclopedia of Medicine," vol, 1, pp. $569-699$
(5) J. H. says: As light and heat are not the same, through what medium do they travel from the sun? A. Light and radiant heat are physically identi-
cal. They differ chiefly in the distinct physiological cal. They differ chiefly in the distinct physiological
sensations they produce on us, and therefore vary more, perhaps even less, than violet light does from
red. The medium of the vibrations of light is a supposed imponderable ether whichfills interstellar spaca
(6) A. H. S. asks for a recipe for making ink rollers that will not dry or harden? A. Summer use, $11 / 2$ lbs. best glue and 4 lbs .molasses; winter use, 1 lue $11 / 2$ hours if thick, or 1 hour if thin. Lay it on a board until next day, then melt down. Have as little water in the glue as possible. Add the molasses, let
boil once, and keep just under the boiling point for two boil once, and keep just under the boiling point for two
hours. Pour into well cleaned and greased moulds. The above quantities are sufficient for an 18 inch roller;
(7) J. C. S. says: My printing press passed through a large fire and has become very rusty. What can I use to remove it? A. Use an emery block. 2.
What kind of paint shall I use after having remored the rust? A. Ordinary lead colored paint.
(8) E. B. is informed that his idea of a rubber check valve in a hydranlic ram is not new, but on
(9) W. W. asks for a good cheap imitation (10) O. J. M. asks:1. What is the best way to soften steel, or old files, for small work? A. Heat to
red and cool in slaked lime. 2 . Will it hurt an emery a red and cool in slaked lime. 2. Will it hurt an emery
wheel to use water on it while grinding? A, Some emy wheels can be used with water, and some cannot.
(11) H. C. B. asks (1) how to clean files when they are filled with hard wood? A. Use a piece of thin copper across the file and in the rows of the
teeth. 2. How to clean paint from tin boxes? A. Use benzine to wash them out.
(12) H. W. asks for the proper length of a Nocting rod compared with the stroke of engine?
Not less than three times the length of pistoh roke.
(13) L. says: Can you give me the dimenfull particulars. A. See working drawings and full particulars for construction of Catamarans in Scienti Fic American Suplement Nos. 105 and 106. To be
had at this office and of newsdealers generally. Price 10 cents each.
(14) E. W. asks: How is impression paper made that is used to transfer designs on to black wal
nut? A. Rub smooth writing paper with a mixture of lard and black lead. Leave it to dry and next day wipe off any excess with a rag.
(15) M. R. asks what the composition is that strikes fire at the end of cartridges? A. It is the
ulminate of mercury, made by treating mercury with nitric acid, and then with alcohol.
(16) W. T. S. asks for a recipe for starch ng and ironing fine shirts and collars? A. Rinse the articles in three waters, dry them and dip them into hick made starch which has previously been strained
through a piece of muslin. Squeeze them, shake them gently, and again hang them up to dry. When they are dry, dip them twice or three times into clear water, squeeze them, spread them on a linen cloth, roil them ap in it, and let them lie an hour before ironing them.
If gloss is desired put a piece of paratin about as big If gloss is desired put a piec
as a hazel nut in the starch.
Is there any known process by which the beetle can be prevented from depositing their eggs in peas? A.We
know of none. Address Agricultural Bureau at Washknow of none. Address Agricultural Bureau at Wash ington.
welded any known process by which iron or steel can or steel by the spelter brazing process.
(17) G. M. K. asks for a recipe for making boot polish blacking? A. India rubber in smal vory black, powdered, 60 lbs ., molasses 45 lbs. Mix, add 1 lb.gum arabic dissolved in 5 quarts of vinegar.
Grind to a smooth paste in a color mill and add oil of vitriol 12 lbs. Stir daily for a week and put up in cans
(18) A. P. W. asks how to true an emery wheel? A. Some emery wheels will turn with a red ho iron, others may be wet and trued with a turning too or old file.
What can be used to prevent a gun barrel from rustered in back numbers.
(19) W. J. N. asks for the best way to clean shoe polishing brushes? A. Try washing in vinegar.
(20) N. T. P. asks how rifle and shot gun barrels are polished so highly on the inside? Also how the grooves or furrows are cat out so smoothly in rifle barrels? A. The bores are polished in the boring by th
reamer. The grooves are cut by a riffing machine.
(21) C. S. asks: What good and cheap anti septic can I use to preserve specimen fruits with (by
putting them in jars and bottles) so that the quality of putting them in jars and bottles) so that the quality of same will allow of their being used for cooking, etc.?
A. You may try a solution of salicylic acid in water15 or 20 grains to the gallon, The solution is perfectly ransparent, and fruit immersed in it will preserve it fruit thus treated is not materially altered nor its whole-
(22) C.R. J. asks what he can use to scent bait with to draw rats to a trap? A. Old cheese or oil
(23) B. F. asks whether the bite of a dog that is not mad will produce hydrophobia? A. This is an open question, authorities not agreeing. It is al-
ways best to take every precaution, and especially thor oughly to cautcrize the wound.
(24) W. E. M. asks: 1. What is it that nakes a meerschaum pipe color? A. Its permeation
with the dark oily matter from the tobacco
2. What will make it color fast? A. Boiling in wax. 3. What will cement amber? A. Finest pale orange shellac Digest in a corked bottle in a warm place until dis solved.
(25) P. V. D. asks how to cover boots with India rubber, so as to make them waterproof? spermaceti, and dissolve in this 6 drachms of gum rub ber (caoutchouc) cut into shreds. Then add 8 ozs. of seriatim of tallow, 2 ozs. of lard, 4 ozs . of amber var nish and a small quantity of ivory black. Give the
leather several coats, and polish with a blacking brush. leather several coats, and polish with a blacking brush.
Solutions of rubber, excepting that in melted naphtha-
, do not work very well alone on leather.
(26) C. E. H. asks: What are the best inredients to use in con pore asphaltum and powdere k pyroxene or cupric oxide.
(27) Old Reader asks if there is any way of bending black walnut? A. Stcam or soak the tim
ber and letitdry while bent to the required shape.
(28) J. S. asks for the following recipes: 1 To dye black? A. Allow 1 lb. of logwood to each lb. of
goods to be dyed. Soak it over night in soft water, then goods to be dyed. Soak it over night in soft water, then
boil 1 hour and strain the water in which it is boiled boil 1 hour and strain the water in which it is boiled.
For each lb . of logwood dissolve 1 oz . of blue vitriol in For each lb. of logwood dissolve 1 oz . of blue vitriol in
lukewarm water sufficient to set the goods. Dip the lukewarm water sufficient to set the goods. Dip the
fabric in, and when saturated with the vitriol solutio fabric in, and when saturated with the vitriol solution
turn the cloth into the logwood dye. If cotton, boil turn the cloth into the logwood dye. If cotton, boil 15 minutes; if silk or woolen, keep at scalding heat only for 20 minutes. Drain without wringing, dry in air, and set the color by immersion in salt
One teacupful of salt to dark blue? A. Give the goods a mordant of tartar, lift, add a little chromate of potash; again work for 15 or 20 minutes and rinse; next boil in a bath of logwood, adding toward the last a few grains more of chromate,
again boil and finish. The whole quantity of chromate again boil and finish. The whole quantity of chromate
used should not exceed $1 / 4 \mathrm{oz}$. to each lb, of logwood used should not exceed $1 / 4 \mathrm{oz}$. to each lb. of logwood
taken for the bath. Very dark. 3. To bring out grain to the surface of walnut? A. Oil it. 4. To polish black bronze? A. Clean and polish the surface. Apply jeweler's rouge made into a smooth paste with water When dry place the object on a common fire shovel and expose it over a clear fire for about one minute. Lastly, when cold, polish with a plate brush. 5. To extract
grease from leather without injuring the s s me? A. Amgrease from leather without injuring the $s$ me? A. Am-
monia 2 ozs., soft water 1 quart, saltpeter 1 teaspoon-
position is used in making printing inks? A. The varnish is composed of linseed oil 20 gallons boiled in an ignited . Soon after the smoke begins to rise, this is drawn into strings $1 / 2$ inch long between the fingers. The flame is extinguished and 1 lb . of black resin added all is combined, the then 1944 . all is combined, the varnish after a good stirring is set
aside. Mix together indigo and Prussian blue of each $21 / 2$ ozs.; mineral lampblack 4 lbs ., vegetable lampblack $31 / 2 \mathrm{lbs}$., and stir them gradually into the varnish. The mixture is then thoroughiy ground in a mill.
(29) In answer to W. C. F., who refers to oranswer to qnery No. 17, December 15, 1877. The receipt refers to articles of brass or copper, which must
be perfectly cleansed from grease before stuffing. You will find a number of the best recipes for silvering on . 377 , current volume.
(30) J. L. asks: Does the altitude of a lace have any effect on the running of watches adwatches are properly adjusted and regulated, it should Are standard aneroid barometers as reliable for gen-
(31) T. P. C. writes: Can you inform me how the frosted engraving is produced on cutlery, swords, etc.? A. By etching the polished surface with acid. The articles are first heated to about $212^{\circ}$; then
thin coat of beeswax is melted over their surface, a thin coat of beeswax is melted over their surface,
and when this cools the design is scratched through the and when this cools the design is scratched through the wax by a needle; the acid is then poured on the design,
and may be prevented from falling off by a little wall of was built around the design. Muriatic acid anwers very well for etching. The time required for the operation is best found by a little practice, as the fine nes of the design take more time to etch than is required for the coarse ones. When it is decided that the etching is complete, with clean cold water thoroughly wash away all traces of acid, $\varepsilon$ nd then with a
little benzine remove the wax, and polish with clean, dry, chamois leather.
(32) T. N. asks: 1. Can beeswax work its way through the packing around the piston rod of the engine and into the cylinder, and more or less lubricate
it? A. In ordinary cases it can. 2. Is it the friction it? A. In ordinary cases it can. 2. Is it the friction
on the piston rod that makes that groaning noise when n the piston rod that makes that groaning noise when packing in the cylinder that does it? A. When it ocpacking in the cylinder that does it?
curs it is generally due to the piston.
(33) A. H. D. asks: Would be glad to learn through you of a good practical textbook on calculaions of hydraulics in general, but especially how to asactory where the water is drawn from a canal, mand or other reservoir. Also to calculate the hydraulic capacity of canals, rivers, streams, etc.? A. Boz's work on "Hydraulics," which can be procured from a dealer in scientific books, contains a good summary of the most important rules. You will also find much useful information on the subject in Trautwein's "Engineer's Pocket Book." There are many other valuable works,
a list of which can be found inj the catalogues of the tise in our columns.
(34) C. O'B. asks for a cheap lacquer to bronze cast iron? A. Make a strong solution of copper
chloride in hot water slightly acidified with muriatic chloride in hot water slightly acidified with muriatic
acid, and apply this hot to the iron; then wash, dry with sawdust, and apply a lacquer made as follows: gallon alcohol (spirits), 5 ozs. of shellac, 4 ozs. of vam sandarac, 1 oz . of gum elemi; heat gently in a tin meric and 1 of gamboge.
(35) J. L. M. asks: What is the cause of hat peculiar whiteness of the brick fronts of our buldngs, more particularly those facing the north and east? A. We have not chemically analyzed the efflorescence eferred to, but understand that it is attributed to the action of the elements upon the brick, whereby there cipitated from the atmosphere, but at the same time xtracting a portion of its ingredients from the mor $r$ with which the brick $\mathrm{l}_{\mathrm{s}}$ laid. On surfaces exposed o the sun's rays the deposit is prevented by evapora-
(36)
(36) T. A. writes: I have a six horse enine. but I cannot make it keep up steam. Sometimes
the fire goes out suddenly. I have to draw the dead the fire goes out suddenly. I have to draw the dead
coals and rekindle my fire. I attribute this to the fact of the exhaust pipe being carried into the smokentack Am I right? A. Examine the inside of your boiler, and if you find it covered with scale, do not try to keep up steam until you remove it. Then if your boiler is
exposed to the cold, cover it with a blanket padded exposed to the cold, cover it with a blanket padded
with hair. Now if you do not have sufficient steam with a good fire, the cause is very likely to be that your oiler is too small for the engin
(37) F. D. H. asks for a furniture polish? A. Take boiled linseed oil 1 pint, yellow wax 4 ozs . Mish together and color with alkanet root to give a red ish tinge. (2) A good and simple furniture polish warm water. Add three tablespoonfuls of a at and apply while hot.
(38) W. H. L. asks: Is it safe to wall in a arge boiler in such a way that the fire can go entirely around it? We have put up a steam grist mill, and the
parties whe set the boiler, instead of shutting off the fire at the water line, arched the brickwork over the boiler, leaving a space of four or five inches for the heat and flames to pass over and around the boiler, giv ing as a reason that in this way it would consume les wood and would furnish dry steam for engine, and wa in all respects better. A. In our opinion the partie show good judgment. In addition to the saving of uel, it appears to us that the boiler is more likely expand evenly, and be less subject to those sever
(39) F. J. C. asks for a flavor by which Extracts of vanilla and tonquin are used for this pur-


Croquet, parlor, H. Van Hoevenbergh
Cultivator, M. L. Utter.........
Derrick, portable
Desk, J. F. Boye
Dish-cleaning machine, J. S. \& E. W. Letts.
Door check, Trant \& Maass
Door check, C. S. Whipple.
Door fastening, G. A. Varney
Draft tug, spring, F. Dawson.
Excavator, S. H. Bodfish.
Faucet, beer, o. H. Larson....
Feather renovator, L. C. Quim
Fence post, H. Reynolds
Fence, wire, A. Putnam, Jr... ..................
Fibers from pita, extracting, C.De Ca Baquera
Filter for faucets or hydrants, A. Gotham
Filter for faucets or hydrant
Firearm, revolving, R. D. Williams
Fire escape, W. Winkless...
Flood gate, G. S. Houghton
Flour packer, F. Wolf...
Fruit crate, E. Hopkins.
Fruit crate, E. Hopkins
Furnace, cupola, V. Colliau. Furnace grate, A. W. M. Moor
Furniture, raising and lowering,
Gas-lighting torch, E. L. Megill
Gas torch, A. R.
Gate, M. Carter
Grain, etc., disintegrating, G. Mead. Grain heater, E. H. Gratiot......
Grain separator, R. H. Monteith Griddle, E. H. Jeffery.
Grinding and polishing hollow ware, W. Scully (r)
Harrow, A. B. Baker
Harrow tooth, M. Hill....
Harrow tooth, Waterbury \& Miller
Iarrow wheel, J. S. Corbin

Hay rake, horse, R. M. Treat (r)
Hinge, lock, C. J. Ferguon
Hinge, lock, C. J. Ferguson........
Hoisting machine, Blackmer et al
Hoisting machine, Blackmer
Hoop iron, splitting, W. Brown
Horse detacher, w. A.
Hoop iron, spiting, A. Brown....
Horse detacher, W. A. Laird....
Horseshoe, H. L. \& G. W. Homan
Horseshoe machine, J. T. Walker
Horseshoes,
Horseshoes, clips on, J. Miller...
Horseshoes, making, A. J. Rober
Hydrocarbon burner, G. W. Colema
Hydrogen, producing sulphuretted, C.R.Stuntz.
Impressing Impressing and embossing machine, J.
Ironing board, shirt, J. W. Cadwell ..
Yroning board, shirt,
Key, W. H. Taylor.
Kneading machine, O. Boland
Knob, vitrified, s. Hiler ......
Lamp, H. C. Hart ....
Lasting apparatus, ...............an
Latch, gate, W. H. Carpenter
Latch, gate, W. H. Carpenter.
Latch, reversible, J. A. Brook
Lathe for turning pottery ware, w. ...........
Leather, utilizing scrap, Hummel \& Padberg.
Letter sheet and envelope, R. W. Steven
Letter sheet and envelope, R. W. Steve
Lock and latch, combined, J. Vetter...
Lock and lateh, combined, J.
Lock, drawer, W. H. Taylor.
Lock, drawer, W. H. Taylor. .
Lock, permutation, M. Schwae
Log turner, R. E. Gleason

## Looms, belt shipping for, L. J. Knowles Malt liquors, clarifying H. Juneman

Molder's flask, A. Barker.........
Molding machine, rope, C. Alien.
Molding machine, rope, C. Alen...
Mosquito net frame, G. C. Mathers
Motor, hydraulic rotary,
Mower, J. F. Steward
Musical transposition, teaching, J. C. Simonto
Nail, picture, W. Gross ....
Nail plate feeder, W. H. Fi
Needle wrapper, G. H. Bleloch.
Nut and bolt lock, H. A. Harvey.
Nut lock, J. and J. Collman, Jr...
Oil and other wells, Baum \& Shidel.
ore crusher, R. Lanyon.
Ore crusher, R. Lanvon.

Padlock, combination, w. R. Young............
Pantographic engraving machine, w. s. wight
Paper for packing goods, Turner \& Stoneha
Paper, machine for piling, J. C. Kneeland ..
Paper pulp distributer, I. Jennings (r).
Paving composition. L. P. Teed..
Piano action, upright, G. W. Neill
Pianos, etc., key board for, M. H. McChe.......
Picture holders, wire stand for, W. J. Johnson
Pipe clamp, P. W. Meehan.... .......
Planing machine, wood, P. P. Josef
Planter, corn, A. F. Hall.....
Plow, J. Finnegan
Plow, A. G. Perry...
Plow, J. Posen.....
Plow, $\begin{aligned} & \text {. M. Towers }\end{aligned}$
Plow, W. M. Towers.............
Plow attachment, J. Redman
Plow, sulky, B. S Susser (r) ...................
Plows, colter or jointer arm for, Beal \& Clark
Pocket book clasp, L. Prahar.
Potato digger, J. H. Bennit

| Potato digger, J. H. Bennitt..... |
| :--- |
| Pots, etc., cover for, Beauregard |

Powder, dist:ibuting, J. J. Cassidy ..................
Printing machines, S. D. Tucker....197,693, 197,691,
Pulley for check row cords, G. D. Haworth
Pump, steam, W. Weyhe.
Pump valve, S. Bradley.
Pump valve, S. Bradl
Rail joint, E. Payne.
Railways, track clearer for street, P
Fefrigerator, H . $\mathrm{mcKnight}(\mathrm{r})$.
Refrigerator buildings, De La Vergne \& Davies Road engine, C. D. Monnot
Roof, S. H. Reed.............
Sack packer, H. A. Barnard
Safe, provision, J. Walter.......................................
Sash, blinds, relishing the rails of, G. W. Maher Sash fastener, M. N. Ward
Sash holder, D. O. Hink...
Satchell, C. Noll.............
Saw, circular, E. W. Tilton
Saws, cooling circular, J. F. Milligan
Scales fnr weighing, M. S. Drake...
Scarf, C. C. \& D. W. Noyas...........
Scoop, grocer's, C. W. Sch wanengel
Screw clamp, hand, A. M. Schappa ..
Seams, flnisning welt, McCarter and Wheeler.. Sewing machine, button hole, F. E. Schmidt Shaft counter, C. W. Hunt
Shaft tug, W. Obertrifer...

| 197,461 | Sh |
| :---: | :---: |
| 197,504 | Shoe, L. Johnson. |
| 197,503 | Shutter fastener and bower. J. M. ©:awford...... 197, |
| 197, | Sled, coasting, H. S. Miller |
| 197,645 | Spindles and their bearings, J. White |
| 197,452 | Spinning machines, G. Richardson |
| 197,480 | Spittoon, G. Mittinge |
| 197,580 | Spring coiling machine, |
| 197, | Stamp for tickets, hand, E. |
| 197,57 | Stave-dressing machine, A. Luckhau |
| 197,695 | Stocking supporter,J. D. Banfield |
| 197,6 | Stoneware kiln C. Gladding |
| 197,45 | Stool, folding, E. Matteson |
| 197,557 | Stove and furnace grate, F. L. |
| 197 | Stove board, platform, etc., H. L. Palmer. |
| 197,663 | Stove damper and flue strip, G. W. Herric |
| 197,4 | Stove, heating, F. D. Livermore. |
| 197,661 | Stove, heating, S. Raymond |
| 197,555 | Stove, heating, Stuart \& Brid |
| 197 | Stove panel fastening, G. S. Stana |
| 197, | Stump extractor, A. H. Miller. |
| 197,70 | Sucker rod coupling, W. S. Robert |
| 197 | Swing, F. H. Cl |
| 197,4 | Syringe, flexible, M. Mattson (1) |
| 197,53 | Tack-holding strip, Copeland \& Brock ............ 197,669 |
| 197, | Tacking machine, Copeland, Woodward, \& Brock 197,608 |
| 197,5 | Thrashing machines, J. M. O'Neall . ............ 197.659 |
| 197,605 | Thread stretchers, stop motion for, J. N. Leonard 197,519 |
| 197,6 | Time lock, C. F. Atwood (r).............. ......... 7,966 |
| 19 | Timing attachment for vehicles, Boone \& Fraser. 197,593 |
| 197.72 | Tire tightener, J. Martin............... .......... 197,647 |
| 197,5 | Tongs and cutter pipe, A. Ochsner................ 197,658 |
| 9,795 | T'oy, blowing. T. S. Seabury..................... . 197,569 |
| 197,599 | Toy buzz, J. Lauth ................................ 197,479 |
| 484 | Trace fastener, J. G. Munroe..................... 197,654 |
| 197,464 | Trap, backwater, L. Brandeis..................... 197,511 |
| 197,486 | Truss, N. Jones................................. ... 197,619 |
| 197,516 | Truss, hernia, J. C. Ward ..................... ... 197,506 |
|  | Tunneling and excavating, H. N. Cargill.......... 197,456 |
| 197,711 | Type writer, E. T. Davis.......................... 197,614 |
| 197,586 | Umbrella support. Andrus \& Hammond........... 197,536 |
| 197,515 | Universal joint, P. Burgess ....................... 197,541 |
| 197,682 | Universal joint, J. B. Ralston ..................... 197,495 |
| 197,703 | Vaccine matter, prepared, W. C. Cutler............ 197,612 |
| 197,5 | Velocipede, P. Lallement (r)....................... 7,972 |
| 197,49 | Violin strings, pocket box for, J. S. Ashman...... 197,585 |
| 7,968 | Wagon, dumping, H. Bailey.............. ....... 197,447 |
| 7.974 | Wagon, road, C. W. Saladee..197,668, 197,669, 197,670, 197.671 |
| 197,622 | Wall fender for furniture, S. B. Tizzard ......... 197,690 |
| 197,4 | Washing machine, J. G. Osterle .................. 197,488 |
| 199,5 | Watch regulator, J. Thomson.... ................. 197687 |
| 197, | Watches, micrometer regulator for, C. V. Woerd 197,710 |
| 197,553 | Watches, stem-winding device for, J. Thomson.. 197,686 |
| 197,698 | Water closet bowls, drip tray for, C. Harrison.... 197,629 |
| 197,651 | Water closet valve, J. H. Quinn....... ........... 197,662 |
| 197,566 | Water mains,operating valves, H. P. Birkinbine [r] 7,964 |
| 197,604 | Water power in sewers, utilizing, L. Bargmann ... 197,589 |
| 197,574 | Windlass and capstan attachment, T. J. Southard 197,501 |
| 197,697 | Windmill, J. Clark...... ......................... 197,457 |
|  | Wool dryer, F. Moore |
| 197,684 | Wool-rinsing machine, B. Hall................... 197,548 |
| 197,540 | Wrench, C. A. Corman............................ 197,459 |
| 197,468 |  |
| 197.630 | DESIGNS PA |
|  | dial Caskets.-W. |
| . 197 | Y. |
| 197 | 2.-Towels |
| 197,616 | reland. |
| 197,63 | 10,323.-Buckles. |
|  | 10,324.-Fancy C |
| 197,531 | dence, R. I. |
| . 197 | 10.325.-Dish Handles.-J. W. B |
| 197,568 | 10,326.-Fancy Cassimeres.-O. F. Cha |
| . 19 |  |
|  |  |
| 197,640 | phia, Pa. |
| 197,537 |  |
|  | ainfield, N. J. |
| 197,483 | 10,329, to 10,331.-Oil Cloth.-C. T. Meyer \& V. E |
| , | Meyer, Bergen, N.J. |
| 197,500 | 32.-Rocking Chair |
| 197,497 | York, N . Y. |
| 197,513 | 10,333.-BAdge.-A. Schwartz, New York, |
| 197,547 | 10,334.-Cooking Stoves.-N. S. Vedder, Troy, N |
|  | 10,325.-Cooking Stoves.-N. S. Vedder, T |
|  | Heister, Lansingburg, N. Y |
| 197,606 | 336.-Group of Statuary. |
|  | N. F |
|  | bove patents may be had b |
| 197,462 | ting one dollar to MUNN \& Co., 37 Park Ro |
|  | York city. 1 |
|  | York city. 1 |

## ฐsientific Aqmurican.

The Most Popnlar Scientific Paper in the World. THIRTY-THIRD YEAR.

## $\mathrm{O}_{\mathrm{nl}}^{\boldsymbol{y}} \mathrm{\$ 3.20}$ a Year including Postage. Weekly.

This widely circulated and splendidly illustrated paper is published weekly. Every number contains six-
teen pages of useful information, and a large number of peen pages of useful information, and a large number of
to
original engravings of new inventions and discoveries original engravings of new inventions and discoveries,
representing Engineering Works, Steam Machinery. representing Engineering
New Inventions, Novelties in Mechanics, Manufactures, Chemistry, Electricity, Telegraphy, Photography, ArchiAll Classes of Rea find in The Scientific AMERICAN a popular resume of the best scientific information of the day; and it is the aim of the publishers
to present it in an attractive form, avoiding as much as possible abstruse terms. To every intelligent mind this journal affords a constant supply of instructive reading. It is promotive of knowledge and progress Terms of Subscription.-One cons
Terms of Subscription.-One copy of The ScIen-
TIFIC AMERICAN will be sent for one year- 52 numberspostage prepaid, to any subscriber in the United States or Canada, on receint of three dollars and twenty
ond cents by the
months, 81.00 .
Clubs.-One extra copy of THE SCIENTIFIC AMERIat 83.20 each; additional copies at same proportionate rate. Postage prepaid.
One copy of The Scievtific American and one copy
of The Scientific Amprican Sup plement will be sent for one year, postage prepaid, to any subscriber in the the publishers. The safest way to remit is by Postal Order, Draft, or Express. Money carefully placed inside of envelopes
securely sealed, and correctly addressea, selū̃m goes astray but is at the sender's risk. Address all letter and make all orders, drafts, etc., payable to
MUNN \& CO.,

MUNN \& CO.,
Park Row New'

Inside Paye, each insertion $-:-75$ cents line.
Back Paye, each insertion-
si.00 a Engravings may head advertisements at the same rate
per ine, by measururement, as the letter press. Adver. tisements s.rust be received at putblication
as Triday morning to appear in next iosu

## Bound Volumes

Scientific Amrican.
 Old Series. New Series. New Series.

 Address, JOHN EDWARDS, V VERTICAL SCIENTIFIC GRAIN Mill Mils, and Black Diamond Min Picks are our A. W. STRAUB \& CO.,
2231 Wood St., Philadelphia,

SCRIBNER'S
Engineer's, Contractor's, \& Surveyor's POCKET TABLE BOOK.
Tenth edition, revised Pocket form, full roan....... $\$ 1.50$

SCRIBNER'S
Ingineer's and Mechanic's Companion.
Eighteenth edition, revised Pocket form, full roan. $\$ 1.50$
23 Murray and $2 \boldsymbol{y}$ Warren Street, New Y
Second-hand. DELESCOPE WANTED.

Screws for Machinery kry op on hand
or made to order atlow prices. L. F. STANNISH \& SON
OURFRESHSTOCKOF
WHITE HOLLY
RARE \& FANCY WCODS
embracing some 30 varieties, is particularly worthy the
attentionof
Sinhoesale Buyers. GEO. W. READ \& CO.,

186 to 200 Lewis Street, N. Y
PARIS EXPOSITION.
$\qquad$



2H. P. Boiler and Engine, \$175 3 H. P., \$200.
LOVEGROVE \& CO., 125 North 4th Street Philadelphia, Pa


## That Head of Mine.

If Yon wonld know what it contains, read the
a.
a yer nological Bust of tiaster ois as THE PHRENOLOGICAL



BRAIN AND MIND
 he scienee in its va
" The Training of Children."

a premium head.

 price reduced.
The price of The Jourvalis reduced from $\$ 3$ to 82 a
year.
Single Nos. 20 cents. Ther send 10 cents for Specimen O .
S. R., WELLS \& CO., Publishers,
737 Broadway, New Yor

## A $\$ \mathbf{5 . 0 0}$ ELEGANT STEEL ENGRAVING DESTRUCTION JERUSALEM <br> GIVANJ AWTAY!

ASASPECIALINEW YEAR'SGIFT

## 

MASTERPIFCF OF ART
\$ED,OOIINGOID.
OVER ONE HUNDREED FIGURES are represented ; from the innocent bahe
ats mothers braast the strong man and mighty warror, in the attitude of terror and

CUT OUT THIS CERTIFICATE AS IT IS WORTH $\$ 5.00$ TO YO
 DESTRUCTION OF JERUSALEM
Free, by mail, Dost-paid. Send for Engraving at once, stating name in full, to
gether with Post Office address, count and state. Adoress,


CONTINENTAX PUBLISHING CO.
PO. 4 Home Street, CINCINATI, o.


MADE TO ORDER.

WONDERFUL PEN AND HOLDER.


WORK FOR ALL



Second-Hand Microscopes.
 Glass slips and thin glass covers for mounting objects
at reduced price. Send for the list.

Pond's Tools,




Wood-Working Machinery,




BRACKET SAWS.
BEST STEEL SAW BLADES, 10 ch
per doz. pestpaid. S Send fcr illius
trated Cataloguof Hand and Foot
Power Saws, Ornamental Designs. Fancy Woods, Tools, and
for Scroll or Fret Work.

B FARRINTON \& Colishers of Designs Publishers of Designs.
 STEAM ENGINE WANTED.
 Engraving on Wood.


## 1,000 SEWING MACHINNES!!!



CAPITALISTS, Look at this!



 Saker Rotary Pressure Blower. H WILBRAHAM BROS. H. R. WORTHEINGTON,
 daly use at on stations. Also Steam Pumps, water
Motors and Water Meters See SIENTFII AMERCAN
SUPLEMENT, January 27th, 1877 Prices largely reduced


Lathes, Planers, Shapers





THE UNION IRON MLLLS, Pittsburgh, Pa., ManuGirders (patented).








SALES WANTEP WN NA YEARL Y SLALARY MEN $\$ 125$


Regular Monthly Sales the first week of each month by George W. Keeler, Auctioneer, at his salesrooms
53 Liberty Street, N. Y. For terms, etc., address The
N.


The George Place Machinery Agency

 Brainerd MILLING MACHINES $\begin{gathered}\text { all styles } \\ \text { and sizes }\end{gathered}$
 AURORA BRAZILEIRA.

 NuFTicropea MAKE
MONEY
EDWIN ALDEN S Sidemer D4Em street comocmatio.


## $\$ 1200$




Driven or Tube Wells
 65 Mixen car iss, with nameatio. and famp

## PATENT MINERAL WOOL

 Laumbry Macliners and the Nonpareil Wash


sharextisements.




Steel Castings,




$\overline{A I R} C O M P R E S S O R S$ a SPECIALTY of HEAVY PRESSURES. THE NORWALLS IRON WORES CO.
SOUTH NORWLK,
ONN A CENTS WANTED. Package of Goods free to



Messrs. Munn \& Co., in connec'ion with the publica-
tion of the Scientific and tion of the Scientific American, continue to examine
Improvements, and to act as Solicitors of Patents for Inventors.
tears' experience; and now have had over thialed facilities for the preparation of Patent Drawings, Specifications, and the Prosecution of Applications for Patents in the United States, Canadu, and Foreign Countries. Messrs.
Munn \& Co. also attend to the preparation of Caveats, Trade Mark Regulations, Copyrights for Books, Labels Reissues, Assignments, and Reports on Infringements with special care and promptness, on very moderate terms. containing further information about Patents and how
to procure them; directions concerning Trade Marks, Copyrights, Designs, Patents, Appeals, Reissues, In-
fringements, Assignments, Rejected Cases, Hints on fringements, Assignments, Rejected Cases, Hints on
the Sale of Patents, etc. Foreign Patents.-We also send, free of charge, a
Synopsis of Foreign Patent Laws, showing the cost and
method of securing patents in all the principal counmethod of securing patents in all the principal coun-
tries of the world. American inventors should bear in tries of the world. American inventors should bear in
mind that, as a general rule, any invention that is valu-
able to the patentee in this country is worth equally as much in England and some other foreign countries. Five patents-embracing Canadian, English, German,
French, and Belgian-will secure to an inventor the ex clusive monopoly to his discovery among about one
HUNDRED AND FIFT Y MILIIONs of the most intelligent HUNDRED AND FIFT Y millions of the most intelligent
people in the world. The facilities of business and people in the world. The facilities of business and
steam communication are such that patents can be ob t.ined abroad by our citizens almost as easily as a
home. The expense to apply for an English patent $\$ 75$; German, $\$ 100$; French, $\$ 100$; Belg1an, $\$ 100$; Canadian, $\$ 50$.
Copies of Patents.-Persons desiring any patent issued from 1836 to November 26 . 1867, can be supplie
with official copies at reasonable cost, the price de pending upon the extent of drawings and length o specifications.
Any patent issued since November 27, 1867, at which
time the Patent time the Patent Office commenced printing the draw ings and specifications, may be had by remitting to
this office $\$ 1$.
All be furnished for $\$ 1$.
as above, and state name of patentee, title of inven tion, and date of patent.
A pamphlet, containing full directions for obtaining United States patents, sent free. A handsomely bound Reference Book, gilt edges, contain 3140 pages and many engravings and tables important to every patentee and mechanic, and is ausefulhand book of

Address MUNN \& CO.,
Publishers SCIENTIFIC AmERICAN.
37 Park Row, N. Y.
BRANCH OFFICE-Corner of $\mathcal{F}$ and rith Streets,
Washington, D. C.

MARVINSSAFES COUNTER ${ }_{\text {PLATFORM }}$ WAGON \& SCALES
MARVIN SAFE \& SCALE CO. 265 BPOADWAY. N.Y.

## COARDIOIA'S

COFFEE \& SUGAR MACHINERY



Harrison's System of Grinding NEW STAstrated (atalogue Now read. MILSS.
 Millers and Editors peaseon For All.
ROOTS' ROTARY HYDRAULIC ENGINE,

cut Brass Gears, 1 st tree. Grant, 194 Beverly st., Boston

## HARTFORD

STEAM BOILER
Inspection \& Insurance COMPANY
W. B. FRANKLIN, V. Pres't. J. M. ALLEN, Pres't. J. B. PIERCE, Sec'r.

## 



## ROCK DRILLINE MACHINES AIR COMPRESESORS. <br> 

MillStones and Corn Mills
 catiogie. specaly adapted to Now sour, Buffilo, N. $\mathbf{x}$. FOUNDRY AND MACHINE SHOP FOR
 ample water power and facilities for conducting an iron
or woor working business. Coali, iron, hard and sof
lumber close at hand Three railroas. Address
SOUTH BEND IRON WORKS, South Bend, Ind.

FOR

BLOWING ORGANS and running LIGHT MACHINERY
operated by
Hydrant Pressure. GIVES GREATEST USEFUL EFFECT OF WATER. IS A POSITIVE PRESSURE ENGINE.
P. H. \& F. M. ROOTS, Manuf'rs, CONNERSVILLE, IND. S. S. TOWNSEND. Gen'I Ag't, 6 Cortlandt St, NEW YORK.

## KNOW

## THYSELF

|  |
| :---: |
|  |  |

 IMPORTANT NOTICE.

## 

EXCES S3 PRINTING PRESS


## CENIGNELSEY \& CO., Manufacturers,

## BOILER COVERINCS

THE CHALMERS SPENCE CO., Foot East 9th St., New York.


MACHINISTS' TOOLS.
Lathes, Planers, Drills, \&c.

## TO INVENTORS

 AND MANUFACTURERSFOLLOWS \& BATE, Manchester, England, Hardware
and Machinery Merchants, are prepared to buy Ameri



Tube Cleaners for deaning Boiler PUNCHING Prop Hammers and Dies, for work PRESSES.




## NEWSPAPER FILE

The Foob Patant Filie tor reserving nopgappors m

evardone who wishes to preserve the pitiper.
MUNN \& CO.,

THE TAENITE CO EMERY WHELSL AND CRINDERS.




 H. W. JOHNS MANUFACTURING COMPANY,




## NILESENGINE

COTTON GINS, CORN MILLS, PRINTING OFFICES, HOTELE,


JOSEPH C TODD,

 aill kings of machinery. Send for des
and price
Address.
J. C. TODD,
 Superior Wood-Working Machinery


## Steel Name Stamns

 FITSS EPLEPSY.FALLNG SIIKNESS,







Worling Models
 DUGS IMPROVED ELEEATOR BLCKET.


Mechanics of Ventilation.



## EUREKA SAFETY POWER!


per square inch. ${ }^{2150}$-Horse Power, $\$ 150,3$ to 4 H P., $\mathbf{\$ 2 5 0 0}$. Also,
Stationary Engines and boilers, and Stationary Engines and boilers, and Spark Arresting Portable En-
gines for plantation use. Send for
our circular. Discon B. W. PA YNE \& SONS


