

A WEEKLY JOURNALL OF PRACTICAL INFORMATION, ART, SCIENCE, MECHANICS, CHEMISTRY, AND MANUFACTURES. Vol. [NVII.-NO. 26.]

NEW YORK, DECEEMBER 24, 1887.
[ $\$ 3.00$ per Year,

THE WATERTOWN ARSENAL TESTING MACHINE. The great testing machine at the United States Arsenal at Watertown, Mass., in the environs of Boston, is properly considered one of the engineering triumphs of its day. A machine which will break by tension a five inch bar requiring 350 tons stress, and immediately after the strain and shock of recoil due to this performance will break a horse hair, and indicate perfectly the required rupturing tension of one pound, must be mechanically perfect. It is told of the Emperor William of Germany that, when visiting Krupp's works, he placed his watch on the anvil under. the great hammer. The attendant brought the hundred ton ram down on the piece withoutinjuringit. The watch was thereupon presented to him. The same class of test has been applied to the Watertown machine. A compression of $1,000,000 \mathrm{lb}$. was first produced, and immediately afterward eggs and nuts were cracked and violin strings stretched. By the very peculiar construction of the indicating apparatas, friction in that part seems to have been almost entirely done away
with. The single resistance left, as regards its registra tion, is the molecular friction or stiffness of very thin metal plates, which have only to yield to an infinitesimally small extent of motion or flexure.
The machine was designed according to the ideas and inventions of Mr. Albert H. Emery. It was built the works of the Ames Manufacturing Company, of Chicopee, Mass. The principal castings, embracing $80,000 \mathrm{lb}$. of gun iron, were made at the South Boston Iron Works. The forgings in steel and iron were produced at the Nashua Iron and Steel Works. The finished metal work includes bronze, cast and wrought iron, and steel. The largest casting weighs $14,000 \mathrm{Jb}$. while of some pieces a great number would be required to weigh a single ounce. The cost to the United States government is stated as follows

| Machine, with pump and accumulator. | \$31,500 00 |
| :---: | :---: |
| Erection. | 4,000 00 |
| Foundation and accumulator pit. | 4,083 77 |
| Traveling crane. | 2,981 23 |
| Steam pipes for heating buil | 43952 |

Steam pipes for heating building.................................... 43952
$\$ 43,00452$

It was completed in 1879, and is said to have cost the contractors more than double the above amount.
The machine works by hydraulic pressure for heary strains; while for light ones, and especially for such as require a very large rangefor stretching or contracting, screw power can be effectively applied. The apparatus in general is thus arranged: A line of rails carries a traveling ram, which produces the stresses. This is mounted on wheels that fit the track. To move it, screws that run paraliel with the track are provided. These are held by an immensely strong abutment at one end of the machine and by simple uprights at the other. The traveling ram is provided with nuts on each side, through which the screws pass. By turning these nuts the ram is moved back ward or forward. At one end, where the abutments are situated, and at tached to them, are the weighing platforms. These act upon four cylinders and pistons forming rams, but of very slight play. The axes of these cylinders are horizontal. The space between piston and cylinder (Continued on p. 407.)


# grientifir ghmerican. 

ESTABLISHED 1845.

## MUNN \& CO., Editors and Proprietors. published weekly at <br> No. 361 BROADWAY, NEW YORK.

> O. D. MUNN. A. E. BEACH.

## TERMS FOR THE SCIENTIFIC AMERICAN.




The Scientific American Supplement
Is a distinct paper from the SCIENTIFIC AMERICAN. THE SUPPLEMENT
is issued weekly. KVery nurbercontain 16 octavo pakes. uniform in size

 seven dollars.
rene distest tay to remit is by draft, postal order, express money order, or
rexter. Australia and New Zenland.-The Scirntipic American and
SUPPEMENT will be sent for alittle over one year on receipt of \& cur-
rent Colonial bank notes. Address MUNN \& CO., 361 Broadway, corner of Franklin Street, New York.

## NEW YORK, SATURDAY, DECEMBER 24, 1887.

The next issue closes another volume, and if those subscribers to this paper-and there are several thousand of them-whose term ends with the year will remit for a continuance of the paper before the year closes, it will save the removal of a large number of names from our subscription list, and insure the continuance of the paper without interruption. By so doing the subscriber will be benefited and our subscription clerks greatly relieved.


TABLE OF CONTENTS OF
SCIENTIFIC AMERICAN SUPPLEMENT No. 625.

## For the Week Ending December 24, 1887.


IL. ELECTRRCITY-Electric Railmays in America now in Operation.









IX. PHYSICS. A Method of Illustrating Combinations of Colors. - By


## We elsewhere illustrate and give the des

We elsewhere illustrate and give the description of a recent achievement in the land transportation of war vessels. At the present time it is an event of some importance. The French nation, characterized by its enterprise in engineering and scientific fields, has executed an interesting feat. A torpedo boat was to be taken from Toulon to Cherbourg. Such vessels have proved from Toulon to Cherbourg. Such vessels have proved
anything but comfortable, or even safe, sea boats. anything but comfortable, or even safe, sea boats
Strength, seaworthiness, and accommodation, all are Strength, sea worthiness, and accommodation, all are
put aside in their construction in order to attain the highest speed. The land route, therefore, was tried, and the trial was a complete success. Without the least damage, the transportation was accomplished. The delicate sides, less than an eighth of an inch in thickness, were uninjured. The vessel rested on a simple cradle, and was taken on the regular railroad. We cite this experiment as of special interest at the present time. Less than a year ago we were called upon to note the death of James Buchanan Eads. Independent of the personal sorrow that this event occasioned, a sin-
cere feeling of regret found origin in the fact that he cere feeling of regret found origin in the fact that he had died without witnessing the successful accomplishment of his greatest project-the Tehuantepec ship railroad. By his resistless energy, which had overcome so many obstacles, natural and personal, that stood in the way of his other achievements, he had brought the work well forward. The engineering details had all been fully executed. The company had been formed, and the route selected. All that he waited for was the congressional action necessary for his enterprise, which is of international character: He died before Congress took the desired cognizance of his great plan.
All is as he left it. A new Congress has assembled. The Tehuantepec Ship Railroad Company is now in the field, ready to undertake the enterprise and still a waiting the action of the legislature. From every
point of view the United States should encourage the promoters.
The plan is eminently practical. The use of marine railways for hauling vessels out of the water for repairs is old. Thousands of steamers and craft of every description are thus treated every year. Among them are
the weakest kind of structures. River steamers, with their longitudinal trussing or hog-frames, ready to receive every strain, and show its effects, ascend the inclined road without injury. The devices used for cradling them are of the crudest description. No attempt is made to adopt any such improved system as that apnied in the Eads plan. Thus, in the harbor of New all. For if it is possible to haul ships, with imperfect appliances, up an inclined railroad three hundred yards an length, $a$ fortiori it must be easier to draw them upon a special railroad, carrying a perfected cradle, supporting the ship at every point.
The transportation of the French vessel proves it most forcibly. Here a large torpedo boat was carried on a simple cradle on ordinary railroads many miles through France. It crossed other roads and went around curves without trouble and sometimes at the rate of twenty-five miles an hour. No condition was in its favor. The vessel was of the most fragile character, and was barely seaworthy. The journey was nevertheless performed without incident, and a distance of
about eight hundred and fifty miles was covered. Comabout eight hundred and fifty miles was covered. Compared with this distance, the Tehuantepec
one hundred and fifty miles, seems short.
It is now considered that this method can be used for torpedo boats. The establishment of the fact, however, goes for much more than this. It proves the sound
judgment of the best American and English engineers. By such the Eads railroad has been critically examined and discussed. Their opinions have been given emphatically in its favor.
A ship at sea is exposed to far more severe strains than she would ever meet on the railroad. A wave running lengthwise carries with it an upward strain of many tons, followed and preceded by downward strains of equal or greater extent. As a ship pitches and rolls, the most complicated and severe stresses are
applied to her plating and frames. Longitudinal and applied to her plating and frames. Longitudinal and
torsional strains, the latter aggravated by her masts and ballast and general dead weight, are continually at work upon her structure. Yet all is withstood A ship is built upon the lines of the most advantageous A ship is buit upon thial. The hollow hull, with its curv-
distribution of material. ing contour, represents the perfection of the tubular structure. When iron ships were first proposed, one of their prominent advocates said that a properly built iron vessel could be held suspended by her bow
stem without serious flexure and without injury.
It is not too much to say that, substantially, this very thing has been done in the tubular bridges. In them a relatively light iron tube is held by its ends with its center quite unsupported. Not only does this suffice to carry its own weight, but it constitutes one
of the stiffest and strongest bridges known for railroad traffic.
In situation the ship railroad has everything in its favor. It is several hundreds of miles nearer the United States than the canal routes. Its completion
of isthmus transit in the hands of Americans. It will compete with the canal, or canals, when they are completed. If started now, it will be finished long before either of them, and will be in successful operation, carrying ships through the semi-tropical forests, while the dredges and excavators are wowtily removing countless tons of earth from the projected canal routes.
The sanction of Congress is asked, and should not be withheld. The aptirent boldness of the project, coupled with its national origin, should recommend it to the legislature.
A committee of the Senate has reported in its favor. The distinguished engineer who conceived the project has left it complete and worked up to the last detail. To the fiftieth Congress is left the honor of erecting a suitable monument to the greatest engineer of his day. The Tehuantepec railroad will be his best memorial, and we cannot but believe that all desired congressional action will be freely taken.
In the transport of the French torpedo boat it is not too much to say that the far reaching influence of the American engineer is discernible. For it is highly probable that the project so successfully carried out had its original suggestion in Captain Eads' ship railroad.

## a great raft of lumber.

A giant raft of timber is now expected at this port. It left Nova Scotia on December 8, in tow of the steam ship Miranda. The launch took place near Port Joggis, on an inlet of the Bay of Fundy.
The leading features of its construction, whieh form the subject of a patent, are as follows. In general the subject of a patent, are as follows. In general
shape, it is a pointed cylindroid of elliptical section. It is composed of logs chained together, their attachment being re-enforced, and the structure consolidated by interwoven withes and small branches. Through the center a $21 / 2$ inch chain is carried, which is inclosed in a solid boxing. In total length, this chain is one thousand feet, leaving about four hundred feet free for anchoring or towing. The central cross section is an irregular ellipse, 65 feet wide and 39 feet deep. For four hundred feet of its central portions the sides are parallel ; then they taper at bow and stern to a section 25 feet wide. This is the extent of the pointing. The total length is 585 feet. It was put together in a substantial cradle that was built in permanent shape, as it is proposed to build in it other rafts. The logs were laid longitudinally, and after each course was in place, branches and withes were laid across them, and their frocend wom turnod in avar the next courso. Everyseven feet marks the point of attachment of two lateral chains that run out horizontally through the mass of
logs. These connect with other chains that surround the whole mass. The latter are tightened by hydraulic jacks. The central chain, upon which the pull comes in towing, tends to still further bind together the logs, as it draws upon the surrounding bindings. The chains weigh two hundred tons.
In the center around the central cable, the hard wood is stowed, while the softer and less valuable timber forms the outer layers. It contains 25,500 sticks of timber for spars and piling, and one half a million board feet of maple, beech, and birch.
The launch was executed with great success. The great structure as it ran down the ways occupied 32 seconds in going 1,600 feet. It is estimated to weigh 11,000 tons, or $21 / 2$ times as much the Great Eastern. The lumber it contains would fill seventy schooners. If the venture proves successful, it will tend to make quite a revolution in the lumber trade.
Mr . James D. Leary, of this city, is the owner of the raft, and is a firm believer in the capabilities of the system.

## patent "innocents" again in congress.

A lively discussion lately took place in the United States Senate, when the Hon. J. Z. George, of Mississippi, introduced his bill (S. 787) to protect" "innocent purchasers," and asked that it be referred to the Judiciary Committee, instead of to the Patent Committee, where it properly belongs.
The following is the text of the bill :
"A bill to protect innocent purchasers of patented articles, and for other purposes (S. 787).
' Be it enacted, etc., That it shall be a valid defense to any action for an infringement of any patent, or any suit or proceeding to enjoin any person from the use of a patented article, that the defendant therein, or his assignor, purchased the patented article for use or consumption, and not for sale or exchange, in good faith and in the usual course of trade, without notice that the same was covered by a patent, or without notice that the seller had no right to sell such article; and in all such cases notice received after such purchase shall not have the effect to impair in any way the right of such purchaser as absolute owner.
"Sec. 2. That all patents for any discovery or invention hereafter granted by the United States shall be subject to purchase by Congress, for the use of the people of the United States, at such reasonable valuation, and on such terms, and in such mode, as may be provided for by law ; and all such patents shall be consid.
ered and treated in law as issued subject to that condition."

Substantially the same bill has been presented to Congress for several years past, and has suffered defeat. Its object is well known, namely: Under the specious pretense of protecting innocent purchasers, it mak patented inventions, practically, free to the public.
It encourages infringers and discourages the inventor It prevents the latter from controlling his invention. It takes from the author his right to make, use, and sell his own invention, and hands that right over to the infringer. It tends to overthrow or cripple the vast manufacturing industries that now flourish under the protection of the patentlaws, and practically nullifies those laws.

Mr. George appears to have been satisfied the Patent Committee would not sanction his bill, but hoped the Judiciary Committee might do so. He said

As the Senator from Connecticut has stated to the Senate, that question has been before the Committee on Patents on two or three occasions, I believe, and that committee has not seen proper to grant relief-the relief which I and which a good many members of this body think the people of the United States are entitled to; and as the bill refers to the application of an important principle of law, having reference to the rights of innocent purchasers without notice, a purely judicial proceeding, as my friend from Tennessee [Mr. Harris] suggests, I thought it was proper under all these circumstances that it should go to a new committee.

As far as I can learn, there has been more wrong and injury done under the patent laws by suits against men who go into epen market, into the stores and warehouses of the country, and buy in good faith articles which they suppose the seller has a right to sell, and then are afterward brought up before a court, fifty or one hundred or two hundred miles from their homes, to account for it; and as the Patent Committee had not seen proper to extend to such cases this very salutary principle of the common law, the protection of innocent purchasers, I thought it was proper and right that another committee should consider that question also: and for that reason, and in addition to the reason which I gave first, that the Judiciary Committee was a very appropriate tribunal to determine it, I insist, in behalf of the rights of many persons in this country who have been injured by the present law, that this bill shall go to the other committee."
We think Senator George will find it difficult to produce any considerable number of examples where "innocent purchasers" have been brought up before a court fifty or one hnodrod
their homes, as he asserts.

The existence of such wrongs we think will prove to a great extent to be imaginary. The entire amount of litigation about patents is not large. However, all general, are interested in knowing the full extent and nature of the injuries which the innocent infringers are suffering. The Senator will have ample time to pre sent his evidence, and we urge him to make it as fair, strong, and complete as possible. In this way only can his legislative colleagues in the Senate and House become rightly informed and be enabled to vote intelligently. If such disastrous abuses exist as he claims, they should be rectified; and probably this can be done without nullifying the rights of patentees in the broad manner contemplated by the above bill. The Senator's effort to have his bill sent to the Judiciary Committee was defeated by a vote of 40 to
25 , by the prompt action of the Hon. O. H. Platt, of 25, by the prompt action of the Hon. O. H. Platt, of
Connecticut, who objected, and in answer to Senator Connecticut,
George said:
"As it seems to me, the Patent Committee has been in no way open to the charge of dereliction in dealing with this subject. The bill has never been before that committee, I think, but what it has received consideration and report. I do not mean this particular bill, but I mean bills embracing the same subject; and those bills so reported, if my memory serves me, have in more than one instance received the approval of the Senate. Now, why a bill bringing the same subject again be fore the consideration of the Senate should be taken from the committee which has heretofore had the con sideration of it, as it was supposed properly, and be given to another committee, I cannot see, unless it be
for the reason given by the Senator from Mississippi, that the Patent Committee have not reported upon the bill as he thinks they ought to have reported. If that prineiple is to be adopted in regard to the reference of measures before the Senate, as I said before, it will upset a good deal of the procedure of the Senate and will reach a great deal further than is thought a he present time.'
Senators Teller of Colorado, Chace of Rhode Island, Hoar of Massachusetts, Edmunds of Vermont, and others made remarks adverse to a reference of the bill to the Judiciary Committee.

Hektograph ink, both purple, blue, and black Take 1 part aniline of desired color, dissolve in about 7 parts water and add 1 part glycerine.

## The Way of a Man with a Motor.

Mr. Keely, the man whose motor was to revolutionize the machinery of the world, is hardly off with the old force before he is on with the new. At a meeting of the stockholders of his company in Philadelphia, Dec. 14, Mr. Keely explained that, while experiment ing with his etheric or vapor force, he has run against another form of energy, the properties of which are so captivating as to cast into shade those of his first enchantress. This new siren sings so ravishing a song that unless the stockholders follow the methods of the wily Ulysses, plug up their own ears, and lash Keely to the bottom of the boat, they will run great risk of hearts vibrate in sympathy with Keely's new kinematics, they will be apt to find their pockets out of une with their great expectations.
Mr. Keely promises nothing, but he raises high hopes by asking those who still put faith in him to open their mouths and shut their eyes and see what he will give them. As yet he has given them nothing, though they have stood with closed eyes and wide open mouths these many years. Now, Keely says that his etheric force is but a phantom which positively refuses to materialize, charm he never so wisely, but if the stockholders will only "hold on a bit," he may, he has some reason to believe, in due process of time present them with a "vibratory sympathy" which will make their eyes fairly jingle in their heads and coin jingle sympathetically in their pockets. Meantime they must take his word for it, and we really do not see what else they can do, unless they drop Keely at once, and put down to profit and loss the money they have already spent in his vaporous projects and fruitless imaginings. The company's treasury is reduced to twenty-four dollars, and by replenishing it they will be but throwing good money after bad.
As anarchists have a pleasant way of likening their case to that of John Brown, so believers in the Keely motor look upon Keely as a Palissy the Potter-a great inventor under difficulties. This is the sentimental and vagarious side of the matter, for, of course, their purpose in assisting him is to make money. They are deluded. 'One of the ways in which they are deluded has been pointed out by Keely himself. The stockholders had provided him with money with which to develop his etheric force, and at the late meeting Keely explained that for some time he had not been working at etheric force, but at something quite different. For people who like that sort of conduct that is the sort of
muster with men of common sense. If it passes muster with the stockholders, that fact alone should show them that they have not common sense, and they should withdraw on general principles. Hope deferred maketh stockholders sick, unless they are willing to take all a gambler's risk, and in that case they are only gamblers, willing to play on with overwhelming probabilities against them.
The chief reason for the general opinion that the Keely motor has nothing in it is that it sounds empty, and nothing has ever come out of it, while Keely steadily refuses to let anybody look into it. This is not the method of a sincere man working honestly toward an object in which he has faith.-N. Y. Commercial Advertiser.

The Annual Report of the Secretary of the Navy.
The annual report of Secretary Whitney, which has ust been rendered, is, in view of the large amount of attention that has been devoted to naval engineering
during the past year, a peculiarly interesting and valuable document. In it the present aspect of naval at tack and defense are considered at length, the secretary's views on the subject are given, and the authority for his ideas are disclosed. Much of the recent work done in the direction of building up a United States navy has been described in our columns. There would have been more to show were it not that the work is still in an incipient condition. The next welve months will witness great progress.
Three new manufacturing branches have been established, to supply material under contract with the United States government. Plant for the manufacture of steel forgings for heavy guns, of armor plates for ronclads, and of machine and rapid-firing guns, comprise the three divisions. The new machinery of the Bethlehem Steel Works, the report states, is believed to be equal to any in the world. This is devoted to heavy forgings for guns and to armor plates. The quality of the steel is considered a distinct advance upon the best practice, and the price is within twenty-five per cent of what it would amount to were the work done abroad. The cruiser now constructing at San Fran cisco is alluded to in complimentary terms, not only as regards its merits, but also as a possibly important factor in developing or inaugurating a new manufac turing industry on the Pacific coast.

Of the new vessels, four are in commission ; one, the Chicago, is waiting trial ; ten vessels, including ships war, cruisers, and gunboats, are building. In addi
torpedo boat, the latter by the Herreshoff Co., are in process of construction or contracted for. The system of arriving at the designs for two of the fast cruisers is described. The plans for their construction were purchased abroad. But not content with these, many modifications were introduced, until the original de signs have been improved beyond identification. The speed for these vessels is, under the terms of the contract, to be nineteen knots. The plan of reaching the design is summarized by the secretary as "adopt ing at the outset the best known methods, which na tive ingenuity will enable us to improve upon," thus keeping pace with the most forward.
The report speaks in dubious terms of the utility of the modern torpedo boat. Their high speed is attained at the sacrifice of protective armor, and light frames and plates have to be used for their construc tion. This has detracted much from their merits The importance of the torpedo itself in modern war fare the secretary believes cannot be overestimated. But, to place these weapons, he suggests the use of par tially submerged torpedo vessels, as of the Nordenfelt type, or of pneumatic projection, as in the Zalinski system. In spite of the great success of the pneumatic dy namite gun. the weapon alluded to, the report, with great conservatism, suspends final judgment. The completion of the new dynamite cruiser is waited for in order to disclose what the guns can do when afloat. If this trial should prove favorable, the report says, it would remove many doubts and difficulties. We hope that this will spur on the constructors and designers of the dynamite cruiser to renewed exertions, and will incite them to make as brilliant a success of the guns afloat as they have achieved in shore practice. The secretary admits that for shore and harbor defense its accuracy is substantially established. This refers to the trial last September, which was illustrated and described in our issue of October 1 of the present year. The trouble to be encountered in using it on ship board is the determination of the range. Owing to its high trajectory, this is an essential thing to be known to secure accurate practice. At the same time it must not be forgotten that this height of trajectory makes its range less subject to disturbance from the pitching of the ship, and that, as a target, it has the length of a ship instead of its height.
A very interesting portion of the report deals with the establishment of a naval reserve, a sort of marine militia. Some arrangements, it states. should be made for the mobilization of merchant steamers in war, and the government should exercise due oversight over in general adapted to use as transports or in other war service.
The subject of monitors and of the construction of provisional vessels of inferior type is treated. The report is in opposition to both. Monitors it considers antiquated, and no longer serviceable vessels, even for defense. It recommends that all appropriations be spent in producing the best attainable ships, and opposes the diversion of money from this end. Authority is asked, in furtherance of these views, for the construction of three more fast cruisers of the highest type. In six years more, the chief of construction states that but four serviceable cruisers will be left in the navy of this country, so that the recommendation would seem well established.
The general tenor of the report indicates progressive ideas and a readiness to examine all new suggestions. In view of this disposition, it seems curious that but three finished torpedoes were presented to the Torpedo Board by the inventors. A new navy is now in process of creation. This is the time for the inventor to do his most patriotic work in devoting his talents to the protection of our shores from possible invaders and bringing the inventive genius of America again before the world in a hitherto somewhat neglected department.

## Flight of Young Homing Pigeons.

Eighteen birds owned by C. O. Barrett, Dorchester, Mass., were liberated in Forest, Lambton County, Ont., at 6:34 A. M., on Tuesday, October 25. The first return was Leslie P. (H. 237), which arrived in the home loft at 4 o'clock Thursday afternoon. The air line distance covered is 540 miles, the most remote point from which a bird of the year has ever returned. The record to be beaten was made a year ago, from London, Ontario, to the Wagner loft, Boston; distance, 525 miles, the first bird returning on the morning of the second day after the start. This journey gives the Barrett loft the record for every distance of the season, winning for it all the special prizes open to all, including the Hudson badge. The record is not only good for distance, but it is the second best of the year for any age from over 500 miles, and the best from over 510. The best from 500 or over was made by the bird Staunton to the loft of George Darby, of Boston.

At Balakhan, rear Baku, Russia, a new petroleum spring, which rose 150 yards, flooded the country, impregnating everything. Nobody ventures to light a fire, for fear the town will go off like fire works.
an Improved dump cart.
A cart so constructed that the tail gate may be automatically opened, or shut and locked, by inclining the body from the front or bringing it to a horizontal position, is illustrated herewith, and has been patented by Mr. John G. Frogner. Fig. 1 shows a central longitudinal vertical section of a cart so constructed, Fig. 2 being an enlarged view of the rear section. The tail gate, hinged at the top, completely covers the end of the body, and also the face of a transverse strip attached to the body on the under side, flush with the end. The strip has a central slot registering with a similar slot in the bottom of the wagon body, and between the body bottom and the transverse strip is fixed a metal bridge plate with a central reduced beveled portion, as shown in Fig. 3. This plate is adapted to

span the registering slots. To the center of the rear face of the axle a plate is adjustably secured, by a screw bolt and washer, and to the upper end of this plate a rod is hinged extending to the rear and into the recess to a bearing upon the bridge plate, the rod having at its extremity a hook facing downward. Upon the inner face of the tail gate is a vertical central wedgeshaped brace, its base resting upon the bottom of the cart when the tail gate is closed, and behind this brace, at the base, the shank of a hook is attached to the inner face of the tail gate. When the cart body is held horizontally the gate automatically closes, and the hook upon the gate engages the hook upon the rod hinged to the plate upon the axle. When the front of +ho hodur ioraicod on as to carrvit. at an ancle to the
axle, the offset portion of the hinged rod passes over the bridge plate, whereby the hooks are disengaged and the tail gate is automatically opened.
For further information relative to this patent ad dress Messrs. J. \& C. Wipf, Iola, Wis.

## THE TRANSPORTATION OF WAR VESSELS BY RAILWAY.

It is of the greatest importance to the navy to be able to transport ships rapidly from one port to another. The distance by sea from Toulon to Cherbourg is very great, especially for small vessels like torpedo boats, which cannot easily withstand heavy seas and would run the risk of finding ports closed against them. At first it was proposed to shorten the route by making use of canals. This expedient was tried two years ago, and was voted a failure. It was necessary to dismantle a torpedo boat to such an extent that on arriving at its destination it had to be put on the stocks. The great diameter of the propellers of torpedo boats rendered it necessary to locate the shaft in the keel; and to protect the propeller, and sustain the rudder, it was necessary to terminate the stern post with a stock which extended far beyond the keel.
That the boat might pass through the canals it was necessary to remove this, which, when remounted, was never as solid as when it was in one piece with the stern post.
Furthermore, the passage of the boat interrupted the traffic on the canal, and some of the locks were not sufficiently long to admit of the passage of the vessel. In a word, the disadvantages were
so many that it became necessary to abandon this system of transit.
Railroad transportation naturally suggested itself. The question was made a study by a member of the engineering corps of bridges and highways, and the minister of the navy decided to make the experiment on the proposition as submitted to him, and ordered the work to be commenced for making the experiment.

The making of the trucks designed by the projector was carried out by the engineers of the Company of Creusot, and the trial was entirely successful.
The vessel, placed, like enormous trunks of trees, on cradles on two trucks, projected 44 feet beyond the same in front and 33 feet behind. There was some fear that the weight of the sections which overhung without support would cause damage to a hull whose thickness was only 3 millimeters. There was no indication, however, of any such result. The vessel arrived at the end of its journey of 847 miles between Toulon and Cherbourg in a perfect condition. The trial proved: 1st, that vessels larger than that experimented with could be transported on railways; 2d, that a torpedo boat could be docked at Toulon and could leave by train 24 hours afterward, arriving at Cherbourg in four days alnd three nights, and could be ready for service 24 hours afterward.

Torpedo boat No. 71 was the one selected for trial. It weighed 38 tons without its supply of water and coal and without its equipment and baggage. It is 111 feet long, 11 feet in width, and 9 feet in height. All parts that were not integral with it were removed and placed in cars.

The vessel was lifted out of the water by a hydraulic crane of 160 tons, and placed on two trucks that were provided with two movable cradles that were mounted so as to turn on a central pivot. These trucks have three axles, about seven feet apart, and the end axle
has the Recour bearing, which enables it to turn, and has the Recour bearing, which enables it to turn
facilitates it in making a curve of 375 feet radius.
The body bolster consists of a frame secured to the body of the truck by a main bolt, and rests on four spherical bearings, which in turn rest on guides. The sleepers possess sufficient play to enable the frame to rotate sufficiently on the main bolt to round the smallest curves on the road. The two trucks are placed next one another in close connection, so that the distance between the pivots does not exceed 27 feet. The weight of the vessel, and the fact that the keel remains parallel with a line passing through the centers of the two trucks, the point of the vessel corresponding with the middle of the line, departs necessarily from the axis
of the road. It is necessary, therefore, to reduce the distance between the trucks to facilitate the passage of bridges and tunnels. The height of the vessel is limited by the lowness of the bridges. To lower the cradles as much as possible, the two supports are sunk between the wheels.

The stock at the end of the stern post juts out neary 3 feet beyond the keel, and requires a special car, which allows the freedom of movement required by the


RAILWAY TRUCK FOR TRANSPORTING WAR VESSELS.


TRANSPORTATION OF WAR VESSELS BY RAILWAY IN FRANCE.
rounding of the curves. The space between the side of the car and the hull of a vessel of 111 feet is sufficient to allow a longitudinal play of about 2 feet, which allows for the action of the connecting links and buffers, and a lateral play sufficient for a curve of 375 feet radius. A long link keeps the last truck at a distance of 12 feet.
The boat occupies the space of about fivecars of ordinary size. In front of the cars of special construction are two cars without sides. In one of the first cars were one of the engineers of bridges and highways and Mr. Baehme, commander of the torpedo boat, who observed and were prepared for anything unexpected that might occur. In front and behind the boat were cars carrying the accessories. The train made about 16

miles an hour, a speed which was increased for the sake of experiment to 24 miles.
The expense of preparing the wagons amounted to 32,000 francs, being 13,000 for the two wagons carrying the cradles, and 6,000 francs for the special car. The railroad company charged 0 fr .25 cent. per ton for transportation, and the weight being 40 tons made the total expense of transit from Toulon to Cherbourg 13,650 francs. The price was high because of its being a special train, and a long, indivisible one. This expense could be considerably reduced by making special rates. Three or four torpedo boats could be transported in one train without exceeding the regulation length of train, or two trains could follow one another ten minutes apart.
In case of war with England, for example, and it was necessary to transport torpedo boats from Toulon to Cherbourg, the expense for material would not exceed 300,000 francs, and the transportation would be within 80,000 francs
These expenses are very light, and especially so when it is remembered that the expense for material would not be necessary after the first trip, and that the other advantages are very great.
At the request of the ministry, the railroad companies ought to establish favorable rates and decide the maximum size of vessels that would be received. The trial was a complete success, thanks to the wisdom and ability of the engineers who made a study of the problem. There is no doubt that the navy will take advantage of the results of the experiment. -La Nature.

## AN IMPROVED JIB HANK.

A device to facilitate attaching and detaching jibs to and from their stays, and which is simply made, conveniently applied, and reliable in use, is illustrated herewith, and has been patented by Mr. Thomas O'Rourke Jameson, of No. 414 Smith Street, South Brooklyn, N. Y.
The hank is made in two semi-annular parts, hinged to each other at one end in such a way that the hinged part will have a smooth inner surface to slide along the stay. Upon the free ends of the bank sections are disks designed to cover the eyelets in the sail, and integral with one of the disks is a pin which passes through the sail eye and into an aperture in the opposing disk. The pin has an annular shoulder to limit the approach of the contiguous faces of the disks to the eyelets, and an annular
groove near its reduced outer end, the disk receiving the end of the pin having a central recess, within which is a dog held by a shank passing out from the disk and having a knob, as shown in section in Figs. 2 and 3.
A spring bearing against the end walls of the recess retains the dog in position. The hank having been


CUTHBERT'S CAR HEATER.
upright of the gate. This shorter arm of the hinge, being screw-threaded, combines with a screw plate thereon, which in position rests against the outer face of the upright, and through its upper end, just above the hinge rod, passes the brace rod of the gate. A
nut is screwed on the end of the short arm of the hinge, which projects through the upright. The lower end of the long arm of the hinge rod enters the eye of a screw-threaded eye bolt, which passes through the hinge upright, and has two nuts applied to it on the respective sides of said upright. Any tendency of the gate to sag can always be readily corrected by the adjustment of the nuts on this bolt, and also by adjustment of the screw-plate and nut on the horizontal or shorter arm of the hinge rod, and the adjustment of the nuts on the outer end of the brace rod. The gate latch comprises a couple of bolts fitted to slide horizontally, within metal cups or bushings, in the outer upright, the bolts having springs to force them outward, and their inner ends being connected by links or chains with cranks formed as bends of a latch-operating bar journaled to the top and bottom rails of the gate. A double-inclined catch plate is fixed by bolts or screws to the latch post.

## AN IMPROVEMENT IN ATTACHING AX HELVES

An invention providing means whereby the helve may be quickly and readily attached to and detached from an ax, and the ax be greatly strengthened, is illustrated herewith, and has been patented by Mr. Calvin Maloney, of Lower Lake, Lake County, Cal.
The ax is made with, aligning apertures in its sides, from the eye, as shown in Fig. 1, and a socket of malleable iron, with shoulder and lugs, is adapted tr) be fitted therein, as shown in Figs. 2 and 3 . The helve is

then inserted in the eye in the ordinary manner, the outer portion of the socket encircling the helve innmediately below the ax, at the weakest point.
In a vertical wedge-shaped slot at the top of the helve is inserted a centrally divided wedge, Fig. 4, and into a central aperture of this wedge is passed a screw, whereby the wedge is firmly fixed to hold the ax upon the helve, and by unscrewing which the wedge may be readily taken out and the ax detached from its helve.

## AN IMPROVED DOOR BOLT.

A door bolt especially applicable to refrigerator, icehouse, and similar doors, where it is desirable to close the doors very tightly, is shown herewith, and has been patented by Mr. Frank T. Cladek, of Rahway, N. J. The casing holds a coiled spring to constantly press the bolt forward, the handle of which projects through an opening with side notches to permit the turning of the handle up or down, for locking the bolt in the keeper, and for turning the head of the bolt, shown in


Fig. 2, so that it will exert a cam action in the keeper for closing the door tightly. When the handle stands at right angles to the door, as shown in Figs. 1 and 3, the flat surface on one side of the extremity of the bolt will face outward, and in this position will hold the door and door frame flush with each other; but when the handle is turned up or down, as shown in Fig. 4, the cylindrical portion of the bolt will press the door inward tightly against the door jamb.

A MACHINE FOR FORMING BOOT OR SHOE HEELS. A machine with which a boot or shoe heel may be quickly built to nearly the desired shape, and which is designed to be operated by an inexperienced workman, is represented in the accompanying illustration, and as been patented by Mr. Edgar Jones, of No. 383 Hamilton Street, Albany, N. Y. A perpendicular plat slides vertically in a groove in one end of the base, the


JONES' BOOT OR SHOE HEEL FORMER.
plate being adjustable by a screw at such height as desired, a gauge being attached to one edge of this end sliding plate to constitute a guide for the upper lifts, and another gauge being provided in the upper sur face of the table as a guide in placing the lower lifts. Each gauge is slotted and held by a set screw to be readily adjustable to different sized lifts. In ways upon the upper longitudinal edges of the base slides a plate adapted to carry upon its forward part a die or plate adapted to carry upon its forward part a die or
former, the plate being moved forward by a treadle, former, the plate being moved forward by a treadle,
and a separate die or former being used for different styles of heels. The lifts are placed in position one upon another, as shown in dotted lines, their front surfaces bearing against the end plate, when the die or former is brought firmly against them and the several lifts held in a fixed position until they are nailed.

## AN IMPROVED FIREPROOF CAR HEATER.

A car heater which is designed, in case of accident to extinguish the fire in the heater and the lights in the car, to shut off draught and prevent the escape of smoke and hot air, is illustrated herewith, and has been patented by Mr. Jerod Tyler, of St. Mary's, Pa. The casing is made of strong boiler iron, in which the furnace is braced with light curved braces, which, with the transverse plates, are designed to give the heater fully the strength of a locomotive boiler. The casing has three horizontal partitions, besides the top plate, and the partition which rests on the top of the heater proper supports a fuel-extinguishing device with a vessel to contain an extinguishing fluid, and


TYLER'S CAR HEATER.
having an aperture leading to the interior of the heater. A rod passing through the top of this vessel, and above the next partition, has on its upper part a coiled spring which presses against an arm actuating a lever which extends upward through the next partition, carrying in its upper end a cup supporting a heavy ball. Another arm of this lever is connected with a rod which turns the wick rod, to extinguish the light in the lamp or lamps connected therewith, and other connections provide for closing the heat apertures, shutting off the draught and closing the smoke tlue, and opening the valve by which the fire-extinguishıng fluid is permitted to fall through into the interior of the heater. This action is only set in motion by a shock of sufficient severity to displace the heavy ball which rests in the cup above the upper partition.

## Spectacles for Horses.

A correspondent of the Manchester Sporting Chronicle tells the readers of that paper some interesting eircumstances in connection with a "good grey steed in his own possession." He came to the conclusion that this equine friend of his was short-sighted. He "couldn' see a carrot two yards off," he tells us. So he took the quadruped to an oculist living in the neighborhood, who made the necessary inspection and certified that the horse had a No. 7 eye, and required concave glasses. The concare glasses thus indicated were obtained and buckled on to the head stall. "The horse seemed a little bit surprised," he says, "when I first put them on him, but his amazement rapidly gave way to demonstrations of the keenest pleasure. He now stands all the morning looking over the half-door of his stable with hís spectacles on, gazing around him with an air of sedate enjoyment.

When I take him out for a drive," continues the veracious narrator, "he capers about as frisky as a kitten; his manner is altogether changed from his former timidity, and he has got over a bad habit of shying which once troubled him." A week or two ago, however, he turned the animal out to pasture for a few days, of course without his specs, and he at once appeared to be uneasy and uncomfortable. All day he hung about the gate leading into the meadow, whinnying in a plaintive minor key, until his master, seeing what was the trouble, sent up to the stable for the head stall. As soon as the spectacles were placed upon his nose, he was so glad that he rubbed his master's shoulder with his nose, then kicked up his heels and danced down to the pasture in
 definitely.

Articles found in an Etruscan Tomb.
A fine glass vase, just discovered in an Etruscan tomb at Bologna, is of a sea-green color, like a soda water bottle, thick and of a unique form, with two handles. It is nine inches high and without ornamentation. There is not a single defect, flaw, crack, or chip about it. With it was found an ivory chair, made after the fashion of a modern camp stool, having all its screws and rivets still in perfect condition, and a small casket containing beads and some very elegant articles in bronze. The articles are supposed to date from the fifth century. The tomb in which they were found was closed at the top by an enormous globular mass of stone as fresh as if it had only been fashioned yesterday.

## a LAMP FOR CHRISTMAS TREES.

A candle-like lamp, with special means for its sus pension and attachment, applicable to various deco rating and illuminating purposes, and particularly de


## barth's Christmas-tree lamp.

signed to take the place of candles on Christmas trees in churches, schools, etc., is represented herewith, and has been patented by Mr. John H. Barth, of No. 612 East Market Street, Louisville, Ky. The body may be a simple glass vial having an exterior screw thread on its neck, while the burner is conical, made in a single piece, with a central wick passage, a suspension wir
formed with a hook being pivotally connected at its ends to opposite sides of the burner. The burner has exterior tapering ridges over which may be slipped, and which will securely hold, a globe, the spaces between the ridges or ribs serving to supply air to the wick. The hook provides for readily hanging the lamp as desired, and, in connection with the suspension wire, the lamp may be secured in any position almos instantaneously.

## AUTOMATIC SAFETY ELEVATOR.

The vertical side sections of the elevator car travel in guides consisting of twin vertical uprights, built into the wall on each side of the elevator shaft. These guides are provided with pins or bars arranged within the guides at regular intervals. The side sections of the frame slide up and down within the guides, and are connected with one another by a hori


AUTOMATIC SAFETY CATCH FOR ELEVATORS.
zontal cross section, which carries at its extremities the safety catches. This catch is under the car, and is a ever pivoted at the center and so arranged as to strike freely the bars within the guides. It is brought back to its horizontal position by a small weight. This lever strikes the rack bars successively, but is simply swung out githe uav and performs no function. If, however,
the descent becomes too rápic, ine rever var is uirown over a half revolution, and the other end of the lever comes in contact with the rack pin between the guides, and as the pivoted bar can only make a half revolution, it serves as a stop and prevents further descent of the it ser.

By the same movement the weight, which is hung to the bottom of the swinging bar, is thrown over and prevents the same from rebounding before it is caught upon the rack bar. There is very little jar, as the shock is taken up by springs, which are mounted in the frame between the safety catch and the car body. The large engraving represents the catch in its normal position,
 and the small cut shows it in posi tion to stop the car. In order to return the stops to their normal position, it is only necessary to raise the cage until the first bar of the rack above is reached, which turns over the lever and permits the cage to descend. Since the catch is arranged under the cage, the operation of the safety appliance is not dependent upon the hoisting rope, 'machinery, nor dogs, nor cam, but simply on its own action, so that when the movement is too fast the stops turn over and the cage is arrested.
This device has been patented by Mr. Henry Albert of Crescent City, California.

## Manchester Mill operatives.

The Saint James's Budget of November 19 says
"There have been fewer spindles running this year in Manchester than at any time since the cotton famine, and the published balancesheets of the joint stock spinning companies show scarcely a margin of profit where they do not show a loss. It can hardly be said that private firms have fared any better. Of course for this melancholy state of affairs foreign competition is largely accountable. Concurrently with the decay of prosperity, we note the decline in character and physique. The graybeards who made Lancashire rich and famous were reared on porridge and potato pie, and are robust old men, hard-headed, upright, open-handed, adventurous, and not over-educated. The sons are weaker both in physique and character. Among the operatives the deterioration is still more marked. The milf operative is stunted, pale and pinched, restless and rritable, and generally has some disorder of the di gestive organs. Nature may have given to his dwelling place green bank and field and tree and flower, but factories and chemical works have made its fields into
with their poisonous exhalations both flower and tree He earns the wages of a skilled artisan, but the trick of his occupation learned, he is a mere attendant on a machine of which he knows little or nothing. He leads a weary, poisoned life, and his womankind are like himself. They work with him in the mill, and are stinted and pinched. Next to the women of the collieries, they are the most unwomanlike of their sexas flat and narrow of figure as the men, and it is understood by some, who are not very sorry for it, that they find it difficult to become mothers. Large families are rare. It really seems as if in the fifty years of driving work and industrial ascendency, Lancashire has almost spent the pith of her people. But if we are ever threatened with civil strife, and if Lancashire has sunk mean while into deeper poverty than now, her mill operatives will be the most dangerous of revolutionaries.' -John Fretwell.

## Electric Street Cars.

In a recent issue our Berlin correspondent gave a description of the new electric tram car tried on the Cologne railways by Messrs. Herbrand \& Co., of Ehren feld. The whole electrical installation on this car has been designed by Mr. Huber, of Hamburg, who had two cars on the same system running in that town from the 1st of May to the 25th of December, 1886, but which were withdrawn at that date, as it was found that they were not sufficiently powerful to found that they were not sufficiently powerful to
overcome the resistance of the track when the groove overcome the resistance of the track when the groove
in the rails was filled with snow or ice. We have received a letter from Mr. Huber referring to the question as to what power should be provided for electri cally propelled cars, and as he has had a large experience in this subject, his figures will probably be of in terest to our readers. Mr. Huber estimates that on an average road, with gradients not exceeding 25 per 1,000 , the energy which must be stored in the cells is 1,000 , the energy which must be stored in the cells is
$7 \cdot 6$ watt hours for every 100 kilo of rolling load moved a distance of one kilometer. Reduced to English measure, this works out to 125 watt hours per ton mile. Allowing an efficiency of 80 per cent from the indicated power of the engine to the electric output of the dynamo, we require 0.21 i. h. p. hours for every ton mile. Thus in a tram service employing fifteen cars, each weighing 8 tons when full, and where every car runs 70 miles, the daily charging power required would be $1,760 \mathrm{i} . \mathrm{h} . \mathrm{p}$. hours. If the time of charging is 15 hours daily, steam power to the amount of 117 i. h. p. would have to be provided. The power naturally warios with the aondition of the road...In warm, rainy weather, less than the amount here given will be required; but when the road is clogged with dirt, ice, or snow, something more should be allowed. $-I n$ dustries.

## IMPROVED ROCKER FOR ORDINARY CHAIRS.

A simple, efficient, and adjustable rocker, adapted for use with ordinary chairs, is represented herewith, and has been patented by Mr. Daniel Smith, of Santa Rosa, Sonoma County, Cal. It consists of a base frame having sockets to receive the rear legs of a chair, with springs supported at one end by standards fixed to the base frame, the other ends of the springs being secured to the front legs of the chair. These springs can be placed on any common chair, to make a rocker of it, and, being placed under the chair, are entirely out of and, being placed under the chair, are entirely out of
the way of the feet or ladies' dresses, the springs giving an easy rocking motion under the tension which comes


SMITH'S ROCKER FOR CHAIRS.
on them with a person sitting in the chair, and preventing any excessive movement either forward or back ward.

Subsoribe for the Scientific American and Sct entific American Supplement for 1888- $\$ 7$ a year for both papers-and you will surely have all the latest and best scientific, mechanical, and engineering news of the day from every part of the globe. Subscribe

- cinder wastes, its streams into sewers, and have killed now for one or both.


## ©arrespondence.

## Grindelia Spirosa.

To the Editor of the Scientific American:
It may be of interest to your botanical readers to know that, while collecting plants, early in lasi September, I found a specimen of Grindelia spirosa. It was in rich soil, about five hundred feet from the shore of our lake(Michigan).
Since it belongs to Rocky Mountain botany, and has a habitat not farther east than Colorado, it would be interesting to know how it found its way to our town.
It could scarcely have been brought by the railroad, fo it was fully half a mile from any track.
Since finding the "spirosa," I have been informed that another species has been found in Michigan. Perhaps you can offer an explanation of how it was likely to be brought here, or your correspondents may be able to give instances of finding some other Grindelia.

Wm. H. Dunham.
No. 721 Greenwood Street, Evanston, Ill.
The Rock Salt Find at Ellsworth, Kansas.
To the Editor of the Scientific American:
A paragraph copied from your columns has been apparently going the rounds of the press. I have seen it in two Kansas papers. It is to the effect that recent discoveries of rock salt at Ellsworth, in this State, were made by prospecting parties against the advice of professional geologists, who assured the parties that they would get only their labor for their pains. This statement is altogether incorrect. The discovery of rock salt was predicted twenty years ago by Professor Mudge. The present writer only a few months before the Ellsworth discoveries assured citizens of Ellsworth County that salt as strong brine or rock was one of the certainties to be found by deep drilling in almost any part of Kansas. Warnings against the expectation of finding coal by deep drilling in middle and western Kansas have been given by geologists, and every boring made has justified the warning. The present writer, in the last biennial report of the State board of agriculture, has suggested that rock gas may be found in those regions. The drillings made have mostly yielded it, but so far not in any large quantity. As far as Ellsworth is concerned, it is not believed that any expert geologist was consulted, as there are only twoor three in the State. To put the professors of science right on this matter, will you insert this?

Robert Hay, Geologist.

The Uncertainty of the Law-ThejDriven Well Case.
It would be hard to find in the history of litigation a more striking instance of the uncertainty of the law than the driven well case recently decided by the Supreme Court of the United States. The patent was granted January 14, 1868, and reissued May 9, 1871. It expired January 14, 1885. The litigation concerning the invention began in the Patent Office, in an interference proceeding before the letters patent were issued, and it survived the patent nearly three years, ending only with this last decision of the Supreme Court, if that shall in fact finally end it.
The act of 1836, entitled "An act to promote the progress of the useful arts, and to repeal all acts and parts of acts heretofore made for that purpose," did not allow a patent for any invention which had been in public use, or on sale, with the consent or allowance of the inventor, for any period, however short, before his application.
An amendment, to this act, passed in 1839, provided that every person who had purchased a new invention before the application should have the right to use and by reason of such purchase, sale, or use, prior to the by reason of such purchase, sale, or use, prior to the of abandonment of such invention to the public, or that such purchase, sale, or prior use has beenfor more than two years prior to such application for a patent."
The whole case turned upon the question whether,
The whole case turned upon the question whether, under this amendment, the public use for more than
two years must be with the consent or allowance of the inventor, in order to invalidate the patent, or whether any public use of it for more than two years, though without the inventor's knowledge, would have the like effect.
The Supreme Court held the latter, and declared that " the purpose of the section was to fix a period of calculation of time, and should not depend upon the uncertain question of whether the applicant had consented to or allowed the sale or use. Its object was to require the inventor to see to it that he filed his application within two years from the completion of his in vention, so as to cut off all question of the defeat of his patent by a use or sale of it by others more than two years prior to his application, and thus leave open only the question of priority of invention."
There has never been any controversy as to the facts to which the construction of this statute was to be ap-
plied in relation to the driven well patent. It was
proved in the interference case, before the patent wa
granted, that Col. Green invented the driven well granted, that Col. Green invented the driven well pro-
cess in 1861, and put one in operation in Cortland, $\mathbf{N}$. cess in 1861, and put one in operation in Cortland, N.
Y., while he was drilling his regiment there, and that during the next three years, and more than two years before he made his application for a patent, several driven wells were constructed in that town and publicly used. Col. Green denied all knowledge of these wells, and excused his delay in making the application by proof of his troubles arising out of his indictment for shooting one of his officers, and his discharge from the army.
During the litigation concerning this patent for nearly twenty years, the Patent Office, five circuit judges, and three justices of the Supreme Court had concurred in a construction of this statute which required the knowledge and allowance by the inventor of more than two years' use of his invention, to defeat his patent. In fact, it had come to be regarded as settled law ; so much so, that Walker in his recent work on patents stated that under the law of 1839, "the consent of the inventor was a necessary element of the facts upon which the old law raised a constructive abandonment ; " that this was changed by the act of 1870 ; and that " the old law on the subject of consent can still be invoked on behalf of any patent granted before the approval of the act of July 8, 1870." This only followed the views expressed in Curtis on Patents, which was
published and regarded as authority long before this patent was issued.
It was solely by the overthrow of this construction of the statute, which seemed to have become so firmly settled, that the Supreme Court reached the result of invalidating this patent. It seems a hard fate for the acknowledged inventor of a process of world-wide utility that he could not have been told by the patent offices or the courts, at the outset of his efforts, what was the right construction of this act of Congress. And
it seems doubly hard that he should have been led by repeated decisions of the federal courts to rest upon their wrong construction of the act, and to spend vast sums of money, and involve the interests of others, in maintaining his character as the inventor of a thing which could not, as it now turns out, be lawfully patented, and in defending a patent which, on the admitted facts, shown in the interference case, ought never to have been granted.
It was, however, no fault of the Supreme Court, for it happened that in the three cases decided by that court the fact that driven wells had been constructed in Cortland more than two years before the application did not become a subject of controversy. In fact, until Judge Love, in the Hovey case, read his able opinion declaring the view of the section now sustained by the Supreme Court, the contrary view had been regarded by the circuit courts and the profession as definitely settled.
The remark with which this article opened is, therefore, justified by the facts. This driven well case is a signal instance of the uncertainty of the law.
To sum up the situation : Col. Nelson W. Green was the first inventor of the driven well. The fact has been finally established by the Supreme Court, after a struggle of nearly twenty years. He never voluntarily abandoned his invention to the public. That fact was also finally established in the Supreme Court. He delayed his application over four years, through stress of circumstances arising out of the war. But in Beedle os. Bennett the Supreme Court, stating those facts, said: "These circumstances sufficiently rebut and presumption which might otherwise have arisen of an intention on his part to abandon and dedicate to the use f the public the invention described inhis patent."
The patent itself was effectual in form and substance to secure to him the broadest rights arising out of his invention. This was established by the concurring opinions of Judge Fisher, Commissioner of Patents, and Judges Benedict, Nelson, Dillon, Gresham, Wheeler, Blatchford, Nixon, McCrary, Shipman, and Sage, ten members of the federal judiciary. And it was finally affirmed by the Supreme Court in three cases on appeal. The reissue of the patent, strenuously attacked after the new ruling of the Supreme Court on that subject, was sustained in the circuits, and finally sustained in the Supreme Court, in Andrews vs. Eames.
But all this was of no avail. The invention was made and publicly shown in Cortland, N. Y., in 1861. It was so useful and so simple that some citizens who saw it put it in public use without the inventor's knowledge more than two years before his application for a patent. This fact was proved in the Patent Office, but Judge Fisher, on appeal, followed the construction of the act of 1839, then established by the courts, and adopted in Curtis on Patents, then the standard authority, and ordered the patent to issue. This construction had the sanction of Judges Shepley, Woodruff, McKennan, Benedict, and Blatchford, circuit and istrict judges, and of Story, Nelson, and Clifford, jus maintained and acted on for a period of nearly fifty maintained and acted on for a period of nearly fifty
years after the statute was passed. Receiving his pa-
tent from the government in pursuance of it, Col. Green and his assignees, upon the faith of it, made vast outlays in defending the rights thus granted to him. Entrenched behind this construction, a great body of rights and interests throughout the country has been built up.
It is now finally overthrown, and held by the Supreme Court to have been wrong from the beginning, and the patent is declared to have been unlawfully issued. There have been cases where courts of last resort, finding a line of decisions not in accord with their matured views, and finding also that large interests have long securely reposed upon them, have invoked the maxim stare decisis as a just ground for refusing to overthrow a statutory construction long settled and acted on.
In view of all the facts, the parties interested in the driven well patent throughout the country may reasonably feel that their case was one which deserved such judicial forbearance.-Abstract from the New Jersey Law Journal.

## Self-control.

An expert and experienced official in an insane asylum said to us, a little time since, that these institutions are filled with people who have given up to their feelings, and that no one is quite safe from an insane asylum who allows himself to give up to his feelings. The importance of this fact is altogether too little appreciated, especially by teachers. We are always talking about the negative virtues of discipline, but we rarely speak of the positive virtues. We discipline the schools to keep the children from mis. chief, to maintain good ordcr, to have things quiet, to enable the children to study. We say, and say rightly, hat there cannot be a good school without good discipline. We do not, however, emphasize as we should the fact that the discipline of the school, when rightly done, is as vital to the future good of the child as the essons he learns.
Discipline of the right kind is as good mental training as arithmetic. It is not of the right kind unless it requires intellectual effort, mental conquests. The experienced expert, referred to above, was led to make the remark to us by seeing a girl give way to the "sulks." "That makes insane women," she remarked, and told the story of a woman in an asylum who used to sulk until she became desperate, and the expert said, "You must stop it. You must control youself." To which the insane woman replied, "The time to say that was when I was a girl. I never controlled myself when I was well, and now I cannot." The teacher has than she suspects. The pupils are not only to be controlled, but they must be taught to control themselves, absolutely, honestly, completely.-Jour. of Education.

## A Noble Retriever.

The Western Mail first published the following remarkable story of a brave dog: On December 29 last the steamship Muley Hassan was passing through the Straits of Gibraltar, when Captain Thomson went on deck with his retriever Nellie. The sagacious animal at once ran to the rail of the vessel, raised herself on her fore paws, and commenced to whine. The captain looked, but could see nothiñg. The dog, however, got more and more restless, and finally jumped overboard, and swam astern. The engines were stopped, and a boat lowered, when the dog was discovered, firmly holding the collar of the coat of a drowning man, who was lying across two oars. It was afterward ascertained that he was the only survivor from a Spanish revenue felucca, which had been upset in a squall, and that he had been in the water four hours when rescued. It would have been impossible for him to have survived much longer. Both man and dog were in a very exhausted condition when taken on board the Muley Hassan. The above incident has formed the subject of a presentation to Captain Thomson of a silver medal and diplowa, for his gallantry and heroism in saving the life of the poor Spaniard. Without in the least wishing to depreciate Captain Thomson's effort or deserts, we must say that Nellie most certainly deserves to have some sort of honor conferred upon her, and that she certainly ought to be ranked among the historical dogs who have earned name and fame for heroic deeds. Swiss Cross.

## Value of a Hobby.

If we ever became vindictive toward a fellow man, and desired to punish him, we would deprive him of his hobby; without that, he would be lonesome in a crowd, and crowded in a wilderness, and would seek what he had lost and find it not. The business man with a hobby that he rides is a happy man; but if the hobby rides him, the business will suffer sooner or later. The man without a hobby will be found in the club room, the billiard room, or card room. The hobbyist, with his loft of pigeons, his bird skins or eggs, bugs or beetles, takes more substantial happiness than all the members of the highest toned club in a city combined. Besides that, home and Dame Nature is all the world to him and all the heaven he ever aspires to.-Wade's Fibre.

CENTRIFUGAL DYEING AND BLEACHING APPARATUS Dr. A. Waldbaur, of Stuttgart, Germany, has recently invented an apparatus in which the process of dyeing or bleaching is performed at one operation by introducing the material to be treated into a rotating basket, and forcing the operating liquid by centrifugal action from the center of the apparatus outward through the material. By this means the various processes of bleaching dyeing means the various processes of continuous manner washing may be conducted in a continuous manner, witho
the material from one apparatus to another. A considerable saving of time is thus effected, and there is much less liability of the material being damaged than with the ordinary method.
A general plant for carrying out this process is represented in the illustrations, which also show a sectional elevation and plan of the same arrangement. The casing, A, of ment. The casing, A, of
the apparatus contains the rotating basket, $B$, which is mounted upon the vertical driving shaft, C , and is provided with a cover, $N$. In the middle of the rotating basket is arranged a spiral spring basket, M, serving to produce a hollow space, from which the operating liquid percolates through the material. This basket may be provided with contrivances for conducting the fluid toward its periphery. The supply pipe, L, for the liquids fits with its vertical end into a tubular boss in the cover, $N$, and it is provided with a connection for allowing it to be turned back or to sink with the cover.

The shaft, $C$, carries a pulley, $D$, which is driven ranged on a suitable line of shafting. The pulley, $F$, is connected by a belt with the pulley, G, which drives a pump, H, used

Sectional Elevation

liquid, the three-way cocks on the supply pipes being set accordingly. After passing through the apparatus the liquid is discharged through the flexible pipe, $\mathbf{P}$ into either tank. The operation is continued for say twenty or thirty minutes, and the pump is then stopped, the besket continuing to rotate for about five minutes, until the remaining liquid has been completely thrown off. During this time the pump may be employed for raising the spent liquid into a reservoir for reconcentraen be similarly treated with
other liquids, and finally hot air is admitted by the connection, J, for drying the material.-Industries.

## Recovery of Soap from

 Water.Alderman Taylor, chemist, of Rochdale, Eng., has lately completed an invention whereby the pollution of the river Roach by a local firm of manufacturers has been prevented, and at the same time a large saving effected in the working expenses. His experiments $h a v e$ been conducted on behalf of Onry Tucker \& Co., Henry Tucker \& Co., silk manufacturers, who feared that an injunction would be obtained against them for polluting the river by the large quantity of soap water which came from their works. Mr. Taylor's process is as follows: The water containing the dissolved soap is run into a vault large enough to hold a day's "washings." Over this vault are two elevated tanks of the same size, and beneath them a retort is fixed. The soaped water is pumped from the vault into the elevated tanks, and chlorine, generated in the retort from hydrochloric acid and manganese, is forced into the liquid This causes the refuse and fatty matter to gather in a cake at the bottom. The water in the tanks is then run off into the river, con.

with the exception of a little common salt. The pollution of the river is thus averted. The cake of fatty matter and dirt is next turned to profit able account. It is placed in what are called the filter beds, and then pressed in a machine press until the fatty matter is extracted. The oil thus obtained i next made into brown soap, exactly similar to that which is used in the process of washing the raw silk. The soap is again used for washing purposes, and is found to answer quite as well as in its first application. Only 5 per cent of the original weight of soap is lost in the reclaiming process. The value of the in vention is proved by the fact that the firm has been offered £20 per ton by wholesale dealers for the re claimed soap.-Chem. and Drug.

THE WATERTOWN ARSENAL TESTING MACHINE. (Continued from first page.)
head is filled with glycerine and alcohol. When piece of metal is tried in tension, it is clamped to the ram and also to the weighing platform. Then the hy draulic pressure is turned into the pressure cylinder. The amount brought to bear at any moment is ascertained, not, as would normally be done, by noting the gauge connected to the pump cylinder, but by noting the pressure produced within the four cylinders be tween the weighing platforms. The motion of the pistons and cylinders is infinitesimal. They have no packing. The pistons are held concentric, and with out touching the cylinders, by brass diaphragms. Being without sensible motion and without friction, the pressure within them indicates the exact stress to which the trial sample is subjected. When a piece is to be subjected to compression, the clamping is dis pensed with, and the opposite end of the weighing mechanism is acted on, so that compression is stil produced within its cylinders. In other words, a tra veling ram is arranged for the adjustments of length, and this ram, when in action, is secured in place and made to work against a highly sensitive hydraulic dynamometer.
Pressure is produced by a steam pump working into an accumulator. The pressure in the weighing cylinders is communicated by reducing levers and hydraulic cylinders to an elaborate weighing mechanism. For certain classes of light strains of extended longitudinal range, as in Manila rope testing, the screws alone are used to produce the stress.
By it a stress of $1,068,000 \mathrm{lb}$. in compression or 801,100 in tension can be produced. In normal working pieces 30 feet long can be received; but by a special arrangement, ples sion
3 inches for tension, can be introduced
The ram or straining cylinder has an internal diameter of twenty inches and a stroke of twenty-four inches. The piston and rod are on one piece, turned up from a single forging. The cylinder is lined with rolled copper, to prevent the sperm oil used as filling from penetrating into the pores of the iron. Cup leather packings are used to prevent leakage.
The screws that hold the ram in place, and which receive the full strain and transfer it to the weighing platforms, are eight and one-half inches in diameter, measured to the outside of the thread. They are threaded with a truncated $V$ thread, two to the inch, and are forty-eight feet long. They are horizontal, and parallel with the rails, are 50 inches apart and 47 inches above the floor. Their diameter from end to end calibrates within one thousandth of an inch. Intermediate supports are provided, which can be swung up, so as to secure them from vibration or bending.
On each side of the ram are the nuts which work on the screws and move it. These nuts are rotated by a "live head" bolted down to the foundation at the further end between the tracks. This resembles in general appearance a lathe head, and is worked by a straight or crossed belt, according to the direction of motion that may be required. It turns a long shaft, which can be seen running between the tracks close to the ground, and which is as long as the track. A groove is made in the shaft extending along its entire length. By a feathered wheel and connecting gear carried by the ram, the nuts are rotated so as to move it back and forth. The nuts are allowed a play on the screws of $\frac{2}{100}$ inch. They are made of bronze.
The ram is carried by a truck moving upon a track. The latter is made of cast iron, laid in sulphur, and bolted to the foundation.
At the end nearest the front of the picture are shown the scale platforms and abutments. In them the screws are held. A space is seen between the two platforms. Within this space are placed the four weighing cylinders. When the stress comes upon the sample, the screws are drawn or thrust, as the case may be, and the weighing platforms are pressed together. This tends to compress the weighing cylinders with their pistons. The free space between the cylinders and pistons is filled with a diaphragm of brass $\frac{5}{1000}$ inch thick. This keeps the piston centered and acts as packing. The extreme range of motion is $\frac{15}{1000} \mathrm{inch}$. The interior of the cylinders connects by a copper pipe $\frac{1}{10}$ inch internal and $\frac{18}{100}$ inch external diameter, with
another smaller cylinder and piston, placed with its axis vertical within the scale box, and to one side of the machine. This pipe and smaller cylinder are also completely filled with the glycerine and alcohol mixture. The piston of the small cylinder actuates a lever, which, in its turn, connects with the scale beam on which the weighing is executed. This portion embodies in its general arrangement the principles that obtain in platiorm scales, with one distinguishing point of difference from ordinary practice. No knife edges are used. In their place thin strips of steel, called fulcrum plates, are employed. These vary in thickness from $\frac{3}{100}$ down to $\frac{{ }_{1}{ }^{5} 000}{}$ inch. They are either set into or clamped fast to both members of the system. To illustrate this method, the first lever connections are shown in the cut. A represents the end of the lever.
 at a is a ulcrum plate

## FULCRUM PLATES.

 which transmits thethrust from the smaller cylinder and piston just spoken of. Connected to the stationary abutment, B, a second fulcrum plate, at $b$, is provided. In ordinary practice knife edges would be used in both these places These particular plates are $\frac{3}{100}$ inch thick, and are bedded $\frac{8}{100}$ inch in the metal.
As the large lever is pressed upward it communicates the pressure, reduced proportionately to the ratio of the length of its arms, to the scale beam by a vertical od.
It will be seen that the infinitesimal movements of the pistons and original weighing cylinders are increased progressively. Above the scale beam is placed a long index beam which still further multiplies the extent of motion, so that a range 420,000 times greater than that of the pistons between the weighing platforms is obtained.
From the scale beam four rods depend, also suspended by fulcrum plates. By handles worked from outside the scale beam case, weights are added to or removed from these rods. On one rod from 700,000 to 100,000 pounds are weighed in 100,000 pounds at a


## the accumulator of the testing machine.

time; on the next, from 100,000 to 10,000 pounds ar weighed by 10,000 pounds increments ; on the next, from 10,000 to 1,000 pounds are weighed by 1,000 pounds increments ; and on the fourth rod, from 1,000 to 100 pounds are weighed by 100 pounds increments. A rider is provided that slides along the scale beam and weighs by single pounds up to 100 pounds. This gives a maximum of less than the full capacity. To obtain this a large counterpoise is removed, which adds at once 200,000 pounds to the effectual weights.
The extreme range of play of the index need not exceed a fraction of an inch, so that the movement of the weighing cylinders and pistons is quite inappreciable. As Mr. Holley, in his graphic paper, puts it, a motion of $\frac{1}{100}$ of an inch at the end of the index under the influence of a strain of one pound would indicate a mo-
tion of $\frac{1}{4200000}$ inch of the weighing pistons. The flexure of the fulcrum plates is also very slight. The accuracy of the machine hinges on these points, as by this absence of extended motion the resistance due to igidity of fulcrum plates and diaphragins is done away with practically. There is no friction, properly speaking, in the system.
The scale beams are finished in the best manner, and all their principal parts are nickel plated or gilded. They are inclosed in a glass case.
The original power is derived from a steam pump. The steam cylinder is of the Knowles pattern, but has the piston rod extended through the back cylinder head. One end of the rod works a pump of $11 / 2$ inches diameter, the other a pump of $7 / 8$ inch diameter. Cocks are so arranged that either the small pump alone may be used as the source of power for high pressure or both together may be employed, giving a lower pressure equal to that due to the larger one. Both pumps are of brass, and are double-acting.
The pumps force sperm oil into the working cylinder, an accumulator being used to secure steady action. This structure is of the usual type. It has two concentric rams, one of 10 in ., the other of $51 / 2 \mathrm{in}$. diameter. Either can be made the efficient one. It carries a cenralsquare wooden beam, to which the weights, composed of brick and mortar masonry, are keyed. These weights are in three parts, and can be used singly or combined. By utilizing the combinations of rams and weights, a pressure varying from 300 to 3,400 pounds per square inch can be secured, covering a range of total pressure of 119,400 to $1,068,000$ pounds on the large or compressing face of the piston of the straining cylinder, and of 89,500 to 801,100 pounds on the small or tension ace. The small face is the one reduced in effective area by the piston rod. The accumlator is provided with a safety valve to prevent any possibility of the rams being driven out of the cylinder of the accumulator.
The clamps for holding samples that are to be strained in tension are hydraulic. Their jaws are forced together by the pressure of the accumulator Gauges are provided for showing the pressure they ert
Owing to its great size and power, this machine can be used for large samples. Examples of its utility in this direction may be cited. A link of iron, 5 inches in diameter, was broken at a total pressure of 722,800 pounds, giving away with a loud report. Its diameter at the breaking surface was slightly diminished. This reduced to a breaking strain of 36,000 pounds to
 iron, turned down to $35 / 8$ inches diameter, broke at a tension of 37,000 pounds to the square inch. The same metal in a 1 inch bar had stood a 50,000 pound strain. At the beginning of the present year 14,000 specimens, principally for government work, had been tested. These ran from the finest wire up to full sized members of engineering structures. From 1 to 800,000 pound stresses were applied. Some specimens were less than 1 inch in length. Upward of 320,000 pounds of material had been tested to destruction. Brick piers and wooden posts have been among the objects tested.
Elaborate sets of calipers and all.necessary accessories are supplied for testing elongation under stress, and other factors and data.
The absence of friction in the weighing apparatus is shown strikingly in the case of small strains. A horse hair producing a strain of one pound will affect the index. Yet to do this the weighing platforms and other mechanism theoretically have to move. The weight of metal put in motion thus by so slight an agent is 24,000 pounds. A paper by the late Alexander H . Holley, giving a general description of the machine, is printed in the Transactions of the American Institute of Mining Engineers for 1879; and a technical description, with ontline drawings in projection, is given in the Annual Report of the Chief of Ordnance, U. S. A., for 1883.

Proposed Utilization of the Rhine Falls.
Some twenty miles below the point where it issues from the Lake of Constance the Rhine, with a width of 350 feet and an average depth of about 21 feet, plunges over a barrier of rocks, varying in height from 45 feet on the right bank to about 60 feet on the left. Including the rapids, the total fall within a distance of a little ing the raird of a mile is estimated at 150 feet. The volume of water passing over the falls per second varies from a minimum of 118 cubic meters in February to a maximum of 502 cubic meters in July, when, in consequence of the melting of the snows in the mountains and the rise in all the tributary streams and brooks, the Rhjne reaches its highest point.
In this practical age of inventions and progress very few will be surprised to hear that an application has been made for a concession to utilize these magnificent falls, so familiar to travelers, for the manufacture of aluminum. The applicants are J. G. Nethers, Son \& Co., Schaffhausen, iron workers, who ask for the priv ilege of constructing a dam from Laufen Mill to the railroad bridges, a length sufficient to furnish them with a volume of 75 cubic meters per second. If this is
granted, a foreign contemporary says, they propose to establish works for the manufacture of aluminum, furnishing employment at first to 500 workmen and later to double that number. They estimate the water power requisite to carry on their works at an equivalent of 1,500 horse power, and submit with their application the necessary maps, plans, and drawings. They further announce that a company with a capital of $12,000,000$. (about $480,000 l$.) is prepared to conduct the enterprise, and they offer all reasonable guarantees against any marring or defacement of the natural beauties of the falls. The proposition is being met with a strong opposition, led by the hotel keepers and many others who are dependent on the tourist business.

## The Rabbit Plague in Australia-Reward offered for

A very large area of the arable lands of Australia is now overrun with rabbits. So numerous and active are these animals that they destroy trees, grass, crops, and everything that grows. They move in great armies, and carry destruction in their path. All efforts to exterminate them have so far proved fruitless. The authorities now offer the handsome reward of $\$ 125,000$ for an effective method of overcoming the evil. The following is the text of the offer:

Department of Mines,
Sydney, August 31, 1887. $\}$
It is hereby notified that the government of New South Wales will pay the sum of $£ 25,000$ to any person or persons who will make known and demonstrate at
his or their own expense any method or process not his or their own expense any method or process not previously known in the Colony for the effectual exter mination of rabbits, subject to the following conditions, viz.

That such method or process shall, after experi ment for a period of twelve months, receive the ap proval of a board appointed for that purpose by the Governor, with the advice of the Executive Council.
2. That such method or process shall, in the opinion of the said Board, not be injurious, and shall not involve the use of any matter, animal or thing which may be noxious to horses, cattle, sheep, camels, goats, swine or dogs.
3. The Board shall be bound not to disclose the par ticulars of any method or process unless such Board shall decide to give such method or process a trial.

Francis Abigail.
All communications relating to the above must be addressed to the Honorable F. Abigail, Secretary fo Mines, Sydney, New South Wales.

## an official report, gave the following account of the

 rabbit pest in that colonyRabbits are to be found, less or more, all over the western and northwestern portions of Victoria, and as far up the Murray as the Owens River, but in no great numbers as yet, and from Echuca upward they are principally confined to the banks of the river. In the
western districts they are very numerous and destrucwestern districts they are very numerous and destruc-
tive, and in the Wimmera, where the country is comparatively scrubby and poor, it may be said they have all but taken possession of the crown lands, and to a large extent also of the alienated land. On one property alone in the Colac district it is said that between $\$ 150,000$ and $\$ 200,000$ have been spent in destroying rabbits, while some owners are paying as much as $\$ 10,000$ a year to keep them down, many $\$ 5,000$ a year, and almost every holder of land is year by year put to a considerable expense in protecting his pasture and crops from these pests.
A great many modes of dealing with this evil have been tried in Victoria, viz., fencing the rabbits out, shooting, hunting with dogs, ferreting and netting, snaring and trapping, digging out and blocking up the burrows, and destroying the rabbits with noxious gas and poison. In all these modes, again, the work is at times done by the owner's own men, sometimes by contract, and at other times under the bonus system. When the rabbits are to be fenced out, a wire netting, 4 feet broad, with $21 / 2$ inch mesh, is put on an ordinary wire fence, the netting to the extent of one foot being bent and put in the ground at an angle to prevent the rabbits from burrowing. They try to do so close at the foot of the fence, but stop when they come upon the netting. The cost of the netting for a fence rabbit proof of this sort is about $\$ 250$ a mile; and if it is found that rabbits cross the Murray after our land is cleared, and Victoria continues to be infested, it may be necessary to run a rabbit proof fence along the river to keep them from again obtaining a footing in this colony. Dogs (terriers, cockers, and other dogs which hunt by scent) and guns are generally used together, though sometimes kangaroo dogs and greyhounds are taken out with the terriers to kill the rabbits they put up. Where the rabbits have made a settlement, the most effective, but the most expensive, way is to dig them out, or, where it can be done (in rocky and stony ground), to block up the burrows and starve the rabbits in their holes. Ferreting and netting is also a very successful inode of destroying them; but ferrets are comparatively scarce, they are liable to be lost, and every
one cannot manage them. A good many have also
been taken in traps and snares, but these appliance The exterminate and comparatively slow.
The exterminator (the machine employed to charge the burrows with noxious gas) is also in some cases an cumbe mode, but it is expensive, and the machine is holes the case of bilbee and wombat holes, of which the rabbits take possession) as to render the gas inoperative and in other cases there are fissures in the ground which allow it to escape. A good many different. sorts of poison have been laid, and in a great many different vehicles.

1. The Poison.-The poisons most frequently used have been arsenic and phosphorus, and in a few cases strychnine. Arsenic has been longest used, generally in conjunction with sugar and bran. Phosphorus, again, has been more recently tried, and is now far more generally laid than any other poison.
2. The Vehicle.-A mixture of crushed wheat and sugar, or bran and sugar, has been found an excellent vehicle, so far as destroying the rabbits is concerned, but the mixture is dangerous for stock, more especially sheep. Whole wheat has been used successfully, with arsenic, and latterly with phosphorus, but does not seem to retain the poison so long as the oats, and is more liable to be eaten by sheep. Oats have within the last few years been employed very successfully and extensively as a vehicle for phosphorus. Carrots have also been tried with good results as a vehicle for arsenic. This is what was to be expected, as all animals are fond of carrots, but the supply is comparatively limited, and in many cases ihey cannot be laid without endangering the stock ; they are poisoned by bruising the outside and strewing it with arsenic. Potatoes have been side and strewing it with arsenic. Potatoes have been
used successfully as a vehicle for strychnine, and could used successfully as a vehicle for strychnine, and could
of course also be used for other poisons, especially arsenic. Turnips, pumpkins, and melons could be used in the same way as carrots, and cabbage leaves, turnip tops, green corn, and sorghum could also be made vehicles by slitting or opening them, where there is room, and laying the poison in slits or openings. But all these, like carrots and potatoes, can only be used where the stock can be removed from the paddock, or where these vehicles can be laid where the stock cannot get them. In cases, however, where the rabbits have been reduced in number, and it is of course of greatimportance to complete their destruction, sufficient precautions could be taken by laying down hollow logs, digging holes in the ground, fencing off small patches, and in other ways to keep the stock from reaching the Oincu vomuc.
Oil of rhodium has been employed successfully in conjunction with some of these vehicles as an attraction for the rabbits, and, although expensive, might be added where they cannot otherwise be induced to take the poison, or it might be so to make them take it more readily. The reports under this head are very conflict ing with regard to effect of poisoned grain. It is allowed that the poisoned grain is not nearly so success ul when the grass is green and plentiful as it is when dry and scarce. It is also generally allowed that while oats and wheat poisoned with phosphorus have at first been successful in destroying the rabbits, it is at the same time the opinion that the rabbits after a time cease to take either the one or the other. I think, however, that these results are only what were to be only will the rabbits be comparatively careless about ood such as oats or wheat, but they will not be so likely to see the grain on the ground as they would when the grass is brown and bare. Then, again, all animals are endowed in a greater or less degree with he instinct which leads them to refuse to take what they see is destroying them. The rabbits would at first-and perhaps for a little time in the case of arsenic, and longer in that of phosphorus, which is a slow poison-take the grain; but as soon as those which took it began to die in any number, the others would stop eating the grain. It is well known that the same thing happens where poison is laid fornativedogs, rats, and other animals.
Although I think the failure of the attempts made in Victoria to destroy the rabbits with poison is largely due to not changing the vehicle in which the poison was laid, the main cause of the failure there has, in my opinion, been the want of simultaneous action on the part of the owners whose land was infested with rabbits. The law in Victoria is only applicable to a portion of the lands of the colony-that alienated by the crown ; and even in the case of land to which the law does apply it has very seldom been enforced, for
it has provided no penalty for neglecting to destroy. There the defaulting owner can only be compelled to do so by the shire councils-who have the carrying out of the act-putting men on the defaulter's holding to destroy the rabbits; and, like our own boards of direc tors, these councils dislike to exercise this power, and have seldom or never done so. The result has been that while some owners did all they could to clear their land, others did nothing. The rabbits are, therefore,
increasing in some districts; as numerous as ever in others; and, although a great many have been de-
stroyed, their spread has not been really checked, for they are every other month making their appearance in fresh districts. Under these circumstances, it is not surprising that in Victoria owners speak hopelessly of being able, except at an expense which would be most oppressive, to do more than keep the rabbits down but there is little doubt that the result there would have been altogether different had owners been com pelled, as they can be in this colony-and as I trust they will be-to carry out the work of extermination promptly and simultaneously on all the holdings.

## The Flea.

Fleas love dirt, and in it they flourish and multiply most abundantly. But in spite of St. Dominic's curse and their unclean haunts, they are interesting little fellows. Let us put one under the microscope. It seems to be clothed in a sort of armor formed of brown overlapping plates, that are zo exceedingly tough as to be almost indestructible. Its head is small and very thin, and it has a single eye upon each side This eye is black, and the rays of light scintillate within it like sparks of fire. Puget managed to look through one of these eyes, and he found that it diminished objects in size, while it multiplied them in number-a man appearing like an army of fairies, and the flame of a candle becoming a thousand tiny stars. From the shape of its head, and for other reasons, the flea is supposed to use only one eye at a time. The offensive weapon of the flea is composed of two palpi, or feelers, two piercers, and a tongue. When it feeds it stands erect, thrusting this sucker into the flesh and it will eat without intermission until disturbed, for it voids as fast as it swallows its food. It is in teresting to put several in a glass, and, giving them a piece of raw meat, see them all standing on their hind legs to suck up its juices.
Their manner of breathing is still undetermined, but it is thought most probable that they receive air into their bodies through small holes at the ends of the palpi.

The legs of a flea are marvels of strength and elasticity. They are joined to the body by long tendons that act like wire springs. In making its leap, which, it is said, can cover two hundred times its own length, the flea draws the leg close up to the body, and then throws it out with great force; but the impulse proceeds from the first joint alone, the others only increasing it by their stretch while the leap is being made.
of a mechanic who of groat strongth. Mouffet tells finger, that a flea dragged after him, and a golden chariot, which he drew also. Bingley writes of a watchmaker in the Strand who had an ivory four-wheeled chaise, with a coachman on its box, drawn by a flea. The same man afterward made a carriage with six horses, a coachman, four persons inside, two footmen behind, and a postilion on one of the horses, all of which were drawn by a single flea. Latrielle mentions a flea which dragged a silver cannon, of twenty-four times its own weight, mounted on wheels; and showed no fear when it was charged with gunpowder and fired off. Rene says that he saw three fleas drawing a tiny omnibus; that a pair drew a chariot, and that a brass cannon was dragged by a single one.
There are several varieties of fleas, but they are so much alike that their differences are interesting only to scientific people. The cat flea will do as well as any to show us the process of breeding. During the spring and summer months she simply drops her eggs into the fur of the cat, but in the autumn and winter she glues each firmly upon a hair. These eggs are so small as to be barely visible to the naked eye, but under the microscope they are very beautiful, looking like the loveliest pearls, and are perfectly translucent. The flea deposits nearly two hundred at a time, running about and dropping them here and there. They soon hatch into small, white, footless worms. In from one to two weeks they go into cocoon. Nothing cun be prettier than this cocoon. I wish I could show it to you, but will try to describe it. It is like a flask of clear glass, tinged at the edges with pearly tints, and dotted over with gold. The little sleeper within lies in a circle, is rose colored, and looks like the delicate petal of a flower. In about six weeks he reaches maturity. At first he is not larger than a mite, but when well fed grows quickly in size and strength.
Fleas are quarrelsome, and great fighters. When several are confined in a glass, they will stand on their hind legs, striking at their opponents with the others, and roll over and over each other, losing legs and antennz, and at last giving up their lives in the fight. There is a record of a flea which lived ten days after such an encounter, with no antennæ; three plates of his side broken in; one eye gone; and with only four legs, and these cut off to the first joints.
Fleas are supposed to feel a greatantipathy to worm wood and other bitter herbs; and, in England, the country people have a habit of placing these about their cottages for the purpose of banishing the lively little pests.-S. L. Clayes, Swiss Cross.

SCIENTIFIC EXPERIMENTS WITH SIMPLE APPARATUS. by geo. m. нореins.
acoustics, LIGHT, AND HEAT.
To concentrate and project light, heat, and sound by means of concave mirrors is generally supposed to necessitate the use of expensive parabolic mirrors, articles practically out of the reach of amateur experimenters, and not to be found in every institution of learning. To perform most of the experiments possible with concave mirrors, the spun metal reflectors used in large


Fig. 1.-REFLECTION OF LIGH1 AND SOUND.
lamps answer exceedingly well. The projection of images and the accurate determination of the foci are the only experiments impossible with such reflectors. The largest size to be found ready made is 10 inches in diameter, with a principal focus of about 8 or 9 inches. The price is $\$ 150$ per pair. To prepare them for use, two common wood screws are secured to them at diametrically opposite points, the heads of the screws being soldered to the edges of the mirrors, so that the screws project radially. Each mirror is provided with a stand formed of a base and two uprights. The wood screws project through the uprights, and are provided with wooden nuts.
To facilitate the experiments to be performed with the concave mirrors, two or three small stands are required. It is desirable that these stands be made adjustable. If nothing is at hand that will answer the purpose, a very good adjustable stand may be made by soldering a disk of tin to the head of a 4 inch


Fig. 2.-REFLECTION OF HEAT.
wood screw, and inserting the screw in a short column, as shown in the engraving. A paper trumpet, 8 inches in diameter at the larger end and 2 feet in length, is useful, and a rubber tube having a small funnel at one end and an ear piece at the other end is necessary.
To show the concentrating power of one of these common reflectors, place it so that its concave surface faces the sun. Then place a piece of dark colored cloth in the focus. It is at once ignited.

Place two reflectors, A B, 4 or 5 feet apart, with their concave surfaces facing each other, as shown in Fig. 1. Place a short candle on the stand, D, so as to reflect a parallel bean that will cover the reflector, $B$, as nearly as possible. Then place a watch, $E$, in the focus of the reflector, B, upon the stand, F. Now hold the funnel, C , with its mouth facing the reflector, A , and immediately behind the candle, or, better, remove the candle and place the funnel in the position formerly occupied by the candle flame. With the funnel at this point the ticking of the watch will be distinctly heard, but a


Fig. 3.-REFLECTION AND CONCENTRATION OF SOUND
slight movement of the funnel in either direction will render the ticking inaudible. This experiment shows that the laws governing the reflection of light and sound are the same.
Instead of placing the watch in the focus of the reflector, B, support an air thermometer, E, upon two stands, F F, as shown in Fig. 2. Two inverted Wshaped pieces of tin will hold the thermometer in place. Smoke the thermometer bulb over a candle, and when it is almost cold introduce a drop of water or mercury, which will act as an index. Remove the candle until the drop in the tube ceases to move, then replace the candle. In a very short time the drop is pushed outward by the expansion of the air in the bulb. Again
remove the candle, and when the drop has returned to the point of starting and ceases to move, place a lump, C, of ice on the stand, $D$, in the focus of the reflector A. Immediately the air contracts in the thermometer and draws the drop in. This experiment shows that heat may be reflected in the same manner as light and sound.
In Fig. 3 the use of the trumpet in connection with a concave reflector is illustrated. The reflector, $A$, is adjusted to the trumpet, $B$, by means of the light of a candle placed on the stand in the focus of the reflector. Afterward the candle is replaced by the watch. With this arrangement the watch may be heard 20 or 30 feet away.

## THE CONDUCTIVITY OF METALS

The conductivity of metals for heat is admirably shown by the simple device shown in Fig. 4. To a strip, A, of iron are attached strips, B C, of brass and copper. The ends of all the strips are bent upward and inward, and the ends of the strips are split and curved to form loops for loosely holding matches, the sulphur ends of which rest upon the strips by their own gravity. The junction of the strips is heated as shown. The match on the copper strip ignites first, that on the brass next, and that upon the iron last showing that, of the three metals, copper is the best conductor of heat and iron the poorest.

EASILY MADE TREVELYAN ROCKER.
This apparatus consists of a short piece, A, of lead pipe, about an inch in diameter, and a piece, $B$, of thick brass tubing, about $3 / 4$ inch outside diameter and five or six inches long. The lead pipe is flattened a little to keep it from rolling, and the surface along the side which is to be uppermost is scraped and smoothed. The brass tubing, $B$, is filed thin upon one side near one end, and the thin part is driven in with the pein of a hammer or a punch so as to leave the longi tudinal ridges, $a a$, as shown in the end view in Fig. 5. When the brass tube is heated and placed across the


## Fig. 4.-CONDUCTIVITY OF METALS FOR HEAT.

lead pipe, as shown in Fig. 5, with the ridges, $a a$, in contact with the lead pipe, the brass tube begins to rock, invisibly, of course, but with sufficient energy to give forth a clear musical note. If it does notstart of itself, a little jarring will set it going, and it will continue to give forth its sound for some time.
The accepted explanation of this phenomenon is that the contact of the hot brass with the lead causes the lead to suddenly expand and project a microscopic distance upward. These upward projections of the lead alternate between the two points of contact, and thus cause the tube to rock with great rapidity and regularity.
In Fig. 6 is shown a modification of the experiment, in which the lead is indented to form the two contact surfaces, $\dot{a} a$, and the heated bar, $B$, is made to rock at a comparatively slow rate, giving forth a grave note. By careful manipulation, the bar may be made to rock both longitudinally and laterally, thus giving forth a rhythmic combination of the two sounds.

## MERCURIAL SHOWER.

A very simple way of producing a mercurial shower is shown in Fig. 7. In the neck of an Argand chimney is inserted a plug of Malacca wood, which is sealed around the periphery with wax or paraffine. In the top of the chimney is inserted a stopper, through which projects a short glass tube, having its upper end bent over, or capped with a small test tube. To the outer end of the glass tube is applied a rubber tube. When the chimney is in an inverted position, as shown in the engraving, a quantity of mercury is placed in the larger part of the chimney, and the air is partly exhausted from the chimney, by applying the mouth to the rubber tube and sucking. The mercury readily passes through the porous wood and falls in a shower. By employing an air pump for producing the partial pine. These experiments show in a striking manner the porosity in a longitudinal direction of these pieces of wood.

## Memory of the Horse.

A writer in Wallace's Monthly tells a good story of the famous horse Messenger, which had once belonged to a Mr. Bush, and which after his transfer to other hands had acquired notoriety for his ferocity. It seems that years after he was sold, Mr. Bush determined to see his old favorite, whom he found kept in a pasture surrounded by a fence ten feet high, through a hole in which the food and water were passed to Mes senger as if he were "a dangerous convict." Mr. Bush was warned not to enter the inclosure for his very life, but he went in and, unobserved, concealed himself be hind a tree and whistled. With a neigh the grand old fellow came bounding across the field in search of the


Fig. 5.-Trevelyan's rocker.
well remembered whistle. The horse raced around the pasture, and when at the height of his run Mr. Bush exposed himself and whistled again, Messenger wheeled and made directly for him, while the outlookers trembled in terror. But instead of seeking to kill, the horse came up gently and laid his head over his old master's shoulder to receive the customary caress. When Mr. Bush's time for departure had come, he had proceeded but a few yards from the inclosure when there was a crash, and out Messenger came, bounding through the strong bars. He followed his former owner to the stable gently, where he was secured by strong ropes, and for a long, long distance upon the road homeward Mr. Bush could hear the noble animal neighing, lashing the stall, and struggling to be free and follow.

## Six Hundred Pounds Gas Pressure

The Wheeling Natural Gas Company, of Pittsburg, have lately been conducting some experiments with


Fig. 6.-ROCKING BAR.
their weaker wells, to see what the result of deeper drilling would be. The original depth of the wells was from 2,100 to 2,200 feet, where the third sand is found. At a depth of about 2,300 feet, there began to be signs of another good sand, and a few more plunges of the drill tapped the rock. The gas blew out with such force that the tools would not go down any longer, and the drilling was stopped. A careful test of the first well showed a pressure of over 600 pounds, which is nearly as much as the largest of the famous Grapeville wells. Three or four other wells, when put down to the fourth sand, showed the same result The lucky find is a new sand 150 feet below the old


Fig. 7.-MERCURIAL SHOWER.
gas-producing streak, and it promises to not only double the production of the Hickory district in Washington County, Pa., but also to throw new light on gas developments in the other fields. The company drilled another well in on the 29th ult., and its life is renewed, the well now being better than ever.

## engineering inventions.

An automatic station indicator has been patented by Mr. Charles W. May, of Omaha, Neb. The invention covers a novel construction and arrange-
ment of paris for a device to be actuated by the motion ment of paris for a device to be actuated by the motion
of a car, to automatically indicate the streets, stations, of a car, to automatically indicate the streets, stations, A boler
A boiler cleaner has been patented by Messrs. Robert S. Smith and John Meiklejohn, of St.
Thomas, Ortario, Canada. It is a fiue cleaner attached Thomas, Ortario, Canada. It is a fiue cleaner attached
to a cleaner plate or carrier, with rods by means of to a cleaner plate or carrier, with rods by means of
which the plate and its cutters may be moved along the which the plate and its cutters may be moved along the
tubes, and clean the latter of accumulations and seditubes,
ment.
A rail joint has been patented by Mr. George $J$. Ferguson, of Greenville, Texas. It is a
device designed to make the joints equally strong with device designed to make the joints equally ystrong with
other parts of the rails, providing for modifications and variations in structure, the improvement being also applicable to close joints at switches, frogs, and guard

An automatic railway station indicator has been patented by Messrs. William B. Bradsby
and Edward W. Hagee, of Greenville, Ill. It is for disand Edward W. Hagee, of Greenville, Ill. It is for dis-
playing to passengers on cars the names of successive stations along the route, and working automaticillly,
the invention consisting of novel features of constructhe invention consisting of novel features of construc the invention consisiting of novel
tion and the combination of parts.
A car coupling has been patented by Mesers. Thomas Kirby and Abram singer, of Petoskey,
Mich. The invention covers certain novel features of Mich. The invention covers ertain of ovel features of construction and the combination on part which can be
designed be perfectly automatic, ant whe ordinary
conveniently used in connection with the order conveniently used in connee
drawhead and link coupling.
A dredging machine has been patented by Mr. Cornelius C. Sullivan, of Roorkee, India. It consists essentially in a pair of jaws or cutters, forming
when closed a scoop or bucket, and an oscillating hamwhen closed a scoop or bucket, and an osciliating ham-
mer for driving the jaws or cutters into the soil by percussion, the jaws and hammer being pivoted on a common axis, with a hoisting chain and subsidiary
parts for working the hammer, opening and closing parts hoisting and lowering the bucket.
and

## agricultural invention.

A forcing frame has been patented by Mr. Jacob Siem, of Homburg-vor-der-Hzhe, Germany.
It fis an arrangement for producing and maintaining the It is an arrangement for producing and maintaining the
heat of hot beds for horticultural purposes by means of heat of hot beds for horticuluraral purposes by means of the bed, in which the inlet and outlet pipes are so
located that the water heated in a boiler outside con located that the water heated in a boiler outside con-
tinually circulates to maintain a uniform temperature.

## miscellaneous inventions.

John S. Moore, of Corvallis, Oregon. It is made of a decoction of tea in water,
glycerint, borax, bay anua amm, anmonia, glycerine, bay rum, tincture of cantharides, musk and manner specified
A shoe sole plate has been patented by Mr. Charles Williams, of Blenheim, Marlborough, New Zealand. It is a metal toe plate, having on its
ground bearing surface inner and outer grooves, with apertured countersank portions to receive screws or
other fastenings for attaching the plate to the sole.
A scaffolding has been patented by Mr. William S. Welch, of Westfield, N. J. It is for use on sloping roofs where the gutter cannot be utilized,
and , in connection with ordinary ladders to make a and in connection with ordinary ladders to make a
swinging scaftoda, the invention covering various novel
fenter
A paper file has been patented by Mr. John M. D. France, of St. Joseph. Mo. It has a base or main plate, ratchet arms secured thereto having their
rackiteeth provided with beveled upper surfaces, with a slide plate and locking bar, making a convenient a slide plate and locking bar,
device for fling bills and papers.
A salt cellar has been patented by Mr. Metellus Thomson, of Kenton, Ohio. Its top is pro-
vided with a slot or slots, with a disk or disks operating vided with a slot or slots, with a sist or ine in the cellar and dischargeting the salt when the disk is turned to bring the sockets out of the top.
An axle skein has been patented by Mr. Edmund N. Hatcher, of Columbus, Ohio. The invention consists in forming an azle skein of a single
piece of metal, and in cutting the blank in such manner that,.angular recesses in the edges are avoided, and also in novel details of construction.
An oil cup has been patented by Mr. Samuel D. Mershon, of Rahway, N. J. It is adapted
for use on moving bearings, as crank pins, cross heads for use on moving bearings, as crank pins, cross heads,
and eccentrics, and is of a novel construction, calculated to feed an ample quantity of oil when the machinery is in motion, but none when it is stationary.
A post hole digger has been patented invention relates to a device with plungers for removing the earth from the cylinder when filled, and also for packing the earth in the cylinder to retain it therein when being raised out of the hole, there being various
novel features of construction and arrangement.
A harness pad has been patented by Mr. William S. Webster, of Newark, N. J. The back
pad is formed without a jockey, the skirt on each side pad is formed without a jockey, the skirt on each side
being made eontinuous from the saddle to the lower end and an opening being formed therein for the back
band to pass under the skirt ata point band to pass under the skirt at a point somewnat below
the terret.
A calf weaner has been patented by Mr. Robert L. Rickman, of Craham, Texas. It consists
of a simple arrangement of pivoted plates, which can of a simple arrangement of pivoted plates, which can
be readily adjusted upon the nostrils of $a$ calf so that
that will prick the cow when the calf attempts to draw milk.
An electric door opener has been patented by Mr. Albert C. Woehrle, of New York City Besides a special construction of the door opener, the
invention consists principally in so arranging the elecinvention consists principally in so arranging the elec
trical connections that the circuit will be broken whe trical connections that hle circuit wise broken when
the door stands open, also when closed and the button has been once pressed.
A galvanic battery has been patented by Mr. Frank J. Crouch, of Eugene City, Oregon. It is
of that form in which one of the elements is revolved to constantly bring new portions of the same into co tact with the exciting fiuid, the invention covering
novel features of construction and arrangement of parts.
A stove has been patented by Mr. Richard A. Rew, of Pomeroy, Washington Ter. The invention covers a peculiar construction of the supply
pipe, and the combination of the pipe and stove, whereby the air will be taken from the lower stratum in the room, thus withdrawing the foul air, at the same time

A door check has been patented by Messrs. James P. and James H. Swift, of Evansville, of a curved locking bar for variously hinged doors furnishing a latch for working the check bolt, with arrangement for locking the latch, locking the door, and
sounding an alarm by the turning of the door knob.
A thermotic valve controlling device has been patented by Mr. Henry Deymann, of Toledo,
Ohio. One of the connected pipes Ohio. One of the connected pipes has an air chamber at its upper end, a tube extending into the pipe and into
the air chamber and connecting with a diaphragm which is supported a rodor stem, the upper end hich is supported a rod or stem, the upper
which fits into the flame passage of the burner.
A process of waxing paper has been patented hy Messrs. Charles A. Wilkinson, of East
Somerville, and William S. McDonald, of Boston, Mess Somerville, and William S. McDonald, of Boston, Mass
It is a process wherein the web of paper is drawn ove a blanket saturated with heated wax or paraffine, the
wax being distributed upon a web in contradistinction to being distributed upon a sheet of paper.
A car starter and brake has been patented by Mr. Charles Merkelbagh, of Brussels, Bepium. By the ordinary brake shant and hande an ap. while the momentum is taken up by springs, which,
when released, operate upon the axles to give the car a when released. op
forward impetus.
A folding anchor has been patented by Mr. Thomas G. Edmondson, of Tarpon Spriugs, Fla. It has a slotted shank, with an eye near the crown,
and is so made that the stock may be readily folded and is so made that the stock may be readily folded
along the sides of the fiukes to render the anchor com pact when stowed, while it may be readily cleared when the flakes become fouled by obstructions.
William Horsefield, of Morristown, N. J. Combined Niliam Horsefield, of Morristown, N. J. Combined
with the ladder is a screw rod to pass through the side with the ladider is a screw rod to pass through the side
pieces of the ladder and enter the side of the building
to hold the ladder in upright to hold the ladder in upright position, there being also
side projections to space the lader from the eside of the side projections to space the ladder from the side of t
building, particularly adapting it for painters' use.
An animal trap has been patented by Mr. Evans Wood, of Lyons, Texas. A spear is fitted to slide in a frame, there being a spring to force the spear
down, a pivoted triger and other novel features the down, a pivoted trigger, and other novel features, the
trap being designed to catch burrowing animals, of trap being designed to catch burrowing animals, or
simple construction, and one which will operate equally simple construction, and one which will
well when set vertically or at an angle.
A stirrup has been patented by Mr John P. Walker, of Grand Forks, Dakota Ter. It has
lower and upper rollers journaled on its main frame, lower and upper rollers journaled on its main frame,
the frame and its lower rollers being swiveled to the the frame and its lower rollers being swiveled to the
stirrup strap loop, with other novel features, the construction being such that, should the rider be thrown, hi tet would slip readily from the stirrups.
An electric gas lighter has been pa tented by Mr. Justus B. Entz, of New York City. This
invention relates to burners in which' the gas is autoinvention relates to burners in which the gas is auto
matically turned on and a spark produced at the burner tip to ignite on closing the lighting circuit, and on clos ing the extinguishing circuit the gas is turned off, the device being compact, efficient, and economical.
The cleansing, disinfecting, and testing of drain pipes in dwellings and other structures Schuyler, of New York City. The drain pipe common to all the receptacles has independent discharge con-
nections, with valves between the receptacles and the nections, with values between the receptaccese and cone
drain pipe, with independent hand valves in the drain drain pipe, with independent hand val
pipe beiow, and other novel features.
A templet for use in gaining stair stringers has been patented by Mr. William H. Parry. of New York City. The plate is formed with slots
meeting at an angle bounded on either side edges and meeting at an angle bounded on either side edges and
having rounded extremities, with other novel features, having rounded extremities, with other novel features,
making a convenient device for gaining stair stringers making a convenient device or gaining stair stringers
for the reception of treads and risers, and readily ad stable for stairs and winders
A wagon brake has been patented by Mr. Charles W. Loomis, of Otisville, N. Y. An arched
shaft forms the main crank or lever of the brake, and shaft forms the main crank or lever of the brake, and
the brake blocks upon the ends of this shaft are each the brake bocks apon the end of this shaft are each
acted upon by a spring coiled about the shaft and connected to the blocks in such a way as to normally hold the upper end of each block away from the wheel, the brake being very powerful.
A shell capper and extractor has been Combined with a shell holder having a capper is magazine at right angles to the holder and having a
cap-receiving track, its delivery end terminating in a cap-receiving track, its delivery end terminating in a
space in the path of the capper, with a spring-impelled follower to automatically force the caps out of the
magazine into the path of the capper.
A coin operated induction coil has
been patentod by Mr. Whlliam R, Popa, of Baltimors,
Md. It is a device for administering electricity, so con-
structed that the circuit will be broken except just at the time when made operative by the insertion of a coin or other detached article, so that the instrument may
be set up in public places to care for itself and make its own collection.
A velocipede has been patented by Mr . David Horn. of Carterville. Ill. It is designed to make the main wheels seven to eight feet in diameter and the
steering wheel four to five feet in diameter, the weight of the rider being to five feet in diameter, hee weigh of the main wheels, making a vehicle which can be pro-
pelled at high speed on ordinary roads and readily pelled at high speed on ordinary roads and readily
ttered in any direction.
A fishing reel has been patented by Mr. Elbert B. Porter, of Penn Yan, N. Y. It has a
ixed spring barrel and friction spring therein, in comfixed spring barrel and friction spring therein, in com-
bination with a driving spring, a reel inclosing the bination with a driving spring, a reel inclosing the
barrel, planetary gearing between the barrel and reel and a system of gearing for winding the spring, where by perfect control of the line and the fish may be
nd the tension of the line accurately regulated.
A corkserew has been patented by Mr Ernest D. Williams, of Boston, Mass. The handle has a
socket carrying a spring pawl, in combination with a socket carrying a spring
pointed screw or worm which carries a ratchet and is ormed with a squared portion just below the ratche advance the screw into the cork, while the turning of the handle to the left withdraws the cork.
A sash fastener has been patented by Messrs. Nicholas B. McGrath and John H. Pierce, of Plantsville, Conn. It is adapted to be attached to eithe
he upper or hand side of the sash, the construction being cheap and simple, and such that the main parts can be cast with out cores and put together without boring or extr fitting.

SCIENTIFIC AMERICAN
BUILDING EDITION.

## DECEMBER NUMBER.

table of contents.

1. Elegant Plate in Colors of a Suburban Dwelling

 plans, sheet of detaiis, etc.
2. The Shakespeare Memorial at Stratford-upon-
Avon.

Perspective view and floor plans of
to cost Eight Thousand Dollars.

 Engravings showing interior and front view of
Chateau of Castelnaudary. M. Aubry, ArchiLect.
Learst, Derbyshire, the home of Miss Flo
rence Nightingale. Elevations and floor plans of Homes of Factory
Operatives at Willimantic, Conn. 10. Bathing House and Saloon at Vittel. Built by Floor plans and perspective sketch for a Cot-
tage cosoting about Five TLousand Five Hun-
dred Dollars.
12. Perspectiave view and floor plans of a Cottage
costing Four Thousand $T$ wo Hundred Dollars. Front and rear perspectives, with plans, for a
Handsome table being erected in Broully
N. I.
Dollars. Cost, Five Thousand Five Hundred 14. Perspective view and floor plans of a Residence
for Five Thousand Dollars. 10r Pive Thousand Doilars.
15.spective view and pansof a Neat Dwelling

costing Four Thousand Two Hundred Dol| coss |
| :---: |
| lars |
| Half |

Half page engraving of the John Crouse Memo-
rial Collegetor Women, Syracuse University,
Syracuse, New York. 17. Plans for a French Cottage, Hotel de Peintre
Meudon.



ßusiness and Personal.
The charge for Insertion under thes head is One Dollar a line for each insertion, about eight words to a line.
Advertisements must be received at publication office Advertisements must be received at publicalion office
Castings for $21 / 2^{\prime \prime} \times 3^{\prime \prime}$ and $311^{\prime \prime} \times 4^{\prime \prime}$ vertical engines. Situation Wanted-As foreman of iron foundry, making a specialty of fine castings, by "Yankee." of experience.
City, Conn.
Drawings for mach'y and factories, buildıngs included. Indicator tests of steam and gas engines. Con-
sultations. T. H. Muller, 319 B'dway, room 10 , New York. Wanted.-Manufacturers for perpetual calendar ; all zes; any material. Patent applied for. Address "Cal-Lacquers.-Zapon, Brilliantine, Brassoline, Opaline,
and other lacquers and special varnishes. Brilliant, hard, durable. Send for catalogue. The Fred'k Crane
Chemical Co., Short Hills, N. J. N. Y. agent, Horace Van Sands, 733 Broadway
Paint mills. Chas. Kaestner \& Co., Chicago, Ill.
Works by Huxley, Spencer, etc., ifteen cents. J. FitzCataiogue.
Wanted-A foreman for a foundry job shop. About Wanted-A foreman for a foundry job shop. About
moulders employed. Address, stating age, referecce, and salary expected. Foundry, box No. 3143, Boston,
Situation Wanted-By a man of experience as superintendent or foreman of iron foundry. Re
Address P. O. box 783 , Providence, R. I.
Perforated metals of all kinds for all purposes. The
Robert Aitchison Perforated Metal Co., Chicago, ill. For the latest improved diamond prospecting drills, address the M. C. Bullock Mig. Co., 138 Jackson St., Chicago, Ill.
The Railroad Gazette, handsomely illustrated, pub-
lished weekly, at 73 Broadway, New York. Specimen pies free. Send for catalogue of railroad bonks.
The Knowles Steam Pump Works, 113 Federal st.. Boston, and 93 Liberty St., New York, have just is-
sued a new catalogue, in which are many new and improved forms of Pumping Machinery of the single and
duplex, steam and power type. This catalogue will be duplex, steam and power type. This catalogue will be mailed free of charge on application.
Link Belting and Wheels. Link Belt M. Co., Chicago. Presses \& Dies. Ferracute Mach. Co., Bridgeton, N. J. Portable grinding mills. Chas. Kaestner \& Co., Cicago, III.
Good agency wanted, mechanical or process. Muller Sieghortner, 319 Broadway, room 10, New York. Nickel Plating.-Sole manufacturers cast nickel an-
des, pure nickel salts, polishing compositions, etc. $\$ 100$ "Little Wondere," A perfect Electro Plating, Machine. anson, Van Winkle \& Complete Newark, N. J., and 92 and 94 Liberty St., New York. Iron Planer, Lathe, Drill, and other machine tools of
moderin design. New Haven Mfg. Co., New IIaven, Conn. Supplement Catalogue.-Persons in pursuit of information of any special engineering, mechanical. or scien ntific american Supplement sent to them free The SUPPLEMENT contains lengthy articles embracin: he whole range of engineering, mechanies, and physical The Holly Manufacturing Co., of Lockport, N. Y., The Holly Manufacturng Co., of Lockport, N. Y.,
will send their pamphlet, describing water works machil send their pamphlet, describing water works maCurtis Pressure Regulator and Steam Trap. See p. 364 Pedestal tenoner. All kinds woodworking machinery.
Iron, Steel, and Copper Drop Forgings of every scription. Billings \& Spencer Co., Hartford, Conn. Chucks-over 100 different kinds and sizes in stock. Steam Hammers, Improved Hydraulic Jacks, and Tube 60,000 Emerors $188 \%$ Boor 60,000 nt, sent free to all Sawyers and Lumbermen. ddress Emerson, Smith \& Co., Limited, Beaver Falls, Safety Elevators, steam and belt power ; quick and "How to Keep Boilers Clean." Send your address or free 88 page book. Jas. C. Hotchkiss, 120 Liberty St., Feed grinders. Chas. Kaestner \& Co., Chicago, Ill. Pays well on Small Investment.-Stereopticons, Magic xanterns, and Lans ind home amusements. 152 page illustrated catalogue free.
McAllister, Manufacturing Optician, 49 Nassau S., Y. Y. Practical Working Drawings of machinery made by A. K. Mansfield \& Co., 280 Broadway, N. Y. Life-
long mechanics. One formerly R. R. supt. M. P. Imlong mechanics. One formerly R. R. supt. M. P. Im-
portant references. Work guaranteed. Correspondence wited.
Woodworking machinery, planers, surfacers, matchTalcott's Wilson and combination belthooks. Providence, R. I.
Split Pulleys at low prices, and of same strength and
appearance as Whole Pulleys. Yocom \& Son's Shafting appearance as Whole Pulleys. Yocom \& Son's Shafting
Works, Drinker St., Philadelphia, Pa. Engines and boilers. Chas. Kaestner \& Co., Chicago,

Send for new and complete catalogue of Scientrific Books for sale by Munn \& Co., 361 Broadway, N. Y. Free

## NEW BOOKS AND PUBLICATIONS.

The New Astronomy. By Samuel Pierpont Langley, Ph.D., LL D. Illus-
trated. Boston : Ticknor \& Co. 1888. This work is emphatically an edition de luxe. It is
devoted to an attractive presentation of the recent work in the photographic, photometric, and spectroscopic branches of astronomical investigation. To these the
guthor bas given the name of the new astronomy, and
he makes an earnest plea for assistance to be given
to investigators in these lines. Our readers are already to investigators in these lines. Our readers are already scription of Professor Pickering's work at the Harvard College observatory, and considerable space is given to the results of the Henry Draper memorial investigations in the book before us. The illustrations include solar and stellar studies, plates of spectra, and represen-
tations of lunar photographs. Some terrestrial views of the scenes in the mountains where the tireless ob servers were at work give a graphic idea of the hard ships of the astronomer's field life. The paper is heavy the margins are wide, and with its ornamental binding the book presents a most attractive appearance, and one quite in consonance with the holiday season.

$$
\begin{aligned}
& \text { Atalogue of Practical and Scien- } \\
& \text { TIFIC Books. Published by Henry }
\end{aligned}
$$

Carey Baird \& Co., 810 Waln
We have received a copy of the above catalof which is devoted to the publications of this well knofwn
house. Space does not permit us to more than hift at house. Space does not permit us to more than hift at
its contents. It comprises a large assortment of sydndits contents. It comprises a large assortment of synd
ard works on technical subjects, and the principal have a synopsis of the contents given, so that a blyer can order safely from the catalogue, knowing in ad
vance whether what he is buying will be likely to suit vance whether what he is buying will be likely to suit tinguishing feature that enhances the value of the cata
logue. It is sent free of postage to all wishing it.

## $\xrightarrow{2}$

## 

HINTS TO CORRESPONDENTS.
Names and Address must accompany. all letters,
or no attention will be paid thereto. This is for our
information, and not for publication. References to former articles or ar answers should
give date of paper and page or number of question.
Inquiries not answered in reasonable time should be repeated; correspondents will bear in mind that
some answers require not a little research, and,
though we endeavor to reply to all, either by letter
or in this department or in this department, each must take his turn.
peecial $\mathbf{W}$ ritten In formatin on matters of
personal rather than general interest zannot be
expected without remuneration. expected without remuneration.
cientific American Supplements referred
to may be hat at the otice. Price 10 cents each.
Books referred to promptly supplied on receipt of
price.
Minerals sent for examination should be distinctly
marked or labeled.
(1) N. B. D. asks : 1. How many gear wheels would make a good set for ordinary use on a
small Barnes lathe, which I wish to convert from a hand small Barnes lathe, which I wish to convert from a hand
feed to an automatic screw-cutting feed? How many feed to an automatic screw-cutting feed? How many lathe for amateur work the screw should be 10 thread require a 4 gear train. If a right hand thread, it will re quire a 5 gear train. The left hand screw and 5 gear ceain giree tho boot oontrot of the distance botweon thic
centers of spindle and screw. The-change can be made movable on a radius bar to accommodate the varying
distance made by the different sizes of thread gear. The spindle change gear and inside stud gear may be 3 teeth. Then for outside stud gear and screw gear for-

form of rotary engine-one of large diameter and hort through shaft, or small diameter and greater ength? Would not the first develop greater power at
slower speed? Theoretically, the rotary engine would slower speed? Theoretically, the rotary engine would
seem to be the best form of steam motor, as there are no dead centers and motion is continuous in one direc tion. Since steam can also be used expansively in this form of engine, what are the objections that pre vent its more general use? A. No form of rotary en gine has as yet heen found to be economical when the factors of wear and waste of steam are considered. This
is probably the secret of their scarcity in the list of steam engines on the market for practical and durable
work. The large diameter rotary has narrow disks sweeping over large surfaces that are difficult to adjus to prevent leakage. The small diameter rotaries ar the class that have mostly been adopted by builders of such engines.
(2) J. A. asks how he can make a mag net exert its magnetic, attraction through 6 inches of
metal-alternate layers of steel (hardened) and iron A. This is practically impossible. The mass of iron distributes the magnetism so as to act as a magnetic shield.
(3) S. M. L.-The springs of steam ing, over a flat mandrel, and bent to the proper form after being filled with resin or fusible metal, the filling melted out, and the springs then burnished. They are generally made of an alloy of copper 1 pound, tin
ounce, zinc 4 ounces. Very small gauges have bee ounce, zinc 4 ounces. Very small gauges have been
made for special purposes, having springs $11 / 2$ to 2 inches diameter.
(4) J. B. asks a cure or, at least, a relief or chilblains. A. Dissolve 1 ounce ammonium chloride in $1 / 2$ pint cider vinegar, and apply frequentiy: $1 / 2$ pint
alcohol may be added to this lotion with good effect.
(5) W. B. desires a receipt for making blackboard. A. Take $1 / 2$ gallon shellac varnish, 5
ounces lampblack, 3 ounces powdered iron ore ounces lampblack, 3 ounces powdered iron ore or
emery. If too thick, thin with alcohol. Give three coats
on the next. The first may be of shellac and lampblack nly. The Harvard liquid slating sold by paint hous
(6) C. W. F. asks : 1. How can I make a can I make a pound resin and add 2 fluid drachms of linseed ail While the mixture is warm dip a spatula into it and spread what adheres to the blade on foolscap paper. Different samples of resin require varying proportions of oil to make it spread properly. 2. What cement can I use to glue brass or steel to a thickly painted have quite a quantity of tar, used for making grava have quite a quantity of tar, used for making grave
roofs. What can I mix it with to make a paint for shin gles? A. Use coal tar benzol to dissolve or thin the tar.
(7) E. A. J. asks (1) how to make a strong parchment paper. A. Mix dilute strong sulphuric acid with $1 / 2$ its volume of water and allow it to
cool to about $65^{\circ}$ Fah. Then immerse unsized paper
. in the cold acid for 10 to 50 seconds, according to its thickness. The paper is then well washed in cold run ning water, and dipped in dilute ammonia, again
washed in water and finally dried. 2. How to make good and cheap roofing paint-practically fire and wate proof. A. Use the formula given in Scientific
American Supplement, No. 113, under "Recipe for American Sup
(8) E. T. S. asks : 1. How can I give pine wood an ebony finish? A. Use the following:
Dissolve 4 ounces shellac with 2 ounces borax in $1 /$ Dissolve 4 ounces shellac with 2 ounces borax in $1 / 2$,
gallon water. Boil until a perfect solution is obtained, then add $1 / 2$ ounce glycerine, after which add sufficient niline black (soluble in water), and it is ready for use. 2. How to crystallize glass so that it will not wash off.
I have used salts and sour beer, but the least moisture destroys it. A. After you have allowed your salts to crystallize, thin-coat the glass with a light coat of varnish. Otherwise you must use the sand blast or some permanent method. 3. How to transfer any lithograph or printed picture of any kind on glass, so that it will be visible from both sides, and will last a long time? A. The process consists essentially in giving the
warmed glass an even coating of balsam or negative varmed glass an even coating of balsam or negative prepared, when the varnish is partly dry, but still tacky Smooth it out and let it stand in a cool place until the varnish sets. Then apply water, and with a sof piece of gum rubber, or the finger tips, rub off the
paper so as to leave the image on the varnished glass.
(9) C. P. S. asks (1) the point at which gasoline becomes a vapor or gas so that it can be emperature, and can be burned. In using this as a gas it is generally the habit to force air through a conenient vessel filled with shavings, saturated with gasoline, and as it comes out it may be ignited. 2. Can crosene be burned as a gas? That is, what temperaure must be applied? If it will form a gas in this way,
s there any residue left in the tank? A. Kerosene has burning point of $100^{\circ}$ Fah., or upward, according to ts quallty. If properly burned, there will be no residue xcept carbon, same as in gas.
(10) W. S. desires a recipe for the padding glue so commonly used by printers throughout the country. A. Use a cheap glue, with five per cent glymaterial. So mixture with any suitable coloring issolving rubber in carbon disulphide
(11) A. G. M. asks how to clean kid gloves. A. Provide a tall glass cylinder, in the bottom
of which place strong aqua ammonia. Be careful to remove from the sides of the jar any ammonia that
may have been spattered upon them. Suspend the may have been spattered upon them. Suspend
gloves to the stopper of the jar and allow them to remust not come in contact with the liquid. Rubbing with bread crumbs, in connection with the above, o
without the use of ammonia, is also much practiced.
(12) L. S. C. asks the formula used in making oil coats (the light yellow ones worn by teamers. A. As far as we can learn, the process consists
mply in dipping the articles into boiled linseed oil An excellent receipt is boiled oil 15 pounds, bees wax 1 pound, ground litharge 13 pounds. Mix and gainst a wall or a table, first well washing and drying inle beore applying the composition
(13) H. G. H. asks for information on he following points concerning the construction of an nduction coil, similar to the one described in Supple wire should be used for the primary coil? How many wire should be used for the primary coil? How many
hicknesses of varnished paper should be placed between the layers of the secondary coil, the layers being wrapped entirely across the coil? A condenser of how many square feet should be used? How many cells bichromate of potash battery will best operate the coil? How long parks ought such a coil togive? A. Use the same wire aspecified in the article in Stipplement, No. 160, fo a 16 inch induction coil. Put 60 to 80 square feet o the way across the coil, but divide in four or more di get 3 inch sparks.
(14) S. J. S. asks (1) a receipt for a dead black paint for photo. use and inside of optical in
truments. A. For a dead black for inside of tubes lampblack or artists' boneblack mixed with alcoho in which a few drops of shellac varnish have been mixed
No more shellac than will just make the black stick No more shellac than will just make the black stick. Make a trial on a piece of metal. If, on drying, it show he least shining surface, there is too much shellac. If, on the contrary, the black readily rubs off with the fingers, there is notenough shellac. A drop of shellac varnis oo a tablespoonful of the mixture may change its dry very small quantity of the blacking is needed for an instrument, we cannot readily give the precise quantity. 2. Can a wooden tray be coated with rubber so a to resist acids (chemicals used in photography)? If so how? A. A wooden tray can be coated with rubber var nish and dried in an oven. We recommend paraffine a
more snitable for chemicals. Warm the tray and sen the paraffine. well into the wood with a warm iron.

## TO INVENTORS.

An experience of forty years, and the preparation o ents at home and sbroad, enable us to understand th aws and practice on both continents, and to possess unequaled facities for procuring patents everywhere. foreign countries may be had on Opplication States and a contemplating the securing of patents, either at home o abroad, are invited to write to this office for prices which are low, in accordance with the times and our ex MUNN \& CO Office ScIENTIFIC A MERICAN, 861 Bread way, New York.

## INDEX OF INVENTIONS

## For which Letters Patent of the

 United States were Granted
## December 6, 1887,

## AND EACH BEARING THAT DATE

[Seenote at end of list about copies of these patents.]

## Acid of a

## Ac̣ids, appar

Animal catching d. G. Edmondson
Animal releasing device, Richards \& French.
Animal shears. J. W. Banner
Asparagus buncher, E. Watt
Asparagus buncher, E. Watt
Autographic register, W. Assheto
Automatic brake, W. H. Thornto
Automatic brake, W. H. Thornton
Automatic gate, S. M. Williamson
Automatic gate,
Ax, C. Maloney.
Ax , R. M. \& C. F. Barret Axle skein, E. N. Hatche
Axle, wagon, O. C. Hall.
Axles, attachment for broken, T. Patton Bag. See Mail bag.
Bag or satchel fastening, w. Roemer
Bag or satchel frame w, Balance swing, C. Schwager....

Baling press, I. N. Cauthorn
Band cutter and feeder, J. H. Winslow Bar. See Grate bar
Barrel firing apparatus, W. S. Wymond.
Barrel head and fastening, R. C. Boekl
Barrel head and fastening, R. C. Boe
Basin cover, catch, G. G. Campbell
Battery. See Galvanic battery.
Bed stay, C. Bethea..
Bell for
Bell for car horses, W. Scarf
Bicycle step, T. Benfield....
Bit. See Bridle bit.
Bit stock, W. B. Gilmore
Blacking box, C. N. Willis
Blast

Blinds, lift for sliding, H. E. Willer.
ler........................................
Blower for stoves or rrates, o. J. Buckus.
Boat. See Ice breaking boat.
Boat. See Ice beak
Boiler cleaner, Smith \& Meiklejohn.
Bolt. See Flour bolt.
Bolt, F. T. Cladek......
Bolt, E. F. W. Zarbock

Beiger. ............................................
W. Manley........................................
Boots or shoe heels, machine for forming,

Boots, etc., stretcher for felt or fabric, A. Eb
hart.....................................
Boots or shoes, cutter head for, W. Manley.
Boring tool, C. A. Simmons.
Boring tool, C. A. Simmons........................
Bottle caps, machine for clinching, A. L. Bernar
din ... ..........
Bottles caps, machine for forming sheet metal
W. H. Northall

Box. See Axle box. Blacking box. Fare box
Music box. Tree box.
Music box. Tree box.
Bracket. See Curtain pole bracket.
Brake. See Automatic brake. Cornice brake
Vehicle brake Wrate.
Vehicle brake. Wagon brake.
Brake shoe, J. Pollock... ......................................
Brake shoe, G. M. Sargent........
Brake shoe, G. M. Sargent.................................27,
Brick drying kiln and car to be used therein, J. R
Kemp.............................
Bridge gate, swinging, C. Von der Muhlen
Bridle bit, L. F. Dean
Briquettes, manufacture of, J. J. Saltery.
Brush,
Brush or mop holder, M. Bour
Buckle, D. A. Gilbert
Buckle, D. L. Smith..
Bustle, v. H. Buschma
Bustle, W. A. Dotey.
Bustle, T. P. Taylor..
Button, H. Gray.....
Button, H. Gray..........
Button, E. L. Lambert.
Button, collar, W. Scott.
Button, collar, W. Scott
Button or stud, B. Lson
Car coupling, J. W. Dillon
Car coupling, J. D. Keith
Car heater, R. B. Cuthbert. ......
Car heating apparatus,
Car roof, A. P. Le Gros
Car step, railway, vincent \& Cairns
Carrier. See Shaft s. Grumm
arrier. See Shaft car
Carrier, J. A. Jeffrey..
Cart, dump, J. G. Frogner.............
Case. See Clock case. Pencil case.
Case. See Clock case. Pencil case.
Caster, truck
hair. See Opera chair
Charts, device for exhibiting school..................254
heck rower, grain p
bined, J. W. Doyle

Chuck, lathe, F. I. Grego
Chute, dust, W. McHose.
Cleaner. See Boiler cleane
Clock case, A. Bannatyne

Clod crusher and harrow, J. H. Wyarrow, and weed cutter, combine...... 374,569
Donoho \& Gates
Donoho \& Gates,............................. 374,178
Clothes reel, portable, F. \& A. F. Slooter........37,376

Coin bags, sealing, C. A. Judd.......................... 34, 34, 255
Collar and bame, horse, J. \& J. G. Wainwright.... 374,328
Collars and other articles, manufacturing horse,
A. B. Coieman.................................. 374,452
A. B. Conan................................... 34,452
Cornice brake and shearing machine, combined,
. . K. Keene..........................................................344,306
374,

|  |
| :---: |
| Cors |
| Corsey stay, T |
| Cotton gin rib. H. W. Libbey |
|  |
|  |

## oupling. See Car coupling. Evener coupling. Pipe coupling. Thill coupling. Tube coup-

Crib, child's, E. W. Smith............................. 374,277

Cultivator, disk, A. Spire............................... 374,503
Cultivator, walking, J. H. Jones.................... 3748
Curtain pole bracket, R. Brass............................. 374,340
Cut-off for water supply pipes, J. A. Adams...... 374,162
Cutter. See Band cutter. Meat cutter. Rod cut-
ter. Rotary cutter.
Dam and reservoir construction, H. W. R. Strong 374.378
Dental engine, A. Weber............................ 374,221
Dental engine, electrical, G. W. Whitefild....... 374,225
Dental engines, hand piece for, Bell \& Marsh..... 374,286

Door check, G. Geer...............................................................44,245
D74,563
Doors or gates, apparatus for opening and clos-
ing, C. P. Niles............................. 374,552
Doubletree, J. R. Freeland.................... 74,68

Drill. See Grain drill. $\quad$.
Drum, heating, J. W. Yates.......................... 374,284
Drum or spark arrester, heating, U. J. Wakeman. 374,4:6 Drums, lid for metallic, J. Simpson................. $3744,2,26$
Dyeing, E. Rau... Dyeing, E. Rau.......................................... 374,320
Edge setting machine, P. McLaughli............ 374,314
Egg safe, D. B. Smith Electric current regulator, S. D. Field................ 374,4404
Brectric distribution, system of , M Waddell.. ... 374,381 Iectric distribution, system of, M. Waddell......
Electric generators, regulation of, D. Higham
374,
Bi4,406 Davis.......................................... 374,458
Electrical conductors, underground conduit for, G. W. Cook..............

levator stop, F. C. Cannon.. | 374,348 |
| :--- |
| 374,396 |


 Engraving machine, Ourdan \& Kiolb.................. 374,492
Envelope machine, O. E Davidson........... 374,523
Evener coupling for vehicle poles, W. J. EdEvener coupling for vehicle poles, W. J. Ed-
wards, .........................................................34,4,494
Exercising machine, R. Reach
Expansion joint, J. N. Pew.... ..................... 374,311 Eyeglasses, manufacture of blanks for, H. Len-
fant...................................
374,546
 Fence posts, manufacture of, J. W. Griswold...... 374,299
Fences, staypiece or guard for wire, S. F. Duncan 344,441
Fertilizer distributer, E. J. Corser................ 344,45
Fertlizer drills, hopper for, T. R. Crane.......... 374,45 File, paper, J. M. D. France.......................... 5744467
Firearms, telescopic sight for, R. C. Rice........ 374,202 Fire escape, J. Fisher.................................. ${ }^{374,244}$
Fire extinguisher for railway cars, P. Smith...... 374,211
 Forcing frame, J. Siem................................ Frame. See Bag or satchel frame. Forcing
frame. Slate frame.
Fruit picker, , Shroyer................................ 374,375
Furnace. See Plumber's or tinner's furnace. Furnace, R. D. Baldwin et al...................................................285
Furnace door, W. Kearney..................... 344,456
Galvanic battery, F. J. Crouch.........
 Gas lighter, electric, J. B. Entz....................... 374,528
Gas pressure regulator and cut-off, o. J. McGann. 374,48
Gate. See Antomatic gate. Bridge gate. Girder or arch, C. H. Rodemer...................... 374,271
Governor, electric, W. H. Reynolds............ 374,354 Governor, electric, W. H. Reynolds.................. ${ }^{3}$
Grain binder, W. M. Piatt............................
Grain binder, G. H. Spaulding.................
Grain binders, trip mechanism for, J. P. Bullock.. Grain binder, G. H. Spaulding........................
Grain binders, trip mechanism for, J. P. Bullock k..
Grain drill, W. D. Arnett................... Grain drill, w. D. Arnett.................
Grate, F. H. De Guerre.
Grate bar, w. E. Kelly.
Hair curler, J. Gregory.
Hair curler, J. Gregory..
Hair tonic, J. S. Moore..
Hammock, T. H. Hartman
Handle. G. Fitzsimmons.
Harness, A. Sherwood.........................374,430, 374,431
Harness fastening loop, J. Detrick .............. 3i4,1i
Harness mounting, E. R. Cahoone................374,
Harness neck pad, J. W. Johnson................ 344,18
Harness neck pad, J. W. Johnson..................................................
Harvester, . Chapman.......
H. M. Hooton............................... 374,301
Hat pouncing tool, Taylor \& Scovill........... 344,212
Hatchways, means for operating elevator, F. K.

Header and thrasher, combined steam.traction,J.
S. Berry....................................... 374,339
Heat, apparatus for generating, w. w. Dashiell.
$334,350,374,351$
$\begin{gathered}\text { Heat energy into electrical energy, apparatus for } \\ \text { converting, w. E. Case...............................34,173 }\end{gathered}$
converting, W. E. Case
Heater. See Car heater.
Heater. See Car heater.
Heating dwelling rooms, public buildings, etc.,
apparatus for, E. S. Bassett................... 374,2


STANDARD WORKS -ON
Electricity.
Electricity in the Service of Man.

 "No richer work than this on the applications of elec-
tricity tomeder tife has ever apeared. It amountsto
a cylopedia of its kind. While the book is in the high
 also popular in its form and style. its (nearly) 850 illus-
trations, beautifully engraved. are a strone extra ree
commend otion of itc contents to the general reader."

THE ELECTRICIAN'S POCKETBOOK.



## PRACTICAL ELECTRICITY. <br>    <br> TTO GAS ENGINES. zontal .....Otto ...Gas Engines. ed......Otto.. $\begin{gathered}\text { and } \\ \text { Gas End Enyinses } \\ \text { Gnd } \\ \text { Dynamos }\end{gathered}$ TO GAS ENGINE WORKS, w York Agency, <br> Established by EDWARD Lo YOUMANS. THE <br> Popular Science Monthly.



Yearly Subscription, $\mathbf{\$ 5 . 0 0}$

toalty with onderful precision and rapidity
FAST AUTOMATIO cO., 2 New Uhambers Si., N. Y PERFECT
NEWSPAPER FILE

 Address . MUNA \& CO.,
CONSUMPTION, trimatand bronchat OONSUMPTON,

 PIPE COVERINGS Absolutely Fire Proof. BRADED PACLING, MILL BOARD, SHEATHING, CEMENT, FIBRE AND SPLCIALTIES



ASPHALTUM AND THE PITCH LAK


The Drapar Regording Thatmomatiofs


RUBBER BELTING, PACKINC, HOSE


NEW YORK BELTING \& PACKING CO., 15 PARK ROW, N. Y.



## VALUABLE BOOKS <br> HOLIDAY PRESENTS.

## man mann $2= \pm 4= \pm=\frac{1}{25}$ 2\%  Cucyclopelin.-Dick's Encyclopedia of Practical Re- ceipts and Processes. containing 6.422 Practical Re   Pharmacy, and Domestic Economy. Cloth.... $\mathbf{8 5 . 0 0}$ Machinist, The Complet Practical. Embing Lathe Work, Vise Work, Drills and Driling, Taps and        curing a License, with the Answers to the seame. couched ingaage so plain that any Enineer or FFireman canina short timecomit them to memory. By Stephen Roper...   illustrations. ............................... 0 and Second Luteries.-Industial Confectionery, Essences and Cement  Third Series. Alloys. Electrics, Enamels and Glazes, Glass, Golat. Iron and Steel, Laccuers a and Lacquer- ing, Lead, Lubricants, Mercury, Nickel, Silver, Tin Glass, Goold, Iron, and Steel, Lacquers and Lacquer- ing. Eead, Lubricants, Mercur, Nickel, Siver, Tin. Vanadium, Zinc, etc. 480 pages, 183 iluustrations. Fourth Series.-Waterproofing, Packing and storing, Embalming, and Preserving, Leather Polishes, Cool-  typing, Bookbinding, Straw Plaiting, Musical Instru- ments Clock and Watch Nindigg, Photography etc............................................... mail or express on receipt of pric Qw 0 r large new Catalooue of Books, of 110 pages, em- oracing works more than fifty different subjects, mailed ree to any address, on applcation. MUNN \& CO., 361 Broadw Publishers of ScIevtific <br>  MODELS. 2 Mivesumataid The Scientific American Publcations for 1888.

HOME MANAGEMENT Spons' Honsehold Manual: a treasury of Domestic Re-
ceipts. With full instructions for the most healthful and economical arrangement of every department. An every-day book for the careful housewife. 998. pages,
with 230 illustrations. Price $\$ 3.00$, express prepaid. Descriptive circular on application.
 ny or all bids, in whole or in part, as, in his judgment,
he interestsof the Governmeut may require
D. B. HARM

[^0]RATES BY MALL.
The Scientific American (weekly), one year $\quad . \quad \$ 3.00$ The Scientific American (weekly), one year
The Scientitic American Supplement (weekly), one year.
The Scientifc
one year,
American, Export
Edition (monthly)
5.00 The Scientific American, Architects and Builders
Edition (monthly), one year, ${ }^{2} \cdot{ }^{2}$ COMBINED RATES
The Scientific American and Supplement, . . $\$ 7.00$
The Scientific American and Architects and Build-
ers Edition,
5.00
The Scientific American, Supplement, and Archi-
tects and Builders Edition,
This includes posta ther
MUNN \& CO., $\mathbf{3 6 1}$ Broadway, New York.
CATARRH positively cared by the great German

ゆrdvertisements






CTATE RIGHTSFOR SALE， Been tried with perfoct success．Address，
LOCK BOX 178，YORK，PA．


## USEFUL BOOKS．



## Steam！Steam！

## We build Automatic Engines from 2 to 200 H．P．

 A Large Lot of 2,3 and $4 \cdot H$ ．EnginesB．W．PAYNE \＆SONS， Box 15，


 Send Greer，Stamp tor Messipre Specimens： ICE－BOATS－THEIR CONSTRUCTION




## EPRGIES <br> LHEVIDCLUE 



## PATENTS．




 A pamphet sent tree of obarge，on appiation．oor





# Scientific Ammeritan 

##  95 MILK ST．BOSTON，MASS．

－が

The Most Popular Scientific Paper in the World． established 1845 ．

Circulation Larger than all Papers of its Class Combined．

Only $\$ 3.00$ a Year，including postage to United States and Canada． 84.00 a

year，including postage to all countries in the Postal Union．
This widely circulated and splendidly This widely circulated and spiendidly i1－
lustrated paper is pubisised weekly．Every number
contains sixteen pages of useful information and a large number of original engravings of new in－
ventions and discoveries，representing Engineering Works，Steam Machinery，New Inventions，Novel－ ties in Mechanics，Manufactures，Chemistry，Elec－
tricity，Telegraphy，Photography，Architecture，
Agriculture，Horticulture，Natural History，etc． All Classes of Readers find in The Scien－
CIFIC TIFIC AMERICAN a popular resume of the best
scientific information of the day；and it is the aim
of the of the publishers to present it in an attractive
form，avoiding as much as possible abstruse terms．
To every intelligent mind this journal affords a
motive of knowledge and
One copy of The Scientific American and one copy of The Scientific American Supplemen
see prospectus below）will be sent for one year see prospectus below）will be sent for one year，
postage prepaid，to any subscriber in the United
States or Canada， pates or Canad，on receipt of seven dollars
by the publishers．

The safest way to remit is by Postal Order， Draft，or Postal Note．Money carefully placed | orm，avoiding as much as possible abstruse terms． | $\begin{array}{l}\text { er＇s risk．Address all letters，and make all orders，} \\ \text { To every intelligent mind this journal affords a }\end{array}$ |
| :---: | :---: |
| drafts，etc．，payable to |  | ，Now York．

## Srientitit Gmericam \＆uplement

This is a distinct paper from The Scien－
tific American，but it is uniform in size with it， TIFIC AMERICAN，but it is uniform in size with it，
every number containing 16 octavo pages．THE
SCIENTIFIC AMERICAN SUPPLEMENT embraces a very wide range of contents，covering the most
recent and valuable contributions in Science， recent and valuable contributions in Science，
Mechanics，Architecture，and Engineering from
every part of the world．Every number contains every part of the world．，Every number contains
several illustrations，consisting in part of import－ ant engineering works，in progress or completed，
both at home and abroad．It presents the most both at home and abroad．It presents the most
recent papers by eminent writers in every depart－ recent papers by eminent writers in every depart－
ment of science，and every number contains infor－
mation useful to engineers in every department of mation useful to engineers in every department of
industry，civil，mechanical，electrical，etc． Translations from French，Germa other foreign journals，accompanied with il lustra－
tions of Grand Engineering Works；allo of Naval
and and Mechanical constructions of magnitude，pro－
jected，progressing，and completed，at home and in ll countries abroad．
The most important papers read at Scien－
tific Conventions by the best and most profound
thinkers，will be found in THE ScIENTIFIC AMERI－ thinkers，will be found in The Scientific Ameri－
CAN SUPPLEMENT．This paper，When preserved
and bound，forms a most useful encyclopedia of and bound，forms a most useful encyclopedia of
information，and presents s complete history of
the progress of the times in the Sciences，Arts，and

Mechanical Engineering．This paper contains no
advertisements． Price－$\$ 5$ a year，in advance；or one copy of
THE SCIENTIFIC AMERICAN（see prospectus above and one copy of THE SCLENTIFIC AMERICAN SUP
PLEMENT both mailed for one year for $\$ 7$, ，pay
ment in advance to the publishers．Remit by mail ment in advance to the publishers．
and address MUNN \＆CO．，

$$
\begin{array}{r}
\text { Publishers Scientific American, } \\
361 \text { Broadway, New } \mathbf{Y}
\end{array}
$$

To Foreign Subscribers．－Under the facili ties of the Postal Union，THE SCIE STIFIC AMERICA
is now sent by post direct from New York，with regularity，to subscribers in Great Britain，India
Australia，and all other BritishColonies；to France
A Austria，Belgium，Germany，Russia，and all othe European states．Japan，Brazil，and al States of
Contral and Sout hamerica．Terms，when sent to
foreign countries，Canada and Mexico excepted foreign countries，Canada and Mexico excepted
\＄4，gold，for SCIETIFIC AMERICAN one year；\＄9，
gold，for both SCIENTIFIC AMERICAN and SUPPLE we pay．${ }^{\text {ar }}$ Remit by postal or express money order we pay．Remit by postal or express money order，
or draft to order of
MUNA \＆CO．， 361 Broadway，New York Srehiterty amd givilders Geltion
$\$ 2.50$ a Year．Single Copies， 25 Cents．
This is a SpecialTradeEdition of The ScIENTIFIC month．Each number contains about forty large sook pages，forming，practically，a large and
spendid Magazine or Architecture，richly
adorned with elegant plates in colors and adorned with elegant plates in colors and with fine
engravings；illustrating the most interesting ex－
amples of modern Architectural Construction and amples of modern Architectural Construction and
allied subjects．
A special feature is the presentation in each
umber of a variety of the latest and best plans for Aumber of a variety of the presentation in each
private residand best plans for private residences，city and country，including
those of very moderate cost as well as the more ex－
pensive．Drawings in perspective and in color are pensive．Drawings in perspective and in color are
given，together with full Plans，Specifications，
Costs，Hills of Estimate，and Sheets of Details． No．ir building paper contains so many plans，
details，
this edition speceifications reggularly presented as dreds of dwellings have already been erected on
the various plans we have issued during the past
year，and many others are in process of construc－ Architects，Builders，and Owners will find this
work valuable in furnishing fresh and useful sug－


Mention this paper．
ICE－HOUSE AND REFRIGERATOR Directions and Dimensions for construction，with on
illustration of cold house for preserving frult from
season to


M

## JACKET KETTLES，

 Plain or Porcelain Lined．Tested to 100 lb ． pressure．Send for Lists．$\&$ HAND，BURR CO．614 and 616 Market St．，Philadelpha．Pa． NAVAL ARCHITECTURE．－AN IN－ teresting review，by Mr．R．Durcan，of the progress
that has beenmade in this branch of scene darimg
the last fifty years．Contained in iciENTIC AMERI－ Adind


The Original Jurulcaizaed Pading CALLED THE STANDARD－As it is the Pack ing by which
Accept no packing as JENKINS PACKING unless


[^1]This Company owns the Letters Patent granted to Alexander Graham Bell，March 7th，1876，No．174，465，and January 30th， 1877，No．186，787．
The transmission of Speech by all known forms of Electric Speaking Telephones in－ fringes the right secured to this Company by the above patents，and renders each individual user of telephones not furnish－ ed by it or itslicensees responsible for such unlawful use，and all the consequences thereof，and liable to suit therefor．

##  <br> THE EEST NOW MADE

THE NEW CROTON AQUEDUCT．－



## H．W．JOHNS

## 

COVERINGS．
For Furnaces，Hot－Air Pipes，etc． FIRE－PROOF．NON－EONDUCTINE． 33\％of Fuel Saved．Has no Odor． All of the heat is carried to points desired and
not wasted in cellars and flues． H．W．JOHNS M＇FPG CO．
87 MAIDEN LANE，NEW YORK． VELOCITY OF ICE BOATS．A COLLEC．




THE ECLIPSE OF ALGOL，WITH THE atest Determinations of its Distance and Dimensions，
By Royal B．Hill．An interesting account of recent




W．BaKER \＆CO．，Dorchester，Mass． COMPRESSION OF AIR－DESCRIP．

 Thiorseabe

## 

ICE－HOUSE AND COLD ROOM．－BY R．


SHIELDS \＆BROWNCO．


Steam，Gas and Water Pipes，Drums，Heaters，ete．

 LIGHTNING CONDUCTORS．－DESCRIP－

PRINTTINTC INKES
$T{ }^{T}$


[^0]:    The prices of the different publications are as follows:

[^1]:    

