

A WEEKLY JOURNAL 0F PRACTICAL INFORMATION, ART, SCIENCE, MECHANICS, CHEMISTRY, AND MANUFACTURES.

|  | NEW YORK, NOVEMBER 2, 1889. | OO Werkit. |
| :---: | :---: | :---: |

the new york signal service station.
The New York station of the United States signal service is situated in the topmost story of the Equitable building, at 120 Broadway, New York. A suite of rooms is devoted to its uses, clerical and observational. Upon the roof, at some distance from the offices, is placed the instrument tower. This contains some of the meteorological instruments of the station, and is visited twice a day by the observer, who secures direct readings. In addition to this some of the apparatus is in telegraphic communication with registering mechanism in the office. In the illustrations accompanying this article are shown the interior of the instrument room, with its apparatus, the weather tower, exterior and interior, and views of some of the instruments.

On the right of the instrument room, against the wall, magnet circuit is also connected to apparatus attached is an apparatus known as the triple register. By it to the base of the spindle of the weather vane and roare recorded on a sheet of paper the direction of the tating therewith. It carries four contact points, one wind, its velocity, and the rainfall. A sheet of paper, for each of the cardinal points of the compass.
marked for six hours with spiral or inclined gradua- The whole is so arranged that, when the vane points tion lines, surrounds a drum rotated by clockwork. to the north, the north point contact shall close. If the This revolves four times in twenty-four hours, advanc- circuit is also closed at the register, this excites one of ing axially. At one end of the drum four arms are the magnets; it draws down its armature and depresses arranged that project over its surface, each arm being the marking arm, making a spot upon the paper whose attached to the armature of a separate electro-magnet. position characterizes it as north. If the vane points When the circuit of any of these magnets is closed, the west, then the west point contact closes, and the cor arm is drawn down and makes a mark upon the paper The circuits are normally broken at the triple register, but by a swith accounts for the four cardinal points. If the wind is register, the break is closed be the intermediate between any two, then two contacts are

the wind is north west, both north and west marks are made upon the register. The magnet circuits, as just explained, are normally broken, but when closed by the clockwork every five minutes the marking is done, the wind vane contacts determining which circuits are complete and which magnet or magnets shall be actuated.
The register is also in connection with a cup anemometer monted above the weather tower. Four hemispherical cups are attached to the extremities of two cross pieces carried on an axle at their intersection, forming a horizonta! windmill. The hollows of the cups hold the wind better than the smooth convexities, so that in a breeze it rotates. The relation of the velocity of the wind to the number of the rotations of the little mill is determined; five hundred revolutions correspond to a wind travel of one mile. A fine pencil carried by an arm rests upon the paper on the drum of the register, making a spiral line thereon. On the completion of each five hundred revolutions of the anemometer a contact is closed, causing a current of electricity to go through a magnet which moves the pencil to one side, and at once releases it. Thus every such mark indicates a wind travel of one mile. If there are ten made while the drum goes one-sixth of the way around, then the wind is blowing at the rate of ten miles an hour. A spiral mark is registered for every ten miles traveled. The anemometer is tested for accuracy by comparison every two months.
The rainfall is indicated by another pencil which traces a spiral line upon the paper. As each five onehundredths of an inch of precipitation occurs, the pencil is drawn out of its course by a magnet actuated as in the preceding case, so as to make a mark cbaracteristic of such precipitation upon the same paper. The rain gauge is illustrated and is described further on.
The instruments whose registrations are thus kept are mounted upon or within the weather tower. Every month the sheets are sent to the headquarters of the
Signal Service at Washington, D. C. The triple Signal Service at Washington, D. C. The triple register was made by Queen \& Co., of Philadelphia and is the second of its kind.
Near it is a tele-thermograph by Richards Freres, of Paris. On the drum of this are inscribed the temperatures as determined by a thermometer in the weather tower. An aneroid registering barometer or barograph by the same makers is kept running, marking its indications also upon a cylinder wrapped with a graduated sheet of paper. A Saussaure's hair hygrometer is near it, but is little used.

Three mercurial barometers hang against the wall of the observer's room. One large and elegantly mounted instrument is termed the sub-standard barometer. It was made by Adie. All three are of the Fontin type. The sub-standard is rated at Washington, and is not used forgeneral readings. The others, made by Green, of this city; serve for the regular observations, and are compared with the standard at least once a month The cisterns of the barometers are 185 feet above the level of the sea.

A self-registering siphon barometer by Eccard and a Gibbons self-registering rain gauge also find a place in the office.
The instrument tower on the roof has been recently completed, and forms one of the most perfect meteorological stations ever constructed. It is built of iron, and forms a small elevated chamber, closed on all sides by iron louver work. To cut off any heat that the iron might radiate, wooden louvers are arranged inside the iron ones. It contains the registering rain gauge, with 8 inch funnel and $21 / 2$ inch barrel, wultiplying the rise of the column so as to make it about ten times the depth of the rainfall. The gauge is shown in perspective and section. The rain that falls into the funnel runs down into the cylinder. A float contained therein rises, by means of a chain, causing a wheel at the top of the cylinder to rotate. By the rotation of this wheel the contacts are made affecting the triple register. Maximum and minimum thermometers and wet bulb thermome ters for determining the hygrometric condition of the air are mounted in this chamber. The wet bulb thermometers have their bulbs wrapped with porous material that is wetted. To obtain a reading, they are rotated in a whirling apparatus in order to expose them to air currents.

Above the instrument chamber a framework rises carrying a red lantern, with a place above it for the display of a white light. The latter is hoisted into position from outside the chamber. These are used as night storm signals. The red light alone indicates easterly winds; the red and white together indicate westerly winds. The red lantern, at an elevation of 240 feet above the street, or 275 above high water, can be seen from the East and Hudson rivers, as well as from the whole inner bay of New York
The station is in charge of Sergeant E. B. Dunn, of the United States Signal Service. In addition to the interesting meteorological apparatus, a phonograph is to be found in the office, into which the sergeant dictates the weather reports each day. These are then repeated to inquirers directly from the wax cylinder. Our thanks are due to Sergeant Dunn for courtesies received.

# Šrientific Ammerian. 

## ESTABLISHED 1845.

MUNN \& CO., Editors and Proprietors. published weekly at

## No. 361 BROADWAY, NEW YORK.

## O. D. MUNN.

A. E. BEACH.

## TERMS FOR THE SCIENTIFIC AMERICAN.

 One copy, six months, for the U. S. or Cana$\begin{array}{ll}\text { One copy, one year, to any foreign country belonging to Postal Union, } \\ 4 & 50 \\ \text { On }\end{array}$ Remit by postal or express money order.
Australia and New Zealand.-Those who desire to receive the
ScIENTIFIC AMERICAN, for a little over one year; may remit $\varepsilon 1$ in current Colontial bank notes. Address

MUNN \& CO., 361 Broadwa
The Scientific American Supplement
is a distinct paper from the scientific ambrican. The supplement is issued weekly. Kvery number contains 16 octavo pages. uniform in size
with Scientific American. Terms of subscription for Supplement \$5.00 a year, for U. S. and Canada. $\$ 6.00$ a year to foreign countries belong Ing to the Postal Union. Single copies, 10 cents. Sold by all newsdealers
throughcut the country. Combined Rates.-
will be sent for one year, to any address in U.S. or Canada, on receipt of seven dollars.
The safest
The safest way
registered letter
Australia and New Zealand.-The Scientific American and
Supplement will be sent for a little over one year on receipt of $£ 2$ current Colonial bank notes.
Address MUNN \& CO., 361

NEW YORK, SATURDAY, NOVEMBER $2,1889$.

table of contents of
SCIENTIFIC AMERICAN SUPPLEMENT

## NO. 722.

For the week Ending November 2, 1889. Price 10 cents. For sale by all newsdealers.
ANTHROPOLOGY.-Heredity.-By Sir Wililiam Turner.-The
first installment of Bir William Turner's first installment of Bir William Turner's opening address before
the British Association, at the last meeting. reviewing Weismann's and others' theory on the subject of transmission of charant
ARCHITECTURE.-The New Bourse or Commercial Exchange at Paris.-Interior and exterior views of the new Paris stock exchange. with a general description of the building and of the his
tory of the organization. -2 illustrations................... tory of the organization. -2 illustrations. Turesque little structure illusua at the Pared and described.- Built of rose
wood, mahogany, turesque little structure illustrated and described.- Built of rose
wood, mahogany, and other Nicaraguan woods. -1 illustration.. . The Russian Izba, or Log House, at the Paris Exposition.-A
sample of Russian folk architecture illustrated and described.sample of Russian folk architecture illustrated and described.- -1
illustration............................
BIOLOGY.-Days and Nights by the Sea.-By Franc:s H. Her-RICK.-A very interesting lecture upon marine life and the study
of biology at the sea shore.-An eminently practical paper, of in terest to all..
. CHEmistr y.-Ozone and Ethylene.-The solidification of ethyl-ene.-An interesting note on the relation between the physical
characteristics and critical points of ethylene and ozone........... CIVIL ENGINEERING.-The Channel Bridge-Preliminary Designs by Messrs. Schneider \& Co.-A gigantic project for building a railroad bridge across the British Channel.-Its situation, esti-
mates of its cost, material of construction, and other details.-5 mates of its cost, material of construction. and other details. -5
illustrations........................................... illustrations
The Paris
onless wheelless railroad of the Paris exposition.-The history o tionless wheelless railroad of the Paris exposition.-The history of
Girard's great achievement and description of the railroad as now in operation in Paris.- 24 illustrations.
I. ELECTRICITY.-Contribution to the Chemistry of Storage Bat-
teries.-By E. Frankland.-A research into the production of teries.-By E. Frankland.-A research into the production of
anomblous sulphate of lead in the storage battery, with the reacanomalous sulphate of lead in th
tions and analyses of products...
Lacombe Battery.-A variation on the Leclanche battery, in Which the zinc occupies a central position
the carbion and depolarizer. -1 illustration.
 Tattoo Marks.-An interesting extract describing how to attain hese great desiderata...
Lactic Acid a Cause of Rheumatic Disease.-By Dr. B. W. Richtroubles, giving striking results attained in the research with lactic acid..
The Use o
The Use of Disinfectantsat Johnstown.- By GEORGE G. Grorf, M.D.-The Johnstown disaster and a list of the disinfectants em-
ployed to prevent the spread of disease.....................
III. MISCELLLA NEOUS. - The Inventor's Wife.-By T. E. Corbettr. - A poetical review of the tribulations of the inventor's family.
List of awards to American exhibitors at the Paris exhibition. X. TECHNOLOGY.-The Pictet Ice Machines. -The exhibit of the Pictet Company at the Paris exposition, with full description the Pictet Company at the Paris exposition, with full description
of their refrierating apparatus for use in breweries, slaughter

THE INTERNATIONAL MARINE CONFERENCE.
The International Marine Conference, now sitting in Washington, is composed of expert navigators from almost all the maritime powers, big and little. They are unanimous in the opinion that a better means of averting collision at sea than that now employed is desirable, but have not as yet been able to discover it. Nor is there any lack of suggestions. In one system presented, the look-out in the bows of a steamer has only to press upon a lever, and the steam whistle will indicate in long and short sounds the compass direction of the course that the ship is making. In another and less complex system the genera course is indicated in sounds so simple that the untutored savage might readily get them by heart. In the same class of orders may be reckoned the system which Mr. Houghton of the New York Maritime Association suggested by letter to the conference, and which, if adopted, he thinks would clearly indicate to vessels in visible, the one from the other, the course each was pur suing. It is a system of musical sounds, " consisting of two or three notes, produced by whistles, vessels going north to andicate it by the rising scale; vessels going south, by the descending scale; vessels going east, by a single note followed by the other two sounding together; vessels going west, by all notes sounding together followed by a single low note." He would have small vessels carry a detonating bomb in addition to the regulation flash lights, the same to be tossed over the stern, thus to warn away the approaching stranger.
As to all these systems of sound signals, it was pointed out that a wind athwart the course that approaching ships might be traversing would puzzle rather than inform. If the first ship could signal that she was to windward or to leeward of the course the second was making, it would only be necessary for the latter to luff or keep off, as the case might be, and the thing would be done. But if the first ship was so well informed as that, she could readily get out of the way without any recourse to signaling at all. The feeling among British mariners anent sound signaling may be found in a communication presented by Mr. Hall, of the British deputation, in the shape of letters Hall, of the British deputation, in the shape of letters
to the marine department of the English Board of Trade in reply to a request for opinions upon the question: "Is it practicable, and, if so, is it desirable, to introduce some system of course or route indicating sound signals, to be made by steamships under way in fog, mist, or falling snow, when neither can see the other ?" To this replies were received from 119 masters and 10 owners and societies who oppose the introduction of any compulsory system of sound signals; from 48 masters and 2 owners who advocated the adoption of simple signals; and from 28 masters and 1 seamen's society who advocated the adoption of a more complete system. The chief reasons given by those who object to the introduction of any system of fog signals are the confusion they would cause in crowded waters, the difficulty of locating sounds in fogs, the false confidence they would give to officers in charge of the vessels using them, and the considerable degree of skill and experience necessary to prevent the possi-
bility of mistake in the event of any complex system bility of mistak.

Article XIII of the present rules of the road requiring sail and steam to go at moderate speed in thick weather was opposed by the German delegation. Dr. Sieveking advised high speed under such conditions. He said the German courts, in some cases, had held "moderate" speed to be only a trifle less than high, and in others only just enough to keep steerage way on. Mr. Goodrich (American) thought it would be saferto accept the interpretation of the term by the American and English courts, "such a rate as would enable the vessel to avoid doing damage after the discovery of a vessel approaching.'
Captain Mensing (German) said there were many steamers that were expected to make fast time. He had never heard of orders being given to their masters to go very slow in thick weather. All masters were agreed that full speed was desirable at such times. High speed on a steamer was safer, he thought, because she could be got out of the way quicker, for minding her helm better. The following was carried unanimously
"Resolved, That it is the sense of the conference that there shall be no change in the masthead and colored lights as at present used."
The following was proposed, and will come up again when the steering rules are reported back for amendment :
"The term 'starboard your helm' shall mean that the wheel or tiller, rudder, and bow shall go to the starboard, and the term 'port your helm' shall mean that the wheel or tiller, rudder, and bow shall go to port."

The old-fashioned system yet in vogue on many a noble craft of rigging the wheel to move in a counter direction to the movement of the bow must, there is reason to believe, disappear. As was shown in the conference, and, indeed, it has long been apparent, "port your helm" cannot imply two different things. All steamer wheels, and most of those on modern craft,
move in the same direction as the bow, that is to say, when the helm is ported, the bow follows in the same direction. It is obvious that no rules can be clear and safe until wheel ropes are wound in the same fashion, the wheel when hove over to starboard throwing' the ship's head in the same direction, etc. This question of the definition of terms is occupying no lit tle attention from the conference, and very reasona bly, too.
"Under-way" has, it seems, been variously understood; the American courts holding that a vessel is under-way the moment her anchor is lifted and her moorings slipped; but when hove-to she is not underway, while the English courts regard her as under-way when hove-to.
It is safe to say that, at least when rules? of the sea are considered, the latter is the safest definition, because, when hove-to, a ship is drifting to leeward, sometimes very rapidly ; and for those under sail or steam, and coming up from the leeward, it requires a sharper eye to avoid her than if she were running down the wind, because she is beyond the control of her master; while the position of a ship not under-way $i$. e., anchored, can be counted upon.
Capt. Silveson (Norway) wanted the word "carry," so often used in the rules, defined. Mr. Verbrughe (Belgium) called attention to the continued use of the word "feet"-so many feet-used in the rules. On the Continent the meter was the standard, in Belgium it being a misdemeanor to use the foot measure. He wanted distances referred to in meters.
Mr. Goodrich advised the use of powerful lights for swift ships. He said
'Some years ago a steamer overtook a sailing vessel at the rate of a mile in three minutes; now the rate is reduced to a mile in a minute and a half. The power of the lights to be carried should be graded to the speed of the vessel upon which they are placed."

## MR. HOPKINS' NEW BOOK, "EXPERIMENTAL SCIENCE."

Experimental Science" is the title of a new book by Mr. George M. Hopkins, on "Experimental and Practical Physics," just published. The author is well known to our readers as the writer of numerous articles on various scientific subjects. In this work are described simple and practicable experiments in almost every branch of physics. The apparatus-most of which is of the simplest character-is fully illustrated, and the details of construction are given, to enable the reader to readily make whatever is needed for carrying on the experimental work. Every experiment described was tried at the time of writing to insure fullness of detail and accuracy in the description. The book is a magazine of material for class room illustration. It is an aid to the teacher and student in carre a knowledge of physics by the experimental method without going into mathematics will find "Experimental Science" exactly suited to their needs.
We cannot, in the space at our command, give more than a hint of the contents of this book. It opens with a description of the properties of bodies, rest, motion, and force, in which are presented many new experiments. A chapter is devoted to the gyroscope. Falling bodies, the inclined plane, and the pendulum receive due attention. A chapter is given to molecular actions, and under this head are figured and described several new illustrations. Liquids and gases are fully described. A simple hydraulic press, which any intelligent person can make, is shown; also new apparatus for illustrating Pascal's law. An easily constructed is described. The chapter on sound is very full. Much of the experimental apparatus described is of the simplest description, lately obtained or constructed. There are new illustrations of harmonic vibrations; also new forms of vibrating flane apparatus. A very complete description of the new phonograph is here found. The scientific top, which takes the place of the whirling table, and numerous interesting experiments connected with it form the topic for a chapter.
Under "Heat and Light" are described many novel experiments. A full chapter is devoted to polarized light and experiments connected therewith, which are very simple and of such a nature as to enable the reader to easily gain an insight into this difficult subject. A chapter is also devoted to the microscope and to microscopy, full of interest and instruction.
Under the head of the telescope an inexpensive and easily constructed instrument is described. The chapter on photography is in itself a complete manual of the art. A large number of experiments in magnetism form the subject of another chapter. Frictional elec tricity is very fully treated, and under the head of dy namic electricity, the principal batteries, including those of recent invention, are fully described. A practical form of secondary battery is also given. The Deprez-D'Arsonval galvanometer, the tangent galvanometer, and the Wheatstone bridge are described in detail. Electrical terms are clearly defined, and simple methods of electrical measurements are described in such a manner as to enable the reader to scribed in such a manner as to enable the reader to
measure the current, electromotive force, resistance,
conductivity, etc. The principles of the dynamo and electric motor are fully explained, and directions are given for the construction of a simple motor and
wo forms of small dynamo for experimental uses wo forms of small dynamo for experimental uses. In the chapter on electric lighting we find the arc and incandescent systems clearly set out, together with lighting by means of secondary batteries. This chapter and its accompanying experiments will give to the reader a very complete idea of the principles of the various systems of electric lighting. The chapter on induction by electric currents contains full informa tion regarding induction coils, the induction balance, and how to make them, with numerous experiments in induced electricity. A chapter is devoted to the telephone and microphone, with instructions how to make them. Under the head of lantern projection the sci entific use of the ordinary magic lantern is described. A new and very complete scientific lantern for project ing various apparatus and experiments upon the screen is illustrated. The book closes with a chapter on mechanical operations, which will be of great assistance to students and amateurs in the construction of apparatus.
The book contains 740 pages, superbly illustrated by 680 first-class engravings, and is withal a fine specimen of the printer's art.
We consider this work the best of its class, and believe it will prove invaluable to those interested in this branch of science.

## On the Preservation of Natural objects in Alcoholic and other Solutions. Of

 nicolas pike.Collections of specimens of natural history are of comparatively little use to either student or scientist unless the greatest care is observed in their preparation and preservation. The naturalist Swainton said that "collections of natural objects in public and private museums are to the naturalist what a library is to the critic and scholar, yet with this remarkable difference, that one draws his knowledge from the.works of man, and the other from those of God."
Now I go still further-museums are of the greatest utility not only to the naturalist, but when well managed to the people at large. Besides being places of resort for recreation and amusement, they are also an education in themselves to toiling men and women who have no time for study at home. Thousands of objects are brought together from all parts of the world, and when carefully prepared are invaluable in imparting a fund of knowledge no books could give. Every one knows the difference between seeing an object and reading of it, even when fairly described.
In some of the museums I have visited in the old world and in others of our own country I have noticed that many of the rarest and finest specimens were ruined from having been badly prepared in the first instance, and others from a lack of knowledge as to their keeping. This is especially true of objects preserved in alcoholic and other solutions.
When in Mauritius, I made a yery large collection of the fish of the Indian Ocean and sent them to the museum of comparative zoology at Cambridge, Mass. When they reached their destination, though many of them had been in alcohol for over a year, they somewhat surprised the distinguished scientists there, for all were fine, and many had retained some of their colors and markings so well they were easily recognized. I have reptiles, batrachians, spiders, etc., now, that have been for years in bottles, and they are firm and fresh. So many friends and naturalists have asked and written to me about my methods of preservation that I give the following formulas, which I have proved to be the best I am acquainted with. They are simple and do not differ much from the ordinary ways naturalists have preserved for years-yet the slight differences mean success or failure.
Taking fish, for instance, and I proceed as follows : When first drawn from the water I kill it by severing the vertebra near the tail, as I have proved beyond a doubt that a fish dispatched as soon as caught keeps better than one left to die a natural death. All but very small fish should have an incision made near the vent to allow the gases to escape, and alcohol be injected through the vent and mouth. All extraneous matter is to be carefully washed from the fish with fresh water and then it must be placed in strong alcohol, the stronger the better. Four to six days are generally enough to render the flesh firm and all slimy matter exuded, but practice and judgment on this point are required. When ready, wipe the fish and place it in the following solution, and it will keep for years if good alcohol be used;

## Distilled water

If the fish are small, three or four days suffice to harden them, and the following is a better solution for them, viz. :

## Alcohol..

Reptiles, rodentia, etc., can be also preserved in the same manner. The first alcoholic bath can be used
over and over again for the same purpose if strained
and well corked, as alcohol is an expensive item in collections.
It is but too prevalent a custom to keep specimens of natural history in the strongest alcohol and place hem on the shelves of a museum or cabinet exposed to bright light. This is ruin to them, as every one knows it is impossible to expose any matter to the sun's rays without its being influenced by their action.
For the preservation of tadpoles, young frogs, salamanders and similar objects, take 1 pound sulphate of inc, 2 drachms burnt alum, and mix well together.
When wanted for use, take one drachm by weight of the above and put it into forty-two ounces of pure spring water, and when all is dissolved, filter and let it stand five or six days, then filter again and decant, when it should be a bright and sparkling fluid. The above small animals are to be placed for a short time in alcohol to harden. When taken out they must he well washed in clean water and left to dry a little, so that all traces of the alcohol may be evaporated. When placed in the above solution, they must be corked immediately. Specimens thus prepared are really beautiful, more so than when put in any alcoholic mixture.
The following solution for larvæ of insects, spiders, and other small delicate objects will be found very valuable :

Saltpeter ..
Distilled ww
1 dr.
8 oz.

## Mix well together.

When wanted for use, take two ounces of pure alcohol and add one ounce of the mixture, shake well, and filter.
There is another solution I use for delicate objects I intend for dissection or anatomical specimens, as it keeps them fresh and flaccid without the least contraction. I have adopted the formula given below as the very best preservative for the above purposes, after years of patient experimenting. I have larvæ of insects, worms, spiders with soft bodies, etc., over ten years in this solution, and they are in excellent condition, and have never shown the least sign of decomposition. Take of chloral in crystals one ounce and dissolve it in five ounces of distilled water :

Alcohol (95 per cent)..
Glycerine.
Rock salt.
Salt peter.
$11 / 2 \mathrm{oz}$.
$11 / \mathrm{dr}$
15 grs
.30 grs.
Dissolve the glycerine, salt, and saltpeter in the alcohol, and when well mixed add to the chloral solution, shake well till thoroughly incorporated, filter, and it is ready for use. Specimens intended to be preserved in this solution should be placed for a day or two in alcohol, but if wanted for dissection quickly, or only to be kept a few weeks, the alcoholic bath may be omitted. Do not crowd the specimens either with this or any other of the solutions, but see well to the corking and that they are quite covered with the fluid.
The tadpoles of frogs and salamanders can be preserved in this method by omitting the bath and placing them at once in the solution. This is invaluable for medical students, entomologists, and scientists, as it not only preserves objects, but in many instances the colors are retained if kept in a cool, dark place.
I tried the Wickersheimer process, but it failed in my hands completely. Goadby's solution I find after a time makes a white deposit on the specimens, thereby spoiling them.
I keep my reptiles in a cool place with a paper cap over each bottle, and can recommend this plan. The smaller objects are shut in closed cabinets. Where the paper cap cannot be used, I would suggest that a curtain be drawn in front of shelves containing alcoholic specimens when not required for exhibition. By following the above directions, success is pretty certain, though, as I said before, judgment and practice are requisite to insure it-simple as it appears.

I would say a word to those who collect with the intention of presenting their catch to some institution. Never forget that it is the first manipulation of the various objects that requires attention, as no after care can wholly undo the effects of negligence or ignorance in that stage. Especially be particular to place your name, date, and locality on your labels.

## Awards at the Paris Exbibition.

A correspondent at Paris has sent us a copy of the official list of awards. It is a closely printed document of 127 pages, and occupies a space equal to seventy-five pages of the Scientific American. The total number of awards is said to be about 33,000 . This is the French mode of dealing with her children-give them each a prize, so there will be no crying.
We have compiled as well as we could from this great list the names of the awards to American citizens, and present them in our Supplement of this week. It is probable there are errors in the spelling of some of the names, but this has been unavoidable; we shall be pleased to make any corrections to which our attention is called. The awards to Americans are 941 in number, and include 52 grand prizes, 189 gold medals, 273 silver medals, 220 bronze medals, 207 honorable mention.

The are light is specially adapted to the illumination of streets and large open or closed areas; but it cannot be successfully applied to lighting in a small way like gas or oil. The incandescent system permits the subdivision of the current, and consequently of the light, to any degree.
While lighting by incandescence had been the subject of much thought and experiment by different inventors, undoubtedly Mr. Edison was the first to produce a com mercially successful system of incandescent lighting. The success of the system depends upon two principal features, the vital one being the high resistance lamp, by means of which any degree of subdivision of the current is rendered possible; the other being the system of electric distribution by which the current is furnished as required to each lamp. The construction of the lamp is clearly shown in Fig. 1, in which parts are broken away to show the internal construction. The description of the several parts of the lamp appears in the illustration. The glass globe is exhausted so as to remove as nearly as possible all of the air thus preventing the burning of the carbon. The filament which yields the light consists of a carbonized strip of bamboo of the size of a horse hair. The diameter and length of the filament varies with the candle power required and with the strength and voltage of current used to operate the lamp. The standard 16 candle power lamp|when hot has a resistance of 168 ohms, and requires a current having an E. M. F. of 100 volts and, according to Ohm's law $\left(\frac{\mathrm{E}}{\mathrm{R}}=\mathrm{C}\right)$, $\frac{100}{168}=0.595$,or about $\frac{6}{10}$ ampere. In prac tice the circuit has a certain amount of resis tance, which must be included in this calcu lation. Calling this 2 ohms, the total resist ance will be 170 ohms, and the current will be $\frac{100}{170}=\frac{10}{17}$ ampere. Now by introducing 500 lamps into the circuit the resistance will be reduced to ${ }_{50 \overline{0}}^{1}$ its former value, since the current has 500 paths instead of one; $\frac{170}{500}=0.34$ ohm. The E. M. F. divided by this resist ance $\frac{100}{0 \cdot 34}=294 \cdot 1$ amperes. This amount divided among 500 lamps $=0.5882$ ampere per lamp, equivalent to $\frac{10}{17}$, as in the case of the single lamp. It is thus seen that with a constant electro-motive and a current of varying strength any number of lamps within certain limits may be operated on the same circuit.
The Edison dynamo shown in Fig. 2 has a drum armature much like that of the Siemens machine. It differs, however, from that armature in having an odd number of commutator bars and in having an armature core built up of thin disks of soft iron insulated
 ircuit.

normal, the switch arm of the rheostat is moved by plan, these conductors take the place of four connect hand in one direction or the other, thus controlling ed up according to the two-wire system.

## he excitation of the field magnet

In this diagram (Fig. 3) is shown the old method of connecting the lamps, L, in the external circuit. Each

Polishing wood with charcoal.
A method of polishing wood with charcoal, which is much used by French cabinet makers, is thus described in a Paris technical journal:

All the world knows of those articles of furniture of a beautiful dead black color, with sharp, clear-cut edges and a smooth surface, the wood of which seems to have the density of ebony. Viewing them side by side with furniture rendered black by paint and varnish, the difference is so sen sible that the considerable margin of price separating the two kinds explains tself.
The operations are much longer and more minute in this mode of charcoal polishing, which respects every detail in carving, while paint and varnish would clog up the holes and widen the ridges. In the first process they employ carefully selected woods, of a close and compact grain, then cover them with a coat of camphor dissolved in water and almost immediately afterward with another coat, composed chiefly of sulphate of iron and nut-gall. The two compositions, in blending, penetrate the wood and give it an indelible tinge and render it impervious o the attacks of insects. When these two coats are dry, they rub the surface of the wood at first with a very hard brush of couch-grass (chien dent), and then with charcoal of substances as light and friable as possible, because if a single hard grain remained in the charcoal, this alone would scratch the surface, which they wish to render perfectly smooth. The flat parts are rubbed with natural stick charcoal, and the indented portions and crevices with charcoal powder. Alternately with the charcoal, the workman also rubs his piece of furniture with flannel soaked in linseed oil and the essence of turpentine. These pouncings repeated several times cause the charcoal powder and the oil to penetrate the wood, giving the article of furniture a beautiful color and a perfect polish which has none lamp is connected with both of the main conductors or (of the flaws of ordinary varnish.
with wires connected with the main conductors. When connected in this way they are in parallel circuit, and in this case when one lamp fails the others are not affected. Where several lam ps are connected in series and the series are connected in parallel, if one lamp of a series should fail, the other lamps of the series would be useless without some device for automatically throwing into the circuit a resistance equivalent to that of a lamp, thus maintaining the same resistance in the

When the Edison electric circuit is arranged as shown in Fig. 3, the conductors to carry the current economically must necessarily be large, and there is a relation between the cost of copper in the circuit and the waste of energy in overcoming resistance which cannot be disregarded. The firstcost of conductors is a largeitem in incandescent lighting. In some circuits there is economy in reducing the size of the conductor and increasing the current. In the three-wire system illustrated in Fig. 4 a saving of 25 per cent in copper is made. Two dynamos, $\mathrm{D}^{1} \mathrm{D}^{2}$, are required. The negative terminal of dynamo, $D^{1}$, is connected with the posicive terminal of the dynamo, $\mathrm{D}^{2}$, by the wire, $a$. These conductors are connected with the two dynamos as follows: Conductor, $b$, is connected with the positive brush of dynamo, $\mathrm{D}^{1}$; conductor, $c$, is connected with the wire, $a$, and conductor, $d$, is connected with the negative brush of dynamo, $\mathrm{D}^{2}$; a number of lamps, L, are con nected with the conduc tors, $b, c$, and lamps, $\mathrm{L}^{1}$ are connected with the conductor, $c, d$. The central conductor, $c$, acts as a return for the first dynamo and a lead for the second dynamo. When the num ber of lamps between


Fig. 4.-EDISON THREE-WIRE SYSTEM.
?
from the shaft and separated from each other by paper.
Fig. 3 illustrates the method of regulating the Edison dynamo. The machine is shunt wound, and a variable resistance, $R$, is introduced into the field magnet circuit. Whenever the current rises or falls below the * From "Experimental Science," by George M. Hopkins. Munn \& co. publishers, New York.
and $c, d$, is equal, no current passes along the conductor, $c$, either from or toward the lamps or dynamos, and under these circumstances the conductor, $c$, might be disconnected from the dynamos without in any way affecting the results; but when the two groups of lamps differ in number, the difference of current will be carried by the central or compensating conductor. When two dynamos are combined on this
and the shores of the Alpes-Maritimes, at a distance of 18 geographical miles from the nearest land. M. Fol used gelatino-bromnde plates exposed during ten minutes, whereby he has found the limit of daylight in those waters to be at a depth of 1,518 feet ( 465 meters). This
is 327 feet short of the limit assigned to daylight in the Mediterranean by the Germans Chun and Petersen some years ago.
ani improved screwdriver and wrench. The accompanying illustration represents a tool designed especially for use by piano makers, cabinet makers, carpenters, and others, for turning screws in corners or other obstructed positions, one tool being designed to serve the purpose of numerous differentangled screwdrivers. It has been patented by Mr. Carl A. Strasser, of Baltimore, Md. The handle has at its outer end notches to receive pins, such as the key-guiding pins of a piano, or wires that may have to be straightened. At the other end of the handle is journaled a rachet head, the teeth of which are adapt-


## STRASSER'S SCREWDRIVER AND WRENCH.

ed to be engaged by a spring-controlled pawl in such way that, by turning the handle in one way, the pawl will turn the ratchet head, while by turning the handle in the opposite direction the pawl will slip back over the teeth of the ratchet. Through the axis of the ratchet head is formed a slot in which the screwdriver is fitted to project beyona both ends, or the opening in the ratchet head may be formed to also admit the shank of a wrench, adjustable for different-sized nuts, as shown in one of the views. A removable plate at the ratchet end of the device permits the ready taking apart and putting together of the parts.
For further information relative to this invention address Messrs. Strasser \& Schroeder, No. 222 West Pratt Street, Baltimore, Md.

## AN IMPROVED LATHE DOG.

The accompanying illụstration represents a lathe dog of simple and durable construction, and designed to be very effective in operation, requiring no wrench or other tool for adjusting it in starting or stopping, and which is selftightening when the lathe is started. This invention has been patented by Mr. George J. Engert, Dansville, N. Y. The dog has an aperture in which slides a die, to be pressed against the work by a set screw, and there is in the opposite end of the dog a slot extending to the aperture, the tail being pivoted in this slot, and having at its outer end the usual offset adapted to engage the face plate of the lathe. When the dog with the work is placed in position in the lathe, the tail swings to one side as the lathe is started, the work being more firmly gripped and clamped the harder the face plate turns, the tail assuming its natural position and releasing the tight grip when the lathe is stopped.
For further information relative to this invention address Mr. E. C. Schwingel, Dansville, N. Y.

## AN IMPROVED MEAT-CARRYING APPARATUS.

A novel form of meat-carrying apparatus, whereby meat or other articles suspended may be moved to position as desired in storage sections, and almost any piece so stored may be run out upon receiving and delivery tracks without interfering with the position of

o'keefe's meatcharying apparatus.
the other pieces, is illustrated herewith, and has been patented by Mr. John O'Keefe, manager of the Omaha branch of the Armour-Cudahy Packing Company, 14th and Leavenworth Streets, South Omaha, Neb. The truck or carrier consists of two wheels upon a central shaft, a yoke being loosely arranged on the shaft, while from the yoke depends a rod, on the lower end of which is a swivel hook serving as a support for a meat hook. The track or way upon which the truck rides is formed of two rails united by arched hanger ties, as shown in the sectional view, the arms of the hanger ties being secured to the outer faces of the track in such manner that the truck is free to pass between the arches. Suspending rods are secured to a longitudinal bar or to the arched hanger ties. The rails forming the receiving and distributing track are connected with storage tracks made up of sections, the inner rails in the storage sections being separated to form auxiliary tracks connected by permanent switchways. Each of the tracks and switches is composed of two parallel flat rails placed vertically edgewise, all of the rails being rigidly connected together, and the upper faces of all of them lying in the same plane, so that the flangeless truck wheels may be readily turned to pass from track to track. This apparatus is designed to save largely in the labor, and facilitates the handling of meat by packers and provision dealers.

## Process of Removing $\underset{\text { Plants. }}{\text { Vermin }}$ or Scales from

A novel process, by Edwin P. Fowler, of National City, California, consists in dislodging the vermin by means of a sand blast.
The object of the invention is to remove and eventually destroy vermin which are liable to cause injury to vines or other plants of a similar nature, and also to remove growths-such as those known by the term "scale"一which appear in the form of white pro tuberances formed of fibrous cotton-like matter and containing vermin, and which destroy yearly entire groves of lemon and orange trees in Florida, South California, and other tropical States.
In carrying out the invention, a fan blower of any suitable construction, or any other apparatus capable of creating an artificial current of air, is employed. The artificial current of air thus created is directed against the tree or other plant, and in its transit from the fan blower to the plant the current of air is charged with sand. Of course the force of the artificial air current must be carefully gauged, so that the sand which is projected by the same against the trees or plants will not destroy the plants together with the vermin or scale, and the sand must be sifted, so that no coarse particles or stones remain mixed with it. If the force of the air current is properly limited, according to the nature of the plants under treatment, the scale or vermin can be emoved without injuring the trees or plants.
In some cases it is desirable that the artificial current of air shall be heated, and for this purpose there is combined with the fan blower or other apparatus a suitable heater. It may also be desirable in certain contingencies that the sand which is used for charging the artificial air current shall be hot, and for the purpose of heating the sand before introducing it into the air current, any suitable heating apparatus may be used.

Continuous Regenerative Gas Kiln for Fire Bricks. In former years, the "Newcastle" kilns were the only ones employed in Scotland for the burning of fire bricks, but at the Glenboig and Cumbernauld works, near Glasgow, Scotland, a most important advance has been made in recent years by the introduction of the "Dunnachie continuous gas kiln." This kiln is constructed of two rows of fire chambers, all connected with each other by means of flues underneath the floors. By means of these flues the gaseous fuel is obtained from gas producers. A continuous firing is thus maintained, and the heat regenerative principle involved has resulted in the most efficient and economical system of burning fire brick yet known. As compared with the "Newcastle" kiln and the older method, the saving in fuel has been found to be from 50 to 75 per cent-at Glenboig the latter figure has been attained. Since the introduction of this system at Glenboig, in 1881, the Dunnachie kiln has been applied at various other establishments for the burning of other classes of bricks, pipes, tiles, pottery ware, etc., with much success.

## IMPROVED VEHICLE RUNNING GEAR.

The accompanying illustration represents a vehicle running gear in which the king bolt is dispensed with, and the reach is attached to the head block and front axle by a ball and socket joint, the arrangement being such that the head block and axle may be quickly and conveniently disconnected, while a fifth wheel of economical and durable construction is provided. This invention has been patented by Mr. Wade H. Lowe, of invention has been patented by Mr. Wade H. Lowe, of
Campti, La. A segmental plate, constituting the lower
section of the fifth wheel, is clipped on each side of the center of the axle, each plate having on its inner edge an upwardly extending flange. In the case of wood axles, a metal plate is secured to the upper face of the axle beneath the segmental plates, but this is not necessary when the axle is made of metal. In the center of the plate or of the metal axle is a circular concavity, a similar concavity being produced in alignment therewith upon the under face of the head block, or in a metal plate secured thereto. The upper sections of the fifth wheel are also rigidly secured to the under face of the head block, at each side of the center, and have flat under faces adapted for contact with the equivalent surfaces of the lower fifth wheel sections, being guided thereon by the upwardly extending flanges on the inner edge of the lower sections. The reach is provided at its forward extremity with a metal tip or ball, and has an enlarged portion near the


LOWE'S VEHICLE RUNNING GEAR.
ball in which there is an oval-shaped vertical opening. The ball is seated in the opposed cavities in the axle and head block, as shown in the sectional view, the two surfaces contacting upon the ball being held in position by a U -shaped yoke, the lower portion of which is pivoted upon a stud projected downward fom the center of the axle, while its upper members are connected by a tie plate and jam nuts. This tie plate is preferably passed beneath the upper leaf of a spring attached to the head block, and one member of the yoke passes through the opening in the reach. The ball and the surfaces constituting its sockets and the bearings of the upper and lower sections of the fifth wheel are adapted to reduce the friction to a minimum, while the coupling may be readily taken apart and put together again, only two nuts having to be removed or applied to the yoke.

## N IMPROVED ELECTRICAL DOOR ALARM.

A simple and effective alarm, to give notice within when the door knob is turned from the outside of the door, is illustrated herewith, and has been patented by


## STREEPER'S ELECTRICAL DOOR ALARM

Mr. Daniel H. Streeper, of Norristown, Pa. The door is fitted with a lock of ordinary construction, its two spindles axially in line with each other, and adapted to operate independently on the mechanism of the lock in the usual way, and to the knob socket on the outer spindle is attached a switch arm, just under the outer collar, there being inserted in the face of the door a contact plate, in the path of the switch arm when the latter is turned with the knob socket. The lock is connected through a wire and the hinges of the door with one pole of a battery, and the contact plate is connected through another wire and the door hinges with an electric beli, as shown in the illustration, the bell being in turn connected with the other pole of the battery. The bell has an electro-magnet capable of acting upon an armature connected with the bell hammer. When the door is opened by turning the inside knob, the electric circuit remains unchanged, but on turning the outer knob the switch arm on the knob socket is brought into contact with the contact plate, closing the

Comparative Cost of water Power and Steam
A very thorough examination into the relative cost of water power and steam power has been made by Chas. H. Manning, of Manchester, N. H., in a paper recently read before the American Society of Mechanical Engineers. The author takes the water powers at Manchester, N. H., and at Lawrence and Lowell, Mass., as his standards for that side of the calculation, and for steam power he takes the steam engines used in the same towns for manufacturing purposes, where the cost of coal is $\$ 4.50$ per ton. The conditions greatly favor the water power side, although all these water power privileges are permanently capitalized, and under the original leases paid $\$ 10.55$ at Lawrence and $\$ 10.42$ at Manchester per horse power. Under recent leases their prices have been advanced at Lawrence to $\$ 14.08$ per horse power.
After making elaborate calculations as to the practi cal additions and abatements required in putting both to use, the author sums up the cost in each case, and says: "In the water power plant we paid $\$ 14$ for the cost of the water, simply, per horse power per annum ; add to which $\$ 8.62$ for attendance and supplies, we have a total cost for water power of $\$ 22.6^{3}$ per horse power per annum." And taking for steam a low pressure plant of 1,100 horse power, with compound engines run on one and three-quarters pound of coal per horse power, with coal at $\$ 4.50$ per ton, the total cost for steam is given at $\$ 21.16$ per horse power per annum.
"On a 1,000 horse power plant the difference in cost saves an engineer's wages." We doubt not, says Iron, this decision in favor of the cheaper steam power will surprise many who have supposed that the cities on the Merrimack had a great advantage over our Pennsylvania towns in the cheapness of water power as compared with our coal. As coal is obtained for stea! power much below $\$ 4.50$ per ton, it is evident that our advantages are much greater than those claimed for steam in Massachusetts.

A Singular Incident from the Scrap Heap.
A curious phenomenon recently occurred at the Frankfort shops of the West Shore Railroad, which is vouched for by the superintendent of motive power, James M. Boon, few men being better known in rail road circles.
A cast iron piston, eighteen inches in diameter, having been worn out, was removed from an engine and thrown in the scrap pile. Some time afterward it was taken from the pile with other scrap, and being too large to use in the cupola, was carried to the breaker On being struck it broke in two parts and immediately began to act in a remarkable manner. The iron turned to a red heat and from that to a sparkling white while from the hollow parts a flame arose to the heigh of three or four feet, throwing out sparks as though it were filled with damp gunpowder.
The man who broke the piston became frightened and threw a pail of water on it, which deadened the flame somewhat, but it continued to glow and throw out sparks for some time, to the amazement of the twenty or more men who stood looking on.
J. R. Slack, the chief draughtiman of the West Shore, has referred the case to various scientific men, but has received few satisfactory replies.
One opinion is that cylinder oil worked into th hollow part of the piston around the plugs which filled the core holes, and under the high temperature and pressure to which it was subjected, united with some of the core sand remaining in the piston, formed a highly combustible compound, which ignited spontaneously on exposure to the air.
Another theory is that the loose core sand, being thrown backward and forward by the motion of the piston, wore off a considerable amount of iron in an exceedingly finely divided condition, which ignited on exposure
It is well known that a great many substances, iron among others, may be so finely divided that, when thrown into the air, they will take fire spontaneously, but it does not seem possible there could have been enough atomized iron in this case to cause the excessive amount of heat shown.
Whatever the cause may have been, the facts are as stated above, and, as far as we know, it is the only case of the kind on record; and any solution of what has proved so far a complete mystery will be gladly received for publication by the editor of The Safety Valve, from which the above is copied.
Some time ago we heard of a case in which an old piston casting, thrown on the scrap heap, had suddenly burst with a loud report, but as far as we are aware no display of incandescent activity accompanied

## DERNELL'S CLEVIS ARM FOR ICE PLOWS.

Considerable inconvenience is often found to exist in ce plows, owing to the location of the clevis at the end of the plow beam. In case the draught is not applied in the proper way, the front or clearing tooth of the plow is apt to sink into the ice, especially when slush or water is in the grooves, and the latter will be tilted forward on its front tooth, its handles being jerked out of the hands of the driver. With direct connection of the clevis to the plow, when the cutting teeth of the plow are very sharp they tend to bury themselves in


## DERNELL'S CLEVIS ARM FOR ICE PLOWS.

the ice when draught is applied, and when the teeth become dull they fail to cut to the proper depth. In order to avoid this, Mr. Herman F. Dernell, of Athens, N. Y., has patented an adjustable clevis which may be raised and lowered to any position so as to regulate the angle of draught to any degree that will secure an even and steady motion.
To the forward end of the beam of the plow is mounted a vertically swinging arm which carries the clevis at its outer extremity, and beyond the front teeth of the plow. This consists preferably of two parallel bars bolted to the end of the beam, and forms an opening for clips passing up in front of the clearing tooth. Each bar is provided with a depending lug which has a curved slot, through which is passed a bolt provided with a tightening nut, by means of which the arms may be locked at any desired angle to the plow beam.

## AN IMPROVED COTTON CULTIVATOR.

A machine designed to scrape, chop, and cultivate a row of cotton, in passing once over it, is illustrated herewith, and has been patented by Mr. Edwin E. Runyon, of Tioga, Tex. Upon the main frame of the machine there is adjustably mounted an interior frame carrying at its forward end scraping shovels, behind these a chopping wheel and driving wheels, and, at the rear, adjustable covering shovels. To the, main axle is secured a block which serves as a footboard and a support for a standard upon which the seat is mounted, and from the lower ends of vertical standards rigidly connected to the main axle extend the horizontal timbers of the main frame. The front ends of this frame are joined by two arched connections, frow the front one of which extends the tongue, while


RUNYON'S COTTON CULTIVATING MACHINE.
in the other is journaled a shaft carrying two sheaves and a crank arm, ropes or chains from the sheaves being attached to the front end of the supplemental in terior frame, whereby this end of the frame is support ed, and may be raised or lowered by operating the crank arm on the shaft. A similar shaft, having sheaves and a crank arm, is journaled in a rearward extension of the main frame, whereby the rear end of
the supplemental interior frame is suppoited. There
are toothed racks at each side upon the vertical standards on the main axle, and the crank arms on the front and rear shafts are connected by rods to levers pivoted upon the vertical standards, and adapted to engage the racks, whereby the forward and rear ends of the supplemental interior frame may be raised and held up from the ground when the machine is being moved from place to place, or to regulate the depth of cut of the scrapers or cultivator shovels. To the forward end of the supplemental interior frame are rigidly connected two scraper shovels, adapted to operate one upon each side of the row being cultivated, and to its rear end are adjustably connected cultivator shovels, while about centrally in the frame is journaled a horizontal shaft upon which are driving wheels with radially extending blades. Upon this shaft is a gear engaging a pinion carried by a longitudinal shaft upon which is mounted the chopper wheel. The gear is preferably so arranged as to secure four revolutions of the shaft of the chopper wheel to one revolution of the driving wheels, and the chopping hoes or bladesare preferably so arranged that, as the wheel is revolved by the forward movement of the machine, the wheel will leave a space in the row that the blades will not operate on. A lever extends from the forward end of the supplemental interior frame to within convenient reach of the driver, whereby this end of the frame with the scraping shovels may be moved slightly to the right or left, to allow for any swaying motion as the machine advances, and hold the shovels in operative position on each side of the row.

## The Diamond.

The origin of the diamond has been a fruitful topic for speculation among scientists; hence many con tradictory theories have been advanced and argued with some show of reason; but after all that has been said and written upon the subject, we are still left pretty much in the dark. Theories answer a good purpose, since they of ten lead the way to truth. But this is not all ; they illustrate the ingenuity in the human mind in seeking to account for the methods Nature takes for the accomplishment of her secret operations.

Some of these theories about the origin of the diamond are very ingenious and interesting, though the amount of truth they embody remains to be proved. It has been suggested that the vapors of carbon during the coal period may have been condensed and crystallized into the diamond; and again, the itacolumite, generally regarded as the matrix, was saturated with petroleum, which, collecting in nodules, formed the gem by gradual crystallization. Newton believed it to have been a coagulated, unctuous substance, of vegetable origin, and was sustained in the theory by many eminent philosophers, including Sir David Brewster, who believed the diamond was once a mass of gum, derived from certain species of wood, and that it subsequently assumed a crystalline form. Dana and others advance the opinion that it may have been produced by the slow decomposition of vegetable material, and even from animal matter. Burton says it is younger than gold, and suggests the possibility that it may still be in process of formation, with capacity of growth. Specimens of the diamond have been found to inclose particles of gold, an evidence, he thinks, that its formation was more recent than that of the precious metal.
The theory that the diamond was formed immediately from carbon by the action of heat is opposed by another, maintaining that it could not have been produced in this way, otherwise would have been consumed. But the advocates of this view were not quite on their guard against a surprise, for some quickwitted opponent has found by experiments that the diamond will sustain great heat without combustion.-Theodore Rothchild, in Bullion.

## Telephones in Austria.

Long-distance telephonic communication was opened on October 1 in Austria between Vienna and Prague, a distance of 220 miles. Every subscriber in Vienna can now communicate with Prague, and every word can be perfectly understood and the voice recognized. In connection with this news the London Star gets rather a good joke on the Daily News, who first announced the opening. Their correspondent mentions as a curious fact that it has been observed that thos $\epsilon$ who listen at Prague hear more clearly than those whc isten in Vienna, and remarks the reason has not been explained. The Star beads its paragraph, "The! speak plainer in Vienna," and says the reason seem clear enough.

Eighteen tons of steel disappear daily on the sir gle system of the London and Northwestern Railwa through wear and rust.

## ©orrespondence.

## the occultation of jupiter.

## To the Editor of the Scientific American:

The occultation of Jupiter by the moon on the evening of September 3, 1889, was successfully observed by me with the 10 inch equatorial and the 3 inch finder attached thereto. The latter instrument was used for eye observations after the photographic lens and plate holder had been attached to the larger telescope.
The first contact of the planet with the dark limb of the moon was noted at 20 h .29 m .21 s . ; and the first appearance of Jupiter as it emerged from the bright limb of the moon was recorded at 21 h .25 m .30 s . local sidereal time.
Although the atmospheric conditions were not favorable for photographic work, the air being filled with sluoke and haze, several good negatives were secured before the occultation, and one showing the disk of Jupiter half covered by the dark limb of the moon, an enlarged drawing of which is shown in Fig. 1. In the


Fig. 1.-disk of jupiter half covered by dark LIMB OF MOON AT IMMERSION.
photographic views the relative apparent size, as seen upon the sky, of Jupiter and the moon is graphically shown. Also by a comparison of these two views, the motion of the moon toward Jupiter is impressively recorded, and a measurement with scale or dividers shows the space moved over by the moon in the inter-


Fig. 2.-JUPITER at emersion from bright LIMB OF MOON.
val between the two photographs, which was 5 minutes and 10 seconds. Although the image of Jupiter is so small, yet the belts can be easily seen in the original photographs with a magnifier.

William R. Brooks.
Smith Observatory, Geneva, N. Y.,
September 20, 1889.

## Alcoholism in Norway.

To the Editor of the Scientific American.
In a recent issue of the Scientific American I noticed some statistics, given by the Medical Record, in regard to the relations between alcoholism, crime, and insanity. In so doing the paper states that in Norway, contrary to other countries, there is a decrease in alcoholism as well as in crime, and that this is due, not to prohibition, but to lessening the number of licenses. Admitting the above to be a fact, let me add that the liquor business in most towns and cities in Norway is under the management of an association, which is again controlled by the municipal authorities, that the goods are analyzed and !examined before sold, that minors or intoxicated persons cannot buy any liquors, and that one glass at a time is all each person can obtain. In the liquor shops there is no furniture, nor games of any kind allowed. The sale of liquors in bottles takes place in centrally located stations, and is run on the same principle as the retailing in glasses.
The dividend of the business goes to pay for public improvements, such as the building of parks and highways, homes for aged people, reform schools for strayed children, and the like. The scheme has been in practical use now for several years, and so far has been very successful in diminishing the alcoholism and crime of the country.
Palisades, Oct. 16, 1889.

## Diamonds at the Paris Exhibition.

Scarcely on any other occasion have so many diamonds been collected and exhibited as at the Paris exhibition; although there is always a fine show of diamond ornaments in the jewelers' shops on the boule vards, in the Palais Royal, and other quarters of Paris. But the exhibition has brought together a more than ordinary display from Paris, Belgium, and Holland; as well as the rich products of South Africa. In the French Jewelry Gallery, Class 37, there are more than two dozen exhibitors of diamond ornaments of every kind and shape, as coronets or diadems, necklets, bracelets, sprays, earrings, rings, pins and combs for the quet holders and handles for fans. breast plates or bodices; epaulettes, and lace work for corsages, robes, etc.; as well diamonds in the rough, as polished and set in all sorts of forms.
In the French Jewelry Court is also exposed the grand prize of the tombola, or lottery, a parure of dia monds valued at $£ 8,000$. This cousists of a coronet or diadem, bracelet, brooch, earrings, spray, fan, etc. The on October 30.
The diamonds shown in the exhibition must be at least of the value of seven or eight millions sterling, or forty millions of dollars. There are many specialties and tours de force, such as a model of the Eiffel tower, made entirely of diamonds, $31 / 4$ feet high, which is going off to America. The Imperial diamond, belonging to a syndicate of London merchants, which weighed in the rough 457 carats, and now, cut and polished, is 180 carats. This stone is believed to have been obtained surreptitiously from one of the South African mines, and is expected to sell for about $£ 40,000$. The Koh-inoor only weighs $1031 / 2$ carats, but there are brilliants shown more than double that size. To Bruges is attributed the credit, in the 15th century, of first polishing the diamond with its own dust. The troubles o the 16th century, however, drove most of the experienced workmen to Amsterdam ; but Belgium has now regained its old prestige for diamond working. To Antwerp belongs the honor of improving the cleavage and polishing of these precious stones, which have increased considerably the brilliancy of the diamond by adding to its fire and luster from the regularity of the facets. In order not to waste any of the material, the apidary now shapes the gem according to its natural form. Hence it is rounded gracefully, which adds considerably to its value. Since 1830 the cutting of rose diamonds has become a specialty of Antwerp. The fine jewels shown in the Belgian section are marvels of workmanship, and the admiration of all connoisseurs. Nearly all the Cape diamonds are now sent to Antwerp to be cut and polished. Since 1840, when the first steam diamond-cutting firm was established in Antwerp by Messrs. Bovie, the industry has made rapid progress, there being now about 50 workshops, employing 3,500 operatives, and a skilled workman, according to the work he turns out, can earn from $£ 8$ per week up ward.
In the Belgian section there is in a showcase a fine display of large and beautifully cut Cape diamonds by two exhibitors, Messrs. Coetermans and Mr. Latinie. There are two jewel cases, one containing a very large brilliant, surrounded by sixsmall stones; another with six large diamonds. There is a Cape diamond in the rough weighing 300 carats, a diamond cross out of a single stone. unique of its kind, twolong drop diamond earrings, miniature portraits of the king and queen of
the Belgians shown under large diamonds, and a small the Belgians shown under large diamonds, and a small jects have been presented to the King, as Sovereign of the Congo State.
In the exhibition grounds the public have two opportunities of seeing the rough diamonds cut and polished, an industry which has made enormous strides of late years, keeping pace with the increased supply of stones from the extraordinary discoveries in South Africa.
Messrs. Boas \& Co., of Amsterdam, have a small pavilion situated near the British Commission offices, where there are diamonds in cases round the room, valued at more than a million sterling. Here will be found Dutch Jews cutting and polishing, for these men are very expert workmen, and have had long experience in the business. The rough stone is set in a kind of metal solder, and is submitted to the tedious grinding process to form tables and facets, the side of the stone being changed from time to time.
The General Diamond Mining Company, of South Africa, has a very large building in the grounds, devoted to showing all the operations of washing the blue diamondiferous earth imported, and shaping diamonds. There are also models exhibited of the Bultfontein mine, of the hauling gear of De Beer's mine, maps, photographs, and a large show of diamonds, worth at least a million sterling. One in the rough, an octohedron, weighs 306 carats; a another polished, the largest brilliant in the world, weighing $2281 / 2$ carats, is valued at $£ 100,000$. The Shah of Persia bought here three large diamonds. Here are to be seen French
polishing diamonds, and the tedious process of drilling diamonds, for it takes three weeks to pierce a hole the size of a pin in diameter, by a steel tool revolving 14,000 times in a minute.
There is little doubt that the earliest known diamonds came from India. Indeed, until quite modern times, no other source of supply was known. To-day the only Indian inines regularly worked are the northern ones at Punnah, in Bundelcund, and those in the Madras Presidency. The total yield of these is of trifling importance to the world's traffic, the bulk of the production being disposed of in the local markets, the principal of which is Benares.
It is estimated that the annual weight of Indian diamonds exported to Europe does not exceed 100 carats. They are chiefly interesting through their historical associations, nearly all the celebrated crown jewels of Europe having been derived from India. The opening of the Brazilisn mines at the beginning of the last century practically closed the mines of the Deccan. The value of a diamond depends on the purity of its color, its freedom from flaws and spots, and its relative size.
The discovery of the South African diamond mines about twenty years ago created a complete revolution in the trade. The finding of the famous "Star of South Africa," a stone weighing $831 / 2$ carats in the rough, caused a great rush to the district, and the banks of Vaal River were found rich in diamonds. This large brilliant when cut weighed $461 / 2$ carats, and now figures among the jewels of the Countess of Dudley; but this has been far exceeded by subsequent finds. The river diggings were soon abandoned for the farms of Du Toit's Pan, Bultfontein, and the locality where now stands the town of Kimberley. A circle of about $31 / 2$ miles in diameter indeed incloses the four principal diamond mines which have been worked to such advantage. The depth to which these principal wines have now been excavated is from 400 to 500 feet.
In an account published in the Cape Colony four years ago it was estimated that the yield of diamonds at the Kimberley mine, from the opening in 1871 to the end of 1885 , was about $171 / 2$ million carats, equal to $31 / 3$ tons of precious stones, of the value of $£ 26,000,000$, and the total weight of reef and ground excavated exceeded $20,000,000$ tons.
The gross value of the diamonds produced by the De Beers mine in the same period was about $£ 9,000,000$ sterling, representing about $11 / 2$ tons weight of precious stones.
The stringent police laws established have enabled a tolerably accurate idea to be formed lately of the pro duction and sale price of the diamonds, and the following are official statistics of the yield of the four principal mines, from 1882 to the end of 1888 :

|  | Carats. | Sale value |
| :---: | :---: | :---: |
| Kimberley.. | 6,050,4905/8 | 5,960,898 |
| De Beers. | . 4,444,4211/2 | 4,385,782 |
| Du Toit's Pan. | . 3,651,9611/8 | 5,060,341 |
| Bultfontein.... | . 3,771,981 | 3,765,074 |
| Total.. | 17,918,8541/4 | £19,172,095 |

These totals do not include the production of some of the secondary mines, as Jagersfontein, Coffeefontein, and the alluvial washings of the Vaal River, etc., which nay be valued at 150,000 to 300,000 carats yearly; nor the diamonds stolen, which are estimated at one-fourth to one-fifth of all found. If we add to the above the quantity obtained previous to 1882 , the entire produc tion in the 18 years certainly exceeds $40,000,000$ carats, or more than eight tons of diamonds, representing value of at least $£ 56,000,000$ sterling, or $\$ 280,000,000$.
This large production of diamonds has necessarily had an effect in depreciating prices, and there have been considerable fluctuations from time to time, but by a combination of the several mining interests into the De Beers Consolidated Mining Company, Limited, with a capital of $£ 12,000,000$ sterling, the production will in future be limited to $2,000,000$ or $2,500,000$ carats per annum, a quantity sufficient to meet the current demand, and at which prices will be maintained.
The public have a general impression that the Cape diamonds are usually of a yellow tinge, but this is not so, and they may convince themselves to the cortrary by inspecting the large collection of diamonds shown in the South African pavilion. There are stones, it is true, of various shades of yellow, and the deep orange tint is highly valued by collectors for its rarity. The Cape diamonds, as a rule, are indeed less colored on the average than those of India and Brazil. This erroneous opinion arises from the fact that the largest Cape diamonds found are somewhat yellow, while the large diamonds of India and Brazil are of a white and brilliant hue. The diamonds obtained from the min. of Jagersfontein, in the Orange Free State, are remark able for their whiteness, verging to blue--Journal Society of Arts.

Flexible Paint.
The following retains sufficient flexibility to enable the sheet to be rolled :

## GERMANY'S FLOATING EXPOSITION.

From an economical point of view, the great international expositions have heretofore been considered the best means of disposing of the overproduction of different industries, because they extend the field of commerce. On the other hand, an ever-increasing number of voices has, of late years, been raised against modern expositions, naming as their chief disadvantage the great expense considering the short duration of the exhibitions and the doubtful results. In regard to exhibitions in their usual form, and the immense buildings erected for the reception of exported samples, experience has taught that the only true way to make foreign tradesmen and consumers buy is by convincing them that they will find a demand in their own countries for German manufactures and to open business connections with the respective firms. Considerations of this kind long ago led to the idea of building a so-called floating storehouse for samples. The Deutschen Exportverein formulated a plan for a German national floating exposition, which should be continually supplied with novelties, and should visit all of the principal foreign ports in regular succession, open-
the most favorable effect on visitors. There will also be a sufficient number of motors to show the machinery in operation.
The plan of the exposition palace was drawn and will be carried out by Bernhard Schaede, of Berlin, an architect who is well known by his work in the line of decorative art. The management and control will be vested in a board of directors, whose duty it will be to attend to business transactions in the names of the exhibitors, unless they prefer to represent their own interests, or to send agents, in which latter case cheap passage tickets will be provided. This exhibition will be equivalent to a number of international exhibitions, and it will be less expensive for each exhibitor to send exhibits than it would be for him to participate in one ordinary exposition. Besides its special object, the new steamer will, in every respect, facilitate journeys around the world for study or pleasure. It is expected that a trip around the world will take two years, during which time the steamer will stop at each of the ports visited (about eighty in all) from three to fourteen days, according to the importance of the place. The starting point is Hamburg, where opportunity
glue stock, all of which is used by the bone men in various ways. A few of the tails are absorbed in cold weather in the manufacture of ox-tail soup, but usually "the tail goes with the hide," and becomes spoiled for domestic use while lying around the tannery. Every scrap of the skin of the animal, even the pate, as the skin of the head is called, is used in one way or another, and the refuse of the tanneries forms an important part of the income of the establish ments.

## The Management of Petroleum Lamps.

In view of the numerous fatal and other accidents caused by petroleum lamps, the following suggestions as to the construction and management of such lamps have been made by Sir Frederick Abel and Mr. Bover. ton Redwood, chemist of the Petroleum Association, after investigating the causes of lamp accidents :

1. That portion of the wick which is in the oil reser voir should be inclosed in a tube of thin sheet metal, open at the bottom ; or in a cylinder of fine wire gauze, such as is used in miners' safety lamps ( 28 meshes to an inch).


GERMANY'S FLOATING EXPOSITION.
ng its rooms, not only to business men, but, by the variety of its exhibits, attracting people of the town and also of the surrounding country. In order to carry out this plan, a committee was formed which included a number of well-known manufacturers, through whose efforts the completion of the exposition already seems assured.
As will be seen by the accompanying illustration, the floating exposition palace has taken the form of a gigantic steamship without masts and rigging, but covered with large and small structures with towers and cupolas. The enormous steamer, which is to bear the name of Kaiser Wilhelm, will have three decks, like the first-class German Lloyds ships, and will be provided with all the latest technical improvements, as well as with the best appointments for comfort, so that it, in itself, will bear witness to German industrial progress. It will be the largest seaworthy vessel, for its length will be about 560 ft ., its breadth 69 ft ., and its height 44 ft . The exposition rooms-eight large, high saloons, with galleries-are to be on the middle deck, the sleeping rooms for the crew and passengers on the main deck, the dining rooms and restaurants on the upper deck, while the ladies' saloon, reading, smoking, and music rooms, as well as the various booths, will be arranged on the promenade deck. All of the rooms are to be provided with proper ventilation, electric light, and steam heat. Special care will be taken of the exhibits, so as to protect them from atmospheric and other injurious influences, and they will be arranged in such a manner as to make
will be offered to those interested to investigate the great undertaking.--Illustrirte Zeitung.

## The Animal Carcass All Utilized

The Sunday Call editor has discovered that after a steer goes into a Newark slaughter house nowadays, the only thing that is wasted is his dying breath, and it were possible to find some use for that, no doubt it would be caught and preserved. Nothing else is wasted, from the tip of the tongue to the brush on the end of the tail. The blood is caught and sold to make albumen for sugar refiners and other manufacturers, one use of it being the cheap substitute for hard rubber and other plastic material used in the manufacture of buttons and other materials. Next the hide is taken off, and after the meat is dressed, the contents of the stomach are removed and dried and baled for manure, and the stomach itself is prepared as tripe. The hide goes to the tanner, the head is skinned and denuded of fesh for the sausage maker, the horns are knocked off and go to the comb maker, who knocks out the pith and sells it to the glue manufacturer, who is ever ready to take all the refuse from any part of the steer. The horny coverings of the hoofs are almost as useful as the horns for making buttons, etc., and the feet make oil and glue. The shinbones make the finest of bone handles for various purposes, and all the remainder of the bony structure which the butcher is unable to sell with the meat finds its way eventually to the manufacturer of bone fertilizer and bone black. With the bones there is usually considerable marrow, grease, and
2. The oil reservoir should be of metal, rather than of china or glass.
3. The oil reservoir should have no feeding place nor opening other than the opening into which the upper part of the lamp is screwed.
4. Every lamp should have a proper extinguishing apparatus.
5. Every lamp should have a broad and heavy base. 6. Wicks should be soft and not tightly plaited.
7. Wicks should be dried at the fire before being put into lamps.
8. Wicks should be only just long enough to reach the bottom of the oil reservoir.
9. Wicks should be so wide that they quite fill the wick holder without having to be squeezed into it.
10. Wicks should be soaked with oil before being lit.
11. The reservoir should be quite filled with oil every time before using the lamp.
12. The lamp should be kept thoroughly clean, all oil should be carefully wiped off, and all charred wick and dirt removed before lighting.
13. When the lamp is lit, the wick should be at first turned down and then slowly raised.
14. Lamps which have no extinguishing apparatus should be put out as follows: The wick should be turned down until there is only a small flickering flame, and a sharp puff of breath should be sent across the top of the chimney, but not down it.
15. Cans or bottles used for oll should be free from water and dirt, and should be kept thoroughly water
closed.
[special correspondence of the scientific american.]
THE PARIS EXHIBITION.
Paris, October 8, 1889.
An emery grinding machine constructed by Messrs. Aut Fetu Defize \& Co., of Liege, Belgium, and exhibited in the Palais des Machins, calls for particular notice as the first of its kind I have yet seen. It is designed for grinding out circular curves of a large radius, and is shown with the link of a locomotive running gear chucked ready to be ground.
The most important part of the construction is shown in Fig. 1, in which $a$ is a slider on the slideway, $b$, and capable of being locked in its adjusted pivot for the two arms, $d d$, which are hollow, so that tral in then-
a in the figure, a spirit level may be used, setting it cen-
motion so as to cause it to remain parallel and not wear taper. This end motion is produced by a cylindrical cam placed on the back end of the enery arbor. The operation of setting the work in the machine is as follows: The work being fastened by the beforementioned set screws in $i$ and $j$, the slide, $a$, is set to about the right height and the length of arms, $e h$, roughly adjusted. The exact adjustment is then made by operating the adjusting nuts, $g$, and the right length of vibratory stroke is obtained by adjusting the position of the pin, $o$, in the slot, $q$. It is obvious that in setting the work the old wearing marks may be taken as a guide, or with the work placed central, as the figure, a spirit level may be used, setting it cen

Nor do I find any of the large lathes furnished with means to cut the keyways in the latter without unchucking them after they are turned, as is done in the Ames lathes in the United States, and which I have found an excellent arrangement.
I came across a keyway cutting bar, however, that is not a bad thing in its way, the construction being shown in Fig. 2, in which A is the body of the bar, B the tool, D feed spindle, having on it a pinion to operate bevel gear, C, and a milled head, E, to put on the feed by. The tool, B, is threaded into the bevel gear, C , but has its sides flattened, and fits into a square hole in the bar, A, so that it cannot turn therein. $P$. Hure, of Paris (the exhibitor), makes a special keyway eutting machine in which this mar is special keyway

the arms, $e e$, may pass up them, the set screws, $f f$, |undoubtedly a simple and very useful machine, since locking $e e$ in their adjusted positions in $d d$. The it enables the links to be trued up without softening rods, $h h$, are simply continuations of rods, $e e$, with the adjusting nuts, $g g$, between them ; $i$ and $j$ are boxes in which the work, $k$, is chucked by means of set screws placed at the backs of $i$ and $j$ respectively. These rods, it will be noted, form in connection with the work a frame which may be vibrated on the pivot, c. To effect this vibration a revolving plate, $q$, is employed, having a slot, $p$, for the stud, $o$, which drives the rods, $n l$, there being a length-adjusting nut, $m$, between them corresponding to those at $g g$. These huts have in their ends a right and left hand thread espectively, the rod ends being threaded to correspond, so that by revolving the nut the rod length is iltered. It is obvious that as the plate, $q$, revolves, the work is swung backward and forward in an are of a ircle of which $c$ is the center. The emery wheel, or, nore properly, perhaps, emery arbor, $s$, revolves at iigh speed, and is given at the same time an end
it enables the links to be trued up without softening them, and thus not only saves the processes of softening
and rehardening, but also avoids the warping that accompanies the rehardening, and, therefore, makes a more true and parallel job. It may finally be pointed out that the feed should be put on at such an end of he work that the emery wheel runs against the cut; or otherwise there will be a tendency for the wheel to un over the cut too fast or the work to run under the wheel, causing a jamming and unsteady motion. It follows from this that the feed for the top surface, $v$, must be in the opposite direction to that of the bottom surface, $r$. It is obvious that with the live spindle speed sufficiently reduced by means of a suitable arrangement of gearing, the machine could be used for milling purposes, also a milling cutter being used in place of the emery arbor
The keyway cutting machines on exhibition are entirely different from those in use in the United States.
hows its application to a shaping, as in Fig. 3, and to a planing machine, as in Fig. 4. In Fig. 3 it is merely bolted to the ram, the wheel to be operated on being chucked on an angle plate. The end of the bar is shown (at P) to be graduated on a circle, from 0 to 9 , to guide the operator in putting on the cut. It will be noted that the cutting action of the tool occurs during the back or return stroke of the ram of the machine. This, of course, stiffens the bar, as it is placed under tension while cutting. In Fig. 4 thebar isshown bolted to the table of a planing machine, a plate whereon to chuck the wheel to be keyseated being bolted on to the end of the planing machine bed. Small shops having no slotting machine or keyseating machine (and few small shops have) will find this device quite a boon.
In the exhibit of the Societe Daudoy-Maillard, Luca \& Co. there are some bench and pillar drilling ma chines with a novel work chucking table, shown in Figs. 5 and 6, the former showing it as applied to a
hand and the latter to a power drilling machine. The work table, A A, is made in two halves, the jcint faces having a steel gripping face. A right and left hand screw, $B$, operates the two halves to grip and release the work. Both halves of the table will swivel to grip ape frame, $C$, merely pulls in and out frou the fram $E$, of the machine ; but in Fig. 6, which is for heavier E , of the machine; but in Fig. 6 , which is for heavier
work, a rack and pinion moves C , being operated by the hand wheel, $D$. It is obvious that when the two halves of the table are closed, they constitute an ordinary table whereon work may be chucked as usual.
On a 16 inch swing lathe I find the dead center gripping device shown in Fig. 7, there being a slot through the tail stock at A, so that the top piece from A to B shall grip the spindle, C, parallel, while on the smaller tail stock, shown in Fig. 8, the locking bolt is in front, and a split runs from end to end of the spindle casing or bearing, so that the spindle is gripped along the whole upper surface of the bearing, which is only practicable on very light tail stocks. I have not seen any lathes in which the dead spindle is locked at both ends, as it is in the Sellers lathe, but $I$ have seen some whose bolt for locking the tail stock to the bed was made on the principle of that patented in the United States by S. W. Putnain, of Fitchburg, Mass. One cannot but notice the hold the gap lathe has in European practice, indeed, the great majority of small lathes are made on that principle. One such a lathe may be all very well in a shop, but looking to the fact that the geater part of the work done on a lathe is done at the head stock end of the bed, it is a good deallike spoiling a good lathe to break away the bed there.

Joshua Rose.

## The Methods of Success.

There is no modern notion that more completely strikes at the root of wholesome sentiment and of national and individual prosperity than the idea that many young persons are growing up with, that industry, especially manual industry, is not quite respectable.

Whether idleness takes the form of lounging and street gossip that begets all kinds of vices, or of dreamy sentimentalism that wastes life in vague fancies, or the busy idleness that occupies itself in attending to other people's business, all is pernicious in its effects as it is culpable in character.
The want of method and habit in early life is answerable for many evils to manhood. The youth accustomed to regular and industrious employment will seldom lose such habit in after life, while those who have been suffered to pass a desultory childhood will require extra fortitude and strength of character to become persevering, energetic, and industrious in after life. A determination of character, a firmness of principle, which tries to do that which is right instead of that which is temporarily agreeable is the great safeguard against evil. Impulsive exertions may some times produce magnificent deeds; but without methodical and steady resolutions, without system and habit and strength of will, but little permanent good or usefulness is ever accomplished. It is only in the cultivation and improvement of our faculties that we can properly enjoy any of them. The large number of instances show the vice of idleness to be the result of luxurious habits, which break down the native energy of character. The person who regards momentary gratification as the chief good will soon lose the vigor and enterprise necessary to undertake and the perseverance to carry through any scheme requiring industry and self-command. Some, from a paucity of ideas, lack enterprise and become torpid, being unable to see the utility of proper undertaking; while others, over whelmed with a vast conception of what is to be done sit down in the inaction of despair. Others begin with earnestness and hope, but, lacking perseverance, are intimidated by the first difficulty, and accomplish nothing because they have not the courage to face obstacles. Still others waste their energies in trying to keep others from succeeding, and have none left with which to secure their own success.-St. Louis Miller.

## Iced Fish Dangerous.

According to Mr. J. Lawrence-Hamilton, M.R.C.S. in the Lancet, ice spoils the freshness, firmness, and flavor of fish by rendering it, prior to putrefaction, insipid, soft, and flabby. Experience seems to show that the gravest cases of fish poisoning arise more commonly from eating fish which has been kept on ice than from eating fish kept naturally cool. Where fish is preserved on ice it appears that the ice only favors putrefaction by furnishing a constant supply of moisture, carrying with it the putrefactive bacteria derived from its foul and filthy surroundings, so that this iced fish remains covered with fresh solutions of filth pregnant with putrefactive bacteria. Thus large quantities of those subtile, complex bodies, the animal alkaloids or ptomaines, are probably elaborated, and give rise to those marked symptoms of poisoning which sometimes occur from eating fish preserved on ice. On the other hand, keeping fish dry and cool can in no way favor putrefaction. And although here cases of poisoning
may happen, yet the symptoms are much less marked, and pass off sooner, the toxic effects being usually confined to a passing attack of vomiting and diarrhea, while in the case of fish preserved on ice the vomiting and diarrhea may be less marked, though the other symptoms may be much more profound and lasting, and even sometimes fatal. There are various poisons derivable from putrid fish, the detailed consideration of which requires much further elaboration, work, experiment, and research. Indeed, as upward of seventy different kinds of food fishes, within a few hours of their death, on being eaten, give rise to poisonous symptoms, the Russian government, in 1894, will award a prize of 5,000 rubles (say roughly $£ 500$ ) for the best essay upon the nature and cure of fish poisoning.

## WILLARD CONDENSING ENGINE.

The extensive sale of gas engines and hot air engines, notwithstanding the high cost of the engines and of gas, reveals the very general demand for an engine of small power, say 2 to 4 horse power, for the use of small industries, which shall be perfectly safe, and the manufacturers of the Willard condensing engine (of which we give an illustration), who have been engaged in the manufacture of small engines of various types for the past ten years, believe that in this new engine, which they have now put on the market for the first time, they offer a motor which possesses all the advantages of other motors of this class, and is free from the structural faults that exist in some of the other machines. The manufacturers claim that the cost of fuel will not exceed one cent per horse power per hour, that it requires no watching, does not increase the rate of insurance, can be safely


## willard condensing engine.

managed by a person having no knowledge of engines, and that it is absolutely safe and cannot be exploded, because there can be no steam pressure whatever.
The manufacturers, in putting this engine upon the market, desire to impress upon the public the fact that it is not a hot air engine or a kerosene oil engine or a gas engine, but it is a condensing engine using a small quantity of steam, at less than one pound pressure, burning wood or coal, and is perfectly simple and reliable, making no noise or objectionable smell.
Full information can be obtained by addressing Charles P. Willard \& Co., 236 Randolph Street, Chicago.

## New Explorations in New Guinea.

One of the most important of recent exploring expeditions has been that under Sir William Macgregor, the Administrator of British New Guinea, who has recently ascended and examined the Owen Stanley Range, over 13,000 feet above the sea. Several attempts have been made to reach the summit within the past few years. Sir William, therefore, deserves much credit; all the more that his natural history observations are very full and valuable. Sir William is an accomplished naturalist, so that any exploring work he may undertake is sure to be of scientific value. He left Port Moresby in May, accompanied by his seçretary, and when the expedition was finaliy made up there were about forty natives. Onlv five, however, went up to the top with Sir William., who spent three or four days
examining the ridge. The summit was reached on June 11.
The climate Sir William describes as foggy and unpleasant up to 8,000 feet; but above that clear blue sky and beautiful climate, "one of the finest in the world." The party were ten days over 10,000 feet, and never had a cloud above them. The sea coast was visible on both sides, that on the north being the most
distant. But the country is much smoother on that side, and the ascent of the mountain from the north apparently unobstructed and easy. From the point of Mount Victoria in the east to Mount Lilley in the west is a continuous, unbroken crest of thirty miles, which was traversed by Sir William, who spent three days and a half on the suımit. His eyes were gladdened by the sight of daisies, buttercups, and forget-me-nots, and he brought away with him a quantity of white heath which reminded him of his native moun tains. Big icicles amazed his native companions, who thought their mouths were burnt when they attempted to bite this, to them, novel product of nature. Larks were plentiful, similar in flight and song to those of the old country. Specimens of the flora were naturally collected by an enthusiastic naturalist like Sir William, and among them also probably several novelties will be found.
There are no trees within 1,000 feet of the top, which is bare rock or covered with grass. There are no snakes or other pests on the main range, but unfortunately game is very scarce also. The temperature ranged from freezing point to $70^{\circ}$ in the sun. The southern aspect of the range is drained exclusively by the Vanapa River, the head of which was crossed at an elevation of 10,130 feet. No natives live on the mountains above 4,000 feet, although they hunt as high as 9,700 feet. All those met with at the base were extremely friendly. Nothing, however, would induce any of them to accompany the party up the mountain. They grow to bacco, peas, beans, many kinds of potatoes, yams, and bananas, and of these they gave Sir William as much as he wanted. They are certainly Papuan. The party returned to Port Moresby on June 25. Sir Willian was in perfect health the whole time, though, as usual the natives had their little complaints. Another ac count states that Sir William found the top of the crest very uneven, consisting of immense masses of rock separated by deep chasms. The long-tailed bird of paradise was shot at from 5,000 to 9,000 feet altitude. On the top of one of the mountains what is believed to be a new bird of paradise was obtained, golden yellow on the back, with a black velvet breast and belly: As to the botany, the variety was very small, but what there was, was new.

## High Pressure Water Power.

The Pelton Water Wheel Company, of San Francisco, have recently furnished the Treadwell Mill, of Alaska, a power equipment presenting many very interesting features.
The mill referred to is the largest quartz mill in the world, consisting of 240 stamps, 96 concentrators, 12 ore crushers, etc., requiring about 500 horse power. All of this machinery, covering several acres of ground, with its vast complication of countershafts and connections, is now run by a single Pelton wheel, 7 feet in diameter, operating under a head of 490 feet, making 235 revolutions, and using 630 cubic feet of water per minute, which is discharged through a nozzle three and thirtyone hundredths inches in diameter. With a 4 inch nozzle this wheel will work up to 735 horse power.
Perfect regulation is afforded by the use of a deflecting nozzle operated by a hydraulic governor. This is a nozzle about 4 feet long, with a ball joint at the butt end. To the discharge end is attached by lever connections an automatic hydraulic regulator, that varies the amount of water applied to the wheel as may be needed to adapt it to varying loads. This device has been adopted by the Pelton Co. as affording the most simple, sensitive, and satisfactory regulation, both for general machinery and electric light purposes.
Comparisons are often made at the East between the advantages of steam and water power. As applied on the Pacific coast, water has so much the better of steam that the latter is not to be thought of where water is available. A striking instance of this advantage is here afforded. The wheel above referred to weighs but, 800 pounds, and the entire equipment, embracing shafts, boxes, drising pulley, etc., only about two tons. A stean machinery plant to give the maximum capacity of this wheel would not weigh less than 200 tons. The expense of operating such a plant would run well into the thousands every month, while the cost of running the Pelton wheel is merely the oil needed for the journal bearings.
Included in the above equipment was also an 8 foot Pelton wheel to drive a 15 drill compressor, requiring 175 horse power. Also two sinall 18 inch wheels to run dynamos, which light the entire works. Probably no such amount of power was ever before furnished at so small expense, both as to first cost and that of maintenance. This mammoth mill affords a fair illustration of the modern methods of mining and of how low-grade ores can be made to pay large dividends.Pacific Lumberman.

## Remarkable Steel Projectiles.

At the Paris exhibition the firm of Holtzer show a shell which pierced a steel plate 10 inches thick and landed entire without a flaw 800 yards, or nearly half a mile, distant from the target. Only the point of the shell was slightly distorted.

## Mechanical Progress-the Past and Present

## by george b. price, me

The purpose of this paper is to indicate something of the wonderful growth of our manufacturing industries in the last twenty years, and to call attention to the wide difference in systems, marking this from previous epochs; especially the introduction of the draughting room as one of, if not the chief factor in promoting this unparalleled growth of mechanic arts.
To show the invariable superiority of one method over all others for accomplishing a purpose, and to be able to prove by many notable examples the unquestionable value of such method, is to show, at once, the road by which the live men of to-day are winning a deserved success, and a very possible cause of partial failure to those who are yet unacquainted with the very radical change in the situation.
Nothing is truer to this century than the oft-heard phrase, "the world moves on."
Time was when men were satisfied with candle light.
The ship in which Columbus sailed was doubtless looked upon as a noble craft. Men, for centuries, plowed the earth with wooden plowshares, and the smith at his forge was the nobleman in mechanical skill.
Our century, with its myriad wheels of invention, looks back upon those times as upon a world in its infancy. It was in its infancy. Then men toiled as best they knew how; and with commendable zeal constructed the argosies that have floated humanity to the portals of a new age.
From those portals a new light is shining, with promise of untold wealth. The rapid accretion of knowledge in the scientific world has evolved principles that men knew nothing of, even a century ago ; but which, being recognized and practically applied, are stimulating the great world of industries, abrogating the old and instituting revised methods, to such an extent that men have now grown perfectly familiar with the quotation that "things are not now done as they used to be." How very true! Instead of a small wooden hull, drifting uncertainly upon an almost impassable sea, we have now the advantage of swift and massive "ocean greyhounds," whose grace and perfection tell of a new world of mechanic arts. The smith at his forge, toiling with scarce-requited labor, to express in rude form the conceptions of his individual brain, has given place to our splendid machine shops and great foundries, equipped with "plant" that now makes easily possible what once had been more than a Utopian dream.

The secret of all this change, this wonderful accretion of the wealth of the world, is the genius of invention, controlled by scientificannowledge and wrought out by the subdivision of labor.
This means, when practically applied to our present subject: First, the conception, in one or more minds, of the elementary ideas of an invention. To embody this invention is the work, next, of the mechanical engineer, whose province it is to consider the various principles of construction that enter into the combination; to adjust the different parts to each other and to the whole, having regard to the required solidity, stability, flexibility, simplicity and economy, as well as the most approved or possible methods of casting, welding, finishing and joining those parts, considerations which may not only affect the ultimate practicability of the invention, but, according to the manner in which the subject is treated, will depend largely the grace, symmetry, and perfection of the machine.

The position of the mechanical engineer, in this early stage of the work, is as unique as it is important. He is like the doctor who is versed in the principles of medicine, but who, according to his appreciation of the conditions of the case, not less than the ingenuity of his resources, may often build up the patient speedily and lastingly, or only partially and imperfectly.

The physician of known ability is quite likely to be the cheapest in the end; so the timely employment of the engineer is almost certain to mean the best construction of the work proposed, in the shortest time, and with the most economy in ultimate cost.
From the hands of the engineer (who should follow up and superintend the subsequent construction) the plans and specifications go into those of the several workmen who are individually instructed, by the drawings, as to the proper way of working up their respect ive details. There is in this way no clashing or confusion, each man being responsible only for the correct production of his part.
Such seems to be the true explanation of the economic principles of the subdivision of labor.
Men have found out principles, and that the most progress is made and wealth more rapidly accumulated when the several stages of any piece of work are each guided and controlled by those who have made that part their special study.
We have a very limited idea of the subdivision of labor when we think of it only as of a number of men being divided into groups for the several manual operations in forming, say, a pin. This, indeed, is sub-
division of labor; but it should mean more than this. It presupposes antecedent skill and varied ability of a high order.
Before the finished product was possible, an intricate piece of machinery had to be built; which further presupposes not only skilled mechanics, but an inventive genius, and an ability, of somebody, to understand the requirements and correctly portray on paper the many parts, in detail, and as a whole. The designer was quite as necessary as the inventor or the workman.
Let it be remembered, then, that the workshop, though necessary for the practical embodiment of the in vention, is yet distinct from the invention. The rule of true progress here is plain. The invention must first be clearly conceived and plainly drawn on paper clearly and in detail, carefully and studiously designed according to the principles governing the particular construction; in short, it should be wholly created and visibly expressed in every detaii, by one who is master of the subject, before it is put into the hands of a single

How many ambitious, bright, but over-sanguine me have conceived a general notion of some invention, in volving mechanical principles of which, most likely, they knew little or nothing, and have thrown away time and hundreds-perhaps thousands-of dollars in blundering along-time and money that might have been saved had they started aright. Most assuredly it can be said, with emphasis, no matter how great or
how small the new work proposed, construct it first on paper!
Progressive manufacturers and machinists everywhere are every year recognizing more forcibly the value of this method, and recognizing it, are growing richer. Look into our best workshops of to-day; the great foundries and machine works that turn out our exact machinery, our fine locomotives, our floating palaces; in all you will find-not "a rule of thumb" and endless experiment, but a well-constituted, thoroughly superintended drawing room. Here the work is first really constructed, on paper, the varied problems carefully thought out, the many parts fitted and proportioned to their several functions; then the various artisans and workers aregiven their parts, and the whole structure grows uniformly, rapidly, to per-
fect completion. This is the new way. It has come to It
stay.
It might be interesting to some to have described the actual working routine of one of our largest and most successful manufacturing establishments-the great locomotive works, whose world-wide reputation has made the American locomotive famous as a competitor
on almost every line of railroad in the civilized world. One might naturally conclude that the system preferred by such a firm, after years of fruitful experience -the system which turns out two completed locomotives a day-ought to have superior merit; and if any doubt of this should remain in any one's mind, it should be fully dispersed by the further announcement that the virtues of that same system are being ap preciated, and as far as possible imitated, by competitive concerns, whose capacity and business are being rapidly enlarged in consequence.
Let us, then, take a swift glance through the said establishment, beginning with the draughting room, properly the starting place for our inspection. Here, in a well-lighted, ample apartment, are a number of draughtsmen, many of them brought up in the service. These are under the supervision and direction of a superintendent, who originally decides upon the plan of each locomotive to be built, estimating its capabilities and requirements. Instructions and a specification are then given to a draughtsman in charge, who carefully constructs on paper elevations and sections necessary to the complete locomotive. The detail drawings are then executed on stiff cardboards, or other materials suited to stand shop wear, and after passing satisfactory inspection of the examiner of drawings, are
given out, carefully numbered and registered, to the respective shops. No work can be done in any of the shops until this is done, thus manifesting the high importance which this successful establishment attaches to correct
struction.
truction.
In the
In the shops, the many details are each carefully wrought out, in strict conformity to the drawing, and, as completed, sent to the erecting shop, where, under competent foremen, the various parts are rapidly adjusted, each falling into its proper place, and in an incredibly short time the completed locomotive is breathed into by the breath of its steam life, and starts upon its career, a giant of force and monument of engineering skill
Time was when a complete preliminary drawing was hardly known in a machine shop. Then, men blundered, and blunders are always costly. Time will be soon, when a machine shop without its drawing room, its superintending engineer, will be but a lingering re minder of an experimental age before $m$
the true source of progress and wealth.
Those that still cling, like the smith of old, to the
Those that still cling, like the smith of old, to the
methods of a by-goneage, are falling behind in the race,
for while, in a sense, they may be laboriously building up a small trade, others, taking advantage of the proved better methods of success, will be forging ahead into enviable wealth.
The former has been left behind, not because of inerior ability, in his line, but because he has lost time in trying himself to do what anothercould have better done, at less expense to him.
There is another and concluding thought that should give hope to every man in the mechanic world.
As his craft grows into closer relationship with the great world of science about and above him, it will certainly lift him to a higher plane. Men are every where realizing, as never before, the everlasting truth of fixed principles and universal law governing all things. If a house falls, a bridge gives way, a dam bursts its confines, it is no longer an unaccountable event. Something was deficient. The capacity to letect the cause, the power to avert the evil by a scientific knowledge of the principles of construction, is, of all knowledge, the most useful, while its possession, in proportion to its completeness, should raise its possessor to the first ranks among men.

## Amber and Ambergris.

Ambergris, which is used as a basis for nearly all standard perfumery, was first found an unattractive wass floating on the surface of the sea or lodged upon the shore. How so unlikely a substance ever suggested itself as a perfume is unknown, but it has been in use for centuries, and it is only in comparatively recent times that its origin has become known. It is nothing more than the morbid secretion of the liver of a sick spermaceti whale. It is described as a fatty, waxy substance, disagreeable to sight or touch, but even in its crude state exhaling a pleasant odor. The crude substance is subjected to chemical action to extract the active principle, called amberine. It was recently reported that a Maine fisherman picked up a mass of the substance which nearly filled a barrel and is worth $\$ 25,000$. This is probably an exaggeration both as to size and price, for the largest piece on record was found on the Wind ward Islands, weighing 130 pounds. This was sold for about $\$ 2,600$.
Amber was also first found on the shores of the sea after severe storms. For a time its origin was un known, but it was early put to use and regarded with a superstitious awe by the ancient Greeks and Romans, its peculiar electrical qualities being noted by them. It is now thought to be the gum of forest trees which perished ages and ages ago, the lands upon which they flourished having become the ocean's bed. Amber has no fixed value, the price being regulated wholly by size, quality, and other considerations. Drops of amber in which are embedded insects of those ancient times command fancy prices, while the more common kinds are used for making a certain kind of varnish and even in medicine. The world's supply of the two amber and ambergris, does not wholly depend upon what may be accidentally found. Dredging for ámber is now systematically carried on by regularly organized companies, and all spermaceti whales killed by whale men are subjected to a pretty thorough post-mortem examination, the find of ambergris in the monster's in terior often being vastly more valuable than the oil extracted from his blubber overcoat.-Lewiston Jour.

## Gas at Five Cents per Thousand.

It is announced that a company already in operaion at Litchfield, Ill., will pipe fuel and illuminating gas into East St. Louis. Mr. Henry O'Hara, a capi talist of St. Louis, who is prominent in the enterprise says they have a process for manufacturing gas from Lima (O.) oil, which costs $11 / 4$ cents a gallon. This amount of oil renders over 1,000 feet of gas. They have eight miles of pipe down, and are furnishing families at a rate which for lighting a large house and supplying three stoves with fuel takes but $\$ 54$ per annum from the proprietor's pocket. The plant they are put ting into Litchfield will cost some $\$ 60,000$. From this they propose to lay an 8 inch gas main to East St. Louis, 37 miles, and deliver their product there at a price far below that which the company now in power there can do. They claim that they can give light and heat to the city at five cents per 1,000 feet of gas, or give it away for a long time and scarcely feel it, the production costs so little. In explaining the process Mr. O'Hara said: "A bench, that is, a plant with twelve retorts, will cost about $\$ 5,000$, and will supply a town of 6,000 inhabitants, it would produce 60,000 feet of illuminating gas daily and 13 times as much fuel gas ; here are the figures- 120 gallons of crude petroleum $\$ 1.50$, gas for operatives 30 cents. one workman one day $\$ 2$, total $\$ 3.80$-product 200,000 feet. The crude oil is introduced to the furnace direct from the tanks Steam forces it into spray, and, mingling, both absorb the elements from the air and a chemical degeneration commences that winds up in non-condensable, non-explosive gas. For intensity of heat the fuel gas excels. I have seen Swedish iron, which requires $4.500^{\circ}$, made with it, and also crucible steel not only made, but nelted and burned up in a few minutes."-American manufacturer.

## recently patented inventions.

 Engineering.Steam Boiler.-Harry A. R. Dietrich South Bethlehem, Pa. This is a boiler with a water front arranged in connection with a generating section, pipes leading upward to a steam receiving chamber, nection with which is arranged a superheating section the invention. being an improvement on a former pa tented invention of the same inventor

## Mechanical.

Tube Cutter.-Patrick H. Benade, Punxsutawney, Pa. In this machine expansion bars actuated by an adjustable wedge are used to throw a series of cutters radially outward, independently rotat-
able cutters being used, and their feed effected by a screw forming part of the rotatable tube, the cutters being peculiarly placed and having the power very ef-
fectually applied, whereby various sized tubes may be fectually applied, where
cut with the same tool.
Auger Bit Die.-Charles H. Irwin, Francis I. Hoefle, and James W. Simmons, Wilming ton, Ohio. This invention provides for forging bits having a spiral blade operate flange which surrounds a central stem, which has spiral form between the convolutions of the blade and gradually merges into them, the dies for forging the cutting head of the bit also forming special features of the invention.

## Railway Appliances.

Ball and Socket Pipe Coupling.Thomas Aldcorn, New Durham, N. J. This is a pip coupling joint specially adapted for connections between cars, the joint being formed with a ball and joint adapted for the turning of cars in rounding joint adapted for the turning of cars in rounding
curves, and the spring permitting of endwise move ment as the ends of the cars move toward and from each other.

## Agricultural.

Side Hill Plow.-John D. Burk hart, Dayton, Washington Ter. This is a double pointed plow having the standard formed in two pieces,
a vertical pivot bolt passing through the beam, hinged a vertical pivot bolt passing through the beam, hinged
locking stirrups and locking lever locking stirrups and locking lever, whereby the plow
can be readily reversed by means of the locking lever and the stirrups, and the reversing, shifting the and the stirrups, and the reversing, shifting the
handles, and moving the clevis are each quickly accomplished by one or two movements.

Weed Cutter.-Erich Schmidt Marysville, Cal. The body of this implement carries a
vertically adjustable angled share comprising a series vertically adjustable angled share comprising a series
of cutting blades and tie plates or frogs secured to the under face of the blades, the implement being so ad justable that the heel of the share may be raised or
lowered in a line parallel with the point, while the lowered in a line parallel with the point, while the
share may be so regulated as to cut any width of swath desired
Hen House. - Solomon Harbaugh, Geneva, Neb. This invention covers novel features of
construction in a hen honse, whereby the roosts and also the floor can be honse, whered making it co venient of access in all its parts for cleaning and reno vating, the house also having room for the storage of feed, etc., and being so arra
well ventilated at all times.

## Miscellaneous.

Corset. - Thomas S. Gilbert, New Haven, Conn. This corset is provided with a transverse proper shape at the hip and without the use of the numerous ribs ordinarily required
Leather Stripping Machine. William H. Hoople, Brooklyn, N. Y. A machine for welting. The leather is passed beneath a roller against the blades, and all material cut from the edge is guided outward, while the strips of proper width are carried forward.
Life Boat.-Peter F. Schenck, Highlands, N. J. This is an unsinkable car or boat adapted for use from the shore or to be carried by vessels, and
has air inlet tubes opening without and within, the outer parts of the tubes having valve chambers with opposing perforate and imperforate seats, the interior of the craft being entirely inclosed when in use and air abundantly suppl
Submarine Diving Apparatus. Frank Vaughan, Elizabeth City, N. C. This invention consists mainly in a submerged lamp arranged to automatically create and sustain the circulation and sup-
ply of fresh air to the diver, in connection with other ply of fresh air to the diver, in connection with other novel constructions and combinations of parts, to
facilitate exploring shallow waters and the examinafacilitate exploring sha
tion of sunken vessels.

Elevator. - Seth K. Humphrey, Faribault, Minn. This is a passenger elevator more es-
pecially designed for the use of employes in mills and pecially designed for the use of employes in mills and
factories, the luvention being an improvement on former patented invention of the same inventor, and covering various novel details and combinations of parts designed to facilitate the operation of the elevator and prevent accidents.
Tripod. - Jonathan Warner, Sag Harbor, N. Y. This is a tripod especially adapted for use with photographic cameras, and the legs of which may be folded into small space, the legs being also adreadily attached thereto and firmly locked in adjusted position.
Process of Treating Cereals. Franklin Dorr, Baltimore, Md. This process consists
in first cooking the grains, then partially drying and
cooling them, then crashing the grains by a prolonged
frictional grinding and in the same operation drying the product and also stimulating chemical changes by the rictional heat generated by the prolonged grinding, hus better adapting the grains for use in brewing and
Torch and Gas Burner Key.George W. Lindsay, Gainesville, Texas. This is a comination implement by means of which the gas may be lighted without the flame of the torch coming in conreadily taken hold of and onerated, the body portion of he implement having a forked upper end, below which a impleir from which a wick tube projects at one is a res
Conveyer.-William R. Crow, Buffalo, N. Y. This conveyer consists of a casing with dis-
charge chute and upwardly inclined floor section, a heel at each end of the section and wheels at opposit nds of the casing, in connection with shields and an ondless chain provided with blades, the conveyer being especially designed for use in connection with drag
chains wherever grain, coal, sawdust, etc., can be carried whith one line of chain from a horizontal to an oblique position.

## SCIENTIFIC AMERICAN

BUILDING EDITION.

## OCTOBER NUMBER.-(NO. 48.

## TABLE OF CONTENTS

1. Elegant plate in colors of a residence at Montclair details, etc. Messrs. Munn \& Co, architects New York.
2. Plate in colors showing a two story and attic frame dwelling at Montclair, New Jersey, at a cost of tects, New York. Perspective, floor plans, sheet of details, etc.
Design for a memorial monument at the
battlefield. A. Skerring, I.A., architect.
Engraving of the Winn memorial public library,
Woburn, Mass. H. H. Richardson, architect.
3. A cottage at Mt. Vernon, N. Y., costing four thousand five hundred dollars. Perspective view and floor plans.
4. Residence erected at Mt. Vernon, N. Y., by the
Hon. Chas. Crary, at a cost of eight thousand Hon. Chas. Crary, at a cost of eight th
dollars. Plans and perspective elevation.
5. Design for a three thousand dollar railway station. Drawn by Mr. W. Henderson, of the Chicago Architectural Sketch Club,
6. A residence at Bridgeport, Conn., built for I. W. Birdsey, Esq., at a cost of eleven thousand seve
hundred dollars. J. W. Northrup, architect. A residence at Chester Hill, Mt. Vernon, N. Y., recently erected for I. J. Smith, Esq., at a cost o twelve thousand dollars. Floor plans and per spective elevation.
7. A stone house on Jersey City Heights, N. J., built Esq. Perspective elevation and by L. H. Broome Esq.
8. A block of brick fronts at Bridgeport, Conn., W H. Worsam, architect. Cost three thousand six
hundred dollars each. Floor plans and perspec tive elevations.
9. New court house and post office, New Bedford Mass. Perspective and plans.
10. The Mexican pavilion at the Paris expositionhalf page engraving.
11. A residence on Jersey City Heights, N. J., built A colonial A colonial house at Englewood, N. J. Edward H
Kendall, architect, New York. Perspective and floor plans.
12. Sketch of Florence Nightingale's home at Lea Hurst.
13. House on Grayswood Hill, Haslemere. Perspective Sketch of the Fitzwilliam museum, Cambridge. Half page engraving.
14. Entrance doorway to the ceramic and mosaic sec-
15. Bedroom of the Shah of Persia, in the Hotel de la Rue Copernic, Paris.
16. Miscellaneous Contents : An acoustic trouble. Use of dynamite in making foundations, Cement for stone. - Ornament.-Cypress. - A talk with a quarryman.- Slate an unsafe roofing for mills.-Memorial pulpits, illustrated.-An berries.-The camera as a witness in a suit for
damages.- Extensive and successful trusts: the co-operative building system.-A model bedroom -The painter and the architect. - Woods for
finishing. - An improved wood finish for infinishing. - An improved wood fish for in teriors, illustrated. - Decoration of interiors
with "Lignomur," illustrated.-A substitute for glass.-Artistic surroundings enhance morals.--House heating.-The homes of the poor.
The Scientific American Architects and Builders Edition is issued monthly. $\$ 2.50$ a year. Single copies, 25 cents. Forty large quarto pages, equal to about
two hundred ordinary book pages; forming, practically, a large and splendid Magazine of architec TURE, richly adorned with elegant plates in colors and with fine engravings, illnstrating the most interesting
examples of Modern Architectural Construction and allied subjects.
The Fulneess, Richness, Cheapness, and Convenience any Arch have won for it the Largest Circulation all newsdealers.

## ßusiness and Personal.

The charge for Insertion under thes head is One Dollar a linejor each insertion, about eight words to a line.
Advertisements must be received at publication office Advertisements must be received at publication office

Agents wanted for the United States for sale of im proved horizontal-acting cast steel ratchet wrench and screwdriver. patented March 5, 1889. See description
pake 275. Caution: Beware of fraud. To protect the uyer against high prices and inferior goods, see that the name of Carl A. Strasser is stamped on the shank of eratt St., Baltimore, Md.
Wanted-Experienced mechanical draughtsmen. Ap ply at the Ba
A. Co., Md.
Manufacturers in iron and wood desiring plain road insurance at moderate rate should address the New York. Edward A. Swain, President.
The Eclipse hydraulic elevator is absolutely safe. No pes or cables. Cannot fall or freeze. Tuerk Hydraulic Wire
tion of ores and other materials. Quarry hoists. Wire rope of all kinds. The Trenton Iron Company. Trenton,
N. J. New York office, Cooper, Hewitt \& Co., 17 Burling slip. Western agents, Fraser \& Chalmers, Chicago, Ill. For best hoisting engine. J.S. Mundy, Newark, N.J Guild \& Garrison, Brooklyn, N. Y., manufacture steam pumps, vacuum pumps, vacuum app
pumps, acid blowers, filter press pumps, etc. For the latest improved diamond prospecting
address the M. C. Bullock Mfg. Co., Chicago, Ill.
Presses \& Dies. Ferracute Mach. Co., Bridgeton, N. J The Holly Manufacturıng Co., of Lockport, N. Y will send their pamphlet, describing water works maScrew machines, milling machines, and drill presse . E. Garvin \& Co., Laight and Canal Streets, New York The Improved Hydraulic Jacks, Punches, and Tube Safety Elevators, ste and belt power ; quick a D. Frisbie Co. 112 Liber Tight and Slack Barrel Machinery a specialty. John
Greenwood \& Co., Rochester, N.y. See illus. adv., p. 173 . Belting.-A good lot of second hand belting for sale ap. Bamiel Rove
Patent swing cut-off saw, with patent shield for saw.
Rollstone Machine Co.. Fitchburg, Mass.
Send for new and complete catalogue of Scientific


## NEW BOOKS AND PUBLICATIONS.

Steam Engine Design. For the use of
mechanical engineers, students, and
draughtsmen. By J. M. Whitham.
New York: John Wiley \& Sons.
New $\begin{aligned} & \text { York: John Wiley } \\ & \text { 1889. }\end{aligned}$ Pp. ix, 391 . Price $\$ 5$.
The titular subject of this book is well treated by he author. The design of the different portions of an engine is first treated, and then, proceeding from the
parts of the engine, the next step is to the different types of engines themselves. Indicator diagrams and crank-effort diagrams are also treated, and a chapter is devoted to the friction of different moving portions.
Toward the end of the work propelling instruments for vessels are spoken of. The definition of parts is car ried to such detail that of the crank pin and connecting rod each receives a chapter to itself. The work is illustrated by numerous plates and cuts, and the mathematics of the subject receive proper consideration.
Die Gasmaschine. Ihre Entwickelung, ihre heutige Bauart und ihr Kreisprocess. Von R. Schottler, professor an
der Herzogl.
Technischen Hoch schule zu Braunschweig. Braun-
schweig. viii, 330 .
Taking the leading gas engines of the world as a
theme, the theory and practice of this subject is wall treated in the book before us, and in view of the ever increasing importance of this branch, the book must be looked upon as a valuable contribution to science. The ential calculus, and the Carnot engine, so well known to students of the sciences, is treated of in its proper place; 250 illustrations are included. Tabular plates the theory of the mixture of gas and air.
Hydraulic Motors: Turbines and ufacturers and students. By G. R.
Bodmer, A. M. Inst. C. E. London: Van Nostrand Company.
ix, 525 . Price $\$ 4$.
In the preface of this work, it is stated that the author's attention was directed to the absence of any
English work of adequate comprehensiveness on the English work of adequate comprehensiveness on the plied most excellently, giving a very exhaustive treatment of the mathematics of the various types of hydraulic motors, with formulæ and examples of the pracical application of the same. The work is accompanied by an excellent index, but the table of contents seems hardly adequate for the very exhaustive text of the volume.
Commercial Organic Analysis. A treatise on the properties, proximate analytical examination, and modes of assaying the various organic chemicarts, manufactures, medicine, etc.
Vy Alfred H. Allen, Fhiladelphia : P. Blak-
iston, Son \& Co. 1889. Pp. vii, 431. Price $\$ 4.50$.
The third volume of this work, now become a clasphenols, aromatic acids, tannins, dyes and coloring
the work need only be informed that this one shares Under dyes we to appreciate its important character. organic products of synthetic chemistry, followed by he natural dyes, with full treatment of the chemistry Practical Blacksmithing. Compiled Volume II. New York. 1889. Pp. Volume II. New
xxxii, 224 . Price $\$ 1$.
This work is properly characterized by the publishers as unique. It is helieved that no work of this character, treating practically of its subject, exists in this lanand anvil tools treated most interestingly. Hammers, and anvil tools treated most interestingly. Hammers,
ancient and modern, and other tools are considered, giving the archæology of this subject, as well as its present practice. Numerous illustrations accompany the work,
and we believe that in the present era of manual training it will have an especial value for many stadents of metal working.

## Hadestatineries

HINTS TO CORRESPONDENTS.

(1439) F. J. K. asks: 1. For a formulafor a metal polish (red colored paste)? A. For red polishing
paste use following: Beef marrow 7 oz., pine colcothar 3 oz. Mix by heat and perfume with oil of almonds Lard may be used instead of marrow. 2. A receipt fo silver soap are given. We give three receipts. (a) The hiver soap are given. We give three recipts. (a) The it must be washed 6 cr 8 times and levigated. Dissolve $61 / 2 \mathrm{lb}$. cocoanut oil soap cut in pieces in Mix thoroughly $1 / 2 \mathrm{lb}$. of the colcothar, which has previously been rubbed up with a little water, with $51 / 2$ oz. pure ammonium carbonate finely powdered. The
latter is added to the cold soap solution. The soap may latter is added to the cold soap solution. The soap may
be boiled down and run into moulds. It should be wrapped in waxed paper. (b) Dissolve 14 ounces white castile soap in $1 / 9 \mathrm{~g}$ gal. water and add 7 oz . of finely cocoanut oil soap melted with sufficient water add 10 parts tripoli, 5 parts alum, 5 parts cream of tartar. 5 parts white lead (dry), all mixed and pulverized to
(1440) C. S. C. asks if the speed of a vessel given as so many knots an hour is the same as so many miles of $5,280 \mathrm{ft}$. to the mile. A says a knot is $6,080 \mathrm{ft}$, B says a knot is $5,280 \mathrm{ft}$. A. Knote per hour
indicate nautical miles, each equal to $1-60$ of a degree (1441) on the equator, or 6,079 feet nearly
(1441) J. H. K. writes: We inclose sample of earth or soap filling. We.would like you to We suggest treatment with nitric acid, followed by We suggest treatment with nitric acid, followed by
thorough washing. The trouble is that any chemical treatment will be apt to cost too much, or to involve too much trouble and complication.
(1442) G. R. writes: In ScIENTIFIC American Supplement, No. 709, August 3,1889 , you speak thus of Dr. Edward Jenner: "It was about 1776 speak hus of Dr. Edward
that he began his researches upon cow pox,"' etc. Also,
"It was on Nay 14, 1796, a memorable date, that Jen"It was on Nay 14, 1796, a memorable date, that Jen-
ner, courageous from his observations, dared to perner, courageous from his observations, dared to per-
form the first official vaccination." I also quote from James D. McCabe's "Centennial History," page 227 "And yet this man (Cotton Mather) was not to die 1721, thendering to the country a genuine service. I 1721 , having become satisfied that inoculation was duction of it into the colony. He was opposed by the whole body of the clergy," etc. Are these statements correct as regards dates? A. Inoculation was intro Wortley Montagu. In 1718 she had her son and daughte thus treated, and soon after returned to England to wage war for the new treatment there. Jenner substi culty culty caused its extensive use. Inoculation is treat
ment with the virus of true small pox; vaccination treatment with the virus of cow pox. The dates yo (1443) S. E. K. asks: What is the largest ba 850 miles north and south by 600 miles wide.
(1444) C. A. M. L. writes: I desire to get up some arrangement to set off two or three charges an electric or guncotton at the same instant; of course, a battery suitable for the purpose, and the arrangement of the same? A. A number of static electric machines, inductive and frictional, are on the market, constructed
for this purpose. These ignite by a spark. A dynamo for this purpose. These ignite by a spark. A dynamo
can be used to ignite by an incandescent wire. The gun. cotton must not be fired directly; a capsule containing gunpowder must be embedded in it and arranged to be ignited by the spark or incandescent wire. In our Supplement, No. 161, you will find a dynamo de scribed that will answer your purpose. Use a shor prece of No. 30-36 platinum or iron wire to complete the
circuit through the gunpowder.
(1445) C. W. J. writes : Will you please inform me how to make a good toning solution for
albumen printsthat will give a good rich tone pleas-
ing.to the eye? A. Tone with gold and borax in the

## Gold chloride.

Borax pulverized.
Water ... .............................. 3 oz.
How can I make chloride of gold from a gold dollar A. Mix one ounce of nitric acid with two ounces of muriatic, in a six ounce porcelain dish, and apply a is nearly evaporated, then allow it cool, and dissolve the contents in ten ounces of water. When required for use, add one ounce of the gold solution to six of water and neutralize with bicarbonate of soda. The soda precipitates the alloy in the coin and thus makes it
harmless in the process of toning the prints. 3. How harmless in the process of toning the prints. 3. How
is brown chloride of gold made? A. By dissolving pure gold in c. p. nitric acid one ounce, c. p. muriatic acid three ounces and evaporate until this compound
acid is entirely driven off by heat. 4. What causes acid is entirely driven off by heat. 4. What cause
frills or blisters in albumen prints, and what can I do to prevent them? A. This is often caused by the condithe paper is manipulated. To avoid this perplexity first purify water by dissolving five grains silver nitrate in each ounce of water required for use, and allow
it to stand in sunlight for two days or more. Then filter it to stard in sunlight for two days or more. Then filter,
and add one ounce of silver to every ten ounces of and add one ounce of silver to every ten ounces of
water. When the silver is dissolved, add 2 drachms of water. When the silver is dissolved, add 2 drachms of
fused nitrate of ammonia to each ounce of silver nitrate used. Before floating the paper on this solution, rub taken from the bath, remove the surplus sllver with thick blotting paper. Paper prepared in this way requires no fuming, but should be printed a triffe lighter than when subjected to ammonia. 5. Can I burnish
albumen prints without a burnishing machine? A. A albumen prints without a burnishing machine? A. A
pressing iron, such as used ly tailors, may be employed for this purpose, but there is prohably nothing that will do the work as effectually as the burnisher.
Where can benzoic acid be procured? A. Of Charle Cooper \& Co., 197 Worth Street, N. Y.
(1446) F. A. Y. asks : 1. Has an electro magnet with the core made of a bundle of iron wires
much more strength than one with a solid core? A. It is not stronger, but it will receive and part with could I procure vulcanite? A. From any dealer in elec trical supplies in this city. 3. In a bichromate of potash battery composed of a plate of carbon 1 inch square resistance of the liquid? A. The resistance varies wit the liquid. With a fresh solution, less than an ohm. 4 If they are two inches apart, is the resistance doubled?
A. Yes. 5. If the plates are two inches square, is the resistance quadrupled? A. No; it is reduced to $y_{2}$ the side of the zinc, is the resistance halved? A. It is much lessened, but not halved. 7. Is shellac acid proof? A.
Yes. 8. In the condenser described in Supplement, No. 160, by 40 square feet of tin fuil surface does it
mean 40 square feet of tin foil, or 20 square feet of foil, each piece having two surfaces? A. 20 square
feet. 9 . Would the effect be the same if the length feet. 9 . Would the effect be the same if the length
and width of the condenser would be increased or dind width of the condenser would be increased or di tin foil surface? A. Yes.
(1447) J. E. S. asks (1) why the discol oration of a plastered ceiling is heavier on that portion In other words, why do we see so plainly marks on sooty wall or ceiling that correspond to the beams and lathing that support the plaster? A. It is hard to assign any reason that will be certainly correct. The may be slightly damper there. It is possible that this would assist its discoloration. 2. Is the platinum tha
is used in the manufacture of jewelry a comparatively pure production, or is it sufficiently alloyed with lead to make it practically fusible? A. Platinum as used by ewelers is of good degree of purity, and is not alloye with lead. 3. Will you please name some work in explained? A. Platinum is found in the metallic state in nature. In Brannt's Metallic Alloys, $\$ 2.50$, you wil find its preparation and uses discussed and described Its reduction is very simple, consisting of little more
than melting or welding the particles of metal together
(1448) H. C. S. writes: 1. Can you tell me what quantity of air in feet. is comprised in one
pound of air? A. A cubic foot of air weighs 537 grains; pound of air? A. A cubic foot of air weighs 537 grains;
pound avoirdupois of air measures about 13 cubic feet. 1 pound avoirdupois of air measures about 13 cubic feet. A. Heat. very gently on a tablespoon until all the water is phuric acid. 3. Please give me so as to expel the sulsirup. A. Place sugar in a funnel or percola simple pour water through it. If not packed in, the wate should be allowed to act upon the sugar for some time before being drawn off. Or simply keep an excess of sugar in a vessel of water, and stir from time to time drawing off the clear sirup. 4. What proportion of glucose is usually used in manufacturing sirups? A It should contain uone. No fixed quantity can be as
signed.
(1449) R. A. S. asks : 1. Is the induced 50 volt current in a Westinghouse system continuous or
alternating? A. It is alternating. 2. If alternating, how can I make a motor to run on that circuit? I should want it about $1 / 1 /$ horse power. Have you ever described A. You will find a description of an alternating current motor in Supplement, No.601. 3. 1 want to make a magneto generator with permanent magnets and a Gramme armature. I should like to get about 40 or 50 volts out of it. What size wire am'I to wind the armature with? Armature to be about same size as simple electric motor, March 7, 1887. Will 40 volts form an arc between $1 / 2$ inch carbons? A. The armature of the
simple motor would be too small to simple motor would be too small to generate a 50 volt
current. You will need about 3 feet of effective wire current. You will need about 3 feet of effective wire
surface per volt, in a strong magnetic field. A current of 3 or 4 amperes with a voltage of 40 volts will run an arc lamp. 4. Can I get a secondary current by forming a coil of say 18 wire, passing a current from four Samson cells through it, and putting soft iron bar into it, and
next to the primary slide over the same core a secondary
coil of say 4 ounces No. 30 wire? If so, could I make use
of it as a medical coil? A. With an interrupted current it would produce a secondary one, but would not be (1450) P. D. asks : 1. Does gasoline vaporate if exposed to the air? A. Yes. 2. Is there evaporate if exposed to the air? A. Yes. 2. Is there ing stove? A. It would be exceedingly dangerous, and
almost certain to cause a conflagration, unless burned almost certain to cause a conflagration, unless burned rom proper gasoline burners and fittings. 3. Which eginner? A. Thompson's Elementary Electricity hich we can supply for $\$ 1.25$. 4. Could you give me a ood receipt to can tomatoes? A. Scald the tomatoes kettle and simmer 30 minutes. Put boiling hot into ars and seal. Warm jars previously very slowly to void cracking. 5. Which is the simplest rule to find out the tonnage of a ship? A. There are a number of rules, most of them arbitrary, such as the old rule, new ule, builder's rule, etc. The true tonnage or displaceent is a matter of elaborate calculation from the hape of the ship. 6. Is window glass cut on the
vex or concave side? A. It is cut on either side
(1451) G. M. writes: 1. Has carbonic cid gas either in a liquid or gas ever been tried as a motive power to run machinery? A. Never successis there any liquid that is explosive by a spark of fire coming in contact with it? I mean the liquid, not its vapor. A. Yes; but such liquids are exceedingly danerous to experiment with. 3. Is there any reason why gunpowder could not be made that would be several seconds (5 or $\begin{aligned} & \text { b } \\ & \text { ) in exploding, and how long does it take }\end{aligned}$ to explode the so-called slow-burning powders of the
present time? A. Such can be made by reducing the present time? A. Such can be made by reducing the
proportion of sulphur generally used. A charge of sloportion of sulphur generally used. A charge
slowning powder explodes in a fraction of a second. 4. Assuming that the boilers of an ocean steamship deuch is twenty thousand horse power or how much is absorbed by the best engine? A. About ninety per cent is fair allowance.
(1452) F. M. W. asks for the ingredient hichadded to glue will make it impervious to water fter it has dried? A. Add bichromate of potash repremixing and heatiug in a dark or obscure room or cover mixing and he
the glue pot.
(1453) I. E. B. asks for the composition of a good sizing to be used in embossing silk or leather ith gold leaf by means of a hot die. The sizing must
ot stain. A. Very finely powdered dried white of egg, resin, or gum mastic 18 used. It is dusted over the surface, the gold leaf placed upon it, and the hot iron tool pressed down upon the leaf, causing it to adhere where the tool touched it. The rest of the gold leaf may
be rubbed off with a greasy cloth.

## TO INVENTORS.

An experience of forty years, and the preparation of more than one hundred thousand applications for pa-
tents at home and abroad, enable us to understand the aws and practice on both continents, and to possess unequaled facilities for procuring patents everywhere. A
ynopsis of the patent laws of the United States and all foreign countries may be had on application, and persons broad, are invited to write to this office for prices, which are low. in accordance with the times and our exmunN \& CO., office Scientific american, 361 Broadway, New York.

## INDEX OF INVENTIONS

For which Letters Patent of the United States were Granted

October 15, 1889,
AND EACH BEARING THAT DATE.
[See note at end of list about copies of these patents.]
Agricultural boiler or heater, J. A. Wright.......
Air heating and circulating device, A. Shively.. Air heating and circulating d
Alarm. See Burglar alarm.
lbum. leaf and flower, H. T. Cook.
Ancohol, puriffing, C. M. Pielsticker..........
Auger bit die, C. H. Irwin et al
Auger handle, J. N. Devoy...
Auger handle, J. N. Devoy....
Axle box and lubricator, car, Inemer \& Lyston
Bug and twine or sample holder, F. H. Smith.
bag holder. C. I. Yate
Barrel, T. L. Norman.
basket handles, app
Battery. See Secondary battery
Bearing, lubricant, P. H. Holmes
Bed covers, device for securing, R. H. Lowe

## Bed sofa, G. H. Skinne

Bedstead crib attachment, J. M. Stoy. Binder, temporary, J. S. Akers.......................
Board. See Chess board. Electrical switch
at. See Life boat.
Boilcr. See Agricultural boiler. Steam boiler. Bolt, Schoen \& Friedenstei
Boom or shoe, spring heel, F. F. Ravmond, 2 . Boot or shoe, spring heel, F. F. Raymond,
Boott, hip attachment for, Rexer \& Sidesinger....
Botlles, dropping stopper for medicine, W. W. \& E. F. Preston...
Box. See Fire alarm box. Wagon box Box. See Fire alarm box. Wagon box.
Brake. See Car brake. Wagon brake.
Brick, composition for basic, E. Bertrand. Brick, composition for basic, E. Bert
Brush machine, scrub, A. M. Cook... Brush machine, sc
Buckle, J. Gump
Bung bushing or faucet socket, F. H. Kane.
Burglar alarm, Button, W, J. Lepkie, 2d.


Cane shaver, plant, R. Maurin.
Cannon and supply system, pneumatic, W. A
Bartlett bartlett........... Car brake, F. M. Smiley.
Car card clip, railway, F. Car coup clip, railway, F. Robinso
ar couling, Deyo \& Schroeder. Car coupling, A. A. Stover

## Car coupling, c. c. Warren.

Car doorrs, tizhtening and fastening device for, J .

Car journal box, railway,
Car mover, E. Dederick.
Car, railway frelght, C. Mackal
Car ventilation, E. P. Brown..
Cars, drawbar stop for railway, G. W. Cushing.
Cars, fender guard attached to, R. M. Edward. Cars, fender guard attached to, R. M. Edwards...
Cars, hand power motor for street, J. N. Johnson Cars, steam heater for rals
Card, sample, J. Samuels
Carpet stretcher, C. F. Coo
Carriage and sled, combined, ... B. Whitney...............
Carrying apparatus, J. O'Keeffe... Case. See Shot case. Toilet case.
Casting ingots, device for, T. Brady.................
Cereals, treating, F. Dorr...
Chain, trace, M. H. Kinsley.
Chair. See Dental chair. Rocking chair

Ihgs, vercelli \& Graziana....
Chopper. See Cotton chopper.
Churn, W. H. Shoup
Clamp. See Clothes line clamp.
Clasp, I . L. Weiskopf
Clip. See Car card clip.
Clothes folding machine, W. F. Brook...
Clothes line clamp, M. F. Hayes.... Cothes line clamp, M. F. Hayes....... .
Coal bin or coal cabinet, J. J. Kuykendall. Coal, tower for the elevation and storage of, E.
Clark...............................

Corfee pot, Florer \& Moyer ..............
Collar fastener, horse, w. T. Summers..
Coloring matter, blue, Gnehm \& Schmid
Coloring matter, gray, G nehm \& Schmid Coloring matter, violet, Gnehm \& Schmid.
Coloring matters, production of yellow,

## lek........................ Condenser, . Dederick. Coverter, J. W. Book walt

Coverter, J. W. Bookwalt

Conveyer. W. W. R. Crow
Cooking utensil, C. C. D
Copying pad, T. Robson

## Corn conveyer, J. \& Cornet, B. H. Hite

Cornet, B. H.
Cotton choper and cultivator, G. W. Hutto
Coton cultivating Cotton press, W. W. McAlpine.
Cotton press, W. W.
Cotton press, J. W. Turnpaugh....................
coupling. Thill coupling. Vehicle reach
coupling.
coupling.
Coupling for permanent ways, Cardwell \& Wat
Crane, hydraulic, Kennedy \& Aiken
Crystalline calcic tetraphosphate and making th
same. J . Reese................................
Curling iron heater, Mattes \& Burkhardt
Current machine, alternating, c. Zipernowsky
Cutter. See Tube cutter. Weed cutter.
Dental chair, B, M. Wikerson
Cuter. See Tube cutter.
Dental chair, B. M. Wilkerson.....
Dental engine, Hood \& Reynolds.
Dental engine, Hood \& Reynol
Dental matrix, G. M. Weirich .
Die. See Auger bit die. Screw die
Digestive compound. J. Carnrick.
Digestive compound, liquid, J. Carnrick.
Digestive
Digestive compounds, preparing, J. Carnric
Digger. See Post hole digger.
Diving apparatus, submarine, F. Vaughan Dock, floating, J. Standfield...
Door, D. W. Howard.
Draught equalizer, J. Butler....
Draught equalizer, I. . L. Lucas.
Drag rake, Harryman \& Conksey.............
Drawheads. manufacturing, E. N. Colwell.
Drawer guide for bureaus, etc., D. C. Clapp
 Dress form, J. B. Stone.
Drier. See Fruit drier.
Drill. See Grain drill.

## Drier. See eruit drier Drill. See Grain drill.

Driving theel, C. E. Swinerton.......................
Drum, heatin, A. W. Brock...............
Dynamos, discharge device for, o. B. Shallen-
Dynamos, discharge device for, o. B. Shallen-
Dyestuffs, production of yellow,
Dyeing machine, W. A. Lorime
Electric circuit closing device, w. C. Johnston
Electric currents, system of distribution by alter
nating, O. B. Shallenberger..... ...........
Electric machine, dynamo, J. A. Kingdon...
Electric machine, dynamo, G. Pfannkuche.. Electric meter, W. H. Douglass
Electric motor, F. J. Patten....
Electric motors. givernor or regulator for, $\mathbf{R}$
Macrae...........................
Electric terminal, C. McIntire
Electrical
Electrical conduits, coupling box for, S. P. Deni



12,.868
Elevatar bucket, L. D. Howard....................... 413,059
Elevator bucket, A. Miller
Elevator bucket, A. Miller...
Enameler's apparatus, S. D. Keene......
End board fastening for wagons, R. Al
End board fastening for wagons, R. Allen.....
Engine. See Dental engine. Pulping engine.
Eraser. blackboard. T. H. Costello.
Explosives, manufacture of, E. Lie Explosives, manufacture of, E. Liebert....... ..
Extractor. See Sump extractor.
Fabrics, forming a border on the edges of, J. M
Merrow.......................................
Feed water heater and purifier. J. J. Hoppes..
Feed water heating and purifying apparatus,
Feed water h
H. Blessin
H. Blessin
Feed water pu

413,034
 412,83

Horsehoe nail and calk combined, A
Hot air furnace. D. s. Richardson.. ..... 412,716
412,788
412,800
412,812
412,887
412,235
412,836Inhaler, G.
nhaler, w
nhaler, w.412.925
412.908
inhaler, W. W. W. Sm
Insulator, L. McC
Window jack.12,936
13,090
Hoisting mechanism, T. A. Weston.. ..... 413,004
4143
Holder. See Bag holder. Bag and twine or sa413,100
413,146
acquard apparatus,
Joint. See Rail joint
Joint. See Rail joint.
Joist crowning machine ..... 43,00
Journal, vehiche, J. T. Murray ..... 412,091
412,967
Knife. See Pocket knife. ..... 412,784

 ..... | 413,142 |
| :--- |
| 413,101 |
| 412958 |

Lamp extinguisher, automatic, L.412,998
$.422,929$
.42299
$.412,828$

$\qquad$amp socket, incandescent. o. P. LoomisLantern signal, A. F. Prahm
Lath, metal, G. M. Edwards..Lathes, adjustable cone center for, J. Knight....... 412,912,926Life boat, P. F. Schenck.............................. 412,98
Lock, W. H. Taylor.................... .......... .... 412,997
Lom take up mechanism, Warner \&skiner.... 413,155
Loom tuk strap holder, A. E. Bray ..............413018Loom take up mechanism, Warner \& Skinner..
Loom tux strap holder, A. E. Bray ..............
Malt machine. Free \& Barber................Malt machine. Free \& BarbMatting machine, J. \& H. Noth..................... 412.382
Hash tub mechanism, J. H. Eickershoff....... 413,41
Match safe and ticket holder, combined............413,006
413,073
Matching machine, B. G. Luther....
Measurements. instrument for takferring, J. H. W. Schmidt...........412,984
412,841
Medical compound, J. Carnicick........ ..... $.412,888$Microphone, E. F. Heydler.
Mill. See Ore mill. Rolling mill
Mining cage counterbalance 'R.
Iixer, P. A. Olither412,835
412,123
4123


| 412,970 |  |
| :---: | :---: |
|  | Stove, solar, W. Calve |
| 412,923 | Stump extractor, J. A. Woodworth.... ............ 412,819 |
| 412,7 | Switch. See Railway |
| 412.786 | Switch board, J. F. McLaughlin.................... 413,083 |
| 412,999 | Tablet, black, C. E. Perry .......................... 413,147 |
| 2,7 | Tacking tool, R. C. Lamb |
| 413,014 | Tank. See Sewer flushing tank |
| 3,0 | Tap and holder therefor, C. Elterich............... 412,952 |
| 412, | Telescope bag, J. w. Beyer ................. ...... 412,909 |
| 412,94 | Thermic motor, C. F. L. Gar |
| 412,8i4 | Thill coupling, A. St. John |
| 11,035 | Thrashing machine band cutting feeder, Anspach <br> \& Wilhelm................ ... . .................. 412,715 <br> Thrashing machine grain elevating attachment |
|  |  |
| 413,08 | Tires for carriage wheels, machine for grooving, <br> J. Shaw |
| 412,294 | Toilet case, L. B. Martin............................ 413,075 |
| 412.559 | Tonic, alterative, W. E Lyons............ ........ 412,769 |
| 413,09? | Tooth cleaning implement, J. A. Walsh ........... 413.001 |
| 412,991 | Torch and gas burner key, combined. G. W. Lind- |
| 412,974 |  |
| 412,875 | Torpedo, auto-mobile, A.G. Von Buonaccorsi di Pistoja...................... ....................... 413,113 |
|  |  |
| 412, | di Pistoja |
| 11,034 | pedoes, a |
| . 413,119 |  |
|  | Toy, electrical, L. Hirsch................. ........ 413,058 |
|  | Trap. Steam trap. |
| 2,9 | Tripod, J. Warner.. |
|  | Truck transferring |
| 413.0 | Trunk, J. M. Wolbrecht..... ...................... 412, |
| 413,105 | Trunk and wardrobe, convertible, F. J. Lytle...... 412 |
| 412,90 | Truss, Streeter \& Schlesinger. |
| 412,806 | Tube cutter, P. H. Benade. |
| 41 | Twine for binding grain. G. A. Lowry ............ 412.963 |
| 12,8 | Type bars, machine for making, A. J. Engelen.... 413.042 |
| 413, | Type making machine, J. G. Pavyer............... 41;,08i |
| 412 | Umbrella or parasol, Peters \& Green.............. 412,894 |
| 412,799 | Valve mechanism, hydraulic, H.F. Probert....... 42,789 |
| . 413,056 | Valve, steam-actuated. J. A. Wiggs, Jr ............ 413.005 |
|  | Vehicle body, C. M. Blydenburgh........... ...... 413.017 |
|  | Vehicle body, Morrill \& Eddy .................. .... 412,779 |
|  | Vehicle gear, D. W. Camp ......................... 412,726 |
| . 412,974 | Vehicle gearing, S. S. Fax ... ...................... 412,740 |
|  | Vehicle reach coupling, C. C. Bradley.............. 412,872 |
|  | Vehicle spring, A. J. Barrett..................... 413,126 |
|  | Vehicle spring gear. c. C. Hayes .................. 413,057 |
|  | Vehicle top prop rest, w. L. Hawes .............. 412,748 |
| 412.846 | Velocipede. D. W. Saxton .... .. ................... 413,104 |
| 412,776 | Vending apparatus, B. Adriance ... .... ......... 413,009 |
| 412.878 | Vending machine. automatic, J. C. Stevens....... 412,993 |
| 412,877 | Ventilator. See Car ventilator. |
|  | Ventilator, C. Mohlmeyer....... ................... 412,973 |
| 760 | Violin bow, C. L. Landas........................... 413,069 |
| 413.121 | Voting, apparatus for use in secret. L. Kutscher.. 412,761 |
| 412,916 | Wagon body, Morrell \& Eddy ... ............ .... 412,7\%8 |
|  | Wagon box, R. A. Hart ........................... 412,746 |
| 412,8?6 | Wagon brake, J. S. Brown.......................... 413,020 |
| 412,871 | Wall. brick, J. McMurtry.......................... 412.858 |
|  | Warmer, body, T. C. Green ........................ 412,744 |
| .. 412,942 | Washing machine, G. M. Beck............... ..... 412,719 |
|  | Watch bow fastener, East \& Turner................ 412.844 |
|  | Watch, calendar, B. Rosenburg................... 412,796 |
| 412,802 | Water closet, F. A. Wells........ ............. .... 412,814 |
| 413,150 | Water gauge, N. W. Pratt.......................... 412.787 |
| 412.84 | Water heater, J. C. Eaton........................... 413,039 |
| 413 | Water purifler, rain, W. R. Scott................... 412,862 |
|  | Weed cutter, E. Schmidt.......................... 412,983 |
| 413,120 | Wheel. See Driving wheel. |
| 413,053 | Wheel, W. J. Holland.............................. 412,848 |
|  | Whisky tester, K. Taylor........................... 413,154 |
| .. 413,145 | Wick, lamp, J. Ehlis....................... ......... 412,736 |
|  | Window jack, C. Parker........................... 412,785 |
| 412,9,8 | Window screen, S. J. Anderson.................... 413,010 |
| 413,055 | Wire tightener, E. Z. Mack ....... ................. 413,074 |
| 412.724 | Wood grinding machine. Carter \& Pertz........... 413, |
| 413,136 | Yarn machine, tie, C. H. Everson .................. 412, |
| $3.03$ | Yeast, making compressed, C. Mil |

Ward........................................
Brandy. cognac. Gautier Frees............
Cachemires for dresses, Hilton, Hughes \& Den-pany....................
Cifarete
Cice
Elastic, shoe, Herbert \& Rapp Company..Emmenagogue, Chiche
Games, R. G. Barnes...Wagons, side spring.
Watch cases, Roy Watten Case company
Watch movements, American WalthDESIGNS
Belt, L. Sanders........
Bottle, W. G. Walte
Buckle, belt, L. SandersCap. J. M. Frank.Teeth, gum for artificial, E. T. StarTeeth, gum for art iflcial, E. T. Starr..
Toy savings bank, Shepard \& Adams.
Type, font of printing. w. W. Jackscn
A Printed copy of tne specification and drawing of
any patent in the foregoing list will be furnished fromany patent in the foregoing list will be furnished from
this office for 25 cents. In ordering please state the nameand number of the patent desired, and remit to Munn \&Canadian Patents may now be obtained by theinventors for any of the inventions named in the fore-oing list, provided they are simple, at a cost of \$40
 -INGERSOLL-SERGEANT ROCK DRILL CO.

Stone Cmpressiors
 ELECTRO - DYNAMIC REPULSIONS

 ICE-HOUSE AND COLD ROOM. - BY R.
 and of allnewsdealers.
 and VENEERS, FRETSAW Or BRACKET WOODS,
PIANBD READYEOR URB HENRY T. BARTLETT, ${ }^{200}$ LEWW YES STREET, S 0 \$3 PRINTING PRESS





Fine Taps, Dies. Reamers, Etc.


USEFUL BOOKS.
 men, of all classes, need good books in the line of
their respective callings. Our post office department permits the transmission of books through the mail at very small cost. A comprehensive catalogue o
useful books by different authors. on more than fift different subjects, has recently been published for
free circulation at the office of this paper. Subject free circulation at the office of this paper. Subjects
classified with names of author. Persons desiring them. Address, 361 Hroadway, New York.
A New and Splendid Technical Treatise.
The Manufacture of
VNEGRR AND ACETATES
CIDER, AND FRUIT-WINES; Preservation of Fruits \& Vegetables. An Practial Traatise on the .antatacture of yinegar









 Thatronilichaning and Evaporating of Fruit Manu,



 HENRY CAREY BAIRD \& CO.

RARE BUSINESS OPPORTUNITY Architectural Iron Foundry 23d and Cherry Sts., Philadelphia, Pa.







## 

## 

## to manufacturers




| To US FOR PRIC <br> Vanduzen \& Tift. GNCINNATI. |
| :---: |

## ASBESTOS Five Folt Gevern,

 PERFECTHEWSPAPER ILE rich one wishes to preserve the papec. Address


THE BOOKWALTFR CASTING CO,




HARRISON CONVEYOR!
Handing Grain, Coal, Sand, Clay, Tan B.rk, Cinders, Ores, Seeds, \&C.


 BARREL, KEG
Hogshead, Stave AND MACHinery.
 E. \& B. HOLMES,


AS A LINALS AND FLOORS for pre-
 RAILWAY AND STEAM FITTERS' SUPPLIES Rue's Little Giant Injector screw jacks, sturtevant blowers. \&


THE KODAK Embodies the only system of continuous film photo
graphy. World-wide success.
" You press the button. We do the rest., THE EASTMAN DRY PLATE AND FILM CO Send for Kodak Primer, free. QUEENKCO

MAGIC LANTERNS SCIOPTICONS MND STEREOPTICONS RSH FROJECTNG APPARATUS EORSGHOLS COLEGES $\xrightarrow[\text { PHLLADLN: FOR SGHOOLS COLLEGES }]{\text { PENN: }}$



2nd 2 MACHINERY


## Enprimental Science

## CEO. M. HOPKINS.

MUNN \& CO.. Publishers. Office of The Scientific American, 361 broadway, New Yorls.

It describes the apparatus in detail, and explains the interested in physics may personally make the apratus and nerform the experiments without dificulty is a book full of interest and value for teachers, stuheads of the chapters.

$$
\begin{aligned}
& \text { HEADS OF THE CHAPTERS. } \\
& \text { I. Properties of Bodies. II. Rest, Motion, and Force. }
\end{aligned}
$$

Scien
Ligh
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
$\qquad$
MUNN \& CO., Publishers, office of THE SCIENTIFIC AMERICAN 361 Broadnay, wew York




Proposals for Material for treel Boilery for

$\qquad$
$\qquad$


 w
 The Scientrfic American PUBLICATIONS FOR 1889.
 The Scientific American (weekly), one year . $\$ 3.00$ The Scientillc American Supplement (weekly), one
year.
The Scientific American, Export Edition (monthly) The Scientific American, Architects and Builders
Edition (monthly) one evar.,
2.50 The Scientific American and Supplement, . .
The Scientific American and Architects and Build- $\$ 7.00$
 This includes postage, which we pay. Remit by postal MUNN \& CO., 361 Broadway, New York

Dfdvertisements．




 STEEL TYPE for TYPEWRITERS， Stencils，Steel Stamps，Rubber and Meal Type Wheels．
 GRAPHOPHONE AND PHONOGRAPH．
 Wictor Bicycles Catalogue Free．
nan Wheel Co．，Makers， THE COPYING PAD－HOW TO MAKE

 AND CASTERS，
that save all wearing of floors． CEO．P．CLARK，
Scientific Book Catalogue RECENTLY PUB LISHED．
Our new catalogue containing over 100 pages，includ－
ing ororks on more than tifty diffrerent tububects．
mailed tree to any adres on be mailed tree to any address on application．
MUN $\&$ CO．，Publishers Scientific American，


PATENTS！










 PULLEYS．Cheapest．Hifhtest．and Rest．Made by


ELECTRO MOTOR，SIMPLE，HOW TO Lake．ByG．M．Hopkins．－D Description of a small electro
motor devised and constructed with




95 MILK ST．，BOSTON，MASS．
This Company owns the Letters Patent granted to Alexander Graham Bell，March 7th，1876，No．174，465，and January 30th， The transmissi
The transmission of Speech by all known forms of Electric Speaking Telephones in－ by the above patents，and renders each individual user of telephones not furnish－ ed by it or its licensees responsible for such unlawful use，and all the consequence thereof，and liable to suit therefor．




The value of the ScIENTIFIC AMERICAN as an adver－
tising medium cannot be overestimated．Its circulation
is many time



 from the papers having a smail circulation than is allow－
ed on the SIENTFIF AMFRCAN．
For rates see top of tirst columi of this page，or ad－
dress

> MUNN \& CO., Publishers,

## MALEABL

## 最

weiditer patent furnace．boilers of every description IDE AUTOMATIC ENGINES．Tration and Portable Engines
 Manufactured by FOUNDRY \＆MACHINE DEPT．，Harrisburg，Pa．，U．S．A．

## 

THE ORIGINAL UNVULCANIZED PACKING



WORKING MODELS SYRACDISE NAIEABIE ERDONWORKS OTIS ELEVATORS

 38 Parlk Row，
New Yort． Standard Iydratlic and Steam Passenger and Freight Eleraturs The Stevens Portable Mills For CORN and FEED Grinding． Pownine French BUHR STONES
PORN SHELIER

A．W．STEVENS \＆SON
 エ エエ ヨ

## Scientific Gumerican

ESTABLISHED 1846.
The Most Popalar Scientific Paper in the World．

 teen papes of useful information and a a arge number of
Oribina engravings of nem invention and discoreries，
 New Inventions．Novelties in Mechanics，Manufactures，
Chemistry，Electricity，Te＇egraphy，Photography，Archi－ Chemistry，Electricity，Te．egraphy，Photography，Archi－
tecture，Agriculture．Horticulture，Natural History，etc． Complete List of Patents each week．
Tent Terms of Subscription．－One copy of the SCIEN－
TIFIC AnERICAN will be sent for one year－52 numbers－ oostage prepaid，to any subscriber in the United States Clus．
lishers；six months，$\$ 1.50$ ；three months，$\$ 1.00$ ．
Clubs． Special rates for several names，and to Post Masters．Write for particulars． The safest way to remit is by Postal Order．Draft，or Express Money Order．Money carefully platiced inside
of envelopes，securely sealed，and correctly addressed， seldom goes，astray，but it at the sender＇s risk．Ad－
dress all letters and make all orders，drafts，etc．，pay－ able to MIUNTV \＆CO．，

361 Broadway，New York． TEIT
Scientific American Supplement．
This is a separate and distinct publication from
TEIS SCIENTIFIC AMERICAN，but is uniform therewith
in size，every number containing sixteen large pages $f$ all in size，every number containing sixteen large pages ful
of engravings．many of which are taken from foreign papers，and accompanied with translated descriptions．
The Scientific American Supplicment is published weekly，and includes a very wide range of contents．It
presents the most recent papers by eminent writers in Use the principal departments of science and the
Useful Arts，embracing Biology，Geclogy，Mineralogy， Useful Arts，embracing Biology，Geclogy，Mineralogy，
Natural History，Geooraphy，Archæology．Astronomy，
Chemistry，Electricity，Light．Heat，Mechanical Engi－ neering．Steam and Railway Engineering，Mining，
Ship Building，Marine Engineering，Photogripny， Ship Building，Marine Engineering，Photogripny
Technology，Manufacturing Industries，Sanitary En gineering，Agriculture，Horticulture，Domestic Econ－
my，Biography，Medicine，etc．A vast amount of fresh my，Blography，Medicine，etc．A vast amount of fresh and valual
lication．
The most
$\qquad$ and described in the SUPPLEEMENT．
Price for the SCPYIEMENT for the United States and Canada．$\$ 5.00$ a year，or one copy of the ScIENTIFIC AM for one year for $\$ 7.00$ ．Single copies 10 cents．Address and remit by postal order，express money order，or check
MUNN \＆Co．， $\mathbf{3 6 1}$ Broadway，N．Y．．

## Buildine Edition．

The SCientific American Archi＇tects＇AN
BCilders＇Edition is issued monthly．$\$ 2.50$ a yea Sint
about two hundred ord inary book pages；forming large and splendid Magazine of A rclititecture，rich amples of modern Architectural Construction an
and allied subjects．
A special feature is the presentation in each numbr of a variety of the latest and best plans for private res dences，city ard country，including those of very mo
erate cost as well as the more expensive．Drawings perspective and in color are given，together with fu Plans，Specifications，Sheets of Details，Estimates，etc
The elegance and cheapness of this magnificent wo have won for it the Largest Circulation of ar Archicecural publication in the world．Sold by

MUNN \＆CO．，Publishers，
361 Broadway，New Yorl
PRINTING INKS


