
a WeEkly Jotrinal of practical information, art, science, mechanics, chemistry, and manufactures.


## surintific ब्ghmerican.

ESTABLISHED 1845.

## MUNN \& CO., Editors and Proprietors.

 pUBLISHED WEEKLY ATNo. 361 BROADWAY, NEW YORK.


## table of contents of SCIENTIFIC AMERICAN SUPPLEMENT

 No. 801.| For the Week Ending May 9, 1891. <br> Price 10 cents. For sale by all newsdealers. <br>  <br>  $\qquad$ <br>  <br>  $\qquad$ <br>  $\qquad$ <br>  $\square$ <br>  $\qquad$ <br>  <br>  <br>  <br>  <br>  <br>  |
| :---: |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |

## OUR URBAN POPULATION

Mr. Robert P. Porter, Superintendent of the Census has lately issued a bulletin relating to urban popula tion, prepared under the direction of Mr. William C Hunt.
In the published records of former censuses, urban population has been defined as that element living in cities, or other closely aggregated bodies of population, containing 8,000 inhabitants ur more. This definitio of the urban element, although a some what arbitrar one, is used in the present discussion of the results o the Eleventh Census in order that they may be compared directly with those of earlier censuses. The pro portion of urban population has increased gradually
during the past century from $3 \cdot 35$ up to $29 \cdot 12$ per cent during the past century from $3 \cdot 35$ up to $29 \cdot 12$ per cent or from one-thirtieth up to nearly one-third of th total population. The increase has been quite regula from the beginning up to 1880 , while from 1880 to 189
it has made a leap from 22.57 up to $29 \cdot 12$ per cent, thu illustrating in a forcible manner the accelerated tendency of our population toward urban life. The number of cities having a population of more than 8,000 increased frow six in 1790 to 286 in 1880 , whence it has leaped to 443 in 1890.
In 1880 there was but one city, New York, which had a population in excess of a million. In 1890 there wer three, New York, Chicago, and Philadelphia
In 1870 there were but fourteen cities each contain ing more than 100,000 inhabitants. In 1880 this num ber had increased to twenty, and in 1890 to twenty eight.
The rate of growth of some of the cities is surprising From the 443 cities having over 8,000 , we select thos that have increased by more than 75 per cent, and they number more than 100. It will be seen that Spokan Falls " takes the cake."

|  | 1890. | 1880. | Increase |
| :---: | :---: | :---: | :---: |
| Alameda, Cal | 11,165 | 5,708 | $95 \cdot 60$ |
| Alpena, Mich. | 11,283 | 6,153 | $83 \cdot 37$ |
| Amesbury, Mass | 9,798 | 3,355 | 193.04 |
| Amsterdam, $\mathrm{N} . \mathrm{Y}$ | 17,336 | 9,466 | -14 |
| Anderson, Ind. | 10,741 | 4,126 | $160 \cdot 32$ |
| Anniston, Ala. | 9,876 | 942 | $948 \cdot 41$ |
| Arkansas City, Kans... | 8,347 | 1,012 | 72480 |
| Asheville, N. C. | 10,235 | 2,616 | 291.25 |
| Ashland, Wis. | 9,956 |  |  |
| Ashtabuia, Ohio. | 8,338 | 4,445 | $87 \cdot 58$ |
| Atlanta, Ga | 65,533 | 37,409 | $75 \cdot 18$ |
| Atlantic City, N. J. | 13,055 | 5,477 | 138*36 |
| Battle Creek, Mich. | 13.197 | 7,063 | 86.85 |
| Bayonne, N. J.. | 19,033 | 9,372 | 103.08 |
| Beatrice, Neb. | 13,836 | 2,447 | $465 \cdot 43$ |
| Beaver Falls, Pa. | 9,735 | 5,104 | 90-73 |
| Binghamton, N. Y | 35,005 | 17,317 | 102.14 |
| Birmingham, Ala. | 26,178 | 3,086 | 748:28 |
| Bridgeport, Conn. | 48,866 | 27,643 | 76.78 |
| Brockton, Mass. | 27,294 | 13,608 | $100 \cdot 57$ |
| Brunswick, Ga. | 8,459 | 2,891 | 192:60 |
| Butler, Pa. | 8,734 | ¢,163 | $176 \cdot 13$ |
| Butte, Mont. | 10,723 | 3,363 | 218.85 |
| Canton, Ohio. | 26,189 | 12,258 | 113.65 |
| Cedar Rapids, Iowa | 18,420 | 10,104 | 78:35 |
| Chattanooga, Teun. | 29,100 | 12,892 | 125.72 |
| Chicago, III. | 1,099,850 | 502,185 | 118.58 |
| Chippewa Falls, Wis. | 8,670 | 3,982 | 117.73 |
| Cheyenne, Wyo. | 11,690 | 3,456 | 238.25 |
| Colorado Springs, C | 11,140 | 4,226 | $163 \cdot 61$ |
| Corning, N. Y | 8,550 | 4,802 | 78.05 |
| Dallas, Tex. | 38,067 | 10,358 | 267.51 |
| Decatur, Ill. | 16,841 | 9,547 | $76 \cdot 40$ |
| Denison, Tex | 10,958 | 3,975 | 17567 |
| Denver, Colo. | 106,713 | 35,629 | 199.51 |
| Des Moines, Iowa | 50.093 | 22.498 | 123.55 |
| Detroit, Mich. | 205,876 | 116,340 | $76 \cdot 96$ |
| Duluth, Minn.. | 33,115 | 3,483 | 850.76 |
| East Liverpool, Ohio. | 10,956 | 5,568 | 96.77 |
| East Portland, Ore | 10,532 | 2,934 | $258 \cdot 96$ |
| Elgin, Ill. . | 17,823 | 8,787 | 102:83 |
| El Paso, Tex | 10,338 | 736 | 1,30462 |
| Evansville, Ind | 50,756 | 29,280 | $73 \cdot 35$ |
| Everett, Mass. | 11,068 | 4,159 | 166.12 |
| Findlay, Ohio. | 18,553 | 4,633 | $300 \cdot 45$ |
| Fitchburg, Mass. | 22,037 | 12,429 | $77 \cdot 30$ |
| Fort Scott, Kans. | 11,946 | 5,372 | 122:38 |
| Fort Smith, Ark. | 11,311 | 3,099 | 264.99 |
| Fort Worth, Tex | 23,076 | 6,663 | 246;33 |
| Fresno, Cal. | 10,818 | 1,112 | 872-84 |
| Gloversville, N. Y. | 13,864 | 7,133 | 94.36 |
| Grand Rapids, Mich. | 60,278 | 32,016 | $88 \cdot 27$ |
| Hastinge, Neb. | 13,584 | 2,817 | $382: 22$ |
| Hazelton, Pa . | 11,872 | 6,935 | 7119 |
| Helena, Mont. | 13,834 | 3,624 | 28173 |
| Hot Springs, Ark. | 8,086 | 3,554 | 127.52 |
| Huntington, W . Va. | 10,108 | 3,174 | $218 \cdot 46$ |
| Hutchinson, Kans. | 8,682 | 1.540 | 463.77 |
| Iron Mountain, Mich. | 8,599 |  |  |
| Ishpeming, Mich. | 11,197 | 6,039 | $85 \cdot 41$ |
| Jackson, Tenn | 10,039 | 5,377 | 86.70 |
| Jacksonville, Fla. | 17,201 | 7,650 | 124:85 |
| Johnstown, Pa. | 21,805 | 8,380 | 160'20 |
| Joliet, Ill | 23,264 | 11,657 | 99.57 |
| Kansas City, Kans | 38,316 | 3,200 | 1,09738 |
| Kansas City, Mo. | 132,716 | 55,785 | $137 \cdot 91$ |
| Kearney, Neb | 8,074 | 1,782 | 353.09 |
| Key West, Fla. | 18,080 | 9,890 | $82: 81$ |
| Knoxville, Tenn. | 22,535 | 9,693 | 132.49 |
| Kokomo, Ind .. | 8,261 | 4,042 | 104.38 |
| La Crosse, Wis. | 25,090 | 14,505 | 72:97 |
| Laredo, Tex. . | 11,319 | 3,521 | 22147 |
| Lima, Ohio. | 15,987 | 7,567 | 111.27 |
| Lincoln, Neb | 55,154 | 13,003 | 324-16 |
| Little Rock, Ark.. | 25,874 | 13.138 | 96.94 |
| Long Island City, N. Y | 30,506 | 17.129 | $78 \cdot 10$ |
| Los Angeles, Cal. | 50.395 | 11,183 | 350.64 |
| McKeesport, Pa. | 20,741 | 8,212 | 152.57 |
| Macon, Ga. | 22,746 | 12,749 | 78.41 |
| Malden, Mass.. | 23,031 | 12,017 | 91865 |
| Manistee, Mich. | 12,812 | 6,930 | $84 \cdot 88$ |


|  | 1890. | 1880. | Increase per cent |
| :---: | :---: | :---: | :---: |
| Marinette, Wis.. | 11,さ23 | 2,750 | $319 \cdot 02$ |
| Marion, Ind.. | 8,769 | 3,182 | $175 \cdot 58$ |
| Marion, Ohio | 8,327 | 3,899 | $113 \cdot 57$ |
| Marquette, Mich | 9093 | 4,690 | 93.88 |
| Melrose, Mass... | 8,519 | 4,560 | 86.82 |
| Memphis, Tenn. | 64,495 | 33,592 | $92 \cdot 00$ |
| Menominee, Mich. | 10,630 | 3,288 | $223 \cdot 30$ |
| Meridian, Miss. | 10,624 | 4,008 | 165.07 |
| Milwaukee, Wis | 204,468 | 115,587 | 76.90 |
| Minneapolis, Minn. | 164,738 | 46,877 | 25135 |
| Mount Carmel, Pa. | 8,251 | 2,378 | $247 \cdot 10$ |
| Mount Vernon, N. Y. | 10,677 | 4,586 | 132:82 |
| Muncie, Ind. | 11,345 | 5,219 | 117.38 |
| Muskegon, Mich. | 22,702 | 11,262 | 101.58 |
| Nanticoke, Pa | 10,044 | 3,884 | 158.60 |
| Nashville, Tenn. | 76,168 | 43,350 | $75 \% 70$ |
| Nebraska City, Neb. | 11,494 | 4,183 | 174.78 |
| Ogden, Utah. | 14,889 | 6,069 | 145:33 |
| Omaha, Neb. | 140,452 | 30,518 | 36023 |
| Paris, Texas. | 8,254 | 3,980 | $107 \cdot 39$ |
| Passaic, N. J. | 13,028 | 6,532 | 9945 |
| Perth Amboy, N. J. | 9,512 | 4,808 | 97.84 |
| Pine Bluff, Ark. | 9,952 | 3,203 | $210 \% 71$ |
| Plattsmouth, Neb. | 8,392 | 4,175 | 101.01 |
| Portland, Ore. | 46,385 | 17,577 | 163:90 |
| Pottstown, Pa. | 13,285 | 5,305 | $150 \cdot 42$ |
| Pueblo, Colo | 24,558 | 3,217 | 663.38 |
| Rockford, Ill.. | 23,584 | 13,129 | 79:63 |
| St. Paul, Minn. | 133,156 | 41,473 | 221.07 |
| Salt Lake City, Utab. | 44,843 | 20,768 | 115.92 |
| San Antonio, Tex. | 37,673 | 20,550 | $83 \cdot 32$ |
| San Diego, Cal. | 16,159 | 2,637 | 512\%78 |
| Seattle, Wash. | 42,837 | 3,533 | 1,112:48 |
| Shamokin, Pa. | 14,403 | 8,184 | 75:99 |
| Sheboygan, Wis. | 16,359 | 7,314 | $123 \cdot 67$ |
| Sioux City, Iowa. | 37,806 | 7,366 | 413.25 |
| Sioux Falls, South Dakota | 10,177 | 2,164 | 37029 |
| South Bethlehem, Pa | 10,302 | 4,925 | $109 \cdot 18$ |
| Spokane Falls, Wash. | 19,922 | 350 | 5,59200 |
| Springfield, Mo... | 21,850 | 6,522 | 235.02 |
| Steelton, Pa.. | 9,250 | 2,447 | 278.01 |
| Streator, III | 11,414 | 5,157 | 12133 |
| Tacoma, Wash. | 36,006 | 1,098 | 3,179'23 |
| Topeka, Kans. | 31,007 | 15,452 | 100.67 |
| Trenton, N. J. | 57,458 | 29,910 | $92 \cdot 10$ |
| Union, N. J.. | 10,643 | 5,849 | $81 \cdot 96$ |
| Waco, Texas. | 14,445 | 7,295 | 98.01 |
| Wausau, Wis | 9,253 | 4,277 | $116 \cdot 34$ |
| West Bay City, Mich. | 12,981 | 6,397 | 102.92 |
| Wichita, Kans. | 23,853 | 4,911 | 385.71 |
| Winona, Minn. | 18,208 | 10,208 | $78 \cdot 37$ |
| Winston, N. C. | 8,018 | 2,854 | $180 \cdot 94$ |
| Youngstown, Ohio | 33,220 | 15,435 | 115\%23 |

EXPERIMENTS FOR THE ARTIFICLAL PRODUCTION OF RAIN
Among the government appropriations is $\$ 9,000$ to be expended in making experiments on the artificial production of rain. We learn that the first experiment will be made in Western Kansas next June under the direction of Col. Dyrenfurth, of Washington.
Balloons filled with hydrogen and oxygen gas wil be sent up and exploded by a steel wire attached to the balloons and connected with an electrical appara tus on the ground. Senator Farwell favors this ide because the concussion will be greater, and the greate the concussion, the more copious will be the fall. The balloons will also be aided in their work by the explo ion of dynamite on the ground.
Drought is the curse of the Western farmer. In the State of Kansas, the western part especially, the east ern part of Colorado, the Southwest Territories, Texas the two Dakotas, Nebraska, Minnesota, and, indeed n nearly all the country west of the Mississippi Rive the dry seasons are frequent and dangerous to the wel fare of the crops. The removal of this great bugbea of the farmer would be a boon that is beyond expres ion in words.
Those who are interested in the matter will find in the Scientific American of December 20, 1890, ac counts of various examples of rain supposed to have been artificially produced.

## PHOTO-ENGRAVINGS FOR NEWSPAPERS

At the recent annual meeting of the Camera Club, London, Mr. H. Sutton read a paper about a new method of producing photo-blocks for newspaper work He said the process was the result of the labor of years He had been working at the problem since 1881, and only on the previous Monday had he obtained result sufficiently advanced to be worth bringing before the Camera Club. He had effected the direct conversion of photographs into blocks without intermediate con version into fatty ink or bitumen images, followed by skilled etching to get type-high blocks. A process o this kind ought to give great impetus to the graphic arts. He simply electrotyped a relief image produced in tho gelatine bromide film of an ordinary negative the electrotype is then at once passed on to the printer A gelatine bromide negative is developed with alka line pyrogallol or quinol, then fixed in strong hyposulphite of \{soda, and washed with care, so that it shal not absorb too much water. If it be now placed hori ontally on a metal plate, and gradually heated to 212 Fais. by the flame of a Bunsen's burner, the shadow of the image will be seen to run all over the plate. If, however, before development the negative had also been impressed under a crossed-line screen, so that the ine screen and tie picture would develop together each little dot of the screen image wonld hold a certain
portion to the action of light and development, and be surrounded by a fine line containing no silver where the opacity of the screen had prevented action. The reduced silver produces a certain amount of insolubility of the gelatine with which it is in contact, and the adjacent soluble gelatine, when heated as already described, runs beneath the insoluble gelatine by capillary action, thus producing dots and an image in relief. This capillary action is proportional in some way to the amount of reduced silver, and during the heating the two effects of relief and graduation are produced at the same time. The electrotype is taken direct from the glass negative in relief.

## A New Departure in Jet Propulsion

To the Editor of the Scientific American
I have been an experimenter with water jet propulsion for the past few years, and the conclusion I have ultimately arrived at is that the jet is sure to drive screw and paddle wheel out of the market.
It has been the general opinion that the loss from the jet was caused by friction in the pipes. This may be true to a certain extent with outlets of such small dimensions as Dr. Walter M. Jackson has adopted, and who, in my opinion, has gone to extremes both as regards size of jet and velocity of discharge.
I have discovered that the real loss in all jet pro pellers has been that, as the direction of the jet has been always in a straight line in an opposite direction to the vessel's way; the jet cannot find a fulcrum close to the discharge to act against except the peripheral part of said jet. Such a jet, as the vessel is moving onward, will always discharge its water against water having already acquired a great velocity in the same direction, and will meet with very little resistance, and
the greater the velocity of such a jet, the greater will the greater
I have been in Europe for the past four years, and have come in contact with almost all the eminent engineers and naval architects, and have closely followed the trials of the jet lifeboat Duke of Northumber land.

A little over a year ago the idea suddenly occurre to me to use two or more jets, the nozzles pointing in an opposite direction to the vessel's way, and to make such jets revolve around a common axis in circular paths like the tips of a screw propeller. The object was not to allow the jet time to give the velocity to the water acted upon, and so to find a solid fulcrumfo the entire area of the jet close to the discharge.
I gradually perfected my apparatus and made some trials, which not only proved the theory entirely cor rect, but also showed that this mode of propulsion wa far more efficient, more economical, and safer than any other known mode
I am well aware of the fact that in order to bring it to that state of perfection necessary to give it commercial value, many a trial will have to be made yet, but I am fully satisfied that the invention wil do what I claim for it.
Any existing screw vessel can be altered without any alteration to the hull whatever, no matter whether single or twin screw vessel.
My invention is fully protected; this, however, is th first communication I have made to a scientific paper Yours, very respectfully,
alexander Vogelsang
Brooklyn, New York, April 25, 1891.

## THE SCREW PROPELLER.

The screw propeller, so called from the configuration of its blade surfaces, does really not exercise the functions of a screw, but is an immersed waterw
angular floats or vanes of varying obliquity.
The slip of the screw propeller should not be calcu lated from the pitch of its blade angles, but from the mean velocity of rotation. The velocity of rotation is the real velocity imparted to the water in an oppo site direction to the vessel's way. A screw, however when in rotation and moving onward, constantly acts upon new bodies of water, and the suddenness with which the accelerated water comes in contact with un disturbed water will not permit it to maintain the imparted velocity any great distance.
Blades of great width at the periphery will keep up the acceleration of water for a longer period than nar row ones, hence the latter being more efficient. Th pitches of the blades should be such that they can easily follow up the speed imparted by the velocity of rotation; if made too fine, the speed of the vessel will become greater than the pitch, and what has hereto fore been termed "negative slip" will be the result The speed of the vessel will also be materially reduced, as the backs of the blades press against the wate toward which they are advancing. The pitch also regulates the quantity of water acted upon, as well as the direction of the water imparted; but it is wrong to say that a coarse pitch accelerates the water more than a fine pitch. Rather the contrary might often be the
The value of an increasing pitch blade is not to be found in the gradual acceleration of the water, but in the gradualincrease of the volume of wateracted upon.

Such parts of the blade surface where the rotary speed is less than the speed of the vessel will have no pro-
pulsive effect whatever. When a screw is set in rotation pulsive effect whatever. When a screw is set in rotation
with the vessel moored to the wharf or dock, every par ticle of blade surface will come into full action, and the engines will not be able to attain the same number of revolutions as with the vessel in motion. The less the resistance from currents, head winds, and sea a vessel encounters, the smaller the effective propelling blade area becomes, and the less will be the power required for a given number of revolutions.

Alexander Vogelsang.

## Natural Gas in Kentucky.

## Y н. c. hovey.

In Meade County, Kentucky, near the town of Brandenburg, and located about 25 miles south west of the city of Louisville, is a limited area of subterranean gas, differing remarkably from all other known fields. Extra-limital borings prove the area to be only about seven miles long and five miles wide. Geologically it is unique. While the Ohio and Indiana gas belt is wholly in the Trenton formation, that of Kentucky lies in the black Devonian shales, from which coal oil was dis tilled before the discovery of oil wells. The shales are overlaid by heavy limestones. There are three terraces between the Kentucky hills and the Ohio River. The ower terrace begins at the top of the Keokuk subcar 400 feet. On the upper terrace they cut through 156 feet of the Saint Louis limestone. The dip is from northeast to southwest, and about 20 feet to the mile The depth of the wells varies accordingly. - The shale is peculiarly compact, and almost as solid as canne coal, being slatelike in appearance. It is highly fossil iferous, being full of the remains of algæ and marine shells, among which were noticed in great abundance the Leptcena sericea and the Discina nitida.
About thirty years ago parties bored here for oil ; but obtaining merely gas and salt water, they closed the wells. Five years later Mr. Moorman opened one of these wells and operated it for the manufacture of salt; and the flow of both gas and water continues to his day.in undiminished quantity. Other wells in the region have also been worked successfully for salt-a
matter not now treated. The fact is that the entire shale is heavily charged with gas; but the trouble, in nany places, is in a poor delivery. The gas seems to be available only where the texture of the shale is more openly stratified at the joints, thus allowing an escape. Although the rock is everywhere highly bituminous, no free oil is found except in very small quantities, barely enough to give the water an oily odor, and occasionally to tinge its surface with prismatic colors from the thin oily films.
As already remarked, the gas and salt water come out together, and the problem has been to separat them. The method by which this is accomplished is original and well worth describing. A 2 inch tube is run down in a working barrel, joined to a perforated anchor let into a pocket from 60 to 80 feet below the gas vein. This perforated tubing rests on the botton The water is pumped up through the central tube by means of suction rods, while the gas is delivered with unimpaired pressure between the tubing and the casing of the well. Six wells are grouped to an engine, centrally located as to the set operated, and connected with all of them by jointed surface rods, making a spider." It takes only 25 pounds of steam pressure to keep the pumps going, unless a well happens to be "drowned," when more pressure must be put on temporarily. The engine in use is only 12 h . p., with a $15 \mathrm{~h} . \mathrm{p}$. boiler.
Thus far forty wells have been drilled in by different companies. It is found safe to drill wells within 300 feet of each other. The largest well put out in 24 hours $2,000,000$ feet of gas. Three wells drilled within 600 feet did not interfere in the least with the flow of this first one. The original rock pressure is 94 pounds, and the working pressure about 45 pounds. The gas is brought to Louisville by an 8 inch line of pipes, and, as I was informed by Major Wm. J. Davis (connected with the State survey, and who has kindly verified my statements in this communication), the flow is characterized by extraordinary persistency; in this respect resem bling the gas of Fredonia, N. Y. The company, a Major Davis tells me, are now supplying 700 customers in private residences, and are actually selling a million and a half cubic feet daily; being the product of eight wells averaging daily at the wells about 350,000 cubic eet, and piped 35 miles. Every well is said to be equally productive. By using air compressors the sup ply delivered in Louisville is increased about 50 per cent; and when the number of 8 inch mains is increased to four, as is contemplated, the sales will daily reach about $12,000,000$ cubic feet.
The Kentucky Rock Gas Company now controls this gas territory, and has the exclusive rights for supplyng Louisville, where it sells the gas delivered at cents per thousand, both for fuel and illumination.

THE cost of a high-class eight-wheel passenger loco motive is about $\$ 8,500$.

Practicability of the Flying Machine.
The annual meeting of the National Academy of Sciences began at Washington on the 21st of April in the National Museum. A number of interesting scien ific papers were read. That of Professor S. P. Langley of the Smithsonian Institution, on " Flying Machises," attracted the greatest attetion. Professor Langley gave the results of a series of experiments he began about five years ago to ascertain the possibilities of aerial avigation. He said that he set up on the grounds of the Allegheny Observatory a whirling machine with a diameter of sixty feet, and driven by a steam engine of ten or twelve horse power. He first sought to ascer tain whether or not it required more power to mov laterally than to stand still in the air. For this pur pose he had suspended a flat brass plate from the arm of the whirling machine by a spring. When the ma chine was put in motion and the plate encountered an artificial wind going forty miles an hour, the spring in stead of elongating actually shortened, showing that the weight or power required to suspend the plate wa ess when in motion than when it was standing still. His next series of experiments, Professor Langley said, emonstrated that it took a second or two more for brass plane to fall four feet while in motion than when it was dropped from the hand without motion, the plane when in motion laterally sinking slowly as if the ir had become dense like cream. From his experi ments he reached the conclusion that the amount of power required for artificial flight was perfectly attain able by steam engines we now possess. To him the mazing thing demonstrated by the experiments was that the faster you go the less it costs in power, and hat a one-horse power will transmit a much heavie veight at a rapid speed than at a slow one
In summing up Professor Langley said that he did not say that man could traverse the air, but under cer tain conditions and with our existing means, so far a the power is concerned, the thing was possible. The difficulties would be in getting started, in coming down to the ground again, and in gaiding one's self through the air. Nature had supplied an instructive intellience in a bird to balance and guide itself. He did no question that man would ultimately acquire it. He thought all aerial navigation would pass out of the phere of charlatanism and into the hands of engineer n a short time, possibly months instead of years. He believed we would see something notable come from it Other papers were read by A. S. Packard on Further Scudies on the Brain of Limulus Polyphe mus;" by F. H. Bigelow on "The Solar Corona;" by Dr. Washington Matthews on "A Report on the Human Bones of the Hemingway Collection in the United States Army Medical Museum ;" by A. A Michelson on " Application of Interference Methods to pectroscopic Measurements;" and by H. S. Pritchett n "The Corona from Photographs of the Eclipse of January 1, 1889.
The Watson gold medal, awarded for astronomica Oberlin.

Making and Tempering Spiral Springs.
When the steel spiral spring of an instrument gets broken, it is much more satisfactory to make one than to send the instrument off, and be without it for a week or more.
To make them use the best spring steel wire; select a smooth iron rod the size of the spring to be made carefully draw the temper from the wire; fasten the rod and one end of the wire in a bench vise. Now wind the wire evenly and closely around the rod, until ou get the length of the wire required for the spring Take the rod out of the vise ; fasten one end of the pring to the rod; taking hold of the other end, draw t along the rod until the spirals are the correct dis tance apart. To give the amount of spring wanted, fasten it firmly to the rod, then make the spring and rod red hot, and quickly plunge them into cold water After drying, rub them all over carefully with oil, and move them about in the flame of a lamp until the oil takes fire, which will give the spring the proper temper. I know there are some who make springs direct from tempered wire; but they are much more durable if shaped and then tempered.-Dr. Wm. $\boldsymbol{H}$. Steele, in Items of Interest.

## Photoelectricity.

Prof. G. M. Minchin, at a meeting of the Physical Society, January 16, read a paper on the electromotive force developed by light falling on sensitive plates which were immersed in suitable liquids. The blue end of the spectrum was found to be the most effective. Currents have a photographic effect on the plates, and this action is strictly confined to the parts through which the current has passed. Comparatively strong currents were obtained from plates coated with eosine and gelatine. A Hertz oscillator restored the sensitive tate in a cell placed at a distance of 81 feet. An arrangement of 50 cells in series with an electrometer was exhibited, by means of which light falling on the cells could generate sufficient e. m. f. to ring a bell or light an electric lamp.-Nature.

A Contrast in Inventions
That we are the most inventive people in the world, says the New York Tribune, is a well known fact. Indeed, the idea has peen put forward (in this country) that we are the most remarkable people on the face of the earth in all respects, and this is probably so, the very fact that other nations do not always recognize it being of itself sufficient to show their great inferiority. But it is not to the purpose to enlarge on this in the present instance, our aim being simply to describe a certain small but wonderful invention just reported from the State of Minnesota. It is interesting to note in passing the marked difference in the character of the inventions in Iowa and Minnesota. Lying close together as the two States do, we would expect, the writer adds, to find their inventive talent running in generally parallel lines, but such is not the case. The inventive genius of Iowa seems to be turned almost wholly to apparatus to circumvent the liquor prohibition law. Thus we have the Dissolving Liquor Store and the Flying Dutchman Saloon, already mentioned in the Tribune's columns, the walking stick which holds a pint, the pocket bible which holds a quart, the amateur camera which holds a quart and a half, the opera glass which holds two drinks, and the raised and glorified silk hat which holds two quarts, a pair of glasses, a silver spoon, a lemon, a quarter of a pound of sugar, and a dozen cloves. In Minnesota, where no prohibito ry law exists, we find invention turned to the arts of peace, and scarcely a day passes that the household, the office, or the factory is not enriched by a new idea of some bright Minnesota man. We gather the particulars of the latest invention in that quarter from the columns of the Republican, an enterprising Republican, an enterprising
weekly published at Lake City.
The new article in question is the Ne Plus Ultra Rocking Chair, the invention of Mr. A. R. Watson, and is now on exhibi tion at Crane Brothers' mam moth jewelry store. Mr. Wat son's idea is that the rocking chair should stand for comfort but the ordinary rocking chair though surpassing every othe invention of man for its com fortable features, does not em body everything in that line It has been Mr. Watson's pleas ant privilege to supply some of these missing adjuncts. Chief of these is the temperature regu lator. Underneath the chair is a small bellows. This is ope rated by the rocking of the chair, and is connected with brass tube which extends up the back of the chair and slightly above it, where it curves down and ends directly over the occupant's head. When sitting in this chair and rocking, a gentle but invigorating breeze is diffused over the entire person from the tube. It is especially agree able to bald-headed men, and an air shower bath of this nature must be very pleasant for any one on a warm day. But the ingenious Mr Watson is determined that his chair shall have all seasons for its own, and next fall he will add an attachment under the bellows consisting of a kerosene or gas heater, which will so warm the current of air that the fortunate owner of one of these chairs will find it as useful in winter as in summer. A little scent bag concealed in the bellows perfumes the air delightfully, whether it is hot or cold. The air current in the summer will be found excellent for discouraging the attentions of flies and mosquitoes, and that the bald-headed man may take his afternoon nap in it undisturbed, Mr . Watson has concealed a spring and the necessary mechanism under the bellows, so that it may be wound up like a clock and run two hours, rocking the chair, and, of course, working the bellows. A music box in the back, which plays the national airs, completes the improvements to date, though so long as Mr. Watson is spared his mental faculties, no man can tell when others may follow.
As we said, the contrast between the inventions of the two neighboring States of Iowa and Minnesota is truly striking. But how much more will those of Minnesota do for the cause of civilization? For in stance, how much greater will be the influence for good of the Watson hot and cold air rocking chair than will be that of a hymn book which holds a quart-or even two quarts!

portrait of columbus by sebastian del piombo recently discovered at сомо.
though that seems almost asserted in the stress that is laid on the popular statement that water is its natura element, and usage makes it difficult to think of a ship apart from water. It is lost sight of that a ship is land-built structure of the strongest and stiffest design fitted to withstand the tossing and buffeting of the highest seas and the wildest storms. Now pounded and overswept by a colliding wave, and the next mo ment bare of water almost to the keel, while all the time, perhaps, the rocking and plunging and the mighty wind is tearing the rigging and snapping the spars. Nevertheiess, vessels that have lived through fifty yoars of such life are not uncommon

Lighthouses and breakwaters tell enough of the fury of the sea to ridicule any pretense of hydrostatic pressures around ships excopting in still water, or that naval constructors build ships dependent on the wate pressure to keep the cargo from bursting out the sides or that water is the natural element of ships in the caressing sense used by the good people who object to ship railways as snares of destruction.
"It therefore follows that a ship resting on blocks a short intervals, along the keel and bilges, is ade quately supported, and that if borne on a suitable car riage over a smooth and rigid roadway, it will make the journey with as much eas as under the most favorable conditions afloat, or, generally speaking, that a ship is as well adapted to traveling by rail as by water.

The Chignecto ship railway will soon be an accomplished fact. Others will quickly fol low, and it takes no gift of prophecy to foresee the time when every isthmus will pas ships dry shod, if need be, and when inland cities will be open to navigation with rails, and the freight car and the ship wil occupy adjoining sidings at the warehouse and factory. It is not beyond belief that a twentieth century siege may be conducted by war vessels on temporary roads, opposed by traveling fort resses on strategic railways tha defend every approach.'

## Hydraulic Electric Lighting.

The Hartford, Conn., Electric Light Company has nearly com pleted a notable undertaking for utilizing the fine water power of the Farmington River, where with to operate their central sta tion, from which is distributed current for both light and powe throughout the city of Hartford

Under contract with the Farm ington River Power Company which owns the dam, about 300 feet long, across the Farmington River, nearly ten miles from the city, the Electric Light Compa ny has erected a station with full equipment of dynamos, etc. and will hereafter furnish the current for all the city stree lights and for power purposes from that station.
Six dynamos are now in opera tion, supplying 250 street lights.
but from its art history, as it was painted by Sebastian del Piombo.* It was formerly regarded as an heir loom in the family, now extinct, of the Giovios, and was in the possession of the writer Paul Giovio, who refers to it in his works, and had it engraved. On the failure of the male branch of the Giovio family, the portrait passed, two generations ago, to the De Orch amily, and is now in the possession of Dr. De Orchi of Como.-Illustrated London News.

## The Ship Railways of the Future.

In a paper lately read by John F. O'Rourke on the Chignecto ship railway, before the American Society of Civil Engineers, the author said :
"This will be the first application of rails to naviga tion, and Canada has secured the honor by guaran eeing for twenty years an annual sum equal to on wo-thousandth the yearly receipts of the New York Custom House. As when built it will, most likely, be
self-supporting, Canada may be said to have purchased self-supporting, Canada may be said to
the honor with a little accommodation.
"If ship railways will do all that is claimed for them, and it is morally certain that they will, a new era is about to open in transportation. A ship is not a fish,

[^0]Four more are to be added, which will then generat enough electricity to supply the rest of the street lights, wo hundred of which are yet supplied from dynamos operated by steam in the station on State Street. It is intended to add a large generator of 300 horse power or supplying electricity for power purposes.
The fall over the dam is $191 / 2$ feet, and the volume of water about two feet deep. The force is estimated to be equal to $1,000 \mathrm{~h}$. p. The supply of wate is considered to be unfailing, and far in excess of any possible future requirements of the lighting company To convert this great power from the river, six Rodney Hunt horizontal water wheels are used, with a capa city of $800 \mathrm{~h} . \mathrm{p}$. , and the power is conveyed to the dynamos by shafting and belts.
To convey the electric current to the city, 500 poles, varying from 40 to 70 feet high, have been erected, car rying eleven wires. The water power at the dam is very steady, and improvement in the city lights sup plied from this source is already perceptible.

## Parasitical Plants.

The author proves that a parasite growing on plants of the Strychnos genus contains neither strychnine nor brucine. The mistletoe growing upon the oak does not contain the blue tannin of the latter, but exclusively a green tannin. In like manner other parasite are shown not to absorb the peculiar principles of their hosts.-A. Chatin.

## an improved rainwater cut-0ff.

The device shown in the illustration, which has been patented by Marion N. Coe, of New Orleans, La., is designed to prevent the flow of water trom sheds or roofs into the tanks or cisterns until a sufficient quantity of rain has fallen to wash away the dust and dirt from the roof. This cut-off acts automatically, and also serves to prevent the passage of birds, rats, and insects "into the cistern. Fig. 1 is a broken side elevation of the device with the parts in position, and Fig. 2 shows another application where the overflow pipe serves as a waste pipe. In the bottom of a conductor of the usual description is an opening, in the lower end of which a gate is fixed upon a transverse rod, the gate fitting so that the water flows readily over it when the gate is closed. On the outer end of the rod on which the gate is pivoted is a lever weighted at one end to normally raise the gate, the opposite end of the lever having an eye, through which extends a vertical lever having an eye, through which extends a connected with a frame pivoted on a bracket connected with the conductor. Fixed to the side of an enlarged portion of the spout beneath the conductor is a frame through which extend drum-carrying shafts, one shaft having a pinion meshing with a gear on the other shaft to transmit a slower motion thereto, and the latter shaft having a rope attached to its drum, the rope extending downwardly through the frame and having a weight attached at its lower end. Fixed to the other shaft is a waterwheel arranged beneath the opening in the conductor. With the device in its normal con dition, as shown in Fig. 1, the water falling upon a roof first flows through the opening in the conduetor upon the waterwheel, and by turning the latter winds the rope upon the connected drum shaft until the weight reaches the frame, the raising of the free end of which actuates the rod connected with the lever adapted to close the gate in the conductor. The water flowing through the conductor then holds the gate closed,


## COE'S RAINWATER CUT-OFF.

while, the water being shut off from the wheel, the weight falls, unwinding the rope from the drum, and leaving the gate so that it rises when the flow of water through the conductor ceases. The length of time it is desired to allow the water to run to waste may be regulated by the length of rope with its weight operating the frame, while, to close the gate quickly, the rope may be attached directly to the drum of the shaft carrying the waterwheel.
For further information relative to this invention address M. N. Coe \& Co., P. O. box No. 257, New Orleans, La.

A New Method for Retaining Artificial Dentures. One of the great discomforts of artificial dentures, where all the teeth have been lost and much absorption of the gums has taken place, is the constant tendency for them to slip forward. To overcome this difficulty Mr. William Dall, of Glasgow, has developed a method of fixing dentures by means of two or more gold pins attached to the under surface, which enter holes either made by drilling the jawbone or left after the extraction of a tooth. In the former case the gum is first painted with a fifty per cent solution of cocaine, and the holes are drilled by means of the dental engine. In the lower jaw any place may be chosen between the symphysis and the mental foramen, and in the upper, almost anywhere, care, however, being taken not to pierce the floor of the antrum. Koch's solution is used as an antiseptic at the time of operation and also prescribed as a mouth wash during healing. The den ture is applied a few days later, and is of course to be regularly removed for the purpose of cleaning. He believes that the bone forming the walls of the socket becomes sclerosed, and that there is little danger of necrosis. Where the holes or sockets result from the extraction of teeth, the gold pins have simply to be fixed to the denture, and in all cases it is importan that they should be parallel.

During the last three years Mr. Dall has drilled ten
cases in all, seven in the upper and three in the lower jaw, and in only one inflammation followed by suppuration occurred, and this quickly subsided. In fifteen cases dentures were inserted with pins entering the sockets of extracted teeth. Two cases were shown at the Odonto-Chirurgical Society of Scotland exemplifying this method of treatment. This operation can hardly be considered analogous to wiring bones together, as was suggested during the discussion of Mr . Iall's paper, for this is done under antiseptic conditions impossible in the mouth, and, moreover, every effort is made to keep the wound aseptic afterward, whereas in drilling the sockets are left open. Some objections to the operations are the risk of opening the antrum or the inferior dental canal and the difficulty of keeping the sockets clean.-Lancet.

## To Color Brass work.

A beautiful violet color is imparted to brass work by the application of chloride of antimony, says a writer in Work. Get the work perfectly bright and clean by the usual methods, either in a lathe or by dipping, etc. heat it over gas-flame or spirit-lamp, so that water will steam off it but not fizz, and then apply the chloride of antimony liquor with a piece of rag or pad attached to a piece of wood; when the metal has assumed an even color, polish by rubbing with a soft cloth perfect ly clean and dry, and protect with a coat of clear lacquer. Should you prefer a darker color, use either of the following recipes: (1) To one part oxide of iron or iron filings, add one part arsenic and 12 parts hy drochloric acid. Dissolve the oxide of iron or filings in the acid, then add the arsenic, strain and bottle for use. (2) One pint of strong vinegar, one ounce of sal ammoniac, one-fourth ounce arsenic, one-half ounce alum ; dissolve in the vinegar and bottle. These mix tures are to be applied in the same way as chloride of antimony, and, as you are doubtless aware, the ulti mate shades may be varied by treating with variou lacquers. In all cases the work should be polished with a dry cloth immediately the desired color is ob tained, and in the case of the two latter recipes the work should be lacquered at once; but with the chlo ride of antimony this is not essential. With regard to Florentine bronze the only recipe I know of is the fol lowing: The work having been finished bright and clean is covered with a coating of copper. Now make a paste with Spanish brown 12 parts, and black lead 1 part, in hot water. Dissolve a small quantity of oxalic acid-say as much as will fit on a sixpence-to one-half a pound of other ingredients, also in ho water, and thoroughly mix the whole; thin with hot water to a workable consistence and apply with a sof brush. When dry, polish with a medium brush. This done, the work is ready for lacquering, a pale lacque being employed.

## Telephoning in French.

The Iondon and Paris telephone seems to be destined to have a far less or, at any rate, a considerably less usefulness than was at first expected of it, for a very peculiar reason. The telephone can indeed transmit sound, but it cannot enable a person who understands written French to understand spoken French, espe cially through a telephone. Something, some unde fined, intangible difficulty, was speedily discovered by ersons using the telephone for the first time, and who first laid their inability to hear to the telephone, but the sound was well defined, and in understanding he mother tongue there is no difficulty. It is only when Englishmen accustomed to correspond or tele graph in French atteropt to speak or hear it that the difficulty-one well known to every visitor to foreign ands-comes into play
Until, therefore, our teaching of French is reformed which we hope will be soon, or until intending user take lessons in pronunciation, they will evidently have to content themselves with telegraphing as before, or with having an interpreter at the other end who can understand. After all the trouble to obtain an abso ute sound-proof chamber for isolating the stock ex change men, what a curious result it would be to be forced to employ an intermediary simply because the telephone will not talk the French of Stratford-atte Bowe !--Electrical Engineer.

## A TOY BIRD FOR CHILDREN

The device shown in the engraving is designed to closely resemble a bird suspended by an elastic cord and which may be made to appear to fly. It has been patented by Mr. Abraham Pugsley, of Jamestown, R. I. F'ig. 1 shows the bird with its wings spread, and Fig. 2 is a broken top view with the wings closed. Each wing consists of a front plate or strip and a flexible connection secured thereto and to the body of the bird, the flexible portion being usually made of cloth, and crimped or crinkled to resemble feathers. The plate is curved inwardly toward its inner end, and a cut-off diagonal portion is pressed upon by a spring to hold the wing closed. The plate rom ivoted near their inner ends, and have notches rom which extend grooves in which the suspending cord is held. The inner in which the suspending
ered by a plate, which also supports the wings and the spring which presses against them, and the pin around which the suspending cord is passed. The suspending cord is doubled in the center and secured to an elastic cord terminating in a finger loop or ring,


PUGSLEY'S TOY BIRD.
each member of the cord being passed through a notch of the cover plate and around a pin in opposite directions, the ends of the cord being secured in notches of the wing plates, the wings being opened to their full length by pulling upon the suspending cord. The bird is properly balanced by filling a hole in its body with lead or some heavy substance suitable for bal last. By taking hold of the finger loop and raising and lowering the hand, and giving it other move ments, the bird may be made to sail through the air in very good imitation of the flight of a real bird.

## A COOLER FOR HOLDING MILK CANS.

The illustration represents a convenient receptacle The illustration represents a convenient receptacle
for holding milk cans for cooling their contents, at the same time providing for the escape of animal heat from the milk. The construction forms the subject of wo patents granted to Mr. William W. Conder, of Tillamook, Oregon. The milk-holding vessels are pre erably united at the bottom to form a common receptacle, held in the tank by hooks and staples, the milk being cooled by water being admitted through one pipe and flowing off by the other pipe. Upon the under side of the tank cover are depending flanges adapted to fit closely upon the milk cans or milk-receiving vessels, and serve as covers therefor, and each of these covers is connected by a branch pipe with a central pipe projecting upward through the cover, such central pipe being shown as communicating directly with the cen ral cover. The central pipe is provided with a suit able screw-threaded cap, as shown in the small view, and when such cap is removed, the animal heat from the milk in the various receptacles passes off freely The cover is hinged to the tank by means of a rod pivoted in suitable keepers, ach end of the rod being bent to extend at the side of the cover, to which it is attached by eyes. On orse side of the cover the rod is also formed into a depending arm having an eye which interlocks with an eye in another rod, the lower end of the latter rod being pivoted by a screw to the rear side of the tank, while its upper end is bent to form a crank,


CONDER'S MILK COOLER.
the whole forming a simple hinge and handle, by which the cover may be raised and lowered. With this construction the flowing water causes the milk to be cooled quickly and the cream to rise rapidly, it being designed that the water shall be admitted to the tank through the lower pipe to strike first against the bottom of the milk receptacle and flow out near its top.

## ©orresponderce.

## Cutting Glass Again.

To the Editor of the Scientific American:
The simplest way to cut a bottle by heat that I have found, is this: Take ordinary wrapping twine and put two strands around the bottle where cut is desired, tying a hard knot and cutting ends close. Then take kerosene oil sufficient to wet the strings well, apply a lighted match, rotate the bottle rapidly so as to keep heat in a narrow band; in a moment plunge into cold water, and the bottle cracks off smoothly.
I made a plunge battery of 26 cells in this way out of large mucilage bottles and did not spoil one of them.
H. A. Dobson, M.D.

Washington, D. C., April 17, 1891.
How to Clean a Plaster Cast
To the Editor of the Scientific American:
To the question asked, How to clean a plaster cast I have never seen the following recipe given, which has been most highly recommended to me by an ingenious man who has spéni his life so far in the working of plaster.
If a cast has not been painted, oiled, or waxed, and allowing it is a bust or statue that is to be cleansed, invert the figure, and from the bottom fill it with water, free from iron, and allow it to filter through the plaster. After the filtering process has gone on for a sufficient time, and the outside surface occasionally washed with water and a soft brush, it will be found, after the plaster has dried, that all of the dust has passed from the pores of the cast and it is again restored to a whiteness that cannot be gotten in any other way.
I have not had occasion to try the above recipe, but send it to you in full confidence that it will do wha my informant claims.

William Couper.
Studio Ball, Florence, Italy, April 9, 1891.
Mathematical Curiosities.
T'o the Editor of the Scientific American
I send you a few of what might be called mathematical curiosities. To any of your readers who have not seen them I think they cannot but be interesting.

1. A finite quantity to the zero power is equal to unity. Take 6 as the finite quantity. Then $6^{\circ}=1$, since $1=\frac{6}{6}=\frac{6^{1}}{6^{1}}=6^{1-1}=6^{\circ}$.
2. The zero root of a finite quantity is equal to infinity. Take 6 again. Then $\sqrt[\circ]{\overline{6}}=\infty$, since $\sqrt{\sqrt{6}}=6^{\frac{1}{d}}$ but $\frac{1}{0}=\infty \therefore 6^{t}=6^{\infty}=\infty$.
3. The infinity root of a finite quantity is equal to unity. Take 6. Then $\sqrt[\infty]{6}=1$, since $\sqrt[\infty]{6}=6^{\frac{1}{\infty}}$; but $\frac{1}{\bar{\infty}}=0 \therefore 6^{\frac{1}{\bar{x}}}=6^{\circ}=1$.
4. Infinity multiplied by zero is equal to a finite quantity. Take 6. Then $\infty .0=6$, since $0=\frac{6}{\infty}$. $\infty .0=\infty \cdot \frac{6}{\infty}=6$.

Geo. D. Guyer
Cadet U. S. M. A.
West Point, N. Y.

## Aluminum at Boonton, $N$. J.

To the Editor of the Scientific American :
I have seen in your journal of April 4 the article credited to the Cleveland Plain Dealer, in which it was said: "In the spring of 1890, Eugene Cowles, of the Cowles Smelting and Aluminum Company, notified Mr. Hunt that a concern in Boonton, N. J., was manu facturing pure aluminum by the Hall process, and on this hint the New Jersey company was investigated, owned up, and desisted." This appears to have been part of an affidavit of Mr. Alfred E. Hunt, president of the Pittsburg Reduction Company, and the statement seems to have been made of some use in a law suit.
There is but one concern in Boonton which manufactures aluminum in any way, either as "pure aluminum" or as an alloy. That concern is the United States Aluminum Metal Company, of which I am presi dent. That company has never manufactured "pure aluminum by the Hall process," and has never, to its knowledge, been "investigated," has not "owned up," and has not " desisted."
If Mr. Hunt made this statement, he ought to take it back in the manner in which it was made, and cause the retraction to be as widely published as the statement. I shall write him to this effect. But without reference to what he may do in the matter, $I$ trust this denial may be given the same publicity in your journal as was given the article referred to.
W. T. Barnard

President U. S. Aluminum Metal Co.
Boonton, N. J., April 20, 1891.

## A Good Use for old Tin Cans.

To preserve rosebushes, cuttings, or any tender plant just set out from crickets or any winged bugs, cut out the top and bottom of tin cans and place the cylinder over the plants, and keep them there till the plants get strong enough to resist the attack of bugs.

Cutting a Millimeter Thread with an Inch Leading
It is possible that many who possess a screw-cutting lathe with a leading screw of so many threads to the inch may wish to use it for cutting millimeter screws. While, of course, it is too much to expect that the absolute value of the millimeter, as given in terms of the inch, can be obtained by ordinary change wheels-and this is not of great importance, since, among other reasons, the two determinations of the value of the milli meter in inches differ by one part in a hundred thou-sand-yet it may not be well known that a most remarkable degree of accuracy may be obtained with wheels in ordinary use. After some trouble I lighted upon the following numbers, which, with a leading screw of eight threads to the inch, give as a result $25 \cdot 3968$, whereas the inch is $25 \cdot 3995$ millimeters. The wheels are 28 on mandrel, 100 and 36 on stud, and 32 on screw. The error would, therefore, with a perfect lathe, be less than one part in nine thousand, so that a screw cut in this way would for almost all purposes be correct ; in fact, it is doubtful if in the case of short screws many lathes could be trusted to cut inch threads more accurately. For leading screws of other pitches, such as $4,5,6$, or 10 threads to the inch, the wheels can asily be altered so as to give the same result.
Of course it may be the case that this or an equally good arrangement is known to some; but as I had to start working out the combinations of thirteen wheels taken four together, in which each combination contained six sub-combinations, in order to obtain the re sult, it is possible that it may be appreciated by those to whom it may be of use, but who would rather be saved so much trouble.
C. V. Boys.

Royal College of Science, London.
P. S.-It may be worth while to add that the wheel aken in order-

where the followers or multipliers are printed in italics The last sequence of Ggures is sufficiently curious, and is one that can easily be remembered.-C. V. B.Nature.

## The Mercury Cure for Phylloxera.

Professor C. V. Riley,
Department of Agriculture, Washington, D. C.: The Scientific American, of this city, published, the 10 th of June, 1885, that Mr. John A. Bauer, of San Francisco, Cal., had found a sure and cheap preven tive of the ravages of the phylloxera, which consisted in the application to the vine plant of a compound of half an ounce of quicksilver in very minute particles and an equal weight of pulverized clay. The quantity of the mixture had to be half an ounce for each plant. The journal added that the remedy was simple; that it could be prepared, assayed for several purposes, and applied without danger or technical skill.
I consequently wrote to my friends, Mr. John B Prat and Mr. Paul Griñan, of Barcelona (Spain), on the Prat and Mr. Paul, and I invited them to give a trial to the im subject, and I invited them to
portant discovery of Mr. Bauer.
Mr. Prat wrote to me subsequently what follows :
"I have the deep regret to inform you that ou iriend, Doctor Griñan, has tried for one hundred time at least to prepare the anti-phylloxera compound dis overed by Mr. Bauer in San Francisco. He, Mr. Gri nan, has used all the means that science and experienc advise, but to no avail, because he has not been able to obtain the assimilation of the mercury and the clay There must therefore exist either an especial machine $r$ an ingredient unknown so far to us for making the anti-phylloxera preparation, and we earnestly beg of you to inquire about the matter and inform us."
I consequently wrote to Mr. Bauer on the 3d of last March, and up to this day I have not received an nswer whatever.
A friend of mine, Mr. MacArdle, who knows you by your high reputation as the best judge in the phyllox era question, has advised me to take the liberty of consulting you on the matter, and it is for this reason that I come to beg of your extreme kindness the favor of informing me how can my friends in Barcelona succeed n making the compound invented by the above-men tioned Mr. Bauer, or whether there is any other prac tical and easy way of destroying the dreadful phyloxera.
Thanking you earnestly in advance for your trouble, beg to remain, sir, yours very respectfully,

New York, April 7, 1891.
Joseph de Susini.
Reply by Prof. C. V. Riley.-I have your letter of the 7th of April, referring to Bauer's quicksilver remedy for grapevine phylloxera. This remedy was proposed in 1884 and attracted considerable attention at that time. So far as I am aware, Mr. Bauer has not published his method of mixing the earth and the mercury. In Bulletin No. 18 of the Agricultural Experiment Station of the University of California, published October 1, 1884, Professor E. W. Hilgard, in treating of
cacy of metallic mercury finely diffused through the soil in killing phylloxera or any other small insect remaining within its reach for any length of time. In another paragraph of the same bulletin he makes use of the expression, "A soil column of six or eight inches depth, impregnated with the mercurial vapor by inter mixture with 'blue mass,' will effectually prevent,' etc. In other words, the mixture is spoken of as a simple mechanical operation, and I was not hitherto aware that there was any difficulty with that phase of the application. I was not at all favorably impressed with the remedy at the start, and the experiment made later by Professor Hilgard and his assistants failed, in a large majority of cases, to produce the expected effect. Mr. Bauer's original idea was to place a small quantity of the mixture about the base of the vine, to prevent the underground forms from crawling up, the vapor killing all individuals which attempted to do so. The obstacles to success are, in the first place, that by no means all of the lice crawl up the main roots, but issue from the ground from rootlets near the surface and crawl away to other vines ; and in the second place, that soils of differing character have very different powers of absorbing the mercuria vapor, becoming impregnated to different degrees or not at all.
I regret that I can give you no more definite infor mation as to the method of preparation, but in view of the comparative success of the latest French work with the American vine and bisulphide of carbon injected subterraneously, and in view of the discourag ing results of Professor Hilgard's California experiments with Mr. Bauer's mixture, it seems to me that it would be hardly worth while for Dr. Griñan to spend any further time with this mercury preparation.
April 14, 1891.

## Good Roads.

At a recent meeting of the Engineers' Club of Phi ladelphia, Mr. Thomas G. Janvier read a paper on The Engineering Features of the Road Question."
This branch of the road question should be divided into three parts: 1st, location; 2d, preparing the road-bed; 3d, laying the pavement.
Location.-The item of expense should be well con sidered. In this connection, grading, land damages, etc., should not be overlooked. The line should be as direct as possible, remembering that a slight deflection o the right or left, or an easy curve, might save con iderable expense in the matter of excavation, em bankment or bridging. The grades should be made as easy as possible, not exceeding seven feet per hundred, or less than eight inches per hundred feet. Excessive xcavations and embankments should be avoided.
The full width should not be less than forty nor more than sixty feet, but the paved portion need only be rom eighteen to twenty-four feet
The road-bed, or sub-grade, should have the same hape as finished grade.
Pavement.-If intended for very heavy travel, the Telford pavement should be put down, but if for or dinary travel, McAdam will answer. The difference in cost of these two pavements is but slight, and the Tel ford being much superior, should be given the prefer ace
A Telford or McAdam road thoroughly constructed and properly maintained will never need reconstrucion. The best system of maintenance is that of con stant daily attention and repairs. All dirt roads intersecting a paved road should be paved several hundred feet from the intersection, in order that as little mud and dirt as possible shall be carried on to the paved road.
Important points to be observed for keeping a road n good condition :

1. All dirt and mud removed as frequently as possible.
2. The entire drainage system carefully maintained. 3. Constant daily repairs and patches wherever and whenever ruts or depressions begin to show.
3. Careful sprinkling three or four times a day in dry weather.
4. The frequent use of a two-and-a-half-ton roller

## Soap for Metal Work.

The soaps used for cleaning metal work usually con sist of mixtures of vaseline, oleic acid, and fat, mixed with a small quantity of rouge. When freshly prepared, they leave nothing to be desired; but, unfortunately, such mixtures soon tion rancid, and become unfit for use. A new soap for metal work, which is stated to be free from this objection, is made from cocoanut butter in the following way : 2.5 kilogrammes of the butter are melted in an iron vessel, together with a little water, and to the mixture is added, with constant stirring, 180 grammes of chalk, 87.5 grammes of alum, 87.5 grammes of cream of tartar, and 87.5 grammes of white lead. This mixture is then poured into moulds and allowed to solidify. The soap so obtained is made into a paste with water and rubbed over the metal to be cleaned, and finally removed by a dry rag or chamois leather.

Large shipment of american locomotives to a fistralia
Sending locomotives to Australia is nothing new in the history of American industrial development Many have gone there as well as to other British colonies. But strenuous attempts have been made of late to direct this trade to English shops; a plant with English machinery and models has been established on the ground, with the avowed purpose of remodeling the English type of locomotive to suit the conditions of Australian service, and comparative trials have been made between American and English construction. In the face of this, that a large order should be sent hither is an interesting fact. The locomotives shipped by the Baldwin Locomotive Works on the steamer Henley to the government of New South Wales are 27 in number, while the total order received by the Baldwin Works amounts to 47 locomotives in all. Of the first lot, fifteen are light tramway locomotives intended for passenger service on the Sydney tramways. The other twelve are heavy passenger locomotives of what are known as the ten-wheel type, with three pairs of driving wheels and a four-wheeled leading truck. T?ey have separate eight-wheeled tenders. The general dimensions of these locomotives are as follows Total weight in working order, exclusive of tender about 125,000 pounds ; weight on forward truck, 28,000 pounds; weight on driving wheels, 97,000 pounds; approximate weight of tender with full supply of coal and water, about 80,000 pounds; cylinders, 21 in . diameter by 24 in . stroke ; driving wheels, 61 in . diameter; gauge of track, $4 \mathrm{ft} .81 / 2 \mathrm{in}$.; water capacity of tender, 3,600 gallons. The boilers are of steel, 62 in . diameter, with copper fire-boxes, copper stay-bolts and brass tubes. They are covered with magnesia sec tional lagging similar to United States dynamite cruiser Vesuvius and other United States war vessels of recent construction. The driving-wheel centers are at these works. The truck and tender wheels are steel-tired. The engine and tender are fitted with Westinghouse equalized pressure driver brake fixtures which are actuated by brake equipment supplied by the Westinghouse Air Brake Company, limited. o London. As most of the locomotives on the New South Wales railways are equipped with the English apparatus, it is preferred to that made at Pittsburg. The driver and tender brakes can also be operated by powerful serew apparatus. The reversing gear is operated by a screw, in accordance with the English practice. The locomotives are also equipped with United States metallic packing, Nathan sight-feed lubricators, special lubricators for oiling the driving boxes for high-speed service, and other latest improve ments.
The service for which these engines are intended i described by the following extract from a letter from the Secretary for Railways: "The sharpest curve on our road is 528 feet radius (nearly 11 deg). The steepest grade is 176 feet per mile. It is proposed to haul with this engine trains weighing 152 gross tons ( 340,500 lb.) up long grades of 130 feet per mile. This would be grade at about 22 miles per hour. Occasionally the grade at about 22 miles per hour. Occasionally the
train would have an additional car, making the load train would have an additional car, making the load
without engine and tender 176 tons, or $394,240 \mathrm{lb}$. These loads include a full complement of passengers mail and baggage. The cars are all on trucks or bogies.

The regular load up the 176 feet grades would be 120 gross tons $(269,000 \mathrm{lb}$.) without engine or tender. These grades are free from very sharp curves, and therefor than on the 130 feet grades. It is therefore expected that occasionally an extra car could be handled, making the total weight of the train 144 gross tons $(322,500$ lb.) without engine or tender."
An engineer, William Rhodes, of the Baldwin Company will supervise the erection and trials of the loco motives in New South Wales.
John H. Converse, of Burnham, Williams \& Co. (Baldwin Locomotive Works) in a recent conversation with a representative of the Scientific American said:
"There is not anything particularly novel in the dimensions or construction of the locomotives which we are shipping to the government of New South Wales. As far back as 1877 we exported locomotives to Australia. The American type of locomotive is undoubtedly the best type for Australia, and no one knows this better than the Australians.

This is proved by the fact that usually when they want a locomotive they either order it from American builders, or else have an English-built locomotive modified by American designs. The American loco motive is peculiarly adapted for use in Australia on ac count of the general topography of the country. The English locomotive has a plentiful lack of flexibility in its make-up. It is a good engine in insular England, but not in continental Australia. The English locomotive is made to run on short, straight, and level
roads, and is inferior to the American locomotive roads, and is inferior to the American locomotive
wherever the topograpiny of the country requires a
twisting and bending of the road, sinuous paths and sharp corners. The Australian likes the superbly balanced American locomotive, the ease with which it accommodates itself to tortuous roadbeds. They like he accessible position of our cylinders, the good 'kite which the sand bozes afford the driving wheels. And hey know that on a good road the American locomoive is the equal of the English locomotive, while on a poor road the English locomotives are like the man who drove the hearse-they are not in it. As to relaive cost, from all the data that $I$ can obtain, $I$ am of the opinion that at present an American locomotive can be delivered in Australian ports at about the sam ost as an English locomotive."
It may be said, however, that the relative cost of the two types, American and English, is not as important a factor in this discussion as adaptability. A ocomotive that will fulfill the conditions of service asily fetches a fair price, while a locomotive which will not do this is costly at any price. It is only fair o add, lest a wrong inference should be given, that the English type of locomotive, though wholly unuited to long, uneven and tortuous roads, such as, ob tain in newly settled countries, is yet an admirable deign for the short and smooth and highly perfected roads of Britain. It would be manifestly unfair to compare the work of English locomotives on American roads or American locomotives on English roads, but on neutral ground like!South America, Japan and Aus ralia, where both are asked to fulfill the same conditions, the same being quite unlike what they have been used to, there is an excellent opportunity to test the relative skill of the two designers. Notwithstand ing our tariff restrictions, American locomotives have found a ready market in those regions, while in Can ada they long since drove the English type out of the market.
It has been asserted, and without contradiction, that the English locomotive burns less coal than the American. But the American locomotive does mor work than the English. It could not reasonably be expected that locomotives pulling heavy loads on un even roads with high grades should be as saving of uel as engines pulling less, for their weight, along mooth, short, and perfectly constructed road-beds The freight locomotive in England works under un usually favorable conditions. Once it starts on it journey it has the right of way, and there is rarely any reason for stopping it. The American type has much nore to contend with. It draws a much heavier train, often 50 cars, or $4,500,000 \mathrm{lb}$. Nor is that even a maxi num load. On the Pennsylvania it is sometimes 80 and 85 cars. To start such a train and obtain a headway of 40 miles an hour, it has been computed to re quire a net pull (friction excluded) of $243,000,000$ foot pounds, a force that would serve to have hauled the rain quite three miles on the level. Having frequent y to stop, often to move off upon a siding to let pas enger trains go by, and running upon roads which, because of their enormous length, it is almost impossible to keep in good repair, American locomotives are called pon to withstand frequent and severe strains. Eng ish locomotives, when put to such tests, have failed ignally; nor do the English designers, even when orewarned that they must fulfill such conditions, prove equal to the emergency, the trials between American and English freight engines in South America and Australia proving conclusively tha those brought up in the American school of designing most fully appreciate the serious nature of the obstales to be encountered.
A good illustration of the inadequacy of English ocomotive designing to fulfill conditions of service on other than English roads was recently had on the Pennsylvania road, where an English locomotive of the compound type, built at large cost especially to compete with American passenger service locomotives was found unable to draw the regular trains, nor was the boiler capable of evaporating as much water per
pound of coal as the American-built engines performing the same work.
In the British colonies, as in America, it has been found advisable, indeed most economical, to run heavy trains, the present tendency being to increase both load and speed. Whether this system is the best it is not the purpose of this article to inquire; it is suff ient to state the fact that that is the character of th service demanded of the American locomotives now being sent to New Snuth Wales, and it is that kind o service that has reduced the average rate of freigh service in America to less than half of that of English French and Italian roads, and about 65 per cent of the rate charged on German roads. In a recent discussion of the relative hearing surface of American and Eng ish locomotives, per ton of adhesion weight, the heat ing 'surface of certain standard engines was given as follows:

trains of between 300 and 500 tons weight. With Engish types the heating surfaces are as follows :
London, Brighton and South Coast............... 1,500 sq. ft.
Webb Compound ............................577 i"
Worsdell.................................. 1,139 "،

But it must be remembered that English train loads scarcely average 200 tons.

## A New Discovery wanted.

"It does not appear at all probable that electric lighting, carried out on the present lines on a large scale, will ever be cheaper than gas lighting. Its superiority in so many other respects to gas lighting may ultimately lead to its very general adoption, but it nust be obvious to everybody that complete success cannot be hoped for until some entirely new system, by which a greater proportion of the available energy is converted into light, has been discovered. In a gas flame not more than one per cent of the energy consumed appears in the useful form of light; and in the electric arc (our most efficient form of artificial light) the proportion of useful effect is only raised to 2 or 3 per cent. The remaining 98 or 97 per cent being below the limit of the visible spectrum, is wasted in the form of invisible heat. Light waves produced by combus tion or incandescence are invariably accompanied by an enormously larger proportion of waves of a lower pitch, which merely produce heat; or as Dr. Lodge puts it, 'it is as though, in order to sound some little shrill octave of pipes in an organ, we were obliged to depress every key and every pedal, and to blow a young hurricane.' The writer just quoted also predicts that a boy turning handle could, with his energy properly directed, produce as much light as is now produced by the consumption in massive mechanism of large quantities of fuel."
Certain recent investigations by Langley and Very with spectroscopic and thermal estimations were made, and the result was to show that the whole of the radiant energy of the firefly lies within the visible spectrum. No radiant heat, below the red end of the spectrum; could be detected by the bolometer, an instrument which has proved sufficiently delicate to measure the thermal radiation from the moon. It was concluded that insect light is associated with about ${ }_{4}^{\frac{1}{0} \sigma}$ part of the heat which is ordinarily associated with the radiation of flames. "Nature thus produces light at about ${ }_{4}^{\frac{1}{00}}$ part of the cost of the energy which is produced in the candle flame, and at but an insignificant fraction of the cost of the electric light."
These investigations of Langley and Very are of the greatest interest as showing that the attainment of an normously higher efficiency in the production of artificial light is contrary to no law of nature, and may uggest a system of electric lighting destined to supersede the enormously wasteful methods at present in use.-Electrical Review.

## Electrical Propertics of Semi-permeable Walls

A semi-permeable material, according to Ostwald, is a material which permits the solvent to pass through it, but not the dissolved salt. The permeability of a given material, however, depends not on the nature of the given salt as a whole, but upon the character of each of its ions. Copper ferrocyanide, for example, is permeable by potassium chloride, because it allows both the potassium and the chlorine ions to pass through it. But it is not permeable by barium chloride because it does not permit the barium to pass, nor by potassium sulphate because it does not allow the passage of the $\mathrm{SO}_{4}$ ions. If a solution, the ions of which cannot pass through a semi-permeable material, be electrolyzed, the electrodes being separated by a semipermeable wall, the latter will itself act as a metallic electrode. In the author's experiments, a U-tube filled with a solution of potassium ferrocyanide and having parchment paper tied over its ends was used to connect two glasses containing solution of copper sulphate, so that a layer bf copper ferrocyanide formed on the paper. After passing a current through the apparatus for a time, metallic copper was found to be deposited on the paper in the glass containing the positive elecrode.
The fact seems to be that the positively charged copper ions, coming in contact with the film of ferrocyanide, through which they cannot pass, give up their charges and are deposited in the metallic state; the negative $\mathrm{FeCy}_{6}$ ions, accumulating on the other side of the film and there giving up an equivalent of negative electricity, are converted into triad ferrocyanide ions. At the other film the potassium ions, permeating the copper ferrocyanide film, pass through it and establish electrical equilibrium by uniting with the $\mathrm{SO}_{4}$ ions of the copper sulphate. The author thus explains Becquerel's observation that when a tube containing copper nitrate solution is placed in a solution of sodium sulphide, a deposit of copper takes place in the interior of the tube. He also shows that many electrophysiological phenomena may be explained in this way, by the action of semi-permeable materials; such, for example, as the secondary resistance of albumen noticed some years ago by Dubois Reyınond.-Zeitschr. physi-
kal. Chem., vi., 71; J. Chem. Soc., lviii., 1354, Dec., 1890.

THE BENNETT DREDGE AND AMALGAMATOR. Placer mining in America, of late years, has been so unsuccessful and expensive that it seems to have become almost entirely abandoned in many good paying districts. One reason is because the miner or prospector prefers a "lead" or a " prospect," something where the returns appear to be greater, quicker, and more permanent than " so many colors to the pan," "so many cents to the yard of gravel," and the hard work of handling ?water and bowlders. There appears, however, to be a prospect of the return of many "old timers" to this branch of mining, not on account of better pay, but principally for the reason of the advancements in methods and machinery for the saving of the precious metal, the new finds on old grounds, and the late discoveries of entirely fresh fields in Idaho, Utah, Arizona, New Mexico, California, Colorado, Old Mexico, Australia, and other sections. Many new devices for the handling and saving of gold in this condition have been, and are being, continually experimented with by prominent and capable men, who believe that money can be made from the bars and other like deposits containing gold, as was done in 1849. In
trol of a single operator. These switches are so arranged and connected with an electro-magnetic brake as to re duce the number of levers requisite to thoroughly control all the operations of this plant to three, thus enabling one operator to easily control the operations of the entire plant, even of the largest capacity.
The dredge is mounted upon its own truck or car and can be moved forward or back ward by simply turning a switch. Both it and theamalgamator are constructed throughout of steel and aluminum iron, graphite bearings being used throughout the plant to obviate the use of grease or oil. Chains are replaced by steel wire ropes and gears are rendered unnecessary through the system of reduction in speed being adapted to the work performed.
The dredge illustrated, and which is taken from a photograph showing it at work near Denver, handles with ease two dippers per minute, in hard cemented gravel and bowlders, such as are usually found in placer ground. At the point shown the dredge had dug at least three feet below the track to clean low bedrock, and at times cut its way through high bedrock. The and at times cut its way through high bedrock. The
dipper dredge has a capacity of a cubic yard, and auto-
that are discharged at its opposite end through a shoot or othernise on to the previously cleaned up bedrock while the pay dirt, sifted through the separator, en ters the tank, where it is subjected to the treatment above referred to, and is then discharged, by means o the tailing wheel, into the overflow water, whence it may be conveyed by pipes or sluices to any desired point for settling and reuse if necessary, or may be thrown upon the cleaned up bedrock of a previous cut. In a high breast it becomes necessary to employ a carrier to pile the tailings higher, it being understood that the machine is constantly moving away from these piles. The power employed may be generated either by steam or water, but electricity is preferred for many and obvious reasons. The plant is adapted to run day and night, and is supplied with the proper electric lights a 30 horse power engine is required to run this No. plant, exclusive of pumping. The water necessary is 80 miner's inches, kept in circulation through its jets, but it is capable of treating its full quantity of stuff with from 1 in . to 3 in . of supply, by using the wate over and over, which it is arranged to do, when neces sary. In fact, it may be mentioned that the machine


ELECTRIC DREDGING AND AMALGAMATING MACHINE.
this connection we illustrate and describe $\varepsilon_{\varepsilon}$ process that
has been before the public for some time in California has been before the public for some time in California and Colorado, and which is now brought to a practical shape. The work done by the machinery is of sufficient importance to attract the attention of placer miners, on account of the fine gold it saves, as well as the coarse, and for the new and advanced construction of the entire plant.
This plant consists of the Bennett amalgamator, dredge, electric plant, and power house. The machines are built in three sizes. No. 1 has a capacity of 2,000 yards per day, No. 2 has a capacity of 4,000 yards per day, and No. 3 has a capacity of 8,000 yards per day. They are built of steel, and are adapted for handling cemented gravel and bowlders. The dredge is arranged to be propelled forward or backward on a screw, or on its own track, by its own power (as will be seen in the engraving, which shows a No. 1 machine). Mounted on the dredge are four electric motors, one of which handles the dipper, another lifts it through its cut, a third swings the dipper to the hopper, while the fourth operates the amalgamator which is upon the rear of the platform. The features of the dredge are its simplicity, absence of any necessity for stays and braces and the ability to swing the dipper through a circle, there being no interference from stays or braces. The motors are operated by switches conveniently piaced in the rotating cab, and all are under the perfect con-
matically opens ar.d closes at the proper points. The
weight of a No. 1 dredge, without amalgamator or notors, is about 25 tons
The amalgamator, seen on the body of the dredge consists of a cylind rical separator, set upon a peculiarly shaped tank, which is lined throughout with amalgam plates of new construction. It receives the water from numerous jets so placed in its bottom as to cause each particle that enters the tank to be thrown upward and to ward the plates a sufficient number of times to in sure not less than 400 contacts with the mercury held in bulk and otherwise, by the peculiar formation of the plates, and further, each particle, in its transit from the inlet to the outlet of this tank, is subjected to twelve severe scourings, by means of which coated or rusted gold is prepared for instant amalganation, and $i^{11}$ its transit each particle is placed twelve times in comparatively still water, thus allowing gravitation its perfect action. This machine is so constructed as to entirely avoid the flowering of mercury, and to pre vent the usual loss through this cause. In fact the amalgamator can be protitably used for the recovery of the mercury and amalgam so lost. A full description of the amalgamator and its mode of operation would require more space than is at our disposal, but it may be explained that the dipper discharges its content into the cylind rical separator, which traveling in wate thoroughly screens out and washes the coarser parts
illustrated has been worked near Denver for several weeks on less than a miner's inch of supply. Where the power is generated by water, the necessary stafi consists of but three men, two of whom are laborers the same number of hands are required for the other size of machine. The maximum capacity of the plant is stated to be $11 / 2$ yards a minute.
The time required for an ordinary clean-up need not exceed two hours, and may be made daily, weekly, or nonthly. The tank can be provided with a steel cover, which can be furnished with a lock, so that no one can interfere with its contents. The ground upon which this plant has been operating has been variously esti nated as paying from 7 to 10 cents per yard, but ky the process we have described about 40 cents were extracted or each yard handled, 75 per cent. of which was in particles so fine as to be invisible to the naked eye, and so light as to be held in suspension in otherwise clea till water several minutes. The amalgamator lik he dredge, is built of and aluminum iron all journals being provided with graphite bearings; the
only wearing points are the cylinder and tailing wheel, each of which can be replaced on the ground in an hou or two. The largest machine is evidently best adapted to river bed dredging, its capacity being 8,000 yards per day at a cost of operating of less than 1 cent per yard The machine is made by the Bennett Amalgamato Company, of Summit Co., Colorado-Engineering

## a hanging garden and a model office BUILDING.

## by н. с. hover

Circumstances have combined to make the city of Minneapolis remarkable in an architectural way. There is its location, to begin with. The broad sandy plain on which it lies reaches from the gorge of the Mississippi River back to Lakes Calhoun and Harriet, a breadth of about four miles. Lengthwise it extends from a rolling prairie whose hills are crowned by charming homes, nine miles south ward to the cliffs around Fort Snelling. Underneath the surface of sand and loan is the Trenton limestone, on which rest the solid foundations for the great mills and other massive edifices, while the compact sand is firm enough to support lighter structures. Hence there is no need of the costly digging and blasting that makes similar work elsewhere so expensive. Excavations for cellars, sewers, water pipes, etc., are made at a comparatively light outlay. Then, again, every kind of building material is at hand, and of the very best quality. There is abundant clay for manufacturing the cream-colored bricks that give the city such a sunny look. The limestones and sandstones of the region are noted for their admirable variety of color and texture. Granites can be had capable of standing, by actual test, nearly double the pressure of those quarried along the Atlantic coast. The vast forests of the Northwest furnish every kind of lumber desired, whether for construction or for finish. The numerous glass works of the West make plate glass so cheap that almost every house makes use of it. It is safe and in every way practicable to pile up edifices to a height that might be hazardous if less durable and compact materials were used. Still another favorable consideration is the fact that the wisdom and good taste of the founders of the city were shown in the laying out of the original streets and avenues with ample width, varying from 80 to 200 feet, thus inviting the erection of costly mansions and public edifices, with the assurance that their noble proportions would not be hidden from observation.
During the past ten years enterprising young architects, who had yearned for a field in which to display their talents, have brought to Minneapolis the freshest and the best ideas ant inventions of foreign as well as domestic architecture, besides here and there, it must be confessed, notions rather wild and fanciful. The general result, however, is a city of novel and often brilliant effects, so that the visitor is greeted by surprises whether he pushes along through the crowded business streets, strolls amid the luxuriant parks, or is whirled by the electric railway through the spreading suburbs.
My object in this communication is particularly to describe a model office buildiug recently erected by the Northwestern Guaranty Loan Company, of which pictorial representations are also offered. The building is of immense size, yet combines beauty and grace with the necessary elements of strength and durability. It covers an area of half an acre, and boasts six acres of flooring. Its dimensions are 156 by 132 feet, and its twelve stories rise to the height of 172 feet. The observation tower rises 48 feet above the flat roof, making the total height 220 feet. The first three stories are built of green granite, and the upper nine stories are of red sandstone. and its four sides are finished alike The interior materials used are iron, brick, terra cotta and antique oak. The building contains 400 office rooms, all heated by steam and supplied with water drawn from an artesian well 750 feet deep, the pipes running in summer through a packing of ice, thus giving all ten ants an abundance of ice water free. These offices are arranged in suites, each suite having front windows, steel vault accommodations, and ventilated by the most approved methods. The en tire building is brilliantly
lighted by 15 arc and 3,000 incandescent lamps, connected by 31 miles of electric wire. It has been estimated that this ponderous structure weighs 100,000 tons. The basement contains a complete system of safety deposit vaults. The public law library, free to all tenants, includes more than 10,000 volumes, with full sets of American and foreign reports, and stand
ard works of the latest and best editions. There are six elegant passenger elevators, besides a special one
for freight. The twelfth story is entirely occupied by for freight. The twelfth story is entirely occupied by the Guaranty Loan Restaurant, including the public rooms, etc., elaborately and expensively furnished.
Probably the feature that would strike the visitor as most unique and charming is the beautiful garden on


JOHN RUGGLES, FATHER OF THE PATENT OFFICE.
the roof, 172 feet above the pavement, where pygmies seem to be walking, and the street along which toy carriages appear to be rolling. This garden is laid out with handsomie gravel walks, beds of foliage plants and rare and lovely flowers. During the summer months band concerts are given here, and it is a very popular resort for sight seers. On a clear day, of which there are so many in this remarkable climate, one can see the entire city of Minneapolis and its envi rons, with the spires and towers of St. Paul not far away. The eye can follow the windings of the Mississippi to its juncture with the Minnesota River, or, in another direction, look off over a broad expanse of woodland and prairie, amid which are embosomed some of the loveliest lakes in the world.

The architects of this magnificent pile were Messrs. Townsend and Mix, whose intention it was to make

a hanging garden, minneapolis.
this the finest commercial building in existence, and the citizens of Minneapolis think they have succeeded.

A world's fair, in commemoration of the four hundredth anniversary of the discovery of America, will be Brazilian government in under the au

## THE FATHER OF THE PATENT OFFICE

## To the Editor of the Scientific American

The interesting notices in your columns of those whose administration of our patent system in its early stages so largely con ributed to its subsequent growth and usefulness seem to suggest some reference to the statesman whose wisdow conceived and formulated the patent bureau as we know it. There is good ground for belief that although the principle of examination of the novelty and utility of inventions for which pateut protection was sought was recognized in the act of 1790 the plan of providing a special corps of examiner originated in the mind of Senator John Ruggles. There appears to be no printed record of the words with which this fruitful thought was presented to the Senate, but the writer is so fortunate as to beentrusted by the presenter's son and namesake with Senator Ruggles' notes for his famous motion. The committee asked for in the motion appears to have been forthwith appointed, and on the 28 th of A pril, 1836, its chair man, Mr. Ruggles, presented the report and bill No. 239. The bill was so well thought out as to quickly pass, substantially intact, into law. It passed the Senate June 20, 1836, the House July 2, 18:36, and received the executive signature July 4, 1836. Of the scarcely less important supplementary acts of 1837 and 1839 Mr . Ruggles was, in like manner, the author Notwithstanding the mover's recognized personal weight, his bold prediction that " there will probably be no less than 1,000 patents sued out the ensuing twelve months," was doubtless received with skepti cism by more than one of his listeners. G. H. K. Washington, D. C., April 13, 1891.

SPEECH OF SENATOR JOHN RUGGLES BEFORE THE United states senate, first session of 24th CONGRESS, INTRODUCING MOTION FOR A COM Mittee on patents, december 31, 1835.
Mr. President: Having had occasion to transact some business at the Patent Office, I have been led to inquire into the cause of delay which so often attends the su ing out of patents, and in so doing, have come to the knowledge of the necessity, which I apprehend exists, of a revision of the laws of Congress relating to this sub ject. There has been no change or alteration in the laws of Congress providing for the encouragement of useful discoveries and inventions for nearly half a cen tury exceptextending the privileges to a certain class o foreigners. For a long period after the law was passed under which patents are issued, there were no more than two patents issued in a year. Now there are 800 issued in a year, and they are fast increasing. There will probably be no less than 1,000 sued out the ensu ing twelve months. It is not strange that regulation which answered very well at the time should now, un der a change of circumstances, require revision and alteration.
One provision of the law of '93 is particularly incon venient. It is that which requires a patent to be signed by the President Secretary of State, a n the Attorney General. If either of these officers hap pen to be absent when a application is made, th applicant is delayed unti his return, or the paten must be forwarded to him wherever he may be. Such is very often the case in respect to the present At torney-General. He is now in the State of New York and I understand that it now requires some two or three months to get a pa tent through all the modes and tenses necessary to its validity, when, in fact, it ought not to take more than two or three days It is a very inconvenient and unnecessary formality Again, sir, there is no discretion given to any of the officers of government to refuse a patent when applied for, though the subject of it be neither new nor useful. The su ing out of a patent is a nere ministerial duty The constquence is that patent upon patent for one and the same thing, with, perhaps, some immaterial alteration, is granted to different persons, and thus a foundation is laid for contention and litigation. I un derstand, sir, that it is not infrequent for a visitor at the model room to take a drawing and description of a model there, and making some slight immaterial alter ation, go into the superintendent's apartment and re-
quest a patent. He is told that the same thing has been already patented, but that does not deter him from his purpose, he demands a patent, and the minister of the law has no alternative but to make it out. And what does he do with it? Why, sir, he goes forth into every section of the Union and fraudulently sells out the right to make, use and vend in the States and counties to those who are ignorant of the piracy and who are led to confide in the seal of the United States and the signatures of the high officers of the government. This has got to be a regular business, and these fraudulent sales of void patents are estimated to amount to the ipcredible sum of half a million of dol lars annually. And the government is made accessory to this extensive fraud by lending, in accordance with the law, the great seal of State and the signatures of its highest' officers to these speculators in patent rights. Sir, it should not be so. What remedy is there? How can it be prevented? That is the inquiry which the resolutions propose to refer to a committee. There are other evils growing out of the present system, which, if not as flagrant, are yet sufficiently palpable to demand correction
Mr. President, while the progress of the arts in this country has been rapid beyond all European example, their encouragement, so far as it consists in securing to those who have made useful improvements the benefit of their discoveries and inventions, seems not to have received that consideration due to a matter which has become of so much public importance. It may be thought necessary, on examination of the subject, to make a thorough reform and reorganization of the Patent Department, and it may be worthy of inquiry whether it should not be formed into a separate
bureau, with a Commissioner of the Patent Office, and such subordinate officers or clerks as may be required for the proper execution of the duties of the department.

BRIEF LIFE SKETCH OF SENATOR RUGGLES, AUTHOH
F ACTS 1836-37-39. BY HIS SON, JOHN RUGGLES,
OF THOMASTON, MAINE
John Ruggles, son of Isaac and Hepsibeth (Parker) Ruggles, was born in Westboro, Massachusetts, Octo ber 8, 1789, graduated at Brown University in the class of 1813 , and spent one year in Kentucky engaged in teaching. Read law in the office of Hon. Estes Howe, of Sutton, Mass., and with Hon. Levi Lincoln, Worcester, Mass. Commenced the practice of law in 1815, at Skowhegan, Maine, and removed to Thomaston in 1817. He became eminent in his profession, and was, I am told, not excelled in the State in legal acumen and ability.
In 1823 he was elected representative to the Stat Legislature, and was re-elected for seven successive years. From 1825 to 1829 was Speaker of the House, and again in 1831, resigning to accept the appointment of a Justice of the Supreme Judicial Court of the State. Resigned his seat on the bench in 1834, to ac cept the office of United States Senator
On 31st December, 1835, Senator Ruggles submit ted his memorable motion for appointment of a committee " to take into consideration the state and condition of the Patent Office," etc., and on April 28, in his capacity as chairman, reported the bill which on July 4, 1836, became the act that created the present Patent Bureau with its Commissioner and its provisions for the technical examination of applications for United States patents. At the end of his term retired from political life to resume the practice of his profession, which was continued until the age of seventy-seven years and only relinquished in consequence of failing health and inability to attend court; but, being wonderfully industrious and fond of his profession, employed much of his time at his home, in writing legal opinions and clearing up, as far as possible with out side aid, the matter in his hands. In one important case he undertook a very lengthy argument for law court which was said by members of the bar to have been equal to some of his earlier efforts. In early life he delivered many public orations, and contributed extensively to the press. In 1824 he married Margaret daughter of Captain John George of the revolution In mechanics he was always very much interested having a naturally inclined and strong mechanica mind.

In stature he was 5 ft .7 in ., full form, weighin about 150 lb .; dark complexion and black hair
He died June 20, 1874, at the age of 84 years 8 month and 12 days.
At the destruction of the Patent Office by fire, father heard the alarm and saw from his room where the fire was. He was the first one to enter the building, and opened a door to secure some papers he had left on a table. He seized the papers, but had released his hold of the door, which was being closed by a spring, and could not be opened on the inside. Realizing his dan ger, he succeeded in getting his hand between the doo and the casing at the instant it was nearly closed.
Am unable to give you any information as to the "steps" by which my father's "consideration of the subject of patents grew into the organic act," or "any incidents connected with the conception and formu
lation of the patent law of July, 1836," but I can readily believe that his fondness for mechanics was
what prompted his efforts. During my residence in what prompted his efforts. During my residence in his papers have been destroyed. I have no persona knowledge of the matters in question-was but six years of age when father went to Washington. You may have noticed that my father received a patent for a railway rail May 22, 1837
The engraving is from a photo. copy of a portrait o my father taken about the time he presented the bill referred to.

## Electricity as Applied to Railroading

In a recent address delivered before the Young Men's Christian Association of the Delaware, Lacka wanna and Western Railroad, Mr. P. H. Brangs, elec trician of the railroad, gave a very complete accoun of the various ways in which electricity is applied to the operation of railways. He traced the history and nature of the railway telegraph, and showed how it led to the development of railroad signals, in which the electric current plays a prominent part. Under this head Mr. Brangs gave the following interesting details, s reported in the Electrical Engineer.
When the railroads of this country had grown to such proportions that the trains had to be run under short headway, it was found essential to adopt some plan whereby the safety of travelers might be made to depend upon something better than the caution of the engineer, and out of that necessity was developed the block signal.
The first railroad signal that was operated in thi country was tested on the old Camden and Amboy Railroad, now a part of the Pennsylvania Railroad system. It was in the summer of 1863 that the mid night train from Philadelphia was filled with wounded soldiers returning home to Eastern hospitals. Th train was delayed by a hot journal at Bristol. One hour later the Washington express from Richmond Junction, following it, not knowing of the delay of the preceding train, crashed into it, causing one of the mos frightful railroad accidents on record. Mr. RobertStew art was at that time employed on that road as telegraph uperintendent, and was the first man to construc and experiment with railroad signals in this country Very crude signals were used at first, which were changed from time to time until the present form of semaphores was adopted. In 1870 to 1873 the "block signal" system came into general use throughout the country. The Pennsylvania Railroad Company equipped their entire lime from New York to Philadel phia, and during the centennial year a thorough test of its practicability was made. Not a single accident can now be recalled due to the improper or inefficient operation of this system. The different systems now in use in this country are the Sykes or English block, the Union Switch and Signal Company's electro-pneumatic system, the Union Switch and Signal Company's clock work system, the Black automatic mechanical block system, the Hall automatic electric system, and nume ous others.
In the Switch and Signal Company's pneumatic elec tric block system, in operation for eight miles on the New Jersey Central Railroad, the New York Central, West Shore and others, the blocks vary in length from 1,000 to 1,800 feet and are operated on four paralle tracks. At the commencement of each block signal posts are erected, one for each track. Each post car ries two semaphores; the upper or home semaphore has a square end and is painted red, the lower or distance signal being fishtailed in shape and painted green. At night powerful lanps are used. When the upper semaphore projects at right angles from the post it in dicates that a train is on the next block. Wheneve it projects at an angle of 30 degrees, the lower one is so set at danger or caution. As the train leaves the block thus protected the upper signal falls, but the fish tail signal remains at caution until the next block i eached and the train is two blocks distant. Each semaphore is connected with a counterweight, so that when left to itself the counterpoise drops by gravity and sets it at danger. Directly below each post is a pneumatic cylinder with a single-acting piston, which connected by means of a balance lever and connect ing rod to the semaphore arms. As arranged, the pis ton which works with the cylinder is pressed upward
to its highest position when the semaphore is set at danger, this, therefore, being the natural position of the whole apparatus.
At the top of the cylinder a valve is arranged which an be opened electrically, and which closes automati cally by a spring. To this valve a pipe is connected which communicates with a supply of compressed air. Above the valve is an electro-magnet, the armature of which is connected to the valve stem. If a current of electricity is sent through the magnet, the valve will be opened, compressed air will be admitted above the piston, which will be depressed, and as it goes down will force the semaphore, in opposition to the counterpoise weight, into the "safety" position. The object to be attained, therefore, is that when a train is
automatically, cut off the current from both, so that they will be drawn into the "danger" position. When the train is on the next block, the current must again be permitted to pass through the upper semphore mag net, forcing it into the "safety" position, but no current must be admitted to the lower semaphore mag net until the second block has been passed.
Another block system which has been quite extensively introduced on the roads of this country is known as the "Hall system." It was first used on the East ern Railroad (now Boston and Maine) in 1871. In this system the signal is now operated on a closed circuit running from the battery through the block track in strument, through the magnet of the signal instru ment, through the points of the relay, through the relay magnets and back to the battery, thus complet ing a circuit which holds the signal to safety simply by the action of the current. By the momentary break ing of the circuit caused by the passage of a train over the closed spring track instrument, the magnet of the relay are demagnetized, the points are separated and the signal falls to "danger" by gravity from lack of force to sustain it in the "safety" position. It will also be seen that from any disturbing cause, such as th breaking or crossing of the line wire, the failure of the battery or any of the mechanical parts, the signal wil mmediately go to danger by the interruption of the ircuit. After a signal has been set at danger it can not be restored until the train shall have operated the clear (open) track instrument at the end of the section The clearing circuit runs from the battery through the open spring instrument, then through the relay mag ets, back to the battery. On completing the circui hrough the "clear track" instrument, the relay mag nets are magnetized, the points of the relay are again brought in contact,the former circuit is therefore com pletrd, and the signal again goes to "clear." If wi ch on the main line is misplaced, a circuit is broken in 2 , switch machine attached to the switch, which also causes the signal to fall to "danger." The signal in strument is certainly most simple in construction, co: isting of a pair of electro-magnets, between the pro longed coils of which revolves an armature. To one wing of this armature is attached the disk, and to the other its counterweight rod, which, being lighte than the signal, allows of a gravity movement of the ignal whenever the force holding it is withdrawn. In the "Hall track instrument" the piston, on bein thrown up by depressing the lever, breaks or makes a circuit on the top plate. The piston is operated in an air chamber, which cushions the upward blow and als tards its fall, thus saving all wear to the apparatus. Mr. Brangs also described the modern system of elec ric rail ways and the various applications of lighting heating, etc., of railroad cars.

The Use of Kainit for Agricultural Purpose
The Halberstadt chamber of commerce, in its last nnual report, gives some interesting statistics as to the use of kainit in agriculture.
The consumption of this article rose in 1889 to $2,634,507$ quintals, compared with $2,472,973$ in 1888 , dis ributed as follows :

Home cons $1,131,08$
The United States have imported :
$.914,350$ quintals.
The high freightage rates of the commencement of the year 1889, telling severely on the sale price of conracts for the year, have had a deleterious influence on exportation to the United States, and have caused a etrogression in place of the usual advance
The increasing favor with which rational fertilization is being regarded has already had a good effect on agriculture, and this practice is ever being more widely adopted by neighboring states. Among these Sweden Belgium, and France rank first as consumers of kainit Kainit is a mineral deposit eontaining potash found Stassfurt, Germany. A good quality contains 12 t 14 per cent of potash in the form of the sulphate $\mathrm{K}_{2} \mathrm{SO}_{4}$

## Liebreich's Remedy for Tuberculosis.

Cantharidin is Professor Liebreich's remedy for tu berculosis, administered by hypodermic injections The solution used is made as follows : 0.2 gm . cantha din and 0.4 gm . potassium hydrate $(0.3 \mathrm{gm}$. sodium hydrate) are warmed with 20 cc . water in a water bath until solution is effected; this soluticn is diluted with warm water and after cooling made up to one liter Cantharidin, $\mathrm{C}_{10} \mathrm{H}_{12} \mathrm{O}_{4}$, is the anhydride of cantharidic acid, $\mathrm{H}_{2} \mathrm{C}_{10} \mathrm{H}_{12} \mathrm{O}_{5}$, and in the above solution exists as cantharidate of potassium (or sodium), $\mathrm{C}_{10} \mathrm{H}_{12} \mathrm{~K}_{2} \mathrm{O}_{5}$ The initial dose represents 0.1 mg . cantharidin, which is gradually increased to 0.6 mg .; the remedy as yet has only been used in affections of the larynx and is easily tolerated by the system. Professor Fränkel upon whose patients the experiments were made, em phasizes the statement that the bacilli become scarce and thinner under the treatment. Its action depend pon inducing a serous transudation in the diseased parts.-A potheker Ztg., 1891, 122

## A Trade Mark Case

Supreme Court of the United States. The Brown Chemical Company, makers of Brown'siron bitters, os. Meyer et al., makers of Brown's iron tonic. Decided April 6, 1891.
Appeal from the Circuit CJourt of the United States for the Eastern District of Missouri.
for the Eastern District of Missouri.
It is well established that words which are merely deIt is well established that words which are merely de-
scriptive of the character, qualities, or composition of an article, or of the place where it is manufactured or produced, cannot be monopolized as a trade mark.
An ordinary surname cannot be appropriated by any one person as against others of the same name, who are using it for a legitimate purpose.
A trade mark with the words "Brown's Iron Tonic'" upon it does not infringe another bearing the words "Brown's Iron Bitters," when the cartons and bottles in which the two medicines were offered to the public were wholly different in size, color, and appearance, were wholly different in size, color, and appearance,
and the labels and wrappers were correspondingly different.
The law does not visit with its reprobation a fair competition in trade; its tendency is rather to discourage monopolies, except where protected by statute, and to build up new enterprises from which the public is likely to derive a benefit. It is only when such competition is based upon fraud that the law will interfere.
The right of the owner of a trade mark to assign the The right of the owner of a trade mark to assign the
same to a partner or to a successor in business, as an insame to a partner or to a succes
cident to its good will, affirmed.
In Holloway vs. Holloway (13 Beav., 209), Thomas Holloway had for many years made and sold pills and cintments under the label "Holloway's Pills and Ointments." His brother, Henry Holloway, subsequently manufactured pills and ointment with the same designation. The pill boxes and pots (of ointment) of the latter were similar in form to, and were proved to have been copied from, those of the former. The Master of been copied from, those of the former. The Rolls in granting the injunction said :
the Rolls in granting the injunction said: to constitute himself a vendor of Holloway's pills and ointment, and I do not intend to say anything tending to abridge any such right. But he has no right to do so with such additions to his own name as to deceive the public, and make them believe that he is selling the plaintiff's pills and ointments. The evidence in this case clearly proves that pills and ointments have been sold by the defendant, marked in such a manner that persons have purchased them of the defendant, believing that they were buying goods of the plaintiff."
The principle of this case was approved by this court The principle of this case was approved by this court
in the case of McLean vs. Fleming ( 96 U . S., 245), in in the case of McLean vs. Fleming ( 96 U . S., 245), in
which a person was enjoined from using his own name, in connection with certain pills, upon the ground that they were put up in such form that purchasers exercising ordinary caution were likely to be misled into buying the article as that of the plaintiff. These cases obviously apply only where the defendant adds to his own name imitations of the plaintiff's labels, boxes, or packages, and thereby induces the public to believe that his goods are those of the plaintiff. A man's name is his own property, and he has the same right to its use and enjoyment as he has to that of any other species of property. If such use be a reasonable, honest, and fair exercise of such right, he is no wore liable for the incidental damage he may do a rival in trade than he would be for injury to his neighbor's property by the smoke issuing from his chimney, or for the fall of his neighbor's house by reason of necessary excavations upon his own land. These and similar instances are cases of damnum absque injuria. In the present case, if the words are not in themselves a trade mark, they if the words are not in themselves a trade mark, they are not made a monopoly by the addition of the pro-
prietor's name, provided, of course, the defendant be legally entitled to make use of the same name as connected with his preparations.
The theory of a trade mark proper then being untenable, this case resolves itself into the question whether the defendants have, by meaus of simulating the name of plaintiff's preparation, putting up their own medicine in bottles or packages bearing a close resemblance to those of plaintiff, or by the use of misleading labels or colors, endeavored to palm off their goods as those of the plaintiff. The law upon this subject is considered in the recent case of Lawrence Mfg . Co. vs. Tennessee Mfg. Co. (138 U. S., 537). The law does not visit with its reprobation a fair competition in trade; its tendency is rather to discourage monopo lies, except where protected by statute, and to build up new enterprises from which the public is likely to derive a benefit. If one person can by superior energy, by more extensive ad vertising, by selling a better or more attractive article, outbid another in popular favor, he has a perfect right to do so, nor is this right impaired by an open declaration of his intention to
compete with the other in the market. In this case, compete with the other in the market. In this case,
the usual indicia of fraud are lacking. Not only do de fendant's bottles differ in size and shape from those of the plaintiff, but their labels and cartons are so dissimilar in color, design, and detail that no intelligent person would be likely to purchase either under the impression that he was purchasing the other. There
are certain resemblances in the prescriptions and in structions for the use of the respective preparations, but no greater than would be naturally expected in two medicin
is the same.

BATH LIFT FOR THE SICK AND PARALYZED. Dr. S. A. K. Strahan has described in the London
Lancet a bath lift for the use of the sick. Our engravLancet a bath lift for the use of the sick. Our engrav-
ing shows the operation of the device, which the doctor indorses in the following words:
"This bath lift, to which I would call the attention of the profession, was designed with a double object (1) to prevent those accidents which from time to time occur during the bathing of the paralyzed and otherwise helpless, and make the bathing of the most helpless patient by a single nurse at once possible and safe; and (2) with a view to the better carrying out of prolonged immersion-a mode of treatment frequently resorted to at present in various diseased conditions. The accompanying diagram gives a very good idea of the apparatus. It consists of a light, rigid frame supporting a strong net, and raised at the end to form a pillow. This net can be elevated to the level of the top of the bath and lowered at will by means of the handles attached to the revolving bar A rack-and-pinion arrangement makes it impossible for the net to 'go down with a run,' and the bent crossbars (shown through the net in the engraving) keep the net three inches from the bottom of the bath tub when at its lowest. In use, when the patient
is brought alongside the bath, the net is raised, the patient comfortably placed thereon, and gently lowered into the water prepared for him beneath


BATH LIFT FOR THE SICK AND PARALYZED.
Bathing over, the net is raised again to the level o the top of the bath, the patient rubbed dry, and prepared for bod. Nurses and others who have singlehanded attempted to lift a helpless person from the bottom of a bath will be able to appreciate the useful ness of this contrivance. The advantages of the lift in cases of prolonged immersion are many, not the least of which is that the patient is supported in mid-water, his weight being equally distributed, and no portion of his body being allowed to come in contact with the bottom of the tub. Should the patient be delirious or maniacal, the limbs can easily be secured to the net and all dangerous struggling is obviated. There is sufficient space between the edge of the net and the side of the bath to prevent injury to the fingers should the bathergrasp the rods. The apparatus can be made to fit any size or shape of bath, and can be fixed to an
ordinary bath in a few minutes. It is also to be no ticed that the net and revolving bar can be removed in a moment, so that in a private house the bath may not be monopolized by the invalid. The machine should, I think, prove of great value both in the private hous and in the public institution."

## A Week without sleep for a Wager

At noon on Monday, March 30, in Detroit, Mich., six men entered into a competition to test their ability to do without sleep for a period of 168 hours, or a ful Thursday, the two remaining being Townsend, a six day walker, and Cunningham, a ship carpenter. Townsend succumbed on Sunday evening, and the manner of his failure, and the great difficulty experienced by Cunningham in keeping up his vigil for the full period, afford a vivid illustration of the exquisite torture which can be inflicted by forcibly depriving one of sleep. At about 10 o'clock Townsend began to weaken; he walked like a man asleep and reeled about the floor. An hour later he complained that the floor had all at once grown very steep and he could not keep
on climbing. He stuck to his task, however, until mid night, when he leaned against the wall for moment's rest. He was so tired that he fell to the floor. The shock roused him, and he begged the watchman to keep him awake, but it could not be done. Again he reeled about the floor for a few minutes and then with tears in his eyes he said it was all up with him. He could not stand it any longer-he must lie down a minute. Down on the floor he threw himself, and before the watchman could get to him, a full-fledged snore was heard, and he was out of the race.
Cunningham was left alone with a 12 hours' vigi before him. He walked, he sang, he danced and shouted and tried every means he could devise to ward off sleep. Hundreds of people clustered about hir to see the last hour pass. "Why did you stop the clc $s$," he almost screamed as the minutes dragged by. At length it was over, and he was conducted to the theater stage and introduced, but before the introduction was over, he was sound asleep. Cunningham lost eight pounds and Townsend six in the match. The men were allowed to sleep in 15 minute naps at the conclusion of their several vigils, and were said to have suffered no pe:manent ill from their novel contest.

## Liquid Fuel for Firing Porcelain.

The large porcelain factories at Limoges lave been for a long time studying the question of reducing the price of fuel, the existence of the famous ind ustry being threatened by the excessive cost of firing china. While in Bohemia this is not more than $\$ 2$ per ton, and in England $\$ 2.60$, at Limoges the cost was $\$ 6.90$. In order to compete against this immense advantage wages were reduced to the lowest minimum, and still the manufacturers, in many cases, lost money. The coal that is employed is necessarily costly, as a smokeless, long flame variety is required. Many of the factories burn wood only, as that produces a purer white than the very best kinds of coal. Wood, however, is dearer than coal, and is consequently only used in firing the muffles and in the finest grades of porcelain. ing the muffles and in the finest grades of porcelain.
Under these circumstances one of the most progressive Under these circumstances one of the most progressive
houses in Limoges was induced to employ petroleum or residuum oil as a fuel. To accomplish this an Ame rican firm using the Wright burner was requested to come and make a trial with the fuel. The results were far better than anticipated. No gases or smoke in any way discolored the china, which came from the kiln much whiter and in better condition than when it is fired with the best of wood. In the muffles there was a most decided advantage. The delicate colors, which show at once the presence of the slightest quantity of gas, were perfect. This new discovery, according to a recent consular report, promises to revolutioniz the whole porcelain industry. It is estimated that by employing these oils there will be a reduction of about 15 per cent or 20 per cent in the making of china. The only question now is the present classification of residuum oils, as the present duty on petroleum ( 120 francs per ton) is prohibitive, but strong pressures are being brought to bear on the government now to have fue oils classified as fuel, which pays only $1 \cdot 30$ francs per ton.

The Inventors' National Association
Referring to the organization of the National Association of Inventors and Manufacturers, an outcome of the recent patent centennial celebration, the Electrical Review thinks every inventor should take a hand in this matter. The immediate work to which the organization should address its energies should be, first, to cover with its membership every inventor of note in the country, and their concentrated effort should be directed upon Congress to relieve the present conges tion in the Patent Office. The Interior Department and Land Office, which have pushed themselves into the building paid for out of the patent fund for the use of the Patent Office, should be ignominiously bounced and Congress should be made to provide them with quarters elsewhere.
While these squatters are grandly occupying the larger part of the building with one desk to two rooms, the Patent Office is literary killing its corps by filling each room with from six to ten clerks and the necessary office paraphernalia. A large amount of sickness and a number of deaths are directly attributable to this cause. All this is hard on the inventor. His cases lie in the examiners' rooms awaiting action. A reduced and insufficient complement of examiners prevent early examinations, danger is invited of rival applications being filed and of expensive interference contests arising.
The association will find work to do in combating a growing opposition to patents among farmers; it is perfectly clear that those offering such opposition do not know on which side their bread is buttered. As was well said by several of the distinguished speakers at Washington recently, there is no other factor of our great national prosperity so large as the fruits of invention. An important object to be attained is the establishment of more liberal international patent laws. We are gradually drifting toward that, but this association can expedite matters by showing the State Department what is needed and how to get it.

RECENTLY PATENTED INVENTIONS. Engineering.
Boiler Feeder and Meter.-John E. Winder, Pacific, Mo. This invention relates to A water receptacle containing a float is connected with the boiler, a steam chest beng connected with the receptacle and with the boiler, there being a valve in
the steam chest. The entire amount of water taken into the receptacle is indicated on a register or meter the device being simple
automatic in operation.

## Railway Appliances.

Car Coupling. - David Altman, Macon, Ga. This is an improvement on a former pa-
tented invention of the same inventor, und provides a tented invention of the same inventor, und provides a
coupling which is simple and easy of operation, and by which the cars can be coupled and urcoupled withou requiring the trainmau to go between them. The draw a coupling pin opening in its top, adjacent to which ar guide frames to retain levers extending to both sides of the car and adapted to properly manipulate the pin.
Railway Sigñaling Apparatus. John D. Taylor, Piketon, Ohio. Two patents hav been granted this inventor, one of which covers an improvement on his previous patent, and provides for the
 It consists in the combination of a polarized relay for receiving the signal from the main line and operatin ing and transmitting devices. The other invention esigned to place the control of trains on any syste of blocks in the hands of oue man, who will have a efficient means of knowing the exact location of all trains, and will consequently know just what signals to give to following trains. The current for operating the system is furnished from a battery or dynamo at the block dispatcher's office, and the intermediate and ter paratus. The danger system is automatically set, and paratus. The danger system is automaticaly set, and
cannot be changed except by the block dispatches, the system being designed to obviate errors by incompetent perators and reduce the cost of operating the bloc ignaling system.

## Electrical.

Current Regulator. - Joseph A. Williams, Cleveland, Ohio. This is a device for attachment to dynamos, to regulate the current by moving
the brushes toward or away from the neutral line. A ompound thermostatic bar is combined with the cir cult wires of a dynamo, and a pair of compound thermostatic bars are oppositely arranged with respect
to each other, and connected with thc movable brush. holding bar, while current-shifting devices are arranged to throw the current into one or the other of the to throw the current into one or the
secondary compound thermostatic bars.
Thermostat. - Jesse C. Sims, Maynard, Mass. A mercury thermometer tube of the usual in which are sealed platinum wires, which touch the mercury as it rises in the tube. On opposite sides of the thermometer are rods carrying sliding metallic blocks adapted to be clamped in a desired position, the blocl-s having holes and binding screws for connection
with wires. The blocks are sct opposite and near the with wires. The blocks are sct opposite and near the
poizit on the thermometer scale at which it is desired to sound sn alarm or close a circuit, and wires from the operate, when, on the rising of the mercury in the tube
to form a contact with the wires, the circuit is closed to form a contact with the wires, the circuit is closed
and the alarm is sounded. and the alarm is sounded. To indicate a falling temperature the apparatus is placed on a closed circuit, the
falling mercury then breaking the circuit and sounding the alarm.

## Mechanical.

Auger. - William Brede and Leon A. De la Nux, Paauhau Mill, Hamakua, Hawaii. This is a tool in which the cutters are detachably attached
to the web of the shank in such a manner as to be expeditiously and conveniently applied and removed, the cutters defining the holc to be cut and preventing the web upon entering the wood from tearing its upper sur-
face. The web has dovetail tapcring recesses in its edges, at each side of which are dewnwarc'ly tapering spurs, the cutters fitting in tha rec
Stove Pipe Fitting Tool. - Elliott D. Fisher, Franklinville, N. Y. This is a tool for expanding one end of a stovc pipe ioint and correspond-
ingly contracting the end of a similar pipe joint to and simple implement with a hollow conical body having an annular slightly sloping shoulder formed on it near its center of length, an inward curvaturc produced on the edge of its small end and a flarin:: mouth on its larger end.
Belt Coupling.-William P. White, Voluntown, Conn. This coupling consists of two out-
wardly bent coupling pieces having interlocking hooks and eyes with transverse slots, clamps entering the concave portions of the coupling pieces and havinc; pro-
jecting hooks adapted to extend through the slots of jecting hooks adapted to extend through the slots of
the coupling pieces. The device forms a simple and durable coupling of metal, designed to be quickly and easily applied, fastening the ends of the belt so they are not liable to tear, while the united portions will run smoothly over the pulley.
Brick Press. - John P. Alston, Renovo, Pa. This press has a vertical steam cylinder in the upper end of its frame, the piston operating a
plunger, below which is supported a mould, in the bottom of which is a plunger supported by a crosshead, the plungers being so connected that on the raising of the upper plunger the lower plunger will rise to expel
the brick, which are removed by an equal and steady the brick, which are removed by an equal and steady
pressure so that they will not be injured. The operation is automatic, and the frame is mounted on wheels
so that it may be conveniently moved about as desired
according to the location of the material and the supply of the motive agent.
Die for Button Machines. - Leo brange, Brooklyn, N. Y. This die is formed by break
ing a piece of hard metal into two parts, the broke surface of each part constituting the face of the die, the grain of the fractured surface forming a stipple into
which ornaments are sunken, the dies being especially which ornaments are sunken, the dies be
dapted for pressing glass or jet buttons

Mechanical Movement. - Jess Morningstar, Archbold, Ohio. According to this inention, a circular strap is held on a cam wheel adapted o be driven and provided with trunnions, a shaft with forked end being engaged by the trunnions, and the with the device to be driven. The device is simple in construction and designed for effective use on various machines, specially for converting the rotary motion ing motion wo actuate the knives.

## Miscellaneous

Slate Attachment.-Maud Wyman, pupils in learning to write or draw lettere, figures, et consists of a box containing a slate, above and parallel shafts carrying endless bande, upon which the or actuating the bands to expose such letters, etc be copied upon the slate
Waistband. - A novel waistband designed to connect pants and shirt waists with a yield Spitz, of New York City. In this invention the band is provided with a series of eyelets arranged in pairs on above the other, with loops of cord extending through the eyelets and secured to the face of the band, by loop formed of the material of the band. On the por ion of the cord loop projecting inside the band is placed a metallic slide to regulate the length of the shirt waist. This waistband is principally designed for se on children's clothing, but it may he applied with qual advantage to sporting suits.
Fish Preserve Dam. - Samuel McElroy, Brooklyn, N. Y. This invention provides an
mproved dam specially designed for streams and pond containing game fish, permitting the free discharge of the ordinary and extraordinary stream and storm flow
without allowing the fish to escape. Combined with the ordinary weir is an auxiliary weir of novel consruction, with screens, on the up stream side of the
dam, alongside the ordinary weir, and adapted to dis chargeinto it, the auxiliary weir forming a sufficient y surplus water, while the fish are retained.
Recovering Vaporized Solvents. -James R. Whiting, New York City, and William A. improved method of extracting the active principles and valuable contents of hops by bringing the hops in
contact with petroleum, ether, etc., as practiced under former patented invention of the same inventor The invention provides for the more rapid and com plete recovery of the vaporized solvents in the extract
among the hops after the solvents containing the extract have been drawn off, accomplishing this object by the use of steam, while the stcam is at all times kept W contact with the hops.
Well Drill Appliance. - Edmund Bristol, Jordan, Minn. This is a device for removto be passed into the well having a head on its lowe end with a central opening less in diameter on the top than on the bottom, the head passing with its central
opening on the end of the broken piston rod, while a tool slides in the tube and has a wedge on its lowerend end of the rod. The device is of simple construction nd efficient.
Lamp. - Frederick S. Dellenbaugh, Mount Vernon, N. Y. This is a device for the burning o afford an absolutely safe lamp for use at sea on rat ways, or in the household, while being clean and giving brilliant light. The lamp may be of any desired size or shape, but in its body is held the burner tube with
slots through which melted paraffine 18 passed to the slots through which melted paraffine 18 passed to the wick, the tube being fitted with a lifter which con
y forces the stick of paraffine up against a stop.
Fountain Inkstand. - Charles W. Rohrkaste, Beaver Falls, Pa. This device has a casing in which is an ink well, a funnel sliding down into the
ink well through a top opening in the casing, while a flexible cylinder is secured to the well end to the casing, The air is confined in the ink well, and when one presses on the funnel, the pressure of the air on the ink causes the latter to rise into the flaring mouth of the funnel. This inkstand can be readily taken apart for filing and cleaning.
Fire Protector. - Willie F. Bean Noyes, Lawrence, Mass. This invention provides a curtain of asbestos or other suitable material, attached to a spring-actuated roller above a window of a building, whereby the curtain may be quickly drawn over
the window as a protection from fire in an adjoining building. The curtain is also designed to be moved in a frame, so that it may be operated from the outside of the building if desired, in connection with a life-saving car.
Door Spring. - Charles W. Harvey, Los Angeles, Cal., and Charles J. Root, Bristol, Conn. ocket, and a drum with a ribbon or the like, with an actuating spring, while the spring shaft is extended beyond the head of the drum, such extension fitting in the vertical socket. The device is very simple and in-
expensive, while it can be easily adjusted to suit right or left hand doors, and the tension of the spring can be readily increased or diminished.

Door Check.-Herman A. J. Rieckert dapted to be supported on the aoor casing and press n the door, a spring tormed by a hollow ball of flexibl vaterial being connected with a joint of the toggle truction device is very simple and durable in conwing in both directions, serving to retain the door in losed position and prevent it from swinging forwar beyond the rormal position when opened in eithe rection.
Umbrella Holder.-Joseph C: Gar, Brooklyn, N. Y. This is a stand designed more especially for holding umbrellas in stores or shop
when on exhibition or sale, allowing quite full exarn nation of them without unnecessary handling, and so hat hey present an attractive appearance to buyer and of a suitable base, preferably of theft. In each end wood, is screwed a post, which may be a metal tube nd these posts give support to bent wire end parts adapted to hold two series of crossed umbrellas at eact
side of another series of central upright umbrellas.
Boot Blacking Brush. - Robert L tevens, Ward, Pa. This is a machine for polishing boots by the wearer without stooping over. A pair of
horizontal rock shafts are journaled beneath a foot orizontal rock shafts are journaled beneath a fo
est near the bottom of a vertical frame, the rock shaft carrying brushes on opposite sides of the foot rest, while a hand lever extends upward from each rock shaft. The boot or shoe, having been daubed with blacking, is placed on the foot rest, when the hand
lever is reciprocated, rocking the shafts and reciprocatever is reciprocated, rocking the shafts and reciprocat-
ng the brushes along the foot rest, thereby cleauing o ing the brushes along the
polishing the boot or shoe.
Ice Creeper.-Rollin A. Camp, Sag naw, Mich. This is a device to prevent phestria plate formed in arion nd having a flange and the other having a cam while each section has a series of apertures and a spur, the pur of one section projecting through the apertures of the other section. The device is simple and inexpensive, nd can be readily put on or taken off the boot or shoe applied over a rubber or other oversho
Note.-Copies of any of the above patents will be send name of the pstentee, title of invention, and date end name of
of this paper

## SCIENTIFIC AMERICAN

bUILDING EDITION.

## MAY NUMBER.-(No. 67.)

## TABLE OF CONTENTS

1. Elegant plate in colors showing the residence of
Henry Ivison, Esq., at Rutherford, N. J. One he most picturesque and best appointed house in the vicinity of New York. Also
graphic perspective view, floor plans, etc.
2. Plate in colors showing the residence of Mr. Georg Comstock, of Bridgeport, Conn. One of the
handsomest in Bridgeport. Photographic perspective view, floor plans, etc. Cost $\$ 10,000$.
3. Design for a staircase of pleasing and novel ap pearance.
Photographic views and floor plans of a colonia cotage in Armour Villa Park, Bronxville, N. Y. 5. Engravings showing a perspective and floor plan of the residence of Mr. George Burnham, Sketch of a drawing room.
dwelling at New Haven, Conu. Cost complete $\$ 6,345$. Perspective view, floor plans, etc.
Illustrations showing perspectives and ground $p$ of the First Presbyterian church, recently erected at Rutherford, N. J. Total cost complete $\$ 70,000$.
4. A very attractive and picturesque cottage erected at Wayne, Pa. Cost $\$ 3,800$ c
perspective elevation, etc.
5. A cottage at Fanwood, N. J. Cost $\$ 4,2 v 0$ complete. Photographic view, floor plans, etc
6. Sketch showing the new "Empire Theater" of
Philadelphia, Pa. designed to be commodious play houses in America. Architect Augus S. Wade.
7. Miscellaneous contents: Statuary marble.-John W. Root.-Ornament in architecture.-Steam pipe
required for heating.-Painting ironwork.-Archirequired for heating.- Painting ironwork.-Aron finish.-Decorations of the Hotel Metropole, London, England.--Oldest dwelling in the United
States.-An improved gas engine, illustrated, sanitary laundry tub, illustrated.- Real estate in-vestments.-American tin and terne plates.-A tectural wood work, illustrated.-An improved scroll saw, illustrated.-Improved system of fireproofing, illustrated.-The new Bolton heater,
illustrated.-The Sturtevant system of heating and ventilating school houses. $\rightarrow$ Finishing natural woods.
The Scientific American Architects and Builders ${ }_{25}$ cents. Forty large quarto a pages, equal to about two hundred ordinary book pages ; forming, practically, a large and splendid Magazine of architecTURE, richly adorned with elegant plates in colors and with fine engravinge, illnstrating the most interesting examples of Modern Architectural Construction and allied subjects.
The Fullness, Richness, Cheapness, and Convenience
of any Architectural publication in the world. Sold bs all newsdealers.

MUNN \& CO., Publiserra,

## Business and ゆersonal.

The chargefor Insertion under thas head is One Dollar a line jor each insertion: about eight words to a line Aavertisements must be received at publicalon offtice
as eariy as Thursday morning to appear in next issue.

For Sale--New and second hand lathes, planers drills, bg. w. P. Davis, Rochester, N. Y.
Barrel, Keg, and Hogshead Machinery. See adv.p. 189 Presses \& Dies. Ferracute Mach. Co., Bridgeton, N. For best hoisting engine. J.S. Mundy, Newark, N.J Best Ice and Refrigerating Machines made by David Boyle, Chicago, ill. 170 machines in satisfactory use. The Improved Hydraulic Jacks, Punches, and Tube Patent 427,311 , issued May 6, for sale or arrangement Send your address trew to Keep Boilers Clean." Send your address
free 96 p. book. Jas.C. Hotchkiss, 112 Liberty St., N. Y. Screw machines, milling machines, and drill presses. C E Billing' Pan C. E. Billings' Patent Surface Gauge. Drop Forgings.
Bronze Forgings. Billings \& Spencer Co., Hartford, Conn. For Sale--A patent for carpet laying and fastening machine. Patented A pril \%,
633 W .48 th St., New York City.
Split Pulleys at low prices, and of eame strength and apearance as Whole Pulleys. Yocom \& Son's Shafting Works, Drinker St., Philadelphia, Pa.
Guild \& Garrison, Brooklyn, N. Y., manufacture team pumps, vacuum pumps, vacuum apparatus, air For low prices on Iron Pipe, Valves, Gates, Fittings, ron and Brass Castings, and Plumbers' Supplies, write
A. \& W. S. Carr Co., 138 and 140 Centre St.. New York. The best book for electricians and beginners in electricity is " Experimental Scienee," by Geo. M. Hopkins.
By mail. $\$ 4$; Munn \& Co., publishers, 361 Broadwa, N. $\mathbf{Y}$. A rare A rare opportunity for a young man with a few thoumanager of a W estern water works company. Address President Water Co.. care this paper.
Engineers, manufacturers, and makers are invited to send gratuitously catalogues. price-lists, and trade terms
to George T. Poole, Assoc. R. I. B. A., A ssoc. M. I. C. Colonial Architect and Superintendent of Public Works, Department of Public Works and Buildings, Perth. West-
ern Australia.
Send for new and complete catalogue of Scientific and other Books for sale by Munn \& Co.. 361 Broadway,
New York. Free or application.

hints to correspondents.
Names and a ddress must accompany all letters,
or no attention will be paid thereto. This is for our


 or in this department. each must take his turn.
Special Writen IIIIformation on matters of
personal rather than general interes: cannot be expected without remuneration.
Scientifice American Supplements referred
tomay he had at the office. Price to may be had at the office. Price 1 " cents each.
Books referred to promptly supplied on receipt of
Minerice.
marked oent for examination should be distinctly
(2996) J. B. S. writes: Scientific AMERICAN SuPplement, No. 779, page 12444, has no chimney and burns ordinary paraffine oil with a blue flame like a Bunsen gas jet." Be kind enough to
describe the lamp or burner producing the blue flame. describe the lamp or burner producing the blue flame. A. This burner is an atomizer similar to those used for
spraying perfumery, medicine, etc. Yon will find it described on page 101 of "Experimental Science."
(2997) R. M. W. asks : How can tortoiss shell be polished? A. After the tortoise shell is sand paper or Dutch rushes; repeat the rubbing with a bit of felt dipped in very finely powdered charcoal, and, lastly, apply rotten stone or putty powder, and finish with a piece of chamois skin damped with a little sweet oil, or still better, rub it with subnitrate of bismuth ap(2998) W. D. F. asks : How can I test drinking water for the presence of lead? A. Test by acid-
ulating the water with hydrochloric acid and running lating the water with hydrochloric acid and running hydrogen sulphide gas through it; this is preferable, bu if thegas cannot be readily made, hydrogen sulphide
water will answer. If sufficient lead be present, a blacl precipitate will be formed. Lead pipes in time become covered with a coating which prevents the water from coming in contact with the metal.
(2999) H. E. asks : Which are the three largest navies in the world at present? A. English (3000) J. W. W. asks : How can gra phite rod be soldered or fastened to copper wire, or
what kind of solder is necessary, and is there such solder as copper solder? A. You can cast lead around the end of your graphite rod, or you can copper the rod by the galvanic method. The wire can be soldered to the lead or copper by means of soft solder or by the gal vic mepper is the solder
(3001) J. S.-Loof or loofah is the name of the fruit of Lutta Agoyptiaca, a plant belong.
ing to the order Cucurbitacea, which includes the pump ing to the order Cucurbitacea, which includes the pump
kin, squash, cucumber, the various kinds of melons, etc kin, squash, cucumber, the various kinds of melons, etc,
The fruit is fibrous and netted within and is cut up when dry and used as a flesh rubber in Turkish baths. Hence the fruit has been called the towel gourd. The ribrous
substance of the fruit is also used for washing diehes
and has therefore been named the vegetable dish cloth The plants belonging to $t$
tropical Asia and Africa.
(3002) G. H. L. asks : 1. What is the in closed powder, and what is it worth per pound ? A quantities. 2. What is chromic acid worth per pound and why is it not more generally used in batteries in stead of electropoion fluid? A. 40 cents a pound. It it often used with water and sulphuric acid for batteries
Alone it is not a substitute for electropoion fluid. 3. The formula for electropoion fluid as generally used is and one part sulphuric acid. Now, as the formula for producing chromic acid is 100 parts saturated solution potass. bichromate and 150 parts sulphuric acid, and as the end sought for is the liberation of chromi acid, it would seem to me that not enough sulphuri acid is used to secure economic working. Am I right A. Working on the basis of saturated soiutions is mis leading. For electropoion fluid a good formula-and
there are a number-is the following : Mix one gallon sulphuric acid with three gallons of water. In a sepa rate vessel dissolve 6 pounds of bichromate of potash in 2 gallons of boiling water, then mix the two solutions carefully. Use when cold. You misapprehend the object of the sulphuric acid. It not only has to set combine with the chromium, potassium sulphate chrome, and forming with the zinc sulphate. 4. I have twice tried a battery, using ectropoion fluid with sodium bichrom. in porous cup and sal-ammoniac in outer jar, and both times, after the cell had been set up two days, the porous cup would burst, bluish crystals forming in the pores. Why is it . void it. As the combination is a bad one you should the outer cell.
(3003) F. G. S. asks (1) a simple way of testing milk so as to find out whether it has been adul
terated with water, etc. A. There is no simple way that is reliable. The lactometer (a specially graduated See color or transparency tests. 2. Also a simple process for recutting files with acid. A. Clean with hot lye merse in a jur sulphuric jar ontaining 1 volus each of rric and sulphuric acids and 2 volumes of water. The files
should be put in toe downward for an hour or more Wash finally. For sand blast sharpening see our Surplement, No. 416. 3. In making permanent magnet is it best to temper the steel as hard as possible? A No. Draw to a straw color.
(3004) D. B.-Red marking ink unaffected by soap alkalies is made as follows: Enoug liquid is very intimately mixed with egg albumen pre andy formed on cloth with this liquid by means of a quill and are fixed after they have become dry by pressing on the rubber stamp by adding glycerine, but we recommend you to use the quill.
(3005) Mrs. E. C. H.-The glistening substance in the sand is finely pulverized mica. The socalled star of Bethlehem may have been a sudden outight at various times since have been called stars Bethelem. They were accidental and without regu larity of time and duration. They may appear at any time, but have nothing to do with the brilliant glow
(3006) A. G. L. asks how to copper-plate on the surface of plaster of Paris, the copper plate graphite rubbed on with a brush. Dust on some iron dust or very fine filings and pour some sulphate of copper solution over it. Then proceed to plate. The thickness seems excessive.
(3007) J. H. R. asks whether there is any difference between platina and platinum. A. There
is no difference: the last, "platinum," is the best usage.
(3008) I. M. T. asks how to ink a typewriter ribbon with the ink used with the copying pad 438. A. Rub the ink on the ritbon with a stiff brush. For type-writer inks we refer you to the Scientific American, No. 21, vol. 59.
(3009) W. R. asks for a good harness dressing. A. $1 / 4$ ounce isinglass, $1 / 4$ ounce indigo, 4 ounces logwood, 2 ounces soft soap. 4 ounces best glue
and 20 ounces vinegar. The whole is warmed, mixed, strained, and allowed to cool.
(3010) P. J. M.-Our navy ranks at present among the smallest, but the people have expecta-
(3011) C. S. asks : 1. Where can I get rubber flike the one nnclosed) one foot square, or more?
Address the New York Rubber Belting and Packing Company of this city. 2. How can it be fastened to he cloth, attached to rubber, shrink, if kept always in water? A. Not to any great extent. If completely embedded in India rubber, the shrinkage will be still less. 4. What kind of cloth should be used? A. Cotton
drilling or sheeting will answer. 5. Is cloth made waterproof in any other way that is just as durade waterabove mentioned, where the cloth is folded and brought apart every five minutes or 80 ? A. No there any metal, and what kind, that won't rust if kept in water (being in frictional contact with another surface)? A. Platinum, also, withn measurable limits, bronze, brass, aluminum bronze, and Babbitt metal. Where it can be done, what sub-tance should be used for covering, and how to protect metal where it is under water? A. Apply japanning baked on. The method
of applying a rubber coating to cloth is quite complicated. It is described in "Rubber Hand Stamps and the Manipulation of India Rub ber," \$1, by mail,
(3012) J. F. C. asks: 1. What is the ands? A. The composition varies. An efflorescenc from near Humboldt Lake, Nevada, contained:
Salt.
Sulphate of sodinm.
Borate of sodium.

| .4967 |
| :--- |
| $20: 88$ |

Sorate of sodum.........................11330
2. What is a simple and reliable test for the same? A.
No fixed test can be given. 3. Where can I find a full description of the storage battery, with explanation of its action? A. See our SUPPLEMENT, Nos. 338, 314, 42, 416, 517, 722
(3013) G. F. K. asks : What are the chemicals used as a precipitate to determine the deosits in the water of an artesian well for boiler pur ooses? A. Clear lime water will precipitate any bicarin large quantity, say in equal volume, will precipitate sulphate of lime. Care must be taken in executing the rst test, as lime water in the air rapidly become ouded. The vessel in which the precipitation is effected shonld be covered immediately after the addition of lime water. If a test tube, the thumb may be placed (014) J. P. B. Wites :
(3014) J. P. B. writes : In your paper of he 18th April. 1891, I noticed a communication from he bottom of a bottle. The most atisf of catting of le way I have ever tried is as follows: Having selectsmall but well twisted cotton string, aud saturated it in kerosene, turpentine, or some other oil, I tie it in two strands hard knot around the bottle where I desire to make the cut. This done, and after wiping off the excess of oil that may ooze out on the bottle, I set re to the string, carefully and slowly rotating the botle, in order that the flame may creep around. Then, hen the oll times out of ten a successful cut can be made. Care hould be taken, however, to have the bottle uncorked and in no case have it contain moisture, these precautions being necesfary to prevent explosion.
(3015) C. B. N. asks : 1 . What is the chemisal that is used to oxidize carbon in batteries in which the carbon takes the place of the zinc in ordinary galvanic batteries? What is the composition of same A. The Jablochkoff battery has a negative plate of cast ron, positive of carbon, with fused sodium nitrate a the electrolyte. 2. What is the latest theory in regard harden or temper copper? A. It is we believe still un-
(3016) W. S. M. writes : In your Scien ific Ambrican of January 10,1891 , on page 21, under TIFIC AMERICAN of January 10, 1891, on page 21, under would inquire what kind of gas is it that is generated in the wick of a lamp tube? A. The gas is a heavy hydrocarbon, easily condensible and inflammable in the explosive. Such proportion however must he nearly
(3017) A. B. C. asks for a receipt for making a good liquid dentifrice. A. Carbonate of potash $1 / 2$ ounce, honey 4 ounces, alcohol 2 ounces, water 10 ounces, oil of wintergreen and oil of rose enough to (3018) C. A. W. asks : By what solven an I obtain a.pure solution of ichthyol up to 5 per cent?
(3019) R. W. R. writes : 1. What other moulding material is used in manufacturing rubber tamps . Flong and oxychloride of zinc matrices may be used A. Flong and oxychloride of zinc matrices may be used
for rubber stamps. We refer you to "Rubber Hand Stamps and the Manipulation of India Rubber " $\$ 1$ by mail. 2. Also what is used to soften silex, I mean prepared slex, such as dentists use to cement porcelain
teeth? A. Treatment with muriatic acid might, effect his. It is removed from teeth by mechanical treatment.

## TO INVENTORS.

An experience of forty years, and the preparation of
more than one hundred thousand applications for patents at home and abroad, enable us to understand the laws and practice on both continents, and to possess un-
equaled facilities for procuring patents everywhere. A equaled facilities for procuring patens everywhere. A
synopsis of the patent laws of the United States and all foreign countries may be had on application, and persons ontemplating the securing of patents, either at home or abroad, are invited to write to this office for prices,
which are low. in accordance with the times and our extensive facilities for conducting the business, Address MUNN \& CO., office SCIENTIFIC AMERICAN, 661 BroadWay, New York.
INDEX OF INVENTIONS For which Letters Patent of the United States were Granted

## April 28, 1891

## AND EACH BEARING THAT DATE.

 [See note at end of list about copies of these patents.]
## Advertising bulletin and train annunciator, st. Air orane. Jennings. <br>  <br> Animail trap. C. W. Barieiley. Animal trap. S. Snowels. Animal trap. A. S. Skiver Armature for eletric <br>  <br> 

 TM Maz

 $\underset{\substack{\text { Bot } \\ \text { Bra } \\ \text { rat } \\ \hline}}{\substack{2}}$

 | Bu |
| :---: |
| But |
| But | $\stackrel{B}{B}$ an














































DRY AIR REFRIGERATING MACHINE.




## EXPERT MODEL MAKING.

 GATES ROCK \& ORE BREAKER




GOLD-SILVER-NICKEL PLATING

## RATENTS! <br> $=2=3$








DEAFNESS, \& HEADNOISES CURED为



FIRE FELT
THE NEW NON-CONDUCTING MATERIAL Ashentos Boiler ecove
Buiding Paper ett.
THE CHALME


EVERY SEER OF machivery

 KOCH'S DISCOVEVGBS - A FULI AC


## A LIBRARY for $\$ 1.00$



HOW TO MAKE DYNAMO ELLECTRIC


tions may make useful, durabie, and erfective machines.
Contained ins.iprIEMET 60.i Price 10 cents.
MUNN \& CO.. PUBLISEERS. 361 Broadway, New York.

## STEEL TYPE FOR TYPEWRITERS




PROPDSALS.
PROPOSALS FOR IMPROVEMENTS IN
MATL.
MAGS MAIL-CATCMERS AND MAIL-BAG LABEL-HOLDERS.


## Experimental Science



## FOREIGN PATENTS

## Their cost Reoleced.

The expenses attending tne procuring of patents in
most foreign countries having been considerably rearee the obstacie of cost is no longer in the way of a lione proportio CANADA.-The cost of a patent in Canada is even
ess than the cost of a United States patent, and the tormerıncludes the Provinces of Ontaric. Quebec, New
Brunswick, Nova Scotia, British Columbia, and Mani-

The number of our patentees who avail themselves of
the cheap, and easy method now offered for obtaining atents in Canada is very large, and is steadly increas-
 torce on Jan. 1 st. 1885 , enables parties to secure patents
in Great Britain on very moderate terms. A Britisb patent includes England, Scotland, Wales, Ireland and the
Channel Islands. Great Britain is the acknowiedged Channel Islands. Great Britain is the acknowiedged
fnavaial and commercial center of the world, and her
geo goods are sent to every quarter of the globe. A good
invention is likely to realize as much for the patentee in Kniland as his United States patent produces for
him at home. and the small cost now renders it possible him at home. and the small cost now renders it possible
for almost every patentee in this country to secure a patent in Great Britain. where bis rights are as well projected as in the United States.
on very reaso Austria, Russia. Italy. Spain (the latter includes Cuba ano all the other Spanish Colonies), Brazil, British Ludia
Australia, and the ot'ner British Colonies. Australia, and the ot'ner British Colonies.
An experience of over FoRTY years has enabled the publishers of The Scientific ameiican to establish
competent and trustworthy agencies in all the principal foreign countries. and it has always been their aim to
have the business of the $:$ clients promptly and properhave the business of the:r clients promptly and proper-
ly done and their interests faithfully guarded. A pamphlet containing a synopsis of the pata of all countries. including the cost for each, and othe information usefui to persons contemplating the pro-
curing of patents abroad. may be nad on application to this office.
MUN N
waTIITC AMERICA. Editors and Proprialint ins of THE SCIany information re:ative to patents, or the registry of
trade-marks, in this country or abroad, to call at their trade-marks, in this country or abroad. to call at their
offices, 361 Broadway. Examination of inventions, consultation, and advice free. Inquiries by mail promptly answered. Address. MUNN \& CO.

Publishers and Patent Solicitors,
361 Broadway, New York

The PUBLICATIONS FOR 1891.
The prices of the difterent publications in the United
States, Canada, and Mexico are as follows:
The Scientitfc American (weekly one year
The Scientitlc American Suple
$\$ 3.00$ The Scientific American, Spanish Edition (monthly) ${ }^{5} .00$ The Scientitic American. Architects and Builders
Edition (monthly), one year. COMBINED RATESS
The Scientific American and Architects and Build- ${ }^{87.00}$ The Scientific, America, $\dot{\text { en }}$
tects and Builders Edition. Proportionate Rates for Six Months.
This includes postage, which we pay. Remit by postal


DひDvertisements
Inside Page，each insertion B ：：： 75 cents line

 reeived at pubitication ofice as early as Thursday morn

## VICTORS



OVERMAN WHEEL CO．，CHICOPEE FALLS，MASS．

 （3TP円工 STAMMPE STEKGIL DIFH：Steel Alphabets \＆Figures， TO BUSINESS MEN
 morer He see his advertisement in an printed nhews
pa per
advertises in whe scirculation $n$ nh his he has when ho





ELECTRO MOTOR．SIMPLE．HOW TO



NEW KODAKS


You press the button，
we do the
Seven $N e w$
Styles an
Styles and Size
ail loadeid with Transparent

THE EASTMAN COMPANY，


95 MILK ST．，BOSTON，MASS．
This Company owns the Letters Patent granted to Alexander Graham Bell，March 1877．No．186．787
The transmission of Speech by all known forms of Electric Speaking Telephones in－ fringes the right secured to this Company by the above patents，and renders each individual user of telephones not furnish－ ed by it or its licensees responsible for such anlawful use．and all the consequences thereof，and liable to suit therefor．

 Daimler Gas and Petroleum Motor
 Sizes 1，2，and 4 Horse Power，actual，for driving smatl machinery of all kinds，such
Sewing Machines，Lathes，Pumps，Ventilating Fans，Watchmakers＇Machinery，
Light Woodworking Machinery，Ice Cream Machines，etc en en Light Woodworking Machinery，Iee Cream Machines，etc．．etc．
sizes of the Industrial Motor are adapted for driving Dynamos，Printing Presse
Grinding Mills，etc．
These Motors have been applied successfully to Larger size of the Industrial Motor are arapted for driving Dynamos，Printing Presse
Grinding Mills，etc． These Motors have been appied successfully to
the propulsion of small boats，to operating street cars， and to road wagons and carriages．

THE COPYING PAD．－HOW TO MAKE SEWING MACHINE MOTOR FOR AMA．




Scienific Book Catalogule Our new catalogue containing over 100 pages，includ－
ing works on more than tift different subjects．Will be

ATMOSPHERIC DUSTT－BY WILLIAM

 Motor of I $1^{\text {th }}$ Century


2nd Cos MACHINERY


PACKING，BELTING，HOSE，MATS，MATTING，ETC． Fetaiblisheal 185s．


The Largest Manufacturers of Mechaniial Rubber Goods in the World THE GUTTA PERCHA AND RUBBER MFG．CO． Para Building， 35 Waranenstin Now Yook

## GATE VALVE

M－Mavive
 The Lunkenheimer Brass Mfg．Co．

MAREVSS
EAFTES
HAVE MANY PATENTED NOT FOUND IN RQVEMENTS OTHER MAKES THAT WILL WELL REPAY AN INVESTIGATION BY THOSE WHO TO SECLURE THE BEST SAFE MARVIN SAFE CO． NEW YORK，PHILADELPHIA， ALUMINUM．AN INTERESTING DE scription of the virious methods of manufacturing this
netal． enemieal and electrolytici with special referenc

 THE WONDERFUL MACIC
POCKEI SAVINGE Locks and Regism Bank




$\$ 85$ Lovell Diamond Safety $\$ 85$


Bicycle carade in every particular．No better machine made at any price JOHN P．LOVELL ARMS $\mathbf{0 0}$ ．， 147 Washington Street，BOSTON，MASS．


Graveselevators． CIENTIEIC AMBRICAN SUPPLE MENT．Any desir Aack number of the SCIENT AMERICAN SUPPLEMENT can be had at this office for
0cents．
he iso to be had of newsdealers in all parts of

## OTTO GAS ENGINES

Engines and Pumps Combined． For COAL GAS
SCHLEICHER，SCHUMM \＆CO． HICAGE PADELPHIA，
ON GAS ENGINES NEW
ON GAS ENGINES．－A VALUABBLE



## Helly an fed MACHINE TOOLS

 dames Leffelwater whels
 FARLO ST．，SIPRINGFIELD，OHIO．


WM．READ \＆SONS，

## エエエ

İcinntific gncricay The liost Popular Scientific Paper in the World
 52 Numbers a Yea
This widely circulated and splendidly illustrated reen pages of useful inf ormation and a arge number of
orivinal engravinus of ne inventions and discoveries， representing Engineering Works，Steam Machinery，
New Intentions Noeitios in Mehanics，Manutacturs，
Chemistry，Electricity，Telegraphy，Photography，Arehi－

 Masters．Write for particulars．
The sifest way to remit is by Postal Order，Draft．or
Express Money

 THE
§rientific American $_{\text {Bupplement }}$
Thisis asparate and，distinct publication from THE







 MUNN \＆CO．．．361 Broadway，New York．
Publishers SCIENTIFIC AMERICAN

## ghuilding ©ritition．





 have eon forit the Largenest Circultation of of any Archit
tectural fublication inthe world．Sold by all newsdeal－
ers．$\$ 2.50$ a year．Remit to MUNN \＆CO．，Publishers，
PRINTING INKS



[^0]:    Sebastiano del Piombo was born in Venice in 1485, and died at Rom
    1547. He was especially celebrated as a portrait painter, his likene of Andrew Doria, in the Doria Palace, at Rome, being one of his bes
    

