
a Weekly jourval of practical information, art, Science, mechanics, chemistry, and manufactures.

|  | NEW YORK, DECEMBER 16, 1893. |  |
| :---: | :---: | :---: |
| 4, |  |  |
|  |  |  |
|  |  |  |
|  |  |  |
|  |  |  |
|  |  |  |
| g |  |  |



# Sorimutifir fimmican. 

ESTABLISHED 1845.
MUNN \& CO., Editors and Proprietors. PUBLISHED WEEKLY AT
No. 361 BROADWAY, NEW YORK.

## o. D. MUNN. <br> a. e. beach.

TERMS FOR THE SCIENTIFIC AMERICAN.





 \& CO. Readers are specially requested to notify the publishers in case of
any failure delay, or irregularity in receipt of papers.
NEW YORK, SATURDAY, DECEMBER 16. 1893.


TABLE OF CONTENTS OF<br>SCIENTIFIC AMERICAN SUPPLEMENT<br>NO. 937.



## PROF. JOHN TYNDALL.

On the evening of December 4, Prof. John Tyndall died. The son of an Irish policeman, a man whom he himself described as "socially low, but mentally and morally high," he had before him the task of working his own way up in the world. He was born August 21, 1820, in Leighlin Bridge, near Carlow, Ireland. He left school at the age of nineteen, and joined the Irish Ordnance Survey. Here he may be said to have begun his scientific career. In 1841 an official asked him how he employed his leisure hours, and told him that with five hours a day at his disposal they "should be devoted to systematic study." He added, "Had I when at your age had a friend to advise me as I now advise you, instead of being in a subordinate position, I might have been at the head of the survey." Next morning it is said Tyndall was at his books at five o'clock, and for twelve years followed the advice given him.
He became dissatisfied with his slow progress, and in 1844 wished to emigrate to America. But a position as railroad engineer in England was obtained for him, and he remained. In 1847 he took the position of master of Queenwood College, Hants, Hampshire. He showed great talent for teaching and began to contribute scientific papers to scientific periodicals. In May, 1847, his father died. In 1848, with Frankland, since professor of chemistry in the Royal Institution, he went to Germany. There, under Bunsen, Knoblauch and Magnus, he studied science for two years, receiving his degree in 1850. In 1851, on his return to London, he met Faraday. He was at once taken up by the great master, and was associated with Faraday in his work at the Royal Institution of Great Britain. He was appointed to the chair of Natural Philosophy there in 1853, and after Faraday's death in 1867 succeeded him as superintendent.
He published many works and papers on scientific subjects. His books, written for the popular taste, are excellent examples of scientific exposition. In 1872, when at the height of his fame, he made a lecturing tour of the United States. His lectures, given in this city, were received by large audiences, no experimental lectures, probably, ever being greeted with such eclat. The daily papers reported them with illustrations of the experiments in some cases-testifying to the inter est in them on the part of the public. His receiptsfrom the lectures-some $\$ 13,000-$ he presented to Harvard University, Columbia College, and the University of Pennsylvania, founding scholarships in aid of students Pennsylvania, founding scholarships in arc
who devote themselves to original research.
who devote themselves to original research.
A great Alpine climber, for many years he visited Switzerland, and there met his wife, also an enthusiast on mountain climbing, whom he married when he was 56 years old. She was the innocent cause of his death. He had been ill for some time, and was taking both chloral and sulphate of magnesia. By mistake his wife gave him a large dose of chloral, thinking it was the magnesia. As she realized what she had done, she told him. He cried, "You have killed your John."
He jumped out of bed and called for a stomach pump. The physician was summoned, who gave an emetic which operated, but life could not be saved. although the doctors worked over him all day. The fatal dose was taken at 8:
later, 6:30 P. M.

## sCREEN PHOTOGRAPHY IN COLORS.

As has been known for some time, the primary colors of the spectrum, red, blue, and green, when combined, produce white light. The utilization of these colors in reproducing photographs in the colors of nature has been proposed and demonstrated by Mr. FredIves, of Philadelphia. His method has been lately improved upon by an optician of this city, Mr. R. D. Gray, and it was our privilege to witness his public demonstration of his improvements on the 8th instant. He follows out the usual method of taking pictures for color reproduction, by first taking in the camera on an orthochromatic plate, with a red screen between blue and white rays are excluded, allowing only the color values of the reds in the subject photographed color values of the reds in the subject photographed,
to be reproduced. In making such a photograph, which takes the longest time, he usually has the lens stopped down to $f / 8$ and gives an exposure of three minutes. He then takes another negative with the camera in the same position, in which nothing but the green of the object photographed has any effect on the plate. Still retaining the camera in the original position, the third negative is taken in the ordinary way with white light, or without any tinted screen behind the lens which represents all the value of the blue and white rays that emanate from the object. After these negatives are once made, it is simply a matlantern slides or positives.
It should be mentioned that the lantern consists of three objectives and three condensers, in front of one of which is placed a blue glass, in another a red glass. and in another a green glass. These three
optical systems are illuminated by three separate jets
of lime light, or instead of lime light the electric are light may be used.
To project the three separate positive pictures in a lantern, he has a square light wood frame divided into four compartments or four apertures, and he uses three of these apertures for holding the plates, and his method of aligning the respective plates with the lantern is somewhat ingenious and practical.
One of the most difficult problems connected with this system of projecting the color pictures upon the screen is to make them exactly coincide, and Mr. Ives had great trouble in doing this when he made a public exhibition, but Mr. Gray has perfected a very simple and ingenious device for bringing each picture into the proper alignment. He first takes one plate and secures that in one division of the lantern slide frame, and places it in the lantern; he then takes the second plate and places that in the second division of the frame, and then applies his adjusting attachment. One person stands at the lantern and one at the screen. The operator at the lantern then operates the adjusting screw until the position of the plate is such that the person at the screen decides that the two images coincide. The third plate is similarly adjusted in the lantern slide frame by a duplicate adjusting device. The whole is then removed from the lantern and each plate is sealed in position, so that, for that particular lantern, this lantern slide frame is all ready for use and will always register accurately upon the screen. The positions of the pictures in the lantern frame correspond to the colored screens through which they were originally made.
As a result of this method it is a very simple matter to place picture after picture in the lantern and run them through the same as an ordinary lantern, and Mr. Gray clains that while others have only shown a few slides made for color projection, he has been able to produce a larger number.
Having thus perfected the minute detail of adjusting the pictures and the apparatus for showing them, it was very easy and simple to project them on the screen, and the marvelous beauty and delicacy of the combined colors in showing the various grades of color in the pictures was surprising and most pleasing, and gave one a more adequate idea of the beauty of the landscape than an ordinary monotone photograph. In pictures of autumn foliage the delicate reds and yellows would appear to great advantage, in photographs of distant mountains the azure blue of the sky covered with scattered white clouds appeared with most nat. ural effect, contrasting finely with the snow-capped peak and the brown and green foliage below, and in portraiture the color of the skin, the clothes and accessories were most admirably reproduced. The red and green in a watermelon picture were capital.
In using the lime light, when colors are combined, before the insertion of the slides, the appearance of the screen is white, with a slight tinge of blue. It is supposed that if the electric are light is used in place of the lime light a still better result may be obtained.
The success of Mr. Gray in demonstrating the practicability of projecting photographs in colors is certainly an advance in this line of work. We believe he has applied the same principle to the reproducing of colored photographs in printing inks.

## the pennsylvania anthracite coal fields.

The late report of the commission appointed by the State of Pennsylvania to investigate the subject of Waste in Coal Mining" contains matter of general terest.
The anthracite coal fields are found within an area of some 3,300 square miles, about 484 of which contain workable coal beds. This area would form a polygon by drawing a line from the northeastern limit in Wayne County westward to Bernice, then southwest to Dauphin, then northeasterly to Mauch Chunk, then to point of beginning, mostly in the counties of Wayne, Wyoming, Luzerne, Schuylkill, Carbon, Dauphin. Northumberland, and Huntingdon.
Prof. J. P. Lesler, in charge of the Geological State Survey, is of the opinion that originally the coal field covered the whole State and parts of the neighboring States, a remnant of which is found in the anthracite bed in Rhode Island.
The anthracite exists wholly in the area east of the Allegheny Mountains, and on the west of that range nearly the whole area rests on an almost unbroken field of bituminous coal.
The anthracite condition was, no doubt, produced from the original bituminous by the great convulsion uplifting and folding the rock strata which took place at the close of the carboniferous period.
The disturbed or uplifted area is well defined, but how much of the coal was changed to anthracite we do not know : probably not all, as would seem to be shown by the Broad Top coal field in Huntingdon County, which is semi-bituminous, though in the midst of the disturbed or present anthracite region.
The coal field has been, for convenience, divided geographically into the Northern, the Eastern Middle,
the Western Middle, and the Southern. The Southern field, which includes the Lykens Valley, is estimated to contain about one-half of all the anthracite remaining.

## The evidence as accepted by the geologists shows

 that the original coal bed east of the Allegheny Mountains was not less in area than 17,000 square miles, whereas the present field, as stated above, has an area of only 480 square miles.The disappearance or destruction of the coal bed, as indicated by the above figures, was unquestionably caused by erosion, i. e., the action of water currents and ice, chiefly in the form of icebergs. Estimating the average amount of coal at $96,000,000$ tons per square mile, the contents of the original field was $1,632,000,000,-$ 000 tons, of which the now existing field contains only a littie more than one per cent.
In the large area in the southeastern part of the State, comprising eleven counties, erosion has carried away every trace of the original coal bed and many thousand feet of the underlying rock.

On the basis that the original bed was confined to the 3,300 square miles within which the present field is located, the loss by erosion was not less than 94 per cent.

From the knowledge derived from the mines already worked, it is roughly estimated that the original bed of coal averaged 75 feet in thickness. In many of the basins only the lowest beds have been preserved
The amount of coal mined since mining was commenced in 1820 is about $2,225,000,000$ tons and the amount remaining in the ground is $17,245,000,000$ tons.
The work of mining, including the treatment of the coal in the breakers after it is brought from the mines, is attended with an incredibly great loss, it having been the practice from the commencement of mining to deposit in banks the so-called "waste," or unmarketable material, much of which consists of fine coal and coal dust, called "culm." The amount of this "waste" accumulated since 1820 can be partiallymeasured when, e. $g$., in the Lawrence colliery it has been equal to 53 per cent of the shipments, in the Stanton colliery 74 per cent ; in the Parrish colliery, which may be taken as an example of a modern colliery, and where all the small sizes are saved, about 19 per cent goes to the dirt bank. On a thorough examination of the dirt banks in the Panther Creek basin, it is estimated that, from 1820 to 1883, 20 per cent more coal lies in the dirt bank than has been marketed
A general estimate has been made, based on very extended examinations, that since the mining was begun the amount of coal and coal dirt sent to the culm heaps has been 35 per cent of the total production.
In addition to the constant loss or reduction of product by the presence of "waste," the work of mining is attended with an increasing expense as the depth of the excavations increases, in some mines being more than a thousand feet, and the Lykens Valley bed lies at a depth of more that 4,000 feet.
In some collieries from 15 to 20 per cent of the coal is used under the engine boilers.
How to recover the immense amount of coal in the waste banks and render it marketable is a question of great moment and has long been under consideration.

Some of the old waste banks have already been partially worked over, and from 50 to 75 per cent of good coal obtained. Most of this coal is very fine and more or less powdered, and its utilization of course depends on successful means for burning it, and thereby creat ing a market demand. Within a few years various schemes and new constructions of furnaces have been tried, with most encouraging success. Pea coal is already sold in rapidly increasing quantities, also buckwheat coal, size No. 1, and buckwheat No. 2 is some what in demand, it being mixed with bituminous. At tempts are making to burn the dust or culm by blow ing it into the furnace, but expense would be increased if it were necessary to reduce it to an impalpable powder.
It is also claimed that eventually the "waste" will be largely used in the form of artificial fuel, being mixed with suitable binding material and compressed into blocks. Several plants for the manufacture are in successful operation, and the article is known in the market as "eggettes."
In addition to the loss arising from the accumulation of the discarded "waste," the loss arising from the necessity of leaving large pillars of coal as supports is great, and it is estimated that the amount of coal won from the whole field since mining commenced does not exceed 35 , and possibly not more than 30 , per cent of the original deposit in the sections mined.

The Novelty Cutlery Company, of Canton, Ohio, have conceived a novel idea in the manufacture of Underneath a transparent and almost indestructible handle is a photograph representing machinery or any other class of goods with the portrait, if desired, and address of the manufacturer, rendering the article an appropriate souvenir to present their friends and custonners.

Lighthouses and their Keepers.
The following is from a paper by Edward P. Adams, ad before the Boston Society of Civil Engineers.
Much of the following is condensed from Johnson's The Modern Lighthouse Service," a publication of the United States Lighthouse Board.
The famous Pharos of Alexandria, built about 285 The famous Pharos of Alexandria, built
The lighthouse at Corunna, Spain, built in the eign of Trajan, and reconstructed in 1634, is believed to be the oldest existing lighthouse. England and France have towers which were erected and used as lighthouses by the Roman conquerors.

The famous Cordovan tower of France, at the mouth of the Gironde, in the Bay of Biscay, was completed in 1611, in the reign of Henry IV., and after a lapse of 280 years it is still considered the finest lighthouse in the world, though it has been increased in height.
The erection of Eddystone lighthouse of Plymouth, England, completed in 1759, made a new era in the construction of lighthouses. The fifty courses of granite were so dovetailed and fastened together that the tower was almost as rigid as if cut out of solid rock.
The great distinction between the later towers and their predecessors is that the stones of each course are dovetailed together laterally and vertically, so that the use of metal or wooden pins is needless. This method was first used at Hanois Rock, Guernsey.
The first lighthouse in America was built at the entrance to Boston Harbor in 1715-16, at a cost of about $\$ 11,500$. Erected by the order of the general court of the Province of Massachusetts Bay, it was supported by light dues of one penny per ton on all vessels except coasters.
The first light-keeper in this country whose appointment is on record was George Worthylake, who was appointed keeper of the lighthouse at Little Brewster, Boston Harbor, in 1716, at L. 50 per year by order of the general court of the Province of Massachusetts Bay. When the Federal government had assumed charge of the Lighthouse Establishment, the appointment of keepers was made by the President, and quite a number of commissions bear the signature of George Washington or Thomas Jefferson, who took great interest in lighthouse affairs.
As the number of light-keepersincreased, their nomination was made by collectors of customs, who were the local superintendents of lights, but the appointment was made by the Secretary of the Treasury. This usage still holds; but the nomination of the collector is forwarded to the Lighthouse Board, whose indorsement procures for it favorable or adverse action. The appointment, however, is temporary. It continues only until the candidate has been examined; after which, if he passes, a full appointment is given him. Otherwise, he is dropped from the service.
The appointment of lighthouse keepers is restricted to persons between the ages of eighteen and fifty, who can read, write, and keep accounts; are able to do the required manual labor, to pull and sail a boat, and have enough mechanical ability to make the necessary minor repairs about the premises, and keep them painted, whitewashed, and in order. After three months of service, the appointee is examined by an inspector, who, if he finds that he has the qualities needed at that especial station, certifies that fact to the Lighthouse Board, when, upon its approval, the full appointment is issued by the Treasury Department. But one grade of keeper is recognized by law, but practically they are divided into a number of grades, with pay ranging, with few exceptions, from $\$ 350$ to $\$ 820$. The lowest salary is $\$ 100$ and the highest is $\$ 1,000$.
At first and second order shore lights there are two light-keepers. A second assistant is required where there is a steam fog signal in connection with the light. At isolated stations another assistant is added. At a few of the most exposed stations there are three and ven four assistant keepers.
Keepers are usually appointed to the lowest grade and promoted or transferred according to merit as vacancies occur. At stations requiring but one keeper, retired sea captains who have families are frequently selected. At fog signal stations it is the intention to have one keeper or assistant who is able to operate machinery and keep it in repair.
Keepers are forbidden to engage in any business which will take them away from their stations or interfere with the proper and timely performance of their duties as light-keepers. But such work as curing fish, shoemaking, and tailoring is allowed, and the lightkeeper is sometimes a justice of the peace. They are not allowed to keep boarders. At stations where there is sufficient land they have a convenient dwelling with fuel house and often a barn. Suitable boats are furnished stations not accessible by land. A kitchen stove is supplied, also a little coal and sufficient kerosene for lights, and good libraries of about thirty volumes are furnished, and exchanged from two to four times a year.
The amount appropriated for the salaries of keeper
is at the rate of $\$ 600$ per year, amounting to about $\$ 700,000$ for all keepers in the service.

## Plastomenite.

This is the name given to a new kind of smokeless powder invented by Herr W. Guttler. The solution is poured into forms, where it becomes a fairly hard substance, capable of being pressed, rolled, etc. The substance can be colored at will, and is, like celluloid, serviceable for numerous purposes. Plastomenite is used for blasting powder, powder for cannons and rifles, signal rockets, etc. The greatest advantage claimed for it is complete durability, while all other smokeless powders manufactured by the means of ether and nitro-glycerine invariably deteriorate. The combustion of plastomenite is also, it is claimed, so well balanced that it leaves no residue in barrel or cartridge, although the striking velocity of the projectile is unusually great. The initial;velocity from a $61 / 2 \mathrm{~mm}$. caliber is 715 m ., with a gas pressure of considerably below 3,000 atmospheres. It is said that neither cold nor hot weather has any effect upon the plastomenite cartridges, whereas all powders containing nitro-glycerine suffer from changes in the temperature. Hitherto plastomenite has principally been manufactured for sporting purposes, but its good qualities have attracted the attention of the German military authorities, and it will now be extensively tested in the army.-Engineering.

## The 24 Hour Clock Face.

On the first of December Italy adopted the time of Central Europe. All the Italian time tables have, by order of the Minister of Public Works, been printed with the hours marked up to twenty-four, from midnight to midnight. The railway clocks have also been modified, and the hours from 13 to 24 printed in red Arabic characters in a circle interior to the old one.
At the Paris Exhibition, in 1867, Sig. G. Jervis, the Keeper of the Royal Industrial Museum of Turin, exhibited a clock face having a double series of hours, the higher numbers being placed on the exterior circle on account of the greater space there available. He also exhibited a time table drawn up on the 24 hour plan, and possessing many advantages over those in use even at the present time. After twenty-six years Mr. Jervis has the satisfaction of seeing the adoption of the improved clock dial and the 24 hour time table proposed by him.
The American Society of Civil Engineers adopted the 24 hour clock face some time ago.

## The Capsizing of a Torpedo Hoat.

A Gibraltar correspondent of the Daily Graphic, describing the recent accident to the Rodney's torpedo boat, says: "She had just fired a torpedo, when, for some reason whieh has yet to be explained, she suddenly capsized. Most of the occupants succeeded in getting clear at once, but one stoker, not so fortunate, remained entangled, and eventually went down with the boat, which sank in about ten minutes. On turning over, the screws of the boat continued to revolve with spasmodic efforts, and steam issued from the sides in large volumes. One of the crew could be seen running about on the bottom of the boat, and onlookers expected every moment to see an explosion of the boilers. The boat ultimately went down head foremost, like the Victoria, without an explosion. It was, in fact, a miniature Victoria accident, without the collision. Boats from the Immortalite, Narcissus and Rodney were soon on the scene, and every one was picked up except the stoker."

## Pepper.

The pepper constituent, to which the sharp taste is due, is the piperine. This substance is not tasteless, as generally accepted, but by prolonged contact with the tongue develops the sharp taste which can be better demonstrated by tasting a piperine solution warmed to $50^{\circ} \mathrm{C}$.; in the pepper fruit the piperine is dissolved in the essential oil, hence the decreased sharpness of old pepper is explainable by the resinification of the essential oil, causing decreased solubility of the piperine. The essential oil has the odor of the fruit, but in alcoholic solution is free from any sharp taste. As an oxidation product of the essential oil, in part at least, is a viscid unsaponifiable oil which also dissolves piperine, but itself is free from odor and taste. In addition to these three constituents, pepper contains cellulose, starch, and small quantities of coloring matter.-Th. Weigle, Pharm. Ztg.

## Harvard at the Top.

The highest meteorological station in the world is said to be that at Charchani, near Arequipa, which is 16,650 feet above sea level, and is situated just below the permanent snow line. The Harvard College Observatory at Arequipa is 8,050 feet above the sea, and the new meteorological station is 8,600 feet above, the ascent being made, by the aid of a mule, in about eight hours. The station is equipped with self-recording aneroids and thermometers. The results of the observations are to be published in the annals of
the Harvard College Observatory.

## an improved adding machine.

This machine, patented by Mr. Levi C. Dalton and George C. Myatt, is designed to enable one to perform the arithmetical operation of adding in a very simple and accurate manner by mechanical means. Fig. 1 is a face view and Fig. 2 a central section of the improvement. The casing is covered by a fixed dial plate, on which, in a circle, are the consecutive numbers from 1 to 100 , and the pointer is secured to a central shaft on which is fixed, directly below the dial plate, a wheel or disk whose top surface is occupied by circular rows of recesses or apertures adapted to be engaged by the pointed end of a pencil-like tool. The latter is adapted to be passed through segmental numbered slots of different lengths in the dial plate, and, when placed in one of these slots at its numbered


## DALTON \& MYATT'S ADDING MACHINE.

end, it engages a recess in the wheel or disk below; upon then being moved along the slot, the disk below the dial plate is rotated, and when the tool strikes the end of the slot, the pointer on the dial face has moved to a position indicating on the circle of numbers the amount represented by the length of the slot-the disk, shaft and pointer moving together. When the tool is thus placed and moved in slot 10, say, such number is indicated by the pointer on the dial, the pointer being further moved to 100 by placing the tool in and moving it to the end of slot 90 . On the central shaft, below the disk, is a collar having a tooth adapted to engage one of the teeth of a rack in a slide moving in a recess in the casing, as shown in Fig. 3, there being on the upper end of the slide a pointer extending through a straight slot in the dial plate. The latter pointer indicates on a "hundreds" column, in which the numbers range from 100 to 2,000 , the pointer being moved up one space for each complete revolution of the shaft. In the lower end of the slide are rows of apertures or recesses, similar to those in the disk, and in front thereof, in the lower portion of the dial plate, are numbered vertical slots of different lengths. By moving the slide with the tool passed through one of these slots, the pointer is correspondingly advanced on the hundreds column. Further information relative to this improvement may be obtained of Mr. James K. Langford, Doniphan, Mo.

## A NEW SYSTEM OF LIGHTING STREET GAS LAMPS WITHOUT THE USE OF WIRES.

An electrical system of gas lighting for city streets which operates devices located miles from a central station, without any electrical connection between them,
 withodt the use of wires.
sounds like a fairy tale, but such a system has been tributed can thus be increased or diminished by means introduced by the Cutler-Hammer Manufacturing' of the screw, V. The absence of complicated and deliCompany, 247 South Jefferson Street, ${ }_{2}$ Chicago, Ill. cate mechanism permits of this distributor being This system discards the unsightly overhead wires placed anywhere, without any special precautions be and the expensive underground circuit, and adopts a ing taken, say upon cars, boats, carriages, etc. It will new and inexpensive method. Each lamp is supplied be possible, likewise, to replace the continuous perwith two sal ammoniac batteries and a spark coil fumery fountains by an apparatus that will furnish placed in an iron box buried in the ground at the foot liquids only upon the push of a button at the will of of the post. In the lantern is a miniature gas holder the customer. Mr. P. Leoni, the inventor, has another
 hinge and held down by weights; and directly over is well known how earnestly our great physicians are this holder is an automatic gas lighter, similar to at present recommending, under all circumstances, the those used in houses. Two wires about ten feet long connect the lighter with the batteries through the post. Such an installation is under complete control from the gas works. When it is desired to light the lamps of a city, it is only necessary to open the valve connecting one of the large gas holders at the works direct with the gas mains. This results in a decided increase of pressure in the gas all over the city, sufficient to cause all the little gas holders in the lamp posts to lift up about one-eighth of an inch against a platinum stop. and thus close the local bat tery circuit at each post. The automatic lighter be ing then supplied with current, immediately turns on and lights the gas.
Our engraving shows the lighter about two-thirds full size. P is the pressure gauge or gas holder sealed with mercury and held down by the weights, W When the gauge lifts, it closes the electric circuit through the magnet, M ; the armature, A , is attracted and caused to vibrate, throwing sparks at $E$ and turn ing the ratchet wheel, R . The first movement of the ratchet wheel admits the gas to a small auxiliary outlet at E , as well as to the main burner. The electric sparks formed at E ignite the auxiliary jet, which immediately shoots up and lights the main burner. As the ratchet wheel continues to turn, the auxiliary jet is closed, leaving the main burner open. The ratchet wheel is finally stopped, with the gas turned full on and lighted, by a pin in the wheel striking against a stop, S , attached to the pressure gauge, $\mathbf{P}$.
It has been shown in practice that fifteen seconds is amply sufficient for maintaining this increased pressure, to give time to make the increase felt every where It can then be brought back to normal pressure, when the pressure gauge, $P$, will drop back and open the electric circuit. This operation, if repeated, will extinguish the lamps.
A heavy cast iron shell, 3-16 of an inch thick, shown by dotted lines in the cut, entirely surrounds the mechanism and thoroughly protects it from all kinds of external abuse. The iron battery boxes are supplied with covers flush with the ground, which areintended to be removed once a year for cleaning the batteries, this operation constituting the entire operating expenses.

## aUtomatic distributor of perfumes.

For a few weeks past there have been remarked at the doors of stores and in theaters, concert halls, etc., small metal bottles of various colors provided with an enameled plate. These are new automatic distributors, which are distinguished as much by their pleasing form and the simplicity of their mechanism as by their practical utility as retail vendors of expensive perfumes. Fig. 1 gives a general view of the apparatus and represents a bottle 18 centimeters in width by 40 in height, supported against the wall by an ornamented bracket. If a 10 centime piece be put into a slot situated toward the top of the bottle, and we press a button arranged to this effect, we shall immediately see a few drops of
liquid fall at the bottom. This result is obtained in the following way, as may be understood by an inspection of Figs. 2 and 3. The coin put in at A falls into a channel that leads it to $\mathbf{B}$, where it rests upon the piece, $C$. If the button, $D$, then be pressed, the extremity of its rod, meeting the coin, drives before it the cylinder, $\mathbf{F}$, which slides in a jacket, K. The cavity situated near $\mathbf{F}$ is displaced and brings about through this slight motion a suction of air from the exterior. This immediately enters the space left free above, and escapes to the exterior through the tube, T, which is in communication with the atmosphere. But at the same time a few drops of liquid from the reservoir, $L$, have fallen into the cavity thus disengaged. Upon removing the hand, the pieces, P. whose position is calculated to this effect, travel a sufficient distance before engaging with the flanges of the cylinder, and the coin abandoned in the vacant space falls to the bottom of the bottle. These pieces, P, pulled back by the spring of the button, D, carry the cylinder, $\mathbf{F}$, with them to its original position. The cavity filled with liquid is then in communication with the aperture opposite the discharge tube and flows to the exterior. This arrangement is both very simple and very ingenious. The apparatus can be regulated for any kind of money, and even for operating gratuitously. It suffices, in fact, to close the cavity between $B$ and $\mathbf{F}$ in order that the rod of the button, no longer being capable of penetrating this cavity, as in the paying apparatus, may push the piston before it with the least pressure. The quantity of the liquid to be dis-
at present recommending, under all circumstances, the
use of antiseptics and disinfectants. It is, despite use of antiseptics and disinfectants. It is, despite up. The automatic distributor, widely disseminated, would permit of diffusing the use of antiseptics either


## AUTOMATIC DISTRIBUTOR OF PERFUMES

gratuitously or in exchange for a small coin. The question is now submitted to the study of the sixth commission at the municipal council of Paris. This apparatus, in fact, exciting the curiosity of the public would certainly obtain great success. It is permitted us, moreover, to judge of it by the apparatus already installed in large numbers in Paris. A great number of persons are always to be seen congregated around the distributor. Some examine it and seem to wish to divine the internal mechanism, while others cause it to operate and receive the odoriferous liquids on their handkerchiefs. - La Nature.

## A brake for portable engines, etc.

This device is strong and durable, can be readily applied or removed as desired. and when not in use may be stored away on the vehicle, ready for application for braking purposes on reaching a down grade. It has been patented by Mr. E. W. Cleveland, Roun thwaite, Manitoba, Canada. Fig. 1 shows the application of the improvement, Fig. 2 being a plan view. In a suitable frame is journaled a drum shaft, and two chains connected with the drum have at their outer ends hooks adapted to engage opposite spokes of one of the wheels, while the ends of the drum shaft, outside the frame, are engaged by eye bolts on oppositely extending chains hooked upon opposite spokes of the forward wheel. On the drum shaft are gear wheels meshing with pinions on a transverse shaft which has at one outer end a crank arm, whereby the drum may be rotated to tighten the chains. There are also ratchet wheels on the drum, engaged by pawls on a transverse rod having at its outer end a handle, whereby the pawls may be thrown into or out of mesh with the ratchets, when the device is locked in position upon or removed from a vehicle.

cleveland's engine brake.

## THE BUNDY AUTOMATIC TIME RECORDER AT THE EXPOSITION.

The exhibit made by the Bundy Manufacturing Co., of Binghamton, N. Y., at the Columbian Exposition, was a striking one, as is evidenced by our illustration, and the time recorder furnished by this company was the only one receiving an award, a medal and diploma being awarded it. The Bundy system was also used exclusively during the construction of the Exposition buildings, and during the continuance of the Fair, for recording the time of mechanics, clerks, laborers, etc., including all employes except the Columbian guards, who were under military discipline. For this purpose about thirty-five recorders were employed in various locations upon the grounds, besides others in different "model" establishments, as the model paper mill, model laundry, the


THE BUNDY TIME RECORDER Libby glass works, the Shoe and Lea ther building, etc.

Our readers will remember that we have heretofore published a description of this improved time recorder, which is designed for use in factories, shops, stores, offices, or wherever the time of employes is required to be noted and a record kept thereof. It operates in connection with a standard clock, and the recording mechanism is arranged in a suitable casing within the clock case, below the dial, there being a central opening in front for the admission of a registering key. The clockworks are of the best variety, the Seth Thomas 100 beat pendulum movement, and the ink ribbon is in the casing with the mechanism, the reel of paper on which the record is made being just below. At one side of the clock, as shown in the small view, is an open case or keyboard fixed against the wall, in which are hung numbered keys. Each workman or employe whose time is to be taken is given a number, and in going to or departing from work he takes his key from the keyboard, inserts it in the keyhole of the recorder, turns it one quarter around, and then removes and hangs it up again. He thus records upon the paper ribbon within the machine the number of his key and the exact hour and minute of his arrival or departure. In going out he also holds down a lever projecting through the clock case on the left hand side, and a star is then printed in front of the hour record on the paper strip. The latter can be readily removed, as often as desired, for filing away, and forms a perfect and indisputable record of the workman's time. A bell rings as each record is made, thus preventing one from registering for another without detection, and after the key is inserted it cannot be taken out until it registers, neither can a second registry be made without removing the key.
At the present time, as we are informed, there are over 2.500 of these time recorders in use in various manufacturing and other industries throughout the country, where they are giving great satisfaction and paying their original cost several times over each year.

Postal Service in Interior Africa.
A five cent stamp will take one of our mammoth Sunday newspapers from this country to the white stations on the far Upper Congo. The probability is that the actual cost of delivering one of these newspapers at Stanley Falls, for instance, is twice or three times the amount of postage charged.
It is carried over the ocean about 7,000 miles before it enters Africa. It is transshipped three times before; at Matadi, ninety miles from the sea, it is placed on the


THE WORLD'S COLUMBIAN EXPOSITION-EXHIBIT OF THE BUNDY TIME RECORDER.

## A NEW STORAGE BATTERY

back of the mail carrier who is to transport it 235 miles around the cataracts of the Lower Congo before it is placed on one of the steamers of the upper river, and the carriage becomes reasonably cheap again. Every pound of mail that goes to the Upper Congo is incased in waterproof wrappers, and for more than two weeks it is carried up hill and down, under the scorching sun and through the tropical rains, on the backs of porters; and when it finally reaches Stanley Pool the mail is sorted for shipment by one or another of the little steamboats that drop the mail packages at the government stations or the commercial posts as they thread their way among the islands for a thousand miles up the main river, for 800 miles up the Kassai and Sankuru tributaries of the south, or for 500 miles up the Mobangi affluent of the north
All these Upper Congo stations, some sev-enty-five in number, isolated as they are from the rest of the world, have most of the conveniences of the modern postal service. When white men among the cannibals and the dwarfs write to their friends at home, they have the neat postage stamps of the Congo Free State to affix to the en velopes. If they wish to send money home they may procure money orders at any of the stations of the State, where, also, the orders they receive from abroad are cashed.
The only respect in which the service is deficient is that the mails are irregular, for the white pioneers often wait days and even weeks for the arrival of the mail steamer which is not only to bring them tidings from home but also the stores which they need in carrying on their work.-Pittsburg Dispatch.


Dr. Sharp gives the following extract

## Fig. 1.-NEW STORAGE BATTERY.

It seems to be a well established fact that the efficiency of electric lighting stations can be greatly in creased by the addition of a suitable storage battery plant, which will utilize the surplus energy of the engines, so that they can be run continuously at their maximum load, consequently securing the greatest economy. In Europe, the practice of using storage batteries during the day which are charged by the dynamos the latter part of the night is becoming com mon. To some extent the same thing has been done in this country. In Paris, the Popp Company, operat ing twenty-five sub-stations, employs a storage battery at each station having a capacity of from two to three
thousand ampere hours, and feeding over 100,000 lamps. In Germany and England the same thing is seen ; in Hanover 20,000 lamps are operated by storage batteries : Dusseldorf, 20,000; Bamberg. 2,700; Darmstadt, 5,800; Hamburg, 12,000; Elberfeld, 14,000, and so on. These sub-stations are all supplied with the chloride type of storage battery, similar to that which we here illustrate.
The Electric Storage Battery Company, of Phila delphia, is introducing in this country the chloride accumulator, and have established works at Gloucester, N. J. The elements of the chloride battery are made of tablets cast from fused chloride of lead and zinc, which are held together by a frame or rim of antimonious lead. The tablets which compose the plates are subsequently converted into active material of perfect character by electrical action. The crystals which are formed in this manner are needleshaped, running through the plate perpendicular to the surface. By the elimination of the chlorine, innumerable minute cells are formed around these crystals, giving an enormously extended surface, which is essential for the great capacity. This material is entirely different in character from the ordinary active material which is mechanically applied, and it has proved itself to be much more durable, uniform, and efficient.
Fig. 1 is a perspective view of a pair of accumulator cells, with parts broken away to show the interior, and Fig. 2 is a side view of the accumulator plates. The reduction of these plates requires from 12 to 24 hours. Every trace of chlorine is finally removed by washing the plates in running water, after which they are charged continuously for several weeks, until the crystalline spongy lead has been completely converted into peroxide. The negative plate of the battery is separated from the positive plate by a separator, $S$, made of wood soaked in insulating compound and perforated and grooved longitudinally to permit of the free circulation of the electrolste. The positive plate is made considerably heavier than the negative plate, and is surrounded by asbestos
cloth, which incloses the tablet of the plate and prevents short-circuiting by confining the active material to its place.
The capacity of the chloride cells is from 5 to 6 ampere hours per pound, with a discharge rate of onehalf ampere for each plate. Notwithstanding this high capacity and the high rate of discharge, the efficiency of the cell is very high, the loss in current being less than 10 per cent, and the watt efficiency is from 75 to 85 per cent.

A large plant of chloride cells having a capacity of 1,894 ampere hours has been placed in the Provident Life and Trust Company's building in Philadelphia, which, on a recent test, exceeded by nearly 50 per cent the guarantee given by the company. The chloride battery plant, used in connection with the Germantown, Pa., electric lighting station, has a capacity of 1,000 ampere hours, which is soon to be doubled.
This battery has been found to be efficient in trac-


Fig. 2.-CHLORIDE ACCUMULATOR PLATE.
tion work. Thus two sets of chloride batteries of ninetysix cells each have been in use on the Metropolitan Railway at Washington since last April. The car has run 8,000 miles and has been run for three days continuously, while the batteries have remained unchanged.
Storage batteries diminish in capacity with increased discharge, so that when cells are called on for heavy rates of discharge, this feature becomes one of importance where economy is a consideration.

Fig. 3 is a diagram of curves showing the capacity of the chloride accumulator under these varying conditions. These curves show the results of various tests. It will be seen by comparing the different results that in every case there is shown to be a difference in capacity of only $1 / 3$ between the lowest and the highest rate of discharge. Thus, while the smallest element, weighing 50 pounds, has a capacity of 320 ampere hours when discharged in 24 hours, its capacity is still


Fig. 3.-CURVES SHOWING CAPACITY OF PLATES.
as high as 210 ampere hours when discharged in four hours, which is six times its previous rate

We understand that the largest storage batteries in the world are being made on this principle. As to the matter of durability, the manufacturers claim, and users testify, that this cell is practically indestructible. Further particulars regarding the chloride accumulator may be procured from the Electric Storage Battery Company, W. W. Gibbs president, Philadelphia, Pa.

Physical and Chemical Ingredients of a Man.
A notable object of interest is described as among the contents of the National Museum, Washington, showing the ingredients which go to make up the average man, weighing 154 pounds. A large glass jar holds the ninet $y$-six pounds of water which his body contains, while in other receptacles are three pounds of "white of egg," a little less than ten pounds of pure
glue, thirty-four and one-half pounds of fat, eight and one-fourth pounds of phosphate of lime, one pound carbonate of lime, three ounces of sugar and starch, seven ounces fluoride of calcium, six ounces phosphate of magnesia and a little ordinary table salt. The same man is found to contain ninety-seven pounds of oxygen, fifteen pounds of hydrogen, three pounds and thirteen ounces of nitrogen, and the carbon in such an individual is represented by a foot cube of coal. A row of bottles contain the other elements going to make up the man; these being four ounces of chlorine, three and one-half ounces fluorine, eight ounces phosphorus, three and one-half ounces brimstone, two and one-half ounces each of sodium and potassium, one-tenth of an ounce of iron, two ounces magnesium, three pounds and three ounces of calcium.

## Lemons and oranges.

The Florida lemon season, which commenced early in September, is about ended. Only a small portion of the crop, estimated variously at from 25,000 to 50,000 boxes, came to this city. The percentage of handsome Florida oranges has been small, the bulk being rusty or "horny," and prices have been unsatisfactory to the growers. The average freight on a box of lemons from Florida to New York is fifty cents, while from Sicily the cost for transportation is but thirty-two cents, with duty amounting to as much more. The railroad charges from California on a similar package are eightyseven and a half cents, but the crop in California is small, and as yet only specimen lemons have been seen here. Nearly three million boxes of lemons came into the United States from Mediterranean ports during last year. The lemon season with local dealers begins November 1, when the first new Sicily lemons are due, and continues the year through. While the over-importation of Mediterranean lemons last year has left a large supply of old stock on hand, there are just now no good lemons to be had here. During November of last year 120,000 boxes of new-crop Sicily lemons were sold in New York, but none have yet reached this port this season. The first cargo of Mes. sina lemons is, however, expected daily, and another steamer, carrying above 20,000 boxes of the same high grade, is due in a few days. The crop of Florida oranges this season is the heaviest known, a conservative estimate being $4,500,000$ boxes, while it is believed by other authorities that $5,000,000$ boxes will go out of that State. The weather in Florida during the summer was highly favorable for the development of the fruit, and many young groves are coming into bearing for the first time. The fruit is ripening earlier than it has for several years past, and is reaching this city in heavy quantities, but prices are very low, due to decay caused by recent rains. Recently there arrived, besides large quantities of the fruit bound for other points, about 60,000 boxes, while but a few days previous 42,000 boxes were thrown on this market. The heaviest receivers are the Florida Fruit Exchange, who sell the product of above 8,000 growers at auction. An average price of recent sales is $\$ 1.60$, and this nets the grower but sixty-five cents a box on the tree, the return heretofore having been about a dollar a box. Since the middle of September 25,000 boxes of Florida oranges have been sent to England by the exchange, with generally satisfactory results.

## Legal Uses of Photography.

The legal uses of photography were shown by the testimony of Mr. Spencer, the photographic expert of Washington C. H. The case was the famous Stubble-field-Munford controversy, which has been dragging through the courts of Fayette County for years. The litigation involves 1,500 acres of the finest farming land in Fayette County.
During Monroe's administration this tract was willed by one of the old Munfords to his five heirs, and the present suit was brought on the deed of sale signed by them. The Munford heirs deeded the land to Stubblefield, who afterward sold parts of it to different parties, who have had to pay twice for their land by decision of court.
The case the other day was an appeal asking a new trial in order that new evidence may be introduced. The new testimony is the photograph of the original deed of sale made by Mr. Spencer. All previous decisions have been made in favor of the Munford heirs on the ground that Anna Munford, one of the original five heirs, had never signed the deed to the Stubblefields.
The deed of sale, discolored and yellow with age, was taken to Mr. Spencer by the attorneys for the defendants. The closest examination failed to disclose any evidence of more than four signatures, and only the fact that the space for the fifth remained caused the attorneys to think that it had once existed.

Under the closest watch of the clerk of the court, who could not allow the original to leave his hands, Mr. Spencer photographed the deeds. On the platehe saw traces of the signature, and, on enlarging the negative ten times, the entire name was as plainly seen as when first written. The presiding judge was much in-
terested in Mr. Spencer's evidence, and left the bench that he might more closely examine the negatives.Cincinnati Tribune.

## Recipe for the Attainment of old Age.

"The reason I have lived so long and keptalways so well and hearty," said recently Miss Eliza Work, of Henrietta, N. Y., who will be 100 years old if she lives six weeks longer, "is because I never drank tea or coffee, and, above all, never got married."
Miss Work keeps house for her nephew, George W Lincoln, and keeps no help. She was born at St. Johnsbury, Vt., on January 8, 1794, and came to Monroe County eighty years ago with her brother. At the age of 91 she traveled alone to her native place, and declares that she was not a bit tired, either going or returning.
'I have done a big day's work every day for more than ninety years," she says, "and I expect to do a great many more. I have never had occasion to use spectacles yet, and my teeth are the same teeth I have always had. My brother lived to be 101, and would have lived much longer if he had never married. He drank coffee and tea, too. People who marry and drink coffee and tea ought not to expect to live very long."

## A NOVELTY FOR THE MIDWINTER FAIR.

Among the applications for permission to make novel exhibits at the coming midwinter fair in San Francisco is one by Edward M. Greene. It is a mammoth scales of Justice. The figure of Justice is 150 feet high. The cross beam of the scales she holds in her hand is 300 feet long. Each scale is a car capable of holding fifty people, who may be carried to a height of 288 feet. The whole arrangement is to be manipu lated by machinery placed beneath the base of the


## MAMMOTH FIGURE OF " JUSTICE."

statue. There is telephonic communication between each car and the engine room and everything may be regulated smoothly and quickly. The Chronicle thinks there is no doubt that the statue would make a unique display and might perhaps share the honors with the electric tower.

## The Search Light in warfäre.

The Spanish cruisers Alfonso XII., Conde de Venadito and Melilla steamed on the night of November 13 near the Moorish encampment, not far from Melilla, and at about 11 o'clock suddenly illuminated the whole country around, taking the Moors by surprise and pouring shells upon them with unerring accuracy by the light of the powerful lamps. A terrible cannonade continued from the ships and the forts the remainder of the night, and according to the report many were killed. The lights seemed to have terri fied the Riffians fully as much as the destruction that followed, for they offered no opposition, but ran about like madmen seeking shelter in caves.

## A Word to Mail Subscribers.

At the end of every year a great many subscriptions to the various Scientific American publications expire.
The bills for 1894 for the Scientific American, the Scientific American Supplement, and the Architect's and Builder's Edition of the Scientific American are now being mailed to those whose subscriptions come to an end with the year. Responding promptly to the invitation to renew saves removing the name from our subscription books, and secures without interruption the reception of the paper by the subscriber.

## PRICES.

The Scientific American (weekly), one year................. $\$ 3.00$
Supplement of the Sclentific American (weekly), one year. 5.00
Supplement of the Sclentific American (weekly), one year.
Architect's and Builder's Edition of the Scientific American
(monthly), one year..................................... 2.50
La America Cientifica, Spanish edition of the Scientific
American (monthly), one year............................... 3.0

## COMBINED RATES.

The Scientific American and Supplement.................... $\$ 7.0$
The Scientific American and Architect's and Builder's Edi tion...
.............. can Supplement 5.00
and Architect's and Builder's Edition...................... 9.0
This includes postage, which we pay. Remit by postal or express money order or check to order of Munn \& Co., 361 Broadway, New York.

Treating the Sewage of a Large city.
Glasgow is now resolutely grappling with its sewage problem, a difficulty which, sooner or later, every city, large or small, is compelled to face. The efforts to satisfactorily solve what has, been aptly described as the puzzle of the sanitarian and the despair of the engineer may be viewed on broader lines of interest, says Industries, than on the merely local grounds connected with the municipal affairs of that city. For full half a century the legislators of Glasgow, though inactive, have been keenly alive to the importance of the problem. It is now nearly forty years ago since the opinions of Sir Joseph Bazalgette, Mr. Bateman and Professor Anderson were sought; while in 1874 Sir John Hawkshaw, as royal commissioner, took the matter up, and reported fully on the whole scheme. Nothing, however, was done, and to this day-though the imperative necessity of action is as fully admitted as fifty years ago-the Clyde remains, to put matters plainly, a huge open sewer-a fact which fully demonstrates itself with every recurrence of warm weather, more especially if accompanied by drought.
Turning to the various modes now in vogue for sewage disposal, the first, viz., gravitation, is considered quite impracticable for Glasgow, owing to the strenuous opposition offered all along the coast to any project which, by detracting from the amenity of the neighborhood, might in the least degree depreciate the value of residential property. The second method-irrigation-is, for a variety of reasons, deemed hopeless in Glasgow; while a third mode, viz., filtration, has been likewise discarded, on the ground of excessive cost.

The only feasible course open to Glasgow appears, therefore, to be that of precipitation, and the first practical effort to solve the problem by chemical treatment will be watched with keen interest not merely by those locally concerned, but also by sanitarians of every shade of opinion throughout the kingdom. Parliamentary powers were sought and obtained in 1891, and some 30 acres of land at Dalmarnock were acquired for the erection of works capable of dealing with about one-firth of the sewage of Glasgow. Mr. G. V. Alsing, who has had valuable experience at Bradford and Sheffield with the system adopted, was appointed engineer, and early last year the tender of Messrs. John Goldie \& Son, contractors, for the sum of $£ 45,000$, was accepted, and the work is now in course of execution. The mode in which the sewage will be dealt with may be briefly summarized as follows :
On entering the works it runs direct into the catchpits, where the heavier constituents are precipitated by gravity, and removed by the same agency into sludge tanks, whence in the form of cakes, moulded in presses by compressed air, it will be utilized as manure for agricultural purposes. The lighter and more aqueous flow from the catch-pits will be lifted by centrifugal steam pumps into the mixing chamber, where the chemicals-sulphate of alumina and milk of lime-are added for precipitation of the sewage. The liquid then passes into the precipitation tanks, twenty-four in number, each 45 ft . by 50 ft . by 6 ft . in depth, and with a capacity of 80,000 gallons. The work of separation over, the fluid on the surface is emitted through self-floating valves-the invention of Mr. Alsing-into a corresponding number of aerating tanks of similar dimensions. The effluent is then discharged as a clear and colorless stream into the Clyde, after filtration in sisty filters covering some three acres of ground.
When in full operation ten million gallons of sewage will be treated every 24 hours; while provision is made for extensions capable of dealing with double that quantity. The total estimate, inclusive of land, is $£ 100,000$. The authorities of Glasgow have to cope with fifty million gallons of liquid sewage per diem, in addition to 1,000 tons of solid refuse ; and any system which promises to aid them in their arduous duties which promises to aid them in their arduous duties
and to purify the Clyde will be watched with keenest interest on all hands. This river at present is in a condition which most adversely affects the steamboat companies who make Glasgow their port.

## Ten miles Above the Earth.

One of the most interesting experiments with bal loons that bas ever been undertaken was that of Messrs. Hermite and Besancon, at Paris-Vaugirard. They succeeded in sending a balloon to the unprecedented elevation of 16,000 meters, or about 10 miles. There were no people in the balloon, but it carried a variety of self-registering instruments designed to record the temperature, the atmospheric pressure, etc. The little balloon was started on its lofty trip about noon, when the air was remarkably still and clear. It rose rapidly, and in three quarters of an hour had attained an elevation of 10 miles, at which height it remained for several hours.
It was there subjected to an atmospheric pressure only about one-eighth as great as that at the surface of the earth, and M . Hermite explains its floating for so long a time at a constant height by supposing that the temperature does not vary sensibly with the elevation of the noating body after the latter has attained tion of the ioating body after the latter has attained
an altitude where seven-eighths of the atmospheric
pressure is lacking and where there remains no trace of water vapor.
But toward $6 o^{\prime}$ 'clock, when with the decline of day the temperature began rapidly to fall, the balloon started back toward the earth, arriving with a gentle motion which did not disturb the instruments it carried, at 7:11, at Chanvres, near Paris-Vaugirard, from which it had started.
The balloon was visible with a telescope during the entire time. It shone like the planet Venus seen by day. By means of a micrometer attached to an astro nomical telescope the apparent diameter of the balloon could easily have been measured, and this would have furnished a means of calculating its altitude independent of the record of the barometer which it carried.
The barometer and thermometer were furnished with automatic pens driven by clockwork, by means of which diagrams of the changes of pressure and temperature that the balloon experienced were obtained. At the height of about $73 / 4$ miles the thermometer marked a temperature of 60 degrees Fahrenheit below zero. Then the ink in the registering pens of both the thermometer and the barom
he records were interrupted.
But, as the balloon continu
But, as the balloon continued to rise, the ink thawed again, and at the ten-mile level the automatic records were renewed. The temperature registered there was only about 6 degrees below zero. The increase of tem perature is ascribed to the effect of the unclouded sun heating the air in the basket that contained the instruments. The lowest record of the barometer was 103 millimeters, or a trifle more than four inches
M. Hermite calls attention to the fact that the den sity of the air at the height of ten miles, where the balloon remained during most of the afternoon, is less than that existing upon the plains of the moon, on the assumption that the atmospheric density on the moon is proportional to the force of gravity at the surface of that orb.
If this is correct, then the instruments would have behaved about the same if M. Hermite had been able to place them on the moon as they did when he sent them only ten miles above the earth.- Youth's Companion.

## Chinese silver ware

The extraordinary popularity of silver for ornaments in China is referred to thus by the American consul at Amoy: "Silver is to the Orient what gold is to the west. To the artist, the scholar, and the collector it is the king of all the precious metals. Its popularity is the king of all the precious metals. Its popularity is
not due to its cheapness. Jade, which rivals silver in public esteem, is much more expensive than gold. There may be another reason for the small use of gold as an ornament by the Chinese. In designation of rank and title a gold button stands at nearly the bottom of the list. Then, on the other hand, golden yellow is the imperial color, and none but those around the Son of Heaven are allowed to use it for wearing and other purposes." Silver jewelry and curios in China are universal: the poorest coolie's wife has usually silver bracelets and earrings. In curios and bric-a-brac the number of silver articles is legion.
The greatest manufacturing center is Canton, but Amoy, Foochow, Nanking, and Pekin possess artists and guilds whose workmanship is famous all over the empire. One class of designs consists of miniature reproductions of features of daily life, and is adapted for earrings and watch charms. Among the most familiar objects are the pagoda, sampan (or native boat), junk, the sedan chair, the small-footed lady's shoe, the Goddess of Mercy, the Celestial Poodle, the King of the Fishes, the sitting Buddha, the dragon, the flying serpent, the begging priest, the tiger, lion, horse, pig. buffalo, elephant, turtle, crocodile, monkey, cat, and dog. The largest does not exceed two inches in length, and they diminish to dainty little objects no larger than a grain of corn. The work and finish are admirable, the features and hair of the human beings and animals and the scales of the fish and crocodiles being reproduced with the highest care and skill.
Another class consists of imitation cordage. The metal is solid, but the surface is so cleverly wrought out that at first sight each piece seems a rope, cord, or braid. Some are as fine as sewing silk, while others are as thick as clothes.lines. The silver is alloyed with a small percentage of copper to increase its hardness and to allow the fine carving and engraving impossible in the softer substance of pure silver. These silver cords are used for bracelets, anklets, necklaces, belts, sword hangings, and horses' harness. Though stiff, they are not rigid, and can be bent in every direction. A third class comprises household ornaments, such as match boxes, ash cups, joss sticks, bowls, sandalwond urns, plates for opium pipes, button boxes, and so on without end. They are of the same general type and about the same value as those made in America and Europe. A fourth class includes filigree work and tissues made from fine silver wire, and is marked by the highest skill and beauty. It is. and has been for centuries, a favorite kind of work among the Chinese.
mens of it to Europefrom Nanking: and in this manner aided in the after development of the guilds of Italy and France. The designs sometimes are marvelous. One from Foochow consisted of a bouquet, over which was loosely wrapped a silken veil. It was so perfectly made that the veil looked as if it might blow away at any moment. Through its flimsy folds the flowers and leaves were all visible. Another artistic gem was a little bouquet in which ferns, lilies of the valley, and similar botanical beauties were perfectly photographed in metals.
In selling his goods the Chinese merchant in silver ware gives the weight of the metal, its fineness, and its value as bullion, and then as a separate item the cost of the workmanship. Thus a bill for a pair of corded bracelets was as follows : Silver ( $41 / 2$ ounces 85 per cent fine), $\$ 4.20$ (Mexican); workmanship, $\$ 2.15$; total, $\$ 6.35$ (Mexican). The first item is mathematically correct, and can be depended upon as the intrinsic value of the material used in the manufacture.

Concerning some new and large gas wells, whoee supply is intended for Pittsburg, the American Manufacturer says:
The Swagler well No. 1, struck about a month ago on Jacob Swagler's farm, in Somerset Township, Washington County, twelve miles east of Washington Pa., is regarded as the largest gas well in the world It belongs to one of those private lines laid by Pittsburg manufacturers, and was drilled by the Mononga hela Natural Gas Company, which was organized four years ago with a capital stock of $\$ 1,000,000$. It is stated that the gas started in the fifth sand, at a depth of 2,700 feet, and its roar was heard fifteen miles away. The drillers worked with cotton in their ears and com municated by signs. The Monongahela Company had thirty-two wells in that field, but all were plugged, in order to use the product of this one great gusher. The Monongahela Company is composed of H. W. and David B. Oliver, of the Oliver Iron and Steel Com pany, and some of the stockholders of the Republic Iron Works. A short time since the Somerset Township leases of Monongahela Company, including but one well, the Swagler, was sold to the Philadelphia Company, and it is now sinking five other wells.
About two weeks ago the Philadelphia Company, of Pittsburg, which virtually controls by lease and traffic arrangement the business of supplying natural gas fuel to private residences in Pittsburg and Allegheny, brought in its 913th gas well. This well is located in the Monroeville field, thirteen miles from Pittsburg. This company has eleven first-class wells in reserve ten being located in South Buffalo Township, Armstrong County, twenty-eight miles north of Pitts burg. The company's experts say natural gas will be found as long as oil, and its supply has been ample for thirty years, but it may have to be piped long dis tances. The original gas fields of Murrysville and Grapeville, in Westmoreland County, are running low, but substitutes have been found, the drillers having made a complete circuit of Pittsburg within a radius of thirty miles during the last seven years.
Simultaneous with the success in Washington County, south of Pittsburg, was the discovery of natural gas in a westerly direction in New Sewickley Township, Beaver County. This is about twenty miles distant from Pittsburg. At the usual depth no gas was found, and the wel lwas drilled 500 feet deeper, when the gas forced its way to the surface with such a pressure- 300 pounds-as to blow out the packing.

## Wooden Water Mains.

A recent paper read before the American Society of Civil Engineers by Mr. James D. Schuyler, M. Am. Soc. C.E., on "The Water Works of Denver, Colo.," contained some very interesting observations and figures relating to this subject. He states that 16 miles of 30 inch wooden conduit were constructed in that work in addition to a considerable length of 44 inch pipe. The timber used was California redwood, and the 30 inch conduit was constructed to stand under a head of 185 feet. We understand from the paper named that the total average cost of the 30 inch pipe was $\$ 1.36$ per lineal foot, of which about forty-eight cents constituted the cost of trenching and back filling. A gang of eight to sixteen men laid from 150 to 300 feet of the same size conduit per day. These mains were composed of staves, dressed very smooth to cylindrical sides and radial edges, and were held to the cylindrical form by mild steel bands placed at a distance apart depending upon the head, but never exceeding 17 inches. The pores of the wood are filled with the water under pressure so that it oozes through to a slight extent, thus realizing the condition for permanent preservation. The pipe is framed in the trench and all handling in full size sections is avoided; at the same time the interior finish is so smooth that the most advantageous conditions of flow are secured.
Mr. Schuyler estimates that the use of these wooden conduits effected a saving of over $\$ 1,000,000$ in this conduits effected

## THE BROADWAY CABLE RAILWAY.

The spacious and handsome cable cars, as they now move up and down Broadway, are in marked contrast with the former horse cars, and when the old days of the Broadway stages are remembered, the transformation seems wonderful. Where there are no horses, no trolleys, no storage batteries, no visible means of propulsion, it becomes a question of interest as to where the power is generated, how it is transmitted, and how it is used in the propulsion of the cars.
We have from time to time printed accounts of the progress of this great work, so that, so far as the practical details of the working of the roadare concerned, our readers have had an opportunity to become informed. Our diagram shows the different loops of the cable. From 59th Street to 36th Street, the cars are propelled by cables run ning from the 51st Street power station; from 36th Street to Bowling Green, the cars are propelled by cables running from the Houston Street power station; and from Bowling Green to the ferries, the cars are to be propelled by a loop running out of the Front Street powe station. The several loops of the cables ar lettered A, B C, etc. on the diagram. Th loop at the Battery is a single cable, to which the cars from the main section will be transferred.

The Houston Street power station is pro vided with two pairs of duplicate engines, arranged for driving four separate cables, the loops B and C extending to Bowling Green and the loops $D$ and $E$ extending to 36 th Street As will be seen by the diagram, these cable are in duplicate, so that should one fail the cars may be easily thrown in connection with the other, and the engines are arranged so tha any loop may be driven by any engine in the station. The loops G F, running out from the 51st Street power station, are arranged in practically the same way. The 51st Street power station has already been described in these pages. The Front Street power station is not yet completed.

The Houston Street power station forms the subject of our engravings. It will be found difficult, on making a search at the corner of Houston Street and Broadway for the power station, to determine which of the corner buildings contains the engines and boilers for driving the central loops of the railway. The building which 9 foot drum. At the middle of the shaft is arranged a standsupon the northwest corner has every appearance small engine, which is connected with each half of the of being an ordinary business building, and such it is shaft by spur gearing. This engine is intended for from the ground floor to the roof; but the structure turning over either half of the shaft and the machinbelow the ground floor differs materially from other ery connected therewith for inspection and repairs. buildings on Broadway. It has a double foundation, or rather, it has a foundation which is separate from the foundations of the engines and machinery in the basement. The smaller engraving shows the construction of this part of the building. It represents one of the large steel columns which support the superstructure. It will be seen that it passes through the floor of the engine room and is entirely independent of this floor. By means of this construction any possible vibration of the machinery is confined to the engine floor and not transmitted to the columns which sup port the building. The engines, four in number, are supported on brick piers, rising from the bottom of the sub-cellar. The engines are arranged in two pairs, connected with the driving drums, as shown in the upper portion of the front page engraving. The engines,
entirely across the engine room, and carrying another ope drum opposite the driving drum of the other pai of engines. This shaft is made in four sections, each end section carrying a 26 foot drum, already described and one 9 foot drum, grooved for thirty-four 2 inch cotton ropes, which run from these drums over 32 foot drums on the cable-driving shafts. The 9 foot drums are connected with the shaft by means of friction clutches, so that these drums may be connected with the power or thrown out of gear at pleasure.
The middle portion of this shaft is divided into two parts, which may be connected with each other, so as to make the shaft continuous, and each also carries a


## THE FOUNDATIONS

 The shafts which support the 32 foot drums carry at opposite ends cable drums for driving the cables which run out into the street and propel the cars. Each half of the plant is furnished with two cable-driving shafts, each of which carries a 32 foot drum, taking power from a 9 foot drum on the 20 inch shaft, and each cable passes four times around the pair of cable drums to insure the necessary friction for driving. The outgoing part of each cable passes around a sheave carried by a tension car in the lower basement, before running up to the conduit. Each tension car has a run of about 40 feet on a railway track laid in the sub-basement, and it is drawn in opposition to the pull of the cable by a weight of about 2 tons attached to a 1 inch rope running up over a sheave attached toAs our readers are well aware, Mr. John D. Crim mins, one of New York's best known contractors, was the builder of the road, almost all of the material, both for street work and power plants, being furnished by the Pennsylvania Iron Works Co. Both the design f the road and its construction have been under the direction of Major G. W. McNulty, the engineer-in hief His assistants have been H W Brinckerhoff in general charge of the office; N. S. Latham, Alber Carr, A. N. Connett, and G. F. Simpson, division ngineers in immediate charge of construction; M. W Sewall, in charge of design of power plants, and C. I Earll, in charge of design of track work, including grip and curve mechanism.
The Third Avenue cable road, which has been in process of construction for several years, is now practically completed and was officially opened last week. Cars are now running regularly on the upper portion of the road. This road differs from the Broadway and Seventh Avenue road in respect to its engines, cars, grip and grip-operating devices ; also in other important particulars.

## Early Use of Petroleum.

In a diary kept by one of the surveyors engaged in the survey of the Holland Land Company's purchase, at the very beginning of this century, an entry occurs to the effect that near the headwaters of the Allegheny River, in New York State, was a spring, upon the waters from which, when conducted into shallow pools, would collect quantities of oil. This the Indians collected and used. For unknown generations the Indians held this spring in high veneration, believing it was a direct gift from the Great Spirit. They dried the oil by exposure to the sun, and made an ointment that they used to mix their war paint, as wel as for remedial purposes. This ointment wa the vaseline of the present day in its crude state, for the oil skimmed from the spring was crude petroleum. The old spring and a plot of ground one mile square were given to the Indians as a reservation, and is so held at the present time, being known as the Oil Spring Reservation.
In after years, the enterprising whites colected the oil, and it was bottled and sold under the name of "Seneca Oil" It had wide reputation, and was eagerly sought by many who extolled its merits in the most extravagant terms. Had it not been for the fact that the inquisitive whites found a way to get petroleum from the earth by sending the drill down through the rocks, "Seneca Oil" would doubtless now be a popular medicine worth $\$$ a bottle.-Pharmaceutical Era, Detroit.

## The Ignorance of Children.

By the liberality of Mrs. Quincy Shaw I was enabled make comprehensive studics in 1880 of a large number of Boston children just after they had entered the lowest grade of the primary school. Fourteen percent of these six-year-old children had never seen the stars and had no idea about them; thirty-five per cent had never been in to the country; twenty per cent did not know that milk came from cows; fifty-five percent did kow that thirteen to fifteen per cent did not know the colors green. blue. and yellow by name ; forty-seven per cent had never seen a pig; sixty per cent had never seen a


ROUTE OF THE BROADWAY CABL̇E RAILWAY, NEW YORK.
which are 1,200 horse power each, were made by the Dickson Manufacturing Company, of Scranton, Pa. The cylinders of these engines are 38 inches in diameter, the stroke 60 inches. Each engine of each pair has a flywheel, and is arranged for connection with a rope-driving drum, common to both engines, by means of a slot and key coupling. The engines are of symmetrical design, but calculated more for strength and efficiency than for beauty. They are of the Corliss type, but with a modified cut-off. The driving drum is 26 feet in diameter and 5 feet wide. It is provided with twenty semicircular circumferential grooves for receiving the 2 inch cotton ropes, which drive a drum of the same description on a 20 inch shaft extending
e run simultaneously, thus driving all four of the ables, or they may be run independently, or either set of cables can be run by either engine, thus allowing or any contingency
The Heine boilers, twelve in number, which supply steam to the engines are placed in the rear basement. They are of the water tube type, and are arranged in two batteries of six each. Each boiler may be used independently of the others. The coal used in the urnace is stored in bunkers under the street, and auxiliary bunkers are provided below the boiler floor The plant is provided with a complete electrical outfit for lighting the engine and boiler rooms, as well as the rest of the building.
robin; from thirteen to eighteen per cent did not know where their cheek, forehead, or throat was, and fewer yet knew elbow, wrist, ribs, etc. More than threefourths of all the children had never seen to know them any of the common cereals, trees, or vegetables growing.
These subjects were chosen because most of them constitute the material of school primers or elementary instruction which this new science of ignorance shows must make mere verbal cram of much matter of intruction. What idea can the eighteen per cent of children who thought a cow no larger that its picture get from all instruction about hide, horns, milk, etc.? -Pres. G. Stanley Hall, in the Forum.

## UNITED STATES LARGE CALIBER MORTARS

 Among the government exhibits at the Columbian Exposition, Chicago, were modern mortars, showing the many improvements which have been adopted within the last few years. We illustrate one of these great weapons, which was seen at the Fair, mounted upon a Canet carriage. The old-fashioned mortar was about as simple a device for war purposes as could be made, but not very accurate in its delivery. It was chiefly operated by guesswork, and its result were apt to consist more of noise than disaster.The additions of modern machinery have greatly contributed to the accuracy of firing, and this now renders the weapon very formidable. By the use of hydraulic cylinders the recoil is so taken up that the direction of the shot is not disturbed by the recoil, while the elevating, lowering and revolving mechanism is of such a nature that the aiming of the mortar is accomplished with the utmost rapidity and accuracy. For harbor defense these mortars are of especial value. It is believed that no vessel afloat could endure the explosion on its deck of one of the great
the most striking sights in the city of London is the number of tall women that are to be found in the fashionable parks during the season.
It is more particularly among the women of the upper classes that the improved conditions of the last two generations have left their mark. Women of 5 feet 6 inches and 5 feet 8 inches are common, and it is not a very unusual occurrence to meet a woman of 5 feet 10 inches and even 6 feet. A gentleman well known in London society states that when he became of age, twenty-two years ago, his sister, a tall and handsome girl, was the tallest girl among the visiting acquaintances of the family, and now she is overtopped by nearly every one of her younger lady acquaintances. St. Louis Globe-Democrat.

## The Cause of Diphtheria

Diphtheria is due to a fungoid growth. Yet its mode of dissemination is still among the obscurities of science. Water does not seem to spread it, and, contrary to the general impression, it is uncertain whether bad

## The Loudest Noise Ever Heard.

No thunder from the skies was ever accompanied with s roar of such vehemence as that which issued from the throat of the great volcano in Krakatoa, an slet lying in the Straits of Sunda, between Sumatra and Java, at ten o'clock on Monday morning, August 27,1883 . As that dreadful Sunday night wore on, the noises increased in intensity and frequency. The explosions succeeded each other so rapidly that a continu ous roar seemed to issue from the island. The critical moment was now approaching, and the outbreak was preparing for a majestic culmination. The people of Batavia did not sleep that night. Their windows quivered with the thunders from Krakatoa, which resounded like the discharge of artillery in their streets. Finally, at ten o'clock on Monday morning, a stupendous convulsion took place which far transcended any of the shocks which had preceded it. This supreme effort it was which raised the mightiest noise ever heard on this globe.
Batavia is 94 miles distant from Krakatoa. At Cari mon, Java, 355 miles away, reports were heard on that


UNITED STATES LARGE CALIBER MORTARS.
shells which these mortars deliver. A 12 inch mortar, for example, throws a shell weighing over 600 pounds. It is hardly possible to plate the deck of a war ship sufficiently thick to withstand such a missile.

## Increase in the Height of Englishmen.

Francis Galton has collected some interesting fact in regard to the effect of athletics and improved physical conditions during the last forty years on the physique of the middle classes.

When he was an undergraduate at Cambridge, from 1840 to 1844 , although hut 5 feet $93 / 4$ inches in height, he was taller than the majority of his fellows. In addressing them he habitually lowered his eyes, and if in a crowd he could readily see over the heads of the people. Writing in 1893, he states that he no longer possesses these advantages.
Altered social conditions, in his opinion, have helped to improve the bodily powers and address of this class; such conditions, for instance, as more wholesome and abundant food, better cooking, warmer clothing, moderation in the use of alcohol, better ventilated sleeping rooms, more change throngh vacations, and, lastly, the rooms, more change throngh vacations, and, lastly, the
healthy lives led by women in their girlhood. One of
system favorable to attacks of any malady, has much connection with it. This was the opinion of Sir William Jenner many years ago, and it is the conclusion of Dr. Thorne still. He connects it with the crowded condition of the board schools, where many of the "sore throats" for which the children are not kept at home are suspected of being something much more serious. At Enfield the spread of the epidemic was put upon the cats, which, ever since Darwin charged them with being accessory to the setting of the clover seed, have had the scientific eye steadily fixed upon them. The pets of one family carried the disease to another, just as they carry other infectious germs, and there seems, so a report to the local government board insinuates, good reason for believing that in some instances it may have been conveyed from horses, sheep, and even from fowls to human beings. The diphtheritic germs are so vital that they are known to have communicated the disease after lying inert for four years.

The new Simplon tunnel from Brieg, in Switzerland, The new Simplon tunnel from Brieg, in
to Isella, in Italy, will be $121 / 2$ miles long.

Sunday morning which led to the belief that there must be some vessel in the distance which was discharging its guns as signals of distress. The authorities sent out boats to make a search; they presently returned, as no ship could be found in want of succor. The reports were sounds which had come all the way from Krakatoa. At Macassar, in Celebes, loud explosions attracted the notice of everybody. Two steamers were hastily sent out to find what was the matter. The sounds had traveled from the Straits of Sunda, a distance of 969 miles. But mere hundreds of miles will not suffice to illustrate the extraordinary distance to which the greatest noise that ever was heard was able to penetrate. The figures have to be expressed in thousands. This seems almost incredible, but it is certainly true. In the Victoria Plains, in West Australia, the shepherds were startled by noises like heavy cannonading. It was some time afterward before they learned that their tranquillity had been disturbed by the grand events then proceeding at Krakatoa, 1,700 miles away.-Sir Robert S. Ball, in the Youth's Companion.
[It must have taken over two hours for the sound to travel that distance.-ED. S. A.]

A Scientific Expedition Lost.
The whaler Aurora, which recently arrived at Dundee, brings information of the loss of an Arctic exploring party. In June, 1892, two Swedish gentlemen named Bjorling and Kalstennius chartered a small schooner named the Ripple, at St. John's, Newfoundland, and, along with a crew of three men belonging to St. John's, set out to make scientific explorations of the fauna and flora of Greenland on the shores of Davis Strait. The west coast of Greenland was reached in safety, and the party was heard of last at the Danish settlement on the west coast in the summer of 1892. Since then all trace of the party has been lost. The Dundee whalers were requested by the Swedish consul before leaving for this season's fishing to keep a look out in Baffin Bay and Davis Strait, and make any inquiries as to where any trace of the missing party could be found. These instructions were attended to by the masters of the Dundee fleet, and while Captain Mackay, of the Aurora, was prosecuting early whale fishing in Baffin Bay he noticed a wrecked schooner on Carey Island, in the middle of the bay. A boat's crew was sent ashore, when it was found that the schooner was the Ripple, in which the exploring party set out. No boats were on board nor were there any provisions, and everything seemed to indicate that the vessel had been abandoned. She was fast in the ice.
Examination of the vicinity was made by the crew from the Aurora, with the result that in a cairn of stones the dead body of a man, believed to be one of the explorers, was found. Close by was another cairn, which contained manuscripts written in English. One gave instructions that the manuscripts should be forwarded to the nearest Swedish consul. The contents of the manuscripts have not been fully ascertained, but it is believed they indicated that the exploring party were endeavoring to make for the mainland, about 200 miles distant, and that they perished in the attempt.

To Connect the Lakes with the Mississippi.
The recent tour of inspection down the Illinois Rive by several members of the Chicago Drainage Canal Commission resulted in a fresh impetus to the project of converting that stream into a great navigable waterway, connecting the lakes with the Mississippi. The members of the commission descended the stream in a steamer, met the inhabitants, business men and officials of the several cities and towns along the route, explained to them the nature of the great work undertaken, removed objection to the enterprise that had been fostered by prejudiced statements and misrepresentation, and thus enlisted popular friendship for the successful carrying forward of the work. The commissioners saw enough to convince them that, in an engineering sense, the scheme is an eminently feasible one, provided that the co-operation of national and State authorities can be enlisted in its prosecution. There is now little doubt but that such co-operation will be secured. The pushing forward of the Hennepin canal project, by government appropriation, and the contemplated expenditure of $\$ 6,000,000$ for that work, shows that the purpose eventually is to perfect a navigable system between the lakes and the Mississippi that shall bring into connection with eastward water transit both the upper and lower reaches of the great stream, by way of the Illinois River and the drainage canal. Hitherto the Illinois has been rendered navigable by a succession of dams and locks, but this has proved ineffective, for the reason that the dams arrest the flow of water and cause the silt to col lect above them and thus fill up the bed of the stream.
When the drainage canal shall have been completed When the drainage canal shall have been completed
there will be a powerful flow of lake water through the river into the Mississippi. In order to make way for this, the dams must be removed. There will be a sufficient volume of water to sweep onward the silt and maintain a channel 14 feet in depth, it is claimed by competent engineers. Thus will be opened a navi gable connection between Lake Michigan and the Father of Waters that will result in Western transportation changes of undoubtedly important possibilities $-N$. W. Lumberman.

## Smoke Prevention in Massachusetts.

The last Legislature of Massachusetts passed a law regulating the smoke nuisance in the large cities. This law provides that in cities of over 300,000 inhabitants, after July 1 of the present year, no person should "use bituminous coal for the purpose of making steam in boilers in any building, unless the furnace in which said coal is burned is so built or equipped that at least 75 per cent of the smoke is consumed or otherwise prevented from entering the atmosphere." The penalty was fixed at not less than $\$ 10$ nor more than $\$ 100$ for each week during which the violation of the law should continue.
It is to be hoped that other States will enact similar laws. It is an easy matter to prevent the smoking of smoke, which, as everybody knows, is composed of fine coal, which is allowed to escape before it has been coal, which is allowed to escape before it has
properly acted upon by the oxygen of the air.

Mr. J. H. Hart, the superintendent of the Royal Botanic Gardens, Trinidad, has recently been successful in transporting to Nicaragua a selection of the best varieties of Trinidad "cacao." Cacao seed soon loses its vitality, and can only be safely transported long distances by placing it in a suitable position to germinate and grow on the voyage. On April 25 of this year, Mr. Hart left Trinidad with a number of specially prepared cases containing plants, and seeds planted on the day of departure. The boxes in which the seeds were sown had not glass roofs, but were strongly latticed and covered with a movable sailcloth cover which could be easily and rapidly fastened or unfastened, to give light, or to protect from wind, rain and sun. A frame covered with wire netting was fastened inside each case, so as to press upon the surface of the soil, to prevent it shifting and causing the seeds to be disturbed. The seeds germinated ten days after planting, and on June 10 Mr . Hart reached his destination with more than 26,000 healthy plants, which were successfully put out in nurseries. A number of cacao seeds were sown at Nicaragua to develop during the return voyage, and, upon arriving at Trinidad, good healthy plants were obtained from ninetyeight per cent of the seeds planted. These plants included two species entirely new to Trinidad, and their introduction may eventually prove of great benefit to the colony.

## The Mammoth in Alaska.

At a recent meeting of the Geological Society, London, reported in Nature, a paper was read consisting of notes on the occurrence of mammoth remains in the Yukon district of Canada and in Alaska, by Dr. George M. Dawson, C.M.G., F.R.S. In this paper various recorded occurrences of mammoth remains were noted and discussed. The remains are abundant in, if not strictly confined to, the limits of a great unglaciated area in the northwestern part of the North American continent, while within the area which was covered by the great ice mass which the author has described as the Cordilleran glacier, remains of the mammoth are either entirely wanting or are very scarce. At the time of the existence of the mammoth the North American and Asiatic land was continuous, for an elevation of the land sufficient to enable the mammoth to reach those islands of the Bering Sea where these bones have been found would result in the obliteration of Bering Straits. The bones occur, along the northern coast of Alaska, in a layer of clay resting on the somewhat impure "ground ice formation" which gives indications of stratification, and above the clay s a peaty laver.
The author considered this "ground ice" was formed as a deposit when more continental conditions prevailed, by snow fall on a region without the slopes necessary to produce moving glaciers. The mammoth may be supposed to have passed between Asia and America at this time. At a later date, when Bering Straits were opened and the perennial accumulation of snow ceased on the lowlands, the clay was probably carried down from the highlands and deposited during the overflow of rivers. Over this land the mammoth roamed, and wherever local areas of decay of ice arose, bogs would be produced which served as veritable sink traps. The author considered it probable that the accumulation of "ground ice" was coincident with the second (and latest) epoch of maximum glaciation, which was followed by an important subsidence in British Columbia. In the discussion of the paper, Sir Henry Howorth remarked upon the long and careful survey of Northwest America which has been made by the author, and upon the value of the conclusions which he has come to; first, in regard to the absence of ancient glaciation in Alaska and its borders; secondly, in regard to the existence of a great glacier in the Cordilleras, whose products are quite independent of and have nothing to do with the Laurentian drift; and thirdly, in regard to the distribution of the mammoth.
It was a new.fact to him, and one of great impor tance, that mammoth remains had occurred in Unalaska and the Pribylov Islands in Bering Straits, proving that in the mammoth age there was a land bridge here, as many inquirers had argued. It would be very interesting to have the western frontier defined where the mammoth remains cease to be found. It would be very interesting to know how far south on
the west of the Cordilleras the true mammoth, as disthe west of the Cordilleras the true mammoth, as dis-
tinguished from Elephas Columbi, has occurred. Regarding one conclusion of Dr. Dawson's, Sir Henry could not agree with him, namely, about the age of the strata of ice sometimes found under the mammoth beds in Alaska, as they have been found in Siberia. The speaker was of opinion that this ice had accumu lated since the beds were laid down, and was not there when the mammoth roamed about in the forests where he and his companions lived.
Humus and soil cannot accumulate repon ice except as a moraine, and there are no traces of moraines or of great surface glaciation in Alaska and Siberia. Nor great surface glaciation in Alaska and Siberia. Nor
could either the flora or fauna of the mammoth age
have survived conditions consistent with the accumu ation of these beds of ice almost immediately below the surface, or consistent with their presence there. The speaker considered that these beds were due to the filtration of water in the summer down to the point where there is a stratum of frozen soil, through which it cannot pass and where it consequently accumulates, freezes, raises the ground, and in the next season grows by the same process until a thick bed of ice has been formed. The evidence goes to show that the present is the coldest period known in recent geological times in Siberia and Alaska, and that the period of the mam moth and its companions was followed and not pre ceded by an Arctic climate where its remains occur Dr. H. Woodward remarked that the most interesting point in Dr. Dawson's paper was the mention of the remains of mammoths on the Aleutian Islands, proving that this was the old high road for this and other mammals from Asia into North America in Pleistocen times.

## The Aluminum Flashlight.

In a communication to the London and Provincial Photographic Association, T. Bolas says: Aluminum has a much higher kindling point than magnesium and, consequently, when aluminum filings are blown or dusted through an ordinary flame, they do not ignite, as they are not in the flame sufficiently long to become heated through. Again, aluminum, if heated in a crucible to a white heat, scarcely oxidizes, as the metal does not boil at this temperature, and a very thin film of oxide protects the surface. Magnesium would boil and blaze in a white hot crucible, as the vapor would burn.
If, however, we take the fine powder of aluminum, now so largely sold as a "silver" bronze, and blow or dust this through a flame, it becomes heated to the igniting point, and, weight for weight, yields a more powerful light than magnesium.
The commercial aluminum bronze powders contain, however, a trace of greasy material, which prevents the grains readily separating, and, if the powder contaminated with grease is blown through a flame, or used in an ordinary flash lamp, it tends to blow through n clots, and a large proportion escapes combustion.
This grease may be driven off or deetroyed by heating the bronze powder to about the melting point of zinc ; and, for operating on a small scale, it is sufficient to heat it in a test tube over a spirit lamp. The powder which I bring before you to-night has been thus heated, and it is readily blown about by the slightest breath. It ignites readily, and burns completely when used It ignites readily, and burns completely when used
in an ordinary flash lamp; indeed, it burns more completely than does magnesium dust, as it is impracticable to use magnesium in an extremely fine state of division, owing to its tendency to oxidize spontaneously. Aluminum, on the other hand, can be stored in a minutely fine state of division without fear of deterioration by oxidation.
One incidental advantage of aluminum over magnesium is the non-irritating character of the fumes of oxide; magnesia, on the other hand, being an irritating alkaline earth.

## New Use of oxygen.

If there is one point more strongly impressed than any other upon the tyro in the use of oxygen and hydrogen, it is that he must be most careful to prevent any possible admixture of the two. The advice is most desirable, although it is well known that for explosion to take place the proportion of the mixed gases to each other must be within certain well-known limits. Outside those limits no explosion will take place. The knowledge of this fact underlies the novel application we refer to. At Huddersfield, Brin's Oxygen Company have erected oxygen plant for the purpose of supplying that gas to mix with the illuminating gas to be issued to the public. About six per cent is added just before it enters the station meter, and is then stored in special holders. The corporation gas is enriched to the extent of five and a half candle power by this addition, a fact which is most singular when it is remembered that atmospheric air is looked upon as a deleterious adulterant of ordinary coal gas. $-B r$. Jour. of Photo.

## Vanadiferous oil.

This oil, of slight density, varying between 1.15 and $1 \cdot 20$, is of a fatty appearance and contains 51.52 per cent of volatile matter. The percentage of hydrogen is much lower than that of the vanadiferous oil recently discovered in Argentina by Mr. Kyle, and carbon and nitrogen show a larger percentage. The most interesting feature of this oil is the presence, in the ashes, of a large proportion of vanadic acid in the shape of alkaline and metallic vanadates. It also occurs free in this oil, and may be extracted by washing with ammoniacal water. A quantitative analysis gave a percentage of 0.24 of vanadic acid in the oil and 38.5 per cent in the ashes. As the oil is abundant, some important applications of vanadium may be looked for if the properties of the metal are found to be commercially valuties of the metal are
able.-M. A. Mourlot.

## The Porosity of Glass.

Some interesting experiments going to show that glass is more porous, under some conditions, than it has hitherto been considered, have been carried out by Messrs. E. Warburg and F. Tegetmeier. These experiments are described by Professor W. Chandler RobertsAusten as demonstrating the possibility of producing eventually a degree of porosity in vitreous bodies which will admit of the passage of elements having comparatively small atomic volumes; while other elements having larger atomic volumes are strained off; thus occasioning a mechanical sifting of the elements. A receptacle was divided into two compartments by a sheet of glass, which could be several millimeters thick. Sodium amalgam was placed on one side and pure mercury on the other; the whole was then heated to the moderate temperature of $200^{\circ} \mathrm{C}$, at which the glass becomes slightly conducting. The positive and negative wires from a Plante battery were then respectively placed in connection with the contents of the two compartments ; and it was found at the end of 30 hours that a considerable quantity of sodium had passed into the mercury through the glass, which had nevertheless preserved its original weight and transparency.

## A CARBONIC ACID MOTOR. <br> _amern mutur.

This little apparatus derives its power from self-compressed carbonic acid. I devised it to illustrate Pascal's principle as well as many other chemical and physical phenomena. It is easily made; some of my pupils constructed it in less than an hour with materials obtained from the apothecary. If made of the dimensions I give below, it will oscillate for three or four hours without being reloaded. Its various parts are as follows: Two 9 or 10 oz . bottles, $\mathbf{B}$, with wide mouth. One glass tube, $T$, about 26 in . long and $1 / 4 \mathrm{in}$. bore (cost about three cents). Two glass tubes, E, 6 in. long each; $1 / 4 \mathrm{in}$. bore (cost about two cents). Two rubber stoppers, K, each with two holes (cost about fifteen cents each). If cork stoppers are used the expense is much reduced, but a set of round files (rat tails) or a cork borer will be necessary to bore holes in the cork. Two rubber tubes, I, about 4 in . long, $1 / 4$ in. diameter (cost about ten cents). One rubber tube, R, about 19 in. long, $1 / 8 \mathrm{in}$. diameter (cost about ten cents). A piece of wood, A, shaped in the form of a quadratic prism; size $1 \times 1 \times 2 \mathrm{in}$. Two pieces of sheet iron, $S$; size $11 / 2 \times 2 \mathrm{in}$. Two pieces of marble the size of a nut, each wrapped in a piece of linen.
To make the apparatus, take the glass tube, T, introduce each of its extremities through the holes of the two rubber stoppers, $K$, place the rubber tubes, $I$, on each of the ends of the tube, $T$; take a needle with common thread and sew the piece of marble wrapped in its linen to the free end of the rubber tubes, I. Take the piece of wood, A, nail on each side of it a piece of sheet iron, S. Out of the central part of the piece, A, saw a cleft perpendicular to the metallic sheets, $S$. Press the center of the tube, T , in this cleft, and keep
it in place by means of two pieces of wood screwed it in place by means of $t$
on the top of the piece, $A$.

Pass the tubes, E E, through the holes left empty in the stoppers, so that the length of the part to be contained in the bottle be equal to half of the height of the bottle. Connect the tubes, E E, by means of the rubber tube, R. After putting it in place, cut a small hole in its central part, O. Last, stop one bottle with either of the two stoppers.
To set the apparatus in motion, fill half of the unstoppered bottle with a mixture of one volume of hydrochloric acid with one of water. Stop it, keeping meanwhile the whole apparatus in a vertical position, and place it at once on a box or any other stand, five to eight inches high
The occlusion of the rubber tube, R , by the pressure of one of the pieces of sheet iron, $S$, will prevent the escaping of the carbonic acid, and the pressure of this gas will drive the liquid from the lower to the upper bottle through the glass tube, T. Meanwhile, the gas contained in the upper bottle will escape through the hole, $O$, made in the center of the rubber tube, R. If the center of gravity of the apparatus is not much above its oscillating axis, the upper bottle will fall after receiving little more than half of the liquid contained in the lower one. Then the change that takes place in the occlusion of the rubber tube, $R$, by th pieces, $S$ S, will cause a repetition of the same phenomena in opposite direction.
If you wish the apparatus to cease its motion for a while, without waste of chemicals, place any heavy body on the lower bottle, which will then completely empty itself into the upper bottle and all chemical action will cease, as the marble is never in contact with the liquid in the upper bottle.
When made of the dimensions which we give above, its working expenses will be about one-eighth of a cent per hour, cost of the hydrochloric acid consumed.

EXPERIMENT ON THE TENSION OF LIQUID FILMS
Take a lamp chimney of conical form, that is to say, wider at the bottom than at the top, wet the interio with soapsuds, and then drain in order to get rid of the liquid in excess. Then, holding the chimney upright, dip the wide end in the soapsuds. Upon removing it, it will be found that, toward this extremity, a film of soapsuds has formed in the interior. Now place the chimney horizontally, and the liquid film will be observed to set itself in motion, and in a moment reach the narrow extremity of the glass. This phenomenon is due to the elastic tension of the film, which might be compared to a distended membrane

experiment on the tension of liquid films.
of rubber, which contracts as soon as the traction upon its edges diminishes. Now here the traction becomes feebler and feebler in proportion as the diame ter of the glass diminishes. Instead of a single film, a second may be formed as soon as the first has moved a slight distance from the wide end of the chimney and then, successively as many films as may be desired. All will be observed to set themselves in motion and travel toward the narrow end, as if they were chasing one another.-L'Illustration.

## Blackening of Incandescent Lamp Bulbs.

I have repeatedly noticed (writes Mr. W. Stuart-Smith in the Electrical World) discussions as to the cause of blackening of incandescent lamp bulbs. The latest theory seems to come from France, and is to the effect that residual oxygen in the bulb, together with that which was occluded in the filament, attacks the carbon and forms carbonic oxide, which undergoes dissociation by coming in contact with the comparatively cold glass, depositing the carbon and leaving the oxygen free for a repetition of the process. It has been some years since I have paid attention to chemical matters, but, unless I am mistaken, cooling as above would not cause dissociation, and the above explanation cannot be the correct one. It seems to me that a portion of the action at least must be due to the following cause : It is well known that all substances in the solid or


## CARBONIC ACID MOTOR.

iquid form give off vapor, in fact, are surrounded by n atmosphere of their own vapor.
If the substance is confined in an airtight space the vapor density is definite for every substance and for every temperature, but varies greatly with the temperature, being much greater for high temperatures. For a given substance and a given temperature the vapor density will be the same, no matter what other gases may be present; but if other gases are present in considerable quantities, considerably more time will be required for the density to reach its maximum value. required for the density to reach its maximum value.
In a vacuum, on the contrary, the action is compara-
tively rapid. Carbon, when cold, is a very stable sub stance, and its vapor density very low ; but at the high temperature of the white-hot filament vaporization must be comparatively rapid and the vapor density re latively great. As the hot vapor comes in contact with the cooler glass it will deposit, and thus vaporization, instead of stopping, as would be the case if the glass were the same temperature as the filament, continues while the lamp is burning. When the lamp is extinguished the vapor in the globe must deposit on the glass until the definite density of the vapor of the cold carbon is attained. The more rapid blackening when the lamp is new may be due in part to the better con aensing action of the clean glass, and it may be due in a greater part to the fact that some portions of the fila ment are more easily volatilized than others, and the action consequently more rapid while these are being thrown off.

## A New Fertilizer.

In tallow melting establishments-and there are a score of them in the city of New York-a large amount of refuse, so-called "tank water," is thrown away. It contains a valuable element, gelatine. A patent has lately been granted to Michael A. Golseieff, of this city, for a method of utilizing the above waste product. It consists in partially evaporating the tank water and then combining it with quick lime in the proportion of one and one-half parts of lime to each part of water remaining in the refuse after the evaporation. The mixture is then allowed to expand and dry, when it is reduced to a powdered state, and is useful as a fertilizer, containing, as the patentee claims, from seven to twelve per cent of ammonia and from forty to sixty per cent of lime. If the new process should be found practicable for adoption by the various tallow melting manufactories, then a waste refuse of to-day will be made useful, and what is now a nuisance to public health will be abated.

## Colors of Ancient Egypt.

The pigments used by the ancient Egyptians 4,000 to 6,000 years ago were few and almost all represented what have been called primary colors. Red seems to have been most used in the outside decoration of buildings. Giving results of an investigation of Mr. Flinders Petrie's specimens, Mr. W. J. Russell states that the red pigment was a ferric oxide, an oolitic hematite, with a little clay, the proportion of ferric oxide varying from 70 to 80 per cent. It was a natural pigment, unaffected by sunlight, heat or acids. Another color was a dull yellow, and this also consisted of oxide of iron, com bined with alumina, lime and some water-being essentially a kind of colored clay. A reproduction of the mixture was fadeless in light, but was changed by heat. An orange about 4,000 B. C., by one of the first pyramid builders, was a mixture of the red and yellow. The maker mixed his colors with gum. A very bright yel low contained arsenic, and was in fact orpiment, which is now produced artificially. Beaten gold was the mineral called chrysolite; but in later times a kind of glass or frit colored with oxide of copper was used, and gave various shades. It could be rubbed down in a mortar, and was probably applied with gum. The white pigment used was sulphate of lime, known also as gypsum and alabaster. A pale pink color contained 99 per cent of sulphate of lime, the rest being an organic compound believed to be madder.

Transportation of Liquid Air.
In connection with the forthcoming lectures at the Royal Institution on "Air, Gaseous and Liquid,' it may be mentioned that Prof. Dewar has successfully conveyed a considerable quantity of liquid air from London to Cambridge. The liquid air was carried in one of the double glass, vacuum jacketed flasks, the space between the inner and outer flask containing nothing but extremely attenuated mercurial vapor, together with a little liquid mercury. On pouring liquid air into the inner flask its outer surface is rapidly covered with a mercurial film of extreme thinness, forming a reflecting surface highly impervious to radiant heat. As soon as this is formed the whole apparatus is packed in solid carbonic acid, which at once freezes the liquid mercury, arrests the deposit upon the mirror, reduces the mercurial vapor to an infinitesimal quantity, forms an almost perfect vacuum, and supplies an envelope 80 degrees below zero. Thus protected, the liquid air reached Cambridge. The protective power of the high vacuum and the mercurial mirror will be better appreciated if it be borne in mind that the difference of temperature between liquid air and solid carbonic acid is the same as between ice and boiling water.

Three routes for a cable line to the Sandwich Islands have been surveyed, and each is said to be practic.

## RECENTLY Patented inventions. Electrical.

Electro-Magnetic Reciprocating Moror.-Richard Threlfall, Bayswater Road, Darlinghurst, Sydney, New South Wales. A bi-polar electro-
magnet is, according to this improvement, provided with both magnetizing and demagnetizing coils on each pola extremity, and a rotary commutator is provided with
four sets of contacts, two for each end of the magnet four sets of contacts, two for each end of the magnet, for controlling the current passing through the magnet-
izing and demagnetizing coils, thereby using the current izing and demagnetizing coils, thereby using the curren
to produce a direct reciprocating motion, instead of firs a rotary, to be afterward changed to reciprocating b a rotary, to be afterward changed to reciprocating by
cranks or other mechanism. The combined mechanicranks or other mechanism. The combined mechani-
cal and electrical efficiency is also designed to be greater the parts fewer, the friction less, an the constructio more simple than apparatus at present employed.

## Railvay Appliances.

Freight Car fitting.-Archie J. Sneed, Jr., Canton, Miss. This is an adjustable attach-
ment for supporting boxes, crates, etc., containing fruit and other merchandise, and consists of rails adapted to be fastened on the car floor, standards being held ad
justably on the rails, and cross bars sliding in the stand justably on the rails, and cross bars sliding in the stand-
ards. The device is very simple and readily removable ards. The device is very simple and readily removable
at any time when it is desired to use the car for general purpores.
Refrigeration and Storage. Charles S. Hardy, San Diego, Cal. This invention applies to devices for u ue in railway cars, steamboats,
ships. warehouses, dwellings, ett... and especially for ships. warehouses, dwelings, etc.. and especially for
places where it is desired at times to use the room for storage without refrigeration. The ice box, refrigerating chamber, and air flues are so arranged that the air circulation will be uniform, the foul gases being absorbed
and carried away by the water flowing from the melting and carried away by the water flowing from the melting
ice. The ice boxes are adapted to be conveniently cleaned, and may be folded at the top
chamber when refrigeration is not desired.
Refrigerator Car.-Two further pa tents have been granted the same inventor, embracing
additional improvements in line with the above invenadditional improvements in line with the above inven tion, one of them providing better means for hingingand
supporting the folding floor or bottom of the ice box, supporting the folding floor or bottom of the ice box,
and fastening it to the swinging side sections when in and fastening it to the ewinging gilde section on whe side of
normal or folded position, the bottom and one the box being adapted to fold against the end wall and roof of the car. The other invention embodies an imroof of the car. The other invention embadies an im-
provement consisting in connecting the floor and one of the swinging side eections of the ice box by such means
and in such manner that while permanently attached to and in such manner that, while permanently attached to
each other, they are yet flexibly connected so as to be each other, they are yet flexibly connected so as to be
adapted to fold and unfold, and one to support the other in such operation
Refrigriator Car.-Perd A. Barker and Fred A. Reynolds, Los Angeles, Cal. This inven-
tion provides a special form of construction adjustable tion provides a special form of construction adjustable
to form an ice box, or adapted to be folded to leave the to form an ice box, or adapted to be folded to leave the
interior of the car unobstructed. It consists of removable partitions and a removable ice rack hinged to the bottom of one of the partitions and arranged to be
folded between the partition and the side of the car folded between the partition and the side of the car.
door is provided in each partition to allow access from the interior of the car to the ice box, when the latter is in use, and the necessary drip pans are built with the
car and remain in position when the side walls of the ce box are folded out of the way.
Guard Raill--Lewis J. Baker, Marietta, Minn. This a device for use on bridges. curres, trestles, etc., to keep the wheels on the rails in case of
the spreading of the track or the breaking of a rail. consists of a rail provided with a guard member inclined inwardly toward the inner face of the head of the rail,
and formed with a bearing face at its upper end, adapted and formed with a bearing face at its upper end, adapted
to be engaged by the flange of the wheel as it cants into be engaged by the fange of the wheel as it cants in-
waril, the epeculiar arangement and connection of the graard rail with the main rail being such that the guard the inner face or flange of the wheels.
Hand Wheel for Car Brakes.Frank. J. Pfenigar, Bay City, Mich. The attachment of
a hand lever to the wheel in such a way as to permit the use of the wheel in the ordinary manner atall times, and also allow it to be turned by the lever when desired,
is provided for by this improvement. The brake wheel is provided for by this improvement. The brake wheel
has an annular toothed ring inside the rim on its upper face, there being a finger space between the ring and
rim rim, and a lever journaled on the wheel shaft has a
hinged member with a dog or claw to engage the toothed ring, the hinged member being constructed to swing
back from engagement with the rim. back from engagement with the rim.

Ball Bearing. - Olaus B. Jacobs, Fremont, Washington. In a fixed box a series of rings oppositely beveled form V.shaped annular recesses hold-
ing balls which project beyond the rings and space them ing balls which project beyond the rings and space them
from the box, the rings being adjustable and their movefrom the box, the rings being adjustable and their move-
ment pressing the balls outward into direct contact with the box, This bearing, introduced between the periphery the box, This bearing, introduced between the periphery
of the shaft or axle and the box, is designed to reauce friction and wear to a minimum, and the wear is readily taken up between the rings, balls, and box.
Rod Heading Machine.-Daniel M. Redmond, Philadelphia, Pa. This is a machine for rap-
idly and securely fasten!ng heads or tips on the outer idly and securelf fastenngy heads or tips on the outter
ends of rocss used to make key rings and other articles. ents of rods used to make key rings and other articies.
It comprises areciprocating die with a central recess
branch reeeesses leading thereftom, a second die lididing branch recesses leading therefrom, a second die sliding
toward and from the reciprocating die and having retoward and from the reciprocating die and having re-
cecses registering with its recesses, a rod carrying the second die, and a cam for moving the rod upward to bring the rod and head held on the second die in contact
with the reciprocating die. When the two dies are moved toward each other, the sides of the head or tip are compressed to fasten it onto the rod.
Maring Eyes on Umbrella Ribs.-

2 machine for conveniently and rapidly forming the $\left.\right|_{\text {riegated colors, as hitherto, is provided for by this inven- }}$ eyes for umbrella ribs and securing the eyes in place on
the ribs. It comprisesa revoluble die for bending the wire to form the eye, a stationary female die and a reciprocating male die or punch for pressing the rib end onto he eye shank to fasten the eye in place.

## Agricultural.

Potato Digger.-Daniel J. McDou gall, Dewdney, Canada. In this machine the potatoee are gathered by a shovel, and a dirt separator delivers the potatoes to a carrying drum, by which they are deliv ered dpon a borting screen or sieve, the shovel, separatior
and drum being adjustable, and the mechanism being driven from the supporting wheels as the machine is drawn along. Beneath the sorting screen or sieve is a box to receive the potatoes and a p platform for a recepta-

Rake and Loader.-Jesse S. Byers, Knoxville, IIl. This is a hay loading apparatus which gathers the hay in being moved over a field, raiees it by tions with one of the drive wheels, to be delivered in proper position on the wagon, where an operator stands oo guide the arms in placing the hay as the load increases he machine while it is beeing passed up to the wagon
Wire Band Cutter.-Joseph Sindelar, Ipswich, South Dakota. This is a simple device to
be worn on the hand for cutting the wire bands of grain bundles before the grain is fed to a thrashing machine. It comprises a strap, with hole to receive the thumb, to be buckled around the hand and carrying across the palm
a knife or blade, which enables the operator to feed the a knife or blade, which enables the operator to feed the
nachine and at the same time sever the band without machine and at the same
danger of cutting himself.

## Miscellaneous

Sefing Machine Feed. - Victor LeConte, père, Paris, France. To facilitate the commenceespecial design of this improvement, which comprise the employment of a novel form of feed claw, operated by cams in unison with the feed wheel. The invention also comprises an improvement in the feed pressure
which, in combination with the feed claw prevents slack ewing in combination with the feed claw, prevens so vent the too free movement of the feed wheel and enable the machine to be readily driven by hand.
Firearm.-George H. Garrison, Sumas City, Washington. In combination with an ejector and a spring-controlled hammer, on which operates a cock-
ing slide, is an ejector lever whose upper end bears against the ejector, a link or hook being pivotally con-
nected wibh the lever while a cocking tumbler ful nected with the lever, while a cocking tumbler ful
crumed upon a fixixed support is pivotally connected crumed upon a lixed support is pivotally connected
with the cocking slide and the cocking link. The imrovement is especially designed for atestic ejec tion of the shells and the simultaneous and automatic ocking of the hammers when the barrels are brought in osition for the shells to be ejected.
Clock Winding Mechanism. - Andrew J. Hopewell, Edinburg, Va. This mechanism
comprises a wind wheel operating an air-forcing device pneumatic wheel having buckets or blades and a pipe eading from the air-forcing device and discharging into or against the buckets or blades, while connected there-
with is a mechanism for operating the winding shaft of the clock from the pneumatic wheel. The apparatus may be arranged for conveniently and automatically Winow. -
Window. - Giustav Thiel, Medford, Wis. This improvement consists of a saeh frame carrying the window sashes and mounted to turn in the win-
dow frame, whereby the window can be readily reversed o facilitate cleaning the panes and sashes on the inside and outside. The window frame has central pivots on which the sash frame is hung, there being boards hinged
o the top, bottom and sides of the window frame on the inside to engage the sash frame and lock the latter in place.
Preventing Moisture on Windows. -Benjamin D. Ayars, Jr., Chester, Pa. This inventor of cold air to move down the inner surface of the window glass, preventing the contact therewith of the noist warm air of the room. A narrow opening of the width of the window admits the outside air at the top,
the air being directed downward by an adjustable dehe air being directed downward by an adjustable de-
fector, while a similar opening at the bottom creates a verticaldraught, the bottom opening being preferably connected with a pipe leading to the draught flue of a fur-
nace.
Ship's Hull.- Patrick O'Brien, St. John's, Newfoundland. The bottom of this vessel is con-
vex from the stem to the stern and concave from the keel a a sharp-edged bilge, while from the bilge to the top of stern, the remaining portions being outwardly flared. The hull is designed to minimize drift ting to leeward, and of facilitate the attainment of the highest speed, while affording a stable construction.
Photographic Retoucher.-James . Dake, Medford, cis. Tis device hasatubuar body which is a pneumatic wheel with its axle bearing a cam na crossing the upper end of the holder, the shaft and
the spring keeping the holder in constant vibration, whereby the pencil will produce such a stroke as is made y hand, but doing the work much more expeditiously. The device is very simple and inexpensive, and is capa-
ble of softening a line, stopping a pinhole, raising a shadow, sharpening on eye. or raising a light in the eye or in the drapery, and similar work such as ordinarily
done by hand

Coloring Metal Lfates.-Josef Rosenthal, Furth, Germany. The producing of a uni glass, mica, etc., with appropriate coloring or other sub stances applied, and the packs being placed in a closed space through which a current of hot air is circulated to
create an even temperature, the air being heated to any create an even t
required degree.
Grading Powdered Materials.William W. Gillespie, Stamford, Conn. This apparatue comprises a tank with a rotary agitator, into the lowe
ortion of which a supply pipe discharges, a valved out let pipe leading from the bottom of the tank and discharging into a wet mill or grinder, while there is
fushing mechanism for the lower end of the tank. Th fushing mechanism for the lower end of the tank. The apparatus is to facilitate the obtaining of fine powders,
in the separation of which it has been hitherto customary to float the powdered material in a series of tanks in a nearly horizontal direction.
Trap Gun.-Milan S. Barker, Eugene Oregon. A device to automatically shoot and kill ani.
nals trapped by it has been contrived by this inventor. It is of simple and durable construction, and has a barre pen at both ends, but with a cap-like breech block in carrying the firing mechanism. A bait holder is connected to the trigger, and a shell-extracting mechanism carried by the block locks the latter against accidental displacement, the shell being extracted by the act of re moving the block.
Convertible Chair.-Joel H. Woodman, Hoboken, N. J. This is a combination article of struction being durable and ornamental. The portion of the article which serves as a screen when used as a settee, is folded to be utilized as a table top when it is
to be used as a table. The table portion may also b fitted for use as a billiard table. Shelves are also de signed to be hinged at the back of the settee, chains or
cords connecting the shelves with each other and with cords connec
the screen.

Gate.-Levi W. Youngs, Sackett's Harbor, N. Y. A gate which may be set up conveniently in a short time upon any kind of land, and which may be readily carried from place to place as desired,
has been provided by this inventor. It is neat in appearance, suitable for farmyard or residence, and may be is open to pive

Brake for Childden's Carriages. rederick O. Boës, New York City. The brake bar, adapted for engagement with the wheels, has a pivotal
connection, according to this improvement, with the connection, according to this improvement, with the handle bars of the carriage, and a spring is connected
with the brake bar and a fixed support on the carriage, the arrangement being such that when the brake is in engagement with the wheels the carriage cannot be moved and may be safely left upon an incline. The improve ment is readily applicable to any style of child's carriage.
Merri-Go-Round.-John S. Sprague, ottenville, N. Y. This is an improvement in that cla of constructions in which radial inclined planes are
hinged to a central portion of a revolving frame and supported at their outer free ends by wheels that travel on erpentine or wave track, so as
s they sweep around the circle.
Surgical Instrument. - Algnzo C. Kellogg, Portage, Wis. This instrument has pivoted prongs adapted to close at their free ends to receive a open and close them simultaneously.
Frame for Pocket Books, etc.Samuel Rosenzweig, New York City. This invention
consists of hinged frame members held closed by a lock, consists of hnnged frame members held closed by a lock,
there being a fixed pin on the frame and a spring-pressed sleeve over the pin normally inclosing its point. It is also designed for use on satchels, bags, and similar arti cles, the locking device of the frame being disguised.
Alarm Bell.-William H Polleys, Metrose, Wis. This improvement provides a nove means of attaching the bell and connecting it to a doo nob so that an alarm will be sounded when the knob nection or an attempt made to open the door. The con cannot be turned, thereby providing a lock for the door or an alarm may be rung either from the outer or inner
side of the door when the connection is in locked condition.
Whip Rack.-Alfred H. Phinney, WilWams, Iowa. A large number of whips may be held in a mparatively small rack made according to this imeasily placed in the rack or removed from it. The device adapted to stand upon the floor or be suspended from
he ceiling, and is of simple and inexpensive constructhe ceili
tion.

Sleigh Runner. - William DuBois, Stevensville, N. Y. This runner is made in two part, ne part forming the shoe and the other part forming tail head fitting in a dovetail recess in the keeper, so that no bolts or rivets project downward in the shoe, which is
solid from one end to the other. The runner can be solid from one end to the other. The runner can be

Stilt. - Edward C. Emde, Tacoma Washington. The stirrup of this device is of simple and nexpensive construction, readily adjustable by a boy at ny desired point in the length of the stilt. Its construcion is such that it will not move laterally when the foot walker fall, the stirrup will be free to move so that the foot will readily slip from it.
Note.-Copies of any of the above patents will be furnished by Munn \& Co., for 25 cents each. Please
send name of the patentee, title of invention, and date

NEW BOOKS AND PUBLICATIONS.
 Robert
Pp. 48.
20 cents.
Phonetic First Book. 12mo. Pp. 32.
15 cents.
Anti-Phonetic First Book. 12mo. Pp.
32.15 cents. 32. 15 cents.

Pnonetic Primer.
cents. All published by cents. All published by the author
320 A D. C.

These four little books are intended to aid in the intro duction of fonetic spelling, as the author terms it, a
branch of study in schools for the purpose us extend ing systematic spelling as we pronounce. The author recommends the books for use by those stuayng. The type of the new system is very homely, somewhat re sembling Russian.
ínorganic Chemistry for Beginners By Sir Henry Roscoe, assisted by
Joseph Lunt. With one hundred and eight illustrations in the text \& Co. 1893. All rights reserved.
We are glad to see, on general principles, a chemistry
devoted to inorganic work. This is a book for those be devoted to inorganic work. This is a book for those be-
inning the study of the science, and is devoted to the ginning the study of the science, and is devoted to the
elementary principles of chemistry. It makes no pre tense to be a complete work, but is an introduction to Thus, we find that metals are entirely omitted from it, lements and by carbon and sulphur, the element sually first treated of in the regular works on chemistr

U'TILITY OF Quaternions in Physics By A McAulay. London and New
York: Macmillan \& Co. 1893. All rights reserved. Pp. xiv, 107. Price 1.60.

This publication is an essay sent in to compete for the mith prize at Cambridge. The author, who is evidently aseful branch of mathematics and devotes his prefac argely to the lamentable fact that Cambridge University

## SCIENTIFIC AMERICAN

 BUILDING EDITION
## DECEMBER, 1893.-(No. 98.)

## table of Contents.

1. Elegant plate in colors showing a colonial residence Cooper Clark, Esq., at a cost of $\$ 9,500$ complete Floor plans and two perspective elevations. An excellent design. Mr. Augustus Howe, architect
2. Plate in colors showing the residence of Thomas C. Wordin, Esq., at Bridgeport, Conn. Two per
spective views and floor plans. Cost $\$ 5,000$ com plete. A very attractive Queen Anne design. Mr Henry A. Lambert, architect, Bridgeport, Conn. dwelling erected for Edward W. Alling, Esq., at
New Haven, Conn. Perspective and interior view New Haven, Conn. Perspective and interior view
and floor plans. An excellentdesign. Cost $\$ 4.500$ complete. Messrs. Stilson \& Brown, architect New Haven, Conn.
very attractive residence recently erected for R
Burton, Esq., at Hartford, Conn., at a Burton, Esq., at Hartford, Conn., at a cost of
$\$ 7,800$ complete. Floor plans, perspective view, etc. Mr. Henry D. Hooker, architect, New York An excellent design.
Engravings and floor plans of a suburban residence erected for H. McKay, Esq., at Boston, Mass.,
at cost of $\$ 2,400$ complete. Mr. Austin W. Pease, architect, Boston, Mass. A very attractive design 6. A dwelling recently erected for P. H. Lucas, Esq., at Chester Hill, Mt. Vernon, N. Y., at a cost o $\$ 7,000$. . Mt. Vernon, N. Y.
cottage at Mystic, Conn., erected at a cost of $\$ 3,000$ complete. Elevation and floor plans and an in-
terior view. Mr. John S. Rathbone, architect, New London, Conn.
3. A dwelling recently completed at Stamford, Conn., Two perspective views and floor plans. Messrs. Two perspective views and foor
Miscellaneous Contents : The education of custom ers..-How to catch contracts.-Hints to readers.-
The latest and best designs for houses.-Labor Day. -Tests of paving materials.-The World's Colum bian Exposition, a general view.-The builder friend--A durable and ornamental roof, illustrat ed.-An improved woodworking machine, illus-
trated.-The Pasteur filter, illustrated. -The Roch ester parlor heater and improved oil stove. illustrat
ed.-A stovepipe radiator, illustrated.-An electric passenger elevator at the Exposition, illustrated. Woodworking machnery at the Fair.-A new building material.-Torsion braided wire mat
tresses, pillows, cushions, etc., shown at the Exposition, illustrated
The Scientific American Architects and Builders Edition is issued monthly. $\$ 2.50$ a year. Single copies
25 cents. Forty large quarto pages, equal to about 25 cents. Forty large quarto pages, equal to about
two hundred ordinary book pages; forming, practi cally, a large and splendid Magazine of architec TURE, richly adorned with elegant plates in colors and with fine engravings, illustrating the most interesting
examples of Modern Architectural Construction and axied subjects.
The Fullness, Richness, Cheapness, and Convenience of this work have won for it the Largest Circulation
of any Architectural Publication in the world. Sold by any Architectural Publication in the worla.
all newsdealers. MUNN \& CO., Publishers,

## Dusiness and Personal.

The charge for Insertion unider this head is one Doluar a line
 "C. s." metal polish. Indianapoiis samples free. Heading machinery. Trevor Mfg. Co., Lockport, N. Y The exhibit of Wm. Jessop \& Sons has received the highest award at Chicago Exhibition.
The Improved Hydraulic Jacks, Punches, and 'Tub
Expanders. R. Dudgeon, 24 Columbia St., New York. Steam pressure regulators, reducing valves, safety hecks. Foster Engineering Cc., Newark, N. J. Light machinery, patterns, tools, models, and
mental work. Waite Mfg. Co., Bridgeport, Conn. Screw machines, milling machines, and drill presses,
'he Garvin Mach. Co., Laight and Canal Sts., New York. Metal spinning, nickel plating, brass castings, experi-
mental brassworks. S. Newman, 64 Main St., Cin'ti, 0 . Centrifugal Pumps for paper and pulp mills. Irrigating
and sand pumpinz plants. Irvin Van Wie, Syracuse, N. Y. Fmerson, Smith \& Co.. Ltd., Beaver Falls, Pa., wil
send Sawyer's Hand Book on Circulars and Band Saw send Sawyer's Han
free to any address.
Split Pulleys at Low prices, and of same strength and
appearance as Whole Pulleys. Yocom \& Son's Shafting Works, Drinker St., Pbiladelphia, Pa
Send stamp for circular of castings and parts of the dynamo-motor advertised on page 336, Scientiffc Ameri-

The "Olin" Gas and Gasoline Engines, from 1 to 1 horse power, for all power purposes. The Olin Gas En ine $C$,
Perforated Metals of all kinds and for all purposes, general or special. Address, stating requirem
Harrington \& King Perforating Co., Chicago.
'The best book for electricians and beginners in elec
tricity is " Experimental Science," by Geo. M. Hopkins By mail, क4; Munn \& Co., publishers, 361 Broadway, N. Y Patent Electric Vise. What is claimed, is timesaving.
No turning of handle to bring jaws to the work, simply oue sliding movement. Capital Mach. Tool Co., Auburn,
If you want to buy anything, write to is and we will purchase for you at lowest N. Y. City prices. No com-
mission. Miller \& Burtnett, purchasing agents, 338 Broadway, New York
copular book, of ready who desire agencies for a new apply to Munn \& Co., Scientific American office. 361
(T) Send for new and complete catalogue of Scientiftc and other Books for sale by Mun.
New York. Free on application.

## 艮Humbunt

HINTS To CORRESPONDENTS
Names and Address must accompany all letters,
or mo attention will be paid thereto This is for our
information aud not for publication. References to former articles or
 In give date of paper and pape or number of question.



 Books referred to promptiy supplied on receipt Mi
inice.
marked sent for fabeled.
${ }^{(5559)}$ F. B. H. asks for the specific gravity of graphite, as used in lead pencils and differen
pigments used in paints. A. We give some specific gravi ties: graphite, $1 \cdot 9$ to $2.3 ;$;inc white $5 \cdot 6 ;$ white lead, $6 \cdot 5$;
barytes, $4 \cdot 5$ to 4.75 ; red oxide of iron, $2 \cdot 6$ to $3 \cdot 1$ chrome yellow, 5.653 ; chrome red, $6 \cdot 266$. In works on paint specific gravities of other pigments may be found In many cases it will be almost impossible to find relia
ble data. We recommend and can supply you with the ble data. We recommend and can supply you with the
following books relating especially to the subject you following books relating especially to the subject you
refer to: "The Painters Encyclopedia," by Gardner.
Price
 for Painting." Price 8750 . Church's "Chemistry
Paits Paints and Painting," Price $\$ 1.75$ mailed.
$(5560) \mathrm{A}$. B. asks: Is the life of a bichromate plunge battery dependent upon the amoun
of fluid in the cell, $i . e$, will a cell holding one quart or fluid be longer lived than a cell holding only one pint of fluid, the carbon and zinc plates being the same size in
both cases? A. The life for one charge is dependent on the fluid contents. A quart of solution properly used will give twice the quantity of energy that a pint of so
lution will afford. A large cell contents obviates the ne lution will afford. A large cell contents obviates the ne-
cessity for frequent recharging.
(5561) C. C. L. writes: Does exposure to light affect bichromate of ammonia? Does exposure to air weaken it, and what is the change? Is there a tes
for its purity and strength? Is its action on organic mat for its purity and strength? I8 its action on organic mat
ter chemical or mechanical when exposed to light What is the nature of the change? A. The salt is per manent in the air. In contact with orfanic matter whe
exposed to light chromium trioxide is produced, the action being one of chemical reduction. There is no test for its purity and strength except analysis
(5562) P. K. asks: Is there any way to cut bottes so as not to crack them? A. File a notch on
the side, rub the end of a red hot poker back and forth upon the surface of the glass untila a crack is started, then
with a hot poker lead the crack wherever you wish.

It will follow the course of the hot iron. Crackng coal s preferable to the hot poker. It consists of a crayon of harcoal, saturated with a weak solution of nitrate of potash and dried. It burns to a pont, and maintains a too strong, the crayon will be more or less explosive.
(5563) D. \& C. ask: Can an incadecent electric light current from a circuit of 110 volts potential be successfully used for electroplating? If so, an be done. But as a very small quantity of the electric energy will be utilized in the plating, the resistance absorbing most of it, the process will be too uneconomical for use.
(5564) G. B. B. writes: Has the Leclanche battery to be filled with new solution before working, or will it work if the circuit has been left open for some time? If so, about how long will it take? A.
New solution is not required unless the old has been exhausted by use. Standing on open circuit restores the rength of the battery if the solution is not used up.
(5565) E. M. asks: If a hen and a half ay an egg and a half in a day and a half, how many eggs will seven hens lay in seven days? A. One hen in a iven time will lay half an egg less thana hen and a half. Therefore one hen will lay one egg in a day and a half, or two-thirds of an egg in a day. Seven hens
days will lay $7 \times 7 \times 2 / 3 \mathrm{eggs}$ or ${ }_{3}^{\text {gs }}=32 \% / 3$ eggs.
(5566) W. A. P. says: We have a fire engine (steam) to which I wish to attach a heater from a coal stove, so as to keep water warm in boiler of
engine for winter. Please let me know the best way to arrange heater in stove and how best to connectto boiler. . The stove should be placed below the floor of the enfire, so that when the engine boiler is disconnected, the pipe will not be overheated and throw out the water. Two or three turns of pipe inside the stove is sufficient. The pipe from each end of the coil may pass up through he floor with a 1 inch hose connecting with the blow-off cock from the bottom of the coil, and another hose from inserted in the side the top of the conl, connected to cock below the water line. A small tub can be placed nearby partly filled with water, to drop the ends of the hose into when the engine is uncoupled for use, which will prevent the pipes in the stove becoming empty. By this arrangement the fire in the stove may be left burning while the engine is away. The same stove may be used for heating he engine house by placing a register over it, if under
the floor, or by setting the stove in an open pit several he floor, or by set
(5567) P. P. asks: 1. How coal tar that is to be used for paint can be colored. A. Coal tar can-
not be given bright or very light color by any mixture. Any of the dry paints, with a little turpentine, will mix Gike a dark red and zinc white will make a dark cray What published work should a person consult to be come familiar with the analysis of feed water for steam boilers, to determine the amount of lime, magnesia, and
other scale-forming salts contained therein? A. "Water Supply," by Nichois, is an excellent work for study on (5568) T. R., A. H. College, Salt Lake City, asks the means of keeping in good order leather pistons, washers, etc., of our apparatus. On account of eat anne our climate they quickly contract, to our he brown or un bleached is preferred. It does not evaporate, but
soft and full.
(5569) J. P. writes : A bets the propeling power of a screw is obtained on the forward side of he blade. $\mathbf{B}$ bets it is got from the after side. A. he after side of the blade by its pushing and projecting the water backward. A small portion of the power of propulsion is also derived from the sucking action of the front of the blade in drawing the water toward it.
(5570) C. \& McC. ask for a receipt for naking a paint or putty to fill the unevenness of castings ke machinery manufacturers use to paint new machin
ery, such as planers, lathes, and engines. A. Plaster of Paris, gum tragacanth, and fine iron filings mixed in a putty wit
castings.
(5571) B. H. asks : 1. Can water contain more than $212^{\circ}$ heat (and remain such) under pressure in a boiler, steam pressure say at 100 pounds or up-
ward? A. There is no limit to the degree of heat that may be given to water within the limit of power to hold it. More than 1,000 pounds pressure per square inch,
with a temperature of $546^{\circ}$ Fah., has been in practice. with a temperature of $546^{\circ}$ Fah., has been in practice.
Water in boilers under pressure is always at the temperaWater in boilers under pressure is always at the steam due to pressure. At 100 pounds it has
ture of then are of the steam due to pressure. At
a temperature of $338^{\circ}$. 2 . Who invented the gimietpointed screw? A. The gimlet-pointed scon in Providence R. I., about forty years ago, under patents held by the
(5572) T. L. says : The process described in Scientific American Supplement by Mr. F. Watts, purifying water by ferric chloride, has been practiced in he United States at least five years, notably at St. Louis,
pon Mississippi water.
(5573) E. S. D.-Carborundum was discovered by Mr. E. G. Acheson, of Pennsylvania, in 1890 .
it is equal to the diamond in hardness. It cannot be moulded, not being plastic. For excellent papers on the ${ }^{29} 2$.
(5574) D. J. H. writes: I have a new house in a section where there is no city water or wells,
and the only water obtainable is rain water, which I col lect in a stone cellar, lined with lime and Portland cement. Will you please tell me through your paper the cheapest way in which I can rid the water of the lime and reddish color it now has, and make it fit for drinking and cooking purposes? A. The lime should have no place
in the lining of the cistern. If you can clean out the cis
tern and free the surface of dirt by scrubbing with a steel
brush, then plaster with pure Portland cement, you will brush, then plaster with pure Portland cement, you will
improve the water as far as the lime affects it. The red color is probably due to leaves and dust lodged upon the roof and in the gutters. A clean roof is of the ifr
portance where cistern water is the only recourse.
(5575) H. B. C. asks how to make a lacquer the color of gold leaf, to put on brass work, to
make the brass work the color of gold leaf. A. Dissolve clear, light colored shellac in 95 per cent alcohol, 1 ounce a quart. Settle in a bottle for a day and pour off the fron or dragon blood gum to color to your taste by trial. If too thick, dilute with proof alcohol.
(5576) A. A. asks: Will you kindlystate the condition of the Hudson River tunnel as it stands at present ? A. It is completed about two-thirds of the di
tance under the river. Work stopped, waiting funds.

## TO INVENTORS.






INDEX OF INVENTIONS United Staten were Granted December 5, 1893,
AND EACH BEARING THAT DATE

## [See note at end of list about copies of these patents.]

##  <br> Air brake aparatas, J. T. Haydon................. Alarm. See Fire alarm. Thermomertic aiarm. Ammeter and voltmeter, combined, E. W.J. Jewell

Anim
Auge
Awn
Axle
Axle
Babl
Bali
Bali
Baling press, ootton, Wood. W. Gravee..................
Baling press for cotton, etc., J. W. Gravee.
Bando.386 to
$\substack { \text { Rata } \\ \begin{subarray}{c}{\text { jud } \\ \text { Bat } \\ \text { Bed }{ \text { Rata } \\ \begin{subarray} { c } { \text { jud } \\ \text { Bat } \\ \text { Bed } } } \\{\hline} \end{subarray}$

| 510,011 |
| :--- |
| 509.81 |
| 500,157 |
| 509,888 |








INCWV READY:
Fourteenth Edition of Experimental Science
A GREAT BOOK FOR THE HOLIDAYS.


REvised and enlarged.

Just the thing for a holiday present for any man,
oman, student, teacher, or any one intere sted in In te. new matter contained in the last edition will be
found the scientific Use of the Phonograph, the corious
outhe


 tififer eaders.
boun pages 82 fine cuts, substantially and beautifully
bound. Price in cloth, by mail, $\$ 4$. Half morocto, $\$ 5$. MUNN \& CO., Publishers Office of the SCIENTIFIC AMERICAN,


Make fif ${ }^{\text {SEUR- }}$ MECHANICAL ENGINEER OR DRAUGHTSMAN
 know how to read and write. Moderate charges. Send for Free circular.


 ELECTRICAL BOOKS


PRESSS, \$3
WORLD'S FAIR HIGHEST AWARDS





VANDUZEN STEAM PUMP Pump AnT Wi Hi wh wilio

 F YOU HAVE ANY SMALL ARTICLES


SINTZ GAS ENGINE CO. GRAND RAPIDS, MICH,

|  |
| :---: |
|  |  |
|  |  |
|  |  |
|  |  |

Rubber Rolls and Wheels.


HARRISON CONVEYOR!
$\underset{\substack{\text { Handing } \\ \text { Send for }}}{\text { Frain, Coal, Sand, Clay, Tan Bark, Cinders, Ores, Seeds, \&C. }}$

Langbein's Splendid Book on the ElectroA New Revised and Enlarged Edition. JUST READY.

COMPLETE TREATISE ON

## TwEwn-Dwamanat

 Comprising Electro-Plating and Galvanoplastic Opera-tions, the Deposition of Metals by the Contate and Im-
meersion Processes, the Coloring of Metals, the Methods



 Book." Second edition, revised and enlarged. Illus-
trated one nundred. nd thirty-eight engraving, in
one volume. 8 vo, XXV III and 430 pages (458 pages). A circular of 6 pages quarto, giving the full Table of Ontents of this splendid Book, with specimens of the illus.
tranions, will be sent free of postage to any ome in any part
othe world

 HENRY CAREY BAIRD \& LUSTRIAL PURLISFRERS. BOoKSRLILERS \& IMPORTERS

## 

A beautifully illustrated journal of Horticulture, Landscape Art and For estry, filled every week with fresh, en tertaining, practical and accurate information for all who love nature or take an interest in flowers, shrubs and trees. Its writers are the foremost American and European authorities, and the editorial and leading articles constitute the best literature of the time on all subjects within the scope of the paper.
"The foremost journal of its class."- Boston Herald. PUBLISHED WEEKLY. $\$ 4.00$ A YEAR. Garden and Forest Pablishing Co. Tribune Mow $\mathbf{\text { Midg. }}$


Improved Service to Cincinnati and St. Lours.

##   <br> wrut WORKSHOP ${ }_{\text {poupr }}^{\text {Eup. }}$  <br> 



DESIRAB DRAPER'S
Recording Thermometer Standardized and Warranted.
 For particulars, adaress
THE DRA 1 ER MF

## TOREIGM PERTODICALS




## Pipe Thread Cutting - Off Machi

 Both Hand and powerif



溇 THE "MUNSON" TYPEWRITER. 米
This machine is an "evolution", the putarowth of fearg of oxperience and the
 interchangeable steel type wheel,



Alternating Current.
A perfectly steady silvery white light, bolding position
in the optical centre automatically. Can be sen ope
rating in our Dark Room. Correspondence solicited. rating in our Dark Room. Correspondence solicited.
QUEEN \& CO... for Dos., Philadelpe Circular.

THE SIMPLEX TYPEWRITER

"I monthe on trial" for Bubier's Popular Electrician 10§

## "THE DENSMORE

chines to the U.S. War Department and its bureaus.
Now ready, the 1894 Model, pronounced by Pres. Frisbee, Well
College, "A Fine Study," and by many others, "the world's
College, "A Fine Study," and by many others, "the World's Greates
Typewriter indeed."
Densmore Typewriter Co., 202 Broadway, New York




TO Inventitise


 Stevens patent firm Joint





VOLNEY W. MASON \& CO. PRICTION PTLLEEYS, CLITTCHES, aUd ELEVATORS



ygheigipand


## PROPOSALS.




 according to said specifcotions why be purchased by the
cety. The Board reserves the right to reject any and all
bids. L. F. CHILLES, Mayor. PROPOSALS FOR SUPPRESSING OR DESTROYProm cement kilins will be reeeived by the undersigned.
Full deseriptions and information may be obtained on
application, but no application will be considered unless


## NOTIICE

The Eyptian Government puts ut Atrod Ediprion



 of selecting and accepting whichever ofter it prefers, or
of rejecting any offer, however advantageous it may
appear to be.


Model \& Experimental Work seerrecy.
 HIGGINS'
PHOTO MOUNTER.

## A unique adhesive, scientififcally mad to meet the special requirements of hotograph, scrap book, textile and a



## GATES ROCK \& ORE BREAKER


 COVEVTTATTON INVENTORS.



Inventions Practically Developed.



The $S$ cientific $A$ merican PUBLICATIONS FOR 1894.

The prices of the diferent publications in the United
States, Canada, and Mexico are as foliows: rates by mall.
The Scientific American (weekly), one year - - ${ }^{\$ 3.00}$
The Scientific American Supplement (weekly), one
The Scientific American, Spanish Edition (month- ${ }_{1 y}$, one year,
The Scientifc American Architects and Builders
Edition (monthy), one year.
.
The Scientific American and supplement . . 87.00
The Scientific American and Architects and Puild,
ens
ens
Edition,
. tects and Builders Edition,

This includes postage, which we pay. Remit by postal
or express mopey order, or draft to order of MUNN \& CO., 361 Broadway, New Yorls


COLD FORGED PRODUCT.
Fluted Tire Bolt


Is stiffer and stronger than a common bolt. The
shank prevents the bolt from turning COLD $\quad \begin{aligned} & \text { MACHINE SCREWS } \\ & \text { STOVE Boter }\end{aligned}$ FORGED $\begin{aligned} & \text { SIDE KNOB SCREWS } \\ & \text { THREADED WIRES }\end{aligned}$ LOCK CAP SCREWS AMERICAN SCREW COMPANY, PROVIDENCE, R. I.
 NATER MOTOR,\$5. SEWING RUN MACHR
 For Printing, Presses, Lathes,
Gringstones, Coffee Mill, Ice
Cream freezers, Churns, Christmas Gardens, Washing Machines, etc., No. No, price $\$ 10$
THE BOLGIANO WATER WOTOM
414 Water Street, Baitimore, Md.

## Saskatchewan <br> Buffalo Robes <br>  <br> They are the warmest. handsomest, and most dura- ble Syeire Not expensivebes mande, practically an wearoutable. posed to cold weather. "Butfalo Bill " says they area perfect substitute for the old, and nowrere Buffalo skins. Ask for the Saskatchewan Buffolo Robes at 



SAFETYRAZOR Hodanger or duxim RAZOR $\$ 2.00$ SIROPPING MACHNE SSTRDP $\$ 175$ E. 92 \& 94 Reade St. NEW YORK


ASTRONOMY

Celestial Handboook just published For descriptive circular address<br>POOLE BROS.

## PATNNS

 CAN I OBTAIN A PATENT? For a
 experie nce ein the patent business. Communica-
tions strictly conflential. Andbok of Intain them sent free. Also a catalogue of mechan
 speciare arounht widely before the public with
thut cost to the inventor. This splendid wape issued weerly elegantly iliustrated. has by fart the
largest circuation of any scientific work in the
world. $\$ 3$ a year. Specimen conies sent free world. $\$ 3$ a year. Specimen conies sent free.
Buiding E Eition, Honthly \&2.5a year. Single
copies, 2.5 cents. Every number contains beau-




ARC * \& * INGANDESGENT * LIGHTING




Boston, Mass
Philadelphia, Pa
St Tquitabl R Race str
15 First Stree

San Francisco, Cal.



## 

## PATENT FOR SALE

 durable, and can easily be adjusted to almost any crib. KODAKS ${ }^{\text {wimi }}$

Eastman Kodak Company, S Sand for Rochester, N. Y.



SCIENTIFIC AMERICAN SUPPLE



THE MOST POPULAR SCIENTIFIC PAPER IN THE WORLD
ESTABTISERD 1845
Circulation Larger than all Papers of its Class Combined.
Only $\$ 3.00$ a Year, including Postage to United States, Canada and Mexi

This Is a Weekly Publication, and each number is
splendidy illustrated. It contains iviten pages of reading
atter on new inventions and discoveries, and allt he latest

 various and questions in mepartmentics, wand generall sienence,
lone repay the reader for a full vear's subscription The Selentific Amertean covers a broad field, and
should satisf allthose who have any thirst for information or who have any desire to be familiar with the current.
scientifteventsand the industrial progressor the country.
Eachissue is embellished with the best class of wood engrav-


#### Abstract

 their nature, theyare writtenin as popular a style as possible The successon this paper and its widespread eireuld the best guarantee of its value and its popularity.  low will be sent for one year postage prepaid, to any sub scriber in the thited states. of neven dollars by the publishers., or Mexico, on receip The eafest Way to remit is by Postal Order, Draft o Postal Note Money carefull placed inside of envelopes 


MUNN \& CO., $\mathbf{3 6 1}$ Broadway, New York.

## Scientific American Supplement.

This is a distinct paper from Tre ScIENTiFIC AMERICAN




of magnitude projected, progressing, and completed, at
hom and in all countries abroad.



Pound of great service to such as are informing themselves
or making a study of any special subject in any depart
ment of science or mechanism.
 one year for ${ }^{\text {8n, payment }}$
Remit by mail and address

MUNN \& CO.,
Publishers Scientific American,
361 Broadway, New York
To Forelgn Subacribers.- Under the facilities of the
Postal Union, THE ScIENTIIC AmERICAN is now sent by Post


 TIFIC AMERICAN and SUPPLEMENT for one year. This include
potage, which we pay. Remit by postal or express mone
order, or draft to order of

## The Scientific American

Architects and Bullders Edition.

## S2.50 A YEAR. SINGLE COPIES, 25 CENTS.

| perspective and in color are given,ns, Specifications, Costs, and Details. o other building paper contains so m tural plans regularly presented as the ERICAN. Thousands of dwellings an ned during the past few years. |
| :---: |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |


| Many other subjects, including Sewerage, Piping, <br> of Grounds, etc., are illustrated. An extensive Com- <br> given, in which the most reliable and approved building <br> Materials, Goods, Machines, Tools, and Appliances are described and illustrated, with addresses of the makers, etc. <br> The fullnes, richness, cheapness, and convenience of of this work have won for it the la revst Circulation of this work have won for it the La ryest Circ of any Architectural publication in the world. <br> Bound Volumes of the whole work, from beginning in 1886 to close of 1893 , may now be obtained at this office, or from Booksellers and Newsdealers. Price, bound in paper, \$200 per volume. Two volumes per year. Forwarded to any address. <br> Including all the separate diagrams and engravings of construction detais, each volume preseng matter covers a large variety of useful and excellent subjects, interestingeer, or householder can afford to be without this engis splendid work It is full of useful information, and its splendid work. It is furm of usefulue formatgestion and reference. It never grows old or useless. <br> MUNN \& CO., Publishers, |
| :---: |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |




## © <br> 

Tu Amiva Bal Raman hemay

## 125 MILK ST., BOSTON, MASS.

This Company owns the Letters Patent No. 186,787, granted to Alexander Graham Bell, January 30, 1877, the scope of which
has been defined by the Supreme Court of the United States in the following terms :

The patent itself is for the mechanbe used to produce the electrical action on which the first patent rests. The third claim is for the use in such instruments of a diaphragm, made of a plate of iron or steel, or other material capable of inductive action; the fifth, of a permanent magnet constructed as described, with a coil upon the end or ends nearest the plate; the sixth, of a sounding box as described; the seventh, of a speaking or hearing tube as described for conveying the sounds: and the eighth, of a permanent magnet and plate combined. The claim is not for these several things in and of themselves, but for an electric telephone in the construction of which these things or any of them are used."
This Company also owns Letters Pa tent No. 463,569, granted to Emile Berliner, November 17, 1891, for a Combined Telegraph and Telephone; and controls Letters Patent No. 474,231, granted to Thomas A. Edison, May 3, 1892, for a Speaking Telegraph, which cover fundamental inventions and embrace all forms of microphone transmitters and of carbon telephones.

"OTTO"
gas aid gasoline ENGINES. $1 / 3$ to 100 h . p. Can
be used in cities or in country indepen-
dent of gas works
號 or gas machines. 30,000 SOLD.
OTTO GAS ENGINE WORKS, PHILADELPHIA.
Scientific Pook Caatlogue RECENTIY PUBLISHED
Our new catalogue containing over 100 pages, includ-
ing works on more than tfy different subjects. Will be
mailed tree to any address on applicuto MUNN \& CO., Publishers scientif 361 Broadway. New York.


Parsons Horological Institute. earn the Watch Trade - Engraving and Jeweiry Work. PARSONS, IDE \& CO. Circular free. 302 Bradley Ave., PEORIA, ILL.


HYPNOTISM : Its Uees and Auses. The erid book, just out, q1.00. 100 page pamphlet, 10 c . Address
PROF. ANDERRSN, S. A. 22,182 State St., CHICAGO.


PRINTING INKES,


