a WEEKLY JOURNAL 0F PRACTICAL INFORMATION, ART, SCIENCE, MECHANICS, CHEMISTRY, AND MANUFACTURES.

|  | NEW YORK, JANUARY 9, 1897. | [ ${ }_{\text {Werkit }}{ }^{\text {a }}$ |
| :---: | :---: | :---: |

## a RAILWAY THROUGH THE SEA.

A RAILWAY THROUGH THE SEA.
A small seashore tramway has for some years been in operation at Brighton, a center rail being employed to carry the electric current. Mr. Magnus Volk is the proprietor of this small tramway, and its success led him to seek means of extending it to Rottingdean. The distance of this place from Brighton may be only three miles to a crow, but to an ordinary mortal it is a goodly four. There were difficulties in the way of extending the syste:n as it stood. Owing to the foreshore between Brighton and Rottingdean being for the greater part of 24 hours covered by water, it appeared that the best
many ingenious features which are interesting to engineers.
The chief peculiarity of the track is the employment of four rails, and when the tide is down, and the lines uncovered, it has the appearance of double lines of exceedingly narrow gage. The line consists of four rails of 54 pounds to the yard, the distance between the two outside rails being 18 feet, which gives an idea of the width of the car. In laying the track there were many width of the car. In laying the track there were many
difficulties to overcome, the fact that work could only difficulties to overcome, the fact that work could only
be done when the tide was down, coupled with the be done when the tide was down, coupled with the
possibility of the incoming tide undoing what had been
gage of 18 feet, ought to give sufficient stability. The tops of the main legs carry lattice girder work, on which the main deck is erected, the whole structure being braced together by means of cross ties. Before passing on to speak of the means of driving, it will be interesting to refer to the upper part of the structure. The idea of Mr . Volk and his assistants has been ap parently to reproduce as far as possible the specia arently to reproduce, as far as possible, the specia ances and erections are carried out as one would ex they go so far as to carry a small boat and a supply they go so far as to carry a small boat and a supply of


THE NEW ELECTRIC SEA RAILWAY BETWEEN BRIGHTON AND ROTTINGDEAN, ENGLAND.
way of constructing a line would have been to take it done, gives an indication of the nature of the opera- life buoys. The main deck is about 50 feet in length over the cliffs. After careful consideration, however, tions. The rails are securely fastened to concrete and 22 feet in width. There are iron railings round Mr . Volk determined to use the foreshore at a point blocks placed every few yards, by means of steel clips the deck, provided with wire netting. The center of slightly above low water mark, but some 14 feet below and bolts, the bolts passing through oak blocks placed the deck is taken up by a saloon, which is 25 feet long the sea at high water. As it was proposed to run the between the rails and the concrete. Tie rods are used cars irrespective of the condition of the tide, it was every ten feet on the straight and every five feet on the necessary to provide a vehicle of very special construction. It will be seen from the illustration that the projectors of the line have succeeded in building a car that is totally unlike any other form of movable structure, not excepting even the ark. The important characteristic of the vehicle is a structure half boat and half car, which is mounted on four long legs, at the end of which are the wheels.

Although the railway which has been just completed at Brighton will have no important bearing on the question of electric traction, still the system presents
every ten feet on the straight and every five feet on the joints.
The feature of the system is the car, which is furnished with 16 wheels, Each leg of the car is mounted on a four wheel bogie, and the wheels of the bogie run on the narrow gage line. It will be noticed that the bogie trucks are shaped like a double-ended boat, to facilitate passage through the water, besides removing obstructions from the lines. The four bogies are firmly held together by steel tubular struts. The wheel base is about 28 feet, and this, combined with the effective
and 12 feet wide ; the interior being furnished and upholstered in a very handsome manner. A second deck has been made on the top of the saloon, and, altogether, the carrying capacity of this car yacht must be approaching 200. As an easy means of enjoying sea breezes without drawbacks, this railway ought to be unrivaled.
Coming to the means of propelling this structure, it ought to be observed, first of all, that electrical energy is conveyed to the car by means of overhead wires, the necessary collection of current being performed by two trolleys of a special type, devised by Mr. Philip Daw (Continued on page 22.)

## §̌rientifir §. murican.

ESTABLISHED 1845<br>MUNN \& CO., - - - Editors and Proprietors.<br>published weekly at<br>No. 361 BROADWAY, - - NEW YORK.

TERMS FOR THE SCIENTIFIC AMERICAN. (Established 1845.)
 MUNN \& Co., 361 Broadmay order, or by bank draft or check. The Scientiff American Supplement
 Building Edition of Scieutific.


Export Edition of the Scientifle American


## dishonest patent methods detected.

Our recent comments on the lottery system of patent dent that the evil is a great one. It is well to be able to punctuate remarks in abstract with examples from practice, however unfortunate it may be that such ex amples should exist. The public, however, it is to be hoped, are awaking to the fact that the personal element in patent practice needs purification. Under existing conditions, inventors themselves must do the purifying by selecting reputable firms for their repre sentatives in Patent Office proceedings.
The disreputable practitioner generally lays himself open to identification-distinctive earmarks are to be discerned in his ways and methods. Anything savor ing of the gift enterprise should excite suspicion. A flaring colored circular offering to give something for nothing, one which tries to impress upon the constitutionally sanguine inventor that it is a simple matter to make a paying invention, suggesting speciously the probable sale of a patent under such terms as to read almost like a guarantee on the part of the firm issuing the circular to effect the sale-such are means of identi fication.
The preliminary search requires a certain time for its execution, and a definite responsibility attaches to it. Among the inducements offered by one of the firms which we allude to is a free Preliminary Examination. The effect of a preliminary search is often to show the invention has been anticipated, and it is therefore obvious that a firm anxious only for fees has no inducement to make it a thorough one. As they clain to make it for nothing, a reasonable view of this case would be that the examination would be worth to the client precisely what it cost him, viz., nothing at ${ }^{\text {all. }}$ an amusing account of how he tested the value o the free Preliminary Examination methods. He procured from the Patent Office a copy of a patent, and copied one of its drawings accurately, and from its specifications compiled what purported to be a descrip tion of an invention. The alleged invention thus composed was submitted to a W ashington firm who advertise exclusively in the papers, and also offer to make free
Preliminary Examinations. After a sufficient lapse of Preliminary Examinations. After a sufficient lapse of
time, he received what purported to be a typewritten letter, evidently a lithographed form, in terms quite general and applicable to various cases, praising the invention. This circular said as the result of the preliminary search that the invention seemed to be new and patentable and of so much value and importance that the work of preparing the papers had arready been begun, in order to file the application in
the Patent Office before any one could steal the idea. The letter is now in our possession, with a copy of the patent from which the decoy was constructed. The report did not cite any patents or references as fouching or resembling the invention, and the inference to be drawn from the report was that the invention was entirely new.
Of course, no Preliminary Examination whatever had been made, the firm in question not using any such method to enlighten their clients at the risk of losing a dishonest or questionably earned fee. The skillful make up of the letter is interesting. The appearance of poorly impressed typewriting is reproduced perfectly. The name and title of invention are struck in with pre-
cisely the same colored ink as that in the text or body of the letter. We have designated certain practices as being in the order of lottery and gift enterprises. It is hardly too much to say that here we are brought face to face with methods, if possible, even more ques








tionable.
There is no patent bar, and no provision for adequately coping with acts which are unprofessional, per haps not dishonest in the statutory degree, but in morals thoroughly bad. The professions of lawyer or of physician are far better sateguarded, and it is to be hoped that we shall yet see a patent bar established, admission to which shall only be granted to reputable practitioners, membership in which should almos guarantee responsibility and honor, and whose members should be subject to suspension from practice for deeds of questionable honesty and unquestionable dis honor.

INVENTORS AND THEIR INVENTIONS.
A contemporary technical journal on the other side of the water is lending its columns to the discussion of the question as to how the results of invention can best be secured to the inventor. In a recent issue it publishes a lengthy letter, in which the writer makes some sweeping suggestions looking to the reform of patent practice. The fact that a leading journal should have requested such a letter, as the writer states, and given it a prominent insertion, shows that its subject matter is considered to be timely, and, to a certain degree, indicative of the trend of public opinion on the question of patent practice as it exists in England.

Briefly stated, the proposed reform consists of a scheme for the examination and certification of the
results of invention by an independent and compe-
tent authority, and the watchword of reformers in the natter of invention is to be-" a title for the results of invention founded, not upon 'novelty,' but upon such novelty as renders invention of practical value to the public." In other words, "novelty" is always to b construed "novelty of practical value" in the public sense.
The writer opens his argument by virtually begging the question, or a large share of it, in stating that here is no such thing as novelty in invention. He makes this statement on the basis of the following considerations: That the inventive faculty. consists, irst, in the power, conscious or unconscious, of trac ing the threads of intercausation which connect natural phenomena, and, secondly, in the power of grasping the definite results which follow; that this faculty is present more or less in all men; that it is so rapid in its action in some men that its results seem to be intuitive in their nature-as something born de ovo; that the history of all great inventions includes a prolonged preparatory study of the subject, followed by the "oscurrence" of an idea and a long period o hard work in evolving that idea to a practical result and that, therefore, the novelty so generally considered as a necessary condition of invention "does not, in point f fact, exist as an intrinsic quality in any invention: it only exists as a sort of convenient fiction to mark the ndividual value of results."
To all of which it is sufficient to reply that the nov elty of patent law is relative and not absolute, being based upon a careful comparison with previous inven tions, and that in this restricted sense it is not a "convenient fiction," but an exact term with a clearly deined meaning
The writer then proceeds to show that so long as the inventor is satisfied to find his sufficient reward in the attainment of results, no one has any business either with his labor or the nature of his results. But so soon as he steps beyond this boundary, and turns to his fellows for recognition, and seeks from them a reward based on the result of his labors, and if they respond to his appeal, in the nature of things, real and mutua bligations arise.
On the part of the inventor, it is claimed he should be prepared to demonstrate the truth and "practical novelty " of his results, because he is seeking from the public something to which he has no right unless he can prove these qualities to exist in what he offers to heir consideration, this proof constituting his title to a right of property in these results. In other words. the writer would not have a patent granted, as it now is, upon novelty, but upon novelty and utility combined. With a view to ascertaining the extent of this "practical novelty," he would have all inventions sub mitted to a "competent authority," presumably some board of experts, who would examine and certify as to esults. If the invention proved on trial to be practi cal and useful, it would be favorably reported for the grant of a patent; if not, it would be recommended that none be given.
We refer to this matter at length because it is not by any means the first time it has been agitated. Some en or twelve years ago a similar proposal was made in the English technical press, and attracted the usual attention which is drawn to a novel and radical scheme. It was shown to be altogether Utopian and impracti able, and the agitation died a natural death.
Such a scheme would be fatal in principle and impossible to operate. It would be fatal to the progress of invention, because many incomplete devices, which contained the gerins of a valuable invention, would be refused a patent on the ground that they were not in their incomplete condition commercially useful. That very protection which at present makes sure to the inventor the earlier steps of his progress, and is an inducement to persevering effort, would be removed. If we were to erase from our own Patent Office records all inventions which, while they showed "novelty," would have failed to show "practical novelty," the residue would be a small one. The instances ot inventions which have contained all the elements of practical utility in their first patent are comparatively rare. We think that Elias Howe's poor little baster plate sewing nachine might have fared badly if submitted to a board of "examination and certification," especially if its members chanced to be interested in any of the hand sewing establishments of the day. Such, at least, is the teaching of history. And if the practical novelty, the commercial utility of the first Bessemer patents had determined their granting or rejection, we are afraid that expert opinion, necessarily more or less prejudiced, might have set back the steel industry for a full generation. The chief effect of such a scheme would be to discourage invention, especially among people of limited means and opportunities. Comparatively few would have the faith and courage to undergo the long years of toil which have often been necessary before the last detail which makes a device commercially useful has been worked out, and do this without receiving the protection and encouragement of the law. Under existing conditions, as soon as an inventor has put his device into its first crude operative form, he may patent it; and being so far secured, he
may proceed to develop it into a practical machine ready for the market. It is this eariy alliance of the ready for the market. It in this eary adinentor which has made possible the law with the inventor which has made possible the
splendid developments of invention and discovery which have marked the present century, and to sever this alliance by any such means as suggested above would be to discourage the inventive habit among the people, and place its rewards apparently out of reach. But over and above the objections to this scheme of examination and certification of results on general principles, it would involve such vast operations as to be quite impracticable. The United States Patent Office has granted in a single year as many as 26,292 patents, and the powers of the large staff of examiners are necessarily taxed to the utmost in determining the question of novelty in such a vast number of cases. But if, in addition to the novelty, the Patent Office or any other board had to determine by test the practical utility of each invention, it can easily be seen that the cost and time required for such a work would render it altogether impracticable.

## THE GEOLOGICAL SOCIETY OF AMERICA.

The ninth annual meeting of the Geological Society of Ainerica was held in one of the lecture halls of the United States National Museum in Washington, D. C., from Tuesday to Thursday, Dec. 29 to 31, 1896, inclusive. It was noted as being the largest and best winter meeting the society has ever held. Washington has become a center of attraction for all classes of scientists and especially so for geologists, since the establishment of the headquarters of the national geological survey here necessitates the residence of a numerous body of geologists in the city during the winter.
The society was welcomed by Dr. Charles D. Walcott, the director of the United States Geological Survey, who suggested the idea of having Washington as the permanent place of meeting, especially for the annual winter meeting. Prof. Joseph Le Conte, president of the society, also fervently approved of the suggestion, but no action was taken.
Since the report of a year ago the society has lost three names from its list by death. These members were Prof. Robert Hay, of the Kansas State and afterward of the United States Geological Survey, Charles Wachsmuth, the noted student of fossil crinoids, and N. J. Giroux. Appropriate memorials of these men were read at the first session of the meeting. Seven new members were elected to the society, making a total of 240 fellows. This makes a net gain of ten in membership during the past year, which is very satisfactory, considering the continued financial depression. The chief feature of the meeting may be considered to be the presidential address. This was delivered by Prof. Joseph Le Conte, professor of geology in the University of California, whose name is well known throughout the country on account of his masterly text books on the science. His subject was, "The different kinds of earth crust movements and their causes," and he said in part :
Well nigh the whole drama of the forces at work on the earth is actuated by the sun, and all the phenomena of natural, physical, mental and social life arise from the same source. Igneous geological forces are the exception to this rule. There are, therefore, two groups of forces at work shaping the earth, the external or sun derived and the internal or earth derived. As an example of the former may be cited the agents of subaerial erosion, and of the latter, volcanic activity. The forces coming from the sun tend to reduce the inequalities of the earth's surface, whereas the others tend to increase the inequalities and accentuate the differences of level. The first set wears down, the second builds up.
As in biological science nearly the whole advance to the present time has been made by studying external phenomena, and the next advance must be made by intimate study of internal phenomena, so in geology much has been done by studying the forms produced by erosion and other external activities, but now at tention is mainly devoted to the attempt to learn about the interior of the earth. Volcanoes and earthquakes are manifestations of grand internal crustal movements.

Internal or earth derived movements of the crust may readily be separated into four groups:

1. Primitive movements, by which oceans and conti nents have become differentiated.
2. Those by which mountain ranges have been
3. Oscillatory movements, or those which are not continuous in one direction.
4. Movements which have been determined by the transfer of load from one part of the earth's surface to another. This last group may not properly belong here, because the transfer is due to the sun. The loads referred to may be of ice or of sediment, and their transfer results in the vertical movement of great crustal blocks.
The forces of the first two groups are primary, continuous and cumulative, while those of the other groups are secondary and oscillatory and tend to hide or ob scure what has been done by the first two.

Assuming that the earth was once an incandescent, fused spheroid of much greater size than now, had the material of which it was composed been homogeneous, the surface formed on solidification would have been even. Variations in density produced inequalities in the surface, the denser portions sinking. This factor alone would not have produced great depressions, but the denser areas would be more conductive of heat than the lighter, which would act with the other to produce the beginnings of the oceanic depressions and the continental elevations. The primeval ocean may have been universal and the continued contraction of the crust would deepen the beds and separate the bodies of water by means of continents. The permanency of the relative positions of ocean basins and continental areas was first promulgated by the late Prof. J. D. Dana and the doctrine is now generally accepted. The mean depth of the ocean is two and one-half miles and the mean elevation of the land is one-third of a mile, so that the average inequality of the earth's surface is less than three miles. This is about $\frac{1}{13} \sigma 0$ of the earth's radius and would be represented by a difference of $\frac{1}{0}$ inch on a globe two feet in diameter.
The portions of the fused globe which were to become land areas would be the first to crust over on solidifying, because non-conductivity would prevent transference of heat from the interior to the surface, and the bottoms of the ocean depressions, having higher conductivity, would retain a high temperature longer and would be the last to crust over. The suboceanic earth material to the center of the earth is denser than the subcontinental material in the ratio of the subconti nental area to that of the suboceanic area.
The second group of earth derived forces are those producing mountain ranges, and are manifested as lat eral thrusts. The features of the earth's surface thus produced are permanent in their character. Objection has been made to the theory of lateral thrust on account of the alleged shallow depth of the level of no strain. The earth increases in temperature as we go down, conductivity also increases, and density grows higher as we approach the center of the earth.
Initial temperature probably increased with depth. All these factors lower the level of no strain and resul in practically eliminating it from the problem. The lateral thrusts then resulting from contraction due to cooling are potent factors in the formation of mountain ranges.
The third group of forces produce vertical oscillatory custal movements, and their effects are shown by numerous unconformities in strata. An example of this group is the Colorado plateau. This was sea bot tom from the carboniferous to the end of cretaceou time, receiving from 12,000 to 15,000 feet of sediments At the end of the cretaceous this mass began to rise and is still rising, although it has already been elevated more than 20,000 feet. But unconformities beneath the carboniferous strata show that the region went through several great oscillations before that time. More recent and widespread were the oscillations which took place during and after the glacial period. Thes amounted to thousands of feet and affected large areas These are examples of the commonest of the move-
ments of the earth's crust, but the question of their cause is the most inexplicable problem in geology, and no glimmer of light has yet been thrown upon it.
The fourth group of movements are those caused by gravitative readjustments of the crust. This is th doctrine of isostasy as enunciated by Major C. E. Dutton and others. A continuous transfer of material from one place to another must eventually be attended by subsidence where great deposits are forming and by elevation where erosion is taking place, but we must not conclude from this that all subsidence is caused by sedimentation and all elevation by removal of material by erosion. Isostasy does not explain the formation of
mountain ranges like the Appalachians, the Wahsatch, mountain ranges like the Appalachians, the Wahsatch,
the Sierra Nevada, etc. Mountain ranges are not now the Sierra Nevada, etc. Mountain ranges are not now forces; they are thought to be the result of a combination of forces, and monoclinal uplifts join with others in their formation.
Prof. Le Conte's address was listened to by a large and appeciative audience, which nearly filled the lec ture room of the Columbian University. The officers of the society for the ensuing year are: President Prof. Edward Orton, of Columbus, Ohio; vice-presi dents, Profs. J. J. Stevenson, of New York City, and B. K. Emerson, of Amherst, Mass.; secretary, Prof. H L. Fairchild, of Rochester ; treasurer, Dr. I. C. White of Wargingown, W. Va.; editor, J. Stan fillows of the society are : R. M. Bagg, E. H. Barbour, S. W. Beyer, A. P. Coleman, H. S. Gane, J. B. Porter, A. C. Spencer.
More than fifty papers, covering a very wide range of subjects, were presented at the meeting.

A New Steamship Line.-The Belgian Steamship Company has made an arrangement with the Canadian government for the establishment of a fortnight'y ser land's Wochenschrift

## The Overproduction of Books.

The enormous output of books in late years surprises veryone; few facts are more familiar, few are more commonly remarked, and few arouse such confusion of mind as to where they came from, why they exist, and how they find buyers and readers. In the year 1895 no fewer than 5,580 new books were published in England besides 935 new editions of old books. In a single month the New York Times, to which we are indebted for these facts, has received more than 400 books for review.
The output is indeed so large that one might be empted to infer that the proportion of books publish ed to manuscripts offered for publication is becoming every year much larger than it formerly was. But the fact appears to be that this proportion, instead of changing in that way, is changing in the other direction. With all the increase in publications, there has also been increase in writing. Frederick Macmillan, at a recent dinner in London, stated that his house in one year had accepted only 22 books out of 315 that were sub mitted ; while Mr. A. Chatto, in a published interview, affirmed that his house accepted an average of only about 13 for every 500 submitted.
Surrounded as we have been by a flood, we have, therefore, to thank the publishers that we are not in the midst of a deluge. Assuming that Mr. Macmillan's ratio is the ratio of all publishers, and provided al ubmitted manuscripts had been published, but ex cluding the unknown factor that the same manuscrip was often submitted to several publishers, we should have had instead of 5,580 new books, 72,540 ; while the same computation, with Mr. Chatto's figures as a guide, would have given us 212,040 books, or nearly 700 for each day of the year, exclusive of Sundays!
The causes of this increase in the number of books are not far to seek. Cheapness of production-cheaper composition, cheaper paper, cheaper binding-is a great one, but a greater is the increase in the number of those who read. Popular education here shows some of the results of its work. But who shall say why 313 persons should continue to write books when only 22 can have them accepted, or why 500 should write them when only 13 can hope for acceptance? Is this also due to the spread of popular education and the resultant ambition to write?
The ability to write has become a common accomplishment; that is, the ability to write what is fairly grammatical. Scores of persons who write books which they hope to see published probably do not realize that something more than correct sentences is necessary. Provided they have a subject, with some knowledge of it, all that remains necessary from thei tandpoint is to write correctly. They do not know that correct writing no more makes a good writer than correct use of mechanics' tools makes an architect. No mere grammarian ever was an artist in words; in deed, the greatest artists in words have sometimes not been grammarians at all.
The future probably holds for us little hope that the number of books will decline; on the contrary, they are more likely to increase in number with the years. But we need not despair; despair remains only for the librarians-for Mr. Spofford and Dr. Billings. Th great public will be protected, for the good books will live, and the bad ones will surely die-and the death will be a natural one. There were millions of houses in the ancient world, but only one Parthenon. Italy has had millions of buildings, but the Pantheon, St. Mark's, and St. Peter's still stand, as they will stand for some ages longer. We may get our 5,000 or our 10,000 books ach year, but it will still remain true that not more than one really great book can be produced in a cen ury or so. Europe waited several centuries to get he Dante, her Shakespeare, her Moliere, her Cervantes Meanwhile, with the second great ones came whole egiments of lesser men, who had their brief reward, and then went each his silent way, book in hand, into the unknown beyond.

## What a Pennyworth of Gas Can Do

In a lecture recently delivered at the Royal Victoria Hall, London, says the Practical Engineer, Prof. Carl ton J. Lambert stated that 37 cubic feet of gas, which is valued at one penny (two cents), and weighs about $11 / 4$ pounds, can generate about 1 pound of water when burned, and about 19 cubic feet of carbonic acid. It can heat 30 gallons of wat $\in$ from $50^{\circ}$ to $110^{\circ}$ for a bath, or it can boil 8 gallons of water in good kettles, and make tea for 64 persons. It can work a 1 horse power gas engine for one hour, or lift a weight of 88 tons 10 eet high, doing the work of six men for one hour. It can melt 10 pounds of iron, and make a casting in 20 minutes, which ordinarily would require two hours and 30 pounds of coke. It can braze a metal joint in wo minutes, which would require 20 minutes in forge. If burned in a 6 inch flue for ventilation purposes, it can induce 80,000 cubic feet of pure air. It can give you a brilliant light (Welsbach incandescent) of 50 candle power for nine hours. It can, in a good radiating stove, comfortably warm a room 16 feet square for an hour. It can easily cook a dinner for eight persons.

## AN AUTOMATIC FEED HAND DRILL.

In the tool shown in the illustration the feeding of the drill spindle is automatically regulated, according to the nature of the metal being operated on, and a universal adjustment of the drilling tool is obtained. 'The improvement has been patented by James McSiveeney, and is being introduced by the E. D. Jones \& Sons Company, of Pittsfield, Mass. Fig. 1 represents the tool complete and Figs. 2, 3 and 4 are transverse


## MCSWEENEY'S HAND DRILL

sectional and side views. It is fastened to a table or other support by a suitable clamp, and has a threaded post engaging with its upper reduced end a collar forming part of a head having a second collar extending at right angles to receive a supporting rod, both the head and the rod being conveniently adjustable. On the outer end of the rod is a transverse bolt provided with a collar fitting into a recess of a casing, the bolt also having a lug engaging another recess preventing the casing from turning on the bolt, but permitting the latter with the casing to turn in the rod on slackening a nut. The casing has a bearing for a spindle having a drill socket at its lower end and handle at its upper end, the spindle being provided with a worm thread in mesh with a worm wheel turning loosely on the bolt within the casing, as indicated in Fig. 2. The inner and outer faces of the worm wheel abut against and outer faces of the worm wheel abut against
washers of fibrous wood or leather, which may be washers of fibrous wood or leather, which may be screwed up with more or less force to retard the turn-
ing of the worm wheel and insure a faster or slower turning of the tool-carrying spindle, which slides loosely in its bearing except as engaged by the worm wheel, the spindle turning it or rolling off on it, according to the resistance against the drill held in the socket or the retarding power of the worm wheel, owing to the action of the washers against its faces. The handle of the spindle is fitted with a casing, in which are adjusting devices, which may be arranged so that the operator, by turning the crank arm in one direction, can give a forward or a backward turning motion to the spindle, or by a forward movement of the crank arm will turn the spindle in one direction and by a rearward movement turn it in the opposite direction.

## Shop Drawings.

It may appear as a curious fact, says Cassier's Magazine, that many men who have had years of have had years of experience in shops, and who are good workmen, seem to be afraid of drawings. While working to them with accuracy, and finishing their jobs satisfactorily, they never seem
quite at rest in regard to the meaning of their drawings, and frequently remark: "If I had another job of the same kind to do I could get through it in much less time." This means, practically, that if they had a model before them instead of a drawing they could turn out their work more easily. It raises the question, too, whether it would not pay to give more
attention to making drawings plain and to teaching the men to read them. Shading of parts and increasing the pictorial effect in general, so as to make one piece stand away from another, would seem to be a good thing, and in this respect some of the older forms of shop drawings might well be taken as examples worth following. To-day many of these out of date drawings are considered as having been wasteful of drawing office time, and uselessly elaborate, and yet they have good points. They told their story in a way quite foreign to the modern blue print.

## nereased Use of Homing Pigeons.

The use of homing pigeons as messengers is said to have received considerable attention at the United States Naval Academy, at Annapolis, and, according to the New York Times, the government has recently es tablished messenger pigeon stations at all the principal navy yards on the Atlantic and Pacific coasts, which have been organized as the result of satisfactory experiments made at the Naval Academy. Many news papers use pigeons as messengers with decided advantage for the transmission of news, and so some of the recent election returns were brought in by carriers. Improvements in method and apparatus follow the new uses of the birds. The old way of attaching a quill with the message to the tail feather of the homer has been improved recently by an invention of Prof. Henri Marion, of the Naval Academy, a small water tight aluminum message holder, weighing less than eight grains, which can be fastened to the pigeon in an in stant.

## A TRACTION ENGINE BOILER EXPLOSION.

It is not often that one sees a more graphic picture of the rending effects of a boiler explosion than that shown in the accompanying cut. The excellent photo graph of the remains of the traction engine-which latter, we are told, bore the name of Minnesota Chiefwas taken by Mr. W. C. Gibbon, of Scotland, South Dakota, to whom also we are indebted for the particu lars. The Minnesota Chief, which was a common farm traction engine, fell a victim to a foe which has laid low many a good traction engine before it-low water in the boiler. It seems that at the time of the accident the engine, which was on its way from one farm to another, became "stalled" in passing through a ravine Presumably the engineer and fireman in charge tried to push their way through with the aid of an extra steain pressure, for, in response to the warning of a certain " mechanic and engineer" who " came to their aid and told them they would blow her up," the engineer "got on top of the boiler to open the safety valve." It was just at this critical moment that the boiler exploded, with the result that the engineer and fireman were blown to distances of 65 and 55 feet and instantly killed, the third party being blown to a distance of 30 feet and so badly scalded that he died three days later The cylinder and steamchest were thrown 150 feet away and will be noticed lying in the background of the pic


A TRACTION ENGINE BOILER EXPLOSION.
ture; moreover, portions of the wreck were found fully a quarter of a mile distant. The driving wheels were wrenched off, the firebox blew out, nearly the whole of the cylindrical boiler shell stripped off, and altogether more complete wreck was made than we remember to have seen in any previous locomotive or traction engine
xplosion. explosion.

## AN IMPROVED WRENCH

The illustration represents a wrench adapted for con venient adjustment with one hand, the movable jaw being quickly and firmly locked to the shank of the wrench at any desired point. The improvement has been patented by Lewis L. Hall, of Bourne, Oregon Fig. 1 represents the tool complete, with a portion of the sleeve integral with the sliding jaw broken out, to how the engagement of a locking link with teeth on the under side of the shank, which is shown also in Fig. 2. The locking link has a rocking movement around the shank of the wrench, in suitable slots in a


## hall's wrenci

sleeve of the sliding jaw, and between the back of the shank and the sleeve is an adjusting bar, by the for ward movement of which the locking link is given its locking position. The adjusting bar is moved by a lever pivoted near the rear end of the sleeve, and when he lever is carried upward, as shown in dotted lines, the sleeve and its connected jaw slide freely up and down the shank, but when the lever is parallel with the hank, as shown in full lines, the sleeve and jaw are firmly locked to the shank of the wrench.

The Most Expensive Product in the world
As a matter of curiosity, says Consul Morris, of Ghent November 12, 1896, I forward the following translation of a statement recently published in European news papers showing the article which, it is claimed, sells at the highest price in the world :
What is the most expensive product of the world, inquires Mr. Wilfrid Fonvielle? He answers, It is charcoal thread (filament de charbon), which is employed for incandescent lamps. It is, for the most part, manu factured at Paris and comes from the hands of an artist who desires his name to relmain unknown in order to better protect the secret of manufacture. It is by the gramme ( $151 / 2$ grains) that this product is sold at whole ale. In reducing its price to the basis of pounds, it is easily found that the filaments for lamps of 20 candles are worth $\$ 8,000$ per pound, and that for lamps of 30 candles they are worth $\$ 12,000$ per pound. The forme have a diameter of twenty thousandths of 1 millimeter ( 1 millimeter $=0.0394$ inch ) and the latter four and onehalf thousandth of a millimeter The filaments for lamps of 3 candles are so light that it would require nearly $1,500,000$ of them to weigh a pound. As the length of each of them is 10 centimeters (3.937 inches) their total length would be 187 miles.

A professionAL gardener says that red spiders on plants are always a sign that the atmosphere is too dry, and to get rid of them the plants must be plants must be day with wery day with water. The scales, however, that are found on many hard wood plants should be taken off with the finger nails, after which the plants should be sprayed with a kerosene emulsion, which is made by dissolving two ounces of any good, hard soap in half a pint of boiling water, and adding to it a pint of kerosene, a little at a time and stirring continually. When you have a smooth emulsion, add two gallons and a half of warm water and mix well.-N. E. Lumberman.

## WATER WHEEL REGULATION

The Tuolumne County Electric Power and Light Company has recently installed a three phase transmission plant in Sonora, Cal., which contains several interesting features not found elsewhere. The apparatus used is of the General Electric triphase type, and in addition to lighting the towns of Sonora and Columbia, the company is furnishing power to the Rawhide mine. It is in this mine that a 150 h . p. induction motor has been installed for operating the main hoist. The speed of the motor is controlled by means of a special regulator resembling in outward appearance the latest type of General Electric street railway controller, and consisting of commutating devices by means of which the direction of the motor is controlled and of suitable con-


Fig. 2.-OUTLINE DRAWING OF THE LIGHTHIPE WATER WHEEL GOVERNOR.
tacts for cutting equal resistances simultaneously into the three leads of the motor.
The generating station is operated by a 48 inch Pelton water wheel running under a head of over 900 feet, and as the keynote of success in the operation of this plant rested in securing the very close regulation of the water wheels, it was determined to depart from the usual types of water wheel governors to satisfy the demands. Accordingly, Mr. J. A. -ighthipe, chief engineer of the Pacific Coast office of the General Electric Company, designed the electric governor illustrated herewith, to meet the exigencies of the case This governor, which is the first one built, has now been in operation for several months with such success that steps are being taken for its installation in other plants where trouble is being experienced in the governing of water wheels operating under high head.

In principle, the Lighthipe governor consists essentially of a series motor with a double wound field; that is, a field containing two independent windings, each connected in series with the armature in such way that while the direction flow in the armature is always one way, the polarity of the field is changed according to which of the two field windings is used. To the armature shaft is direct connected a screw carrying a traveling nut which moves backward or forward according to the direction of armature rotation, and by the nut is operated a rod which in turn controls a crank operating the hood or other means of regulating the water supply. From the main shaft of the water wheel is driven a centrifugal governor by belting, and this governor actuates the motor circuit through one or the other of the field windings.
The troubles heretofore experienced in the governing of water wheels have been due to the slowness of the pawl method of actuation and to the fact that "seesawing" is caused by the action of the governor in continuing to deflect the nozzle to a greater extent than that necessary to reduce the power of the wheel to the

## AN IMPROVED PITMAN

The means by which the Lighthipe governor obviates hese two troubles will be understood by reference to the accompanying illustrations, from which it will be seen that the fanlike disk operated by the crank at tached to the traveling nut on the extension of the armature shaft controls the elevation of a lever that is parallel with and secondary to the governor lever. This disk constitutes a cam of varying radii, as shown in exaggerated form in Fig. 2, and is so adjusted that as soon as the circuit of the pilot motor is closed by the governor lever the movement of the cam by the traveling nut raises or lowers the governor lever in such a way as to break the contact before the water wheel has been brought to the desired speed, thus compensating for the inertia of the moving masses and endowing the governor with amechanical perception of far greater sensitiveness than that heretofore attained.
The diagram appended hereto as Fig. 2 will operation of the governor
A A are the mains from the exciter or other source of direct current supply.
$\mathbf{R}$ is a lamp resistance to reduce the current rush on closing the circuit.
$F$ and $F$ are the field coils wound in opposition, and constitute the device for securing reversal with only two contact points.
$L$ is the lever operated by the centrifugal governor.
$C$ and $C$ are the contact points lying within the pole pieces of the blowout magnet, $\mathrm{B} O$, which was added to break the destructiveness of the arc at the contact points.
$B$ is the brake solenoid in series with the motor cir cuit and arrests the momentum of the armature by bringing it to an instantaneous stop upon breaking he motor circuit
The governor is exceedingly sensitive and may be adjusted to any desired degree of sensitiveness by adjust ing either the contact points, C C, or the link forming he fulcrum between the governor lever and the can ever, shown in Fig. 1. The contact tips may be ad justed to within $\frac{1}{16}$ of an inch of contact, so that the slightest change of speed will throw the motor into action one way or the other. The ingenious mechanism accomplishes a closeness of regulation heretofore unattained; and while designed primarily for the control of water wheels driving electric generators, it may be used with equal satisfaction in any class of work, as the governor can be operated from a simple battery circuit, as well as from an exciter or an incandescent lighting

A pitman of simple and durable construction, with which all wear and lost motion may be readily taken up, insuring at all times a proper transmission of the notive power, is represented in the accompanying illustration and has been patented by John S. Nichols, f Storm Lake, Iowa. The pitman head has a longi udinal slot in which is a pitman box preferably made in two sections, engaging the crank pin on the crank


NICHOLS' IMPROVED PITMAN.
disk, and the box sections are held in place transversely by longitudinal keyways. The outer end of the outer box section, as shown in the small sectional view, is engaged by a screw to prevent longitudinal movement, the screw screwing in a nut sliding in the slot and being prevented from turning in the head by its sides fitting against the sides of the slot. The screw also passes through a washer against which abuts the outer face of the nut, the washer abutting against a strap extending around the head and secured thereto by a bolt. The square head of the screw passes loosely through this strap, but is engaged by an outer strap also secured in place by a bolt, and the latter strap must be removed when it is desired to turn the screw to take up the wear of the box sections. The inventor has also devised an improved construction according to which the pitman blocks may be held in a light and solid malleable iron frame. and a crank disk and pit-

Fig. 1.-THE LIGHTHIPE WATER WHEEL GOVERNOR
 man thus connected are designed to run noiselessly and without any lost motion.

## Manufacture of Woad.

The use of woad as a source of indigo is now very limited, says Nature, and most people probably imagine that it died out a thousand years ago or more. Woad appears, however, to be employed yet by some old-fashioned Yorkshire dyers, who use Yorkshire dyers, who use it in conjunction with ordinary indigo, in the socalled "woad vat." Francis Darwin and R. Meldola have recently visited an English woad mill where a primitive method of manufacture is yet conducted. At Parson Drove, near Wisbech, the leaves of the plant (Isatis tinctoria) are wrenched off at the base by the pickers, the root being left undisturbed so as to permit the growth of a second crop. The first process consists in crushing the leaves to a pulp under three hollow wooden rollers, round the circumference of which about two dozen iron cross bars are arranged to serve as effective crushing edges. The resulting pulpy mass is kneaded by hand into balls which are then placed on wooden trays to dry in open sheds. When dry
desired point. The nozzle,
therefore, goes over the center as it were, resulting in $\mid$ service. We are indebted to the Journal of Electricity the speed of the wheel falling below normal, which the governor attempts to correct, and, in doingso, pulls the nozzle back over the center again, giving excess speed. The process is again repeated and the "seesawing" is under full sway, to the utter defeat of satisfactory operation.

## for the cut and particulars.

Elfctric power for drawbridges is to be adopted for all the bridges over the Chicago River, at Chicago, Ill., replacing the steam plants now required for each bridge.
they are again ground up under the rollers, and the crushed material is allowed to ferment after sprinkling with water. This final ready for market. The object of first drying the pulp and then wetting it again before fermentation is not obvious, but the fermentation itself is probably a zymolytic decomposition of glucosides.

## a railway throvgh the sea

## (Continued from first page.)

 son. On the car are two 30 horse power motors of theG. E. 800 type, which have been supplied by the BritG. E. 800 type, which have been supplied by the Brit-
ish Thomson-Houston Company. The motors are placed vertically over two of the main legs, the armature being connected through bevel gearing to a vertical shaft, which at the bottom is geared through bevel wheels and single reduction gearing on to the axles of the wheels. A reference to plan and section of the gearing arrangements will make the working clear. The controlling devices which are placed on the main deck are very similar to what one finds on a modern tramcar, a G. E. controller being fixed at each end of the deck; the brakes are operated by rods passing down the two unoccupied legs. The generating machinery is erected at the Rottingdean end of the line, the plant being located on a specially constructed iron pier, which serves also as a landing stage; piers have been, of course, rendered necessary at each end of the line. The plant consists of a General Electric Company four-pole railway generator, direct coupled to a high speed double acting engine, made by Messrs. W. Sisson \& Company, of Gloucester.
The engines have cylinders $71 / 2$ inches and $131 / 2$ inches by 7 inches stroke, and are designed to give a maximum speed of 550 revolutions, developing 110 B. H. P. as a maximum ; but it has been found that ample current is developed when the engine is running at 525 revo lutions.
The engine is supplied with steam at about 120 pounds, through a reducing valve from a marine return
tube boiler, W. P. 150 pounds. The object of this artube boiler, W. P. 150 pounds. The object of this arand to permit the boiler to act as a reservoir by means of increase of pressure, and at the same time a heavy draught of steam occurring through sudden and large increase of load is less likely to cause priming.

In the engine house is a switchboard on which an automatic circuit breaker and the usual measuring instruments are arranged. An electric current of 500 volts pressure is delivered direct into the overhead wire, which is suspended partly on steel and partly on wooden posts. At low tide the return is by the rails, and at high water the sea is used, which calls, however, for no special bonding.
We believe the total cost of the line is about $\$ 150,000$, this sum, however, including the construction of the two piers. Mr. St. George Moore has been the consulting engineer in the undertaking. The severe gales in the early part of December resulted in the complete wreck of the car, the destruction of one of the jetties, and great injury to the track. The damage inflicted by the storm amounted to more than $\$ 20,000$. The railway had only been opened a week. For our engraving we are indebted to the Illustrated London News, and to Electrical Review for the particulars.

## Chicago Main Drainage Canal.

The Chicago Main Drainage Canal, which is now nearing completion, will always be celebrated for the nearing completion, will always be celebrated for the
vast amount of machinery for excavation which has vast amount of machinery for excavation which has
been designed and successfully operated during its construction. American ingenuity has never shown it self to better advantage. We have from time to time given some details of this important work, and we will merely recapitulate a few of the leading facts: The canal is being built for the purpose of carrying the sewage of Chicago into the Mississippi River. It is designed so that the waters of Lake Michigan will flow through it at the rate of ten thousand cubic feet per second, and it is expected that the sewage will be so diluted that no possible harm can occur to the towns by which it will flow. It will be twenty-eight miles long, and where it passes through alluvial ground it
will be two hundred and two feet wide at the bottom. The material to be taken out is of a widely varying character, ranging from a soft mud, so soft that it can !be taken out by pumps, to a mixture of sand, gravel, clay and bowlders which is cemented so firmly as in some cases to require blasting. Much of the excavation, also, is through solid rock. The estimated quantities to be removed are $4,500,000$ cubic yards of wet soil, $23,000,000$ cubic yards of alluvial and hard wet soil, $23,000,000$ cubic yards of alluvial and hard
soil, and $12,000,000$ cubic yards of solid rock, making a soil, and $12,000,000$ cubic yards of solid rock,
total of $39,500,000$ cubic yards of excavation.

The excavation of the soil has been carried out al most entirely by the use of steam shovels, the material being carried to the dumping ground by some form of inclined plane or by continuous belts or conveyors. When the material had to be carried farther than 1,000 feet the locomotive was found to be more economical than the stationary engine. After the rock had been blasted, it was taken out by stationary cable inclines, by traveling cable ways, or by cantilever hoists. The traveling cable ways, of which there were nineteen in all, consisted of two wooden towers running on trucks upon the banks, the space between the towers being about 700 feet. Buckets were lifted to the main cable, drawn along and dumped at the sides. The main cable was 214 inches in diameter and the buckets were
capable of holding about 2 cubic yards of rock. Tiee cantilever crane consists of two connected cantilevers
carried on a tower which is arranged to travel upon a track at the side of the canal. The the $12{ }^{\circ}$, ting while the other extends upward over the dumps. The buckets can carry $13 / 4$ cubic yards, and they are The buckets can carry $13 / 4$ cubic yards, and they are
suspended from a car which runs along the crane, and is worked by a hoisting engine on the car. This machine can handle about thirty buckets an hour or two hundred and twenty-five loads a day. Perhaps the most effective machines of all were the hydraulic dredges. These were provided with suction pipes which carried vertical telescopic joints and a revolving cutter, which loosened the material at the bottom of the pipe so that the pump could bring it up. The dredger is swung backward and forward by means of ropes attached to the bank.
The excellence of the excavating machinery is shown by the fact that, of the vast total of nearly $40,000,000$ cubic yards, the earth is being taken out at a cost, in cluding the contractor's profit, of 29 cents per yard, and the solid rock for 77 cents per yard.

When the long talked of Nicaraguan Canal comes to be built, it will feel the benefit of the magnificent plant which has been designed for the Chicago canal. It is only in the possibility of handling huge earth and rock quantities quickly and at small cost that the great undertaking has any promise of being carried through.

## Explorations in Central Asia

The scientific expedition of M. Clementz, under the patronage of the Russian Imperial Geographical Society, left Urga, in Chinese territory, on May 24, 1895, to explore Mongolia. In June, 1896, they ascended the Otkhon-Tengre, the highest peak of the Hangai range, up to $13,000 \mathrm{ft}$. or $14,000 \mathrm{ft}$. above sea level.
Dr. Sven Heding, the Swedish explorer, left Kashgar on December 14, 1895, and made his way by Yarkand and Karghalik to Khotan. Starting from the latter town, he spent nearly five months in exploring the surrounding country, and discovered the ruins of two ancient towns. One of these, of vast size, contains some remains of monuments, the architectural style of which seems to indicate that they are of Indian origin Then crossing the desert as far as the banks of the Kiria-Daria, the expedition fell in with a small nomadic tribe to the north of this river, so isolated from the rest of mankind that its members did not know whether Yakup Beg still existed or whether they belonged to China. Whole herds of wild camels were also met with, two or three of these animals falling victims to the rifles of the party. On reaching the xtreme confines of the desert Dr. Sven Heding found a series of lakes and marshes, which in all probability overed the former bed of Lake Lob-Nor, though th formation of these lakes, as it would seem, only dates rom nine years back.
Captain Deasy, of the 16th Lancers, who set out from Kashmir in April last on an expedition to explore the sources of the Mekong and Irawadi, has returned to Leh, in Kashmir, owing to deficiency of means of trans port. Captain Welby, of the 18th Hussars, and Lieu landers, who started at the same time, have, it is re ported, arrived at Lan-chau.

## How Much Water Should we Drink

According to Prof. Allen, says The Medical Times, we should drink from one-third to two-fifths as many ounces as we weigh in pounds. Therefore, for a man weighing 168 pounds, there would be required fifty-six sixty-four ounces daily, or from one and one-half to our pints. This The Journal of Hygiene regards as a very indefinite answer. The amount of water required depends on the season of the year, the amoun of work done, and the kind of food eaten. In hot weather we require more than in cold, because of the greater lo'ss through the skin, though this is in part made up by the lesser amount passed away through the kidneys. If a man labors very hard, he requires more than if his labor is light. A man working in a foundry where the temperature is high and the perspiration profuse, not infrequently drinks three or four gallons aiiy. If the food is stimulating and salty, more wate is required than if it is bland. Vegetarians and thos who use much fruit require less water than those who at salt fish and pork, and often get along on none except what is in their food. In most cases our in tincts tell us how much water to drink far better than any hard or fixed rule. For ages they have been acquiring a knowledge of how much to drink, and ransmitting that knowledge to descendants, and if we for whall not go far out of the way. It is of more use to us to know that pure water is essential,
and that impure water is one of the most dangerous of drinks, than to know how much of it is required daily. If one lives in a region where the water is bad, it should be boiled and put away in bottles well corked in an ice chest, and in addition, one should eat all the fruit one can, if fruit agrees. Fruits contain not only pure fully the functions of life,

The scientific world in general and the engineering world in particular has lost a conspicuous member in the death of Mr. Alfred Nobel, the distinguished Swedish engineer, which occurred recently at San Remo, Italy. It would be difficult to find anything which has done more for the world of civil engineer ing, especially as it is concerned with large and heavy earthworks, than the great variety of explosives which owe their existence directly or indirectly to the geniu of Mr. Nobel. In the year 1847 Sobrero discovered hat by acting upon glycerine with a mixture of nitri and sulphuric acids a highly explosive substance was ormed. Nobel was the first to make use of this liquid in its original state; but it was extremely dangerous in operation, and very soon fell into disuse. After careful experiment, the author of this sketch, in 1864 patented an explosive, which is known by the name of dynamite, and in this substance he rendered nitro glycerine safe for transportation as well as for blasting
His patent says : "The invention relates to the use of itro-glycerine in an altered condition, which renders it far more practical and safe for use. The altered condition is effected by causing it to be absorbed in porous, unexplosive substances, such as charcoal, silica, paper, or similar materials, whereby it is converted into powder which I call dynamite, or Nobel's safety powder. By the absorption of the nitro-glycerine in ome porous substance it acquires the property of being in a high degree insensible to shocks, and it can also be burned over a fire without exploding.'
The substance commonly used for absorbing the nitro-glycerine is an infusorial earth. Mr. Nobel erected very extensive works at Ardeer, in Scotland, which for many years were the chief source of supply for the new explosive.
Following upon the invention of dynamite came the gelatine explosives, in which a soluble form of gun otton or nitro-cellulose is dissolved in nitro-glycerine The first patent for this kind of explosive, which wa known as blasting gelatine, was taken out by Nobel in 875. This explosive was stronger than dynamite in the relation of 1.4 to 1 . Nobel subsequently took ou patents for various mixtures of blasting gelatine with wood pulp, nitrate of potash, etc., which are known as gelignite, gelatine dynamite, etc., and these later com pounds have almost entirely taken the place of dyna mite for general blasting operations.
It is estimated that there are considerably over one hundred different kinds of dynamite to-day whose base is derived from nitro-glycerine, and all of these ar derived from Mr. Nobel's original dynamite, or from blasting gelatine.
Mr. Nobel next invented ballistite, first of the nitro glycerine smokeless powders. This was composed of a mixture of the soluble and insoluble forms of nitro cellulose, together with nitro-glycerine, the composi tion of this explosive being now given as one-hal soluble nitro-cotton and one-half nitro-glycerine. Ballistite is of darkish brown color and usually is made in the form of small squares. It is used in Italy as the service powder, and it has a good reputation mong the artillerists.
Mr. Nobel was a prolific inventor, and he did not confine himself to the production of new explosives Among other things, he experimented with aluminum as a material for boat building. The industry which grew out of this invention has assumed exceedingly large proportions, and the factories of the Nobel Company, at Ardeer and at Polmont, are spoken of as being the largest in the world, a great variety of explosives, such as dynamites, blasting explosives, and both ballistite and cordite, being extensively manufactured The Nobel Company also own several factories on the Continent of Europe.

## Death of R. W. Fenwick

Mr. R. W. Fenwick was stricken with apoplexy in a Washington, D. C., street car on December 28, dying immediately. Mr. Fenwick, when sixteen years of age began the study of mechanical drawing and engineer ing with William P. Elliott, the architect of the Patent Office. He studied the patent business in the offices of Munn \& Company, and eventually became the manager of the Washington branch. In 1861 he started a patent law and soliciting business of his own. He was associated with Judges Lawrence and Mason. In his long practice Mr. Fenwick had charge of many important cases and he was an acknowledged authority upon the history of patent laws. When the centennial of the American patent system was celebrated, he was chairman of the committee of arrangements. He also held important civic offices.

## Capt. MIAhan Hetired.

Capt. Alfred T. Mahan, U.S.N., who is known as one of the foremost writers of the world on naval topics, has been placed on the retired list of the navy at his own request, under the law permitting retirements after forty years' service. Capt. Mahan desires to devote his entire time to the literary work in which he has been so successful.

## Sorrespondence.

## A Much Needed Invention.

To the Editor of the Scientific American
There is no great loss without some small gain.' Panics like that which the American people have recently passed through teach them the wisdom of economy. In fact, the poor and middle classes of this country are just beginning to practice the economy which is so prevalent in Europe.
One of the directions in which great economy might be brought about is that of tobacco smoking. We are a smoking people and spend millions of dollars annually in the satisfying of this appetite. The satisfaction obtained from cigar smoke might be obtained from pipe smoke for about one-tenth of the cost, and every old smoker knows that there is more "solid comfort" in a pipe.
Persons desirous of giving up the cigarette habit find it much easier to give it up for a pipe than for cigars. The one great obstacle in bringing about this vast economy and reform in smoking lies in the fact that few persons can smoke a pipe with comfort on account of its irritating or "burning" effect upon the tongue. If some one could invent a pipe which would prevent this, and which could be easily cleaned, he would secure for himself an independent fortune and for the smokers of the world a legacy worth untold millions.

An Old Smoker.
Nickel Steel.
by h. k. landis, am. inst. mg. e.
Although it was but a decade ago that this formidable alloy actually entered into competition with other high resistance metals, its existence was known in the latter part of the eighteenth century. In 1792 Christoph Gertanner said that "iron combines easily with nickel ;" Faraday produced a nickel-iron alloy in 1820 ; Berthier, Fairbairn, and others also studied this interesting alloy. The first industrial application, however, was made by Wolf, a record of whose work will be found in the annals of Liebig of 1832. He produced from nickel-iron alloys beautifully embossed articles which are said to have been of superior excellence. In 1853 the attempt was made in the United States to make the nickel-iron alloys directly in a blast furnace, but the effort was not commercially successful, for the reason that the product had no constant composition, and that there was no commercial demand for it. It remained for the naval authorities at Washington to give the required impetus. Tests made both in Europe and this country demonstrated the toughening effect of nickel upon steel, and it was agreed that this alloy should be tried on the armor plates already contracted for, the government paying for the nickel consumed, and that the steel should contain 3 per cent of nickel. Commercial nickel steel contains 2 to 5 per cent of nickel. It was found that these heavy armor plates, destined to protect the sides and barbettes of our war vessels, were very superior to the ordinary steel plate, not only in the ballistic tests but also that they with stood the strains in heating, forging, and tempering very much better. Thousands of tons of nickel steel have been employed for this purpose alone, forming a nucleus about which the alloy has grown, until it emerged from the experimental stage as the "noblest Roman of them all," and to-day stands first among high specification steels.
Iron has a strong affinity for nickel, and alloys with it in all proportions very readily. It seems, however, from tests given further on, that the maximum results are obtained with 8 or 16 per cent of nickel. The fol lowing is the average composition of nickel steel as made in the United States :


It will be seen that the above corresponds to what is called a " mild steel," and yet the increase in strength due to nickel alone is probably 60 per cent of its strength without the addition of nickel, while the cost of the steel is but 1 to 1.5 cents per pound more, disregarding the small loss in manufacture. Most of the nickel steel is made in the furnaces of the Bethlehem Iron Company and the Carnegie Steel Company, where it is cast into ingots weighing from 50 to 100 tons, requiring the charge of two or three furnaces to fil the ingot mould. The "stock" from which the steel is made is metal of known purity, wash metal, some pig iron, pigs of ferromanganese, "scrap" from previous "heats," crop ends from forgings, lathe and plane latter is added after the charge is melted and a short time before casting, as the oxide or metallic nickel unites very readily with silicates in the slag, thus involving considerable loss. The method of adding nickel varies. The smaller losses occur with metallic nickel shot, which is used for alloys containing over
5 per cent of nickel. The usual method is to use oxide 5 per cent of nickel. The usual method is to use oxide
of nickel mixed with charcoal and lime, made plastic
with water, moulded into cubical bricks and dried thoroughly. When added to the bath of steel, now at a white heat, the carbon of the mixture reduces nickel oxide to metallic nickel, lime taking up any silica that may be in the adjacent charge, thus insuring an immediate alloy and at the same time preventing loss of nickel by the formation of silicate of lime. As one nickel by the formation of silicate of lime. As one
stands upon the furnace platform or floor, shielded from the intense heat (the metal is at about $3,000^{\circ}$ Fah.) of the liquid steel by a crane girder column, and sees the incandescent metal rush through the "tap hole," down the "runner" to the " ladle," amid the bustle of workmen and the sharp puffs of traveling cranes, his mind naturally reverts to the days of Tubal Cain or to the German myth Mime, thence to the first manufacture of Damascan cementation steel, and following the series he sees in his mind's eye the white sides of those splendid American battleships, which are the crowning triumph of that development which has justly earned for our era the title of the "age of steel." The furnaces employed are of the open hearth type, and
consist of an oblong, horizontal metal pan lined with consist of an oblong, horizontal metal pan lined with
refractory brick and clay, whose vertical sides are provided with doors at the front and back, and "ports" at the ends, through which the combustible gases enter and take their exit after burning. An arched roof completes the structure, the capacity of which varies from 20 to 50 tons, being usually 40 tons. The method of manufacture does not differ much from that practiced with other steels, except that a small variation in the content of nickel makes but a trifling variation in the properties of the steel. Carbon is the principal component to be gaged, the nickel and manganese being added in the required proportion as alloys. These are added just before tapping to prevent their going into the slag; nevertheless the slag always has a green appearance, caused by the formation of silicate of nickel.
Physical Properties.-Resistance to corrosion is it principal peculiarity. Numerous tests have been made, especially in sea water, which is very destructive to iron or steel, the results of which have demonstrated the fact that nickel steel when used alone would out last the best of ordinary steels. This was proved by tests with propellers, torpedo netting, metal sheathing for vessel bottoms, etc. There seems some doubt, however, as to its applicability to boilers, where its high elastic limit would permit much lighter construction. Some experiments indicate that nickel steel corrodes rapidly in pure water and in the presence of various boiler compounds, while on the other hand an English authority cites an experiment indicating a corrosion of but one-half to three-quarters that of ordinary steels When the boiler is made entirely of nickel steel, thu preventing electrolytic action, there is no doubt but that it is the best material yet applied to that purpose The fracture faces are more fibrous than in ordinary steel, though there is no appreciable difference in color or luster of the polished metal.
Mechanical Properties.-Nickel steel is a noble metal for while it has a remarkable resistance to applied stresses, yet it is almost as easily worked as soft steel is not brittle while hot or cold, is not much affected by tempering or annealing as compared with carbon steel nd is remarkably homogeneous. We might first ask what effect nickel has on the properties of iron. This was shown in the results of experiments on nickel-iron
alloys made at the Laboratory of Industrial Mechanics at Berlin and reported by that celebrated metallurgist Dr. Wedding. These alloys contained no carbon and but small percentages of several impurities-not over 0.2 per cent total. The results were, therefore, practic ally for pure nickel-iron alloys, and they showed that the maximum tension results were obtained with an 8 per cent nickel alloy, while the compressive and shearing strength had its greatest development with the 16 per cent alloy. The effect of nickel on iron was therefore to raise its tensile strength from 52,500 to
80,200 pounds per square inch; its elastic compressiv strength from 29,440 to 186,748 , and its shearing resist ance from 42,242 to 102,410 pounds per square inch. This effect is not obliterated by the presence of carbon Harmet :

1. Ferro-nickel alloys: 2.5 per cent nickel, 0.1 per cent to 1.0 per cent carbon.-The elastic limit and ulti mate strength are raised and contraction decreased as the proportion of carbon increased. Tempering devel ops these properties uniformly.
2. Ferro nickel alloys: 15 per cent nickel, $0 \cdot 1$ to $1 \cdot 0$ per cent carbon. - In the annealed specimens, strength and elasticity increased rapidly with the carbon con tent up to 3 per cent carbon, where the tensile strength was 213,400 pounds per square inch. Tempering in oil raised the elastic limit of this last steel to 166,400 and its breaking strength to 277,400 pounds per square nch. The minimum contraction corresponded ver nearly to the highest elastic limit. Prolonged an
ing slightly improved on the annealed specimen.
3. Ferro-nickel alloys: 25 per cent nickel, $0 \cdot 1$ per ent to 1.0 per cent carbon.-An interesting variation is here noted, for contraction and elongation rise with
the carbon content, the tensile strength remains high,
and the metal is not brittle. It seems that the high percentage of nickel held the carbon in a condition which could not be modified by tempering.
This latter property is very useful, as internal strains ncident upon manufacture can be relieved by annealing without sensibly reducing the resisting qualities of the steel; in fact, such annealing tends greatly to toughen the material and increases its ability to resist shock or vibration to a remarkable degree. Where a low carbon ( 0.20 per cent C) steel will withstand 300,00 double stresses on an alternate stress machine, a high carbon ( 0.50 per cent $C$ ) will break at probably 400,000 and nickel steel at from $1,500,000$ to $2,000,000$ such double stresses, each stress being two-thirds of its ulti mate strength, or very near its elastic limit. It is very common for tempered nickel steel to have a tensile strength of 200,000 pounds per square inch withou being brittle. If we compare this with the 60,000 pounds for low carbon steel, we see that there is still plenty of room at the top, for most of the steel used to-day is low in carbon. Commander Eaton, U.S.N. says that our government first bought nickel to use in steel in 1890, that the first nickel steel plate was tested in 1893, in July, from which date all armor for United States vessels was made of nickel steel. As the armo plate industry has probably achieved the best result in nickel steel, the following tests made on plates exhibited at the Chicago Exposition by the Bethlehem Iron Company are presented. The analysis of this steel corresponds very closely to the average composi tion already given, excep't that the nickel content is 325 per cent.

MECHANICAL TESTS OF NICKEL STEEL ARMOR PLATES.


When these results are compared with those of high carbon steel having a strength of 90,000 pounds per quare inch, we can understand why simple steel plates break while nickel steel resists the ballistic tests. Low break while nickel steel resists the ballistic tests. Low percentages of nickel do not interfere in the least with
the ordinary processes of Harveyizing, tempering, forging or reforging, machining, or rolling, and give to the plates all the qualities of high carbon steel without its brittleness.
Outside of the application of this metal by the United States navy to armor, angles, rods, thin plates, engine shafting, hull plates, an experimental gun, the barrels of small arms, torpedo netting, etc., may be mentioned its application to bicycle frames and handle bars, steam boilers, and difficult steel castings. In fact, wherever a tough metal of high resistance and low corrodibility is wanted, this alloy is applicable. Its excellent mechan cal qualities permit the weight of the parts to be reduced, leading to its application to motor carriages flying machines, and suspension bridges, while its higl resilience allows it to be used to advantage in car links, axles, crank pins, bridge pins, bicycle spokes, etc. We may look forward with a considerable degree of cer tainty to the extended use of this material in a wide variety of mechanical construction in the near future.

## Swiss Exposition of 1896.

Consul Ridgely, of Geneva, reports, October 27, 1896 'The Swiss National Exposition, which was held at Geneva from May 1 to October 18 inclusive of last year, was conducted at a great financial loss. The confedera tion subscribed $1,000,000$ francs and the city and can ton of Geneva provided a guarantee fund of 500,000 rancs. In addition, the exposition company issued 500,000 francs in stock, which was subscribed to by various patriotic citizens. All this has been swallowed up, and there is still an estimated deficit of from 100,000 to 300,000 francs, which is to be covered by the profits of a national lottery, to be drawn the last part of No vember. The financial failure of the exposition was due entirely to the spring, summer, and autumn of unprecedented bad weather. The exposition was in augurated in a storm of wind and rain on May 1, and was closed on October 18, attended by the same unfav oring elements. During the entire season, there were only a few days of good weather, and the whole country became in consequence more or less dispirited. Thu it happened that Switzerland's greatest national indus trial enterprise was a signal financial failure. In all other particulars, however, the exposition was a splendid success. The displays were thoroughly representative of the mechanical industry, as well as of the agriculture and art of the country, and were made on a scale of lavishness that would have done credit to a much larger and richer nation."

## A School of military Ballooning.

The School of Military Ballooning, under the charge of officers of the Royal Engineers at Aldershot, Eng., has done much to increase the practicability of balloon service in war, says the Army and Navy Journal. Steel tubes are used for carrying compressed hydrogen for inflation, and hydrogen of the purest quality is manufactured from zinc and sulphuric acid by electrolysis. These tubes are safe under a strain of 101 atmospheres. Three wagons are required to transport tubes carrying a charge of 11,000 cubic feet of gas, but new patterns, tubes and wagons have been adopted, which will reduce the transportation to two wagons. "Gold beater's skins" are used for the balloon, and they are so light that the balloon with 2,500 feet of surface and carrying 10,000 cubic feet of gas weighs only 170 pounds. The material is so strong that a closed balloon of large size has ascended 7,000 feet without bursting. The present material is not subject to the disadvantages of the varnished silk and cloth balloons of olden times, which were subject to cracks, became of ten overheated, were easily torn, and permitted the gas to leak away. The top valve of the balloon is now made very light and strong, of an aluminum alloy, and is perfectly gastight. The cords of the balloon are made of Italian hemp, a fine brass thread being woven into the cord for security in thunder storms. It weighs one pound to the hank, and will stand 500 pounds strain to the yard without breaking. The rings are of American hickory and the wickerwork of the car is excellent. Every balloon wagon has half a mile of wire rope attached to it which is available for holding the balloon captive. There is also a telephone conductor; and connection with the wagon is neatly made on a screw bar, so that in whatever direction the pull of the balloon may be the wire rope will never come into contact across the drum.
The London Standard, from which we obtain these particulars, says: "Some of the hand records taken in the free balloon excursions are extremely precise and the free balloon excursions are extremely precise and
full of serviceable details. The photographs, even full of serviceable details. The photographs, even those of small size, usually contain details of value.
Soldiers within a range of two miles on each side of the Soldiers within a range of two miles on each side of the
line of flight can be detected with a hand lens. The coming trials of the capabilities of balloons for taking part in military engineering operations in warfare will be fraught with interest and novelty, whether they be successful or not. The first trials will probably be directed toward the application of captive and carrying balloons in assisting or preventing operations in trenches. The ditch forms the protection to the working sappers; and the artillery projectiles cut into the rear of the trench and drive the debris to the rear of the work. The object of a balloon attack, therefore, might be to plant, say, a 500 pound charge of high explosive in rear of the trench, so that when exploded it would blow the debris into it, overwhelming the men or exposing them to the enemy."

## THE OPERATION OF THE SELF-BINDING HARVESTER.

 by e. J. prindle.It is marvelous how quickly the practical selfbinding harvester has been produced. The young men of to-day can remember when the sickle was in common use for harvesting, at least on the smaller farms. The better equipped farmer had the cradle. Then came the form of harvester having a platform on which the grain fell as it was cut, and from which it was raked by an attendant when a proper quantity had accumulated. The harvester was followed by men who bound the bundles by hand. On some ma-


Fig 2.
chines two men were carried who bound the bundle as they were formed. Improvements were steadily made until the first successful self-binders were produced, requiring four or six horses, and being unreli able to such an extent that it required the attention of several men to run them.
And now we have harvesters cutting and binding automatically, easily managed by one man, and some of them so light that two ordinary horses can draw them. To the uninitiated they seem an unintelligible mass of intricate machinery. But like most machines, the principle is comparatively simple, even of that



Fig. 3.


Fig. б.


Fig. 4.


Fig. 7
a transverse cross section of a self-binding harvester The grain, as it falls from the sickle, is caught on th horizontal traveling belt, $K$, which carries it to the two inclined belts, $L$ and $M$, between which it is elevated to the packer, B, which throws it against the cord. The cord runs from the twine box through the eye of the pivoted needle, or binder arm, $D$, and from thenc past the knotter, U, to the holder, F, which clamp the end of the cord. The packer forces the grain into the bight of the cord until the trip arm, $G$, is forced back far enough to operate the clutch, which sets th cord knotter in motion. The needle is thrown up through the column of grain, carrying the cord by the knotter and into the holder. At the same time, the compressor arm, E, compacts the bundle between itsel and the needle. There is now a loop of cord surround ing the bundle, and having its ends caught in the holder, the knotter being between the bundle and the holder.

To make the operation of the cord knotter clear, a series of photographs is reproduced, showing the same knot being tied by hand in the same manner. In Fig. 2 the general arrangement is shown. The twine runs from the ball through the holder, by the knotter, around the bundle and back to the holder, leaving a second strand passing the knotter, which is here replaced by two fingers of the hand. In tying the knot, the fin gers sweep back, over the cord, Fig. 3, continue around in a nearly horizontal plane, Fig. 4, and separate so that one passes above and one below the strands of cord, Fig. 5. The fingers are then forced together grasping the strands between them, after which they are drawn back, Fig. 6, carrying a loop of the two strands up through the circle formed by the previous motions of the fingers, Fig. 7. This completes the knot, as shown in Fig. 8.
The mechanical knotter, shown inverted in Fig. 9 consists of a fixed finger on a rotatable shaft, and a fin ger pivoted to the shaft and pressed against the fixed finger by a strong spring. The pivoted finger carries a friction roller, $\mathrm{U}^{\prime \prime}$, on its rear end and is raised as the knotter rotates by the action of this roller on a can fixed on the frame of the machine. The fixed finge has a purely rotary motion, and when the knot has reached the stage represented in Fig. 5, the knotte simply holds the strands of cord, and the expulsion of the bundle draws the circle of cord over the fingers, thus having the effect of drawing the strands through the loop.
The holder consists of a disk having notches which catch the cord and carry it between the disk and a spring-pressed lever which fits against the face of the disk, thus clamping the cord.
After the knot is tied the cord is cut between the knotter and the holder, leaving the new end of cord thus formed in the holder, the rotation of whose disk
not. A small piece of cord two or three inches long is


Fig. 5.


Fig 8
left in the holder after each knot and drops out as the seam, which is exhibited at rare in tervals. This is one of hundred miles in twenty-four hours, or about four and holder rotates. There are several types of knotters. the most famous, if not the most famous of relics. a half miles an hour. The one described is the form in most general use.

One of the best bits of detail in the building is ble advance, for the carriers were then taking nearly
While a large number of parts are used to operate pulpit shown in our engraving, dating from 1572. It thirty hours between Philadelphia and New York. the essential parts described, it will be seen that the was the work of Hans Ruprecht Hoffiman. The pulpit•The roads were bad and there were many slow ferries principle of the selfbinding harvester, like that of most machines, is comparatively simple.
$\xrightarrow[A]{\mathbf{N e w} \text { German }}$
Harbor.
A harbor affording increased conveniences for deep sea fisheries has just been completed at Geestemunde, near Bremerhaven. The Prussian State spent about one and onehalf millions of dollars on this work. The harbor is 3,940
feet long, 263 feet
wide, and 14.5 feet deep at low water. Coal yards and storage heuses are provided, and the present arrangements permit of $t=e$ simultaneous unloading from fifteen ships. A special electric light plant and special water works have been constructed for this harbor. The government expects that these improvements will greatly assist German fishermen, says Uhland's Wochenschrift, in their struggle with foreign competitors.

THE PULPIT OF THE CATHEDRAL OF TREVES. Of all the countless thousands of tourists who rush up and down the Rhine on the steamers, probably not one per cent ever visit the old city of Trèves, or Trier, as it is called in Germany, though it is one of the most interesting places in the empire. Trèves is situated on the right bank of the Moselle, and can be reached from the right bank of the Moselle, and can be reached from
Coblence by rail or by the river Moselle. A tribe of Belgic Gauls who occupied the territory were con quered by Cæsar, in B. C. 56. In the reign of Diocle tian, Trèves became the capital of Belgica Prima, and during the fourth cen tury it was frequently the residence of the Roman em perors. After the introduc tion of Christianity, the old Roman city became the residence of bishops, arch bishops, and electors, until Clemens Wenceslaus, the last elector, transferred his residence to Coblence, in 1786 , and in 1815 it was ceded to Prussia.
The city is picturesquely stuated in a rich plain sur rounded by vineclad hills and wooded heights. Sev eral of the Roman struc tures still remain in very fair preservation. The prin cipal monuments are the Porta Nigra (a fortified city gate), the brick basilica, the Roman palace, the amphi theater, Roman baths, and the Igel monument, one of the most interesting Roman relics north of the Alps Even the cathedral itsel derives from the Romans It is one of the oldest churches in Germany, the nucleus consisting of a quadrangular basilica erected by the Emperor Valentinian I (364-375) for commercial purposes and the administration of justice. The church, which was made out of the basilica was partially destroyed by the Franks, but was restored in the original style some time about 550. It was again devastated by the Normans and was restored and increased in size about 1025. The vailting of the nave and aisles dates from the thirteenth century. The interior contains several monuments worthy of note, and in the high altar is the "Holy Coat" without

-     - • In 1776 there only $t w e n t y$ were only twenty eight post offices in the Colonies; in 179 there were four hun dred and fifty-three and in 1895 ther were 70,064 . The rates of postage when the department wa organized under the Constitution were high; for thirty miles, six cents for one letter sheet ; for sixty miles eight cents; for on hundred miles, ten cents, and so increas ing with the increas ed distance to the maximum, twenty


PULPIT OF THE CATHEDRAL OF TREVES
approached by an imposing staircase whose entrance is masked by a doorway. This doorway is heavily overlaid with ornament, though, fortunately, of a good period. The armorial bearings are effectively intro duced. The pulpit proper rests on an octagona column, the facets of the column having small engaged statues. The reliefs on the pulpit are quite high and are well up to the best German work of the period, though they are hardly as pure as the Italian work of the period which had preceded it. A carved canopy completes what is perhaps one of the finest pulpits north of the Alps. For our engraving we are indebted to the Blätter für Architektur und Kunsthandwerk.

Our Mails in the Early Days.
" In Washington's first term an effort was made to
five cents for distances over four hundred and fifty miles Stamps were not in use in those days, nor was the sender of a letter required to pay the postage in advance. The postage, six cents or twenty-five cents, as the cas might be, was written by the postmaster on the letter, and if the sender paid the postage the word 'paid' was added; if he did not, the postage was collected of the person to whom the letter was addressed. These rates soon yielded a surplus over the cost of the service spite of the franking privilege which the law gave to congressmen and the heads of departments. . . . I'The demand of the newspapers and periodicals of every class for cheap postage, seconded by their subscribers, has led to a reduction of rates greatly below the actua cost to the government. In his report for 1892 the Postmaster-General, after stating that the present speed the mails-to move them at the rate of one letter rates pay twice the cost of the letter mail, says that the book and news paper mail is carried at a loss of six cents a pound. In recent years the Pos Office Department has been characterized by a very progressive spirit, and it is now rendering, not a perfect service, but a high class service. No othe department has more near ly kept pace with the mar velous development of our country."-Ex-President Harrison, "This Countr of Ours," in Ladies' Home Journal.

Arrest of Assimilation
Mr. A. J. Ewart has car ried out a series of experi ments on the power of ar resting assimilation in green plants exercised by certain agencies : Dry and moist heat, cold, desicca tion, partial asphyxiation etherization; treatinent with acids, alkalies and antipyrine; accumulation of the carbohydrate pro ducts of assimilation ; im mersion in very strong plas molytic solutions, prolong ed insolation, etc. He finds says the Journal Linnean Society, that if the cell re mains living the induced inability to assimilate is only temporary; the cell continuing to respire during the whole time of arrest.
In the great majority of cases no visible change in the chlorophyl is associated with an arrest of as similation. Cells in which the green color of the chlorophyl is quite mask ed by the presence of a brown or reddish brown pigment may exhibit a distinct power of assimilation. In certain cases isolated chlorophyl bodies may continue to assimilate for a short time after removal from the cell to which they belong.

Science Notes. $\begin{gathered}\text { Nir Benjamin Ward Richardson, M.D., F.R.S., died }\end{gathered}$ on November 21, aged sixty-eight years. An extended biographical notice, with portrait, will be found in the SUPPLEMENT, 1092. He had madeimportant investigations on the effects of anæsthetics, having discovered the tions on the effects of anæsthetics, having discovered the
use of ether spray for the abolition of pain in local suruse of ether spray for the abolition of pain in local sur-
gical operations. He was the author of many articles gical operations. He was the author of many articles
and books treating especially of the subjects of public and books treating especially of the subjects of public
health and social reform. Many of these articles were printed in the Supplement.
Some idea of the enormous trade in musical instruments may be gained when it is stated that a single firm, Messrs. Lyon \& Healy, has just completed their one hundred thousandth guitar. The time was when nearly all of our musical instruments were imported, but now, thanks to improved methods of manufacture, artists do not have to go abroad for their instruments, and, in fact, Americanmusical instruments are beginning to be known as the standard the world over. They are more durable and more highly finished than foreign goods-the result largely of special American machinery.

## The Influence of Mountain Air.

It is a matter of no small interest to that large number of poitrinaires who annually betake themselves to the mountains for the winter months to ascertain how the benefit is brought about which they undoubtedly receive. By many the mechanism of the Alpine cure has been a mere matter of physics, says the London Hospital. Recognizing that phthisis is chiefly prone to occur among those who from their mode of life do not thoroughly expand their lungs, and that in the rarer atmosphere of high altitudes a much more complete expansion of the lungs is necessary, to obtain the same quantity of oxygen, than would be required in the denser air of the plains, the benefit of residence in the mountains has been attributed to a constant unconscious effort to expand the lung more fully, and to the consequent greater interchange of air in its recesses. Certainly the marked enlargement of the capacity of the chest which is of ten found after a few months' residence in the high Alps, and the tendency to the devel opment of compensatory emphysema around the diseased and contracting portions of the lungs, tend to show that this theory is correct so far as it goes. But all who go into the Alps feel that there is something more than this in mountain air, and it has recently been shown that not only do the chest muscles adapt themselves to the new conditions, but that the blood itself becomes altered in response to the lessened amount of the more rarefied oxygen which each blood corpus cle can carry.
The effect of this process of adaptation is that the red corpuscles multiply considerably while, according to some, the hemoglobin is also increased. In any case, the oxygen carrying capacity of the blood is increased This accords fully with the well known effect of mountain air in the treatment of anemia, and also with the feeling of well being felt by visitors to high altitudes. It does not do, however, to dissect a climate too much, or to attribute to one or two factors what really is due to the concurrence of many influences, and it seems pro bable that mountain air depends for its efficacy on many conditions besides its lessened density, such, for example, as its purity, its dryness, and its comparatively low temperature, combined with the intense solar ra diation common at high altitudes. That these are the really important conditions, and that lowered barome tric pressure is not everything, is shown by the fact that to get the full benefit of the mountains people must get out of doors, whereas the lessened density of the air should affect those indoors just as much as those outside. Nevertheless we are quite prepared to belleve that the compensatory blood changes produced by resi dence in the mountains are important elements in the "mountain cure."

## New Docks at Gibraltar

Under date of August 31, 1896, Consul Sprague, in his annual report, refers as follows to the building of new naval docks in Gibraltar :
The continued increase of the British navy in bat tleships and cruisers of formidable dimensions is urg ing upon the government the necessity of establishing without further delay, increased docking facilities for their new specimens of naval warfare, not only at home but in the colonies. Gibraltar has been one of the coaling stations which has already received the earnest attention of the Admiralty, owing to its deficiency in dock and other accommodations for the refitting of war ships, besides securing protection from outward attack for the large stock of coal that has to be kept on hand. The construction of these formidable works has already commenced, with the employment of about 4,000 work men of all classes, who are daily kept hard at work, under the special charge of superintendents sent out from England by the Admiralty authorities, who control everything connected with this important undertaking, which is likely to consume at least five years for its completion and an outlay of several millions of pounds sterling,

## ABSOLUTELY PURE ALCOHOL FROM ACETYLENE

 GASAcetylene, already so much spoken and written of as an illuminant, threatens to introduce itself in the confection of liquors. This use of it may, at first, appear but little appetizing, when its disagreeable odor is considered, but we hasten to say that care is taken to transform it into alcohol, for it is a gas which contains the principal elements of that precious liquid; there remains but to add what is lacking-oxygen.
Alcohol is, in effect, a compound of carbon, hydrogen and oxygen; acetylene possesses already the first two elements. We will now give it the third and increase to completion the dose of hydrogen, which was a trifle too small in quantity to bring acetylene quite up to the alcohol stage.

Here is the arrangement, which, alihough but a labo ratory experimental apparatus, is easily made indus trial, should a plant based upon this process be estab lished.

In a flask, $\mathbf{F}$ (Fig. 1), calcium carbide and metallic zinc are placed: knowing that zinc, when attacked by water acidulated with sulphuric acid, gives hydrogen gas in the presence of water, we see here that the calcium carbide freely evolves acetylene gas. In the flask, E , put, then, water and a little sulphuric acid and connect this flask with the first by a flexible tube, so that when $E$ is elevated or lowered, we may introduce or withdraw, at will, liquid in the flask, $F$, according to the need of the production.
The acetylene and the hydrogen, developing at the same time, do not fail to seize the opportunity for combining. In the nascent state bodies always have a greater affinity for each other than at a later stage.
It is of this marriage, then, that the ethylene is born, which, being now disengaged, goes over into the glas worm, P , where it comes in contact with concentrated sulphuric acid heated to $80^{\circ}$ (Centigrade), which is slowly poured into a funnel, $\mathbf{A}$; it is here that it get its oxygen. It now forms a new body, which is ethyl sulphuric acid. This is collected in the flask, $D$, and is brought to ebullition. Here it is decomposed into sul


APPARATUS FOR MAKING ALCOHOL BY MEANS OF ACETYLENE GAS.
. Flask containing calcium carbiae and scrap zinc. E. Water aciaulated with sulphuric acid. A P. Glass worm in which hot sulphuric acid circulates. D. Flask to collect and distill ethylsulphuric acid. R B Worm for condensing vapors of alcob.
condensed. H C. Liebig condenser.
phuric acid, which remains, and may be used again and into alcohol, which evaporates but is collected and condensed by means of tube, $R$, connecting with worm B, surrounded by a current of cold water circulating rom H to C .
In $M$ is collected an alcohol absolutely pure,* which industrially produced would not cost more than 20 centimes ( 4 cents) per liter. It contains none of those essences which are always present in the vegetable alcohol, an
umption
It is not a little curious that alcohol furnished in arge quantity by the vegetable kingdom is now going oo be given us by the mineral world, and at a ridicu lously low price. It would seem that in combating alcoholism we are going against the laws of nature After all, we had best conclude that if Dame Natur thus places alcohol in profusion within our reach, it is not to take the place of water as a beverage.-From Le Monde Moderne. Translated by J. Colton Lynes, Ph.D., ex-president Georgia Agricultural College, etc

Changes in the Pupil in the Insane.
At the recent meeting of German alienists at Heidel berg, Dr. Soemerling contributed an important pape on this subject. He attaches little importance to a dif erence in the size of the pupils of the eye, as they are *The chemistry of the process is not given in the original ; it is, how $\mathrm{Zn}+\mathrm{H}_{2} \mathrm{SO}_{4}=\mathrm{Zn} \mathrm{SO}_{4}+\mathrm{H}_{2}$.
$\mathrm{Zn}+\mathrm{H}_{2} \mathrm{SO}_{4}=\mathrm{Zn} \mathrm{SO}_{4}+\mathrm{H}_{2}$
Zinc t sulphuric acid $=$ zinc
$\mathrm{Ca} \mathrm{C}_{2}+2 \mathrm{H}_{2} \mathrm{O}=\mathrm{Ca}(\mathrm{OH})_{2}+\mathrm{C}_{2} \mathrm{H}_{2}$.
Calcium carbide + water $=$ slak2
Cal
at the instant of the above reaction this is formed
$\mathbf{C}_{2} \mathbf{H}_{2}+\mathbf{H}_{2}=\mathbf{C}_{2} \mathbf{H}_{4}$.
Acetylene + hydrogen $=$ ethylene.
And in tube and worm, A P, we have
$\mathrm{C}_{2} \mathrm{H}_{4}+\mathrm{H}_{2} \mathrm{SO}_{4}$ (hot) $\left.=\mathrm{C}_{2} \mathrm{H}_{\mathrm{H}}\right\} \mathrm{SO}_{4}$
Ethylene + sulphuric acid $=$ ethylsulphuric acid.
Which, being boiled in D , decomposes thus
$\left.\mathrm{C}_{2} \mathrm{H}_{\mathrm{H}}\right\} \mathrm{SO}_{4}+\mathrm{H}_{2} \mathrm{O}+$ heat $=\mathrm{C}_{2} \mathrm{H}_{5} \cdot \mathrm{OH}+\mathrm{H}_{2} \mathrm{SO}_{4}$.
Ethylsulpharic acid + water + heat $=$ alcohol + sulpharic acid.
not uncommonly unequal in those who are in perfect health. The loss of reaction to light, on the other hand, he regards as of the utmost importance and sig nificance, and of all conditions of the pupil in the in sane it is the most frequent and the most important. In 3,010 cases of progressive paralysis it was found to be present in 68 per cent, and it forms an early symptom in this disèase, and may exist as an isolated one for so long as ten years without having other symptoms added to it. It is nearly always bilateral, although the two pupils are not always equally affected and the shape of the pupil may be round, oval, or irregular. The sudden and quick dilatation of the pupils is some times present in general paralysis, but this occurs also in the healthy, and is probably without much significance. Hippus is rare in paralysis. Except in general paralysis, the loss of light reflex in the pupil is uncommon. Among 9,160 insane this symptom was present in 1,639 cases, and of these 1,524 , or 92 per cent, were cases of general paralysis. In syphilis, also, this condition of the pupil is sometimes found without evidence of any other morbid condition. Its occurrence after injuries to the head alone is very doubtful, and it probably does not occur in simple and uncomplicated hysteria. In short, he regards the loss of light reflex as a symptom of weighty import and grave significance. If it is not a precursor of tabes dorsalis or general paralysis, it at least indicabes a profound disturbance of the nervous system, and it may be present long before any other morbid phenomenon manifests itself. A few other unimportant variations in the pupil in connec tion with epileptic and other attacks are referred to, and, in conclusion, the question is raised as to the posi tion of the central mechanism on which the pupillary reaction to light depends. No definite group of cells can as yet be indicated as the center for this reflex.-Lancet

## Artificial and Natural Petroleum

M. Francis Laur, in a communication to the Echo des Mines, says the American Gas Light Journal, calls attention to the unexpected discovery of the artificial production of petroleum, which, he says, starts a new question of great interest to scientists, as to whether petroleum is an ancient deposit in the earth's surface or is being reproduced to-day in the lower series of measures. Those who consider that the production of petroleum is contemporaneous are, says M. Laur, un able to account for the method of its formation, and have to be content with the mere hypothesis of certain obscure reactions which took place in the bowels of the earth. Now, however, it is only needful to invoke the presence of the metallic carbides which exist in the cen tral nucleus and which can be reached by the water which is sucked in through the earth's crust, so that it is rational to suppose that firedamp, acetylene, pe troleum, tar, and inflammable gases of all kinds may be produced and infinitely modified by the difference of be produced and infinitely modified by the difference of pressure and temperature. Arguing from this point,
M. Laur suggests that Lake Baku must, if this is the case, be the outward and visible sign of a natural pro duction of hydrocarbides, while the Caspian Sea, whose issue has not so far been determined, but whose boundary does not grow less, may be regarded as a na tural means of feeding the important internal labora tory where the petroleum is produced.

Skilled Workmen Choose the Scientific American. One of the largest and most influential manufacturing oncerns in the Western States, the W. F. \& John Barnes Co., of Rockford, Ill., has been in the habit for several years of making a Christmas present of a year's subscription for the Scientific American to those of its workmen who wished to take the paper. This year twenty-one copies were thus subscribed for. In order to ascertain the comparative popularity of our journal among its employes, we wrote the firm as follows: "We would like to know whether the Scientific American is the only publication to which you subscribe for your most progressive workmen, and whether you give the men their choice of publications. We make this inquiry as we are a little curious to know as to the popuarity of the Scientific American among your workmen."
To this we received the following reply: "In answer to your inquiry we beg to say that the Scientific American is the only publication for which we send subscriptions for our men. We would, of course, be perfectly willing to send subscriptions for other papers or magazines if they desired, but they do not seem to make any inquiry for anything but the Scientific AMERICAN."

## Emil Du Bois-Reymond

Prof. Emil Du Bois-Reymond, the distinguished physiologist, died in Berlin on Saturday, December 26. He was born in Berlin in 1818. He began studying theology, but abandoned this for natural science. After a sojourn at Bonn he returned to Berlin, and studied anatomy and physiology under Jean Muller, and on his advice undertook his researches in animal electricity, on which subject he published several works. In 1868 he replaced his master as professor of physiology at the University of Berlin, and was named, in 1867, perpetual secretary of the Berlin Academy of Șciences.

HOISTING ENGINES FOR THE ANACONDA MINE. The accompanying illustration depicts a front view f one of a pair of hoisting engines recently built by the Union Iron Works, of San Francisco, and now being erected on the "Never Sweat" shaft of the Anaconda Mine, of Butte, Montana. Its mate is also being erected at the same time on the Montain Con. shaft belonging to the same company.
The work of these engines will consist in raising four deck cages, each loaded with one ton of ore, at four deck cages, each loaded with one ton of ore, at
the rate of about 3,000 feet per minute. The total load, including rope, cages, cars and ore, is about 26,000 pounds.
These mammoth pieces of machinery are named the "Modoc" and "Aztec," and are the largest of their kind ever built on the Pacific coast. Each consists of one left hand and one right hand compound beam engine, connected with the reel shaft by disk cranks, the crank pins being set at right angles. The cylinders are vertical and inverted. There is one high pressure 26 inches in diameter and one low pressure 46 inches in diameter for each engine, making four cylinders for each machine. The pistons are connected with the opposite end of the beams by piston rods crosshead and reach rod or links. At the top, or links. At the top, or king post, of each beam one of the main connecting rods takes hold, while the opposite end of the rod is attached to the crank pin, which at all times will give a positive stroke of 7 inches to the pistons.
The high pressure cylinder is located in front of the low pressure cylinder with a reheater between them. Both are steam jacketed. The condenser water will be automatically carried off from the jackets by steam traps discharging into feed tanks or condens ers. The cutoff valve gea mechanism on the low pressure cylinders is ad justable by a hand leve or governor, as desired while the cutoff valve gea mechanism of the high pressure cylinder is con trolled by a governor and by a hand lever on a work ing platform. The cylind ers of each engine are sup ported by a castiron frame consisting of four vertica and four diagonal column resting on a heavy bed plate and securely bolte to it. They are handsomel covered with teak wood lagging, with highly finish ed metal covers at the top end.
The main valves of each engine are of the Corlis type, and are worked by a wrist plate, which derives its motion from an eccentric on the reel shaft and a crank on the beam pin The motion is a modifica tion of the Walseheart valve gear. The reversing gear is operated by a separ ate engine and a hydraulic controlling cylinder. The
beam center bearings are the main sole plates. Theast in and form part o main bearings for the same is also true of the tially fitted, and provision is shaft. All are substantially fitted, and provision is made for adjustment in case of the wearing away of the moving parts. On each crank shaft there will be two reels, each of the
capacity of about a mile of flat wire rope. They will be operated independently, or in balance, as may be desired. Each reel',will be provided with a patent friction band clutch applied by an entirely separate engine, and hydraulic controling cylinders. The ree brakes are of the Post pattern, with beams of heavy cast iron securely braced with steel rods, bound togethe at the top and bottom, each operated by a special en gine and also controlled by hydraulic cylinders. The auxiliary engines for working the reel brakes, ree clutches, reversing gear and disk brakes are operated by hand levers, all conveniently grouped on the operator's platform, which is located between the engines and forms part of themain engine gallery. Each reel is 1887.
provided with an ingenious arrangement for indicating the position of the cages in the shafts and the speed at which they are moving. To the end of the rope on each reel will be secured a four deck cage, which, when loaded and in full motion, will travel at a velocity of forty feet a second, or nearly half a mile a minute. A governor, fitted to each pair of engines, entirely controls them, giving a uniform speed to the cages, and regulating the valve gear tripping mechanism, so as to cut off at the most desirable portion of the stroke. By this means an economical distribution of the steam is secured in the cylinders and saving is made in the fue consumed.
One main, central winding stairway leads to the upper gallery, or operator's platform, and there are numerous smaller platforms winding their way around those parts of the engine requiring constant attention or adjustment. The platforms are provided with brasscapped iron stanchions and with brass hand railings, neatly designed and highly polished. Only brass pip-


COMPOUND HOISTING ENGINES FOR THE ANACONDA MINE--HIGH PRESSURE CYLINDERS 26 INCHES DIAMETER; LOW PRESSURE CYLINDERS 46 INCHES DIAMETER; STROKE 72 INCHES.

## Railroad Progres.

Probably few people at the present time can realize what a quaint and curious line the Liverpool and Man chester Railway was in its early days, or how totally different were all its appointments from those to which we are now accustomed, says the Railway World. Ye travelers were vastly pleased with it, and thought that to pay five or six shillings to go thirty miles in an hour and a half was the perfection of cheapness and speed. They went into ecstasies about the delight of jingling along over a jarring stone block road, in compartment about as commodious as our London four wheeled cabs or in semi-open chars-a-banc, where they became blind ed with sparks and ran considerable risk of being set on fire. Every time the train stopped the passengers wer bumped against each other, screw couplings being un known till 1835 ; but they seem to have borne it al complacently. The first class vehicles were painted yellow, and bore such names as Queen Adelaide Mar quis of Steford ally eighteen feet long upon a base of only six feet, they pitched up and down considerably as they ran. To the second clas coaches there were ligh roofs or awnings, but often no sides and no doors; the color of these airy convey ances was blue or pink About two and a half ton was the average weight of all the coaches, some more some less, but all wer constructed in the lightes and weakest manner, by builders who had by no means grasped the differ ence in working conditions between road and rail trac tion. The guard sat on th oof of the last coach, o of one fitted with a brake and was exposed to rain and snow, heat and cold dust and sparks, in a bar barous manner. This mod of treating a man so import ant to the safety of the train was usual on most lines in this country till nearly 1850 and was but one of th many ways in which the early railway men copied the stage coach system without considering how essentially different it wa The first class were "in sịde" passengers. Th second were "outside," who must expect a taste of bad weather. The third wer inconsiderable "stage wa gon" people, who wer contemptuously hitched on nnhow Even as late the seventies might be the seventies might b seen an inscription over
the gateway of an import ant London terminus: "En trance for horses, dogs, and third-class passengers.'

## Paper Clothing.

The Japanese have for long time been making nnd $\epsilon$ rclothing of their fine ly crisped or grained pape after the sheets have been pasted together at th edges so as to form larg pieces. After the pape has been cut to a pat
ing is used around the engines and brass drip pans are placed to catch the waste oil from the journals.
To work one pair of these engines in all of their requirements, the operator has one foot and seven hand levers to handle, while in front of him are located the wo indicators, which will require his constant atten tion while the machinery is in motion.
Each pair of hoisting engines has seven separate sub ordinate engines, and each pair weighs about 400 tons

Prof. J. H. Hart, of the Royal Botanical Gardens reports the flowering of the bamboo this year at Trini dad, says the Popular Science News. He ascribes this are occurrence to the thinning out of the clump last November, when a number of the stems were cut to provide fencing for the race course. In his twenty years of residence in the West Indies Prof. Hart has observed the flowering of the bamboo on two previous occasions only-in Jamaica in 1885 and in Trinidad in
tern, the different parts are sewed together and hem med, and the places where the buttonholes are to be formed are strengthened with calico or linen. The stuff is very strong and at the same time very flexible After a garment has been worn a few hours, it will in terfere with the transpiration of the body no more than do garments made of fabric.
According to the Moniteur de la Papeterie Francaise, this paper weighs about ninety grains to the squar foot. It has been submitted to tests that gave a break age length of fifteen feet in the direction of the paper ines and seven feet in that of the wire marks, with an elongation of 9.7 per cent in the first case and of 7.9 in he second. The stuff is not sized, nor is it imperme able. Before exposing himself to the rain the Japanes takes shelter under his large waterproof umbrella However, even after it has become wet, the paper is dif ficult to tear. When an endeavor is made to tear it by hand, it presents alnost as much resistance as the thin skin used for making gloves.

RECENTLY PATENTED INVENTIONS.

## Engineering.

Propelling Vessels.-Conrad Odinet, New York City. According to this improvement
the bottom of the hull is made with a central lengthwise housing, divided from bow to stern by the keel so as to form two lengthwise channels, in which are gates ope-
rated from the interor of the hull, shafta carrying prorated from the interor of the hull, shafts carrying pro-
pellers being also journaled in and extending the length. pellers being also journaled in and extending the length
of the channels, and theese shatts being geared with verof the channels, and these saats being geared with ver.
tical shafte operated by a motor within the vessel. With tical shafts operated by a motor within the vessel.
this construction the veseel may be turned as on a pivot, the propellers being capable of acting substantially as a ruader, and the plan is designed to give increased speed
with a moderate expenditure of power. To adopt this improvement no changes are necessary in the present
method of hull construction, except to provide for the ongitudinal housing on the bottom of the hall.
Excavator.-Francis M. Phillips and Eugene Stebinger, Portland, Oregon. This is a machine
in which provision is mad for breaking the earth by a plow, when it is conlucted by scrapers to pocket wheels and delivered to a basin, being taken from the basin by delivered at one side of the machine into any suitable eceptacle. The machine may also be used as a scraper, ditcher, or wagon loader, and with slight

## Railuay Appliances

Car Brake.-Benjamin F Jackson, Sutton, West Va. This brake comprises transverse brake bars carrying shoes, the bars having springs holding
them normally in engagement with the wheels, and connected rods being adapted, when moved in opposite
directions, to throw off the brakes and place the springs directions, to throw off the brakes and place the springs
under tension. The rods are operated by a lever meunder tension. The rods are operated by a lever me-
chanism to hold the brake shoes out of engagement when the car is in motion. The entire apparatus is strong, car without putting too much strain on the running gear or on the brake iteelf.
Electric Signal Device. - George F. and F. K. Singer, Steubenville, Ohio. This invention provides for a battery, and an alarm at each end of the prain, the batteries and signals being in circuit wires
coupled by two casings in which are novel contact decoupled by two casings in which are novel contact de-
vices, and the couplings being drawn apart should one vices, and the couplings being drawn apart should one
car be separated from another, thus sounding a signal car be separated from another, thus sounding a signal
on the engine and on one or more cars. It is designed for use also on passenger trains as a signal to the engineer and a return signal to the conductor, or vice versa, where the train may be stopped at flag stations, doing
away with the need of using the whistle in villages, and may also be employed to give an alarm to the engineer should a car door or brake beam be hanging, or should there be other derangement liable to endanger the train. The equipment is designed to be inexpensive, is useful on freight as well as passenger trains,
facilitate train signaling in every way.
Railroad Screw Jack.-Alexander H. Moyes, Ogden, Utah. This invention relates to a
formerly patented invention of the same inventor provides a jack more especially adapted for jacking up cars, engines, journal boxes, etc. It has an interiorly
screw-threaded casing with exterior annular teeth, a post screw-threaded casing wing exterior and a sleeve loosely embracing it. but having at its upper portion an internal tooth engag-
ing the annular teeth, while an arm projecting from the ing the annular teeth, while an arm projecting from the
sleeve is adapted to engage the wheel rim to hold the wheel down to the rail while jacking up the journal.
mechanical.
Pipe Wrench.--Julius Richard and Frederick Colman, Bisbee, Ariz. This is a chain wrench
having links adapted to be brought into engagement being so formed thai they will fit snugly almost entirely around the pipe, their continuous and even bearing preventing the pipe from being crushed while being
subjected to the force necessary to turn it. The chain subjected to the force neceessary to turn it. The chain
body of the wrench is provided with a lever by means of which the pipe is tightly clamped when the lever is moved in one direction, the pipe being released from
clamping engagement when the lever is moved backward. The construction of the wrench is such that it may be conveniently used where pipes are close to
gether or near a wall or partition, and the lever may be readily disconnected from the other portions of the
wrench.
Ratchet Wrench.-Edward T. Warn, Maiden, Montana. Within a band carried by the handle of this wrench is a revoluble frame carrying a removable
sliding jaw, a cog ring revoluble within the frame meshsliding jaw, a cog ring revoluble within the frame meshing with a pinion, there being means for turning the cog
ring and moving the frame with the handle. The sevring and moving the frame with the handie. The sev-
eral parts are readily separable one from the other, and
the wrench may be quickly changed to operate either to the wrench may be quickly changed to operate either to
the right or left. It may be conveniently used in a very small space, as in holles, soves, etc.
Nut Lock.-Wiliam H. Fossett, Walsenburg, Col. This is a nut lock of the ratchet type, and
is adapted to secure a nut at any desired point on a bolt is adapted to secure a nut at any desired point on a bolt
when suitably adjusted on the threaded body of the bolt. when suitably adjusted on the threaded body of the bolt,
Tbe bolt is longitudinally grooved and the nut has a re cess in which is a pivoted dog with a toe arranged to en-
gage the groove in the bolt. a spring normally holding gage the groove in the bolt. a spring normally holding
the dog in engagement therewith, and the spring and dog being moved out of engagement by means of a nail or any simple tool.

## Hiscellaneous.

Hinge.-Louis Bartelmes, Brooklyn, N. $\mathbf{Y}$; This is a hinge particularly adapted for use in connection with the box section of couches, serving, in
addition to controlling the throw of the cover, to hold the cover locked in either open or closed position. It ha two toggle links, each composed of two pivotaliy con-
nected members, the adjacent ends of the links being fivoted to each other, and a coiled spring carried by one oater portions of the members of the link.

Brake Shof.-Alva A. Lindley, Oskdoosa, Iowa. This is a shoe designed to be held perfectly
igid to the brake head, preventing a tilting of the shoe and uneven wear of its bearing face. It has a tapering extension from the central portion of its forward face adapted to fit a tapering slot formed in the head, in which it is held by a locking pin, and should the sho work loose
the wheels.
Garment.-Otte Van Oostrum, Portland, Oregon. 'This invention is applicable to vests,
trousers, jackets, etc., providing means whereby the sual open portion will be held closed in an efficient manner and present a neater appearance than when Pastened in the usual way. An inner flap is secured
along one of the edge portions, the latter being made to abut, and the flap extends under the opposing edge, on the under surface of which are fasteners, to which are
attached fasteners on tbe flap. An operating cord is
connected with one of the series of fasteners for simulconnected with one of the
taneously releasing them.
Garment Fasteners. - The above inventor has likewise obtained three different patents on garment fasteners, to be secured to wearing apparel, in rauged to be released simultaneousply by or chain connected to certain parts of the fasteners these fasteners a member has a slotted top plate and is provided with a series of locking pieces adapted for engagement with a stud, one of the locking pieces bengg
reversed to engage and disengage the stud, which has a reversed to engage and disengage the stud, which has a
head projecting beyond the shank and a socket member head projecting beyond the shank and a socket member
having a keyhole oifice with a spring acted follower at having a keyhole oilifce with a spring acted follower at
its larger end, the stud being movable into the narrowed portion of the orifice, and the follower exerting a pressure toward such portion. Another provision is for a bulton member comprising a plate having an orifice, and a second spring acted plate radially slitted and carrying a stud adapted to be projected through the orifice of the first plate, an arrangement according to which there will
be little or no projection of the parts at the inside of the be little or no projection of the parts a
Batter Mixer.-Stephen H. Coombs, Helena, Mont. This is a device provided with beaters
which operate rapidly in opposite directions, with both vertical and lateral throw, thus thoroughly and quickly whipping cream, beating egge and stirring batter, etc. It comprises a frame having parallel legs, on which guide blocks are adjustably mounted, while the beaters have side members movable through guide eyes on the blocks,
the beaters being operated by rotating gearing and being djustable for a greater or leess throw,
Shaving Mug.-Bernard G. Savage and Albert C. L. Loughran, Victor, Col. This mug has ing the permanent base of the mug, and the cover adapted to be screwed on and fit closely to the top. In the center of the cover is a threaded opening, which re-
ceives the threaded ferrule of the brush handle, the ceives the threaded ferrule of the brush handle, the brush portion extending down into the mug. The han-
die also has a recess for the accommodation of a stick of cosmetic or like material.
veniently and safely packed.
Bottle Stopper.-Henry Friedman, New York City, and Herman M. Koelbel, Brooklyn, N. ternally threaded and slotted semispherical upper end while a ball valve with a central bore has a discharge pipe extending out through the slot of the casing and serving as a handle for-manipulating the valve. A stop-
per proper is provided with a central pipe and screws per proper is provided
into the casing, with its upper end in contact with the valve and forming a seat therefor. The stopper is very
serviceable on bottles containing liquids liable to

Animal Trap.-Ferdinand E. Krauth, Hebron, North Dakota. This is a self setting trap more especially designed for trapping mice, rats, gophers and
other small animals. It comprises a box with two compartments, and a bottom opening between them, a guard at the passage on one side and on the other side an L -
shaped tilting trap having a weight to return it to its normal position, while a swinging gate pivoted near th inner end of the trap has at its front side a leg sup-
porting the trap and at the opposite side a feed box. The gate and bait receptacle are preferably made of a single piece of sheet metal.
Bicicle Attachment. - John G. McNaughton, Salisbury, N. C. To prevent mud from being thrown by the rear wheel upon the rider and to
protect the skirts of a lady and prevent them from being blown about by the wind or being caught in the chain o wheel, this inventor has devised a mud guard having
hinged wings on each side to act as guards and a shield for the legs, the guard being preferably constructed in
the form of an eagle bending over the rear wheel, hi head pointing rearward and his wings extending outwardly on each side. The guard is rigidly mounted on the lower side bars and the braces which extend
the bearing of the rear wheel to the saddle post.
Power Transmitting Device for Bicycles, etc.-Charles F. Dinkle, Carlisle, Pa. This device, which is also adapted for use on light machinery.
consists principally of a ratchet wheel secured to the shaft or arle, a trinsmirting wheel loosely surrounding the ratclet wheel, while 9 series of toothed wedges held in wedge-shaped recesses in the transmitting wheel are
adapted to engage the ratchet wheel. When the improvement is applied to a bicycle it permits the rider to
coast with the feet on the coast with the feet on the pedals, the latter remainin stationary while the drive wheel continues to run by the
momentum of the wheel. When the rider again commences to work the pedals their motion is transmitted to the drive wheel as usual
Carbonating Device.-John W. Seavolt, Lock 53, Md. This is a device for attachment to
beer kegs, barrels, etc., for automatically discharging carbonic acid gas into the receptacles as the liquid con tents are drawn off, thus keeping the remaining liquid
under pressure and in good condition. A receptacle containing carbonic acid gas under pressure has an inner cylinder in which slides a spring-pressed piston, ar-
ranged to automatically estahlish and catoff communica-
tion between the receptacle and the key or barrel, an
operation which is repeated whenever parl of the con operation which is repeated whenever pari of the contente of the keg or barrel is withdrawn. The casing of
the carbonating device is adapted to be secured to one of the heads of the keg or barrel, and project into its interior, taking up but little space.
Sight for Firearms. - Charles G. Thunen, Oroville, Cal. This invention provides sights
especially designed for close and accurate sighting, while not obstructing the view of the object aimed at. The sight comprises two transparent disks, the front one
having a small opaque spot in the line of sight and the rear one having a hole concentric therewith, with ita edge countersunk and coated with some opaque sub-
stance. The mounting may be of any of the usual stance. The mounting may be of any of the usual
forms, the sights being applicable to any form of mountWeighing and Registering Ma-chine.-George A. Hanna and Frank E. Fairman, Whittemore, Iowa. This is a machine more especially de signed for weighing and repistering liquids, as skimmed iver to the milkman the quantity of skimmed mill due him, from the milk originally brought to the creamery. The scale beam carries a skim milk receptacle hav-
ing lever-controlled inlet and outlet valves, a tripwith the lever. Special means are provided for resetting the tripping device and actuating the lever, setting it in position to close the outlet valve and open the inlet
Confectionery Machine. - Simeon . Hicks, Chicago, Ill. This invention is for an improve ment on a formerly patented invention of the same
inventor, and provides a machine to readily cut into aventor, and provides a machine to readily cut into small pieces a drawn and flattened piece of candy and
remove the cut pieces from the knife. The machine has horizontally arranged fixed knives above which are movable knives, a comb extending across and having its
teeth projecting between the fixed knives, there being neans for reciprocating the comb over the filed knives
Mechanism for Wiring Baskets. George B. Thayer and Erskine D. Wheeler, Benton Har-
or, Mich. For wiring or stapling fruit and other basbor, Mich. For wiring or stapling fruit and other bas-
kets or boxes this invention provides a staple driving machine, the frame of which forms a bearing for a pair of reciprocal rods carrying a rigid crosshead on which is nected with the rigid crosshead, while a basket form has sliding bearing on the rotary crosshead. The basket and ite form are held in position while the staples are inserted
and clinched by a lever which is rocked by a treadle, and clinched by a lever which is rocked by a treadle,
leaving the hands of the operator free to attend to leaving the hands of
other parts of the work.
Easel Attachment.-George A. Rub ine, Slate Hill, N. Y. This is a convenient device for holding sketches or drawings from which a finished
picture is to be made, means being also provided for holzing drawing or painting materials. A bar is adjust ably mounted on an arm having a clamp for engaging an easel, a telescopic bar extending vertically from and adjustable with relation to the first bar, whlle a telescopic
bar is mounted horizontally on the vertical bar, there being a picture-holding clamp on each apember of the

Drawer for Documents, etc. homas G. Knight, Rockville Center, N. Y. In this drawer documents and index cards may be held to be accessible without completely removing them, or
disturbing the arrangement and parts of the box. Its sides are cut out at the top, and at one side is a removable receptacles adapted to contain the documents have each a perforated upper corner opposite its open end, enabling the receptacles to be fulcrumed and swing upward on the rod. Index cards are similarly fulcrumed on the rod, and may be readily swung up for examination with
Inhaler Mask.-Alfred Orr and An drew W. Chapman, Charleston, Mo. A hood covers the
head in an airtight manner, according to this improvement, an outer inhaling tube having an apertured mouth piece extending within the tube, the inhaling tube having openings for the admission of air to the interior of the rial, as a conductor for expired air, is secured within the first tube and connected with the monthpiece. The ap paratus is very light and can be folded in small bulk, is preferably made of rubber, and, while in use, does not
interfere with the hands of the operator. It affords per interfere with the hands of the operator. It affords per
fect protection to the wearer when exposed to infected fect protection to the
air or pernicious gases.

Jar Closure. - Frank H. Palmer, Brooklyn, N. Y. This patent is for an improvement on
a formerly patented invention of the same inventar a formerly patented invention of the same inventor.
The jar has an aunular shoulder, and in the convex The jar has an aunular shoulder, and in the convex
outer surface of the cover are grooves at right angles to each other in which lie spring bails whose inwardly bent each engage the shoulder of the jar. One bail has at its
endd
midde a downward bend to receive the cther bail, the body portions of the bails lying in the grooves, with their upper surfaces flush with the upper surface of the
Bottle Stopper.-Alfred L. Bernardin, Evansville, Ind. This stopper is formed of a soft, fiat rubber body or disk, having a central vertical open
ing lined with a rigid tube adapted for the reception ing lined with a rigid tube adapted for the reception o sion within a bottle neck and direct engagement with a shoulder therein, and an independent protector being applied to and secured on the lower side of the disk to
cover the open end of the tube. The stopper is driven cover the open end of the tube. The stopper is driven
into the bottle neck by mechanical pressure and then into the bottle neck by mechanical pressure and then
performs its functions when forced upward against an performs its functions when forced upward against an
annular seat by the pressure of the gas confined in the annular seat by the preesure of the gas conad bottle. The seal may be bodily extracted with grea prevented.
Brush.-Aloys Schuck, Brooklyn. N To form a brush in which the stock will be firml held, this inventor employs a cone or funnel, the apex o
which is stamped or spun down to produce a ferrule in
which the handle is fixed, the stock being bundled at one end and permeated with cement and then projected into the smaller portion of the funnel directly below the handle. When the parts are thus arranged the funnel is
stamped down at its larger or lowermost portion to a flat form, apreading the bristles.
Molasses Pitcher.-Silas P. Brown, anova, South Dakota. This is a pitcher for table use.
freely delivering its contents, but preventing any exterior escape of slight drippings, which are returned to the body of the pitcher. The pitcher has a hinged lid body of the pitcher. The pitcher has a hinged lid
adapted to cut off the flow from the lip, beneath which is a trough communicating with the interior, while an exterior cover receives the other part of the pitcher and is hinged to the same pivot as the lid, the cover havin
Means for Operating Fans, etc.Alfredo, Antonio D. and Marcos Flores, San Antonio,
Texas. This invention is for a light and simple apTexas. This invention is for a light and simple ap-
paratus in which a suitable frame carries a ratchet and pawl mechanism to work a rotative gearing operating a fan, rotate a bottle cleaning brush, or other similar work, a spring lever being pivoted to the handle of the frame,
and the apparatus being driven by pressure of the thumb applied intermittently to the lever.
Tobacco Pipe. - Henry Hunt and Henry Hunt, Jr., Wilkesbarre, Pa. This pipe has an
elongated tubular mouthpiece extending nearly to the elongated tubular mouthpiece extending nearly to the
bowl and inclosing the stem proper, in the top of which is a groove forming a smoke passage, while a groove on the under side forms a receptacle for moisture. A ferrule frictionally connects the stem and mouthpiece, without moved to facilitate thorough cleaning.
Insect Trap.-Thomas R. L. Daughtrey and Andrew M. Cowart, Punta Gorda, Fla. For
roaches, flies and similar pests, these inventors have devised a trap of semicircular shape, with flat sides and rounded portion covered by wire netting, having coneshaped entrances by which insects may enter but pre-
venting their escape. The trap has a sliding bottom, venting their escape. The trap has a sliding bottom,
and when filled may be placed over a fire and the bottom and when filled may be placed ov
removed to destroy the vermin.

## Designs.

Exercising Club.-Alfred M. Heydrick, South Norwalk, Conn. This club is in the form
of a bar having enlarged tapering end portions, of a of a bar having enlarged tapering end
contour similar to that of an Indian club.
Note.-Copies of any of the above patents will be Purnished by Munn \& Co. for 10 cents each. Please
send name of the patentee, title of invention, and date of this paper.

NEW BOOKS AND PUBLICATIONS
Bulletin 44. West Virginia Agricultural Experiment Station, Murgan
town, West Virginia. Practical town, West Virginia. Practical
ENTOMOLOGY. Insects injurious to
farm and garden crops. The characfario and garden crops. The characit. The remedy briefly and plainlv
stated. A. D. Hopkins and W. Lí.
Rumsey. Charleston: Moses W. Don nally, Public Printer. April, 1896. Pp. 325.
We note the reception from West Virginia Agricultura Experiment Station of this pamphlet. It gives an indication of the study of the new entomology and the coi-
version of the old entomology into an every ;ay useful

Infallible Logic. A visible and automatic system of
Thomas D. Hawley. Lansoning, Mich. By Robert Smith Printing Compa
1896. Pp. xxvii, 659. Price $\$ 5$.
In this work, we find logic treated from the studen of geometry standpoint. The author has worked so ject that we feel in a certain sense guilty in not being able to give the book an adequate review. The examples are not only very interesting, but they show that the species of geometrical construction termed by the author his reasoning frame has really very practical ap plication to the methods of reasoning and of reaching
conclusions. We are convinced that the work will repay conclusions. We are convinced that the work will repay
study, and the examples and fallacies make a thoroughly study, and the examples and fallacies make a thoroughly
interesting section. The historical notes are of decided value. The notes of the different logicians, with extract from typical works, are excellent. An index is included The conservatism, of the author is shown by the fact that
he accepts the view of authorities that Aristotle was the he accepts the view of

L'Amelioration des Portes de Fer ET DES Autres Cataractes Du
Bas-Danube. Par Bela de Gonda. Avex un plan et 100 illustratious Budapest : Imprimerie Orsza
Ertesito. 1896 . Pp. iv, 265.
We have given considerable space in our columns $t$ he improvement of the iron gates of the Danube. I
with great pleasure that we note the reception from M. Bela de Gonda of his work on the subject, profusel Mlustrated and with full engineering details. It will be found a most useful work for civil engineers and it
views of natural scenery will make it of interest to th public at large.
The International AnNuAl of An THONY'S PHOTOGRAPHIC BULLETIN New York : F. \& H. T. Anthony \&
Company. 1897. Pp. 304. Price $\$ 1$. This anumual appears in its usual excellent letterpres nd contains numerous articles and suggestions on the value and usefulness to the photographer. The latte value and usefulness to the photographer. The latter f processes and formulas vearing on photoengraving, process work, etc., with a directory of photographic so
cieties. In addition to this there are many illustrations some of which are interesting and instractive.

## Business and Personal.

The charge for insertion under this head is One Dollar a
line for each insertion; about eight words to a lin line for each insertion; about eioht words to a line
Advertisements must be received at publication office as early as Thursday morning to appear in the follow-

Marine Iron Works. Chicago. Catalogue free
" U. S." Metal Polish. Indianapolis. Samples free. Presses \& Dies. Ferracute Mach. Co., Bridgeton, N. J. Yankee Notions. Waterbury Button Co., Waterb's, Ct. Screw machines, milling machines, and drill presses,
The Garvin Mach. Co., Spring \& Varick Sts., New York. Concrete Houses - cheaper than brick, superior to The celebrated "Hornsby-A kroyd" Patent Safety oil chine Company. Foot of East $138 t$ Street, New York. The best book for electricians and beginners in elec By mail, \$4. Munn \& Co., publishers, 361 Broadway, N. Send for new and complete catalogue of Scientific
and other Books for sale by Munn \& Co., 361 Broadway New York. Free on application.

## @(8)

HINTS To CORRESPONDENTS.
Names and address must accompany all letters
or no attention will be paid thereto. This is for our information and not for pubbication
 se repeated: correspondents will bear in mind that
ome answers require not a little research, and,
though we endeavor to reply to all either by lette
 or in this department. each nust take his turn.
in ers wishing to purchase any article not advertised
in our columns will be furnished with addresses of
 personal rather than general interest cannot be
expected without remuneration.
 price.
Wins ant sent for examination should be distinctly
marked or labeled.
(7072) R. B. D. writes: 1. Is old lead pe sufficiently pare for storage . . Is oldatery battery will not remain charged, and I presume that it is because of local action on the surface of the plates. A. The old lead plpe should work for your battery. ProbaIy there is a short circuit somewhere, either within the ell or between the plate terminals outside. Dampness might be at the root of the trouble. 2. In order to seal between and around the plates with salt, filling the cell to within three-eighths inch of the top, and then poured a melted compound of paraffine wax and resin over the salt until the jar was full. When the compound was cool inserted two tubes into the cell and got rid of the salt by passing a stream of water through the cell. Is it protion 9 A. This process should do no harm, provided the salt was all washed out. Otherwise the chlorine of the alt might affect the operations of forming, charging and discharging, or the bydrochloric acid set free might atphate.
(7073) S. A. says : Please give me a good formula for making white frosting, such as painters use on windows, that will stand a considerable heat. A. Put a piece of putty in muslin, twist the fabric tight and tie it into the shape of a pad; well clean the glass first,
and then pat it over. The putty will exude sufficiently through the muslin to render the stain opaque Let it dry hard and then varnish. If a pattern is required, cut it outin paper as a stencil; place it so as not to slip and proceed as above, removing the stencil when finished. If there should be any objection to the existence of the (7074) R. N. writes: 1 I am going to build a two sixteen candle power light dynamo. Thedy namol am using as a model is made to give an E. M. F. of 25 volts and a current of 8 amperes by using 8 pounds of wire No. 14 for the fela cores and $1 / 8$ pounds No. 18 for mature and field cores, any strength of current or potential should be obtainable within limits. 1. Now, I would like to know how many pounds and what size of wire should be used for the field cores and armature to obtain an E. M. F. of 100 volts and a current of 2 amperes. A rough, approximate rule to change voltage is to use wire whose cross sectional ares is in inverse propor
tion to the voltage desired. Thus, if No. 14 and tion to the volage respectively give 25 volts, then cross sectional areas of No. 14 and No. 18 respectively. Cross sectional area of desired wires : : 100: 25 . This gives us No. 20 and 24 wire. 2. Could the wire on the arma ture and field cores be wound in four equal sections and armature of the mas ether in series or paraliel like the mental Science" pagneto-electric machice in "Experient voltage, say 100,50 , and 25 volts ? A. This could be done, but would introduce more complication. 3. Would you advise to poak the wire in a solution of shellac while winding? Would single covered wire be safe? A. Use double covered wire and apply shellac to each layer after
winding it on. 4. Please state the relative conductivity of aluminum. A. Copper $=1$. Aluminume $=0.56$ approxi of alum.
(7075) ©. O. H. writes : 1. I have a telephone line of about a quarter of a mile in length, using the Bell receivers. Every night, as soon as the arc lights in the streets are turned on, there is a peculiar humming
noise heard in the telephone. Part of the was the ling noise heard in the telephone. Part of the way the line
runs parallel with the arc and incandescent light wires, but not less than 80 or 100 feet from them. What is the

The electric light circuit causes the trouble. A metallic
circuit will greatly or entirely reduce it. 2 . Would there be too much resistance to use transmitters made exactly ike the receivers? A. No. 3. Would not the motor in he Scientific American Supplement, No. 641, be much strengthened by filling in between each section of coils on the armature with pieces of sheet iron fitting dditional complication this could be done. It would additional complication this
slightly increase the efficiency.
(7076) R. G. B. says: Can you sugges cal instruments? They are rust only occasionally (3 or times a week) and are in a dry cabinet in a dry office. won't do to nickel plate them. A. 1. Clean frequently; after using, clean with dry chamois leather and wipe of with an oiled rag. 2. For this purpose the Lancet condently recommends a mixture of equal parts of carbolic acid and olive oil, smeared over the surface of the in truments. This plan is mach used by medical officers in ness of the steel, however moist and warm the climat may be.
(7077) D. E. S. asks: 1. Please answer the ollowing questions as soon as convenient: 1 . In transtransmitters with 500 ohm induction coils give better re sults, than one? Could two or more induction coils (500 ohms) be connected up with one transmitter to give loud results, and how connected 9 A. A single dust transmitter with proper collecting trumpet or cone should an swer. We do not advise the use of more than one transmitter. 2. Can a funnel be attached to an ordinary telephone receiver so that all in a room may hear? Is here any loud receiver made? If so, by whom? If not, but the sound is apt to be rather weak. The loud speal ing telephone of Edison is described in Supplement, Nos. 127 and 138; other illustrated articles on such telephones will be found in Supplemient, Nos. 163, 207, 339, 350, 596, 719, 711, $\mathbf{7 6 9}$, and 997 ; price 10 cents each. 3 . What is considered the best form of transmitter for long telephone. 4. For experimental work whatis. Thest cheapest thing that can be introduced into a circuit to add resistance? A. A carbon rod laid in a moove in a par affined board with sliding contact is excellent. Or simply use irno wire coils, remembering that unless wound antiinductively, i. e, doubled at center,-they will create magnetic fields and affect delicate instruments. By using several carbon rous of different diameters a large range of long distance telephones, also the cost of such tele phones, in Scientifc American, No. 4, vol. 64, No. 2,
ol. 66, and No. 2, vol. 72, also Supplement, Nos. 822 836, and 895; price 10 cents each by mail.
(7078) J. J. H. asks for a good recipe or polish for brown russet leather shoes.


Dissolve the soap in the water and add the annatto
melt the wax in the oil and turpentine and pradually stir in the soap solution, stirring until cold.
 Tannic acid...................... 1 , and add the oleic acid ; dissolve the tannic acid in the gly cerin, add to the hot soap and oil mixture, and stir 3. Oil
3. Oil of turpentine.................... 20 parts.
Yellowv waxa................. ${ }^{9}$ ",
Common soap... ............... 1 "
Boiling water...................20

Dissolve the wax in the oil with the acid of the water in a hot mortar, and stir until cold.-American Drug-
(7079) C. H. B. writes : Is it a poor plan connect batteries of different kinds, or of different de grees of exhaustion, together in series, and, if so, wha
constitutes the objection? A. The principal rules fo batteries are these: To obtain the maximum curreni from a given number of cells ine internal resistance must be equal to the external. To obtain high efficiency make the internal resistance as low as possible and concentrate he resistance on the work. It is quite immateria
whether batteries of different kinds be mixed as far as the mere question of mixture is concerned. The efficiency will depend on the efficiency of the component cells and no more. Exhansted cells will by their inferiority re duce the quality of the combination
(7080) R. C. P. asks how a motor may transformed into a dynamo. A. No change is necessary, except that motors are less critical in requirement
practically speaking, than dynamos, and as built are apt make poor dynamos. A thicker core, smaller air gaps, rould
(7081) R. B. W. asks : How many hours in your judgment would six Mesco dry batteries, largest size, continue to furnish a spark of sumcient size to ignite gas successfully in a two horse vapor stationaryengine
And would you recommend the use of dry instead of a And would you recommend the use of dry
wet battery $: \mathbf{A}$. We cannot give any satisfactory answer, but would incline to recommend Leclanche batteries in place of dry batteries.

## TO INVENTORS





## atto ;

2. Palm oil.

8 parts.


INDEX OF INVENTIONS
For which Letters Patent of the United States were Granted DECEMBER 22, 1896, AND EACH BEARING THAT DATE [See note at end of list about cop the

$$
\hat{A}_{A^{n}}
$$

At Au









## 





DESIGNS.




Experimental \& Model Work


## A Book of Tools


the Book of Tools: "It is so exceel-
lently made up, and is full of such lently made up, and is full of such
valuable information, that it fairly eclipses many works sold simply on their merits."
"A Book of Tools" is our cata-
logue, 550 pages, over 2,000 illustra logue, 150 pages, over 2,000 inustra-
tions of Machinery, Tools and Supplies of all kinds, and we will send a
copy free post-paid to any address copy free post-paid to any address
cost CHAS. A. STRELINGER \& CO.


## BUY TELEPHONES

 ntil a changew as made to the "We "tern," 550 capacity
of the latter beeng now operated there at a proft. Hundreds of similar cases may be cited affecting the
apparatus of nearily all socolled competitors.: WESTERN TELEPHONE CONSTRUCTION CO 250 South Clinton Street, Chicago


Cbe Scientific Jmerican
Publications for 1897.
The prices of the different publications in the United
States, Canada, and Mexico are as follows: RATES BY MAIL.
Scientific American (weekly), one year, - -
Scientifc American Supplement (weekly), one year Export Edition of the Scienentifc American (month

1) in Spanish and Enelish Building Edition of the scientifc American
(monthly), COMBINED RATES

a the United States, Canada, and

Sclentific American and Supplement,
Scientifc American and Building Edition,
Scientifc American, the Supplement, and Building
Edition,
Terms to Foreign Countries.
The yearly subscription prices of Scientitic. American
publications to foreign countries are as follows
Scientific American (weekly),
 Scientifc American Supplement (weekly)
Build 6.00
Bug Editon of the Scientifl Amer:
ican (monthly), Export motition of the scientidid Amer-
ican
(monthly) in Spanish and EngCombined Rates to Foreign Countries. Scientiffc American and Supplement, - $8.50 \quad 11411$
Scientifc American and Building Edi$6.50 \quad 169$

Proportionate Rates for Six Months.
The above rates include postage, which we pay. Re-
mit by postal or express money order, or draft to orderof MUNN \& CO., 361 Broadway, New York

 GAS ENGINE



POWER? POWER?? POWER!!!

The Chicago Gas \& Gasoline Engine




The Backus Gas or Gasoline Engines

apollo galvanized iron.

 at his expense for the smallest
You are more than welcome. Apollo Iron and steel Company,


TYPEWRITER



charge of R. C. Manville.
THE WATERBURY MACHINE CO P. O. BOX
WATERBURY,
CONN.,


ELECTRICITY PAPERS
 No.5: How to make a aitarage Batery. Livinn , mas.
IINETM REVERSME TRA
COLLARS AND CUFFS
MADE OF FINE CLOTH IN ALL POPULLAR STYLLS. Equal in Fit and Wear to finest linen LUXURIOUS and ECONOMICAL.



\%u USE GRINDSTONES?

 The CLEVELAND S'PONE CO.
2d Floor. Wilshire. Cleveland. 0 .
BEST DRYIN: MACHINES



SUNART'S


"INSTRUMENTS OF PRECISION."
 "VENI, VIDI VICI," SUNART MAGAZINE, SUNART FOLDINGS Send for Illustrated Cata-
logue-2 cent stamp. SUNART PHOTO CO., ROCHESTER, N. Y. ZENTMAYER'S • MICROSCOPES

 cometer Rulings in Eng lish and Metric scales.
J. ZENTMAYER 211 Jouth Eleventh St.


ALCO VAPOR LAUNCH
 1 No licensed Engineer or Plot reauired. Speed and Safety
Ouaranted. No Dangerous Naphtha or aasoine used. Muaranteed. No Dangerous Naphthar Enaine ©io.. Jersey Cirs, N.
Marine "Che Columbia"
modern - Laundry - machinery Is the Cheapest and Best. company
WILSON LAUNDDRY MACHINERY Col
Send for Catalog S. A.
Columbia, Pa.
WJatchmaking a Crade for Young men and duomen
Parsons' Institute for Watchmakers, Engravers and Opticians in Dew Quarters.
111 bradley Ave., PEORIA, iLLinois


## How to Build a Home

gestione intending to build will tind the very best practical sugArchtectural Mapazisine ever publurd Architecture in the handsomest
"The Scientific American Building Edition.'
Each number is illustrated witb a Colored plate and numerous
tandsome engravings made direct from photographs of buidings handsome engravings made direct from photographs of buildings.
together with interior views, tloor plans, description, cost, location, owners' and architects' names and addresses. The illustrations schools, pablic buildings, stables. carriage houses, etc.
All who contemplate building, or improving bomes or structures All who contemplate building, or improving homes or structures
of any kind, have in this handsome work an almost endless series of e latest and best examples from which to make selections, thus saving time and money

Published Monthly. Subscriptions \$2.50a Year. Single Copies 25 Cents.




 and expense, and we will send plan and particulars. $\mathbf{H}$. (5y y
 zed. Address Poo. Box 503 , macatur till en be un
TANK LUGS "waw ime

##  

## 

NAZARETH INDUSTRIAT, SCHOOL,
 150 a year. No vacations.

## WOODEN TANKS.






| THE Ruman Mano WONDER-TUBE $\longrightarrow$ Ele <br>  |
| :---: |
|  |
|  GRAPHITE sead 10 cents pror you to |



## Experimental Science

## by geo. m. hopkins.

17th Edition Revised and Enlarged.


840 pages, 782 fine cuts, substantially and beautifully bound. Price in cloth, by mail, \$4. Half morocco, \$5.
This splendid work is up to the times It gives young and old something worthy of thought. It has influenced thousands of men in the choice of a career. It will give anyone, young or old, information that will enable him to comprehend the great im provements of the day. It furnishes sug. gestions for hours of instructive recreation. Send for illustrated circular and complete table of contents.
MUNN \& CO., Publishers, Office of the
SCIENTIFIC AMERICAN,


## Tested and True.



The Ensiest Runving Wheel in the World.
ET send for Cataloove.
THE BLACK MFG. CO., ERIE, PA.
Nickel Silver Watches

We are casing all sizes of movements in this enduring than sterling
It supersedes the old nickel plate, and enables one to have a perfect timepiece at small cost.
Our Solid Gold and Filled Cases, as well as Sterling Sitver and Enameled patterns,are in greater variety this season than ever.
New specialties have been added.
Our '97 Model
Trump Cyclometer,
the 10,000 mile whed recorder. are all shown in our new catalogues, which will be sent to all.
The Waterbury Watch Co. WATERBURY, CONN.

## AMERICAN SCREW CO'S New Cold-Forged Wood Screw






|  |
| :--- |
| The |
| American |
| Coll Telephone |
| Company, |
| I25 Milk Street, |
| Boston, Mass. |
| This Company owns |
| LettersPatent No. 463,569, |
| granted to Emile Berliner |
| November 17, I89r, for |
| a combined Telegraph and |
| Telephone, covering all |
| forms of Microphone |
| Transmitters or contact |
| Telephones. |

##  <br> 

PRIESTMAN SAFETY OIL ENGINE
 the
 purpose power is applied to under the sun, and is unequaled. F.ull particulars by addressing CHARTER GAS ENGINE CO.



ETV ES'PA BLISHED 1845.
The Most Popular Scientific Paper in the World Only $\$ 3.00$ a Year, Including Posta
This widely circulated and splendidly illustrated paper is published weekly. Every number contains sixreen pages of useful information and a larke number of
original engravings of new inventions and discoveries, origial engravings of new inventions and discoveries,
representing Engineering Works, Steam Machinery, New Inventions, Novelties in Mechanics, Manufactures, Chemistry, Hlectricity.Telegraphy, Photog aphy, Archi-
tecture, Agriculture, Horticulture, Natural History, tecture, Agriculture, Horticulture, Nat
etc. Complete list of Parents ench week.
Terms of Silscrintion.- One copy of the SCIEN-
TIFIC AMERICAN will be sent for one year - 52 numberspostage prepaid, to any subscriber in the United States,
Canada, or Mexico, on receipt of Three Dollars by
ald Canada, or Mexico, on receipt of Three Dollars by
the pubishers; six months, 81.50 ; three months, $\boldsymbol{*} 1.00$. Cilibs.- Special rates for several names, and to Postmasters. Write for particulars.
The safest way to remit is by Postal Order, Draft, or
Express Money Order. Money carefully placed inside axpress Money Order. Money carefully placed inside
of envelopes, securely sealed, and correctly addressed, of envelopes, securely sealea, and cnrrectiy ad aressed,
seldom goes astray, but is at the sender's risk. Address all letters and make all orders, drafts, etc., payable to
MUNA \& CO., 361 ISroadway, New Yo.rk.

This is a separate and distinct publication from THE Scientific Americas, but is uniform therewith in of engravings, many of wnich are taken from foreign papers and accompanied with translated descriptions. The Scientific american Supplement is published weekly, and includes a very wide ranke of contents. It
preverts the most recent papers by eminent writers in all the principal departments of Science and the Useful Arts, embracing Biology, Geology, Mineralogy, Natural History, Geography Archæology, Astronomy, Chemis-
try, Electricity, Light, Heat, Mechanical Engineering try, Electricity, Light, Heat, Mechanical Engineering,
Steam and Railway Engineering, Mining, Ship Building, Marine Engineering, Photograyhy, Technology. Manu-
facturing Industries, Sanitary Engineering, Agriculture. facturing Industries, Sanitary Engineering, Agriculture,
Horticulture, Domestic Economy, Riography. Medicine. Horticulture, Domestic Economy, Riography. Medicine,
etc. A vast amount of fresh and valuable information etc. A vast amount of frest and
obtainable : in no other publication.
The most important Engineering Works, Mechanisms, and Manufactures at home and abroad are illustrated and described in the SUPPLEMENT.
Price for the SUPPLEM ENT. for the United States Canada, and Mexico. $\$ 5.00$ a jear; or one copy of the Canaa, and Mexico. 5.00 a jear; or one copy of the
ScIENTIFIC AMERICAN and one copy of the SUPPLEM ENT, both mailed for one year to one address for 87.00
Single copies, 10 cents. Address and remit by postal Single copies, 10 cents. Add ess and remit by posta.
order, express money order, or check,
der, express monet order, or check,
MUNN \& CO., $\mathbf{3 6 1}$ broadivay, New York.
ITnilding Edition.
The Scientific Amehican Building edition if assued monthly. $\$ 2.50$ a year. Single copies, 25 cents.
Thiry: two large quarto pages. forming a large and aplendid Miaciazine of Architecture. richly adorned with
elegant plates and Jtber fne engravings; Illustrating the elegant plates and Jtber fine engravings; illustrating the
most interesting exampies or modern Architectural Construction and allied subjects.
A specmin feature is the presentation in each numbe of a variety of the latest and best plans for private resi-
dences. city and country, including those of very dences. city and country, including tbose of very mod-
erate cost as well as the more expensive. Drawings in perspective and in coior aregiven, together with Floor
Plans. Descriptions, Locations, Estimated Cost, etc. Plans. Descriptions, Locations, Estimated Cost, etc.
fhe eleganci and cheapness of this magnifcent work Che eleganco and cheapness of this magnificent work
have won for it the Larvest Circulation of any have. won for
Architectural publication in the world. Sold by all


Fixport Filition
of the Scientific American, with which is incor-
porated "La America Cientifica e industrial," poral La America Cientifica e industrial,
or Spanish edition of the Scientific American is published montbly, and is uniform in size and typography with the Scilntific American. Every number con-
tains about 50 pases scientifce; industrial export paper published. It circulates throughout Cuba, the West Indies, Mexico, Cen-
tral and South America, Spain and Spanish possessions tral and South America, Spain and Spanish possessions

- wherever the Spanish language is spoken. ${ }^{\text {THE }}$ Screntific american export edition bas a large guaranteed circulation in all cummercial places through out the world. $\$ 3.00$ a year, post paid, to any part of the
worrd. Single conies, 25 cents. Manufacturers and others who desire to secure foreign trade may bave large and handsr.mely displayed ani.ouncements published in this edition at a very moderate cost. Rates upon application.

MUNN $\underset{361 \text { Broadishars. }}{ }$ (
PRINTING INKS


