
a Weekly jouknal of practical information, art, science, mecianics, chemistry, and manufactures.



VIEW OF UNFINISHED ROADWAY SHOWING WASHINGTON'S HEADQUARTERS UPON THE BLUFF


DREDGES REMOVING TIMBER CRIB, TO MAKE WAY FOR MASONRY CONSTRUCTION.


ROCK CUT SOUTH OF HIGH BRIDGE UNFINISHED ROAD AT GRADE.

## 马rientifir s. Amcrican:

ESTABLISHED 1845

MUNN \& CO., - - - EDITORS AND PROPRIETORS.<br>published weekly at<br>No. 361 BROADWAY, - - NEW YORK

## TERMS FOR THE SCIENTIFIC AMERICAN <br>  <br>  <br> The Scientifc American Supplemen <br>  <br>  <br>    <br> Export Edition of the Scientiflc American <br>  <br> 

NEW YORK, SATURDAY, FEBRUARY 6, 1897.


TABLE OF CONTENTS OF
Scientific American Supplement
No. 1101.
For the Week Ending February 6, 1897.


## the harlem river speedway.

The Harlen River Speedway, which is now within easurable distance of completion, will show what good engineering, coupled with a discriminating treat ment of the natural features of the site, can do in giv ing at once grace and dignity to a public work of this magnitude ; and in this respect it should give genuine satisfaction to the critics who have lately been calling for a closer collaboration between the engineer and the architect.
It is not necessary to recount the history of this undertaking, nor call up the untoward circumstances attending the first abortive attempt to carry it out. Suffice it to say that the present Board found themselves confronted with a difficult problem in the shape of a costly, incomplete, and in many respects poorly planned and worse constructed engineering work, which they were expected to revise and largely reconstruct and carry to a satisfactory completion.
Elsewhere in this issue will be found a detailed de scription of the undertaking, in the preparation of which we have been offered every facility by the engi neers in charge of the work. Our readers will be able to judge for themselves of the value of the modifications in the original plans which have been made by the new Park Board. The improvements are well conceived and, with one exception, well carried out ; they will give to this handsome public work both perma nence and beauty, essential qualities which it would never have possessed if carried out on the lines of the original plan.
It is greatly to be regretted, however, that where the general design for the improvement of the Speedway was so well conceived, especially in the matter of giv ing it landscape treatment, the methods adopted in carrying out one of its most important features should have been marked by such blundering and costly ex travagarce. Reference is made to the construction of some miles of masonry and concrete trenches, whos sole purpose was to hold together the necessary soil for the planting of shade trees and shrubbery.
We are informed that this altogether unique and original device was rendered necessary by the loose character of the cinder filling of which the roadbed is largely composed; that the tide water, percolating through the cribwork and bank, would have been liable to wash away the planting soil, and that on the river side of the Speed way some form of box was necessary to hold this soil in place, and incidentally to keep the salt water from the roots of the trees.
But the parties responsible for this work should have known, as they readily might on inquiry, that where the surface of the ground is from eight to ten feet above mean high water, the majority of hardy trees and shrubs will thrive perfectly well without any pre cautions having been taken to protect the roots from salt water. A notable instance of this is to be found in the trees and shrubbery of the park which was laid out in the Fens of Boston, whose plantations are car ried down to water level. The result in this case speaks for itself and shows that the alleged peril to the shad trees of the Harlem Speedway is purely imaginary
With regard to the possible washing away of the loam from below, if it were laid in an open trench, it is certain that the crevices of the underlying materia would soon have been filled up, and any resulting set tlement could have been remedied by laying fresh mould on the surface. But admitting for the mere sake of argument that the looseness of the surround ing fill made it necessary to insert some form of box to hold the loam temporarily in place, why was this tem porary expedient built of solid masonry and concrete a an enormous cost to the city. The roughest kind o planking, loosely laid and held in place by light scant ling, would have served the purpose equally well, and indeed, for the future accommodation of the spreading roots of the trees, infinitely better. Moreover, if the masonry was necessary to prevent the washing of the mould by the tidewater, why was it put in at such points as that shown in the views on another page, where there are ten feet of bank and ten feet of first-class cement masonry between the planting space and the river The question becomes yet more pertinent when ap plied to the planting space adjoinithg the bluffs on the inner side of the Speedway and from seventy five to a hundred feet distant from the river. Surely one would think, the soil was safe from its enemy when sheltered behind earthworks one hundred fee thick. But it seems not. So remorseless are th waters of the Harlem that even where the sidewalk has been blasted out of the solid side hill, as will be seen from the photograph, the impregnable masonry fort is built upon this rocky bed.
But perhaps it is the rock that is at fault, and there is a danger lest the precious soil should percolate through the gneiss formation of Manhattan Island
That this amazing device should ever have been adopted is rendered more puzzling when we reflectand it is evident to the veriest novice in plant culturethat this waterproof box will defeat the very end a which it is supposed to aim; for in winter the impervious concrete floor will hold whatever surface
such as would occur in an ordinary flower pot that had no hole in the bottom ; and in the hot summer month the heated stone work will merely hasten the drying up of the soil, and the concrete floor will prevent that ttraction of moisture from below which is the chie object of surface cultivation.
If the material of the roadbed was altogether unsuitable for the purpose, the simplest and most reasonable course would have been to dig a trench of the same cross section as the present box and place the mould within it. Every benefit and none of the pernicious features of the present suicidal device would have been secured; and as the trees increased in size, their roots would have been free to reach out and take hold of the surrounding material of the roadbed.
That the trees would grow under such circumstance and flourish in spite of rocky surroundings and salt water at their roots (if it ever reached them) is proved by the size and vigor of the trees which are now growing down to the very water's edge on the rocks of the adjoining bluffs.
At a moderate estimate this superfluous masonry has cost the city from $\$ 30,000$ to $\$ 40,000$, and it stands there as a menace to the growth and life of the very trees which, forsooth, it was designed to protect. We are informed by prominent landscape architects that a masonry box of the size provided will dwarf the growth of the trees and limit their life to twenty-five or thirty years at the most-from which it is evident that the Harlem Speedway will never be graced with the avenue of stately timber which, presumably, it was in the minds of the Board to provide

## proposed patent legislation.

A bill (H. R. No. 3,014) for amending the patent laws in certain particulars is pending in Congress and is now in the hands of the House Committee on Patents, having passed the second reading. We simply review the nature of the proposed amendments, reserving any omment for a future issue.
The first amendment relates to section 4,886 of the re vised statutes, and provides that any person may ob ain a patent for an invention not known or used b thers in this country before his invention or discover and not patented or described in this or any foreign country before his invention or discovery thereof, or nore than two years prior to his application. The second amendment relates to section 4,920, and pro vides that in an action for infringement it is a good defense if it can be proved that the invention had been patented or described more than two years prior to his pplication for a patent.
The next amendment provides that, if the invento or his legal representatives or assigns shall have patented an invention in a foreign country, this shall not be a bar to patenting in the United States, unless th application for said foreign patent was filed more than seven months prior to the filing of the application in his country. This amendment fixes a term of seve months, similar to the clause touching countries be yond the sea, which is embodied in the International Convention for the Protection of Industrial Property. The next amendment puts into statute form the resent Patent Office rule of practice requiring action upon an invention on the part of the applicant to take place within six months of his last action. If the period of six months is exceeded, the application is to be treated as abandoned. It also provides for putting the case in condition for final action within eightee months, at the end of which time the Commissione may require the applicant to show cause why the case has not been more diligently prosecuted, after which hearing he may issue an order requiring applicant to omplete his case within six months.
The bill next provides that the assignment, grant or conveyance of a patent shall be open to acknowledgment before notaries public, United States com wissioners, secretaries of legation and consular officer authorized to perform notarial acts. This species of acknowledgment is to constitute a prima facie evidence of the transfer.
The last section limits the periods of accountings to six years before the filing of the bill of complaint. There is to be no recovery of profits or damages for any infringement committed before such period. This it will be seen is in the direction of enforcing diligence in the protection of patent rights. The inventor has long been held to a measure of diligence in prosecu tion of his claims. The proposed amendment obliges him to be vigilant in maintaining the rights awarded him. We feel sure that the amendments will receiv careful consideration by the committee.
the gas exhibition in new yori city.
On the evening of January 27 there was opened what is said to be the first exhibition exclusively devoted to gas products and appliances to be held in this country. The exhibition is being given in Madison Square Garden, New York, by the Gas Industries Com pany, which was organized by parties who are inter ested in many gas companies of this country and the epresentatives of five State gas associations.
Of course in an exhibition of this kind every source
of light but gas is rigorously excluded, and to supply the thousands of gas burners, and the various motors and appliances domestic and otherwise, it was necessary to lead in one 8 inch and two 6 inch gas mains for the main floor exhibit and the various side exhibitions shown in the basement.
The lighting of the great building is accomplished by a dozen large crowns of gas light suspended from the roof, and by two continuous lines of light which completely encircle the building, the upper line being placed on the gallery front and the lower line on the balcony front. The latter effect is particularly beautiful ; the jets being arranged in clusters of seven in frosted globes, and arranged in the position common in the seven-candle candelabra of the cathedrals. The illumination is further assisted by the myriad lights of the various exhibits, in the center of which and dominating them all is the lofty, spire-like tower erected by the Tiffany Glass and Decorating Company, of New York, from the designs of Mr. Louis C. Tiffany
The tower, soaring 60 feet in the air, the height of a five story building, is composed of eight sections, representing as many periods in the development of the gas illu:ninating industry. All of these divisions, rising one out of the other, diminishing in size as they ascend, are ornamented with arches, crockets, finials and canopies, all on purely Gothic lines. Colored glass is worked in here and there throughout the entire construction. The pinnacle. of ${ }^{\bullet}$ this tabernacle of light, the section representing the decade of 1816 , is of yellow, passing into a deeper yellow at the commencement of the section which stands for 1836 , then passing into an orange, and from an orange to a light red, and from a deep red into a blue.
On the exterior of the construction there are 2,251 lights, while on the interior there are 688 lights, and all arranged so as to form part of the ornament and to illuminate the various colored glasses, and throw the colors upon jets, fountains and showers of water which are flowing through the tower, the water finally passing into steam, escapes from the upper section, and in its turn catches the reflection of the various colors of the glass.
On entering the Garden the most conspicuous exhibit is that of the Welsbach Light Company. It is in two parts, the booths standing on each side of the main aisle. Like the tower, they are from designs by Mr. Tiffany. The walls consist of an open framework which contains groups of mammoth gilded torches, whose flame consists of a bunch of thirty-one or fiftytwo Welsbach lights. Adjoining the right hand booth is the exhibit of the Welsbach Street Lighting Company, in which a large number of street lamps of various and generally artistic design are shown. The Welsbach light is, as was to be expected, abundantly in evidence, and its ability to give at once a soft and powerful illumination is seen to good advantage in all parts of the exhibition.
Undoubtedly the most complete and creditable exhibit is that shown by the United Gas Improvement Company, of Philadelphia, which contains a complete model plant for the manufacture of water gas. The company also shows an historical exhibit, in which is traced the evolution of the water gas process, and close at hand is a rack showing the fractional distillation of gas-making oils. In addition to the model above mentioned, the exhibit contains a full-size water gas producing plant consisting of a generator, carbureter, superheater, oil heater, scrubber and condenser, oil pumps, blower, and every detail of this interesting process. In a smaller exhibit of the same firm will be found a complete analytical laboratory for the analysis of gases, a bar photometer for determina tion of candle power, and a meter prover.
The E. P. Gleason Company, who claim to have made the first brass gas burner manufactured in America, show a handsome assortment of gas fixtures, from the simplest burners to full sized street and hal lamps resplendent in polished metal and colored glass. Near at hand is the stand of the Continental Iron Works, where three gas gate valves, ten, fifteen and twenty five inches in diameter, are shown, which are fitted with a double screw that enables the valve to be opened and shut with greater speed. An excellent design of self-closing mouthpiece for gas retorts is shown side by side with one of the old type. The old mouth piece consisted of a separate plate, which was held in place by a screw operating through a cross bar held in hooks attached to the mouth of the retort. The joint was made with lime, and considerable time was occupied in the operation. The new mouthpiece is swung open on a side hinge, and the joint is formed by mak ing a coned face to the door and its seating.

Gas engines are shown by the Pennsylvania Iron Works Company, known as the makers of the "Globe engine; by Fairbanks, Morse \& Company and others. The Safety Car Heating and Lighting Company show Pintsch compressors, buoy lights, etc., and other exhibits worthy of special notice are those of William M. Crane \& Company, the Parker Russel Mining and
Manufacturing Company, and Hartlett, Hayward \& Company.
Taken altogether, the exhibition is well calculated to
impress the public with the vast extent of the gas industry and the high degree of perfection which has been reached, both in its manufacture and application to industrial and domestic purposes.
It is shown in operation in every imaginable kind of stove, whether for cooking or heating, and some very tasteful designs of radiators are exhibited. The gas motors range in size from diminutive engines, suitable for light household work or the amateur workshop, up to the powerful machine for shop use.
The basement has been given up for supplementary exhibits, such as from their nature could not be accommodated on the main floor. Conspicuous among these is a full sized representation of a coalmine, complete with tracks, coal trucks, and the various appliances used in up-to-date mining. The concert hall is used as a lecture room, in which the householder will be startled with facts and figures going to show the wastefulness of cooking by coal and the net saving per year to be realized by using the more cleanly and economical gas stove.

## THE STEAM TRIALS OF THE LARGEST CRUISER IN THE WORLD.

The great English cruiser Terrible, a sister ship to the Powerful, the details of whose trial trip were given in our issue of January 2, has also completed her trials and has shown very excellent results, maintaining 22.4 knots on a four hours' trial. She was built from the same plans as her predecessor, and is in every way identical except that the propellers of the Powerful are made of Admiralty gun metal, and those of the Terrible of manganese bronze; by using which it became possible to reduce the thickness of the blades consider ably and give their surfaces a fine polish, thereby con siderably reducing the loss due to propeller resistance proper.
These two magnificent ships are of such exceptional size and power that they have attracted widespread attention, and the interest has been increased by the fact that they were to be equipped entirely with water tube boilers, whose aggregate horse power was to be 25,000 . They are the first war ships to exceed a length of 500 feet, and they are built in agreement with the tendency of naval designers to increase the all around dimensions of naval vessels, and especially that of length. The Russian cruiser Rurik was the first to reach the limit of 400 feet, and she was followed by the United States cruisers Columbia and Minneapolis with a length of 412 feet
The Powerful and the Terrible are 538 feet long, 71 feet beam and 43 feet 4 inches in depth to the upper deck. Their displacement is 14,200 tons and designed speed 22 knots. On a four hours' trial against a head sea the Powerful averaged 21.8 knots an hour, and on her recent trials the Terrible made 22.4 knots. They have a complete protective deck from 3 to 6 inche thick, which is reinforced with many feet of coal protection. The armament consists of two $9 \cdot 2$ inch guns mounted in barbettes, twelve 6 inch quick-firing guns, twelve 3 pounders and nine machine guns. There are four torpedo tubes.
At the launch of the Terrible it was stated by he builders that she was designed for the purpose of being able to maintain a continuous rate of high speed at sea in any weather. She was to be capable of catching the largest and swiftest ocean steamers, and it was con sidered that the only way to insure this result was to give her the great length, weight and power of an At lantic liner. Experience has shown that in heavy weather the longer and larger ship will maintain the best rate of speed, other things being equal. Her greater momentum will cause her to be less affected by the concussion of the waves, and her greater free board will carry her over the seas with a dry deck

In the first of the trials of the Terrible, 14 of the Belleville boilers out of the 48 were used. The horse power was 5,000 , coal consumption $2 \cdot 27$ pounds per peed $13 \cdot 3$ knots. The trial at 18,000 horse power lasted or 30 consecutive hours. The coal consumption was $\cdot 7$ pound per horse power hour and the mean speed was 21 knots per hour, which, considering that she was only working up to about 70 per cent of her maximum power, was an exceptionally fine performance. In the four hours' fuil power trial the steam pressure in the
boilers was 229.6 pounds per square inch, the mean vacuum in the condensers 26 inches, the mean revolu tions 112 per minute, and the indicated horse power 25,572 , the mean speed being $22 \cdot 4$ knots an hour.
The enormous coal supply- 3,000 tons-carried by a speed of 21 knots an hour

## The Chicago Bicycle Show.

The bicycle exhibition which was held at the Coli sum, at Chicago, last week, shows that in the ma jority of machines no radical changes have been made although many new ideas have been incorporated in the structure of the wheel. It must be said, however
that these changes have very largely been introduced that these changes have very largely been introduced
by the smaller and less known manufacturers. In general, the wheels are slightly heavier than last year,
very few being shown which weigh less than twenty pounds. The frames are practically the same as those used in last year's model. Many of them have ingenious flush joints. The treads are narrower and hubs are larger as a rule. The improvement in the bearings is most noticeable, a large percentage of the wheels being dust proof or nearly so. They are fitted in many cases with ball retaining devices, the balls themselves are larger and the cones are constructed so that the friction is reduced. The crank hanger has a greater drop than last year, and the tendency seems to be toward the simplification of both crank and sprocket. There seems to be a desire on the part of many makers to return to the old form of crank construction, the round crank apparently giving way to the square crank. The easily detachable sprockets and novable bearings are much in evidence. Many of the exhibition wheels are provided with gear cases. Adjustable handle bars still seem to retain their popularity and a number of different grips are on exhibition. The wooden handle bar is also popular.
The desirability of large tires seems to have been demonstrated by the season just passed, and they are provided for in many of the new wheels by proportionately large fork side clearings. A number of puncture proof and non-slipping tires are exhibited.
Tandems and other combination machines are shown in considerable variety, and one of the novelties is the hydrocycle designed for use on the water. Among the sundries, of which there are a large number, lamps are specially noticeable. An acetylene gas lamp is are specially noticeable. An acetylene gas lamp is
shown, as well as a number of electrical lamps. All kinds of oil and vapor lamps are exhibited, but there are few radical improvements.

## The Discharge of the St. Lawrence

Professor C. H. McLeod, of the McGill University Montreal, has recently conducted an inquiry as to the discharge of the St. Lawrence River some forty miles below Montreal. The level of the St. Lawrence ha been falling for some years past, and last year reached a point below all existing records. It was therefore of interest to ascertain what was the corresponding change in the discharge as ascertained some ten years ago by Mr. Sproule for the Montreal Flood Commission. The section of river selected for the experiments was 3,000 feet long, the width being about the same. A series of tube floats were prepared, ranging from 2 feet to 42 feet 6 inches in length, and the time taken for each to cover the full course of 3,000 feet noted The path of each float was traced by taking numerous observations of its position, and in all cases proved to be very regular. The cross section of the stream at the time of Mr. Sproule's experiments worked out to 115,298 square feet, and the discharge to 311,101 cubic feet per second. The lowering of the water level in Professor McLeod's experiments had reduced this to 105,432 square feet, and the discharge to 216,621 cubic feet per second. These latter experiments were, how ever, made in November, when the water stood 10 inches higher than at the end of October, so that ap parently the minimum discharge would be about 196,000 cubic feet per second. From the above, it would appear that the mean volocity of the stream is about 2.06 feet per second, and from this it follows that the energy stored in the water passing per second is no less than 895,000 foot pounds per second at the time of Professor McLeod's observations. This would be equivalent to over 1,600 horse power, but, of course there is no possibility of ever utilizing industrially the flow of such a stream.-Engineering.

## An Improved Bunsen Gas Burner.

Dr. K. Bierbach, of Berlin, has made a material modification of the ordinary Bunsen burner, says the Progressive Age. The Bunsen burners now in use suffer from too great rigidity of form, which makes it impossible to use the burner for certain purposes. A ateral heating of apparatus can be accomplished bv the ordinary Bunsen burner with difficulty only, while in some cases it is entirely out of the question. Yet it is frequently a necessity, for instance, in the distilling f liquids possessing a very high boiling point, or of hose which are violently agitated by boiling; or it is desirable for other reasons to place the burner not under but beside the apparatus. The improved burner so constructed that its flame can be moved in ever direction like the stream of a fire engine. The burne consists of a mixing tube for gas and air bent in a right angle so as to form a long shank and a shorter one. The long shank is so arranged in a ring provided with screw that it can be turned and moved in the ring The ring can be turned around the axle of a vertical joint which rests upon a flat plate-shaped foot. By his triple action the knee tube can be put into an position desired and the mixture of gas and air can be conducted through it in both directions by means of an adjustable rubber tube. When the gas is conducted through the lower shank the burner can be placed under the lowest apparatus, when it flows into he shorter shank the position of an ordinary Bunsen burner is obtained; by inclining it lateral heating can be accomplished.

## ALL WROUGHT STEEL PULLEYS

The illustration represents the construction of puleys entirely of what is generally known as mild steel, no castings or forgings of any kind being used. The various parts of the pulley are cut from the material in sheet form, and then pressed into the required shapes and assembled into the finished pulley, all being accomplished by machinery of special design and which, though of great original cost and variety, is most efficient and economical in its operation, producing without turning, boring, grinding, or other machine shop practice and without hand labor, a true running pulley of perfect balance. The high tensile resistance and ductility of the steel used enables the construction of a pulley about one-third the weight of one made of cast iron, and, in fact, the steel pulley is lighter in average weight than the wood pulley commonly used. The pulley shown is what is ordinarily known as a split pulley, clamping firmly on the shaft with sufficient


## A WROUGHT STEEL BELT PULLEY.

compression to transmit as much power as is possible to carry with the heaviest belt practicable, and its construction permits of the use of keys when required in special cases. Fig. 1 shows the pulley in side view and Fig. 2 is an interior view of one-half of the pulley, the other half being removed.
This improvement has been patented in the United States and foreign countries by Thomas Corscadon, of New Britain, Conn., and is being introduced by the American Pulley Company, George V. Cresson president, Eighteenth and Hamilton Streets. Philadelphia, who have fitted their factory with the machinery and tools necessary for its manufacture
The pulley consists of the rim portions rolled at outer edges, which are made round and smooth, avoiding cutting the belt or hands of the mechanic when throwing belts on or off. The middle portion of the rim is formed into a deep flange extending entirely around inner periphery of rim, and, with the rolled edges, making with a minimum thickness of metal an exceedingly strong and true rim. The double spoke arms are greatly stiffened with deep corrugations through their entire length, and in combination with the double arms make the spider of the pulley of great strength and rigidity. The spoke arms are of the same piece of metal with the hub portion thereof, and the hub clamps encircle the hub portion of the arms, binding them firmly to the hub shells which form the bearing for the pulley on the shaft, all being riveted strongly together and making a pulley of excessive strength for its weight and impossible to break accidentally or by running at high speed, certainly many times greater than is practicable or safe with the cast-iron pulley. The steel of which the pulley is made has a smooth surface and is rolled accurately to gage, the rim face being highly polished. The interior surfaces of the pulleys are well painted and rim face lacquered, pre venting rust by accidental wetting in shipment or dampness in warehouse. By means of steel bushings the pulleys are made interchangeable to fit different diameters of shafts, and their light weight on ware house floors and minimum of fire risk make them espe cially adapted to be carried in stock by dealers.

## Hunting with a Mirror.

A taxidermist at Northwood, N. Y., says the New York Sun, has been making experiments as to the effect of light reflected in a bird's eyes. A glass seven or eight inches in diameter has been found most serviceable. The antics of blue jays are remarkable when the light strikes them as they sit in the shadow of an
evergreen tree. They jump to another branch and try to look into the light, but they have to turn away, as the light dazzles them. 'Then they fly around the reflector, but after practice one is able to keep the light always on them, and the birds not infrequently come within reach of a man's hand. A ruffed grouse gives a startled look when the light strikes it. Then up it jumps, and away it goes. Hawks, too, are usually startled or annoyed so that they fly off. Woodpeckers don't seem to mind it at all. Rabbits blink and stare at a glass for a while, then go around a stump, and sit up again, as if waiting for the light to play tag with them.

## SETtING NEW TIRES AND RESETTING LOUSE TIRES

 COLD WITHOUT TAKING OOT THE TIRE BOLTS.The inventor of the machine represented in the accompanying illustration first conceived the idea of setting tires "cold" in 1867, and his first patent therefor was issued in 1870. The machine had a pliable steel band drawn around the wheel by a screw, much like tightening a girth around a horse, and set light tires very well, many of the machines being still in use. They were manufactured by the Mowry Axle and Machine Co., Norwich, Conn. In 1888 a hub bander was put on the market, having twelve radially moving dies actuated by toggle joint levers and a steam cylinder, and a tire setter was then built on the same principle, which did well for light tires. 'The inventor, Mr. J. B. West, of Rochester, N. Y., then proceeded to develop the machine shown in the engraving, in which are eighteen hydraulic rams in a circle surrounded by a heavy weldhydraulic rams in a circle surrounded by a heavy weld
less steel ring, with suitable bed casting, oil being used instead of water in the rams, and a three-throw puinp giving a maximum pressure of a thousand tons. The rams act upon a corresponding series of segmental blocks of cast iron for smaller wheels, forcing them in radially as the pressure is applied, the wooden wheel being placed within the rams and the tire passed loosely over it. The pistons are set to work by simply opening a valve, and an automatic trip gage operated by the dishing of the wheel stops the machine when each wheel has just the right dish. A screw can be used to hold the hub down on old wheels that are inclined to dish too much. Hundreds of these machines have been sold, and nearly a dozen patents have been taken out by its inventor since 1890 on various improvements connected therewiti, including one hand machine actuated by screws for light and one for heavier tires operated by a hand hydraulic pump. In 1894 permission was reluctantly given to set up a machine for trial in a wagon shop on Camberwell Road, London, England; but after one day's use the proprietors bought the machine, and the English patent was subsequently sold and a plant established to build the machines in London, since which the same syndicate has bought the patents for twenty-four countries. The machines have since been largely sold in most European countries and in South America. It is proved that more durable, truer and rounder wheels, with a stiffer, tougher and better tire, are made by this machine than is possible by any other method. The effects of the compression on Bessemer steel are indicated by two pieces from the same bar that were tested by Riehle Brothers, of Philadelphia one that had been upset four per cent of its length by the tire setter proving to be about thirty-eight per cent stiffer and fourteen per cent superior in tensile strength to the piece that was not upset. The inventor has re cently constructed a much heavier machine that has set steel tires on car wheels which has proved satisfac tory on heavy wheels for steam roads. The machine weighs nearly twenty tons and is capable of exerting a maximum pressure of about ten thousand tons.

## an extension ladder and window jack.

A device of simple construction which may be used interchangeably as an ordinary step ladder or exten sion ladder, or as a conveniently arranged bracket platform support, to facilitate cleaning the outside of windows, is shown in the accompanying illustration. The improvement has been patented by John M. Pugh, of Reno, Nevada, Fig. 1 showing it as an extension ladder, Fig. 2 as a step ladder, and Fig. 3 as a window bracket. At the upper end of the bottom


PUGH'S EXTENSION LADDER AND WINDOW JACK.
section is pivoted a bracesection, which may be moved up in alignment with the first section to form an extension ladder, the upper section then resting on blocks on the outer faces of the side pieces of the lowe section. On these blocks are also pivoted notched curved braces, the notches engaging pins in a guide way on the brace section, whereby the sections may b juited as a step ladder or to form a window都 ar notched shoes, adapted to engage a window sill, near
the lower ends of the lower side pieces, and the upper step is made in two hinged pieces, one folding on the other and pivotally connected by links with braces whereby the two pieces of the step may be adjusted side by side on the side pieces of the bottom section to form a platform for a person to stand on, the curved braces being adjusted to hold the brace section in proper supporting position

## The Danger of Early Rising.

Yet another venerable superstition has met its doom the hands of the irrepressible "scientist," says the London World. Until now people have been content to accept, if not to act upon, the theory that early ris ing-in conjunction, of course, with a correspondingly early habit of going to bed-is conducive not only to wealth and wisdom, but also to health. Indeed, a familiar rhymed adage protests as much in so many words. But, like many another primitive belief, it has been ruthlessly shattered by the scientific iconoclasts, one of whom now claims to have discovered that people who get up early go mad much more readily than thers. In support of his theory he points to the un doubted prevalence of insanity among those engaged in agricultural pursuits. Though it is sad to see a time-honored doctrine thus exploded, one is disposed to favor the new opinion at the expense of the old. In any case, there can be no harm in being on the safe side, and, after all, it is so easy not to get up early


WEST'S HYDRAULIC TIRE COMPRESSOR.

Rapid Firing at Home and Abroad. An English officer on Indian service, who recently spent his holiday in the Alps with the special object of reporting on the comparative efficiency of French and Italian batteries with regard to English, had no hesitation in deciding, says the Admiralty and Horse Guards fazette, that in rapidity of fire and general smartness our men and mountain guns were ahead of both countries. There were some points of special excellence about both corps, and with regard to the Italians one fact may be noted. The men were trained and accustomed to carry the component parts of the gun themselves; but in accuracy of fire as well as rapidity, and with regard to the general smartness of the men themselves, he would have had no doubt in putting our own mountain batteries into competition with either French or Italian. But the high standard of merit attained with regard to accuracy relates exclusively to stationary objects, and it is felt that the results attained at the ranges might be easily falsified on the field of battle against moving objects, and especially against the rapid movements of cavalry. At the present moment there is no place in India where firing at moving objects can be practiced, and even in England it is only quite recently that the simple moving target on a pair of rails has been established at Okehampton. Even there the target is never moved at anything approaching the rate at which cavalry would charge, and, moreover, the object fired at moves across the horizon instead of toward the guns themselves, as would be the case with cavalry in real war.

## THE HORTON FIRE LADDER APPARATUS

The accompanying illustrations represent a fire ladder apparatus designed to combine the advantages of the ordinary hand ladder truck, a main extension ladder useful at high buildings, and a substantial water tower, the entire apparatus being of much less weight than has been heretofore deemed feasible. It is claimed that the truck and an 85 foot ladder built on this plan will not weigh over 7,000 pounds, as against a weight of over 12,000 pounds for the same extension in the ladder hitherto most approved. In the improved ladder, also, the steering wheel may be dispensed with, as the distance between the hind and fore wheels is only about 14 feet. The improvement is the invention of Willian J. Horton, of Halifax, N. S., Canada, and is being in troduced by the Horton Fire Ladder Company (Lim ited), of that city, patents having been obtained there on in the United States, Canada, Great Britain, France and Germany. The ladder platform is connected to the main frame of the truck by a rocking yoke swiveled to swing horizontally, enabling the platform with its raised or partly raised ladder to be turned


THE HURTON FIRE LADDER EXTENDED VERTICALLY
one-quarter around and then tilted to the ground on one side, the ground end of the tilted plat form being then adjusted by side levers, as is also the lateral adjustment of the upper portion of the main ladder. By this means a solid foundation is obtained and the weight is taken off the truck, which then forms an anchor. The mechanism for raising and bracing the ladder comprises principally a pair of screws having nuts which are coupled by connecting rods to opposite sides of the pivoted ladder, as shown in one of the views, the ladder-raising screws being fitted in front thrust bearings held to the platform

tHE HORTON FIRE LADDER ELEVATING MECHANISM
sides and in rear metal plate bearings which form the back end of the ladder platform, large gear wheels en gaging pinions fixed on the screws, and the gear wheels being rotated by a crank turned by the firemen on the rear step of the platform. The drum, wire rope and pulley mechanism, for extending the upper or fly ladder, is also operated from the platform, the upper ladder being extended as desired and safely held, or again lowered after use, by operating the drum. Sock ets in the side bars of the ladder sections carry bracket forks in which the hose may be placed to assist or re lieve firemen on the ladder, enabling them to direct the stream to the best advantage, and the hose may be raised as the ladder is raised to any required height It is claimed that this ladder can be raised by four men in less time than other ladders can be raised by eigh or ten men.

Method of Coating Paper with Emulsions.
A correspondent in Photography describes the following plan of coating paper with emulsions: The coating of paper with emulsion in a liquid state is attended with such difficulties as unequal expansion o the paper, and the too rapid solidification of the emul sion into lumps or waves. The following method (due to White) coats the paper with the cold and solidified emulsion, and then produces an even coating by application of a very gentle heat, just sufficient to melt the emulsion. The apparatus required is very simple : it consists of a zinc or tin reservoir of hot water, in section of quadrant shape. Two openings at the top allow of hot water being poured in. The back, sides and bottom of the reservoir should be covered with felt. It is not necessary to keep a light burning under neath, for when once filled with hot water the apparatus suffices to prepare 300 to 400 feet of paper. To the upper part of the back of this apparatus is fixed a perfectly horizontal board, about 2 feet wide and 8 feet to 10 feet long, and to the lower end of the reservoir a similar board is attached. The lower board is used for applying the cold emulsion to the paper, and the upper board for smoothing and solidifying the same. The paper to be coated is generally 22 inches broad, and in lengths of 8 feet to 10 feet (these are convenient dimensions). Proceed now as follows: Lay one piece of paper on the lower board, take the emulsion, either in lumps or pressed through canvas, and by means of a stiff bristle brush (one about 8 inches broad, similar to the tool used by bookbinders) work the mess as a paper hanger does his paste. By skillful working of the brush a coating quite flat and free from lumps can be given. Now take one end and steadily and regularly (though fairly quickly) draw it over the central reser voir containing the hot water. The slightest contact with the warmed surface is sufficient to make the emul sion flow, and it naturally solidifies, the more quickly the less heat is employed. When it has reached the other board it is allowed to remain lying until the next piece is coated with emulsion. It can then be hung in a drying chamber to dry. It is important to note that just sufficient heat should be applied as will melt the emulsion. Delay or too long contact of the paper with
the hot zinc removes the solution partly from the in badly prepared albumen papers.

## Recent Discoveries in Palestine.

The Quarterly Statement of the Palestine Explora tion Fund, in noticing some recent discoveries by the society's officers, says: "Dr. Bliss' excavations in the Tyropœon Valley have brought to light a very remark able stone stairway, forming part of a road leading down from the city past the Pool of Siloam. This stairway is 24 feet broad, and on its eastern side is a parapet, apparently constructed to prevent passenger falling over the scarp which exists there. The steps are thirty-four in number, so far as discovered. They are about 7 inches in height, and are arranged in a are about system of wide and narrow treads alternately, the wide system of wide and narrow treads alternately, the wide
treads measuring between 4 feet and 5 feet in breadth, and the narrow ones about $1 / 4$ feet. The stones com posing these stairs are well jointed and finely polished by footwear. It is impossible not to be reminded by this important discovery of the statement in Nehemiah iii, 15 , that Shallun repaired the gate of the fountain the wall of the Pool of Siloam, by the King's Garden 'and unto the stair's that go down from the city of David.' It is not suggested that these newly discovered stairs are identical with those mentioned by Nehemiah but possibly they may be on the same site. Also another paved roadway leading down from the city has been discovered near the top of the hill, a little east of David's Tomb, and apparently continuous with the long street which runs through the city from the Damascus Gate and traverses the present Jewish quar ter. In its width, in its curb on either side, in the size and appearance of its slabs, and in its inclination, this street resembles the one found in the Tyropoon Val ley. Students of Jerusalem topography have long been of opinion that such a roadway existed in this situation. 'The main thoroughfares of a city are apt to remain in the same spot from age to age, and it has always been thought probable that the great centra street of the Holy City was continued further south than the present wall. Of quite special interest is the rock tomb near the Tombs of the Kings described by Mr. Dickie. It is the only rock tomb with a vertica shaft which has yet been discovered in South Pales tine."

## A NOVEL PNEUMATIC TIRE.

The illustration represents a tire having a novel form of protective shield, designed for application to a single or double tire, without in any manner detracting from its resiliency. Fig. 1 shows a section of a tire on which the improvement is applied, and Fig. 2 a portion of an uter and an inner tire and an enlarged section through the shield. A patent has been issued for this inven tion to Joseph F. Dolles, of Chester, Ill. The shield i placed next the inner face of the outer tire at its tread portion, and between this tire and the tread section of the inner tire when used with an inner tire, and consist practically of a diaphragm of canvas to which are at tached a number of endless bands of very light spring steel. The bands are placed along the inner as well as the outer face of the body of the diaphragm, there being preferably a central wide band and two nar rower bands near the side edges, the sides of the inner bands extending over upon the body portion of the


## DOLLES' BICYCLE TIRE

outer bands. Each of the bands has a rib along its sides, the ribs being bent over on the slightly convexed outer faces of the bands, and the bands are so overlapped as to make it difficult for any sharp object piercing the outer tire to pass between the inner and outer bands where they connect. The diaphragm or shield is made air tight when used with a single tube tire, and may be secured to the sides of the outer tube in any approved manner, or the canvas may be woven in to form an integral portion of the outer tube. The improvement is designed to add but little to the weight of the tire and not to stiffen it or in any way mar its appearance.

The Havages of Consumption in New York. The Health Board of New York City considered, on January 12, a report on tuberculosis made by Dr Hermann M. Biggs, its pathological expert; Dr. T Mitchell Prudden, consulting pathologist, and Commis sioner George B. Fowler. The report recommends the establishment of a hospital where cases of consumption can be treated separately.
After saying that in the last twelve years there has been a reduction in this city in the mortality from tubercular diseases of over 30 per cent, the repor shows how deadly consumption still is:

During the past year nearly 9,000 cases of tuberculosis were reported to this department and nearly 6,000 deaths resulted from this disease. It is conserva tively estimated that at least 20,000 cases of wel developed and recognized pulmonary tuberculosis now exist in this city, and an additional large number of obscure and incipient forms of the disease. A very large proportion of the former cases constitute more or less dangerous centers for infection, the degree of danger depending in each instance upon the intelligence and care which are exercised in the destruction of the expectoration. It may be safely assumed that from the failure to safely dispose of the sputum of consumptives, from thirty to fifty inhabitants of this city daily become infected by tuberculosis, and of these about one-half later die from the disease. All this suffering and death, in view of modern scientific knowledge, we know to be largely preventable by the efficient enforcement of simple, well understood, and easily applied methods of cleanliness, disinfection and isolation.

The knowledge now at command regarding the methods of extension of!pulmonary tuberculosis entirely justifies the belief that its ravages can as certainly be limited by proper sanitary control and appropriate treatment as can other infectious diseases, more acute, more dramatic, and more readily communicated, but at the same time far less prevalent, less fatal, and incomparably less important to the welfare of the community
"From the beginning of this work the officials of this department have encountered, in the utter lack of properfacilities for the care of consumptives, an obstacle to practical success so great and so disheartening that we feel impelled to urge our conviction that the grave re sponsibilities which rest upon the Health Department in this matter cannot longer be adequately sustained without the immediate establishment, under its direct control, of a hospital for the care and treatment of this disease. No week passes in which the officials of this department do not encounter many instances in which the members of many households, numerous inmates of crowded tenement houses, employes in dusty and ill-ventilated workshops, and many others are exposed to imminent peril from victims of this disease, to whom either the doors of our overcrowded public institutions are closed or who reject all proffered assistance and instruction and, from ignorance, indifference, or inability through weakness due to the disease, scatter infectious material broadcast, and thus diminish their own chances for recovery and imperil the health and safety of others. In such cases the sanitary suggestions of the Health Department inspectors are now futile, and effective action impossible. We are convinced that no other factor is so potent to-day in perpetuating that ominous death list from pulmonary tuberculosis as the lack of proper facilities for the care of the poor of this city stricken with this malady.
"The best medical opinion forbids that persons suffering from pulmonary tuberculosis be treated in association with other classes of cases in the general medical wards of general hospitals. This opinion is based on the daily observation that comsumptives when occupying hospital wards in common with other classes of cases, not only constitute a serious source of danger to other patients, but that they are themselves placed under peculiarly unfavorable conditions. This is an opinion which the former action of this board has done much to establish and extend. It has very properly resulted in the exclusion to a large extent.on persons suffering from this disease from many of the general hospitals to which they were formerly admitted.
"As the Health Department has already declared its conviction that pulmonary tuberculosis is a com municable disease, and has taken steps looking toward its prevention, and as the information at hand shows that it is far more fatal than any other communicable disease with which the board has to deal, and destroys each year more lives than all the other communicable diseases together, it would seem self-evident that some efficient and far-reaching measures should be at once adopted to protect the inhabitants of this city from its further ravages.

We would, therefore, respectfully recommend
First-That such action be taken by the Health Board as seems necessary and proper to at once secure the provision of hospital accommodations, under its charge, for the care of the poor suffering from pulno-
nary tuberculosis, who, as active sources of danger
to the community, may properly come under its supervision.
"Second-That an amendment be made to the saniary code declaring that tuberculosis be officially considered a communicable disease, and formulatin regulations under which its sanitary surveillance shal "Third-
Third-That all institutions in this city which admit and treat cases of pulmonary tuberculosis be subjected to regular and systematic inspection by officials of this board, and that specific regulations be established for the conduct of such institutions, in accord with the proposed amendment to the Sanitary Code.
"Fourth-That the scope of the measures designed for the education of the people in regard to the nature of pulmonary tuberculosis, and the methods to be taken for its prevention, be enlarged and a closer sani tary supervision be maintained over individuals suffer ing from this disease in the densely populated tene ment districts, and in the crowded workshops and public buildings of this city.'

## The Ways of the Druids.*

The Druids considered no plant more sacred than the mistletoe, and the tree on which it grew, provided it was an oak. They chose groves consisting of oak trees only, and did not perform any religious ceremony with out using the foliage of that tree, for they believed that everything which grew upon the oak was sent from heaven, and was a sign that the tree was chosen by God himself. But, as a matter of fact, the mistletoe
was rarely found growing upon the oak, and when it was so discovered they repaired to the spot with grea religious pomp. To begin with, they chose the sixth day of the moon, which was the first day of their month, their year, and their cycle of thirty years because the moon has then considerable influence, hough not as yet half full. They called the in their language "all healing." When they had duly the tree they led up to it two white bulls (of beneath the tree, they led up to it two white bulls (of the same
breed possibly as those now preserved at Chillingham Castle), whose horns were then for the first time bound. Then a priest, clad in a white vestment, climbed the tree and with a golden reaping hook cut the mistletoe, which was received in a white sagum (a Celtic term, apparently, for a cloak), after which they sacrificed the victims, praying that God would make His own gift prosperous to those to whom He had given it. They believed that fecundity was granted to every sterile animal that drank a decoction of this plant, and that it wa
95. )

The Druids also possessed an amulet called the "ser pent's egg," and they gave the following account of
the manner in which it was produced: In summer the manner in which it was produced: In summer and by skillful intertwining formed a ball with the saliva of their mouths and the foam of their bodies This ball was cast high into the air with violent hissing, and had to be caught in a sagum before it reached the earth. The person who caught it galloped away on horseback, for the snakes pursued him until they were stopped by some intervening river. A test that it was a genuine serpent's egg was that it floated upward against a current of water when encircled with a
golden band. They also held that it must be taken at a certain phase of the moon. Pliny had seen one of these so-called eggs. It was the size of a small round apple, and its shell was formed of cartilage, thickly covered with small cavities, like those on the arms of a polypus. The Druids used it as a badge, and extolled its virtues for obtaining a successful termination to matters in dispute, and procuring access to royal per sonages. It is said that the Emperor Claudius once killed a Roman knight, belonging to the Gallic tribe of " Vocontii, because he was so superstitious as to wear "serpent's egg" in his bosom during the progress lawsuit in which he was engaged. (Pliny, 29, 12.) Cicero had actually seen a Druid in the flesh, for he he had received as his guest at Rome the celebrated Divitiacus, an Æduan who professed to be acquainted with the science which the Greeks called physiology and to be able to foretell future events partly b agury and partly by conjecture. ("De Divinatione," 1, 41.) The Emperor Claudius finally suppressed the Druidical religion in Gaul. Its rites had already been forbidden to citizens in the reign of Augustus. (Sueto-
nius, "Life of Claudius," 25.) The Druids were thus nius, "Life of Claudius," 25.) The Druids were thu
deprived of all political influence in the state. Bu although their organized system was broken up, the members of the religious society were still held in great esteem by the people for their knowledge of futurity and in the year 70 A.D. they were again stirring up the Gauls to revolt against Rome by declaring, in their vain songs, that the oracles portended the empire of he world to "Transalpine" nations. (Tacitus, "Hist.," ,54.) In later times those who claimed to belong to the ancient order seem to have been for the most part
*From an exhaustive article entitled "Druidism," by T. H. B. Graham,
in the Gentieman's Magazine.
females in a humble class of life, who professed to tell fortunes. Women were no doubt treated with more indulgence than men, as being less likely to use their power for political purposes. When the Emperor Alexander Severus was on the march through Gaul in 235 A.D., shortly before he was assassinated by some of his own troops, a Druidess (druias) met him and called out in the Gallic language, "Go thy way, but hope not for victory, and trust not thy soldiers!" (Lampridius, Life of Alexander.") The Emperor Aurelian once inquired of some Gallic Druidesses whether the impe rial power would remain with his descendants, and obtained the answer that the name of none of his descendants would be more famous in the state than hat of Claudius. (Vopiscus, "Life of Aurelian.")
Again, when Diocletian was serving as a private soldier in Gaul, he lived at a tavern kept by a Druidess in the Tungrian country (Tongres). One day, as she was making out the bill for his daily board, she said to him, Diocletian, you are too covetous, too sparing." He laughed and answered, "I will be liberal enough when I am emperor." "Don't jest," replied the Druidess, for you will indeed be emperor when you have killed the boar" (aper). Diocletian, bearing this prediction in mind, was always intent on hunting the boar, and endeavored, whenever the opportunity occurred, to kill it with his own hand. But when he repeatedly aw others made emperor before him he used to re mark, "I kill the boar, but some one else always eats he flesh." When in 284 A.D. he was chosen emperor by the army, his first act was to slay Arrius Aper, the wurderer of his predecessor in the purple, exclaiming as he plunged the sword into Aper's body, "At last have slain the fatal boar!" and so was fulfilled the prophecy of the Gallic Druidess.

The Lowell Observatory to go South from Arizona. The Lowell Astronomical Observatory, which was stablished at Flagstaff, Arizona, in 1894, for the study f planets, especially Mars, is in process of removal to he city of Mexico. The lenses of the great telescope have been removed and the machine is being taket down to be shipped in a few days, says the New York Tribune. The object in going south is to secure good views during the winter months, and the experts who have studied the question say this can be obtained in the Mexican plateau, which lies within the tropics and has an elevation of about 8,000 feet over the sea level.
The observatory was in active operation there during 1894 and 1895, and many hundreds of fine drawings were made of Mars, the results showing that our neigh boring planet is covered with an extensive system of canals, arranged in artificial manner, as if the work of intelligent beings. These researches were made by Profs. Lowell, Pickering and Douglas, and have attain ed world wide fame. Prof. Lowell's discoveries induced him to order a new 24 inch telescope from Alvan Clark S Sons, with a view of prosecuting these studies stil urther. The new telescope has been in use since August, 1896, and many new discoveries have been made The work has been centered upon the planets and outhern stars. Profs. Lowell and Douglas have con inued their observations of Mars, while Prof. Lowell and Mr. Drew have worked on Mercury and Venus during the daytime. In the clear air of the afternoon these planets have shown conspicuous markings, and the astronomers have been able not merely to make maps of their surfaces, but to prove conclusively that the bodies rotate only once in the course of a revolution about the sun. One face of the planet is, therefore turned toward the sun and heated to an immense temperature, while the other is wrapped in everlasting night. The markings down by Lowell have settled the uestion of the rotation of Mercury and Venus, which had been partially studied by Schiaparelli some years ago.
Prof. Lowell finds that Mercury has an appreciable atmosphere, while Venus has an abundance of it, but, or some reason, she possesses only a few clouds Drawings of her markings have been forwarded to the Royal Astronomical Society in London. Dr. T. J. See and Mr. Cogshall have used the new telescope on the southern double stars, and it is announced that since August 1 they have discovered 50 new stellar systems, besides measuring 100 stars recognized by previous ob servators.

## Russia Takes American Armor Plate

The Bethlehem Iron Company has received from Russia particulars of a very successful test there of the company's armor plate. The lested plate was one representing 1,500 tons of Harveyized nickel steel side armor for the Russian battleship Rostivlov, all of which will now be accepted. The company has received a contract for making the shaftings and engine forgings for two big cruisers for the Japanese government.
The Hon. Carroll D. Wright, U. S. Commissioner of Labor, has been chosen President of the American Statistical Association. The position was left vacant by the death of Gen. Francis A. Walker, who had been president of the association for fourteen years.

## Recent Archmological Nows.

Over four hundred diamonds are known to have been recovered from the ruins of Babylon. Many are uncut, but most are polished on one or two sides.
Permission to excavate the site of old Corinth, be tween the Acrocorinthus and the modern city, has been granted to the American School at Athens by the Greek government
At the fiftieth anniversary of the French School at Athens, a performance of " Edipe Roi," with MounetSully and the Comedie Française company, will be given in the theater of Dionysos.
Prof. Homolle thinks that the copper statue recently exhumed by French scholars at Delphi represents Hiero, tyrant of Syracuse, and was probably made by Onatas, the teacher of Phidias; in which case the value of the statue would be equal to that of the Hermes of Praxiteles.
An important find of skeletons of prehistoric people, supposed to be cliff dwellers, was made recently on Beaver Creek, Yavapai County, Ariz. The skeletons were laid out in orderly arrangement on natural shelves in the chalklike cliffs bordering the creek. There were about forty skeletons in all, and each was laid on a piece of matting. They were evidently of full-grown people, but were very small in size and were in a remarkably good state of preservation.
An uncial Greek codex of the Gospels, recently bought by the Emperor of Russia from the village of Sarumsahly, northeast of Cæsarea, written on fine vio let parchment in silver letters nearly an inch high and dating from the fourth century after Christ, is believed to be the manuscript known to New Testament scholars as N, of which thirty-three leaves are kept at Pat mos, six in the Vatican, four in the British Museum, and two at Vienna. The Czar's copy is said to lack thirty-six leaves.
The common Greek method of reckoning distances, both by sea and land, was by computation, not by measurement, says Architecture and Building. A jour ney or voyage took a certain number of days, and this number was reduced to stadia, by allowing a certain number of stadia to each day's journey. The number of stadia so allowed was computed on the supposition that circumstances were favorable to the traveler's
progress; and therefore every impediment, such as winds, tide, currents, windings of the coast, a heavily laden or badly sailing ship, or any deviation from the shortest track by sea and the corresponding hindrances by land would all tend to increase the number of days which the journey took, and consequently the number of stadia which the distance was computed to contain. These circumstances, together with the fact that the Greek writers are by no means agreed as to the number of stadia contained in a day's journey, and other sources of inaccuracy which we know to have existed, furnish a satisfactory explanation of the discrepancies which we find in their statements of distances, both when compared with one another and when compared with the actual fact, without there being any occasion to resort to the supposition of a stade different from the Olympic. Col. Leake also came to the conclusion that "the stade, as a linear measure, had but one
standard, namely, the length of the foot race, and which is very clearly defined as having contained six which is very clearly
hundred Greek feet."

## Hount Kenia Ascended.

Late in 1895 Mr . George Kolb, a German explorer, practically reached the top of the famous African mountain Kenia, which lies directly under the equator before, though several explorers have made the attempt. Mr. Kolb started from the east coast on this attempt. Mr. Kolb started from the east coast on this
expedition in July, but the exact date when he accomexpedition in July, but the exact date when he accom-
plished the ascent of Kenia is not given in the account of it which appears in the October number of Petermann's Mitteilungen, says the New York Sun.
The noses, ears, and toes of some of the black men who made ascent with him were frostbitten, and it is a wonder that he was able to induce them to undergo so much suffering, for explorers have always found it
very difficult to tempt the tropical negro above the snow line. His success was the more noteworthy because the natives at the foot of the mountain hold cause the natives at the foot of the mountain hold
the summit in great awe. They told the explorer that the summit in great awe. They told the explorer that
an enormous snake lived at the top and no one who ascended the mountain ever came back. The summit, they said, had another terrifying guest, a devil, the brother of the snake, and between the two it was certain death to venture into the forbidden region. Most of Kolb's party would not ascend with him for love or money, but a few of the braver men were induced by tempting offers to see the white man through to the end of his enterprise.
Kolb attacked the mountain on the east side, and it took him over five days to reach the summit plateau He was 6,000 feet above the sea when he began the ascent of the mountain proper, and so his total climb
was about 12,600 feet. Near the base of the mountain is a large lake, called by the mountaineers Gunga Lake, about a mile across and teeming with hippopotamuses,
who thrive there over a mile above sea level. There is no apparent outlet to the lake, but as its waters
are perfectly fresh, it undoubtedly has an underground connection with some river. Lake Ntorobbo, a stil larger body of water, was most unexpectedly discovered far up the mountain side on the third day of the climb. It is about two miles long and a mile and a quarter wide, and there are no hippos disporting in its waters, for it lies above the tropical zone, and a skimming of ice forms over its surface nearly every night.
Soon after passing this lake the limit of forests was
reached, and then succeeded the zone of bamboos reached, and then succeeded the zone of bamboos
through whose thickets the little party cut their way through whose thickets the little party cut their way
until they finally emerged, late on the fifth day, upon the mossy slopes above. For a day they had been marching above the upper limit of the range of wild animals, but bees buzzed in the higher part of the forest zone, and two natives who had scrambled far up the mountain side were found collecting wild honey They sold a part of their provisions to Kolb, and this perhaps saved his expedition from defeat, for he had been unable to kill any meat, and his supplies wer unning low.
On the morning of the sixth day the explorer started with ten men, confident that he would gain the summit that day. They left their tent behind and carried only blankets and food. The blacks were warmly clothed from head to foot. They had not been marching over an hour when, greatly to Kolb's astonishment they suddenly emerged over the east edge of the slope and stood on a wide-spreading, oval plateau. This is the summit plateau of Kenia, and only two protuber ances rise above it. The plateau is about twelve miles
long from north to south and about five miles wide. About midway on its eastern edge rises Kisiruni, which can be seen from the base of the mountain, from where it looks like a great volcanic cone; but Kolb was surprised to find there no sign of a cone or crater, but merely an elevation there of the edge of the plateau. Ice and ice water were found here and here in the depressions of the plateau surface.
The whole day was spent in wandering over this plain, and at night the party camped at the edge of glacial brook less than a mile and a half from Victoria peak, the ice-crowned pinnacle of Kenia at the west edge of the plateau. This had been seen and described by all the plateau climbers who had attempted to reach the summit from the west side. The plain over
which Kolb had walked had a scanty covering of which Kolb had walked had a scanty covering of Arctic vegetation.
The tired party passed a very trying night under the cold sky. Some of the men were afflicted with mountain sickness, in the form of faintness, severe headaches, and nose bleed. Nobody could sleep. The emperature was considerably below the freezing point They were 18,600 feet above the sea, and they were frost bitten, while three miles below them was the
eternal summer. They kindled a little fire, but the flame was blue and feeble and gave out little warmth A handful of cooked beans apiece was their evening
neal. At midnight it was twelve degrees below th reezing point, and a light snow fell during the night.
The next morning the leader and four of his men went on toward Victoria peak, but they soon turned back. There was not a mouthful to eat in the camp, and it was folly to think of climbing the peak, whose summit rose 400 feet above them. Under the best of circumstances it would be difficult to climb those icy slopes. The peak rises from a narrow base and the gradient is very steep. It would be long enough'before nd so they a a place where food might be procured villages as fast as they could. Kolb says the ascent is not difficult from the east side, and he thinks that Victoria peak can be climbed.
The missionary Krampf discovered this snow moun tain on December 3, 1849, and he saw it again two years later. It was visited in 1883 by Joseph Thomson, who saw it from the west side, but the hostility of
the natives prevented him from ascending its wooded the natives prevented him from ascending its wooded
slope, and, in fact, he came only within about twentyslope, and, in fact, he came only within about twenty
five miles of its base. In 1887 Count Teleki made the first attempt to ascend the mountain, starting from its western base. He attained an altitude of 15,350 feet. In 1891 Capt. Dundas attempted to ascend the mountain from the east, but the highest point he reached was only 8,700 feet above sea level. In 1893 Dr. Gregory succeeded in climbing the west side of the mountain to a height of about 17,000 feet, above which point he saw glaciers descending the mountain side. He says that Victoria peak is the central cone of a greatly denuded old volcano whose crater has long
since disappeared. The glaciers once extended much since disappeared. The glaciers once extended much whole mountain is a great volcanic mass nearly thirty miles in diameter at its base, through which the equator passes. The third largest of the known snow nountains of equatorial Africa is Mount Rowenzori and no one has yet succeeded in getting to the top of it.

IT is said that patents for inventions which relate in
any way to electricity are now refused in Turkey.

## Science Notes

Prof. Behring has been awarded the Rinecker prize, onsisting of a gold medal and $\$ 250$, by the University of Wurzburg for his discovery of the anti-toxine treat ment of diphtheria.
An ethnographical museum is to be founded at Buda-Pesth. The nucleus of the collection will be the objects exhibited in the ethnographical section of Milennial Exhibition
An international botanical garden is to be established t Palermo under the direction of Prof. Borzi, of the university. It is hoped that the favorable position of he garden may attract foreign students.
The recent Commercial Travelers' Fair at Madison Square Garden, New York, is said to have netted the sum of $\$ 17,500$, which amount has been paid into the building fund of the Commercial Travelers' Home Association at Binghamton, N. Y. The gold medal was presented to William Hoge, the originator of the idea.
In the Prussian estimates is a vote of 50,000 marks to he Ministry of Public Instruction for investigations with the Roentgen rays. The vote is justified by reference to the importance which the new discovery has been shown to possess in physics, anatomy, zoology, physiology, botany and other sciences. The grant will be used to enable institutes and certain men of science to procure the necessary apparatus and to defray the xpense of exhaustive experiments.
Miss Lilias Hamilton, who is private physician of the Emir of Afghanistan, has succeeded in convincing her royal patient of the utility of vaccination, says the Medical Record. Smallpox ravages Afghanistan every spring, killing about one-fifth of the children. The Emir has decreed obligatory vaccination in all his states. The order has been given to construct stables and to raise vaccine heifers. Miss Hamilton has been deputed to organize a general vaccination service.
In the Journal of Physiology, Dr. L. Barlow has pointed out that before the laws of osmosis, deduced rom the final osmotic pressure, freezing point, etc., can be applied to the explanation of biological problems, it is necessary to determine whether the initial rates of osmosis of substances bear constant ratios to their final osmotic pressures, and whether the presence of proteid substances in the solutions affects the initial rate of osmosis. The author has found that the initial rates of osmosis cannot be determined from observations of the freezing points of solutions, and that proteid substances, even when present only in minute quantities, markedly diminish the rate of osmosis.
M. Lavalard, of the Societé Nationale d'Agriculture, has communicated the following note on the mean weight of horses to Le Chasseur Francais: Excluding ponies, which have an average weight of 440 pounds, the weight of horses varies between 660 pounds and 1,540 pounds. The weight of omnibus, train, and cart horses varies between 1.100 pounds and 1,540 pounds. The boulonnais and percheron horses, which are employed for the heaviest work, weigh between 1,760 pounds and 1,980 pounds. Horses attaining the weight of 2,200 pounds are rare. The weight of victoria and coupe horses, which is about the same as that of cavalry horses, varies between 990 pounds and 1,056 pounds. These weights are all for adult animals.
A Japanese scientist, Mr. Muraoka says the English Electrical Engineer, believes that he has discovered that glow worms give off a radiation which is more paradoxical in its behavior than any of the "invisible lights"-Roentgen,[Becquerel or other-that have been hitherto discovered. From what particulars are available, however, it looks as though another explanation of the matter were feasible ; and the experiment cannot be checked or repeated just at present, anyway. The visible light from glow worms has no special peculiarities, and from what the writer has seen does not even present a particularly interesting spectrum. There is, however, a French observation-which also requires epetition-that the light of a glow worm will affect a sensitized plate through paper opaque to ordinary ight.
The Imperial Institute, Edinburgh, has had brought o its attention some interesting phenomena relating to the method by which gold was originally deposited in auriferous quartz. On this occasion Mr. J. C. Johnson, of Adelaide, Australia, who has given great attention to the subject, exhibited specimens of nongoldbearing stones in which he had artificially introduced gold in interstices and on the face in such a manner as to defy detection, even by skilled experts. Some of these specimens were shown privately to several distinguished geologists, who expressed great surprise at the remarkable character of the same. It seems that the discovery, some years ago, that gold could be induced to deposit from its mineral salt to the metallic state on any suitable base, such as iron sulphide, let Mr. Johnson to experiment with various salts of gold, and by which he found himself able to produce the most natural looking specimens of auriferous quartz from stone which, from previous assay, contained no trace of gold ; moreover, the gold, which penetrates the stone so thoroughly, assumes some of the more natural forms.

THE MILITARY RIDING SCHOOL AT TOR DI QUINTO. ${ }^{\text {I }}$ our own troopers recently at the Madison Square Signor Sbisa, of Rome, Italy, has taken a series of Garden, the methods of training cavalry in Italy will instantaneous photographs at Tor di Quinto during the obstacle exercises and down-hill riding practice of the ilitary ridig whool that place. If an artist military riding school at that place. If an artist painted a horse in one of the surprising positions shown

negotiating a deep cut.


AN ANXIOUS MOMENT.
in the photographs, he would be severely criticised. |toms are found This is because nowadays nature is not studied enough The Greeks, however, who derived all their art from nature, have represented similar and other difficult positions of horses on vases of which wonderful specimens have been preserved. Some fine examples of equitation have been shown recently at Tor di Quinto. This beautiful suburb of Rome is universally known for its beautiful drives, but few know that it draws its name from the ruins of an antique tomb situated there. The painter. Nicholas Poussin loved the scenery of the Campagna so much that he painted there many of his celebrated landscapes. For our engravings we are indebted to L'Illustrazione Italiana. In view of the very interesting exhibition of horsemanship shown by
most abundantly in light colored waters. Different geneDifferent genexhibit differ. xhibit differences in this respect; Melosira does not requireso much light as Synedra. The warked has a


A POINT TO POINT STEEPLECHASE.


NEARING THE BOTTOM.
MILITARY EQUESTRIAN EXERCISES IN ITALY

THE HARLEM RIVER SPEEDWAY, NEW YORK CITY. Among the many thousands of New York City who will benefit by the opening of the Harlem River Speedway, there are none who will welcome the event with greater enthusiasm than the admirers and owners of that distinctively American production the fast troting horse.
It may be said that the contending claims of the city and the horsemen have operated to bring about the building of the Speedway. On the one hand there was the desire of the owners of fast trotters to have within eass reach of the city a level and straight stretch of roadway, unincumbered with traffic, on which they might speed their horses; on the other hand there was the on-rolling tide of a city's busy life, replacing fence and green meadows with curbstone and city "flat" and city the elastic dirt road, so dear to the horsenan's heart, into a Telford or Belgian block thoroughfare. Many of our readers will remember the time when that part of Seventh Avenue which lies between Central Park and the Harlem River was the favorite speedway of the notable horsemen of the city. Here the finest trotting stock of the country could be seen of an and Fifty-fifth Street to a junction with Dyckman afternoon, driven by such famous owners of fast horses Street, the total length being about 11,500 feet, or over as Commodore Vanderbilt, Colonel Kip, Frank Work, Russell Sage, Robert Bonner, owner of the illustrious Maud S., with manytanother zealous but less known horseman. Those who cared to would cross the old McComb's Dam Bridge and continue north along the road of that name, and many of the famous hostelries of that day may still be noted by the passing wheelman, their long, empty hitching sheds testifying in mute eloquence to a decayed or fast decaying sport. The Harlem Speedway owes its existence primarily to the efforts of the lovers of horseflesh; and it is to be hoped that the opening of the drive will go far to revive the waning interest in a noble and distinctively national pastime.
Judging from present indications, the Speedway will be Soupleted in be completed in the spring of 1898 , and, taken together with the recently constructed Lafayette Boulevard to the west of it on the bluffs of the Hudson River, it will provide the citizens of New York with one of the handsomest and cer tainly one of the most unique drives to be found in any $g \mathrm{reat}$ metropolis. The Harlem River and its surroundings, as will be shown later in the present article, are endeared to the people of the city, and indeed to all Americans, by the wealth of historic associations with which they abound; moreover, the shores of the two rivers are enriched with natural features of more than common beauty Add to this that midway along its course the drive passes beneath two of the most notable engineering structures in Americathe massive stone


HARLEM RIVER SPEEDWAY-UNFINISHED ROADWAY SOUTH OF HIGH BRIDGE, SHOWING SOLID MASONRY trenches in which to plant shade trees.
further increased by the extension of Amsterdam Ave nue by a magnificent steel viaduct northward over Dyckman Meadows. An illustrated description of this structure will be found in the current issue of the SUPPLEMENT.
The prevailing design for the Speedway, which was only departed from where the limitations of the route demanded it, calls for a roadway 95 feet wide, flanked demanded it, calls for a roadway 95 feet wide, flanked
by two planting spaces 10 feet wide, one on each side, for shade trees with an easterly side walk 20 feet wide and a 15 foot side walk on the west The easterly limits of the Speedway were sharply defined by the government bulkhead lines, with in which, except where it passes beneath the Washing ton Bridge, the outer walls have always been maintained The westerly limits of the work have been fixed by the steep projecting bluffs of rock, into which it was desira ble to cut as little a possible, every extra foot of width increas ing the amount of excavation to enormous figures. This can be understood by reference to th great rockcut a thou sand feet long to the north of Washington Bridge, where 160,000 cubic yards of solid rock were taken out 110 feet Further limitations were imposed by ex two miles. It forms the eastern stretch of a circular driveway whose total length is approximately six miles, the western half, with which it will be connected by Dyckman Street, being formed by the prac tically completed Lafayette Boulevard, extending from the intersection of Dyckman Street and the Kingsbridge Road south along the banks of the Hudson River to One Hundred and Fifty-seventh Street. From One Hundred and Fifty-seventh Street an easy connection is made with the southern entrance to the Speedway by way of One Hundred and Fifty-fifth Street.
It should here be mentioned that the splendid driv- be, as consuling engineer, the Speedway promises to
ing facilities of Washington Heights are likely to be of the handsomest among its public works.
The southern en trance to the Speed way is located wher the One Hundred and Fifty-fifth St ree viaduct reaches the westerly bluffs of the high land to the south of Washington Heights. Here is also the point of interception of Edge combe Avenue and St. Nicholas Place, both of which will have ready access to the drive. For the first half mile the roadbed falls on a four per cent grade to its river grade six feet above mean high water. It fol lows the face of the bluffs and lies partly in cut and partly in fill, the material that has been blasted from the cliffs being utilized for the fill, which is held in place by a heavy re taining wall of broken range ma sonry. This is the most massive piece of masonry in the whole work, and in volved the laying of no less than 15,00 cubic yards of stone At the foot of the grade the roadway
widens out to a width, from curb to curb, of 160 feet, in order to accommodate what is known as a "turnabout," where the horsemen who may not wish to leave the Speedway may return without climbing the grade to One Hundred and Fiftyfifth Street. The center of the "turnabout" will consist of a circle forty feet in diameter, which will be planted with trees and shrubbery. At this point will also be located the first of the three subpoint will also be located the first of the three sub-
ways, the other two being built at High Bridge and ways, the other two being built at High Bridge and
Washington Bridge. These subways are built to enable foot passengers to pass from one sidewalk to the other without crossing the Speedway, a necessary provision where the roadway is devoted to fast driving. The first subway is built through the roadbed where it consists of a heavy fill, and consequently the side walls are carried upon piling, which is driven through the softer material to solid bottom. The piling is three feet from center to center, the spaces between the tops of the piles, for a depth of several feet, being filled in with cobblestones. Upon this foundation concrete walls are built up to the level of the floor, which is carried upon a brick arch. Above the floor the subway walls are built of dressed limestone and carry an arched granite roof. The details of the stairways will be massive and simple, to harmonize with the general features of the work.
It should be mentioned that the first half mile of the roadway is to be finished with a first-class Telford surface in place of the "dirt road" which it was originally intended to baild for the whole two miles of the Speedway. This is one of the improvements which have been made by the new Park Board, and it will give a more durable surface on the four per cent grade, where the traffic and the weather will produce most wear. In general, however, the surface will be made to conform as far as possible to a country road, the macadamized road being considered by horsemen too hard for the fast driving for which the Speedway is intended. It is built as follows : The roadway is filled in with clean material to within a foot of sub-grade. Above this is laid clean earth, with no stones in it over three inches in size. This is rolled with a two ton roller. Above this is laid eight inches of stone, of a size that will pass through a two inch screen but be retained by a one inch screen. This layer is rolled with an eight ton roller. Then follows a two inch layer of cinders, rolled with a two thousand pound roller. Above this are two four inch layers of sandy loam, each of which is rolled with a two ton roller. The result is a firm but elastic surface, admirably adapted to fast driving.
From the foot of the grade the roadway has a slight rise to High Bridge, which marks the termination of the first section (or about one-half) of the work. The easterly walk, which in general is twenty feet wide, is at the same grade as the roadway, but the westerly walk rises and falls with the contour of the ground, in one place being twenty-eight feet above the surface of the roadway. In such cases it is carried by a retaining wall, as shown in the accompanying illustration. While this arrangement was necessitated by the nit features of the site, it will certainly add to the pictur esque appearance of the driveway.

Some of this work as originally carried out failed to stand, and slid out into the river. Wherever this occurred the old cribwork is being dredged out preparatory to building a solid masonry bulkhead wall upon a pile foundation. Among other improvements introduced by the Park Board upon recommendation of the board of experts, masonry retaining walls and bulkheads have been built in place of the timber cribs wherever it was possible, a change which affects 1,600 feet out of the total 8,500 feet originally contemplated.
Of all the improvements introduced by the Board the most commendable was the provision for giving the


## SIDEWALK, BULKHEAD AND CRIB, HARLEM RIVER SPEED,

 WAY.oversight, under the original contract no provision had been made for planting trees and shrubbery, an omission which would have produced a very bald and unfinished effect on a roadway of such wide proportions and containing lony stretches of masonry retaining wall and as phalted sidewalks. It was determined to provide planting spaces ten feet wide on each side of the roadway wherever the width of the site would permit, and fill them with shade trees and shrubbery. As under the original contract no landscape treatment had been contemplated, the roadway had been built with any kind of material that was suitable for filling, and as one contractor had a large amount of cinders available, the fill in places consisted largely of this material. To provide a suitable soil for the trees it was decided to lay trenches and fill them with garden mould in sufficient quantity to support the trees when they should attain their full growth. The idea was a good one; but the method of carrying it out, as will be seen by reference to the photographs and the small sectional view, was as extravagant as it was extraordinary. A solid, compact masonry and concrete box was built in which to place the mould. The walls are ten inches thick, and the bottom consists of eight inches of concrete. This trench which will be practically watertight and without the least provision for drainage, extends in an unbroken line for thousands of feet, and within its close confine-
masonry in the first retaining wall, 15,700 yards of masonry in subways and bulkheads; $2,186,000$ cubic feet of cribwork ; 147,000 lineal feet of piles, and 216,000 cubic yards of filling.
(To be continued.)

## Jumping Cocoons.

The curious movements of jumping beans have lately attracted some attention, though to style the spasmodic jerks of the beans jumps is to court disappointment. Some "jumping cocoons," described by Dr. D. Sharp in the Entomologist, were, however, remarkably good hletes, for they could spring out of a small vessel, such as a tumbler, in which they were placedThese cocoons were from South Africa, but in spite of their exceptional gymnastic efficiency, Dr. Sharp hardened his heart and sacrificed them upon the altar of science, in the hope of discovering something unusual that would explain the power of jumping. The cocoons looked like a piece of oval pottery, about five millimeters long, and having a rough surface. In each of the two investigated a pupa was found; the two were similar in every respect, and they no doubt belonged to the larvæ that made the cocoons. "This little pupa," says Dr. Sharp, " is shut up in a remarkably hard thick cocoon, and it has to get out. Nature has not provided it with caustic potash for the purpose, but has endowed it with a mechanism of complex perfection to accomplish this little object. On the front of the head it has a sharp chisel edge, and with this it has to cut a sharp chisel edge, and with this it has to cut
through the pottery ; contracting itself to the utmost in the posterior part of the cocoon, and retaining itself in this position by the hooks on the mobile part of the body, it is in a condition of elastic tension in consequence of the other side of the body being so differently formed and immobile herefore, releasing the hold of the hooks, the pupa is discharged forward, and the chisel piecestrikes the front part of the cocoon ; repeating this an enormous number of times, a circle may be gradually inscribed on the in side of the far end of the cocoon, which gives way when sufficiently weakened, and the insect becomes free. In suth the specimens the inside of the cocoon is about half cut through ; either this is done as the result of a prolonged series of wriggles, or of shocks such as I have described. It is by no means improbable that the early part of the performance is carving the groove by wriggling, the later part knocking it off by jumping against it." The pupa is thus a most interesting one to entomologists, says Nature. The order of insects to which it belongs appears to be somewhat uncertain, but Dr. Sharp thinks it will prove to be an anomalou lepidopterous insect allied to Trichoptera, and possibly somewhere near to Adela

A Weather observatory on Mont Rosa.
The success which has attended the installation of a meteorological observatory on the summit of Mont Blanc has stimulated Italian men of science to crown Mont Rosa with a similar edifice, says the Practical Engineer. It is intended to utilize the hut on the Gniffetti peak, built three years ago as a shelter for climbers. Situated at a height of about 14,000 feet above


## longitudinal and cross section through passenger subway, harlem river speedway.

About half way between One Hundred and Fiftyfifth Street and High Bridge occurs the first stretch of timber cribwork. This class of construction was adopted wherever the roadway had to be carried across the small bays of the river. The mud of the river was first dredged out to hard bottom, which, on this section, was reached at an average depth of twentyeight feet below low water. The first layers of the crib were then sunk by loading with rock'and the structure raised to the required height and filled in with broken stone or such as one man could handle. The outer wall is formed of $10 \times 12$ sawed timbers, laid
with broken joints and strongly drifted together.
ment the roots of the future shade trees of the Speed way are destined to rot in winter and bake in summer of expansion, and in violation of the very first principles of vegetable growth. How the responsible parties who have done so well in the general work of revision and reconstruction should have committed themselves to such a piece of extravagant folly as this, passes comprehension. Further reference to the matter will be ound in our editorial columns.
Some idea of the extent of the work on the first section is gained from the total estimates of the work done to date, which include, in addition to the 15,500 yards of
sea level, it will, as regards elevation, rank fourth among the twenty-seven mountain observatories of the world, being surpassed in altitude only by those of Arequipa Mont Blanc, and Pike's Peak

The council of the Royal Colonial Institute have sent a memorial urging the British government to take early steps for the unification of time at sea. The memorialists say that the question is the simple one of the desirability of advancing astronomical time by welve hours, so as to harmonize it with civil time, for nautical time has in general practice long been assimil ated to civil time.

## THE TOMB OF LOUIS PASTEUR.

We are able to present to our readers a description of the tomb erected in the Pasteur Institute for the remains of Louis Pasteur. A reproduction of a photograph of the mausoleum of the great French savant has been secured through the kindness of Monsieur J. B. Pasteur. This tomb ought to be visited by every medical man who has an opportunity of doing so, not only on account of Pasteur's great services rendered, directly and indirectly, to medicine and surgery; not only on account of the great interest attached to a visit to the laboratories of the institute, which may be made at the same time, but because the mausoleum is well worth seeing as a beautiful work of art, exquisite in taste and design and perfect in the finish of the workmanship. The Pasteur Institute is an imposing building situated in its own grounds in the Rue Dutot, but as it may not be easy for those to whom Paris is not well known to find it, the best plan is to drive there; a carriage from the Place de la Concorde will reach it in about half an hour.
The mausoleum is built at the end of a long corridor in the institute and is shut off by magnificent gates of wrought iron. Before describing it, it is interesting to note that it was built by the Pasteur family, and Monsieur J. B. Pasteur, the son of the great savant, suggested as a model the well known tomb of Galla Placidia, at Ravenna, which he had visited in the course of his travels in Italy. This tomb was built about 440 by the Christian Empress Placidia, the daughter of Theodosius the Great. It is in the form of a Latin cross 49 feet long and 41 feet broad, and we may refer to it in some detail to show how it inspired the architect of Pasteur's tomb, Monsieur Girault. The interior of Placidia's tomb is covered by mosaics, on a blue ground. Above the entrance are garlands of fruit and foliage; and in the dome the symbols of the evangelists. In the four arches which support the dome are figures of eight apostles, and between them is seen the familiar representation in mosaics of doves drinking out of a vase. Under the vaulting of the right and left transept are the other apostles and, between them, stags drinking at a spring in the midst of golden foliage. There are also designs in mosaic of branches of vines; and two subjects, full of grace and dignity, the chef d'œuvres of Christian art in the fifth century, the first represent ing the Good Shepherd with his sheep, and the second representing the triumph of the Christian faith. The altar is constructed of oriental onyx, and behind it is the large marble sarcophagus, which was at one time enriched with plates of silver.
Turning now to the Pasteur mausoleum, we find the archway over the gates decorated in mosaic with irises on a gold ground, and there is also the simple inscription, "Ici repose Pasteur," and on either side of it the dates of his birth and death-1822-1895. Passing through the gates, the crypt is approached by a flight of nine steps of white statuary marble. The pavement of the crypt is of marble mosaic on which are repre sented large wreaths of laurel. The crypt is formed by four arches which support a cupola, and in the center is placed the sarcophagus, which is carved out of a single block of dark green porphyry. The arches are supported on four groups each of three columns, two of green porphyry and one of red, with Byzantine capitals of white marble. The walls of the crypt ar lined with pavonazza, a cream colored marble richly veined in black, and above it are beautifully executed mosaics. On the marble which fills the arches on the right and left are inscriptions indicating Pasteur's discoveries in historical order as follows :
> $\begin{array}{lll}\text { 1848. Dyssymétrie Moléculaire. } & \text { 1871. Etudes sur la Bière. } \\ \text { 1857. Fermentations. } & \text { 1877. Maladies Virulentes. }\end{array}$
> 1862. Générations dites
> 1865. Maladies des Vers

Beyond the sarcophagus is an apsidal chapel conaining an altar of white marble inclosed by a balustrade of the same material. Above the staircase is the following inscription from the oration delivered at the reception of Pasteur into the Academy of Science: "Heureux celui qui porte en soi un dieu, un idéal de beauté, et qui lui obéit-idéal de l'art, idéal de la science, idéal de la patrie, idéal des vertus de l'Evangile." In the apse is another inscription containing the name of the architect and other interesting particulars "Ce monument fut élevé en MDCCCXCVI. à la mémoire de Pasteur par la piété de sa veuve et de ses enfants. Charles Louis Girault composa l'architecture et la décoration; il dirigea les travaux. Luc Olivier Merson dessina les figures de la coupole. Auguste Guilbert Martin exécuta les mosaiques."
In the mosaics are representations of fowls, cattle, sheep and dogs, indicating Pasteur's researches on chicken cholera and attenuation of virus, on anthrax, on clavelee or sheeppox, and on rabies. There are also beautiful designs of hops, vines and mulberry trees with silkworms and moths, illustrating respectively his researches on the so-called diseases of beer and wine and on the silkworm disease. Pasteur was a devout Roman Catholic, and the religious side of his character is indicated in the mosaics by angelic figures of Faith, Hope, Charity and Science, and, above the altar, by the figure of a dove descending, representing the Holy Spirit, and on either side the Greek letters A


TOMB OF LOUIS PASTEUR AT THE INSTITUT PASTEUR. them.

## Our Homes.

 here than in any other land.both policemen and firemen have long hours of waiting at their stations, to be in readiness to answer the calls to active duty, and the waiting not only seems less long, but may be actually employed in a pleasurable, even profitable way, and perhaps to their own great advantage, when they may always have at hand a copy of the Scientific American to interest and instruct

It is said that the sweet cantatrice and good woman, Jenny Lind, when she had been but a few days in America, asked, "Where are your poor people? I see so few who look and dresa poorly, so few who appear to be without comfortable homes?" Of course, there are many poor homes here, but the Swedish nightingale was right in the thought which lay behind her question. The percentage of those who are comparatively well to do, the proportion of those who have comfortable homes-nicely furnished, well appointed, and perhaps even sumptuously supplied-is far higher

In the Building Edition of the Scientific AmeriCAN, we think we can say without contradiction, are presented more houses and more attractive views, plans and details of dwellings, from the most costly to the most humble, than are to be obtained from any other source. It gives in every number, in colors and in beautiful half tones, fresh collections of views, made with photographic fidelity, showing recently built dwellings and notable structures of every description, with such ample explanations as to their various features that one can hardly help saying, in looking over its pages, "How I would like to have such a house! What a- pretty dwelling this is! What a fine view there must be from that bay win dow!" or, "How comfortable it must be to sit on that bal cony, looking out on the lawn, during warm summer even ings!"etc. And from such thoughts as these come questions as to cost, the consideration of what one can afford to do to own a home in accordance with this or that favored design, and upon these reflections fol low closely calcula tions as to the mino changes one would have-a closet here a bath room there a niche in the hal perhaps for an arm chair, or a cozy cor
and $\Omega$. At the top of the cupola light is admitted through slabs of oriental onyx
Such is the magnificent resting place of Louis Pas teur, and it was a happy idea that this tomb should be placed where his successors carry on his great work, and where students from all parts of the world may be reminded of the example he set of a life of untiring de otion to science and humanity.
We are indebted to the Lancet, of London, for the cut and particulars.

Helping Others to Help Themselves.
There is no better philanthropy, no higher and wiser way of being truly charitable, than to help others to help themselves. This is everywhere acknowledged by all who have earnestly sought, in either a large or a small way, to benefit their fellow beings. What could be more practical, therefore, what more promising of good results, than a method recently putin practice by two New York ladies, by which all of the New York City police stations, and the houses of hook and ladder and fire engine companies, were regularly supplied with the Scientific American? Thirty-eight subscriptions were thus paid for by these ladies for the police stations and twenty-four for the fire engine houses. Subscrip tions to the latter have been already paid for the year 1897. Those thus supplied with the paper are, of course, amply able to take and pay for such papers as they choose, but such a benefaction, so gracefully bestowed comes as a cheering benison to be gratefully remem bered by the recipients every week in the year. For
ner off the drawing room for the children or for grand ma. Then, too, come crowding in considerations as to the plumbing, the heating, the painting, the papering and wall finishing, the decorating, the lighting, and everything that must have or may have a place within or without the building.
And where else can all the questions which arise in such pleasant half reverie, half calculating mood be as fully and completely answered as in the pages of the Building Edition of the Scientific American? Besides its handsome original views and descriptions, its columns teem with the illustrated announcements of he most reliable manufacturers of every class of mate ials, goods and appliances required in buildings, and or their fitting up and furnishing. The subscription price is $\$ 2.50$ a year, and when one has had the pleasur and profit of perusing each monthly number as it arrives, it is almost impossible for any reader to throw hem away, as they would an ordinary serial, when for a slight sum they may be bound into a splendid large quarto volume, instructive and interesting to leave around and forming a valuable addition to any library. The price of these large and beautiful volumes, ready bound, is far less than that of most books of anything ike the same cost to produce.

The widow of Baron Maurice Hirsch, of Vienna, has decided to present $2,000,000$ francs $(\$ 400,000)$ to the Pas teur Institute as a memorial of her husband. This gif will enable the building to be enlarged by the addition of chemical and biological laboratories.

RECENTLY PATENTED INVENTIONS. Engineering.
Rotary Gas Engine.-John D. Blagen, Wood's Holl, Mass. In this engine a stationary central casing forms a compressed arr inces which revolves a cylinder with hollow
and innions and a rim forming a working chamber into which extends an abutment, the piston sliding radiall and being withdrawn at the time the abutment passe
the bearing containing the piston. The cylinder has a the bearing containing the piston. The cylinder has an
eccentric groove receiving a portion of the piston to actuate the piston in unison with the cylinder, and the mo ion of the latter is readily transmitted to ot ar ay a bet. The valves controlie discharge of products combustion have one full stroke to two revolutions e cylinder
Fluid Pressure Motor and Brake. -John McIntyre, Jersey City, N. J. Two patents have exhaust fluid of the motor is utilized for applying brake stop the motor and car, while the other is mainly f a compound fluid pressure motor and a fluid pressure
brake discharging into the low pressure cylinder of the ions in both cases being designed to ut ze the motive agent to the fullest advantage and reduce waste to a minimum. In using compressed air for pro mount of power has heretofore been wasted by the mo or in making stops, and at the brake mechanism by aste of hua, bo on for which one cs the patence mocen, as the exhan car, and the brake mechanism is also used as a resistance top the motor withont shutting if the live fluid supply. According to the other inven ion, for compound motor and brake, there is a valved onnection between a fluid pressure brake and the higb pplying and releasing them, and there is actiakes pplying and releasing them, and there is also a conne cylinder, to pass the exhaust from the brake cylinder into rake connection and to the low pressure cylinder. and low pressure cylinders, and there is a third brake in

號
Safety Guard for Hollow Bodies. -This patent is for a further invention of the same inaseous and other fluids under pressure, to prevent damthe body be ruptured or burst. The form may be greatly varied, but it consists in the main of and interior perforated shell, conforming in the main to the terior of the hollow body, but separated by a slight space therefrom. and the outer space being connected
with the main inner space of the body by the perforations, endering the guard normally pressureless. The improve ent is of the prevent the instananeous escape the body of the fluid should an exp

## Mechanical

Friction Clutch. - Philip Steuer wald, Chicugo, Ill. The simple, easily managed and dudapted to engaed the inner surface of the pulley rim and a link is connected to the free end of the shoe, while a second link has a fixed fulcrum and a three-armed lever is connected at two of its arms with the links and
at its other arm with a shifting device. 'The arrangeent is such as the belt should it slip off the pulley.
Roller Bearing. - Hubert Schon, Alegheny, Pa. This is a bearing designed for use on bicycles, rolling mills, ctc. Between the axle and the brass or bearing box is an endless roller chain, rollers being journaled in the links of two chains, and the links being pivotally connected. The bearing has an under
curved surface corresponding to that of the axle, and a curved top portion, while its ends are rounded, the roller curved top portion, while its ends are rounded, the roller ounded ends. The flanges of the bearing box prevent lateral shifting of the roller chains, and serve to fasten the box in position on a truck or other part on which the earing is applied.
Book Finishing Machine.-Daniel Nitschke, Toledo, O. For accurately and quickly letterwith gold leaf, etc., this inventor has devised a machine In which the type holder is received in a block mounted to rock transversely, there being two clamping plates for the plates and sliding fertically as they are adjusted and save time and labor the lettering on the back being automatically centercil regardless of the thickness of the book and without any adjustment, it being impossible to give an uneven bearing on the type, and absolutely Set Gear for Saw Mills.-John B. Hart, Clarksburg, West Va. For setting a log to be
sawed in proper relation to the saw for the different thicknesses of lumber, this invention provides a mechanism whereby very fine adjustments may be ob-
tained and the log be held with a positive grip. The tained and the log be held with a positive grip. The
gear comprises a flanged wheel on whose axis is fulcrumed an arm to which is pivoted a lever, there being jaws on the lever engaging the flange of the wheel, and a gripper engaging the wheel to prevent its backward
movement. A sector with a stop limits the movemen of the arm and lever, and the construction makes possible a much finer and greater range of adjustment than or where a pin inserted in the holes of a quadrant is em ployed as a stop.
Journal Bearing.-William J. Tripp New York City. According to this improvement, two
inner collare are adjustable toward and from each, othe and have their adjacent faces inclined to form a $V$
shaped bearing surface between them, while an oute
ring surrounds the collars and has on its inner face a $V$ -
shaped bearing surface corresponding to the other bearing surface, a series of balls journaled on the axles run ning in the bearings between the outer ring and the ning in the bearings between the outer ring and the
collars. Rings made in sections and loosely connected at their ends are connected to the opposite ends of the axles and arranged parallel with each other. The bearing is adapted for use on bicycles and other vehicles and
machinery, and is designed to reduce the friction of th machinery, and is designed t.
bearing parts to a minimum.

## Agricultural.

Corn Harvester. - Millard F. Myers Geest the com from one or Choate, Columbus, $O$. To har time, these inventors have perfected a machine in which the weight of the completed shock acts to dump the
sloocker, and the latter and its support are so constructed that the shocks are centrally concaved, causing them to stand more firmly on the ground, or their butts or bot oms may be inclined, so that they will stand upright the platform conveyor and elevator, and the rear ends of the conveyer and elevator are open, permitting loug stalks to be handled as readily as short ones. Reels he stalks being held upright effective cutting devices, to pick up corn blown down or otherwise depressed Simple and effective means are provided for tying the

Poultry Brooder.-Hiram W. Stod ard, Kearney, Neb. For confining and successfull raising young chickens, this inventor has devised
brooder in which the chickens are compelled or induce to take a certain amount of exercise to give them the moting exercise buildings, especially breeding stock, causing their egg to be fertile and productive of vigorous chickens. The invention comprises a novel construction of coop in
which hay, chopped straw, chaff or forest leaves may be which hay, chopped straw, chaff or forest leaves may be
agitated to mix them with the food in the shape of obtain thompeling the of feed boxes at a long distance apart and connected by runways, making it necessary for the fowls to exercise their bodies and wings.

## Miscellaneous.

Bicycle Chain Cleaner.-Eney Gruelli, New York City. According to this improvement, two circular brushes are journaled in a frame adapted to ion that one run of the chain to be cleaned passes bepensive construction and readily attached to or detached from the bicycle frame. The device is attached to the bicycle frame by a clip, and is composed of a main
frame made in parts, there being journaled in the frame a right and left hand screw rod engaged by nuts on ing readily moved toward and from eachother by turning readily ing a knob.
Trollocipede.-Prier C. Smallwood, Louella, Mo. In trolley cycles for use with a suspended and also in the tracka for supporting such vehicles. The U-shaped frame of the device carries wheels adapted to bear above and below the track, and one of the wheels is movable toward and from the other to overcome ine-
qualities of the track. A novel form of forked brake shoe is employed to stop the trollocipede when in motion. The trolley track supports have arms each carry ing a block which separates the strauds of the cable, the
blocks carrying housings which are comnected to the espective strands of the cable.
Wheat Steamer. - Williain L. Mathews, Mariette, Mich: To thoroughly and uniformly cap supporting a central feed pipe on which turns a regu lating pipe, a series of annular hoppers one above another in the casing, a deflecting cone below and for each
hopper and an inverted cone in the lower hopper to pre hopper, and an inverted cone in the lower hopper to pre-
vent clogging. The steam is admitted at one side and vent clogging. The steam is admitted at one side and
near the middle of the casing, only dry steam enter ing and coming in contact with the kernels, while the grain is discharged from one hopper upon the nex
cone below and from this cone into the next hop cone below and from this cone into the next hopper,
the constantly moving grain being sufficiently retarded to insure the proper absorption of steam.
Radiator. . Frederick Bason, Chica go, IIl. This invention is for a heating apparatus in
which both steam and water or hot water exclusively as desired. It has a series of connected loops through a number of which extend ver
tical steam leading pipes with open upper conds, steam tical steam leading pipes with open upper ends, steam
being admitted to the radiator either directly to the loop or through the steam leading pipes. Any amount of water may be retained within the loops, cansing the ra part water and part steam heater. The invention may be applied to radiators not previously built for it, and the novel
ance.
Automatic Fire Extinguisher. edward Livingston. New Orleans, La. This invention is the same inventor, and provides for the use of a fluid a the expellant of a fire-extinguishing fluid. The distrib
uting pipe contains a fluid under pressure, and a voesel uting plpe contains a fluid under pressure, and a vesse
connected with a pipe contains the fire-extinguishing fluid held normally dormant. A diaphragm is connected with the pipe, and a valve closes the passage to the pipes in the rooms protect d has one or more fusio valves adapted to open when the temperature exceed
about $160^{\circ} \mathrm{F}$,, when a connection is made, through the about $160^{\circ} \mathrm{F}$., when a connection is made, through the
operation of the diaphragm and connected devices whereby a tank containing a gas-generating substance in
discharged into a vessel containing alkaline water, and th water and gas are passed through the fusion valves ont
the fire.

Flexible Ladder. - Theodore W. Se escape in hotels and other buildings, this invento has devised a ladder which may be readily folded up and tored under a window to be ready for immediate use. It each section being flexibly connected with each othe wo sides, a rung and braces extending from the side the rung. The uppermost section has short chains adapted to be secured to the window sill on the inside of the room, and the lower section has a hori-
zontal bar on the rear of which are hinged arms to enzontal bar on the rear of which are hinged arms to en-
gage the face of the wall and hold the latter out a little from the building.
Vehicle Tire Tightener.-Robert N. Garrett, Troy, Texas. According to this improveogether between the tire and fells to take up slack each ogether between the lire and fily, to take up slack, eac ers adapted to engage each other on their opposing faces The tightener may be made to completely encircle he wheel or for use in sections, the latter form being specially adapted for the repair of wheels on which the tire has become loose, while the continuous form is pre-
ferred for new wheels, when they may be so introduced as to
felly.

Fifth Wheel.-Alfred W. Johnson, the fifth wheel is tranemitted directly to the froght on no matter what may be the position of the latter is afforded by this invention. A frame is carried by the
vehicle body and a second frame by the front axle, the fist frame having a second frame by the front axle, the engage a notch in the second frame, there being register ing grooves in the front portion of the two frames. The ther, so angular and have reversed relation to eac form an inclosure for an anti friction ball by meaur of which the body frame is supported on the axle
Sailing Vessel.-Ranald Gillis, Syd ney. Canada. A novel movable keel which may be bal sailing is provided by this invention. Rising from an opening in the bottom of the vessel, after the manner of
the usual center-board wells, is a trunk within which and is held by a flange on its upper edge a keel consist ing of a downwardly projecting shell, oval in horizontal section and tapering to a sharp edge at its lower portion. Fitted within the shell, and conforming thereto in shape, is a series of weights of different sizes, and having han-
dles in their upper faces, whereby they may be removed or replaced as desired, according to the weight it is de to carry in the center-board.
Swivel Leader Holder.-George F. and Francis Breitstein, New York City. This holder comprises a stem and independently pivoted wings, one with it near its ends, the holder having guides or wing to be engaged by the leaders, which bear such relation to one another that tension upon one will hold the other pointing in an opposite direction, and when more than one leader is attached to the holder the liability of the leaders becoming entangled is reduced to a minimum The leaders may be readily attached to the holder with-
out knotting or otherwise permanently tying them, and ce is simple, durable and inexpensive.
Moistening and Sealing Envelopes, ETC.-Asahel W. Eddy, Coleridge, Neb. This
invention is for a machine in which an envelope contain ing a letter or other matter may be introduced, when the gummed flap will be evenly moistened and sealed down, the letter leaving the machine ready to be stamp. ed for mailing. Within a suitable casing is a moistening roller which receives the gummed flap while feed rollers
receive the body of the letter, there being guide roller receive the body of the letter, there being guide rollere
at each side and an inclined partition crossing the fee at each side and an inclined partition crossing the feed
rollers, sealing rollers being located at the lower end of rollers, sealing rollers being located ations and there heing a driving connection b Pocket Ink Bottle, Pen, etc
Pocket INK Bottle, PEN, ETC. -
John Pool, Milparinka, New South Wales. According to this improvement, a case is provided with a series of bottle is removably seated, the cover having a pouch, and metal strips movable in guideways in the sheath forming
feet when drawn outward The device is for a pocket combination of pigment or powdered ink, a bottle fo mixing and holding it, pen and pencil for writing, extr these requisites conveniently available for a traveler.
Thread Cabinet. - John S. Arm strong, Burleson, Texas. To hold spools of thread of
different sizes so that the spools may be readily taken out one at a time as desired, this inventor has devised a compartments, each having a swinging bottom wall ex tended through a front opening, a swinging spool re
ceiver operated by the bottom wall. and means for auto ceiver operated by the bottom wall. and means for auto-
matically moving the bottom wall to its closed position. matically moving the bottom wall to its closed position.
Each compartment is designed to contain spools of the same size, and there is a sight opening in the front wal hy which it may
need refilling.
Window.-Mary West, Birmingham, Ala. This inventor, a daughter of ex-Governor W. H.
Smith, of Alabama, has devised an improvement in indows according to which the sashes may be adjusted casing are vertical slots in which are movable bolts t which the sash are pivotally connected, weighted chain belng also connected to the bolts, and a locking clea ment to hold the sash from rotation. A block flexibly connected with the sash is capable of engaging the lock in position.
Water Strainer.-Joseph H. Sped and 23 Centre Street, New York City. This is a do faucets on service pipes in buildings to purify the water in a simple and inexpensive manner. It has an uppe
portion to screw on a faucet and a lower portion form-
ing an outlet or spout, and at the junction of these parts is a strainer formed of two semispherical sieves, made inclosing a ball of agate or like hard, impervious ma inclosing a ball of agate or like hard, impervious ma-
terial. To clean the strainer, the entire device is reterial. To clean the strainer, the entire device is re-
moved from the faucet and water is allowed to flow through it in reverse direction. Thc ball between the sieves prevents their collapse and breaks the impetuosity of the flow
Window Screen.-Charles I. Still, Sing Sing, N. Y. This screen is carried by spring rollers
attached to the sash and opens and closes with them, being entirely out of the way so as not to obstruct the vision when the window closed, but when the sashes are opened the screens assume their places to close the
window opening. They may be attached to the ordinary window opening. They may be attached to the ordinary tected from the weather by a shield or guard which allows insects to pass outward but prevents their entry

Sad Iron Heater.- Stephen Arleth, Holland, Mich. This is a device for use on gasolene, gas or ordinary cook stoves to concentrate the heat upon from the heater. It is made of copper or other sheet metal in the form of a square, shallow box without bottom, and may be lined with asbestos. It has an open
frout arranged to be closed by a flange of the lid, in which are openings for the handles of the irons, and pivoted to its sides are short legs to be turned down to fit into the slots of gasolene stoves. Robinson, La Pczzle.--Chester H. Robinson, Lanumber of balls through various runs and along various inclines to a platform or table, on which the balls are to be placed in a certain order, all without touching the balls with the hands or fingers. The runs are formed on a flanged board, an inclined plane leading upward from one of the runs and parallel therewith, while the runs
are crossed by a second inclined plane connected with the first, there being a track connection between the the send inclined plane and a table above the runs.
Game Apparatus.-Jerome G. Kiah, flanged board or table is made to represent a bion, field, cages locating the players, an incline the pitcher's box, and a spring-controlled plunger representing the batter. It is designed to facilitate playing a parlor
game representing baseball, in which the game will be a game representing baseball, in which the game will be a contest between pitcher and batter, as in a real game, the pitcher trying to deliver the ball so it cannot be hit, Bottle Stopper.-Louis J. A. FerBandes, New York City. To prevent the refilling of a fraudulent package as a genuine one, the neck of the bottle, according to this improvement, is provided with a ball valve normally held to its seat by a spring-con trolled spindle, the spindle passing through a partition over the valve, and the valve chamber having side channels communicaring with openings in the partition. The spindle is mounted in bearings in an extension of the bottle neck, the extension being cemented to the
neck proper after the bottle is filled, and the upper end of the extension being normally closed by a cork. It is easy to pour out the contents of the bottle, after the removal of the cork, but it cannot be refilled without breaking off the extension and a part of its neck.
Book Support.-William A. Barnes, Lampasas, Texas. To hold large journals, ledgers, etc.,
this invention provides a frame with upright keepers and book-supporting platforms, the latter having at opposite ends upright bars operating in the keepers. Detents en gage the upright bars and there are windlass ehafts fo each platform connected with and adapted to release the
detents. The platforms consist of boards having mould ings at their lower edges, and rack bars with routche teeth depend from the boards. Either platform may be lifted as desired, where it will be held by pawls, but may lowered by a slight turning of the windlass.
Window Fastener.-William Gardier, Elizabeth, N.J. To hold the window in open of rattle or move in the window frame is the object of this simple, convenient and inexpensive attachment, whic consists mainly of a casing having an opening in it front face, a pin extending across the opening and a
slidng friction face having movement on the pin and the outer portion of the face being parallel with an outer face of the casing. A cam operates on the friction face, and by the movement of the latter a latch is opera ted. The sash is locked by carrying the cam to an
upper position, and the handle of the cam is turned upper position, and the handle of the cam is turned
down when the sash is to be raised or lowered.

## Designs.

Mustache Guard Clip.--William D. Dalgeeish, stamfora, conn. This is approximately a dge and tapers toward the bend of the clip, affording very simple device for holding a guard on the edge of

Beer Keg Guard. - Alexander H Schran, Oregon City, Oregon. For use in tapping keg his inventor hak devised a guard adapted to be applie over the faucet or pipe connection and with a neck rising therefrom at a point off the center, the device
being equally well adapted for use on kegs or barrels being equally well adapted for use on kegs or barrela Toy.-Oscar McDonald, Jersey (Jity, the haud, according to this invention, is a whistle head and a hoop-like loop across which is pivoted an S-sbaped
diamond-faced blade, the stick having a light weight its other end, the twirling of the device forming a child windwheel and whistle
Note. Copies of any of the above patents will be furnished by Munn \& Co. for 10 cents each. Please
send name of the patentee, title of invention, and date send name of
of this paper.

PBusiness and Personal
The charge for insertion under this head is one Dollur a Advertisements must be received at publication＂ffice as early as Thur
ingqueek＇s sssue．

Marine Iron Works．Chicago．Catalogue free．
＂U．S．＂Metal Polish．Indiamapolis．Samples free
Yankee Notions．Waterbury Button Co．，Waterb＇y，Ct
Handle \＆Spoke Mchy．Ober LatheCo．，Chagrin Falls，$O$ Screw machines，milling machines，and drill presses
The Garvin Mach．Co．，Spring \＆Varick Sts．，New York Concrete Houses－cheaper than brick，superior stone．＂Ransome，＂i5i Monadnock Block，Chicago．
The celebrated＂Hornsby－Akroyd＂Patent Safety O chgine is built by the De La Vergne Refrigerating Ma
chine Company．Foot of East 138 th Street，New York． The best book for electricians and beginners in elec tricity is＂Experimental Science，＂by Geo．M．Hop
By mail，$\%$ ．Munn \＆Co．，publishers， 3 Sil Broadway，N． Send for new and complete catalogue of Scientific
and other Books for sale by Mumu \＆Co．，361 Broadway New York．Free on application．

## 遁ubduduris

HINTS TO CORRESPONDENTS
Names and Address must accompany all leters
or no attention will be paid thereto．This is for ou information and not for publication． Ccre rences to former articles or answers should
give date of paper and page or number of question qilirite not naper answered ing or numberon of question se repeated ：correspondents will bear in mind that
some answers require not a little research，and
though we endeavor to reply to all either by lettei is or in this wishming to purchase any article not advertise in our columñ wirlil be furnished with wat adderesses o
houses manufacturing or carrying the same houses manufacturing or carrying the same．
pecial Wititer Incomint in on matters of
personal rather than general interest cannot be personal rather than general interest cannot be
expected without remuneration．
ientilic．Alnements referre to may be had at the office．Price 10 cents each．

Ioooks referred to promptly supplied on receipt | $\begin{array}{c}\text { price．} \\ \text { ininerins sent for examination should be distinctly } \\ \text { marked or labelec．}\end{array}$ |
| :--- |

（7099）J．H．B．asks：Will you kindly publish in your next issue recipe for making scouring
soap with sand ？A． 100 pounds of cocoa nut oll are sa－ ponified with about 200 pounds of lye at $20^{\circ} \mathrm{B}$ ．The soap is then hardened by the addition of about 8 pound of salt dissolved in water to a density of $15^{\circ} \mathbf{B}$ ．，with the
addition of 6 to 8 pounds soda ash．The mixture is covered up and the foam is allowed to subside．Afte 100 to 150 pounds of dry sifted sand is thoroughl crutched into the mass，and the crutching is continue until the soap is cool．This soap is very firm and hard （7100）A．R．G．says ：I would like in formation on the storage battery．Where shall I look things pertaining to them？A．For valuable information， the construction，uses，etc．，of storage batteries we refer you to SUPPLEMENT，Nos． $159,838,845$ ，and 997，price
10 cents each ；we also refer you to＂Accumulators，＂by 10 cents each；we also refer you to＂Accumulators，＂by wick，price $\$ 1.50$ ；＂The Voltaic Accumulator，＂by Reynier，price $\$ 3$ post paid．2．What is the best know conductor of electricity？A．Annealed silver．3．Does the better conductor entail less loss in transmitting to a distance？A．No；the poorer condactor can be made o larger diameter to compensate．If of equal diameter， then the poorer conductor is less efficient．4．Does high voltage，and as the duration of a spark is short，the power for the fraction of a second may be very high，but the total energy very low．
（7101）C．C．S．says ：Please state in Notes and Queries for the information of several readers he several Egyptian pyramids．A．There are some 60 to 70 pyramids in Egypt．The three pyramids near Cair neasure as follows：The great pyramid is 764 feet o he sides and the perpendicular height has been variousl． measures 707 feet on the sides and the height is 454 feet． inches on the sides，and the height is 208 feet．You can obtain add tional particulars regarding the pyramids by referring to Rawlinson＇s History of Ancient Egypt，which is accessible
any librar
（7102）H．J．D．says：1．Kindly inform ne through Notes and Queries of the best method to clean parquette floors of grease and dirt．A．Clean the oors with crude petroleum．2．And，when clean，how to polish the same．A．Take 1 pound of the best beeswax， olve in 3 puts of turpentine，stirring occasionally if essary．The mixture should be only a trifle thicke than the clear turpentine．Apply it with a rag to the arface of the floor，which should be smooth and perfectis put on either too much or too litite，a good polish wil ee impossible．The right amount varies，less being re quired for hard，close grained wood，and more if the
wood is soft and open $g$ atned．Even professlonal waxers are sometimes obliged to experiment，and novices should always try a square foot or two first．Put on what you think will be enough，and leave the place un－ louched and unstepped on for twenty－four hours，or longer if needful．When it 18 thoroughly dry，rub it with a hard brush until it shines．If it polishes well，repeat he process over the entire floor．ry with fine sandpaper and try again，using more less than before，as may be necossars，and continue your experimenting until you secure the desired result．If the misture is slow in drying，add a little of the com－
in proportion of 1 part of the drier $t, 6$ parts of turpen－
tine．When the floor is a large one，you may vary the ccious work of polishing by strapping a brush to each not and skating over it．3．Can you tell a remedy for
emoving stains from marble or earthenware washbowls， etc．？A．Take 2 parts sal soda， 1 part pumice stone and 1 part finely powdered chalk；sift it through a fine seve and mix with water；then rub it well all over the marble，and he slans wil be remoca，then wash the rble over with soapand water

TO INVENTORS
An experience of nearly fifty years，and the prepara
tion of more than one hundred thousand applications fir patentsat home and abroad．enable as to understan
the laws and pract ice on both cintinents，and to posses




INDEX OF INVENTIONS or which Letters Patent of the United States were Granted

JANUARY 19， 1897 ， AND EACH BEARING THAT DATE． ［See note at end of list about copies of these patents．］

$$
\begin{aligned}
& \text { Ait } \\
& \hline 1
\end{aligned}
$$







辣




Brake beak，J．Far ley， Brick makiing machine．Guiteridie．
Broom head，M．H．MeCormick．i．．．

drocarbon burner．Lamp burner．
Burnishing machine，
Cable converer
ler

ar coupling，Grady \＆McMiilian．
Car couplin，H．M．Luchiai．．．．
ar coupling，L．Mendelson．


 Card with revolving flats，G．Fauquel
Cartisel，Mol．Weston
cartridge hold








ter．
Cyclevated track，W．H．Martin．．．．．
Cycle hanale bar jotnt，J．
Cycle saddle attachment boss，Jtaway ．
Darning implement，M．S．
Die．See Nail forming die
Dish cleaner J． H ．Nolen

Disinfecting apparatus，Mayer \＆W ahie．．．．．．．．．
Dospay case，sample，W．F．Hammond．．．．．．
Door operating mechanism，sliding，W．A．Heath

Drill．See Hand drill．W．Williamson
Drill and tap machine
Dryin appatats，F．Ewing．．．．．．．
Edge setter， M ．Newcomp

 Electric motors，means for operating，J． J ．Mi
Lecauth lint



Elevator．See Electric elevat or．
Engine．See Gas engine．Gas or or 1 eng ne．Steam
enkine．

 city







## 

|  |
| :---: |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |

##  <br> 












畄


TRADE MARKS．



 $\left.\begin{array}{c}2,493 \\ 2,44 \\ 24,48 \\ 248 \\ \hline\end{array}\right)$















in their size, use, and cost are the nume ous implements described and illustrate in the wonderful "BOOK OF TOOLS.' The vast variety will astonish you.


 sent, post-
CHAS. A. STREITNRP Wo New Friction Disk Drill. Has these Great Advantages:



 HANGERS
The first made with adjustable track.
The track can be put up in 30 minutes. Send for Book.

with Automatic
Turret Head
SOHN STARK

PRATT'S CONE BELT SHIFTER



 Antifriction Axles send for cataloove. for Vehicles the rubber tire wheel co.
P. O. Box 546 . SPRINGFIELD, оніо

 by any other method. DO YOU KNOW that in
firstcost,operation, transportation,
 CATES IRON WORKS, CHICACO

## COILS ano BENDS y <br> 

Krueger's Automatic Self-Register ing Lumber Measure



## 

WILL YOU START A LAUNDRY? Mand "The Columbia"


ZENTMAYER'S • MICROSCOPES



THE MODERN ICE YACHT. - BY



ROCK DRILLS
AIR COMPRESSORS
SIMPLEST, MOST EFFICIENT and DURABLE.
Send for Catalogue. 100 Broadway, New York.


Experimental \& Model Work
Circulurs \& advice free Gardam \& son, 96 John Stur. $\mathrm{N} . \mathbf{Y}$ WDFLS8 EXPEAMENTAL WORK


THE ORNAMENTAL IRON INDUS-


GAS and GASOLINE GAS ang GES.


1This beats Wind, steam. or Horse GBNTER $2 / 2$ actual horse power


 $\begin{aligned} & \text { WEBSTER M'F'G COO, } \\ & \text { 10̛4 West 15th Street, CHICAĞo. }\end{aligned}$
POWER 77 POWFRII! POWER? POWER?? POWER!!!
 The Chicago Gas \& Gasoline Engine

The Long-Sought-For Found at Last An Impo ise wirn every
The Hick Compound Cyinder


## Engineers

Of all kinds
Steam, Gas, Electricai, Mining, and Railroad
Engineers should be regular readers of the
Scientific American,

[^0]
# STUDY A HOME 

 ELECTRICITY, MECHANICAL dRAWING, MECHANICS, OR STEAM ENGINEERING

You will be Surprised at ane

 ONLY PRACTICAL MAGAZINE CAMERA
 "VENI, VIDI VICI," SUNART MAGAZINE,
SUNART FOLDINGS Send for Illustrated Cata
logue-2 cent stamp. UNALT HOTO CO.. ROCHFSTER, N. Y ACETYLENE GAS AND CARBIDE OF






D|XON'\& 691 $\begin{gathered}\text { saves wear of chain, pre- } \\ \text { vents rust and increases }\end{gathered}$ CYCLE CHAIN ease, speed and comfort. ERAPH|TE sesu $\begin{aligned} & \text { It will pay you to } \\ & \text { sents for somple. } \\ & \text { JERSEY CITY, N. J. }\end{aligned}$
OSIXON CRUCIBLE CO., TELEPHONES


Julius Andrae \& Sons Co. milwaukee, wis.
BUY TELEPHONES That Are Good--Not "Cheap Things" ratus and guarantee our customers against loss by paten WESTERN TELEPHONE WESTERN TELEPHONE CONSTRUCTION CO Largest Manufacturers of Telephones
xclusively in the İnited States.
 Durable-Easily Applied


 THMMCi. CO.:

## Cbe Scientific American

 PUBILCATIONS FOR 1897. The prices of the different pubucations in the UnitedStates, Canada, and Mexico are as follows: RATES BY MAIL
 Export Edition of the Sciemtific (weekly), one year.
xerican (monthBuilding Edition of the Scientifl American
(monthly) COMBINED RATES Scientiffc American and Supplement Scientiff American and Building Editio Scientiffc American, the Supplement, and Building 5.00

Terms to Foreign Countries.
The yearly subscription prices of Scientific Amer

Scientific American (weekly),
Scientific American Suppleme 81.00
6.00

Building Edition of the Scientifle Amer-
ican (monthly),
Export $\begin{aligned} & \text { Edition of the Scientific Amer } \\ & \text { icish, } \\ & \text { lish, }\end{aligned}$ (monthly) in Spanish and Eng-
Combined rates to Foreig
Scientiffic American and Supplemenr,
Scientific American and Building E
Scientitc $\wedge$ merican,
Cupplementent and Bcienc American
Building Edition,
Proportionate Rates for Six Month
The above rates include postare, which we pay. Re

WUatchmaking a Crade for Young men and WVomen Parsons' Institute for ZUatchmakers, Engravers and Opticians in new Quarter


Harvard University

## Civil Engineering, Meckis courses in Mechical Engineering, Geomistry, Geogy,


 N. S. SHALER, Dean, $\quad \begin{gathered}\text { Sambridge, Mass. } \\ \text { Cater }\end{gathered}$
 Po USE GRINDSTONES

 2d Floor. Wilshire. Cleveland 0 . AUTOMOBLLE CARRIAGES: THE



THE NEW BRISTOL COUN'IER


No licensed Engineer or Pilot reauired. Speed and Safet.
Guaranteed. No Dangerous Naphtha or Gasoline used. Marine Vapor Engine Co.. Jersey Cits. N. J.


Chain belting of Various styles, elevators, conveyors,

3The JEFFRE MANUF

CURE YOURSELF WITH









ACENTS! SIO A DAY WHILE THEY LAST


BRASS SPECIALTIES


VOLNEY W. MASON \& CO., Friction Pulleys, Clutches\& Elevators PROVIDENCE R.


## Perrect Inewssaper Fiv.

the Scienticic American and scientheir papers for binding, may obtain the Koch Patent Flle at the office of this paper. Heavy board sides, in-
scription "Scientifc American " and "Scientific American Supplement" in gilt. Price \$1.50, by mail, or \$1.25 MUNN Adress
THE WOODEN HEN

## 






## HELR K WANTE UNGLE SAM <br>  <br> oms, Internal Revenue, Railuay Mail, Departmental and other poositions, salaries, dates and places of exami nations, etc., free if you mention Scientific American.

## LAUCHLIN FOUNTAIN PEN

jer Holder, 14k. Gold Pen. money refunded. Hard Rub-
Wailed for onlr $\$ 1$. LAUGHLIN MANUFACTURING CO., Detroit, Mich. MANUFACTURE OF BICYCLES. - A
 MIEMEST. No.9OES. Price 10 cents. To be had at this
ofice and from all newsdealers.
 Shorthand by Mail Thoroughly taught by re-
Cesson Free. Potts Shorthand Coltege, Wataliliameanand fort, Pa. MAGTGANTERNS WANTED AND FRA \&ALE.
 $\$ 5000 \begin{aligned} & \text { We offer cash for simple ideas, patented } \\ & \text { or not. } \\ & \text { Send } \\ & 10\end{aligned}$ and expense, and we will send plan and particulars.
H. H. FRA NKIN MIFG. Co., Sy racuse, N.

 EXPERIMENTAL MACHINE \& MODEL Work First-class equipment. Secrecy puaranteed.
H. ROBINSON \& CO., 616 Southern Boulevard, N.Y.City TANK LUGS $\begin{gathered}\text { wawernas } \\ \text { nas }\end{gathered}$

Mechanical Computer for instantly telling the hanning capacity of any locomotive and the effect of reduc-
ing the size of whele changing the pressure, etc.
Price $\$ 1$, by mail. Similar device for telling what anny engine will haul at any ppeed on any grade, , mame price.
Locomotive.Engineering, 256 Broadway, New York.

| TVTA |
| :---: |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |
|  |  |

ELECTRICITY PAPERS



Japanese : - Patents.

[^1]Phovertisements.
OIRDINARY RATES. Inside Paxe, ench insertion--7.5 cents a line
Back page, each insertion--- $\$ 1.00$ a line HEM some eachasse of Advertisements, Special and
Higher rates are required. The above are charges per agate line-about eight
worde per line. This sotice shows the widh of the line. and is set in agate type. Engravings may head adver-
tisements ant the same rate per agat line, by measure-
ivent on the



Tested and True.


The Easient Running Wheel in the World. THE BLACK MFG. GO., ERIE, PA. Nickel Silver

## Watches

We are casing all sizes of movements in this new metal. It takes a better finish and is more enduring than sterling.

It supersedes the old nickel plate, and enables one to have a perfect timepiece at small cost.
Our Solid Gold and Filled Cases, as well as Sterling Silver and Enameled patterns, are in greater variety this season than ever.
New specialties have been added.
Our '97 Model
Trump Cyclometer,
the 10,000 mile wheel recorder,
are all shown in our new catalogues, which will be sent to all.
The Waterbury Watch Co. waterbury, conn.

## 

AMERICAN SCREW CO'S New Cold-Forged Wood Screw䓞 Send for Sample.
 HAMUTON OVT. ENG
 Rhii adelphia, 518 Commerce St. Boston, 36 Pearl St.

## The

## American

Bell Telephone Company,

I25 Milk Street, Boston, Mass. •

This Company owns Letters-Patent No. 463,569 , granted to Emile Berliner November 17, 1891, for a combined Telegraph and Telephone, covering all forms of Microphone Transmitters or contact Telephones.

## To Bicycle Riders

WE MAKE OUR TUBE
of FIFTY CARBON STEEL
Because a Tube like this of our Is just as strong as a Tube like this of

## .50\% CARBON STEEL

## The Real

 Valueof a watch depends upon the accuracy of the movement and not upon the price of the case. The "RIVERSIDE" and "ROTAL" Waltham Watch movements are most accurate time=keepers.
For sale by all retail jewelers.






## A Great Mining Triumph

Capt. J. R. DeLamar, of New York City, is one of the largest uwners and workers of Gold Mines in the world. After the most careful investigation he purchased in August, i895, two Griffin Mills, and his report is so remarkable as to demand the careful attention of every one interested in Gold Mining. We give it in his own words.


## How $\mid 0$ GRIFFIN MILLS work.




These strong letters coming from such representative men are conclusive evidence that we are right in claiming that the "Griffin Mill" will produce a larger amount of finer pulp at less cost than any other stamp or pulverizer made.

Let us send you a free copy of our illustrated pamphlet which will tell youall
about the mill and bring to you other evidence of its great achievements.
BRADLEY PULVERIZER CO., 92 State St., Воston, Mass.


Free! Tr



PHOTOGRAPHIC SIMPLICITY •
Is embodied in the Pocket Kodak

EASTMAN KODAK CO | Booklet free at agerencies |
| :--- |
| or $\begin{array}{c}\text { y mail. }\end{array}$ |

Rochester, N. Y.


NOW READY! Complete Uolumes of the Building Edition of the Scientific American For the Year 1896.
he last Semi-annual Bound Volume, including the num-
bers from July to December, delivery, and will be mailed, postpaid, for $\$ 2.00$. It forms the twenty-second semi-annual volume; all
the preceding semi-annual volumes, except volumes $4,7,8$ and 18 , will be supplied at the same price, $\$ 2.00$ a volume. The bound volume for the full year 1896 is also now ready, and will be mailed,
prepaid, for 83.50 : at which figure we can likewise prepaid, for 83.50 at which g gure we can likewise
furnish the yearly bound volumes for 1890, 1891 , 1892, 1893 and 1895.
ch yearly volume contains upward of two hundred
examples of the latest and best designs for examples of the latest and best designs for
residences, ranging in cost from $\$ 2,000$ to $\$ 20,000$ Floor plans and perspectives are given together with numerous colored plates and many interior views. The illustrations include seashore, Southern, colonial and city residences, churches,schcols,
public buildings, stables, carriage houses etc public buildings, stables, carriage honses, etc.
who contemplate building or improving homes structures of any kind, have in this handsome work an almost endless series of the latest and
best examples from which to make selections, best examples from which to make selections,
thus saving time and money. thus saving time and money.
Send 25 cents for single copy of
Address MUNN \& CO., Publishers, 361 Broadway, New York
PRINTINGG INKS



[^0]:    them. It is a weekly chronicle of all happen to them. It is a weekly chronicle of all happen
    ings of importance to engineers-mechanical o otherwise. New inventions in machinery, fo any purpose, are duly recorded and explained in its pages. No engineer should miss a singl
    issue, for there is not a publication in the world that gives so much valuable informatio on mechanical and scientiffc matters. Its price puts it within the reach of all. $\$ 3.00$
    yearly, $\$ 1.50$ half yearly, $\$ 1.00$ for four months. Send check, draft, express or money ord. MUNN \& CO., Publishers, 361 Broadway, New York City

[^1]:    Citizens of the United States may now obtain
    patents in Japan. Japan has been very active in patents in Japan. Japan has been very active in
    adopting American and European inventions and as patents heretofore have been granted only for inventions made by native Japanese, foreign inventions becoming public property as forelgn inventions becoming public property as may now obtain Japanese patents, provided the
    application is fled before the invention becomes publicly knuwn or used in Japan. The populaFor further particulars, cost, etc., apply to Messrs. MUNN \& COMPANY

