

A WEEKLY JOURNAL 0F PRACTICAL INFORMATION. ART, SCIENCE, MECHANICS, CHEMISTRY, AND MANUFACTURES.



Displacement, 11,565 tons. Speed, 1717 knots. Maximum Coal Supply, 1,440 tons. Armor: Belt, 16 to 4 inches; deck, 234 to 4 inches; gun.positions, 15 inches. Armament : Four 18 -inch; fourteen 6-inch rapid-fire; sixteen 6-pounders; four Colts; two 3-inch field guns. Torpedo Tube
UNITED STATES BATTLESHIP "WISCONSIN."


## \%rientific gmmerian.

ESTABLISHED 1845
MUNN \& Co.,
Editors and Proprietors.
PUBLISHED weekly at
No. 36I BROADWAY, - - NEW YORK.

## terms to SUBS RIBERS

 the slientific american publications.


## NEW YORK. SATURDAY, DECEMBER 8. 1900.

## THE PATENT AND TRADE MARK COMMISSION AGREE ON A BILL

Some two years ago a commission was appointed by the President, under an act of Congress, to revise and amend the laws of the United States concerning patents and trade marks. The commission held public sessions in New York, Chicago, and Washington, at which inventors, attorneys, and others interested had an opportunity of presenting their views as to such changes as they deemed necessary. The responses to a large number of circular letters were also considered. Since this time Mr. Francis Forbes, the chairman, Judge P. S. Grosscup, and Ex-Assistant Commissioner of Patents Arthur P. Greeley have been giving the subject their attention, and are now prepared to report at the coming session of Congress amendments of the patent laws, the object of which is to make them conform with the practice under the Convention for the Protection of Industrial Property concluded at Paris, March 20, 1883. The commission will report a new trade mark law
This will be an epoch-making statute, and it will create much discussion between those who favor a "declaratory" trade mark law, making the registration a recognition of ownership, and an "attributive" trade mark law, which creates and may create ownership by registration even though the trade mark itself is not used immediately. The bill will be considered in a subsequent issue. The commission will also re port several bills to amend the patent laws in winor details, relating especially to the filing of caveats and the appointment of foreign administrators.
Mr. Forbes and Assistant Commissioner of Patents W. H. Chamberlin sailed November 20 as delegates to the Convention for the Protection of Industrial Property, which will be convened at Brussels, Belgium, on December 11, being an adjourned meeting from that held in Brussels in December, 1897.
The above bills, especially that which relates to reforming and remodeling trade mark practice, will be watched with. the greatest interest, not only by the profession at large, but by all those members of the community who have any property rights in trade marks as such. The present practice of allowing the owners of trade marks to use their own judgment as to whether they shall or shall not register their mark is the one feature of our trade mark laws which is not ap-to-date, or in harinony with the progressive spirit of the time. Many of our readers may be surprised to know that there is no way by which the originator of a new trade mark can ascertain whether or not the device or name which he has conceired and adopted is original with him. He may go to some expense in having a search made in the Patent Office; his attorney may correctly advise him that as far as the Patent Office is concerned, nothing stands in the way of his using the trade mark he has adopted; and having taken the only precaution open to him in advance of actually putting the mark in use, he, perhaps, spends a considerable amount of money in having labels ànd imprints made bearing his trade mark. He puts his goods on the market, and perhaps expends large sums in advertising those goods. Some months or years may elapse before he receives a notification from some petty manufacturer that he must discontinne using the wark, and that he must be answerable for damages, a he, the petty manufacturer, had placed goods bearing the sawe mark upon the market ten or perhaps twenty years before. A case of this kind seems exceptional, but those attorneys who are actively engaged in pracrice are aware that this is an every-day occurrence. Prowinent attorneys, know of cases where thousands and hundreds of thousands of dollars have been spent in advertising before it is discovered that the mark which had been so prominently put before the public is an infringement of a mark which is the property of some rival manufacturer. No recourse is open to the merchant under these circumstances. He is obliged to subwit, perhaps, to the rather cruel terms of a rival, or he is obliged to discontinue the use of
the mark and lose the benefit of his advertisements, and perhaps, in addition, to pay heavy damages for his innocent act.
How may evils of this character be corrected? It rests with the able body of commissioners appointed by the Piesident to solve this problem, for certainly no sreater evil exists to-day in our trade mark practice. It would seem that a law could be mapped out without any great difficulty which would correct these abuses and give the industrial classes relief frow the present chaotic conditions. Probably the simplest method to correct the abuse is to frame a law extending trade mark protection only to those who shal register their trade marks in the Patent Office within a reasonable time. Many substantial property rights are protected alone by trade marks, and there is no reason why the title to such property should not be recorded in the same way as the ownership of a piece of real estate is now recorded. It will then be possible for anyone seeking trade mark protection to ascertain in advance of applying for registration what his rights are, what the probabilities of allowance will be, and whether he is likely or not to infringe the rights of some othe merchant. In carrying out such a provision it would be necessary, of course, to modify the present exorbi tant fees of the Patent Office for filing trade marks. The goverument fee for registering a trade mark is now $\$ 25$. This is far in excess of the needs of the case, where with proper classification, the matter of examination is simple, and the registration fee should not exceed $\$ 5$ or at the outside $\$ 10$. This will render it possible for merchants to freely register trade marks for all their brands of goods. We have every reason to believe that the Commission will have some plan to lay before Congress which will prove of great relief to the business community.

## FIREPROOF DOCK CONSTRUCTION.

Evidently the lessons of the fire which swept out of existence the North German Llovd docks at Hoboken have been laid well to heart by the company. The plans for the new docks show that pretty well everything that can be done to make the construction fireproof will be incorporated in the piers, pier sheds and terminals. The fundamental feature of the new plans is the erection of a granite and concrete sea-wall along the 900 feet of water front which comprises the property of the company, and the erec tion on this of a two story building, 130 feet in width by 850 feet in length, which will be of fireproof construction, the columns being filled and covered with struction, the columns being filled and both floors consisting of steel girders with concrete and both floors consisting of steel girders with
brick arches turned in between. The lower floor will be devoted to cargo, and on the upper floor the passenger traffic of the arriving and departing steamers will be handled.
It is particularly in the construction of this building that the company have shown a wise appreciation of the awful extent of the fire risk which attends the crowing of a departure pier during the sailing of a steamer; for had the recent conflagration occurred when some 1,200 or 1,500 souls were scattered throughout the full length of the pier, it is probable that seventy five per cent of the number would have been lost. To preclude the possibility of any such disaster, passengers will, for the future, be required to watch the departure of the steamers from the main building above described ; and to provide them with a clear view of the vessel as she pills out into midstream, a promenade with awnings has been arranged along the full length of the roof facing the river, an arrangement which will give a better view of the ship, and will place the passengers, in the event of a fire, in close proximity to the street. From the mainshore bulkhead building there will extend into the river three piers, respectively 910 feet, 894 feet, and 874 feet in length, the first two being 80 feet, and the third 90 feet wide. Although these piers will be built upon wood piling, they will be protected against fire by a concrete floor covered by planking and by a sheathing of oak on the outside of the pier reaching from below the water line to the deck, this sheathing being designed to prevent fire from attacking the pier from underneath. The pier sheds will be protected from fire by filling and sheathing the steel columns with concrete, and by covering the wooden walls of the pier entirely with tin, which will be locked and fastened so as to give the wood a complete protection. This form of slow-burning construction is considered preferable to an all-metal construction, which, as the last fire showed, will warp and bend if exposed to a fierce heat. Protection against a rush of fire through the interior is provided by three transverse fire walls on each pier and five brick fire walls in the bulkhead building. To these will be added an arrangement of automatic fire sprinklers on all floors, a cable system of automatic fire alarms with loose coils of the same cable laid over stored merchandise, and an independent system of fire hose and hydrants extending through all the buildings.
We would suggest here that in view of the fact that some excellent systems of wood fireproofing have been perfected, the Nortb Geriman Lloyd Company, if they have not already deterimined to do so, would add enor-
mously to the security of the building by using only fireproofed wood, at least in the piers and pier sheds.

## CONGRESS AND THE ISTHMIAN CANAL.

One of the first questions to come before Congress will be that of the construction of the Isthmian Canal. As that important matter now stands, the Hay-Pauncefote treaty is still subject to negotiation, and is now in the hands of the Senate; the President's Commission has yet to make its report; and the Hepburn Canal bill, which passed the House of Representatives last May, has yet to be considered by the Senate. This bill authorizes the President to acquire the necessary territory to build the Nicaragua Canal ; appropriates ten million dollars for commencing the construction; and authorizes the Secretary of War to proceed immediately with the work. It ignores both the President's Commission and the treaty above referred to. The President's Commission, which is the largest and most distinguished that has ever studied the canal question, was sent out for the purpose of determining which of all the possible routes across the Isthmus is the best from a purely commercial and engineering standpoint.
This Commission, we understand, is about to report. If expert testimony counts for anything in our legislative halls, its word as to the location of the canal will be practically final. If it should report in favor of Nicaragua, there is nothing to prevent the work of construction being pushed through immediately with all the power and resources of the nation behind it. Should the Commission report that the Panama is the better canal to construct, and what is far more important, to operate, there would then come up for consideration the question of the terms of purchase required by the French owners thereof. If the Commission should recommend the Nicaragua route, there would be no such preliminary negotiations with an existing company to delay construction; the necessary rights, moreover, have been secured from Nicaragua.

## THE CHIEF CONSTRUCTOR OF THE UNITED STATES NAVY.

The retirement of Rear-Adwiral Philip Hichborn at the close of his second term as chief constructor of the United States navy, which will occur on March 4 next, leaves vacant one of the most important official positions in the adıninistrative economy of this country; and we are much gratified to learn that the President will appoint from among our naval constructors one who, more closely than any other, has been responsible for the creation of our new navy and its sponsible for the creation of our new navy and its
maintenance in a state of thorough-going efficiency. Naval Constructor Bowles, who, on and after the fourth of March, to the distinction of his new office will add that of being the youngest rear-admiral in the American navy, was born in Springfield, Mass., on October 7, 1858. In 1875 he entered the Naval Academy as a cadet engineer, but early in the course decided to become an assistant naval constructor. At his own request, made during his last year at Annapolis, he was sent for a course of study to the School of Naval Architecture at the Royal Naval College, Green wich, England, and the system of instruction thus inaugurated has since come to be recognized as the highest prize attainable by the graduates of the Naval Academy. On his return, in October, 1882, he was detailed as Secretary of the Naval Advisory Board, which was then charged with the control of the design and construction of the first ships of the new navy; and it was mainly due to his efforts that several ships of extremely questionable value and antiquated design, which had already been recommended for construetion, were sufficiently modified to bring them up to the standard represented in the "Chicago," "Boston," and "Atlanta," the pioneer vessels of our modern fleets. With a thorough knowledge of the principles of his profession, Mr. Bowles combines a large amount of reorganizing and adwinistrative ability, which made itself felt conspicuously in the thorough reorganization in 1886 of the Norfolk Navy Yard, and later in the reconstruction and equipment of the New York Navy Yard. Brooklyn, to which he was detailed in 1895. His general popularity has suffered only when he has come in direct contact with the political officeseeker, whose special qualifications have never found any harmonious setting under the system of adminis tration instituted and rigorously carried out wherever Mr . Bowles has been in charge
Unlike his successor, the retiring incumbent of the office, Rear-Admiral Philip, Hichborn, is identified not merely with the new, but with the old navy. He received his commission as Assistant Naval Constructor in 1869 and his commission as Naval Constructor in 1875. In 1880 he was selected as a member of the first Advisory Board, from which, as we have seen, proceeded the early vessels of the new navy. In 1884 he was detailed to make a special tour of the dockyards of Europe, and his valuable report to the Department is considered a standard work upon the subject. In November of the same year he was ordered to Washing ton as Assistant to the Chief of the Bureau of Consruction and Repair, and also as Naval Constructor at the Nary Yard, Washington. Mr. Hichborn was ap-
pointed Chief of the Bureau of Construction and Repair in September, 1893, and four years later he was reappointed for his second term, which is now drawing to a close.
It is fitting at this time to refer to the fact that the technical public is greatly indebted to the retiring Chief of the Bureau of Construction for the unvarying courtesy with which he kept the public informed, through the technical press, as to the plans and progress of the vessels of our new navy.

## INTERNATIONAL CONGRESS OF RAILWAYS AT

 PARIS.Among the most interesting of the papers read at the International Congress of Railways, recently held at Paris, is that relating to the electric railroads now existing in Europe, by Messrs. Auvert and Mazen, two prominent engineers connected with the French railroads. The authors describe in detail the leading railroads. The authors describe in detail the leading rail-
roads of Europe on which electric traction is used. The present abstract includes several of the most important systems.

## ZERMATT-GORNERGRATT (SWITZERLAND).

This mountain railway was the first to use threephase currents. The line, which was opened near the end of 1898 , is an extension of the line in the valley of the Viège. It has a total length of five and a half miles, with a maximum grade of 20 per cent. Its construction has presented great difficulties. The track is 39 inch gage, laid upon iron ties. The rack and pinion system is used, with double rack between the rails. The generating station at Findelen bach has the rails. The gerizontal turbines, fed by a 320 foot fall; each three horizontal turbines, fed by a 320 foot fall; each
turbine is direct-connected to a dynamo of 250 horse power, one set being used as a reserve. The dynamos, of the Brown-Boveri type, have a fixed armature and revolving field and work at 40 cycles per second. The current generated at 5,400 volts is transwitted to three transforming stations, one of which is in the station itself and the other two at three and five miles along the track. Each of the stations has a transformation capacity of 180 kilowatts, and includes two groups of three transformers of 30 kilowatts. The two trolley wires are supported at intervals of 80 feet by crosswires; the rail serves as the third conductor. For the urction, locomotives are used having each two motors of 90 horse power, independent of each other. The motors, fixed to the truck, transmit the effort to the
main axles by a double gearing, whose ratio is 1 to 12 ; the motors are of the triphase non-synchronous type the motors are of the triphase non-synchronous type
and have six poles, making 800 revolutions per minute, and have six poles, making 800 revolutions per minute,
and are built to stand a considerable overload. Above are mounted the resistances for the motors and the various apparatus and instruments. The locomotives weigh 11.500 tons; their axles are 80 inches apart. Open and closed passenger cars and freight cars are used. The open cars have five compartments of 10 places and the closed cars contain 60 places.

STANSSTADT-ENGELBERG (SWITZERLAND).
This line is fourteen miles long, and is divided into three sections as to track ; the first section, from Stansstadt to Obermatt, being in ordinary track, the second, from Obermatt to Gherst, in rack and pinion, and the Gherst-Engelberg section in ordinary track. In the first and last sections the average grade is 5 per cent, but in the middle section it reaches 25 per cent. The central station of Obermatt has two dynamos of 200 horse power and two exciters of 22 horse power coupled directly to horizontal turbines. The hydraulic power necessary has been obtained by using a number of small streams which flow into a covered reservoir connected with the station by a 10 -inch cylindrical conduit of about one mile long. The height of the fall is about 1,000 feet. The triphase currents are produced at 750 volts and 65 cycles. The section next to the station is fed directly, and for the others a system of high tension distribution at 5.000 volts is used, with transformers at the substations to lower the tension to 750 formers at the substations to lower the tension to 750
volts. The current is taken to the motors of the locomotives and cars by two trolley lines 3 feet apart and 14 feet above the track. The rolling stock consists at present of two locomotives, five motor cars and four freight cars. The locomotives, which weigh 17 tons, serve to draw the freight trains and push the cars upon a portion of the steep grade. They are mounted upon two axles and carry two motors, which are connected two axles and carry two motors, which are connected
by double reduction gearing to the pinion, which engages in the rack between the rails. The motors, of 75 horse power, give 650 revolutions, and the speed along the rack and pinion system is about three miles per hour; on the ordinary track it reaches seven miles an hour. The current is taken from the overhead line by wire loops. The motor cars are 45 feet long, and have 44 to 48 places; they are carried upon two trucks of two axles each. Upon one of the trucks are mounted two axles each. Upon one of the trucks are mounted
two 35 horse power motors, making 480 revolutions, which are connected with the axles by gearing. The circulation over this route is effected as follows: From Stansstadt to Obermatt the distance is about ten miles; this section is traveled over by the motor cars, with a trailer at certain times. At Obermatt the rack and pinion system begins, and the car is pushed up the
grade by the locomotive for a length of one mile to Gherst, after which the car runs upon an ordinary grade to Engelberg by its own motors.

METROPOLITAN UNDERGROUND RAILWAY AT BUDAPEST.
This underground road extends from the center of the city to the exterior limits at Varosliget. It was put in operation in 1896, being intended as the beginning of a metropolitan system. The line, like all the tramway lines of the city, is fed by a central station which sup. plies continuous current at 300 volts. The road starts from the Danube and reaches by a series of curves of small radius the southern end of Andrassy-Strasse, which the line follows in a straight line under the middle of the street. The total length of this line is about two miles of double track, standard gage. The heavitwo miles of double track, standard gage. The heavi-
est grade is 2 per cent, but one curve of 130 feet radius has a grade of 18 per cent. On account of the numerous sewers below the street, the line was laid out so as to pass above these, so that the height between the rail and the iron structure upholding the pavement is about 10 feet. The axes of the tracks are 11 feet apart, and the width of the tunnel is nearly 20 feet. The iron frame work is formed of I beaws with vaulting between; the structure is consolidated by pillars placed 12 feet apart along the axis of the tunnel. The track is laid upon metal ties. There are ten stations, the platforms being 16 inches above the rail. They are reached from the street by staircases starting from a station erected on the pavement. The current is taken frow two conducting rails suspended above the track; these are of steel and are fixed to the overhead beams upon insulators, being 3 feet apart. Each car carries two upon insulators, being 3 feet apart. Each car carriestwo
rubbing contacts which take the current. The central station which supplies this line as well as the other tramways of Budapest, is located in the city about half a mile from the nearest point of the road. It contains three units of 600 horse power (horizontal tandem coinpound engines coupled to Siemens dynamos giving 1,000 amperes and 300 volts); four units of 300 horse power (horizontal engines coupled. to Siemens dynamos power (horizontal engines coupled, to Siemens dynamos
of 500 amperes); two units of 80 horse power used as a of 500 amperes); two units of 80 horse power used as a
reserve. This gives a total capacity of 3,160 horse power, or normally 1,600 kilowatts. The rolling stock consists of motor cars of two trucks of a special construction. Two types are in use at present; the first, in which the motors act upon the axles by chain transmission (a type which will probably not be continued), and a second, in which the motors are mounted directly upon the axles. Each truck of two axles has a single motor of 30 horse power, giving a speed of 15 miles an hour. The car has a central space for 42 passengers and a cabin at each end for the motorman ; the cars have a total height of 8 feet. The current is taken by horizontal bar contacts supported upon springs. An electric braking system is provided by reversing the current in the motor fields, transforming the motors into generators, and the carrent set up is sent into a series generators, and the carrent set up is sent in
of resistances, which may be varied at will.

DUSSELDORF-CREFELD ELECTRIC RAILWAY.
This is one of the most important of the German electric railroads. It unites Düsseldorf on the left bank of the Rhine to Crefeld on the right bank, the distance being about 14 miles. The line is standard gage ; at present it is single track for the most part, but is laid out so as to allow double track to be used later. From Düsseldorf the line crosses the river in double track over a wide bridge, and from Oberkassel, the village on the opposite bank, to Crefeld single track is used except at a few stations. The track is laid to take the rolling stock of the Prussian State railroads. This line was begun in the middle of 1897 and commenced operation at the end of 1898 . On account of the competition from a neighboring parallel road, the new line was laid out for a speed of 24 miles an hour. The traction is effected by motor cars taking the current at 600 volts from two overhead wires. The generating station, situated at Oberkassel, supplies the road as well as a number of works in the vicinity. It has two engines of 270 horse power driving two direct current dynamos of 330 amperes and 600 volts, one group being used as a reserve. The cars are of the two-truck pattern, each truck having on one axle a 40 horse power motor, mounted directly. The cars are about 40 feet long and contain 50 persons in all. The authors describe the London Underground Systems, Jungfrau Electric Railroad, etc., and also the use of electric locomotives on the Paris-Lyons-Mediterranean road; the latter ẁill be illustrated in a subsequent article.

## REGISTRATION OF UNITED STATES PATENTS AND

 TRADE MARKS IN CUBA.In our issue of November 24, 1900, we called the attention of American manufacturers and merchants to the necessity for registering trade marks and patents, so far as they have been extended to Cuba, in the Mercantile Register kept in that island. A penalty of $\$ 25$ was fixed for, failure to register within eight days of the extension of the patent or trade mark right to Cuba, but for patents and trade marks already extended, grace was given up to December 1, 1900.

We take pleasure in informing our readers that this excessively short grace. has just been extended to the end of the current year, thus allowing American patentees and trade mark owners sufficient time to comply with the new regulations and to escape being fined.

## LETTERS FROM PEARY.

Mr. Herbert L. Bridgman, secretary of the Arctic Club, has given out some extracts of letters to Mrs Peary. They reached this country after she had started to go to her hasband. They contain the first direct news from Lieut. Peary since August ${ }^{-28} 1898$.
Mrs. Peary left Sydney, Cape Breton, on July 20, with her daughter, to join her husband at Etah, Greenland, on the "Windward." She was last reported at Disco, Greenland, on August 20. These letters from Peary were carried by nati'es to the camp of the Stein party at Cape Sabine, and thence conveyed to Cape party at Cape Sabine, and thence conveyed to Cape
York by Dr. Kahn, who boarded the steamer "Eclipse" on June 9, and was landed by her at Dundee, Scotland, on November 9.
It is an interesting fact to note that the lieutenant has not the slightest knowledge that his wife and daughter are on their way to meet him, although neither she nor any of his friends know just where he Brom.

Neither he nor Mrs. Peary is aware of the death of his mother, which occurred three weeks ago.
The extracts from the letters follow :
Fort Conger, Lady Franklin Bay, March 31, 1900.
Just a line to go down to a whaler by returning natives. I arrived here at midnight of the 28th, twentyfour days from Etah. Six and one-half days of this time we were held in camp by heavy windstorms. The doctor and Henson each left Etah with natives before we arrived here. The journey was a tedious one, owing to the storms, but not an uncomfortable one for me. A number of the dogs died on the way, but I had an ample number for the work ahead. Twenty-one musk oxen were killed in sight of the fort the day before $I$ arrived, so we have an abundant supply of fresh meat. After resting and feeding the dogs a few days longer, I shall go on with Mott and the best Esquimaus up the northeast Greenland coast. The doctor and the other Esquimaus will remain at the fort hunting. I am in good condition, and the journey shows me that I am myself again. If I do my work this spring, I shall come back and hasten down to meet the ship. and turn back with her. I hope to write again by natives whom I shall send back from some point up the Greenland coast. Dr.- Diedrick wishes to be remewbered.

Gape d'Urville, Grinnell Land.
I write this note on the chance of Stein and Dr. Kahn reaching Upernavik by way of Melville Bay. The fall and winter passed counfortably at Etah without even a day's indisposition on my part. I have husbanded myself carefully. My feet have given me very little trouble, and now I feel that I am myself again. I aw now at the "Wind ward's" winter quarters, with the rear division. Mott and the doctor are ahead, with two other divisions, all on the way to Conger. All but a few of the natives will return at once from there, leaving a few with me. I shall push on from Conger without delay, perhaps by way of the Greenland coast. 1 shall strain every nerve, and, God willing, shall do my work this spring, that I may come back this summer. I send duplicate of this to Cape York for a whaler. (Dated March 12, 1900.)

## FAILURE OF THE DISPLAY OF LEONIDS.

The display of Leonids this year has been very disappointing, only a few having been seen. It is probable that their orbit has become changed, taking them farther away from us. Assistant Prof. Wendell, of Harvard University, says that unless during the next thirty-three years there shall be another change in the orbit of the meteors, bringing them back near the earth, we shall see no more of the ancient November shower of Leonids. The few which have been seen this year were stray meteors which had wandered out of the regular path. The principal cause of the change in the orbits of the Leonids is that there has been some disturbance in space which has brought a large body near the path of the Leonids, thus exerting an attraction on them and causing them to change their orbit.

## SUGAR INVENTIONS WANTED.

The Hawaiian Planters' Association has offered $\$ 6,500$ in prizes to inventors of labor-saving machines to be used in the sugar business. 'Three machines are wanted, which planters think some one should be able to invent, and they are willing to pay for each. For a machine to cut cane the planters offer a prize of $\$ 2,000$ to the man who submits the best plan. This sum will be increased to $\$ 5,000$ if the design is accepted and proves efficient. A cane transporter and a machine to load cane into cars are also wanted, and for these planters offer $\$ 1,500$.
the bront improved regulating incandescentLAMP SOCKET.
A well-ventilated socket containing a rheostat by means of which any number of resistances can be thrown into the circuit, so that the light can be modified as desired, can evidently be employed to no little purpose in sick-rooms, vestibules, and sleeping-apartments. Sockets of this character are so ingeniously and compactiy constructed that we have selected for illustra-


A REGULATING-SOCKET FOR INCANDESCENT LAMPS.
tion the latest and most improved type, made by the Brunt Porcelain Works, of East Liverpool, Ohio.

Within a perforated brass casing, an upper and a lower disis of porcelain are mounted. The disks are connected by a rectangular wetal frame, notched to receive the projections of a miniature switchboard of porcelain. The disk is provided with a brass plug, screwing into the usual electric light socket; and the lower disk is provided with a screw-socket to receive the lamp. On the switchboard are six contact-points wired with five resistance spools, extending from disk to disk. The switch-arm which plays over these con-tact-points is carried by a spring controlled shaft turned by a vitrified key, held in a brass bar extending between the two porcelain disks. The brass rectangular frame in which the switchboard is mounted serves as a direct conductor for the current from the live wires to the lamp. When it is desired to modify the light, the key is turned to throw one or more resistance spools in the circuit.

Accurate tests of the Brunt lamp have been made. A test made with a $61 \frac{1}{2}$ watt, 110 -volt lamp, of 16 c. p., showed that by throwing in the various resistance spools, from 37 to $571 / 2$ watts were consumed and frow $61 / 2$ to $39 \frac{8}{10}$ per cent of the current saved. With a 52 -volt lamp of 16 c . p. and 3.5 watts efficiency, 29 watts were consumed on the first contact-point and a candle power of 0.2 obtained; 32.5 watts were consumed on the second contact, and a candle power of 0.4 obtained; 36 watts were consumed on the third contact and a candle power of 0.7 obtained ; 41.5 watts were consumed on the fourth contact-point and a candle power of 1.8 obtained: 48 watts were consumed on the fifth contact-point and 4.5 candle power obtained; and 56 watts were consumed for the full 16 candle power. The figures speak for themselves.

## A NOVEL ELECTRO-MAGNETIC BRARE FOR

 STREET CARS.The British Westinghouse Company have recently acquired the patents of a novel electro-magnetic brake, invented by Mr. Newell, for utilization on street tramcars. It consists of a horse-shoe electro-magnet, suspended on spiral springs, so that the poles hang directly above the rails. When the magnet is excited, it forces down these poles, so that the shoes grip the rail in a similar manner to the ordinary track brake. But there is a wide difference between the effects of the application of the Newell brake and those of the conventional track brake. In the case of the latter, the braking effect is obtained at the expense of the weight of the car ; that is, by reducing the grip of the car wheels on the rails, and therefore nullifying to a considerable extent the effect of the wheel-rim hand-brakes. In the case of the Newell brake, however, by means of a simple arrangement of levers connecting the electromagnet with the shoes of the wheel-rim hand-brake, the reaction of the shoes on the track results in an increased thrust or pressure on the shoes of the wheelrim hand-brake. By this means an increased braking effect on the wheel-rims is caused, and the effective weight of the car on its wheels is not changed by the application of the track-brake
Another important feature of this brake is that it is not actuated by the current supplied by the conduit mains, but by power produced by the loading of the car motors as generators. The momentum of the cars, after the supply circuit has been interrupted, drives the motors as generators, and it is the resulting current which furnishes the power for the electro-magnetic brake. By this it will be realized that the action of the brake is entirely independent of the continuity of the main electrical supply, and any failure of the curren does not interfere with the braking of the cars. In fact, the brake is practically automatic in its action, since, iwinediately the supply circuit is interrupted, the brake begins to act. The proportion of the braking effects on any car produced by the shoes gripping the track and the increase of pressure upon the wheel-rim shoes is ad justed to the weight of the vehicle and the gradient of the track, so that the maximum pressure which will not cause skidding of the wheels may be applied to the shoes of the rim-brakes. With the Newell brake, when the weight of the car is 8 tons, 60 per cent of the power is applied to the rails, and the remaining 40 per cent to the wheels.
The brake is actuated by a backward motion of the controlling handle. It has been subjected to severa tests upon the Westinghouse tram-car in London, and has been proved to be so effective and quick in action that cars may be more readily brought to a standstil than by any other existing type of brake.

## AMERICAN COAL BRIQUETTES.

Travelers in Europe are familiar with the coal briquettes which are used extensively in place of ordinary coal both in England and on the Continent, and the amount of smoke which they emit has probably im pressed most Americans unfavorably, so that they would be slow to recognize their adoption in this coun try. The great amount of smoke which the briquettes yield when burned is due partly to the inferior sort of stoves in common use in Europe for heating purposes and to the fact that soft coal dust is used in their manufacture, with a large amount of pitch for binding material. If anthracite coal dust was user exclusively, with less pitch in the binding material, and the briquettes were burned in good American coal stoves provided with proper drafts and chimney flues, the sinoking would be reduced to a minimum,


THE MANUFACTURE OF COAL BRIQUETTES-ENGINE AND BOILER ROOM
and prove not much more annoying than when ordinary anthracite coal was used.

The advantages of coal briquettes are briefly their freedom from dust and dirt when handled, and their economy in utilizing coal dust and waste from the mines. The "slack" coal which is generally used can be worked up into briquettes and transported to any part of the country without much waste of any kind. Coal waste in this country has been enormous in the past. The vast culm heaps for years piling up at the mouth of every coal mine represented waste of natural material amounting to millions of dollars. It is only comparatively recently that this culm waste has been utilized for producing energy, and to-day mills and factories constructed with special grates and furnaces to burn this material have sprung up in the vicinity of the coal mines. With the cost of transportation reduced to nothing, these factories have found the fuel problem a simple one of solution.
Although these culm heaps were neglected for years, there were plenty of geniuses who realized that some day the waste fuel would be utilizcd; and since 1837 many patents have been taken out to make coal briquettes, most of them having in mind the culm that was accumulating at the month of every mine. The difficulties in the way of producing a handy, transportable fuel were many, and the attempts proved unprofitable for one reason or another. It was a foregone conclusion that coal briquettes would never be popular in this country without the elimination of the disagreeable features characteristic of the briquettes used on the other side.

The successful manufacture of coal briquettes in the


AN ELECTRC-MAGNETIC BRAKE FOR STREET CARS

West to-day consequently proves of more than general interest as inaugurating a new era in our fuel problem that may have wide-reaching results. When we consider that the combined output of briquettes in Eurone exceeds some $20,000,000$ tons a year, and that they are used for house heating, for manufacturing purposes, and on the railroads and some of the ocean steamers, we can appreciate the extent to which a similar industry may develop in this country. In the American coal briquettes manufactured in the West to day, the binding material has been mixed so that only five per cent of pitch is employed, with about two per cent of lime. The use of lime in the binding cement has made it possible to obtain good results with much less pitch

the mandfacture of coal briquettes-the maxing machine.
when they have been properly stirred and mired they fall through an opening to the room below, where the powerful presses are ready to convert them into suitable sized briquettes.
The mixture, which is now about as thick as paste is first fed into small moulds arranged on a wheel. . As this wheel revolves with the paste in its pockets, a second wheel meets it with indentations to correspond to the first. The two come together so that an enorinous pressure is exerted, and the briquettes are squeezed
than the European manufacturers.employ in making their coal briquettes.
This binding cement is one of the important features of the Chicago coal briquettes, and it marks the chief difference between the American and European product. The binding material was discovered through the experiments made in pressing various metallic ores into briquettes. Applied to coal dust, this cement proves much harder than that used in Europe, and consequently yields less readily to the disintegrating effect of the fire. By retaining their shape longer when burning, the American briquettes prove much more satisfactory from a heating and economical point of view. They also lose less from wear and tear in transportation and general handling. $\Delta$ nd finally the smoke nuisance is reduced to a point where it ceases to be an important facior in the question.
There is one large factory in Chicago which has been successfully manufacturing the American coal briquettes for several months, and with a daily output of 200 tons, or about 60 ,000 tons a year, the plant is probably the most representative of its kind in this country. The success of this Western plant has already started a similar movement in the East, and a second plant may soon be built near the Atlantic seaboard.

In Chicago, Illinois, soft coal is employed for the briquettes, with a slight quantity of anthracite mixed with it to give it more hardness, but on the Atlantic seaboard hard coal would have to be used to make the briquettes popular. The so-called "slack" coal of the mines is employed for this purpose, and after the slate and sulphur have been eliminated by washing and other processes, the coal is reduced to dust by means of powerful crushers manufactured especially for this work. These crushers are powerful enough to pulverize the most resisting substance that may be mixed with the coal, and nothing but dust of a fine, even tex. ture comes from it.
The dust is carried from the crusher to a heater, where a temperatnre is maintained between $180^{\circ}$ and $200^{\circ} \mathrm{F}$. This heat is sufficiently below the igniting point of coal, and high enough to make the binder adhere firmly, to produce the desired results without in any way injuring or changing the chemical condition of the coal dust. An automatic elevator next carries the heated coal dust to the floor above, where it is mixed with the binder while still warm. The mixers are experts in their line, who know the exact proportion of different-substances needed to make the briquettes hard.

The binding materials are contained in enormous tanks on this floor. In one huge tank there is slaked lime mixed with just sufficient water to make it thick and creamy. In a second tank there is a soft mass of bitumen heated to a temperature of $350^{\circ}$, while in the third tank there is cold bitumen. With these ingredients at hand the mixer performs his work according to formula. With weighing apparatus for each ingredient he fills another receptacle, capable of holding a thousand pounds, with the different compounds, until the right consistency is obtained. As the success of the whole process consists in the proper mixing of these ingredients, it is highly important that the measurements should be exact and the work is performed under the supervision of competent experts. In this gigantic mixer the coal dust and the binding material are thrown by automatic machinery, and
low cost. In addition to the ordinary briquettes, for use in the home furnaces for generating heat and in locomotives and factories and mills for producing steam power, a special size briquette will be manufactured for marine purposes. This is made with the idea in view of utilizing every available space in the storage rooms of a steamer. These marine briquettes are in the form of bricks of a rectangular shape, and they can be stored so compactly that a ton will occupy only 23 cubic feet. Specimens of these marine briquettes have been subwitted to the Navy Department, and suitable tests will be made. For this purpose the coal will be washed to eliminate all sulphur and all chances of spontaneous combustion, savingithereby in storage capacity and cost. On the Western railroads, especially on the Illinois Central Railway, tests have been made with the softcoal briquettes, and the results are so far satisfactory that the demand for them is greater than the present supply.
Preparations are being pushed now for starting two or three coal briquette manufacturing plants on the Atlantic coast, and before spring these will be in full operation. The coal dust of the anthracite mines will be used for making the briquettes in the Eastern factories. In Pennsylvania these dust heaps amonnt to millions of tons, which washed and loaded on cars can be purchased in unlimited quantities as low as ten cents per ton at the mines. In the West and South the briquetting of the lignite coal and soft coals, that will not bear transportation, promises to be the most successful, and this coal can be used without producing smoke or cinders to any appreciable degree.

## THE SERPOLLET STEAM AUTOMOBILE.

Among the new automobiles to be seen in the Transportation

H. R. H. the prince of wales in a serpollet carriage.
by a force equal to five tons to the square inch. This great pressure moulds the briquettes into solid, compact masses, and when they are dropped out they are nearly as hard and firm as bricks. At present the size of these briquettes is about equal to small egg coal, and they weigh between five and six ounces each. They are adapted to use in ranges, furnaces, and the open grate. The size and form, however, are merely arbitrary, and tre moulds can be made to suit the demand of any special grate or furnace. New moulds can be made and substituted for the present ones very easily. It is simply a matter of making new wheels and putting them in the place of the present ones.
The great improvements recently made in coal-washing machinery now make it possible to produce briquettes from washed coal screenings at an extremely

Palace of the Champ de Mars was
M. Serpollet, the combustible being ordinary petroleum. The Serpollet system of steam cenerators has been already applied to a number of the tramway systems of Paris and other cities. The inventor, who is one of the pioneers in steam traction, has recently perfected a system of steam automobiles which has attracted considerable attention among engineers and sportsmen. The Shah of Persia, on a recent visit to Paris, was greatly pleased with the new machines, and purchased one for his own use. One of the illustrations represents the Shah taking lessons in driving the machine from M. Serpollet. The Shah was so well pleased with the vehicle that he conferred upon the inventor the Order of the Lion and Sun. Another engraving shows the Prince of Wales in his double-seated phaeton of eight horse power, the view having been taken during a recent excursion in Germany.
The mechanism of the system consists essentially of a spiral tube boiler, a four-cylinder engine, and an automatic feeding device. The boiler is constructed upon the same principle as that now in use in the steam tramway system, this consisting of a flattened copper tube of very small opening and thick walls, coiled into a spiral; for the tramway boilers the tube is heated by coke, but for the autowobiles a special form of petroleum burner is used. When water is forced into the tube, the vaporization is instantaneous; and as the walls of the tube are very close together, the water cannot assume the spheroidal state, and thus all danger of explosion is avoided. The petroleum burner has been constructed to produce an especially hot flame with the use of ordinary oil, and to this end
it is conducted under pressure to the burner, where it is volatilized and mixed with air, forming long blue flames like those of a Bunsen burner; the petroleum is thus entirely consumed without odor or smoke. The burner is first heated by a swall quantity of alcohol, and when sufficiently hot to vaporize the petroleum, the latter is turned on and produces the flame. The boiler is not subject to deposits, on account of the rapidity of water -irculation, and by the cleaning out which may be given by allowing a violent back rush of steam and water.
The circulation is so arranged that the expenditure of petroleum and water and the steam pressure are always a function of the force to be produced. I'he arrangement of the parts will be seen in the diagram, which shows the water and oil reservoirs, and the boiler in the center; below the boiler, at $P$ and $P^{\prime}$, are the automatic oil and water pumps with their valves, $\mathcal{S}$ and $\mathbb{S}^{\prime}$. To the left is the water pump for starting, $P$, with its lever, $L$, and valve, $S^{\prime \prime}$. At $C$, below, is a series of eccentric disks which operate the pumps by means of the lever arm. The petroleum arrives under pressure by the tube, 2 , and is forced by the pump into the burner, 4. The water, forced by one of the pumps into the tube, $c$, goes from there either to the boiler or to the regulating valve, $K$. The steam from the boiler goes to the engine by $e$ and has a branch to the regulating valve; the latter com municates with the reservoir by the tube, $m$. As long as the steam pressure is not above the normal, the valve is out of action, and all the water from the pump is sent to the boiler; bu when the pressure below the piston reaches certain point, it is forced up and makes com munication between $F$ and $m$, and part of the water is returned through the valve to the reservoir until the steam pressure falls again to the normal. The valve has a handle at $M$ which serves to empty the boiler by allowing a back rush to the reservoir

One of the essential features of the system is the arrangement by which the production of steam is varied according to the work required of the motor. The boiler is constructed of tubes which contain but little heat-reserve, and it is necessary that the production of heat at the bיrner should vary with the water supply. The water and oil pumps are connected by the lever, $M$, which is worked by a cam formed of a series of eccentric disks, $C$, and the series may be displaced laterally to bring the disks successively under the roller, $G$, of the arm. The first disk is concentric, No. 1 is eccentric by 0.1 inch, No. 2 by 0.2 inch, and so on, and the result is that the stroke and output of the pumps depend upon the disk which is under the roller, the set of disks being displaced by a controlling lever. As the oil and water pumps are connected to the same lever, the heat produced by the burner is always proportional to the water feed, the relation having been established once for all by knowing the quantity of water which a gallon of petroleum can transform into superheated steam. This arrangement is very simple and strong and does not get out of order, and the driver is not required to look after the intensity of the burner, which always corresponds to the amount of steam needed. The motor is shown in our engraving. It has two cylinders on each side, these being similar in construction to those of a petroleum motor, the use of stuffing boxes being entirely dispensed with. The four piston rods operate the crank-shaft in the center, this being inclosed in the case and running in oil. The eight valves, $C, D$, are external and their rods are operated by rollers worked by a series of cams on the upper shaft, which is arranged in concentric and eccentric portions and may be displaced laterally by a lever to vary the action of the valves at will ; thus at rest the cylindrical portions are opposite the rollers and no effect is produced. For the starting, the shaft is pushed to the back and only one set of valves is operated, the others being then successively thrown into action. The motor may also be reversed by the same arrangement. The movement of the motor is transmitted by the second gear to an intermediate shaft containing a clutch, which allows full or mean speed of the vehicle

The oil reservoir receives a constant pressure from a small air pump. The vehicle is started by working the lever of the supplementary water pump, $H$, which serves to inject a small quantity of water into the heated boiler, where it is transformed into superheated steam and starts the motor, which then works with its normal supply. The steam passes from the boiler into a main valve, which is controlled by a foot pedal in front and is normally closed; by this arrangement the conductor is sure that an accidental start will not be made if he leaves the vehicle, and, besides, the motor


MOTOR OF THE SERPOLLET STEAM AUTOMOBILE.
rom the pedal, which stops the motor instantly, and the brakes are applied.

A company has been formed in New York to work the sulphur mines in the Trccorah Mountains, a dis tance of eighty miles from the seaport of Arica, Chile. The plans of the company are still in embryo, but New York is to be the receiving depot for the output To establish refineries at Arica would mean investment of the greater part of the capital ; the transportation of machinery and of coal would also be a matter great expense, it is therefore possible that the raw sulphur will be taken to New York.

THE FIRST-CLASS BATTLESHIP "WISCONSIN."
The first-class battleship "Wisconsin," recently com pleted by the Union Iron Works, possesses interes for our readers from the fact that she was built in the yard which turned out the famous battleship "Oregon." The latter vessel, like the "Wisconsin," is one of a class of three ships, and like her she the fastest in her cass 'The "Alabama" the "Il and "Wisconsin" were authorized on June 10, 1896 The first-named vessel was allotted to the Cramps, of Philadelphia, and has already undergone her trials with great success, achieving a speed of 17.01 knots an hour. The "Illinois" is approaching completion at the yard of the Newport News Shipbuilding Company, and the "Wisconsin" has recently completed her official trials, on which she made an average speed or $17 \cdot 17$ knots per hour. The principal dimensions of the vessel are as follows : Length, 368 feet; beam, 72 feet $21 / 2$ inches; mean draft, when the ship is fully equipped ready for sea, with all stores on board and a normal coal supply of 800 tons, 23.6 feet. The displacement of the vessel with two-thirds of ammunition and two-thirds of stores on board is 11,565 tons. Her bunkers have a maximum coal capacity of 1440 tons. She is propelled by twin engines, one of which is herewith illustrated as it appeared in the shops of the Union Iron Works previous to being erected in the ship. They are of 10,000 estimated indicated horse power, although this was considerably exceeded on the trial trip, when the maximum indication reached 12,322 . They are of the inverted three-crank, triple-expansion type, and while they conform broadly to the specifications drawn up by the Naval Bureau of Engineering, the builders have introduced specialties of design, which they have already used with marked success in other naval vessels built for the government. The most noticeable of these is the framing of the engines, which is formed of forged built-up columns at the back, and turned columns for the front side of the engine. The forged column is of a type which was first used by these builders in the engines of the "Olympia," and later in those of the battleship "Oregon." It is built up of forged plate sides, on which are flanges for securing the column to the bedplate and to the cylinder bottows. Between the sides is bolted in the casting which forms the main guides, and below the guides the sides are spread, and a webplate is worked in, the lower half of the frame being thus in the form of an inverted $Y$. It is claimed by the builders that this type of frame provides unusual rigidity, and the forged iron is more reliable than the material of the usual cast steel frames. The high-pressure cylinder is $331 / 2$ inches in diameter, the intermediate 51 inches, and the low-pressure cylinder 78 inches in diameter, the common stroke being 4 feet. The crank shaft is made of three interchangeable and reversible sections; the crank pins are $143 / 4$ inches in diameter by 17 inches long; and there is a $71 / 2$-inch hole axially through the shaft and crank pins. The thrust shafts are 14 inches in diameter, and the propeller shafts $143 / 4$ inches in diameter, with a $93 / 4$-inch axial hole throughout their entire length, except in the after section, where they pass through the hub of the propeller, in which portion the hole is tapered.
The engines are fitted with straightpush, reversing gear, and the air pumps are independent of the main engine. The main circulating pumps, which supply the condensers, may be used to empty the bilge of the ship, for which purpose they have a capacity of 12,000 gallons per minute. The screw propellers are three-bladed and are made of manga. nese bronze. They are $151 / 2$ feet in diameter and the pitch is 17 feet 6 inches. Steam is supplied by eight single-ended steel boilers in four compartments; the boilers are 15 feet $61 / 2$ inches in diameter and 10 feet in length.
The "Wisconsin," as will be seen from our photograph, which was taken as the vessel was returning from her official trip, is a fine, seaworthy vessel with a good freeboard of about 20 feet forward and 13 feet aft. Her main battery of four 13 -inch breech-loading rifles is carried in two barbette turrets; the barbettes are plated with 15 inches of Harveyized steel, and the turrets with 14 inches. She has a waterline belt from 7 to 8 feet in depth, which varies in thickness from $161 / 2$ and $91 / 2$ inches at top and bottom respectively amidships to 4 inches at the stem. This belt extends as far aft as the after barbette. With this armor is associated a steel deck $23 / 4$ inches in thickness on the flat, 3 inches in thickness forward, and 4 inches from the after end of the armor belt to the stern. The main rapid-fire battery consists of fourteen 6 -inch rapid-fire guns, ten of

December 8, 1900.
which are carried on the main deck and four on ${ }^{\text {th }}$ the spar deck. Of those on the main deck, eight are carried within a central citadel, which is protected with 6 inches of Harveyized armor, the armor extending in the wake of the guns and running across at the ends of the battery diagonally to a junction with the 12 -inch armor of the barbettes. The two other guns on the main deck are carried well forward in sponsons armed with 6 inches of Harveyized steel. The four guns on the spar deck are carried immediately above the central rapid fire battery and are likewise protected with 6 inches of arwor. The secondary battery is made up of sixteen 6-pounders, six 1-pounders, four Colts and two 3 -inch field guns. There are also four Whitehead torpedo dischargers. The total complement of officers and men will be 493. Considering that the keel of the vessel was not laid until February, 1897, it is evident that improved facilities are enabling our-shipbuilders to turn out these big vessels more rapidly than they could when earlier vessels of the "Oregon" type were huilt.

Columbia University is the first college to have an automobile club.
A race from Paris to Berlin will be held by the Automobile Club of France, and the German Emperor has offered prizes to the value of 50,000 francs.
The reports of the French trials of heavy vehicles show that British makers are ahead of French manufacturers as regards this particular type of car.

The automobile drivers of Chicago are forming a union for those who handle vehicles for electric motors. Gas, oil and steam automobiles are not included.
The next automobile and cycle show of Paris will be held in January at the Grand Palais of the Chainps Elysees. The building is a magnificent one for the purpose.
An automobile service will be established between Sea Cliff, L. I., and its railway station, a mile and a half distant, as the attempt to establish a trolley line has ended in failure.

Permission has been given to the New York Electrical Vehicle and Transportation Company, owners of the Fifth Avenue stage line, to change their motive power and extend their route.
C. Kirk Eddy, of Saginaw, Mich., was thrown with great violence upon the asphalt pavement when his vehicle was pushed into the curb while going at a high rate of speed. His death occurred on November 11 from the injuries which he sustained.
Ferry employes of the ferries around New York have to inspect each automobile to see how it is propelled, and if gasoline is the motive power the operator is told that he cannot cross the ferry until he has emptied the gasoline tank. This is in accordance with Section 4472 of the United States Revised Statutes.
A new electric automobile bell has been devised. The magnet incloses a coil, and the haminer is a steel rod, which has a reciprocating motion through the axis of the magnet. The latter is inclined at a slight angle, which causes one end of the rod to strike one peal, the other end on its return striking the opposite bell. As they are differently tuned, the tone produced is harimonious. The bell can be controlled by pushes on the ends of the controlling lever.
In connection with the run to Southsea, Mr. A. Harmsworth has offered a five pound cup for the motor vehicle which, in the opinion of the judges, may, on its arrival at Southsea Common, be the most pre sentable and cleanly as regards general appearance, says The Motor Car Journal. Mr. Harmsworth is of the opinion that the public become prejudiced against automobiles by seeing them arrive in town smothered in dust and looking generally disreputable. The automobile drivers do well to show pride in the appearance of their carriage, and to remove the dust and the other stains of travel from themselves and their vehicles before entering towns.
It is stated that a movement is on foot to do away with automobile shows. The reason for the step is to be found in the experience of bicycle manufacturers. As long as a few of the leading wakers engaged spaces at the show, all of the others felt obliged to be represented. This results in a heavy expense. A plan has been formulated for starting a train of automobiles around the country, beginning next March. The train will visit all cities of consequence and remain from one to four days in each, in order that the residents may inspect the automobiles and have their merits explained to them. It is thought that this will benefit the industry to a greater degree than can be accomplished by holding shows, and the expense would not be greater than in going from one show to another.

The Pollak-Virag system has been improved so that instead of signals being received in the form of a wavy line, similar to that traced by the siphon recorder, messages can now be actually printed on the paper in ordinary round-hand Latin characters at the rate of a thousand worde a winute.

There are 2.009 medical students in the city of Naples, 780 in Turin, and 530 in Rome.
Prof. S. P. Langley had the honorary degree of Doctor of Science conferred upon him by Cambridge University, England, on October 11.
The Duke of Abruzzi has given his exploring vessel, "Stella Polare," to the Italian navy. It will be stationed at Spezia and kept as a souvenir of the trip.
There are few countries in the world where American made playing cards are not found: They are attaining remarkable popularity in the far East, Japan liking them particularly.
Condensed wilk wafers are going to be used in connection with the emergency ration test in Oklahowa. It is thought that condensed wilk food will give better success than chocolate, which has been fonnd to be of little service during the first test, which has just been completed. The milk food is made up in the form of wafers. When dissolved with water, it forms a kind of soup.
M. Roze, of Paris, has devised a new type of airship. It consists of two huge cigar-shaped balloons placed in juxtaposition and tipped with aluminium. The car, capable of accommodating eight persons, is suspended from these aerostats. The airship is provided with two propellers, one forward and one aft, and the vessel carries a twenty horse power gasoline motor, to develop the necessary power for driving these propellers. The trial trip will take place next month.
The following remarkable statement comes from Consul-General Hanauer, of Frankfort. He says that M. De Gall, inspector of forests at Lemur, France, has invented a process for melting wood. By means of dry distillation and high pressure, the escape of developing gases is prevented, thereby reducing the wood to a molten condition. After cooling off, the wass assumes the character of coal, yet withcut, showing a trace of the organic structure of that mineral. The new body is hard, but can be shaped and polished, is impervious to water and acids, and is a perfect electrical uon-conductor. If the inventor can make a satis factory substance of this kind, it will undoubtedly have a considerable future.
The greatest drawback of the incandescent gas lamp mantle is its liability to break, owing to its fragile na ture, under the effect of the miniature explosions which occur whenever the gas is lighted or extinguished. To preserve the mantle from any disruption by this means a device has been invented by a gentleman in London, consisting of a movable ring cover, placed over the air holes of the burner. This cover is carried upon a sliding pin, which makes contact at its lower end with a cam projection from the tap lever, in such a manner that the air holes are closed by the ring when the gas is not alight, and they are not opened to their full extent until the flame has been ignited. In turning off the gas supply the air holes are closed before the flame is extinguished.
At the Egyptian Hali in London one of the principal items of the cine!natograph exhibition is a film of the last solar eclipse, taken at the station in North Carolina by Mr. J N. Maskelyne, of the Royal Astronowical Society. The films give a very interesting idea of the character of the eclipse, and the inner coronal ring long previous to and after the totality of the eclipse is reproduced with great distinctness. 'The photographing of the slender partial phases and the corona, in order to obtain correctly graduated exposures upon biographic films, necessitates the placing of a thin wedge of yellow glass, backed by a similar wedge of plain optical glass, in front of the film, so as to move longitudinally. The camera is provided with a small ruby glass window, and through this the operator is able to follow the diminishing eclipse crescent, and to maintain the regular intensity of the image by gradually moving the wedge along.
The Public Health Department of the London County Council has issued to its medical officers a memorandum regarding the signs and symptous of the bubonic plague, specially preparell by Dr. James Cantlie, who was connected with the plague hospitals at Hong Kong, and whose valuable services have been secured by the London authorities in case the epidemic should visit the city. The rat has generally been described as a potential means of distributing the disease, but according to Dr. Cantlie's investigations upon this subject. it is not so wuch the animal itself that spreads the virus abroad, but the insect parasites that infest its coat. When the rat has been killed, these parasites forsake the animal and seek refuge upon any persons in the vicinity. If they are not immediately expelled by hygienic methods, they will irritate the skin, and the scratching of the irritation, which necessarily follows, frequently cansing abrasions, permits the bacilli to be infused into the blood. Consequently immunity from attack by these pestiferous parasites can only be assured by careful personal cleanliness, since it has been conclusively proved in the hospitals that the disease cannot thrive where strict hygiene is maintained.

The rise in the price of fuel on the Scottish railways during the past half year was no less than 58.8 per cent.
The Great Northern Railway Company is building at Superior, Wis., a steel grain elevator with a capacity of $2,500,000$ bushels.
A number of bloodhounds has been purchased for a western railroad in order to pursue train robbers. They were bought from the Idaho penitentiary.
Thirteen thousand seven hundred and five tons of coal were hoisted recently in twenty-two hours on the Toldeo docks of the Hocking Valley Railroad.
The old "Pavonia" and "Cephalonia" of the Cunard line, which are landmarks on the line between Boston and Liverpool, have been sold. It is said that the former was sold to an Italian shipping firm for \$77,000.
In Russia every shop building has its holy picture and lamp, and it seems odd to an American to think of religious services being held in boiler and machine shops as they are occasionally in Russia. The Locomotive Engineering recently had an illustration of one of these pictures.
American exports in New Zealand are rapidly increasing, specially hard ware. The American firms have wisely adopted the plan, which lies at the base of all successful export trade, of supplying what the colonies desire and not trying to force on thew whatever the manufacturers wish to sell.
The French Minister of Marine recently made a tour of the harbor of Toulon in the submarine vessel "Gustave Zede." He also made an exhaustive examination of the internal mechanism of the craft, and declared that it was as perfect as present submarine science could make it.
The contractors who are carrying on the new national harbor works at Dover (England) recently accomplished a fine piece of work in deep-sea laying. The present Adwiralty pier, which is about 1,000 yards in length, is being extended seaward, and forty blocks, each weighing forty tons, were laid in a single day.
In the new switch tower in the Grand Central yard, New York city, the windows are of green glass. It is a great protection to the eyes of the employes, and enables them to keep their vision at its normal strength at all times. The switch tower contains 176 levers, wh
air. air.
The maintenance of beaches along the New England coast is being successfully accomplished by the "groyne system.". These "groynes" consist of a series of posts planted firmly in the sand, with close planks extending from post to post. The "groyne" is constructed at right angles to the beach, and its position prevents the waves acting on it injuriously. Sand is intercepted by the planking, rapidly forming a new beach and preventing erosion.
It wight be interesting to our readers to know that in the large modern sailing vessels having six masts the names are as follows: The first is called the foremast ; second, the mainmast ; third, the mizzen-mast; fourth, the spanker-wast; fifth, jigger-mast; and sixth, driver-mast. In placing the wasts the foremast is usually put about 24 feet from the end of the keel, and the driver 50 feet from the after end of the keel. The intermediate masts are spaced at the same distance.
The German pencil trade is suffering severely from competition of American lead pencil makers. The ingenious labor-saving machinery of American factories and their large scale of production, and specially cheaper prices at which they can supply themselves with cedar wood, are the chief causes for the failure of German makers to hold their own. The fact is that Germany is practically dependent upon the United States for her supply of cedar and the best of the wood is kept in America.
The forts at Dover (England) have been recently rearwed with quick-firi.،g, long-range, 6 -inch wire- wound guns. During the experiments, however, five of them were discovered to be defective, and were immediately removed to Woolwich, and others mounted. Great secrecy has been maintained regarding the nature of the defects, but it is supposed to have existed in the breech. These unwieldy weapons have to be hauled from the landing stage in the harbor to the summit of the cliffs, a total distance of two miles.
An extraordinary accident occurred at Buffalo November 18. Fifty-thousand tons of iron ore piled on the Minnesota docks sank out of sight. owing to half of the dock, 600 feet, giving a way, and the entire dock was wrecked. The ore continued to sink all day long, and thirteen hours after the accident it was 8 feet below the surface. The cause of the cave-in is a mystery. Borings for 30 feet showed nothing but solid clay and there was no fear of a quicksand, but it is probable that this is what caused the collapse. The docks were equipped with the most modern ore-handling machinery, and the loss is alwost a total one.


## BIRD'S-EYE VIEW OF THE PAN-AMERICAN EXPOSITION.

We have so recently (November 10 and November 24) described and illustrated the general scope and the recent progress of the Pan-American Exposition that the accompanying bird's-eye view will be perfectly intelligible to our readers without any lengthy elaboration on our part. The point of view is supposed to be an elevation beyond the water gate, at the extremity of the large lake, which will form one of the most delightful landscape features of the Exposition. The Lake, including the North Bay, is approximately threequarters of a mile in total length, and its sloping and gently undulating shores will be richly wooded down to the water's edge. To the left of the lake is seen that architectural gem, the Albright Art Gallery, its gray-white marble walls and columus showing in vivid contrast amid its setting of greensward and foliage. Descending the broad marble flight of steps and turning to the left over a bridge which separates the main lake from what is known as the North Bay, one sees across the latter sheet of water another marble buildiug, not so large as the art gallery, but scarcely less charming in its architecture and landscape setting.
After crossing the bridge, and swinging somewhat to the right, one enters the magnificent wain approach. to the Exposition buildings, and the eye ranges through the long perspective of the Fore Court, the vast Esplanade, capable of holding a quarter of a million people, the Court of Dountains and the Grand Basin until it is arrested by the towering mass of the noble Electric Tower-the dominating architectural feature of the whole Exposition. To the right of the approach are the Ordnance exhibits, and adjoining them the numerous groups of buildings devoted to State and Foreign exhibits. Following down the main approach and through the Fore Court, one reaches the ornamental bridge which leads into the Esplanade. Inclosing the right wing of the Esplanade are the United States Government buildings, and the left wing is shut in by the Forestry and Mines building, the Horticultural building, the Graphic Arts building and the Temple of Music. Passing through the Esplanade, whose shorter axis weasures 450 feet and its longer 1,700 feet, the visitor is confronted by the Fountain and Cascades, which, together with their setting of greensward and flower beds, extend down the main approach for 700 feet. Beyond the Cascades is the Mall, a broad, imposing concourse, extending entirely across the grounds, which measures 150 feet in width by 2,640 feet in length. Here one is confronted by a sheet of water 350 feet by 400 feet in length, from which there towers nearly 400 feet into the air the massive and pre-eminently graceful structure of the Electric Tower. To the right and left of the Gascades are the buildings devoted respectirely to Manufactures and Liberal Arts and to Machinery and Transportation, each of which is 350 feet in width by 500 feet in length. At the back of the Liberal Arts building is the stock exhibit, while to the rear of the Transportaion building are grouped in one structure the various offices of the administration. To the right of the Electric 'lower is the building, 500 feet in length, devoted to Agriculture; while to the left of the Basin is another building of simular dimensions devoted to the Electrical exhibit. Behind the Electric Tower is the Plaza, surrounded by restaur ants and the Propylæa, while inmediately behind the Propylæa is the general station of the steam and electric railways. By no means least among the attractions of the Pan-American Exposition is the structure which will be given up to athletics and geueral outdoor sports, known as the Stadium. The major axis of the Stadium will be fully 750 feet in length and its mi nor axis 500 feet. 'Ihe arena will be laid out as an athletic field and will be surrounded by a track for contests. of speed. Seating accommodation will be provided at two sides and around one curve of the track for 12,000 people. of the track for 12,000 people.
On the opposite side of the On the opposite to the Stadium will be Plaza to the Stadium will be
the Midway, without which no end of-the century exposition seems to be complete, if, indeed, judged by its popularity, it must not be considered its leading feature.

the twins begore the operation.

bosalina after the separation.'

SEPARATION OF THE BRAZILIAN THORACO XIPHOPAGOUS TWINS
on of the buildings and that essentially reatment, have been very ably dealt with in our reent articles contributed by Edward Hale Brush; and after studying the accompanying bird's-ere view, our readers will agree with him that the combination of


DR. EDUARDO CHAPOT-PREVOST.
the delicate, tastefully tinted buildings with the broad plazas, the generous expanse of greeusward and shrubbery; and the various carefully elaborated elements of the landscape gardening, will produce a tout ensemble which will give the Pan-American Exposition the leading place for beauty among the great expositions of the closing years of the present
century.
 CROVEILHIER'S FETUS.
refinery in Paris is using the 20 ton electric truck for the trauspurtation of sugar. It is intended to carry a 9 -ton load, although it has carried 17 tons. It is capable of a speed of $71 / 2$ miles an hour, and 25 miles can be made without recharging. Electric motors are used to steer the two front wheels. The company will, it is said, order ten other trucks of similar construction. bridged the two cavities and occupied two-thirds of the connecting space. Beunion bridge was a second bridge formed by the the of the two mesenteries. After the cartilage in two tho centimeters long was discovered, formed by the union of the two pericardial sacs. The senaration of this third bridge was a most delicate task. When the anastomosing branch of the two mammary arteries was severed, the blood streamed out in a red deluge. The noints were seized and the hemorrhage controlled. The imprisoned tissue was cur, and the edges of fach sac sut ured with cat gut. To prevent the intestines of the one bodiy from passing into the other body, the mesenteric bridge was ligated with silk at two points; the intermediate portion cut, and the intestines placed in their proper positions. The plenra of Maria, it was fuund, extended across the line of union. This uuforeseen difficulty was overcome by detaching the parietal pleura, and connecting it by means of a fine cat-gut suture with the median fold, which adhered to the pericardial bridge.
After the internal parts of the thorax had been thus separated, operations on the other side were begun. The skin and cartilage opposite the first incision were severed to expose the liver. Skilfully the surgeon cut the liver so as
to give each trunk an uninjured gall-bladder and duct. The final suturing was done on two planes, the deep peritoneal and the superficial, including the skin and muscular coat.
Fig. 1 shows the point of separation. The severed surface of Rosalina's liver is represented by $a ; b$ is the visible part of Rosalina's gall-bladder; $c$ is the pectoral cavity of Rosalina, which communicated largely with that of Maria; $p$ is the circular limit of the bridge of the pericardium cut vertically ; $p l$ is the case of the pleural sac, extending from the side of Rosalina beyond the point of union; the xiphordian appendix is represented by $a p p$ and $a p p^{\prime}$.
The condition of Rosalina after the operation was encouraging; that of Maria, less hopeful. On the second day after the operation, Maria's pulse ran up to 160 , her respiration to 56 , and temperature to $38.5^{\circ}$ (C.) The condition of both children improved on the third day; but it was necessary to give Maria inhalations of oxygen at midnight. On the fourth day Maria was weak and could take no nourishment; but she improved after oxsgen had been administered. The fifth day saw Rosalina in good health, and Maria improved. In the early part of the sixth day Maria seemed in so favorable a condition that she was pronounced out of danger ; but fits of vomiting. although checked, weakened her so much that she was unable to


Fig. 1.-COMPARISON of NOTABLE XIPHOID cases.


Fig. 2.-DIAGRAM SHOWING THE POINT OF DISSECTION OF ROSALINA and maria.

Dr. Chapot-Prevost by Prof. E. Braga.
rally under the supportive treatment given her. She died at $1: 30 \mathrm{~A} . \mathrm{M}$. of the following day. An autopsy revealed an inflammation of the pleura and pericardinm, with more or less exudate from each, but no inflammation of the peritoneum. The liver as well as all the external wounds were completely healed.
Rosalina is now in excellent health. On August 16 she sailed with Dr. Prevost for Bordeaux.
Remarkable as the case of these twins may be, it is not the first of its kind known to medical men. As far back as 1834, Cruveilhier studied a double female fætus brought to his attention by a Dr. Jolly. This curious phenomenon is shown in Fig. 3. The thoracic viscera of this fœtus are shown in Fig. 4. The twins were joined at the anterior portion of the trunk down to the sub-umbilical region of the abdowen. The two sterna were entirely independent of each other. Each fotus had a thymus and two lungs; but the two hearts were merged into a single organ, horizontally located and imperfectly symmetrical. The right half of the heart was inclosed in the thoracic cavity of the right fortus; and the left half in the thoracic cavity of the left fortus. The upper concave portion conformed with the base of the thorax on the line of the $x y-$ phoid appendices; the lower concave portion rested on the diaphragin. There were four auricles -two on the right (an upper and a lower), and two on the left. The upper left auricle and the lower right auricle were much larger than the other two. In the illustration the aorta of the right side and the aorta of the left, the vena cava superior and inferior, are clearly shown.
A single diaphrasm formed by the union of the two diaphragms was pierced by the two inferior vena cava.

There were two stomachs, two duodena, two pancreas, two ilea, two cœca, two appendices, two large intestines. But there was only one jejunum and one liver, with the anterior and posterior portions located, strange to say, in the epigastric region.
The case of Cruveilhier's twins in certain res. pects is sımilar to that of Rosalina and Maria.
In Fig. 1 we have graphically compared the most important xyphoid cases which are recorded in the history of medicine. The diagram indicated by 1 represents the case of Marie and Adele; 2 pictures the case of Chang and Eng; 3, that of Rodica and Doodica; 4, that of Maria and Rosalina.
In conclusion we desire to express our acknowledgment to E. Braga, Jr., formerly professor of mathematics in the College of Braga and profeneor
of nistory and natural science in the College of Cuanberg at Rio de Janeiro, for information from which the above article was prepared and for the photographs and drawings which he has kindly furnished us. The drawings were made by Prof. Braga especially for pub lication in the Scientific American.

## III. SIMPLE ELECTRIC MOTOR.

## by aeorge m. hoprins.

Almost every young amateur mechanic is desirous of making something having the ability to move and show action. An electric motor does this; and while the mechanic is making a good piece of machinery, he is also learning the principles of electricity.
The wotor we shall describe is intended to turn a fan or light machinery by weans of a current derived from a battery. It will drive a light sewing machine or other machinery requiring a similar amount of power, and it is so simple as to admit of being constructed with the tools ordinarily possessed by an amateur
To begin a wotor at the right point is very import ant. The first thing to be done is to construct the armature-the part which revolves. On account of its simplicity, we have selected the Gramme armature.
The core of this armature consists of a ring formed of No. 24 sheet iron. A strip $3 / 4$ inch wide and 8 feet long (the length of a sheet) is carefully cut from the sheet and wound upon a cylindrical piece of wood in the lathe or by hand. The wood cylinder is $13 / 4$ inches in diameter and 1 inch thick, and in the edge is cut a shallow notch of a depth equal to the thickness of the sheet iron, as shown in F'ig. 2. In the iron, $1 / 8$ inch from the end, is drilled a hole countersunk to receive a wood screw which passes through the sheet iron into the wood, and fastens the end in the notch in the wood. The sheet iron thus attached to the wood may be wound closely around the wooden mandrel without a kink being formed by the inner end of the strip which is in the notch
Before beginning the winding, a piece of strong an nealed wire, stove-pipe wire for example, is placed in a handy position, and when nine layers of the iron have been wound the strip is cut off and the binding wire is wrapped around the coil and twisted together at the ends, to keep the sheet iron from unwinding.
The wood and the coiled.sheet iron are togethe removed from the lathe (or vise if it is being done by hand), and placed in a fire, which will heat the iron to a cherry red and burn out the wood. The ring is then covered with ashes and allowed to cool slowly. This anneals the iron, and improves its magnetic perweability.
After removal from the ashes, and while the binding wire is still in place, the ends are secured by passing rivets through them ; the inner end, which was bent, is cut off, and the ends are beveled with a file, and all the sharp.corners are reduced by the same means.
The core of the armature is then covered with adhesive tape (either electrical or bicycle tire tape), when it is ready to receive the magnet wire with which it is to be wound. The ring is divided into five equal sec tions, and marked with a pencil to show how much space each coil of the armature is to occupy. There are five coils on the armature, with five layers in each coil. No. 21 single or double cotton or silk covered wire is used. It requires about 28 feet of wire for each coil. The winding is a slow and rather laborious process. . The length of wire for a coil is wound on a sort of shuttle-stick $3 / 4$ inch wide, 12 inches long, with a notch in each end. The end of the wire is wrapped twice or three times around the ring over a piece of


ELEOTRIC MOTOB.
stout thread, which is tied around the wires to fasten them together, to begin a coil. Of course, the begin ning is at one of the marks on the ring

Now the shuttle is passed through the ring and brought back over the outside until one layer covers one space; then commencing the winding over the first layer the second is laid on, then the third, fourth, and fifth; all the layers are wound in the same way. The last three or four turns are made over a stout thread, which is tied when the last convolution is made.
The other coils of the armature are made in the same way; and when the winding is all on, the end of one coil is twisted with the beginning of the adjacent coil. A piece of well seasoned hard wood, hard maple for example, is bored to receive a piece of $\frac{8}{16}$ inch dril rod-Stubs or something equally good-which constitutes the shaft. This rod is 4 inches long. A $\frac{1}{18}$ inch hole is drilled transversely through it at or near the center to receive a short pin which enters a slot in the end of the wooden hub.
This piece of wood is turned to fit the interior of the armature, and it is cut off about the same length as the armature. The coils of the armature and the wooden hub are now varnished with thin shellac var nish, and allowed to dry thoroughly. The armature ring is then slipped into its place on the wooden hub and the hub and the ring are coated with two coats of


## THE ARMATURE CORE.

shellac varnish, one coat being allowed to dry before applying the other
The next thing to claim attention is the commutator This is a core of wood fitted to the armature shaft and turned to fit a piece of brass or copper tube $5 / 8$ or $3 / 4$ inch in diameter and $3 / 4$ inch long. This tube is divided into five divisions, and parallel lines, preferably slightly spiral, are drawn from the divisional points marking the places where the tube is to be sawed to form the commutator bars. But before sawing, each end of each space which is to form a bar is drilled, and the hole is countersunk to receive a small wood screw, which passes into the wood and holds the bar in place when the brass tube is sawed on the lines to separate the bars. After sawing, the commutator is turned smooth and round, or filed in the lathe with a smooth file. The screws used in fastening the commutator bars must not touch each other or the shaft

The twisted terminals of the coils are now stripped of the winding at the ends and soldered to the commutator bars, having been cut off the proper length to reach to the commutator

Before soldering, however, the ends of the terminals and a small portion of each commutator bar are tinned to facilitate the work of soldering. To tin the copper wire, a little pulverized rosin is rubbed on the ends of the wires, and the solder is applied with a soldering iron.

The commutator bars are tinned for $1 / 8$ inch at the ends nearest the armature ring in the same wanner.
The terminals of the armature coils are bent so as to touch the commutator bars at the tinned surfaces; the beginning of one coil and the end of the adjacent coil being thus brought into contact with a comwutator bar. They are then soldered by applying a drop of solder by means of the soldering iron. The wires are thus made to answer the double purpose of conveving the current to the commutator bars and of causing the commutator to revolve with the armat ure. Acid must not be used in soldering electrical connections.
To run swoothly, the armature wust be in balance. To ascertain whether it is in balance, place the armature shaft on the edges of two level straight-edges supported about 4 inches apart. If the armature will stand in any position, it is balanced. If it rolls so that one side after a few oscillations of the armature goes to the bottom, the top must be made heavier to counterbalance the bottow. Probably the best way to add weight to one side of the armature is to apply it in the form of solder to a band of wire about $3 / 8$ inch wide wound around the armature. Before this winding is applied, a strip of mica $5 / 8$ inch wide must be wrapped around the armature and secured in place by shellac varnish applied to both the armature and to the mica and allowed to become nearly dry. It is not necessary to use a
continuous piece of mica；it may be in several pieces． When the armature comes to rest after oscillation， solder should be applied to the upper side of the wire band until the armature will stand in any position．If too much solder is applied，the surplus may be removed by a coarse file．It is important to have the armature as nearly in balance as possible．It will then have very little vibration，or none at all，while running at any reasonable speed．
The description of the field magnet and other parts will be given in an early issue．

## Pneumatic Railway Signaling in England．

The London and South－Western Railway，one of the principal railroads in Great Britain，is about to intro－ duce upon its system the pneumatic process of railway signaling，which has been employed with such conspi－ cuous success upon our own railroads for several years． Some time ago Mr．Fay，the superintendent of the line，visited this country，and studied the principles of this system at Buffalo and other large centers，where the congestion of the traffic renders it absolutely im－ perative that the work of signaling should be rapid， perfect and free from fatigue．In England，at the important termini and busy junctions，the signalman＇s duty is extremely arduous，the incessant throwing of large，heavy and complicated levers conducing to great fatigue．The simplicity of the pneumatic system was impressed upon Mr．Fay，and when he returned to England he lost no time in recommending its adoption upon his own railway．The first installation will take place at the important junction Basingstoke，and it will be in working order in the course of a few weeks． After the apparatus has proved successful at this station，it will be introduced at the London terminus Waterloo，the largest and busiest station in Great Britain．At the present time several extensions of the railroad are in operation－the road is being doubled throughout the whole route，and Waterloo terminus is to be considerably enlarged－while others are in contemplation．The present is thus an appropriate moment for the introduction of the pneumatic signal－ ing apparatus．
Owing to the stringent regulations of the Board of Trade，by which all arrangements for the safe con－ veyance of passengers are controlled，such an innova－ tion as this cannot be made without wature considera－
tion．For instance，the distance by which switches and signals may be actuated from a signal cabin is ap－ pointed by this department of the state，and should the distance exceed the limit，then an additional sig nal box has to be constructed．
The introduction of the pneumatic signaling，how－ ever，will be far－reaching in its beneficial effects．Un der the existing circumstances the signals and points are manipulated by means of wires，rods，and cranks， and where the yards and junctions are busy these con－ stitute veritable death traps．
It is anticipated that the new system will lighten the labors of the signalman，and enable him to concentrate his mind upon his duties．It will be cheaper to main tain，since it cannot get out of order or become daw． aged like the mechanical apparatus now in use ；it is not affected by the weather，and requires no adjust ment．Also the numerous brackets for bells and de vices for indicating or repeating the signals may be dispensed with．The economical working of the appa ratus and its efficacy have been assured upon this side so that the decision of the English railroad company is by no means to be considered in the light of an experi ment．The innovation will be followed closely by the various other railroads in the country，and，if success ful，its universal adoption in Great Britain is bound to ensue．

## Coal in Japan．

The development of the coal mining industry in Japan is remarkable．A few years ago that country was dependent upon other countries for this article in order to drive industrial machinery，to provide fuel for her merchant marine and her navy．Now this order of things is completely changed．Sufficient coal can be obtained from the native mines to supply the whole country＇s necessities．The principal coal mining cen ters are in Hokkaido or northern island and in Kynshu in the south of Japan．Some idea of the present pro portions of the industry may be gathered from the fact that the Hokkaido Colliery Company during the first six months－of the present year earned a profit equivalent to about $\$ 775,000$ ．Of this amount，$\$ 160,000$ was set aside for the purpose of installing the neces sary plant to manufacture coke，since the coal has been found to be excellent for this purpose．But the high price of European coal has caused considerable high price of European coal has caused considerable
discontent in mining circles in Japan．At the present
time Cardiff coal on the Japanese market is sold at \＄22 per ton，while the native product fetches only $\$ 6$ per ton．This state of affairs has been proved to be entirely due to the reckless competition that exists among the small coal merchants；and with a view to surmounting the difficulty，it was decided to form a combination among the colliery owners，and to suspend the sale of coal for two months，so that a consequent rise in price might ensue in the retailing of the coal．It was also decided that the minimum price of the coal be in－ creased to $\$ 8$ per ton．For a short time，therefore， Japan will suffer frow a scarcity of coal，an effect which the colliery owners anticipate will result in a substantial increase in price．

## The Current Supplement．

The current Supplement，No．1301，is a particularly interesting number，the first page engravings dealing with the Pavilion of Bosnia－Herzegovina at the Paris Exposition．＂High Water Protection Methods on the Lower Mississippi River＂is by Willian Joseph Har－ dee．＂The New Elevators of the Eiffel Tower＂are described and illustrated．＂Electrical Engineering as a Trade and as a Science＂is by Prof．John Perry． ＂The Population of the United States During the Next Ten Centuries＂is by H．S．Pritchett，the new president of the Massachusetts Institute of Techno－ logy．＂The Late Prof．Max Müller＂is the subject of an interesting biography．＂Condensed Information Concerning Some of the More Valuable Insecticides＂ gives many formulas for remedies for insect pests． ＂Tropical Hurricanes＂is by F．J．B．Cordeiro．＂The Cradle of the Human Race＂is a most fascinating scientific article．

| Contents． |
| :--- | :--- |
| （Illustrated articles are marked with an asterisk．） |

## RECENTLY PATENTED INVENTIONS．

Agricultural Implements．
DISK－CULTIVATOR．－Linden Kirlin，Beatice， Kans．The disk comprises an open rim or ring and a supporting－frame．A body－plate is held detachably in
the ring，whereby it may be removed and applied to con－ the ring，whereby it may be removed and applied to con－
vert the disk into an open or closed one．By providing vert the disk into an open or closed one．By providing
this closing mechanism，the disk can be closed in golng this closing mechanism，the disk can be closed in golng
over the corn the first time，and set to throw the dirt away from the corn．The disk is solid，so that it will move all dirt away from the corn；but the second and third time，the dirt is thrown toward the corn with the disk half－open．
COMBINED HOE AND WEEDER．－Glenn A． Morrell，Grand Rapids，Mich．This implement com－ prises sides；a back；a cutter－blade at the front；and
spaced wires stretched from the blade to the back to form a perforate bottom．As the scoop，thus constituted，is a perforate bottom．As the scoop，thus constituted，is
pushed forward，the weeds are cut by the blade and fall into the scoop，the dirt dropping through the perforated into the s

Engineering Improvements． INSTANTANEOUS STEAM－GENERATOR．－ Charles L．Palmer，Albany，N．Y．Within each gen－ erator－tube is located a solid rod of a somewhat smaller
diameter than the bore of the tube．In the annular chamber thus formed is located a spirally－disposed wire or rib，continuous or interrupted．The spiral rib length－
ens the path of the water and thus secures a more ener－ ens the path of the water and thus secures a more ener－
getic vaporization．The interior core or rod，being solid， has a large heat－retaining capacity．

Mining Apparatus．
Concentrating－table．－Ira f．Monell． Boulder，Colo．The concentrating－table is mounted to
have lateral motion and is provided with a series of diag－ have lateral motion annels．Pins extend upwardly from onaly－arranged channeli．Pins extend upwardly from
the table above each set of channels；and fixed riffles are arranged at one side of the series of chambers．The heavier particles will tend to move toward one side of the table；and the very light material，with the water， will pass over the tailpiece into the flie channels or grooves of the table；and from these fine channels，
the material is deposited into larger，deeper grooves， the material is deposited into larger，deeper grooves．
Some of the material and sand，however，will pass to the Some of the material and sand，however，will pass to the
upper sides of the riffles and form sand cushions through which the excese of water will pass and discharge over the tailpiece．

Mechanical Devices．
WATER－SUPFLY REGULATOR．－Frederick $S$ ． Seymour，Dubuque，Iowa．The parpose of the inven－
tion is to provide means for controlling the supply of tion is to provide means for controling the supply of cut－off devices in connection with water forcing or sup－ ply apparatus．In the construction a pan is included in which the water backs from the trough when full，so that when the pan drops by the weight of the water，the cut－off devices will be operated．
Controllable balloon．－Leo Stevens，Man－ hattan，New York city．From the cigar－shaped gas－bag
of the balloon a rigid beam is suspended．The flexible
the beam a car is supported carrying motors for the pur
pose of driving propellers．Rudders are provided t pose of driving propeliers．Ruaders are provided to
steer the balloon．A slidable weight on the beam ena－ bles the aeronaut to direct the air－ship up or down．
SNOW－MELTER－－JACOB MANDREY，Bronx，Man hattan，New York city．The snow－melter comprises a frame mounted on wheels，with a furnace arranged to
swing in the frame and provided with a downwardly inclined forward portion through which the products of combustion pass．Sprocket－chains at opposite sides of purpose of carrying the snow to the furnace as the ma chine is moved forward．The sprocket－chains are drive from the rear wheels．
COMBINATION－LOCK．－William E．H．Morse an Oliver H．Bemis，Algona，Iowa．The invention pro－ vides a new and improved combination door－lock and knob arranged to work the door－lock by the use of the outside knoh，which latter is adapted to be set to any de－ sired combination to prevent unauthorized persons from opening the door and to allow the owner readily to un－
lock and open the door without the use of a key lock and open the door without the use of a key．
CLIPPER－－Allan Quarrie，Oak Lake，Manitoba Canada．The purpose of the invention is to provide
clipper especially adapted for removing or clipping hai clipper especially adapted for removing or clipping hai rrom animals．The cutter－plate is operated by the han
dles，when placed in any one of three positions．One of these positions is that known as＂straght＂or at right angles to the cutting－face of the machine．The second The third position is at the left－hand side of the cutting－ face．The machine can therefore be used on all portions of an animal＇s body and limbs．
REGISTERING－DEVICE FOR POOL GAMES．－ William Taber，Poughkeepsie，N．Y．Each time th riangle is removed from its rack or support，a game will be registered by suitable mechanism carried by the rack
or support．The rack or support is also provided with means for registering a series of games．A mechaniem is also furnished，through the medium of which the ber of players in a game can be indicated and the of the invention are obvious．
FABRIC－STRENGTH－TESTING DEVICE．－WIL－ iam M．Vermilye，New Brighton，Richmond，Nem York city．The machine consists of a frame in which two sets of jaws are mounted for clamping the fabric The one set of jaws is shifted outward or inward by screw－actuated rods moving in the frame；and the other
set of jaws is connected with a coiled spring and with set of jaws is connected with a coiled spring and with a
rack engaging a pinion upon the shaft of which the in rack engaging a pinion upon the shaft of which the in－
dex finger of a scale is mounted．The fabric is clamped in place；the jaws separated from one another；and the breaking strain is repistered on the scale．A magnifying glass is provided for examining the stretched fabric．The device may be made small enough to be carried in a pocket．

## Railway Appliances．

SWITCH－CONTROLLING DEVICE FOR SUR face Cars．－Charles G．Bauer，New Rochelle， N．Y．The device is carried by the car and is designed arrangements have been already invented；but the pree
atomatically released after the switch has been set． construction and ease of operation．
Mail－catcher．－Charles C．Coleman，Keytes－ ville，Mo．By means of this novel device a mail－sack at station can be transferred from a holding device to a moving mail－car or from the moving car to the holding dice to or for simuitaneously transferring from one de－ censist of bifurcated arms and rings from which the mail－bags are suspended．The arms catch their respect ive rings and the mail－bags are transferred．
VENTILATING ATTACHMENT FOR RAILWAY－ IUNNELS．－JAMEs J．Swaine， 1918 Mt．Royal Ter－ race，Baltimore，Md．To remove smoke and cinders from tunnels，a supplemental arch or roof is provided， which is arranged longitudinally and transversely a short rch has a lengthwise opening in its highest part，through wich smoke and cinders are discharged by the locomo－ ve－stack．The gases are condensed，concentrated，and

Vehicles and Their Accessories．
A UTOMATIC TIRE－INFLATING DEVICE．－ Thomas H．McCadley，Port Arthur，Ontario，Canada The tire is provided with a bulb coacting with an air－
inlet having a check－valve．When the rotating tire re－年位s the a check－valve．When the rotating tire re－ the point of its contact with the ground．In this posi－ tion the bulb will be compressed，the check－valve closed， and air will be pumped into the tire．
DRIVING MECHANISM FOR MOTOR－CYCLES or motor－cars．－Prosper a．Renaux，Rue du Repos 33，Paris，France．The motor is made to operate he driving－arle by means of a special arrangement which takes the place of a differential gear for the
motor－axle．This special arrangement consists of two hafts with a fly wheel losely mounted on a sleeve connects the fly－wheels；and in the sleeve a pinion is contained．On each of the shafts a pinion is igidiy mounted，one of these pinions engagng the
pinion in the sleeve directly．A loose pinion engages the pinion on the other shaft and the piniou in the WHIFFLETREE．－Albert Nelson，Idaho Falls， daho．The invention relates to a class of whiffletrees provided with attachments adapted to release the traces or tugs when traction is applied．The whiffletree has lips and provided with pulps journus on their iner nds．A cord passes over the pulleys，and is secured at its ends to the whiffletree at points intermediate of the bolts and pulleys．A pull－cord is attached to the cord and is connected to the bolts．The effect of the tractive force applied to the cord is practically double that pro－ duced when the ends of the cord are attached directly to the bolts．

Miscellaneous Inventions．
Carbureter．－Henry Burton，Russellville，Ind． This gas－machine comprises a coil through which gasoline or the like flows．Below the coil is a burner
for vaporizing the gasoline．The coil is connected with
is a casing provided with an injector－pipe．A valved air－supply pipe extends laterally from the casing．A grom the geceives the gas．Levers operate the valve the gasometer，it will be As long as there is any gas in burner in order to start the machine．
sluice－gate－－Augustus Prescott，Salem，Ore， and Lewis I．Furber，Winlock，Wash．The gate is particularly adapted for small streams where the natura flow of water is not suffcient to make the stream service－
able for logging without first building a separate dam to hold enough water．In this sluice－gate，casings are em ployed，terminating in forebays at the downstream end． Water－inlet sluices lead through the casings and into the forebays．Valves are provided for the sluices．Outlet sluices lead from the forebays and are likewise provided with valves．Gates are pivoted at the downstream ends of the casings．Wings extend from the gates and operate in the forebays，the wings having a greater area than the gates．By reason of this greater area，the pressure
of water flowing into the forebays will act to move th gates to a closed position against the water resistance

## Designs．

TOWEL－Holder．－Louis McCutchon，Havana Cuba．This towel－holder is a clamp made in the shap headpiece for graves．－Emil Bick， 52 Seventh Street，Buffalo，N．Y．The head－piece is in the form of a Greek cross．Its foot is pointed，so that is may be forced into the earth，and radial armsare pro－ vided to rest on the surface and thus assist in supporting
the head－piece upright．Sockets for flower－pots ara the head－piece upright．Sockets for flower－pots are
formed in the top of the central part and also in each of the horizontal arms．A chamber，closed by an orna mental panel，is arranged in the vertical part．
TOBACCO－mOISTENER．－Sigismund Strauss， Manhattan，New York city．The design provides a
moistener comprising a triangularly－shaped receptach the front of which is transversely curved and longitudi－ nally tapering．The front is apertured．
BRAID．－Louis Brandt．Manhattan．New York city． From a central loop section body－loops extend at each side，inclining in opposite directions from the side，bu
in direction of the same end of the central section．Th body－loops are so arranged with reference to on another and with reference to the central section that they present in plan view a series of interlocking bow－ties． HOOK．－Frank Kemether，Glasgow，Del．A straight shank terminates at one end in an cpen hook
and at the other end in a straight arm bent at right angles and at the othe
to the shank．

VERNIER－PLATE FOR SURVEYING INSTRU ments．－George L．Buff．Boston，Mass．The in the plate．
SLIPPER ORNAMENT．－Joserf A．Dalrymple， Haverhill，Mass The design consists of an ornamenta Note．－Copies of any of these patents can be fur－ nished by Munn \＆Co．for ten cents each．Please state the name of the patentee，title of the invention，and dat
of this paper．

## 

## Marine Iron Works. Chicago. Catalogue free.

"U. S." Metal Polish. Indianapolis. Samples free. Yankee Notions. Waterbury Button Co., Waterb'y, Cct Self-draining Sa
Book " Dies and Diemaking," \$1, postpaid. J. L. Lucas, Bridgeport, Ct. Send for index sheet.
Automobiles built to drawings and special work done
omptly. The Garvin Machine Co., Spring and Varick Streets, New York.
The celebrated "Hornsby-Akroyd" Patent Safety Oil Engine is built by the De La Vergne Refrigerating Machine Company. Foot of East $138 t$ Street, New York. The best book for electriclans and beginners in elecBy mail, \$4. Munn \& Co., publishers, 361 Broad way . y mail, \$4. Munn a Co., pubishers, 21 Bi, . EF- Send for new and complete catalogue of Scientific and other Books for sale by Munn \& Co., 361 Broadway
New York. Free on application.

Hubs humis
HINTS TO CORRESPONDENTS.
Names and Address must accompany all letters
or no attention will be paid thareto. This is for our ir no attention will be paid thereto.
information and not for publication.
References to former articles or answers should
give date of paper and paye or number of question give date of paper and page or number of question.
Inquirles not ansered in reasonatle time hound
bet repeated; correspondents will bear in mind that some answers require not a litcle research, and,
though we endeavor to reply
or io all either by letter
 houses manufacturing or carrying the same
Special Written Information on matters of
personal rather than general interest cannot be expected without remuneration.
Scientific Amnericaut Suppplements referred
to may be had at the office. Price 10 cents each.
Books referred to promptly supplied on receipt of
Minera is sent for examination should be distinctly
marked or labeled.
(7994) P. B. J. asks: 1. What amount of wire is required, what size, and how is it to be wound from batteries and inductiou coil, $1 /$ inch spark, or from a uni-direction machine with 8 inch magnet? A. To magnetize a permanent magnet with a battery, wind a coil of covered wire of any convenient size, No. 14 or No 16 will do. The inside diameter of the coil must be such that the magnet will slid easily through the coil. If of the horse-shoe form, it is well to make the coil so that the magnet may slidearound through the coil for its whole length; otherwise, you can use the coil on each the coil from the magnet. To use the coil, put it upon the magnet to the middle of the mannet and turn on the current. Move the coil along the magnet to one end and theh to the other end several times, stopping at last at the middle. Break the circuit, and the magnet will be found magnetized. 2. Is a compound magnet simply several ordinary magnets put one on the other, or must they be insulated? Is the power of it increased as in the indnction coil? 2. A compound maguet is made from thin magnets of steel. Each one They are then assembled into one magnet by placing the same poles of all together. Thus the strength is made much greater than that of a single magnet of the same weight. 3. Will a dynamo with a permanent magnet do the same work as one using an electromagnet? I have an
eight-foot windmill which pumps water from a well two hundred feet deep; there is plenty of power to spare while pumping, which is not over one-third of the time. Could 1 connect my mill with a smals dynamo which is in how large must my dynamo be? I would like to burn four 16 candle power lamps. How many cells of battery must I have, their size, etc.? Could I use the unidirection dynamo for this? A. A machine with a permanent magnet will generate a current of electricity as
well as one with an electro-magnet. It is not as serviceable. Such machines are not built except in small sizes. A dynamo can be run by a windmill, if a heavy balance wheel is used to equalize the velocity. A countershaft usually run at about 1.600 turns per minute. You will probably get eight to ten 16 candle lamps from a horse power. Astorage battery will be needed to furnish light when the wind is not blowing. Your little dynamo with permanent magnet will not furnieh the current for any number of lamps. Its voltage may not be right for lights. To light your lamps you will require as many cells of storage battery as one-half the voltage of your lamps. Their size will be determined by the number of tising columns for storage battery. 4. Situated as I am over a hundred miles from a foundry and machine shop have been forced to rig up a shop for repairing of all kinds of farm tools; instead of a forge $I$ have two blast or brazing lamps. One of these lamps is rated at 2,600 and the other at 2,000 degrees. I feel positive if I can get the heat boxed up I can melt iron, brass, etc., for casting small pieces for experimental work; can you give me any . .ea of a furnace in which I can put my crucibles for this purpose? A. The lamps will melt a small crucible of metal. You can inclang for the blast.
(7995) S. J. P. writes : I want instruc tions how to make a magic lantern; also a work on had a lantern with a mirror in one corner, so shat could remove the lamp and throw a scene on to smoke but I have forgotten the detail. We could apparently throw a scene through a wall and many curious thing do that I have forgotten. Have you a work on anything of the kind $?$ A. We know no brok better adapted to your neeảs than Experimental Science, by G. M.
Hopkine, price $\$ 4$ by mail. It contains all that you ask Hopking, price $\$$ and mach more.

## NEW BOOKS, ETC

ENCYClopedia Britannica Thirty Newspaper Association, 148 Fifth New York city.
The Encyclopedia Britannica is one of the most impo ing sets of books ever produced, and the solidity of the siveness of the volumes. Fifteen hundred of the greatestscholars in the world contributed to the production of this monumental work. The firm of publisher mentioned above, not satisfied with the parent work, have compiled a new American Supplement in five volumes, edited under the personal supervision of Dr. Day Otis Kellogg, assisted by a corps of sach experienced writer and specialists as Dr. R. H. Thurston, Dr. Simon
Newcomb, Gen. D. W. Flagler, Hon. Carroll D. Wright, Hon. John Sherman and many others. Many subjects no fully treated in the work proper have adequate represen tation here, such as for instance the biographies of living persons, which find no place in the original work. Such
topics as the Philippines will be found here, and the in lopics as the Philippines will be found here, and the in
formation is exactly what the ordinary reader wishes know. On the whole, the work is one which can be co fidently recommended to a discriminating public

INDEX OF INVENTIONS For which Letters Patent of the United States were Issued for the Week Ending NOVEMBER 27, 1900,

AND EACH BEARINGTHATDATE. [See note at end of list about copies of these patents.]

Acid and making same, cyanmethyl-anthranilic,




Auger, hollow, A. A. Wod.........................
Automatic brake. J. Hreenwoon
Automobile carriages, steering and brake device

 Bale covering. T. 'I. Munford. Munford........
Bale coverin. metalic. T. T. M.
Baies, mechanism for producing cylindricai

 Bar. See Jumping bar. catch, W. H. Dewar.....
Basin or freshair inlet, catce Elictri, battery. Primary batiery.
Batery
Beary.







Box and cover, A. . . Foltz.
Box fastener, J. J. No ser.





Butter cutting apparatus, P. H. Peacock......
Batcon, lootat.
Calcium acetate, obtaining, v. L. L. \& w. k. Em


Car coupling, miner senway \& Kelso. Ha.............
Car draught rigging, railway, schoon \& Han





Carriage washer, overhead, J. B. Bürge
Case. See File case
Cash carrier terminal, pneumatic, F


huck operating device. Kü me...el \& © Goodrich





## 

cleaner. Window cleaner.
Clip for hoiding rolls or spools, f. Brownell..
Cluth, A. Piton.
Cuteb gearing, reversibie friction, R. J . Smith
622,619

$\underset{\substack{682756 \\ 6626}}{\substack{64 \\ \hline}}$ | 662,408 |
| :---: |
| 662,706 |
| 6626 |

.
$.662,493$
6625233
662,657
6
662,344



Cay
Na
De
de


## 


Electric motor controller, Linn \& Dag................
Elecrical circuis without dangeros arcing. ap
paratus for rupturing high potential. $W$.



## 

gine. Rotary engine.
Engine counterbalance.explosion. H. B. Steele..
Enginestrip lock for une in starting explosive.
p.
pwenson.




| Fence machine, wire, D. P. Anthony Tertilizing machine, H. C. Ham File case, H. J. Schindler. Filtering apparatus, J. J. Brix |
| :---: |
|  |  |
|  |  |
|  |  |




Fuel feeding hopper, P. L. Crowe................
Furnace. See Gas furnace. Hot air furnae.
Kin furace. Reheating furnace. Smelting
furnace.




 $\qquad$







## J

## 




## 








mas

## 

 662,10
662,403






## UPRIGHT DRILLS

Complete line, ranging from Geared Self
tion Disk Drill to to Back Geared Sel
Feed. Send for New Catalogue.
W. F. \& JOHN BARNES CO. 1999 Ruby Street, GUYER'S PATENT DESULPHURIZING FURNACE.
 Takes the place of Heap or Stall Roasting. Saves time and money.
Write for particulars. Write for particulars. HENEY GUYER, Casilia 514, LIMA, PERU, S. A.


DOOR

## S

The first made with adjustable track.
The track can be put up in 30 minutes. The Coburn Trolley Track Mig. Co., Holyoke, Mass.



NEW BINOCULAR.

 QUEEN \& CO.
ical and Scientife, Instru1010 Chestnut Street, SIGNALING THROUGH G:PACE new Marconi- sstatem of tieiegrapoinn without wries


2POU USE GRINDSTONES ? His we can uiff fout Al siree
 The CLEVELAND STONE CO.
2d Floor, Wilshire, Gleveland, 0 .

## 




oy, Ruth \& Dauber........
Oy bank, W. Potterf....


Typing, case, Harveveyt...............................
Type coopposing and distributing machine, k: $:$.:

## 

$\stackrel{\rightharpoonup}{v}$

## Valve, dry pipe, W. B. Erb. Krunts........




## 





Water winding indicator, O. Ohiso.....
Water page attachment. W. M. McLeish
Water reeulator, L.. B. Fulton.




Whifietree hook, A. K. Wurife...
Window cleaner,
Window opening or co cosing app.

DESIGNS.


TRADE MARKS.
Asbestos cellular pipe and boiler covering, F. W
Johns Manufacturing Company ............












Che Pratt \& TWhitney Co., Fartiord, Conn.
GRAND PRIX, PARIS, 1900.

wi. wivi The


Economical Gas Engine Igniters


WELL ${ }_{\text {mathines }}^{\text {pinctime }}$
Over 70 sizes and styles, for drilling either deep or
shantow wellis in any kind of soil or rock. MMounted
on wheels or on sills. With engines
Strong sime powers.
Simple and durable. Any mechanic can Strong, simple and durable. Any mechanic
Operae them easily.
WILLIAMS BROS., Ithaca,
S.
" NEW ROOFS FOR OLD" can be easily
 KROMSKOP
Color Photography

 Cameras, now ready. COM KROMSKOP COMPANY, Incorporated,
IVR4 Chestnut Street, Philadelphia.
1324

## III VIIUSOAL OFFER

The scientific American and Che WUorld's WJork


## FOUNDED ON AN IDEA.

THE World's Work is an Illustrated 1 Monthly Magazine reporting the important results in all branches of the world's activity and achievement, written by men who know their subjects and who believe that their own country and their own time are good to live in. It is a part of the cheerful world of action.
The Magazine tells the men who are doing "the world's work" and who are pressed for time what is best worth knowing and thinking about.

 Munn \& Co., 361 Broadway, Doubleday, Page \& Co.
34 Union Square, East, New York. A DESIRABLE HOLI $: A Y$ GIFT. DRAPER'S Recording Thermometer
 EVOLUTION OF THE AMERICAN LO comotive.-By Herbert T..Walker. A valuable series
by a member of the INational Railway Museum Commit-
 Price 10 cents each. For sale by Munn \& co. and all
newsdealers.


## MORAN FLEXIBLE JOINT  

NOW READY.
an american book on
Horseless Vehicles,
Automobiles and
Motor Cycles.

Steam, Hydro-Carbon, Electric and Pneumatic Motors.
By GARDNER D. HISCOX, M. E.
Author of "Gas, Gasolene and On Vapor Engines,"
and "Mechanical Movemente, Devices
Mand Appliances."
and Mover
Price $\$ 3.00$ Postpaid.
Thiswork is written on a broad basis, and comprises the progress and manufacturing advance of one of the most important innovations of the times, contributing to the pleasure and business convenience of mankina of all kinds is liberally treated, and in a way that will be appreciated by those who are reaching out for a better knowledge of the new era in locomotion.
The book is up to date and very fully illustrated with
various ty pes of Horseless Carriages, Automobiles and various types of Horseless Carriages, Automobiles and
Motor Cycles, with details of the same. Motor cyles, with detalls
Large 8vo. About 400 pages. Very Fully
cir Send
MUNN \& CO. 36I Broadway, New York

## GENUINE <br> Gramo oftrane $1 / 2$ Price and RECORDS-New

 When we discovered the wonderful ZON-O-PHONE process of recording new ZON-O-PHONE process at an enormous expense. We now offer theGRAM-()-PHONES and GRAM-O-PHONE RECORDS, new, at half-price.
branches :-Chicago, 161 State Street. Boston, 178 Tremont street. Providence, 457 West minster Street. Philadelphia, 13 North 9th Street. Denver, 1509 Tremont Street NATIONAL GRAM-O-PHONE CORPORATION, 874 BROADWAY, NEW YORK.


## ELECTRICAL ENGINEERING

 TAUGHT BY MAIL.
## "CAN I BECOME AN ELEC.

 TRICAL ENGINEER?A"HUMMER" OF A HAMMER,
 CLEVELAND
$\qquad$

Cleveland Pneumatic cool Co. 19 Franktort St.Clevel'd,0.
 D-2
 las tand guaranteed. Manufactured by
FANEULL WATCH TOOL CO., Brighton, Boston, Mass. If you want the best CHUCKS, buy Westcott's


BICYCLE TIRE REPAIRING.-THE Mending of Single Tube Tires.- A practical article illuss
trating the metiod of insertig pathes and pugs with
pliers and plughers, to tother with rubber band viuaging pliers and pluggers, together with rubber band purging
and the use of puncture bonus. 9illustrations. Con-
tained in SUPPLEMENT, 10. Pric 10 cents. Fo
 AsbestoMetallic Packings SHEETING, GASKETS. TAPE and PISTON PACKINGS Will stand the highest pressure for either steam or
hyd raulic work: Write for samples and price list. C. W. TKAINk Hita. (0., Est. 1874), 88 Yearl St.. Buston, U. S. A FRESM AIR is drawn through our air valve and pushed out exhaust
every other revolution. Glasoline inlet is opened only when impurise is needed.
ito 35 H . Stationary.
 1387 Jefferson Ave., Detroit, Mich., U.S.A BALL BEARING AXLES AND RUBber Tires. A pabir read before the Carriage Builders'
National Convention, Pbiladelphia, Otober, 1834, show
ing the advantage to be derived fro $m$ the use of bail



OTO
ELECRICAT SCIENTIFIC NOVEITIES.
Models of Locomotives, Railways, Dynamos, Motors, etc. Safe, Practical, Durable. Most complete lin
in the word. illustrated booklet tells all abot then sent free.
THE CARLISLE \&E FINCH CO., 2 Si3 East Clitton Avenue, Cincinnati, Ohio.

PALMIER Stationary
and Marine Gasoline En-
nines and Launches. Motor
ner Wagon Engines, Pumping MIANUS, CONN:

## Cbe Scientific American

PUBLIGATIONS FOR I9OI.
The prices of the ifirerent putiliations in the United

## RATES BY MAIL <br> <br> RATES BY MIL

 <br> <br> RATES BY MIL} (wn) $-\quad \begin{array}{r}83.00 \\ \hline\end{array}$ Export Edition of the Scientific Americau (month-Iy ) in Spanish and English,
S. Building Edition of the Scientific American 2.50
(monthly),

## COMBINED RATES

in the United States, Canada, and Mexico. Scientiffc American and Supplement,
Scientific American and Building Editio Scientific American, Scientitic American Supple.

Terms to Foreign Countries. The yearly subscription prices of Scientiffc American
publications to foreign countries are as follows:

sientific American (weekly), |  |
| :--- | :--- |
| Scientific American (weekly), |
| $-\quad-\quad-84.00$ | Building Adition of the Scientific Amer-

ican (mont Export Edition of the Scientific Amer 0.00 0 (monthly) in Spanish and English $3.00 \quad 012$ Combined Rates to Foreign Countries Scientiffc American and Supplement, -8.80 1141 Scientiff
tion, Scientific American, Scientific American - 6.5016 Proportionate Rates for Six Months he above rotes include postage, which we pay. Re
by posial ur express money order, or draft to order 0 , MUNN \& CO., 361 Broadway, New York

GAS and GASOLINE ENGINES. Hotrit 2 fow
Largest Highest grade Engines For All power purposes.
Engines held in stock in principal cities for quick delivery.
SEND FOR OUR NEW ILLUSTRATED CATALOGUE 5.
This map is particularly interesting and valuable, as it shows in colors the difacruired since the Revolution. The original thirteen states, Louisiana pur-
chase, the Texas Annexation, the Gadsden purchase, the cession by Mexico
and the northwest acquisitions by disand the northwest accuisitions by dis-
covery and settlement. It will be sent covery and settiement. It will be sent
postage prepaid on recipt of price.
P.S.EUSTIS, Gen.Pass.Agt.C.B.\&Q.R.R.,CHICAGOfiend for our new illustratited cataliogue s.

 Stock sizes 14 to 22 foot. afe, Reliable and fully guaranteed. P. Q. BOK 7, WATERBURY, GONN


USEFUL GIFT FOR MOST PEOPLE.
 MINERAL PRODUCT OF THE UNITED



## AMAP

## You

## Shaved

with the new Soap? it is a revelation to all who use it.

## Hyomei

antiseptic shaving soap
Made from the Fresh Green Leaves of the Tasmanian Blue Gum Tree.
All shaving soaps have heretofore been manufac tured from fats, grease, oil and alkali. The fats and ils clogging the pores producing pimples and black heads. The alkg it rough and tender
Hyomei Shaving Soap acts Just the Reverse of all other Soaps.
It is perfectly antiseptic and prevents skin dis eases. It makes the skin soft, smooth and healthy The more lather used and the longer it remains on
the face, the more soothing its effect. To shave with Hyomel Soap is a rare luxury
Sold by all druggists or sent by mail. Price 25c
The R. T. BOOTH CO., Brown St., Ithace, M.Y.

## 

JUST PUBLISHED. The Progress of Invention In the Nineteenth Century


EXPERIMENTAL SCIENCE. This is a book full of
interest and value tor
 and others who desire

 old smething worthy
of thought. It has inof thought. It has in-
funencen thousands of
men in men in the coboice of a
career. It will coneer. young or olid, in-
forme anyformation thrat wili in-
able
abe him to compreabe him to compre-
hend the great inm
provements of the day. tion furnishes sugges
tions for hours of in
structive structive recreation.


THE SCIENTIFIC AMERICAN Cyclopedia of Receipts, Notes and Queries.
 This splend id
work contains Work contains a
caref
tion of compila-
tion of the
most useful Receipts
und Replies given
in the Notes and
Oite Nof and Querie of corre-
spondents aspub
lished in the scI
ENTIFIC AMERI-


 kefore the pabliced.
$\mathbf{\$ 6 . 5 0}$ in half moPrice $\mathbf{8 5}$ in dilot; $\mathbf{8 6}$ in sheep; $\mathbf{8 6 . 5 0}$ in ind mo
rococo postapaid.
Complete Electrical Library. A Complete Electrical Library.



 engineer, sechoisis and
entegee
books, as follorisisy
Ave

 | Electric Toy Making. 1.100 |
| :---: |
| pages, |
| 1.00 |




$\Delta$ valuable and indispensabble addition to every library.
Our Great Special $\mathbf{O f f e r}$ - - We will send prepaid


MAGIC $\begin{gathered}\text { Stage MILusions and Scientific Diver- } \\ \text { sions, including Trici Pho }\end{gathered}$


MUNN \& CO., Publishers, 861 BROADWY MEW Yolik.


PATENTED ARTICLES
AND NOVELTIES MADE TTO ORDER
OTTO KONICSLOW, CLEVEAANO, OHIO.

Way Make Rubber Stamps? Our "New York" Rubber Stamp Vulcanizers received
the only medal awarded any Vulcanizer, World's Fair the only medal awarced any vulcanizer, Corrds Fair,
Chicago. Simple process. Large protts. Cirrular free.
Barton Mg. Co., Dept. A, 338 B'way, New York, U. S. A.

acettleing gas and carbide of



## ESTERBRODISSTEEL PENS <br>  <br> Every Esterbrook Pen Is <br> Every Esterbrook <br> Works. Camden. N. J. THE ESTERBROOK STEEL PEN CO. 26 John St., New York.

 Roores TUBES AND ROENGEN'S

Anvone sending COPYRIGHTS \&C. quickly ascertang our optch and drescrition may invention is probably patentable. Communica.
tions strictly controntial. Handbok on Patents
sent free. Oldest deent 2muen wis
scientific American.



## \$1

G REATEST
 Lesiie's Illustrated Weekly

It tells the story of contemporaneous events and illustrates it with the most artistic pictures. Its correspondents and
ESLIE'S WEEKLY is a paper to keep on the library table, and to read and 1 re-read, and to file away for useful reference. It is read by more families or culture and refinement among the masses than any other paper of its class in the world. It is the greatest, best, most attractive and cheapest of all American educators. Its special features are worth your time and money. They include Jasper's Weekly Hints to Money=Makers, answering without charge questions regarding Stock and Bond Investments; Hermit's Life Insurance Suggestions, answering without charge questions concerning Life Insurance

Send One Dollar to the publishers' address below, and Leslie's will be mailed to you regularly each week for a period of four months.

LESLIESS WEEKLY
NEW YORK

1CE MACHINES, Corliss Engines, Brewers


Expert Model.Making. Established 1867. Wm.Trau
 WANTED-Patented Metal Articles and Sp, cial Ma minery to Manufacture on Rogalty or Contract. Est
mategiven. Quimby Engineering Co., 915 Ridge Ave
Philadelphia.


PATTERN AND MODEL MAKERS. I-2 H. P. GAS ENGINE CASTINGS
 NOVELTIES \& PATENTED ARTICLES


## 




FOR SALE. - Machnn stop. braseand iron forndry



FOR SALE CHEAP
The Patent Right corm Husting shor m. w. BAILEY, woodhull, ILL.

FOR SALE.


## 

VOLNEY W. MASON \& CO
Friction Pulleys, Clutches \& Elevators PROVIDENCE, R. I.

GRINDING MILLS For ALL PURPOSES.

Experimental \& Model Work AUTOMOBILE TRANSMISSION


REGEALED ICE MACHINES

## S3aDaySure wez

the locality fhernish the work and teach you free, You work win


ACETYLENE APPARATUS


 rice 10 cents prepaid hy mail. For other numero


## BACKUS


Backus Water Motor, cheapest power
Write for circular and prices.
BACKUS WATER MOTOR CO., Newark,

## 

ForSale.Machinery
Now at Norton Mills, Vermont. IN SAW. MILL AND PLANINC MILL.



THE SKILL OF THE EXPERT

 WINTON mOTOR carriage


 the winton motor carriage co.., cleveland, onio. AUTOMOBILE PATENTS EXPLOITATION COMPANY.



 Rall Miour, Bee

## f

 THE HAYNES-APPERSON CO., - KOKOMO, INDIANA. CHARTER ENGINE Whf] Any Place FHE FOR ANY PURPOSE Stationaries. Portables, Engines and CHARTER GAS ENGINE CO., Box 14

A@ E M M D E M E DO YOU KNOW that the most light, least trouble,
qreatest comfort can be secured by uish, goo burners.
The best burner is D. M. The best burner is D. M. STEWARD's WOND FR.
Write, inclosine 2 cents. for sample.
STATE LINE TALC CO., Chattanooga, Tenn., U. S. A.
THE "SOLAR" ACETYLENE GAS HOUSE LAMP.


A light brilliant as electric light in your own home intense white light, that makes an oil lamp pale as a tallow caridle. Simple, easy to
operate, cheaper operate, cheaper
and safer than kerosene.
Absolutely cannot explode.
Makes its Makes its own
gas from calcium carbide. $\underset{\text { light. }}{\text { A perfect home }}$ $\underset{\text { No odor. }}{\text { light. }}$
The greatest lighting invention of the age No home complete without it.

PRICE \$3.50,
If your dealer does not carry it we will send it express prepaid for this price.
Send for free booklet giving full Send for free booklet giving full par-
ticulars ticulars.
The Badger Brass Mfg. Co., 10 holden st., kenosha, wis.


If it isn't an Eastman, it isn't a Kodak. Gake a

## Kodak

homefor CHRISTMAS

Kodaks, $\$ 5.00$ to $\mathbf{\$ 3 5 . 0 0}$. Brownie Cameras, \$1.00.

EASTMAN KODAK CO.
Catazogues free at the
dealers or by mail. $\quad$ Rochester, N. Y.


WYCKOFF, SEAMANS \& BENEDICT 327 Broadway, New York.


Mattocoripuenilies


Hartford No. 2-Full Keyboard. Hartford No. 4-Single Keyboard. CST Catalogues on application.
The Hartford Typewriter Co. 472 Capitol Ave., Hartford, Conn.

## Blue Print, Black Print, and

 Brown Print Papers,

KEUFFEL $\&$ ESSER CO., 127 Fulton Street, New York. 11 Madision S.., Chicaro. THE BICYCLE: ITS INFLUENCE IN
 The use of the cy cle by persens in heath. 2. The use of
the cyele by ersons diseased. (intained in SciENTIFIC
AMEICAN AMERICAN SUPLLEMENT, No. 1002 . Price 10
To be had at this office and from all newsdealers.

## WALRATH CAS \& casoline 151 GITEE

 From 4 to 200 H . $\mathbf{P}$. Made in one, two, three and four cylinder type. The dapted to all power purposes. stationary or portable, and especinllywell qualifed for electric lighting ( Fararantee to proauce a frst-class
 Marinette Iron Werks Mfg. Co., Marinette, Wis., U. S. A. G. F. Wheeler, General Sales Agent, Chicago offlee, 301 Fisher B'dig.


Do You Know
THE SIMPLEX TYPEWVRITERS are made in various styles and





The New England Watch Co. artistic specialties $\bigcirc$ for the season are shown
In Our Blue Book for Ladies'
In Our Red Book for Men's Watches.
Either or both sent on application $37 \begin{gathered}\text { Maiden Lane, } \\ \text { New York, N. } \mathbf{y} . \\ \text { Chicage, }\end{gathered}$
 PROFTT Mastic Tantern and Stioropin



The Locke Adder:

 piles, divides. Saves time, labor and money, and
Qulchly Pays for Itself.
 $\frac{1}{2}$


Accurate-to-the-Second" DUEBERHAMPDEN WATCHES
LOOK FOR TME, NAME "DUEBER" IN CASE


"LIGHT OF ASIA" LAMP

 JESSOPS STEELRY"




