a WeEkly Journal 0f practical information. art. science, Mechanics, ChEMISTRY, and Manufactures.



RODNEY HUNT TURBINE PLANT AT THE GREAT NORTHERN PAPER COMPANY'S MILL, MILLINOCKET, MAINE-GENERATOR AND GRINDER ROOMS.-[See page 230.]
sixientifir Gesmentan.
established 1845
munn \& CO., - - - Editors and Proprietors.
published weekly at
No. 36I BROADWAY, - - NEW YORK.

## terys to subscribers

 the scientific a merican publications.



## NEW YORK, SATURDAY, APRIL 13, 1901.

The Editor is always glad to receive for examination illustrated articles on subjects of timely interest. If the photographs are sharp, the articles short, and the facts authentic, the contribution at regular space rates.

## THE BROOKLYN RAPID TRANSIT EXTENSION.

The citizens of New York will approve the stand taken by President Orr, of the Rapid Transit Commission, in regard to the proposal, more ambitious than tangible, of Mr. Johnson to build an extension of the subway system through South Brooklyn to Fort Hamilton, and across Staten Island to a junction with his proposed Philadelphia and New York trolley line. Mr. Johnson may be perfectly sincere in his intentions, and, for all we know, may have the necessary ability and capital to do everything that he promises; but he has certainly failed, thus far, to place his proposal before the Rapid Transit Commission in such a prac tical form as would justify that body in taking it into serious consideration.
In a communication to the Railroad Committee of the Municipal Council, and the Chairman of the Committee on Streets and Highways of the Board of Aldermen, President Orr says that the difficulties in the way of laying out and offering at public letting any such road as Mr. Johnson describes, are two: First, that at the present time the city cannot afford to borrow for rapid transit purposes more than $\$ 8,000,000$, which sum the Rapid Transit Board is advised by its engineers will probably suffice to extend the railway beneath the East River to the Borough Hall and Flat bush Avenue. Such a road as Mr. Johnson describes would probably cost in the neighborhood of $\$ 24,000$, 000 , and in view of the possible difficulties in tunneling beneath the Narrows, might cost a great deal more. President Orr points out, secondly, the uncer tainty as to securing a bidder, since Mr. Johnson does not positively say that he will bid for or build a road on the lines he suggests. With regard to Mr Johnson's statement that he is able and willing to carry passengers for three-cent fares within the city limits, Mr. Orr's letter pertinently suggests that if the Municipal Assembly will approve the plans of the Rapid Transit Commission, and the contract is pu up for public letting, Mr. Johnson may bid, and include in his proposal the offer for a three-cent fare, that being the proper time and the proper way to have such an offer considered.
In its treatment of this latest proposition, the Rapid Transit Commission has shown the discretion which has been a marked feature in its very successful handling of the great problem before it. With over twenty miles of tunnel road under contract, and a pro posed extension to cost $\$ 8,000,000$, we think that the only possible course for the Commission is the rejec tion of a scheme so extravagant and immature as thi Staten Island proposal. Some day in the future, the Rapid Transit system will be extended through South Brooklyn and beneath the Narrows to reach the large suburban population on Staten island; but the time is not yet come.

## A STEP BACKWARD

When the last Congress adjourned without making any provision for new battleships and cruisers-the any provision for new battleships and cruisers-the
first time such an omission has been made in ten years-the United States Navy was set back among the growing navies of the world by just twelve months in time, and by exactly the number of battle ships and cruisers which represents the average an nual addition, that should be made at this time to our navy, if we are to maintain even our present relative standing among the world's powers.

It is at all times the risk and, as the last Congress has proved, may be at any time the misfortune, of a country the question of whose naval increase is abso lutely in the control of laymen, that the additions to the navy, both as regards the numbers and the types of new
ships, may be made with very little, if any, reference to the pressing needs of the hour, or to a carefully-thought-out programme, whose provisions are based upon a farsighted and statesmanlike view both of the present trend of events and of the probable developments of the future. Whether we like the thought or not, we are boldly launched upon the tempestuous sea of international politics; for the possession of the far-distant Philippines has rendered us ten-fold more open to attack by a naval power than we were before the first gun of the Spanish-American war was fired. With other naval powers bending every effort to increase their fleets, to reorganize their personnel, and maintain their standing as to number and efficiency, the failure of Congress to authorize a single battleship or cruiser becomes doubly deplorable. Are the country's representatives perhaps without the necessary technical advice as to the requirements of the navy? We think not; for there is in Washington a board composed of leading officers of the line and staff whose special duty it is to keep Congress informed as to the naval situation, and our particular requirements as a naval power, and these requirements are regularly placed before Congress in an annual report of the Board. The plea of ignorance, therefore, cannot be urged; and one is driven to the conclusion either that Congressmen are guilty of amazing indifference, or that they are willing to make the interests of the navy, which are just now, or may soon become, the most vital interests of the country, the sport of contending political factions.
Two years ago the Scievtific American showed in a careful analysis of the seven leading naval powers of the world that the United States came fourth, with Germany as a very close competitor. It was pointed out at the time that, whereas the increase of our navy depended upon the caprice of Congress and might be great or little according to the temper of that body in each particular year, the Germans, with characteristic method and thoroughness, had conceived and were carrying out a programme of construction, which was to extend over a couple of decades and insure that a certain number of ships would be commenced and a certain number completed each year. Since then Germany has not only been steadily at work upon this programme, but she has drawn up and committed herself to a second or even more ambitious programme. The two schemes together have already placed that power on a par with ourselves; and by next year, thanks to Congress, we shall have taken the fifth position with the prospect of being steadily outdistanced by a power whose trade and spheres of influence in the South American Continent are grow ing by leaps and bounds.

## LAKE VESSELS FOR THE ATLANTIC TRADE.

Some years ago it was confldently expected that the whaleback type of vessels which has done so much for navigation on the Lakes, would eventually become a factor in the Átlantic trade, and although a number of vessels of this type entered into the ocean trade some years ago, and have met with no little success, they have not made the advancement in the ocean trade that had been hoped for this type of vessels. Whaleback barges owned by Rockefeller are now, how ever, en route to Europe, having refitted at New York for the sea service.

Of the ten vessels under construction in Lake shipyards for the Atlantic service four are practically completed. These are owned by the International Steamship Company, a concern organized early in the year These four vessels will serve as freight carriers be tween New York, Cuba, Porto Rico, and South Amer ica. Four steamers are under construction at South Chicago for a syndicate composed of New York and Chicago capitalists, and they will form the nucleus of a big fleet of carriers which will engage in the packet freight and grain trade between Chicago and Liverpool. Owing to the limitations of the Canadian canals connecting the Lakes with tide water all the vessels being built at Lake shipyards for ocean service are about 250 feet in length, but all interested in Lake shipping are hoping for the time when American canals of a greater capacity will be opened.
The new vessels of the International Steamship Company afford good examples of the Lake craft now being constructed for the Atlantic trade. These ves sels have a length of 256 feet over all and a length on keel of 252 feet. The molded breadth of the steel hull is 42 feet, and the molded depth is 26 feet 5 inches. These vessels are fitted with quadruple expansion engines, with cylinders $15,23,35$ and 54 inches in diameter, which will be supplied with steam by two Babcock \& Wilcox water tube boilers, with a steam pressure of 250 pounds. The argument of builders of regular ocean craft that a vessel's machinery must be located amidships is disputed by the builders of Lake vessels, and the boilers and engines of all these Lake craft for the Atlantic trade will"be located aft, and thus, by the special hull construction, they will be able to carry karger cargoes than the regular
ocean vessels of like draught. By thus carrying the same cargo as is now carried by regular ocean craft. of greater draught these ocean-going vessels will be able to discharge cargoes at those ports, where lightering systems are now in vogue, without the use of lighters, and thus they hope to outbid the regular seagoing craft for such trade.
The "Tampico" and the "Eureka," two first-class steel ships which traded on the Lakes during the season just closed, are on the coast. They are sister ships and models of their type. As they possess a very large carrying capacity they can be operated at a comparatively small expense. The "Simon J. Murphy" is another type of Lake ocean-going vessel which was built last summer. The Rockefeller interests, among other large Lake shipping concerns, will now give the Atlantic shipping business a thorough test, and in case there is a reasonable chance of profit a large fleet of these boats, many of them of the whaleback type, will be sent to the coast next fall. The Carnegie Steel Company, Limited, last year dispatched the steamer "Monkshaven" from Conneaut, Ohio, to England, laden with a cargo of 1,001 tons of steel billets, this being the first Lake vessel to carry the product of this great iron and steel firm abroad. After passing the Canadian locks she took on a shipment of pulp wood. Were it not for the locks she could carry direct from the Lakes 2,000 tons of steel The Carnegie Company have under construction a number of vessels which are being built with a view to engaging in the ocean carrying trade, and it is now proposed to ship much of the product of this great manufacturing concern to Europe via the Lakes. The vessels being constructed by the Carnegie Company will engage in the ore-carrying trade during the open season on the Lakes, and in the winter will be dispatched with cargoes of finished product to Europe, and, during the season, will ply regularly between the Atlantic coast and European ports, and thus carry much of the trade of the Carnegie Company now shipped by the regular ocean lines.

## GOVERNMENT ECLIPSE EXPEDITION.

by mary procto
The Government Eclipse Expedition sailed from San Francisco for Sumatra on February 16, on the transport "Sheridan," which will take the members as far as Manila. There a man-of-war from the Asiatic station will be set apart for their use during the remainder of the trip as far as Padang, in the island of Sumatra. The expedition is sent for the purpose of observing the total eclipse of the sun which occurs May 17, 1901.
The entire expedition has been planned and the preparations carried out under the personal direction of Prof. S. J. Brown, Director of the United States Naval Observatory, Washington, D. C. However, he was unable to accompany the expedition, which is consequently placed in charge of Prof. A. N. Skinner, of the Naval Observatory.

The names of the astronomers who are to accompany the expedition are as follows: Prof. A. N. Skinner; Prof. W. S. Eichelberger, assistant astronomer; Prof. F. B. Littell, G. W. Peters, L. E. Jewell, and W. W. Dinwiddie, of the United States Naval Observatory staff.
From the other observatories are Prof. E. C. Barnard, of the Yerkes Observatory; Dr. W. J. Humphreys, of the University of Virginia; Dr. S. A. Mitchell, of Columbia University, N. Y.; Dr. N. E. Gilbert, of Johns Hopkins University; Dr. H. H. Curtis, formerly of the Lick Observatory, now assistant in the Leander McCormick Observatory.
The "Sheridan" was expected to reach Manila by the middle of March, and Padang by the first of April, leaving nearly two months for preliminary operations in Sumatra. This is of special value, since there may be many difficulties to overcome with regard to the transportation of instruments and in making a careful search for desirable locations for the observingstations, which are to be distributed along the shadowpath. As soon as these important facts are deter mined, the instruments will be assigned to the different observers and set up in place.
According to the programme arranged by Prof. S. J. Brown, the work will consist of photographic, spectroscopic, and polariscopic observations, in addition to the usual visual work. Prof. Bernard will be stationed at Solok, near the central line, and expects to photograph the corona on a large scale. He will use the cælostat which he employed so successfully at the last eclipse, besides using smaller apparatus.

At Fort de Kock, near the northern border of the shadow-path, Mr. Peters will occupy a position, using the 40 -foot photoheliograph lenses of the Naval Obser vatory, two of which gave very fine results at the last eclipse when used at Barnesville and ivinnsboro. Two other photographic instruments will be used to test the value of photographing with visual lenses, using some form of screen to cut out the violet light. The results at Barnesville in this direction were so successful at the last eclipse that they show that this method

April 13, 1901
for the study of the greatest extension of the coronal streamers is of much value.

As in the last eclipse, the spectroscopic investigations will be carried on entirely by grating, concav and flat. Dr. S. A. Mitchell will occupy a position at the central station, and will use the objective grating with which such successful results were obtained at the last eclipse. Mr. Littell will take charge of an other objective grating, using a very long slit, with which it is expected to obtain some light on the rotation of the corona, as the length of the slit is sufficient to take in the disk of the moon and the brighter portions of the corona.
Mr. Jewell and Dr. Humphreys will use a concave grating of 30 feet focal length and a ruled space of $31 / 2 \times 3$ inches, which has just been constructed by the Johns Hopkins University. It will be used without a slit, and as Dr. Humphreys and Mr. Jewell expect to occupy a position near the northern border of the shadow-path, where the duration of the revers ing layer will be several seconds, the concave grating used by these observers is expected to yield results of unusual value. Mr. Jewell will also take charge of a concave grating of 10 feet focal length, and a photographic instrument in which a visual lens will be utilized.

The character of this particular eclipse is well shown by the fact that although this station will be located within seven miles of the northern border, the duration of totality is over three minutes, more than twice as long as the duration of totality at the central line of the eclipse in 1900 .
Dr. N. E. Gilbert has the important task of looking after an instrument loaned to the expedition by the University of Wisconsin. It consists of a combination of a spectrum and Nicol prism, by means of which only the reflected light of the corona will be admit ted on to the photographic plate. This will be used at the suggestion of Prof. R. W. Wood, of the University of Wisconsin, who has made certain interesting investigations with regard to the possibility of securing reliable records of the Fraunhofer lines in the spectrum of the corona. According to his theory, they ought to be found there, but for some reason it has been impossible to secure reliable records of their presence there.
Dr. Wood believes it is possible to detect the pres ence of these lines in the spectrum of the corona basing his supposition on the fact that the light emit ted by the particles in virtue of their incandescence so overpowers the reflected sunlight that the lines are invisible. That the coronal light is strongly polarized is well known, and there is scarcely any doubt that the polarized light is reflected sunlight. To quote Dr. Wood's remarks, in Science for February 1, 1901:
"If now a Nicol prism be placed before a slit of the spectroscope in such a position as to transmit the polarized radiations, these will be allowed to pas with almost undiminished intensity, while the emit ted or unpolarized light will be reduced in intensity by one-half. The great change in the ratio resulting might easily be sufficient to bring out the dark lines distinctly. I feel firmly convinced that the experiment should be tried at the Sumatra eclipse of next May, for I have successfully accomplished it in the laboratory with an artificial corona.'
Thus we see that eclipse work of the present day includes in its programme a study of the coronal light, the record and measurement of the bright coronal lines, and their identification, if possible, with terrestrial elements, and the distribution in the corona and round the sun of the various bright lines of the coronal spectrum, and especially of the bright line "coronium."
This May is the first time the United States Nava Observatory has sent an expedition to observe a total eclipse of the sun since 1878 . Let us hope succes may attend the present Government Eclipse Expedition, and that an important advance may be made in connection with the study of the corona, and especially as to the best methods and instrumental means for future research.

## ELECTRICAL PROTECTION OF THE MAILS.

The Post Office Department is utilizing all means to insure the security of mail matter, and it may not be generally known that the government conducts from time to time tests of inventions designed with this end in view. The Post Office has suffered considerable losses by organized thieves who were dressed in uniform like government mail collectors and provided with duplicate keys. An electrical device for protecting the letter boxes is now being tested. A number of mail boxes with locks electrically controlled have been installed on one of the mail routes in the business section of the capital, says The Western Electrician. The electrical locking devices are under the control of an operator at the central station in the Post Office where there is a clock, similar in appearance to the ordinary watchman's clock, provided with a mechanism which prints the numbers of
the mail boxes when they are opened and when they are closed. The first box must invariably be visited first by the collector, as this box controls the operation of the lock of box number 2, box number 2 of number 3 and so on. After allowing the mail collector time to reach the first box, the operator at the central station presses a button which releases a secondary locking device, and allows the carrier's key to throw the lock bolt. The opening of this box performs the same service for box number 2 as that performed by the operator at the central station; that is, sets automatically the lock for the collector's key to open. Since succeeding boxes are set by the one last opened, it is obvious that the predetermined order of visita tion by the collector must be strictly adhered to. The act of opening and closing each mail box is instantly recorded on a time dial at "Central," and in case of unlawful attempts being made to open them Central is instantly notified of "trouble on route" by the ring ing of an electric bell. Should the occasion arise when the collector desires to communicate with the operator at Central, he can do so by pressing a button at any mail box, ${ }^{\text {th }}$ a prearranged code of signals per mitting the sending of a few important messages.

## THE NEW COMMISSIONER OF PATENTS.

Frederick Innes Allen, the new Commissioner of Patents, was born in Auburn, N. Y., January 19, 1859. He comes from New England stock, being a direct descendant of George Allen, who landed with the Weymouth party from England in 1636, and settled at Weymouth, Mass. The head of the branch of the family from which the Commissioner is descended was one of the founders of the town of Sandwich,


## T.D. All <br> Commissioner of Patents.

Mass., the first town of the Plymouth colony upon Cape Cod.
Mr. Allen's father was William Allen, who for many years was prominently and actively engaged in the practice of patent law. He was a contemporary of, and associated with, such great patent practitioners as Blatchford, Gifford, Harding, and other authorities upon patent law of a generation ago. He was the managing attorney of the combination of reaper patent owners who controlled the manufacture of harvesters in the United States forty years ago, and which was the largest combination of the time.
Commissioner Allen was educated at the Auburn High School and Phillips Academy, Andover, and graduated from the Sheffield Scientific School of Yale with the class of ' 79 .
He then took up the study of law, and was admitted to practice in 1882 . His natural inclination was to patent law, and he at once began the study of this special branch of his profession. He has been emiently successful in his practice.
While he has always been a diligent student of the law, Mr. Allen has found time to acquaint himself with a wide range of topics, and few men have more general information upon a greater variety of subjects. He has been a special student upon naval and ordnance construction, and he has given a number of entertaining and instructive addresses upon these subjects. Mr. Allen also excels as a mineralogist. While at Yale he took the class prize for geological and
mineralogical study. He has never lost interest in the subjects and his collection of specimens is large and complete.

Mr. Allen is a man of dignified appearance and pleasant manners. He gives one the impression of being a man of strength and firmness coupled with that breadth of view which is so absolutely essential in any one holding a position requiring as diversified talents as a Commissioner of Patents. He has, by education and experience, a thorough knowledge of the patent practice, and there is no reason why he should not soon acquire a thorough understanding of the inner workings and special needs of the Patent Office. We are happy to extend to him our congratulations upon his appointment to this most important trust.

## THE NEW YORK BOTANICAL GARDEN MUSEUM.

The museum stands on a commanding site near the Bedford Park entrance to the garden. Looked at from the south, it is an imposing building. The walls are a gray white; they rise in four high stories, and the center has a dome. The Corinthian columns at the portico, and the stone balustrade at the outer side approach contribute to the substantial elegance of the structure.
The practical information now to be gained in the garden is mainly to be obtained in the museum, and at the same time, no small measure of pleasure. In the work rooms in the basement, quantities of unmounted specimens of plants are being put into order. The young men at work upon them spread upon a large thick sheet of glass, a coating of Dennison's glue diluted with vinegar. Upon this, the dried specimen is laid for an instant; then it is touched upon a sheet of porous paper that the unneeded glue may be absorbed; from this, it is laid upon the permanent card board, which already bears a printed label. After being kept under pressure for two or three days, the specimens are strapped in two or three places, and thus are perfectly secure.

One of the students at work gave a hint in regard to the preservation of the color of flowers, worth noting here. It has been found that if the specimens, after being under pressure for a day or two, are laid in papers heated in the sun, until their dry ing is complete, the color is preserved as by no other process.
The first floor contains the collections illustrating economic botany. They are beautifully arranged and are deeply interesting. Each case tells a volume. For example, one showing pine products contains a section of the trunk of a Georgia pine, cut as such trees are when the turpentine is collected. Beside it are jars of turpentine and tar in various degrees of density, with lumps of resin. Close at hand are speci mens of soaps in which tar or resin has been used.

The cocoa bean, cotton, cork, tea, the grains, hemp and the rest of the vegetable products upon which we depend, are represented with equal detail in the collection. One case of special interest is that devoted to sedge-fiber products made by the Northwestern Grass Twine Company, of St. Paul. The fabric is called iyotan. The samples of carpets, rugs and cush ions of soft greens and grays into which the grasses are woven are very agreeable in color, and look dur able.
The next floor is devoted to the illustration of systematic botany in a manner at once interesting and instructive. Each of the large cases is devoted to one family of plants, or to closely allied groups. For example, the Polypodiaceae may be named. Its 3,000 species are represented by specimens of fossil ferns from coal measures, a section of a large tropical tre fern, roots in jars of alcohol, as well as dried ferns mounted, and cuts of microscopic preparations of sec tions of ferns.

Between the upright cases, swinging cases on standards are arranged. These contain dried specimens of a great variety of plants, arranged, apparently rather with reference to making the room attractive than to their classification.
This collection and the one below are of deep inter est and calculated to inspire children who see them with an enthusiastic love of botany as it may now be studied. A day in this museum with most people would do more in this direction than years of study according to the old methods when the science con sisted mainly in the identification and classification of flowering plants.
The top floor of the building is not open to the general public. The beautiful laboratories there, physiological, taxonomic, chemical, and embryological are used both by graduate students of Columbia and the garden students, and here they carry on original work in all these departments of botany. They hav access to the botanical library of about 8,000 volumes and to the immense herbaria belonging to both insti tutions. The plants are arranged in cases, and classi fied according to Engler and Prautl's system. In such a working-place as this many of Nature's remaining secrets ought surely to be discovered.

LAUNCH OF THE PACIFIC MAIL LINER "ROREA."
The handsome passenger and freight liner "Korea" which is the largest steamship ever built in America, was successfully launched at the works of the Newport News Shipbuilding and Dry Dock Company, Newport News, Va., Saturday, March 23. The "Korea" will ply between San Francisco and Hong Kong, stop-
eter, oil cylinder 5 inches in diameter, and a stroke of 20 inches. The thrust bearings are of the horseshoe type, with fourteen collars each. The propeller shaft is fitted with composition sleeves where it works in the stern bearings of lignum-vitæ. The propellers are three-bladed, 19 feet in diameter by 25 feet pitch. The blades are of manganese bronze, and the hub is of
A. M.; the shock was felt over a wide area, and was distinctly heard at Los Angeles, ten miles away. Our engravings give an idea of the widespread destruction caused by the explosion. Walls of solid brick 40 feet long and 2 feet thick were converted into débris, and piles of wreckage were to be seen everywhere. Corrugated roofing was blown away, and


STERN VIEW, SHOWING SPECTACLE FRAMING FOR PROPELLER shaftivg.


Length over all, $5 \pi$ feet 4 inches. Ream, 63 feet. Depth to upper deck, 40 feet. LAUNCH OF THE PACIFIC MAIL LINER "KOREA," AT NEWPORT NEWS.
(The largest ship built in the United States.)
ping at the ports of Honolulu, Yokohama, and Naga saki. Besides her great freight capacity, she will have accommodations for 300 first-class passengers, 30 steer age, and 1,200 Chinese. The Chinese quarters are so fitted that the space may be used for cargo if unoccupied by Chinese. The cost of the "Korea" is $\$ 2,000,000$ and her contract speed is 18 knots.
The principal dimensions of the vessels are as follows: Length over all, 572 feet 4 inches; length between perpendiculars, 550 feet; beam, 63 feet; depth, 40 feet to upper deck; draft, 27 feet; displacement, 18,600 tons. The hull is of steel, with frames spaced 32 inches throughout. The double bottom runs the entire length of the ship and extends to the turn of the bilge. The decks, in their order, are called the orlop, lower, main, upper, promenade, and boat. The lower, main, and upper decks extend the full length of the ship, while the promenade is on a level with the forecastle and poop
The vessel is fitted with two sets of quadruple expansion, four-cylinder, vertical inverted engines, with cylinders $35,50,70$, and 100 inches in diameter anc. 66 inches stroke. They are designed to develop 9,000 indicated horse power each, at 86 revolutions per minute. The order of the cylinders from forward is high pressure, low pressure, second intermediate, and first intermediate. The engine framing consists of cast-steel housings of I section, bolted to the cylinders and bed-plate, four to each cylinder. The crosshead guides are of cast iron and bolted to the housings The bed-plates are also of cast steel of I section. Piston valves are used on all cylinders. The piston rods, connecting-rods, valve stems, eccentric rods, and shafting are of forged steel. The crosshead slippers are of cast iron, lined with Parsons' white metal, which is used for all bearing surfaces throughout the engines. The pistons are cast steel, dished. The crank shaft is made in four interchangeable parts, and is $191 / 2$ inches in diameter, with a 6 -inch hole. Two of the eccentrics, which are oi cast iron, are fitted over couplings, while the others are keyed to the shaft. The reversing engine is of the steam and hydraulic type, with steam cylinder 9 inches in diam-


VIEW OF PART OF WRECKED PLANT SHOWING DRUMS.
cast steel. The main condensers are cylindrical, 7 feet $21 / 2$ inches in diameter and 15 feet long between tube sheets, with a combined cooling surface of 11,'787 square feet. Each condenser will have an independent air pump and two circulating pumps. There will also be two auxiliary condensers with combined air and circulating pumps.

Steam is furnished by six double-ended and two single-ended Scotch boilers, 16 feet in diameter and 20 feet 3 inches and 10 feet $51 / 4$ inches long, respectively, working at a pressure of 200 pounds. They are placed in two watertight compartments. The double ended boilers have eight furnaces, and the singleended four. Their total heating surface is 44,912 square feet, and grate surface 1,072 square feet. Forced


DOME THROWN I,768 FEET FROM BOILER SETTING
draft is furnished by thirteen blowers. There is also a donkey boiler on the upper deck, of the cylindrical, upright type.

The particulars of the launching ways are as follows: Length of ways, 690 feet; width of ways, 4 feet; distance between ground ways, 23 feet; grade of ways, $5 / 8$ inch to 1 foot; grade of keel, $1 / 2$ inch to 1 foot. The launching weight of the vessel was 7,000 tons The pressure per square foot on the ways was two tons The "Siberia," which is a sister ship to the "Korea," will be launched in about two months.
three steel drums, each 16 feet long and 3 feet in diameter, were lifted bodily and hurled to far-distant points. The power house rests on the side of the foothills, which at this point have a rise of 150 to 200 feet to the mile. Two of the drums seem to have taken a general course up this incline toward the mountain. One passed over two rows of cottages, and just missing one, landed on and demolished a shed and outbuildings, landing just 556 feet in an air-line from the starting point; while another, taking the same course, passed over two more rows of cottages, depositing water tubes, etc., along its route, and throwing them through roofs and side walls of the dwellings along its course. It landed 1,768 feet from its original site. The power plant was, of course, tied up by the explosion, and power had to be obtained from other sources. The boiler which exploded in December was not the same one which exploded several months earlier. That one was being repaired, and had not yet been put into use; it was a newer boiler than the others. After the first explosion, and at the request of the railway company, the superintendent of the works in which the boiler was built went to Los Angeles for the purpose of ascertaining, if possible, the cause of the explosion. He made a close examina tion of the other boilers, and pronounced them in good condition. There was, therefore, no reason to suspect that there was any defect in any part of their battery.
Reports have been made on the accident, which oc curred on September 10, 1900, in which the middle drum of one of the boilers was ruptured. It was found that the pressure carried was from 170 to 175 pounds, while the boilers were not designed for a working pressure of more than 150 pounds. This necessitated the screwing down of the safety valve to such an extent as to entirely destroy their efficiency; in fact, after having been screwed down to 175 pounds all the elasticity of the springs was gone. The mud drums were bricked in solidly, thus depriving them of freedom of movement to allow for expansion and contraction. The standard method of introducing feed-water into the rear upper drum was abandoned, and in its place a series of pipes or nozzles was placed in the mud drum, no means, however, being

AN INTERESTING BOILER EXPLOSION. Our engravings represent an interesting boiler explosion which occurred at Sherman, a small place between Los Angeles and Santa Monica, Cal., on the Pasadena and Pacific Electric Railway Company's lines and in the power plant of the company. The accident occurred on the 5 th of December, 1900.
The boiler was of the water-tube type, made by the Stirling Company, being one of a battery in the plant of the railway company at Sherman. This was the second, and by far the worst, explosion of this type of boiler in the plant within three months. This special battery was of 2,500 horse power, and the boiler which exploded had been in use five years. The explosion occurred at 2:45


DAMAGE DONE BY BOILER EXPLOSION, SHOWING LORO. MOTIVE WHICH WAS COMPLETELY STRIPPED.
provided for removing any deposit that accumulated in these pipes or nozzles. The low-water alarm whis tles were found to have been gagged so that, no matter how low the water became, the whistles could not sound. The arrangement of the steam main was also faulty, as it kept up a continual vibration. Possibly the explosion of the boiler in December was due to one of these causes.

## RECENT DEVELOPMENTS AT THE NIAGARA FALLS POWER PLANT <br> by arthur b. weeks.

Perhaps the most interesting of late improvements at the great power plant on the upper Niagara is the completed aluminium transmission line to Buffalo, by means of which electric current will be sent to the Pan-American Exposition for all the manifold purNot the least noteworthy, also, are the changes in the lightning arrester apparatus, together with the installation of circuit lation of circuitbreakers on the kilo-volt line.
These lightning arresters (Fig. 2) are made by the Westinghouse Electric and Manufacturing Company. The spark pany. The spark gaps for each of the three lines are
on marble slabs, upon three sides of a wooden frame set on rollers. Thus, in case of total di sability, the lightning arrester may be rolled out and another substituted for it.

A three-phase General Electric electrostatic ground detector surmounts each surmounts each lightning arrester frame. At the top of each marble slab is an auxiliary air gap, set according to the line voltage. For 25,000 volts, the gap is one-fourth inch; for 23,000 volts, one-eighth inch; while for 21,000 volts there is no gap. Below this auxiliary air gap are other gaps and resistances, and the ground connection beneath from the last panel connection. The frame is of thoroughlydried wood, while glass or porcelain is recommended for the upper end.

Several feet above these panels are the choke
coils, also on wooden frames, and with six coils in series with each leg of the three-phase lines. The coils are wound spirally about a wooden core, with no metal parts to cause induced current and lower the choking effect of the coils. Each has five layers of soft, flat copper under one insulation of paper and cotton tape, with seventeen to nineteen complete layers. The choke coils are thoroughly soaked in insulat ing varnish and baked, and finally painted black Where choke coils are used as in this case, they must be connected in circuit between the apparatus to be protected and the arrester. In the same room are located the circuit-breakers, as well as the converters for the ammeters, which are in a panel in the transformer room. The circuit-breakers are high upon the wall, having a long drop lever to rupture the arc. The floors of the transformer and lightning arrester room; are of cement. The high potential switches are operated by means of a long hardwood pole, having a
poses for which electricity will be brought into use.

1.-High Potential Panels for Transformers.

4.-Step-Up Transformers, 2,500 Horse Power Each, for Union Carbide Company.

RECENT DEVELOPMENTS AT THE NIAGARA FALLS POWER PLANT.

50,000 volts. The insulators in the air chamber are thoroughly secured by screws or bolts to the iron framework of the place. Exceptional care should always be taken in installing wires and bus-bars for high-tension circuits. They should be out of reach, when possible, to avoid mechanical injury. To accomplish this, they are universally placed ten to twenty feet above the floor, and leave the power house at the highest possible point. They should be in plain view, and rigidly supported on porcelain insulators. These bus-bars as shown are supported upon insulators of special design. In the air-chamber, where the hightension cables from the transformers and from the high-tension panels cross each other, the crossing is effected in the most approved manner, special means being frequently necessitated.

Porcelain tubes are placed over each cable at the insulators, where iron brackets are in use. The cables are also run through porcelain tubes in the cemented floor, where they are brought up to the high-tension marble panels. With the introduction of the cir-cuit-breakers on the high potential side, the time element circuit breakers and fuses on the low potential side will be discontin. ued, and the panels remodeled. If, for any reason, the high potential circuit-breakers in the lightning arrester room do not act under short circuit, the emergency switch upon the switchboard will be depended upon to open the dynamo field cir-cuit-breakers. It is, however, hardy possible that re course will have course will have to be made to the
The new step-up transformers for the Union Carbide Company, shown in illustration No. 4, are of Westing house make, oil insulated and wa ter cooled. Each is of 2,500 -hors power capacity being twice as large as any oth ers previously made. The cables from the powerhouse switch boards are first connected to the ow-tension panels at the right of the transformer room, and, after proper connec. tions to the switches and cir cuit-breakers, pass directly to the
glass and soapstone, and afterward painted black. The framework is very neatly made, and substantial The bus-bar switches are double-throw, and when either side is cut out, the switch-blade is closed upon the center connection to prevent accidental closing. The thick marble slabs effectually prevent arcing from blade to blade. The full capacity of the bus-bars, when complete, will be 25,000 horse power. The twenty General Electric air-blast transformers of 1,250 horse power each are all in place. The high potential switches are double throw; thus a line may be changed at will at either bus-bar.
The General Electric induction motors of eight horse power each, which have given excellent service in driving the blowers to cool the transformers, must, owing to lack of space and the demand for increased air supply, make way for two others of the same make, of twenty-five horse power each. All the wiring is done in the most approved manner, and is tested with
transformers, which take on their low-tension sides 2,300 volts two-phase, and deliver on their high-tension sides 11,000 volts three-phase. The cables are then connected to the high-tension panels at the left, from which they are carried in a subway to the works of the Union Carbide Company, a mile distant. Triplex lead-sheathed cables are used on these three transmission lines in the subway.

## Raising Hungarian Grapes.

An experiment in raising Hungarian grapes is to be made near Norfolk, Va. Barth S. Lindsay of Norfolk. Va., is the projector of this experiment. He will at first plant three acres in these vines, and if, after three years, the experiment proves a success, he will establish a larger vineyard. Mr. Lindsay, who has had experience as a vine-dresser in Hungary, considers the climate and soil of this section favorable to the growth of these grapes.

## RODNEY HUNT TURBINE PLANT AT THE GREAT

## NORTHERN PAPER COMPANY'S MILL

It is not always the largest industrial enterprises that are the most prominent in the public eye, and the truly enormous paper mill, whose hydraulic power plant forms the subject of our front page engravings, is a case in point. Located within the vast forest which lie in the northern parts of Maine, and far re moved from the more active centers of industry, there has been constructed, during the past twenty-four months, a great establishment, which is considerably the largest plant of its kind in the world. The loca tion of the mill at this particular point was determined by certain topographical features favorable to the development of hydraulic power. Two rivers-the Millinocket stream and the west branch of the Penobscotform a junction at this point, and there is a natural difference of level a short distance above the point of their confluence of about 110 feet. The site chosen for the mill lies at a point on the Millinocket, just above and within the fork of the rivers, where the two streams are about a mile apart. A little further down, and before the streams unite, there is a fall in the Penobscot; and although the intervening coun try between the two streams is approximately level, the land falls suddenly to the valley of the Millinocket stream, and provides an admirable site for the mill, with the necessary difference in head for the development of water power. A dam was thrown across the Penobscot which raised the level of the water about 10 feet, and formed a reservoir of 250 acres' area on the high land between the two rivers, thus providing an excellent storage basin for the logs srom which the paper is manufactured. The water is led from the Penobscot through a set of gates into a short canal which terminates in a head-bay, from which it is led by a number of steel penstocks down the slope of the hill to the paper mill.

As it is the purpose of the present article more particularly to describe the hydraulic power plant we will simply state that an adequate idea of the large amount of power required for the mill may be gathered from the fact that when the whole establishment is completed and in full swing, about 400 tons of paper will be turned out every day, and that over a third of a cord of wood will be worked into pulp every minute that the mill is in operation. The total cost of the whole plant was $\$ 2,500,000$, and a further idea of its magnitude may be gathered from the fact that the 3,000 inhabitants of the town of Millinocket are all directly or indirectly supported by this enterprise.

After a careful consideration of the various methods of developing and utilizing the necessary power, it was decided to use water power in large turbines, direct-connected to grinding machines, for the important work of grinding the wood into pulp, and to use electricity developed by turbine-operated generators for driving motors suitably distributed throughout the other de partments of the mill.

The contract for making and installing the hydraulic plant was given to the Rodney Hunt Machine Com pany, of Orange, Mass. (Boston office, 70 Kilby St.) who have equipped the power house with sixteen of their well-known new pattern Hunt turbines, of the horizontal type, with plain cylinder gates. The aggregate capacity of the turbines, as determined by the Holyoke tests, to which more detailed reference is made below is about 22,000 horse power under the normal head. By far the greatest demand for power comes from the grinding room, where at present there are installed turbines of an aggregate of 15,600 horse power, and which, when completed, will contain a total of 23,400 horse power. This room. of which we present a half plan, contains at present forty-eight grinders, which are arranged in four lines, twelve on a line. Down through the center of the grinding room runs the tailrace, and above it, each carried on a massive 5 -foot wall of masonry, are four pairs of 57 -inch turbines each pair being placed at the center of its own line of shafting, with twelve grinders direct-connected to it -six on each side. The water is led to the turbines by four 10 -ioot steel penstocks, each of which is 1,000 feet in length, the whole set containing some 2,000 tons of steel. The penstocks pass into the building in parallel lines, and extend beneath the level of the floor until they enter the tail-race, where they make a bend of 90 degrees, entering the turbine casings a an inclination of 45 degrees, as shown in the lower drawing on the front page of this issue. The water passes centrally into the casings, flows right and left through the wheels, and leaves by pairs of draft-tubes one on each side, which discharge at an angle of 30 degrees with the vertical into the tail-pits. The weight of the turbines, casing, etc., is carried by the 5 -foo masonry walls above mentioned, while the tail-race is floored over with heavy I-beams, which serve to carrv the standards for the main shafting bearings The flooring of the I-beatis is carried upon vertica
posts which are placed in pairs, one on each side of each draft-tube, a girt being bolted in between each pair of posts, just below the level of the water, to carry the weight of the lower end of the tubes. Each pair of turbines as above described develops about 4,000 horse power when running at 225 revolutions per minute.

We also show on our front page a general per spective view and transverse sections of the generat ing room, in which there are installed three units, each consisting of a pair of 36 -inch turbines, mounted on horizontal shafting in the same way as the 57 -inch turbines in the grinder room. Each unit is direct connected to a 1,000 -kilowatt, 600 -volt, General Electric Company's tri-phase generator. In front of these three units are two single 24 -inch turbines, each of which is direct-connected to a 60-kilowatt exciter. These fiv turbines are supplied by a single 11 -foot penstock which extends centrally beneath them, the diameter of the penstock reducing as connection is made in turn to each of the turbines, a slide-valve gate being pro vided in each connection. The draft-tubes for the 36 -inch wheels are carried down, one on each side o the penstock, to the tail-race; while the exciter turbines discharge at one side of the penstock, as shown clearly in the engravings. The exciter turbines alsc serve to operate two brass, 1,000 -gallon under writer fire-pumps, made by the Rodney Hunt Machin Company. These jumps are shown in the perspective view of the generator room, where they are arranged on the opposite side of the turbines to the exciters They are provided with powerful, friction, grooved wheels by which they can be thrown in or out of gear as desired. We also present a detailed view of one of these pumps.

The mechanism for controlling the cylindrical gates of the large turbines in the gencrator room consists of a hand-wheel on a horizontal shaft. mounted trans versely across the turbine casing, which carries two pairs of machine-cut, sector, bevel gears, to which is


## MAP SHOWING LOCATION OF MILLINOCKET MILI

attached a Lombard governor Attention is also drawn to the regulators, made by the Rodney Hunt Machin to the regulators, made by the Rodney Hunt Machine
Company, which are attached to the gate shafts, at the side of the 24 -inch wheel cases. The regulator is of the duplex relay type, and acts directly on the gate It is shown in detail in the small engraving above the general perspective view.
Efficievcy Tests.-Particular interest attaches to the tests for efficiency, which were carried out upon two of the turbines before they were shipped to Mil linocket. The test was made at the flume of the Holyoke Water Power Company, of Holyoke, Mass The 57 -inch turbine showed an efficiency of 85.93 per cent at full gate; from $3 / 4$ gate to full gate it showed an average efficiency of 83.17 per cent. The 36 -inch turbine showed an efficiency of 85.89 per cent at full gate, and an average efficiency of 84.70 per cent from $3 / 1 /$ gate to full gate, as compared with the guaranteed efficiency of 80 per cent from 3/4 gate to full gate. The horse power guaran tee was also exceeded considerably. This is cer tainly a very remarkable showing, particularly i we bear in mind that, on account of the excep tional head of 110 feet under which the turbines operate, the runner and guide chutes had to be made of steel and of unusual thickness, condition which are not by any means conducive to high efficiency.

A simple form of Wehnelt interrupter has been de vised by J. ron Pallich, of Germany. The negative electrode is formed by a copper wire about $1-5$ inch in diameter, and the positive electrode by a steel wire of 1-25 to $1-10$ inch. These wires are surrounded up to their ends by glass tubes; the tube containing the steel wire is drawn out by the blowpipe so as to make a sliding fit with the wire. The two tubes are passed through a rubber stopper which fits in the neck of a one-pint glass flask containing dilute sulphuric acid, The flask is placed in a water-trough in order to avoid heating. The two glass tubes are closed at the top
by rubber stoppers through which the wires pass. The steel wire fits snugly in its stopper and in this way its length in the tube is regulated. The wire is at tacked somewhat rapidly when in action, but by lower ing it by degrees, the proper length for working the interrupter may be maintained.

The Gold-mining Induntry of the Transvaal. Now that the war in South Africa is rapidly draw ing to a close, public attention is once more being directed toward the commercial and industrial development of the country, especially in connection with the gold-mining industry

Some idea of the wealth of the country may be gleaned from the records of the gold mines during the past thirteen years, which, notwithstanding the fact that they have been hampered in their working by corrupt practices, yet have proved very prosperous. In the year 1887 only 23,125 ounces of gold were produced, but in the next year the quantity was multiplied nearly nine times, to 208,121 ounces. The prosperity continued to increase during the next four years, and the industry assumed such large proportions that endeavors were made with a view to sim plifying the process of extracting the gold from the ore. There was also a proportionate heavy importa tion of machinery, in order to cope with the increasing industry. In the year 1892 was introduced the process which has completely revolutionized the work of gold mining, both with regard to quantity and celerity of output, economy, and cheapness.' This was the cyanide process, followed by the treatment and concentrates of tailings, and the systematic sorting of waste rock. So successful was the new method that it is now adopted throughout the country with conspicuous success, and has since been introduced into the gold fields of Australia with equal satisfaction.

In 1892 no less than $1,974,354$ tons of ore were mined, which yielded 973,291 ounces of mill bullion; 200,526 ounces from tailings and concentrates, and 37,051 ounces from banks and other sources, making an aggregate output of $1,210,868$ ounces, with a value of $\$ 21,488,050$.
The machinery for the production of the ore at the end of this year comprised 2,530 stamps, and 1,700 boilers, 730 of the latter of which were in operation at Johannesburg, while the others were distributed among the numerous other gold-mining centers throughout the Republic, representing a total value of about $\$ 10,000,000$. The industry gave employment to about 3,500 whites and 30,000 natives.
But the industry has grown tremendously since 1893, despite the more stringent restric tions that were continually levied by the Republican government, and which considerably retarded the progressive development of the industry to anything approaching its possible capacity. At the end of the year 1897, 8,500 whites and 60,000 natives were at work in the mines. Heavy shipments of machinery, which had been considerably improved in both design, manufact ure, and capacity of output, had been made. In Decem ber, 1897, no less than 2,282 boilers and 1,239 steam engines were in active operation. Electricity had also been introduced, both for lighting and power, with conspicuous success. Johannesburg, which is by far the most modern and enterprising city in the Transvaal, was supplied with 280 dynamos which provided light and power equivalent to $13,853,625$ watts to 1,408 motors and nearly 33,000 lamps. The total value of the machinery and plant at work in 1897 was esti mated to amount to $\$ 31,775,185$. From the beginning of the year 1893 until the end of May, 1899, 17,531,562 ounces of bullion had been extracted, representing a sterling value of $\$ 305,488,135$. It will therefore be apparent that, though the development of the industry in the past has been rapid, there is every augur of a much more successful and progressive era in the near future.

New Magnetic observatory.
An interesting series of buildings has been erected at Cheltenham, Prince George's County, Md. This is the new magnetic observatory of the United States Coast and Geodetic Survey. Copper and brass are em ployed for all pipes and metal work, and the stove, which burns wood exclusively, is built of soapstone The observatory is composed of two buildings, in one of which the magnetic influences on the compass will be measured. The instruments will be kept at a con stant temperature of 65 deg . Fah. by means of a serie of walls sheathed with thick paper, and other space are also provided. There are four sets of doors. The observatory is far away from any disturbing elec trical influences, so there is no question that the ob servations will be most accurate.

The Bement collection of minerals and meteorites has been acquired by the American Museum of Natura History, New York city.
lamburg's naval observatory has been removed to the village of Bergesdorf, as the smoke and vibration erfered with the observations.

A fine specimen of the periophthalmus family, a species of fish that is supposed to be confined strictly to Airican waters, has been caught near Fernandina, Fla.

Great Salt Lake is beginning to show the drain upon it, due to irrigation, and is receding. A canal to th lake from the head waters of the Snake River has been suggested as a possible remedy.

It is estimated that at altitude of over 60 miles, the atmosphere will consist of 95 per cent hydrogen It is suggested that this may be the source of the occluded hydrogen usually found in meteoric frag ments.
Congress has under consideration the establishment of a psychophysical laboratory in the Department of the Interior for the purpose of prosecuting the exact studies on the criminal, pauper, and defective classes of our population.
A commercial museum is to be established in San Francisco on the lines of the Philadelphia institution. A company has been organized with Irving M. Scott as president. The idea is, of course, to benefit the com mercial interests of California.
Venice is trying to revive the picturesque ceremony of wedding the Adriatic, which has been discontinued since the last Doge was expelled in 1797. Plans are being made for a new "Bucentaur" on the model of the one used in the last ceremony.

A party of Swedish naturalists under the leadership of Gustave Kolthoff made a northern voyage of more than usual length last summer, for the purpose of studying the fauna in Arctic waters and lands. They were disappointed in not finding any more relics of Andrée on Prince Charles Island.

It is feared that legislation regarding the Palisades may fail, owing to a lack of interest. Many seem to think that the saving of the Palisades is a local matter which, of course, it is not. A canvass of the legislators, especially those on the central and southern New Jersey shores, shows that there is need for a careful campaign of education.
M. Camille Flammarion, the celebrated astronomer, has been studying the effect of colored light on silk worms. White light yields the maximum, and blue light the minimum, production of silk. Next to white light, the purple of the red end of the spectrum gives the best results. Blue rays increase the number of males, and "warm rays" the number of eggs laid by the females.

A Roman dealer in antiquities obtained the permission of the Roman municipality to erect in the Piazza Borghese a replica of the famous Neptune fountain at Bologna by Giovanni Bologna. The city of Bologna enjoined the municipality of Rome and the author of the project from taking any such action, alleging, besides the legal precedents, the moral right of any city to guard its own artistic heritage.

It is reported on good authority that the Misses New ton, daughters of the late Prof. Newton, the famous Yale mathematician and astronomer, will soon donate to Yale for the Peabody Museum the great collection of meteorites and aerolites which their distinguished father collected through his life. The Misses Newton are at present traveling in Europe. The collection is stored in boxes, which were placed in charge of Prof. Brown at the Yale Observatory.
The Geodetic Commission of Switzerland has undertaken an exact leveling of the whole country by the most scientific methods. The work has been going on for many years. and from time to time atlas-sheets are published which give the general topography of a region accompanied by a list of the points whose alti tudes have been accurately determined and by comparisons with previous work of the same sort. Each point determined is fully described so that, in its turn, it may serve as a datum point for more detailed work, and all the points are referred to one originnamely to a monument in Geneva whose altitude above the sea has been fixed.
A barometer has been designed by Mr. K. T. Fischer for balloon observations, says The Engineer. It may be described as a Cartesian diver. The float consists of stem, cylinder partly filled with water, the free space being taken up by air, and bulb charged with mercury; it is made of glass, and swims in a brass cylinder containing distilled water. This cylinder is surrounded by a shell of ice, placed within a cham ber packed with ice. The temperature being thu kept constant, the position of the float will depend upon the volume of the air intercepted in the float, which varies with the atmospheric pressure acting on the water in the brass cylinder. For exact deter minations the stem is sealed off, and the cylindrical part weighed together with the bulb.

Ten locomotives are being completed by the Baldwin Locomotive Works for the Paris, Lyons, Mediterranean Railway of France.
The "Ermak" will make another voyage into the Arctic regions next summer to test her efficacy against the polar ice. She has been furnished with a new longer and more powerful stem, which it is supposed will enable her to break through ice of enormous thickness.
A solid mass of finest gray granite, measuring 68 feet long, 20 feet wide, and 14 feet deep, has been successfully blasted at the De Lank quarries, Bodmin. The weight of the block is about 1,400 tons. It is now being cut up into blocks averaging five tons each, which will be used in the erection of the new light house off Beachy Head.
The Berlin International Exhibition for Fire Pre vention and Fire Protection is to be held in June and July of this year in commemoration of the fiftieth anniversary of the organization of the Berlin fire brigade. The United States easily leads the world in fire pro tection if not in fire prevention, and it is to be hoped that our inventors will be adequately represented.

A workman in a German chemical works has in vented a substitute for coal, which costs about 25 cents per 220 pounds to manufacture. Peat is the basis of the fuel. It gives out great heat, burns with a bright flame, and leaves no slag and only a small quantity of white ash. The peat is dried, ground by machinery, mixed with chemicals, and pressed into brick shape.

A patent recently granted gives the following formula for a metal-cleaning composition: Pure water 1 gallon; potassium carbonate, 1 ounce; potassium cyanide, $1 / 2$ ounce; sodium carbonate, $1 / 2$ ounce; chlo ride of sodium, 1-10 ounce. The solution is used at the boiling point, and a strong electric current employed. A formation of gas takes place, which immediately separates all grease or other impurities from the object exposed and renders it chemically clean.

A large amount of money is being spent on the National Tehuantepec Railroad, which has been leased by the Mexican government to English contractors. Five thousand men are now employed on the railroad construction work and the harbor improvement works, and more than twice this number could be utilized, and a thousand Chinese are now on their way to Mexico to work on the road. The railroad is being rebuilt ico to work on the road. The railroad is being rebuilt
all the way from Coatzacoalcos, the Atlantic terminus, all the way from Coatzacoalcos, the Atlantic terminus,
to Salina Cruz, the Pacific terminus. New eighty-pound steel rails are being put down, and twenty thousand redwood ties from California are being placed under the rails. There are also many native mahogany and ebony ties being used on the road.

Since 1890 seventy-three accidents have occurred with water-tube boilers in the French navy, of which number forty-four were due to rupture of the tubes, says The Engineer. Seventeen of the tubes which failed were in the bottom row. Six fractured tubes belonged to the second or third row from the fire, while on the top row, where the evaporation is complete, there were six tube collapses, eighteen more being credited to the intermediate rows. Thirteen of the accidents were traceable to abnormally low water level, and bad circulation accounted for six of the others. Six tubes split because they were worn out, and six because they were defective.
The Japanese government propose in future to construct their own battleships and to manufacture their own armor plates. They are projecting enormous shipvards and the installation of modern plant. Tenders zve been issued for the machinery for the manufaciare of armor. This decision is rather disconcert ing to the big shipbuilding firms of Great Britain and the armor-plate manufacturers of Sheffield, since some of the largest and most recent additions to the Japanese fleet have emanated from the English yards The armor-plate manufacturers have received millions of dollars during the past few years for the supply of armor plates. In the largest Japanese battleships, such as the "Asahi," there are no less than 3,000 tons of steel protection which cost over $\$ 500$ per ton.

The trustees of Purdue University are recognizing the fact that certain classes of locomotives will soon be thrown into the scrap heap to make way for later and more economical types, and they desire to preserve good examples of the disappearing types, and the university authorities have asked for the co-operation of railway companies. The proposition which the university makes is a most liberal one. It offers to meet the transportation charges and to care for the locomotives thus deposited, which will still be owned by the railroad company. Three engines have so far been secured. One of them is that class of engine which first performed the transcontinental trip; the second is of the $B$. \& $O$. camel-back type; the third is an English engine which was exhibited at the World's Fair of 1893, which has since been in the possession of the Chicago, Milwaukee \& St. Paul Railway. A suitable museum building will probably soon be provided.

The walls of Avignon are threatens. cil has voted to destroy a part of them.
A special organ devoted to the papyri has been start ed. It is the Archiv für Papyruserforschung, and Prof Wilcken, of Würzburg, is the editor.

A Roman chariot has been found near Philippopolis, Bulgaria, in a tumulus. All the metal parts of the chariot and the harness were found, as well as arms and human remains.
It is reported that a wealthy resident of Baltimore, a collector of pictures, has bought the Madonna of the Candelabra, of Raphael, at a very high figure. It is a superb picture, and is in a good state of preservation.
Mr. Lacey has reported a bill to provide for the setting aside of a "Cliff Dwellers' National Park" in New Mexico. The nearest railroad station to this proposed park is at Espanola, on the Rio Grande Railway.
Material from the excavations at Copan, in Honduras, is steadily accumulating at the Peabody Museum, Cambridge, Mass. The museum has been able to complete in this prehistoric city its investigation of the great hieroglyphic stairway on the face of the pyramid. Molds have been made of all the steps, with their carvings and inscriptions.
The Baptistery of Florence is being restored. A year ago the Cathedral authorities thought that the building looked too old, and ordered it to be cleaned with pumice stone, thus removing the rich, velvety color which rendered it so charming. The Cathedral authorities also desired "to clean" the base of the Campanile. Foreign public opinion is being aroused. The bad taste and vulgarity of the modern Italians are never shown to greater disadvantage than when some building is singled out for barbarous restoration.
Greek divers who have explored the sea bottom near the island of Cerigo have made discoveries of no little interest, both to the archæologist and the artist. Mar ble and bronze statues, fragments of vases, pieces of wood from some vessel, have been found, which indicate that here a trireme, laden with art-treasures and bound for Rome, was wrecked. Lucian, moreover, in his story of Zeuxis, mentions a vessel which Sulla had laden with statues and sent to Italy, and which foun dered on these very coasts. Whether the vessel discov ered be that referred to is questionable. The coincidence, however, is certainly remarkable.
Among the pieces brought to the surface may be men tioned the bronze head of a boxer or wrestler, and particularly the marble statue of a bending youth which probably ornamented the pediment of some temple. The upper part of the statue is in an admir able state of preservation. The head and trunk are entirely intact. The two hands have also been recovered, one of which, still unfinished, is a veritable mas terpiece. Although the statue has not been everywhere finished with equal care, it is nevertheless a work of art, remarkable for its rare grace and beauty.
The fall of two of the stones of the outer circle of Stonehenge, on the last evening of the nineteenth century, directs attention to the necessity for at once taking steps to preserve this remarkable phehistoric monument. The stones ought to be replaced while their original positions are clearly remembered, and before public interest in their fall has subsided. An engineer, writing to The Times, suggests a method of undermining the stones and imbedding them in a foun dation of concrete or cement.

The Rev. Dr. William C. Winslow, vice-president of the Egypt Exploration Fund, says that in addition to the papyri from Oxyrhycus presented by the society to several universities, there is a valuable lot of forty three papyri from several sites which have been re ceived for distribution, largely treating of business and civil matters in the first centuries of our era Among seven papyri for Columbia is a tax collector's returns, showing items and how the collectors made returns in A. D. 196. These were poll taxes in A. D 122. In the papyrus for Hamilton College is the re ceipt for a voter named Philoxenus. One. of two papyri for Vassar College is the official notice of the birth of a son from Ischyras and his wife, Thaisarion, A. D. 150, which is valuable for comparison with papyri at Berlin, which show how registry of births was then made. Of six papyri for Princeton one is a return of house property, A. D. 131, from Sambous to Dius and Herodes, keepers of the registry of property. The rise of the Nile was the greatest annual event, and upon it taxes were calculated. Hence one of the six papyri sent to Johns Hopkins, treating o the unwatered land tilled by Ptollarous, A. D. 163, is peculiarly interesting. She declares that her field at Euhemeria did not get the water. Her plea in a word is: "No crops, no taxes."

Our consul at Rouen considers that there is a great future for ice-making machinery, refrigerators, ice cream freezers, electric fans and kindred articles in France. Rouen, with a population of 150,000 , has no ice plant.

## BALLOONS AT VINCENNES.

The illustrations presented herewith are reproductions of photographs taken at the first aeronautical concours held during the recent Paris Exposition at Vincennes. From the 17th of June to the 9th of October, 156 balloons, all of French make varying in gas-capacity from 3,000 cubic meters ( 105,945 cubic feet) to 350 cubic meters' 12,360 cubic feet) were exhib ited at the aerostatic park of the Exposition, and made ascents with 327 passengers. Never were so many balloons collected in a single spot. To fill the numerous gas-bags 196,927 cubic meters ( $6,993,862$ cubic feet) of gas were required. One hun dred and fifty-eight ascents were made without any accident. On September 16, twenty-six balloons, inflated with 23,311 cubic meters ( 823,228 cubic feet) of gas, were sent up from the grounds. This was a noteworthy day at the Exposition so far as the number of balloons was concerned. The record for the longest balloon ascension is held by MM. Henry de la Vaulx and Castillon de Saint-Victor, who remained in the air for 35 hours and 47 minutes, and landed in Russia after having traveled 1,935 kilometers ( 1,202 miles). It has been suggested that the aerostatic park at Vincennes be preserved; but a permanent park could be maintained only by holding each year a concours somewhat on the order of the auto mobile and bicycle shows which have made Vincennes a favorite resort for sportsmen of late years. For the photographs reproduced herewith, and our in. formation, we are indebted to M. Louis Bereau, a wellknown aeronaut, who, on the ever memorable 16 th of September, made a 15 hour ascent.

## A NEW PILEDRIVER.

The Chicago, Milwaukee and St. Paul Railway Company, finding it necessary to employ a piledriver which could be utilized, not only in connection with the ordinary maintenance of bridges, but also in times of emergency, intrusted one of its engineers with the task of designing such a pile-driver. Mr. Willies E. Smith, of the Engineering and Bridge-building Department of the road, Chicago, Ill., recently patented a machine which fully answered all requirements. The improved driver can be liaed in renewing old piles, as well as in quickly repairing breaks in a burnt or injured bridge. In the latter emergency it is necessary that, without tracksupports, the pile-driver should be able to reach far

the aerostatic park at vincennes.


A BALLOON ASCENT

To the top of the transoms a heavy plate carrying a jack screw is riveted. The screw can be turned up against the car-sill to prevent side-tipping. Only when the leaders are swung far out from the center of the track are these jacks needed. In order that the pile-driver may be coupled to any train, the leaders are so proportioned that they do not project beyond the car when lowered, and the driving deck is equal in length to the car. The highest point of the pile-driver it self is 16 feet 8 inches above the top of the rail

By means of a capstan connected by chain gearing with a sheave at the center of the driving-deck, a vertical shaft is operated provided with a pinion which engages a rack along the side of one of the center car-sills. Thus the driving-deck is moved. In order to permit a back and forth and a swinging movement, an intermediate deck is provided between the 5 -inch channels of which are located a number of 5 -inch wheels traveling on 1 inch plates secured to the top of the car-sills.

In order to raise and lower the leaders a novel construction is employed, which comprises a pair of quadrant rockers forming part of the frame work of the leaders. As the rockers pass from a horizontal to a vertical position, they roll on the deck, and elevate the leaders.

The leaders are supported at the apex of a four-cornered tower, 20 feet above the deck. Two legs of this tower consis
of a pair of angles over the front corner of the deck, and an oblique lad der behind, and are matched by two members serving the same purpose. The fixed portion of this tower is the " $A$ " bent in front, the rockers with their radial struts, the platform even feet above th deck and two rea braces from this platform up to the apex of the tower That portion of the rear braces which
nough ahead to drive a bent to support the further end of a set of stringers, so that when rails have been laid on the newly-driven portion, the pile-driver can advance to drive the piles for the next bent. On the Chicago, Milwaukee and St. Paul Railway pile-driver, Chicago, Milwaukee and St. Paul Railway pile-driver,
designed by Mr. Smith, this extension has been secured in a very simple and ingenious manner.
For the pile-driver in question a 45 -foot car is employed, two extra truss rods being placed under the car to prevent sagging, and the transoms of the truck being extended beneath the outer sill of the car-body.

inflating the gas bags


Hig. 2.-DRIVING DECK sWUNG ACBOBS THE CAR
Fig. 3.-LEADERS battered.

## FIFTEEN YEARS' DEVELOPMENT OF THE 90-FOOT

 RACING YACHTIn pursuance of their commendable policy of satisfying the very natural and perfectly proper public curiosity as to what manner of yachts are being put afloat for the defense of the "America" cup this year, Messrs. Lawson and Crowninshield, the owner and the designer of "Independence," have furnished the Scientific American with the sail plan of "Independence" which is herewith reproduced from the original blue-prints. At the same time, by the courtesy of J. Beavor Webb, the designer of the famous old "Genesta" and "Galatea," we are enabled to present the sail, sheer and deck plans and midship section while over the intermediate deck, are partly supported and enabled to move freely by rollers; but after having swung clear, the deck is balanced by the equal distribution of the load. Fig. 2 shows the piledriver swung at right angles across the car, in which position the center of the leaders in this position is 22 feet 6 inches from the center of the railway track. The weights on the deck are so adjusted that the center of gravity is never outside of the 9 -foot circle on which the deck rests. In this po sition a pile can be picked up and driven with perfect safety.

Some nine years ago Mr. Smith found that he could dispense with the special drivers used for emergency repairs in driving the piles for the temporary support of through truss bridges by attaching an additional swinging set of leaders to the head block of his regular driver. Thus he was en. abled to drive a pile close to the lower chord of a through truss bridge without swinging the deck of the driver out far enough to interfere. The swinging leaders proved so serviceable that he has incorporated them in the driver under discussion. Swinging leaders, besides dispensing with special drivers, are of great value in giving the outside piles of bents a good batter and the bents wide bases.
The Smith piledriver is compact, easily coupled by
the usual means with a train and is self-contained in every respect. The leaders can be raised and lowered by men on the car. The driver will drive piles in all places and under all the conditions encountered in railway service.

## Adopts Baggage Check System.

The Great Eastern Railway, of England, will introduce the baggage check system on its lines on June 1. A small fee will be charged, but the adoption of the system by the passengers is optional with them. The Caledonian Railway is having thirty large steel cars built at Leeds and twenty in America with the object of comparing results.


FIFTEEN YEARS DEVELOPMENT OF THE 90 FOOT RACING YACHT.
As shown by a comparison of "Galatea" (cutter, 1886) and "Independence" (cutter-sloop, 1901).
of the latter yacht, these plans being also reproduced from the original working drawings.
It will be fifteen years ago this summer since the 90 -foot cutter "Galatea" (her actual water-line length was 87 feet, but she classes with the 90 -foo "Independence") came across the Atlantic to mak the second attempt on the part of the typical English cutter to secure the "America" cup. She and her sister the "Genesta" may be said to have opened the latest period of the cup contests, a period which nas been far the most brilliant in the history of this memorable and long-drawn-out struggle. Although he enial owner, Lieutenant Henn, one of the most thor ough English yachtsmen that ever crossed the water
sailed "Galatea," not merely in the cup races, but throughout the yachting season of the following year, she did little to add to the prestige of her predecessor, "Genesta," whose performance stands to day as the most creditable among the many English yachts that have competed for the cup. We have chosen the "Galatea," however, for this comparison, because on the basis of water-line length, by which the modern racing yacht is classed, she lends herself admirably to comparison with the 90 -foot "Independence" of 1901 . In our draw ing, the cutter of 1886 is thrown in shadow upon the cutter-sloop of 1901, and the two drawings being exactly to the same scale, they tell the story of the development which has been taking place during the past decade and a half better than would a whole volume of verbal description.
Speaking in a general way, it may be said that among the many conditions surrounding the cup contests, there is only one, at least as regards the dimensions of the yachts, that is strictly negative, and this is the rule that neither yacht must exceed 90 feet in length on the water-line. They may be as deep, as broad, as long on deck, as their respective designers may care to make them, but in length wnile they length, while they may be many feet less than they must not be a fraction of an inch over, 90 feet. Subject to this restriction, then, the problem is to design a yacht which shall carry a maximum amount of sail upon a hull that shall have the smallest possible displacement and wetted surface, and shall present the easiest form to drive through the water. At the time of the "Galatea" - "Mayflower" races, the American and English yachts were widely different in form, the English cutter being of narrow beam and considerable depth of body, the American sloop being of shallow draught and great beam, and depending upon the movable centerboard to give her the proper latcral plane when sail ing by the wind The initial stability of the sloop was large, the center of buoyancy moving out rapidly to leeward as the vessel heeled, and thus automatically, as it were, maintaining the margin of stability. In the narrow cutter, the initial stability was small, the center of buoyancy moving to leeward but little as she listed, although the righting moment increased rapidly with every increase in the angle of heel. On equal displacements, the greater initial stability of the sloop enabled her to carry a considerably larger sail plan, and hence in light winds she was invariably faster than the cutter. At higher speeds, however, the finer form of the cutter showed to advantage against the bluffer lines of the sloop; there was less wave-making resistance and, hence, in the second race
between "Genesta" and "Puritan," which was sailed in a piping breeze, the cutter was practically a match for her shallower-bodied competitor

The narrow beam of the cutter was due to an Eng lish rule of measurement which put a heavy tax upon beam, but none upon draught. As soon as this was removed, and a rule of measurement based on water line length and sail area substituted, the English decigners reverted to the more generous breadth of the original cutter type, the "Thistle" having a beam of 20 feet 3 inches to a length of 86 feet 6 inches, against the "Galatea's" beam of 15 feet on a length of 87 feet. The "Valkyrie II." of 1893 , which, with her sister the "Britannia," may justly be termed the type from which the modern racing craft has sprung showed on a water-line length of 85 feet, a beam of 22 feet 6 inches, and a depth of 17 feet 6 inches. Simultaneously with this lowering of the lead and widening of the beam, the forefoot was cut away, the sternpost and rudder brought well forward of the after end of the water-line, with the result that the wetted surface and, therefore, the frictional resistance of the yacht was considerably reduced

On the American side, development had been in the direction of deeper draught and a lowering of the center of gravity, until in "Vigilant," the competitor of "Valkyrie,". we see a boat with the enormous beam of 26 feet and the deep draught, for a sloop, of 13 feet 6 inches. With such a draught it was evident that the days of the centerboard were over, and in the next yacht, "Defender," Herreshoff produced a keel boat of similar contour to "Valkyrie," but with even 2 feet greater draught than that yacht. It was at the time of the "Valkyrie"."Vigilant" races that the forward and after overhangs of the racing yacht began to be carried out far beyond the load water-line, and so great has been the development in this direction tha in the "Independence" we have a forward overhang of 27 feet $51 / 2$ inches and an after overhang of 23 feet 5 inches. These exaggerated overhangs have the ad vantage of compensating for the increase in beam (compare the deck plans of "Galatea" and "Inde pendence") by permitting the fore-and-aft lines to be practically as fair and easy as those of the old cutter type.
It will be seen in the comparison of the midship sections that the modern yacht embodies two point of excellence of the cutter and sloop, for it has th low center of gravity of the one and the high center of buoyancy of the other. The bottom of the lead of the "Independence" is 6 feet 6 inches lower than that of "Galatea" and her beam is 8 feet 5 inche greater. Thanks to her great length, her lines are a least as easy, and by carrying the flat floor of the hull well out into the overhangs, Mr. Crowninshiel has secured the unmistakable advantage that when the yacht is heeled, even in a moderate sailing breeze she lengthens her water-line from 90 to 105 feet. Th cutter, on the other hand, lengthens but little; as wil be seen by comparing the listed water-line of both yachts. The comparison is not made on the sam degree of inclination, for the reason that the relativ tenderness of the cutter would cause her to heel abou 30 degrees in a breeze which would only incline th cutter-sloop by 20 degrees. With her straight stem the cutter, of course, gains nothing when heeled for ward and her gain aft, at the given inclination, is no more than a couple of feet

In considering the form of "Independence," as shown from the midship section, we must bear in mind not only that she possesses all the initial stability of the sloop type due, as we have seen, to great beam and shallow body, but that the height of the center of buoyancy, when the yacht is heeled, is increased by the great lengthening of the water-line and conse quent submersion of the full ends of the yacht, as shown in the plan of the listed load water-line. Under 20 degrees of heel, the center of buoyancy of the sub merged portion of the hull moves out to leeward unti it is 2.75 feet from the vertical axis of the boat and only 2.83 feet below the normal water-line. Compared even with "Columbia" she shows in this respect a re markable gain; and it is probable, moreover, that the center of gravity of the boat is lower than that of the last cup defender. That this is the case is sug gested by the fact that "Independence" will spread 1,476 square feet, or 11 per cent, more sail that "Colum bia," although the displacement of the latter vessel is greater

The increased power of the cutter-sloop over the cut er is not, however, to be all attributed to form and disposition of weights; for a corresponding gain has been made both in the materials and method of construction. Looking at the hulls of the two boats as shown in outline and in shadow, it is seen that although her displacement is less, in bulk or cubical capacity "Independence" is enormously larger than "Galatea." She is 39 feet longer on the deck, $81 / 2$ feet greater in beam, her deck area alone being $21 / 2$ times as great as that of "Galatea." Although nomina ly in the same class by virtue of her water-line length "Independence," measured by her actual superficia
area, is a vastly bigger boat. The same disparity is present in the spars and sails. Nevertheless, as will be seen from our comparative table of dimensions, the total weight of the hull, spars, rigging, sails, etc, of the bigger boat is less than that of the cutter by 8.9 tons, or 11 per cent-a structural paradox which tells more eloquently than words the story of the ad vance which has been made during the past fifteen years, not merely in the quality of the materials themselves, but in their scientific adaptation to the problem in hand. Doubtless "Galatea" as designed by Webb embodied the latest ideas in the way of lightness of construction known at that date to the naval architect. Her hull was of steel, but the deck was wood-planked, and the spars were solid throughout. Although she was lightly constructed, as things went in those days, nothing was sacrificed to the determination to make her a perfectly stanch and seaworthy vessel; and doubtless to-day she could snug down and thrash her way, without starting a rivet or loosening a spar, through a gale that would send "Independence" or in fact any of this year's 90 -footers to the bottom. Still, the "America" cup contests are not supposed to be, or, at any rate, have had the luck never as yet to be sailed in a gale of wind. Therefore "Independence" is a perfectly proper and legitimate craft for the work she is called upon to do. Allowing then that stanchness has been somewhat sacrificed to light ness, as compared with the cutter, we may still attribute the remarkable lightness of "Independence," both in hull, spars and sails, to the far greater strength per unit of weight of her materials of construction, and


THE SLATER LUBRICATOR.
o the great care which has been exercised to dispos this material to the best structural advantage. To particularize, we may mention the substitution of nickel-steel framing and Tobin bronze plating for the mild steel frames and plating of the "Galatea;" th substitution of steel and aluminium plating for the heavy wood deck; and the use of plough steel, having a strength that runs pretty close to 100 tons to the square inch, for the standing rigging; and the substitution of hollow steel and hollow wooden spars for the solid pine sticks which were used on the earlier boat.

It must be confessed that the sail plan of the "In dependence" is very impressive. We were prepared for an increase over that of the last contestants, but not for such an increase as this. The ring or cap of the mainmast is 108 feet and the topmast is 150 fee above the deck, while the head of the topsail will be 172 feet 7 inches above the same level. What these dimensions are can best be realized when it is stated dimensions are can best be realized when it is stated center of the Brooklyn Bridge, the topmast would be level with the passenger foot-walk, while the peak of the club-topsail would tower 20 feet above the top chord of the trusses. Compared with "Shamrock" and "Columbia" it will be noticed that the gain in sail area has been in the direction of greater height. The base line from end of bowsprit to end of boom is only $31 / 2$ feet greater than that of "Columbia," and is, in deed, 4 feet less than that of "Shamrock." In height, however, there is a gain of 11 feet over "Columbia" and not less than $171 / 2$ feet over "Shamrock." The Englis yachting journals are crediting "Shamrock II." with a base line of 185 feet which is exactly that of "In
dependence," and a mast measurement of 148 feet. It is not stated whether this measurement is over all or whether it is from the deck. The "Shamrock's" boom is given as 112 feet or $31 / 2$ feet longer than that of "Independence," but as the measurement from the forward side of the mast to end of bowsprit of "Shamrock" is said to be 71 feet, as against 74.5 feet in "Indepen. dence," it is evident that the mast of "Shamrock" is to be placed several feet further forward and that she will probably show a larger area in her mainsail.

## AN IMPROVEMENT IN LUBRICATORS

Our illustration represents a simple lubricator, by means of which the lubricant is kept warm and flowing to insure a thorough lubrication of the parts. The inventor of the lubricator is Charles Slater, 76 Commercial Street, Portland, Me
The device comprises a jacketed oil-cup, a space being provided for hot air to warm the oil. The airspace is heated by steam passed through a pipe connected either with the steam-chest or throttle. The steam-pipe passes through the air-space referred to, and at its upper end communicates with a horizontal mixing-chamber. The connection between the steampipe and the mixing chamber is controlled by a springpressed valve. The pressure of the steam passing through the pipe is sufficient to force the valve from its seat; and the spring seats the valve when the steam is cut off. A sight-glass connects the mixingchamber and the oil-cup; and a needle-valve regulates the passage of oil from the cup to the mixing-chamber. From the mixing-chamber a pipe leads upward and then downward into the top of a condensing-cylinder, through which cold-air flues pass to condense the steam. The water of condensation passes down through a pipe leading to the bottom of the oil-cup; ard the opening at the lower end of this pipe is controlled by a screw-valve.
As the steam passes up through the steam-pipe, the valve at the upper end of the pipe is forced open by the pressure. The steam then passes through the mixing-chamber to the condenser, and is condensed. The condensation passes down into the bottom of the oil-cup and displaces a certain quantity of oil. The displaced oil passes up through the sight-tube and downward through the steam-pipe to the parts to be lubricated. Sediment or water may be removed from the oil-cup by a pet-cock.

Prehistoric Mines.
The prehistoric mines at Hartville, Wyoming, have been examined by Prof. George Dorsey, Curator of the Columbian Museum, Chicago, who finds that the Indians, in addition to working the mines, were also extensively engaged in manufacturing various instruments. Around the village the ground was strewn with fragments of flint and partly constructed arrows, lances, hammers, etc., showing that the people who worked these quarries carried on the manufacture of household and warlike instruments near at hand, the finishing being done by the women and children, in their lodges, while the men were at work quarrying. Dr. Dorsey will spend the summer in making further investigations.

The April Building Edition.
The Building Edition for April is filled with inter esting matter, and the illustrations of houses are of a uniform excellence. "The Appellate Court-House, New York City," is the subject of an elaborately illustrated article. "The National Arts Club, New York City," is accompanied by interesting engravings showing the gallery and grillroom. The selection of houses at various prices is noteworthy. "Why Some Houses Are Good" is the editorial. The "Interview" this month is with Mr. William A. Boring. The departments are filled with interesting matter, including a critical review of Mr. Sturgis' new "Dictionary of Architecture and Building.'

## The Current Supplement

The current Supplement, No. 1319, is of unusual interest. "The Restoration of the Castle of Milan" is accompanied by a number of interesting engravings. "The Termination of the Trials of Count von Zeppelin's Airship" gives a most graphic account of the interest ing experiments. "Paris Automobile and Cycle Show" was written by our Paris correspondent. "The Ander son Ship Railway" describes a new plan. "Thomas Henry Huxley" is by Leslie Stephen. "The Distribution of Marine Invertebrate Animals" is a lecture by Prof. Henry A. Pilsbry, and was specially reported for the Scientific American Supplement


RECENTLY PATENTED INVENTIONS. Agricultural Implements. FORK FOR HANDLING SHEAVES. Lewis C. Sturman, Ninemile, Mont. The pur pecially adapted for handling sheaves; but also adapted for use as an ordinary pitchfork The improved device has, therefore, in addi tion to the ordinary fork, which is movable or may be locked, clamping hooks or arms, which, as the main fork is forced into a sheave aromg provided for apening the sheave, will land - Marker. - Francis M. Engle, eadily applied to any seeding or planting ma chine, and has a simple means for raising and lowering the land-marker. The implement may be operated by a person without leaving is seat, thus saving much time and labor. HARROW.-John B. Gebhardt, Petersburg owa. The novel feature of this invention o be found in a hinge which so connects sec rigidly or folded one oney igidly or folded one on the other to reduc

## Railway Appliances.

mail-bag Catcher.-Christian G. Sorenson and William T. Alden, Grand Island, Neb. The mail-bag catcher which has been
devised by these inventors is designed to deevised by these inventors is designed to de-
iver bags respectively from and to a car, and o avoid the necessity of throwing the bag rom the car to the ground, by providing ivered from the car and holding it safely until removed by an attendant.

## Vehicles and Their Accessories.

wheEl for horseless carriages. ohn Caulfield, Brooklyn, New York city. It as been the inventor's purpose to provid means for enabling the pneumatic or rubber ground firmly so as to prevent slipping when raveling over mud, ice or snow. To attain this purpose the wheel is provided with teet or projecting gripping members at each side of the rubber tire, which gripping members, if i be so desired, may be projected or retracted by means of a lever mechanism operated by
the occupant of the carriage.

## Mechanical Devices.

MACHINE FOR. DRIVING SCREW-EYES. Edmund Sather, Brooklyn, New York city Through the medium of this tool screw-eye an be readily placed in posith dificulty hav itherto been reached with dificulty. Th successively fed to an end of the tool and hel frmly in position while entering the object an conveniently released from the tool after being fixed in position. The tool can be operated by ne hand.
animal-trap.-James w. Barnes, Bea an, Ore. This animal-trap is especially dapted for trapping moles and gophers, whic bround. The tripping-bar of the trap of the with its lower end in front of the hole. Then the gopher finds his way blocked he im mediately begins to stop up the hole, throwing dirt down in front of the tripping-bar and gong back for more until he has accumulate enough. By pushing the accumulated dirt for ward, he will move the tripping-bar and re lease detent devices which hold a spear. By ith a triger-lever the trap can be readily set or a long or a short animal
Windmill.-Robert A. Nicholl, Ma tte, Mich. This direct stroke windmill ha head-block which turns in a support, an which carries a spindle secured at one side of its longitudinal center of rotation. The windwheel is mounted to turn on this spin , and is provided with an eccentric groov is mounted, a member of which enters the roove in the wheel-hub. A pump-rod is lo cated at the center of rotation of the head lock: and an arm is attached to the crank shaft and connected with the pump-rod. Since he spindle on which the windwheel is mounted at one side of the center of the pipe through which the pump-rod passes, the wheel is capa le of governing itself; for when the wind around out of the wind.
ACETYLENE-GAS GENERATOR. - Will am G. Ross, Benicia, Cal. This generator ha n connection with a receiver or gasometer, matically placing the generator in operation fter the carbid of a previously operated gen erator has been exhausted. The discharge from the generators is automatically contr
HOISTING OR LOWERING DEVICE FO HOISTING OR LOWERING DEVICE FOR York city. The invention is an improvement In the class of davits which are so hinged as o be adapted to swing outwardly into hori zontal position to launch the boat. Each of the davits is hinged to the deck. so that they may swing outwardly. The boat hung from hese davits has a gunwhale provided with atches to receive the davits. Tackle detac
ably connects the davits and boat for holdin
the latter immovably on the davits until r
quired for service.
ACETYLENE - GAS GENERATOR.- Jacob H. Willers, Manhattan, New York city. The carbid into wranged automatically to feed the uantities according to consumption and t permit the immediate removal of the carbid esidue without interrupting the working age of air into the machine or the escape of gas therefrom.
exercising-machine.-Emil R. Ernst Manhattan, New York city. The object of the nventor is to provide a device which will not
nly bring into action and exercise all th muscles of the body, but will also afford amuse nent and pleasure. With these ends in view Mr. Ernst has devised a machine which, whe manually BUR
burnishing-machine.-James b. Caro metal caps, buttons, and like articles withou he aid of skilled labor, the present burnishing machine is especially adapted. The machin as a tool post with a guideway in which the urnishing tool slides and turns. The too ost is adjustable to bring the burnishing too huck holding the article to be burnished Th sliding movement of the burnishing-tool in the tool-post is limited by a stop on the tool.

Miscellaneous Inventions.
NON-REFILLABLE BOTTLE. - Leon F bizouarne and Emil Kugler, 34 rue des ad pennins, Paris, France. The inventors broadly employ the siphon principle to prevent the he mouth of the bottle and controls the flo f liquid, the outer end of the siphon-tube ex ending inwardly. The outer end of an ai vent extends inwardly beyond the outer end of he siphon-tube
hat-STAND.-John F. Kennefick, Crip ple Creek, Colo. This invention relates to that lass of hat-supporting stands employed for he display of hats in show-windows. Mr this character which is better adapted for he support of stiff or soft hats in different positions than the hat-stands ordinarily emloyed.
staysail-Rigging. - Peter J. McDon, Noank, Conn. The purpose of this inve ion is to provide means for mounting stay ails on vessels, particularly the jib-topsails f fore-and-aft rigged vessels, so that the sail may be set firmly at the luff and held at the lield to unusual strain, thus easing the rigging and spars, and particularly the topmast.
SKETCHING INSTRUMENT -Tuo
MCFARLAND, Chicago, IIl. The frame of the instrument has two mirrors arranged at a angle to each other and provided with a peep-
hole. The frame can be adjustably secured to n inclined drewing be adjustably secus tha he larger mirror will at all times be paralle one board. The reflecting angles are fixed nent of this device a landscape or an omploy can be easily and accurately drawn on pape

PROCESS OF MANUFACTURING LIM ND CARBONIC ACID man, Manhattan, New York city. The object of this invention is to provide a new and improved process for manufacturing lime and car onic acid in such a simple and economica acid are almost immediately in the carbonic the market. The process consists essentially in passing a mixture of highly-heated carbonic acid and steam up through a column of lime stone to expel the carbonic acid contained in the limestone and to convert the latter int alcium oxid. The expelled carbonic acid hen charged with water to cause the heat steam and thereby reduce its the water in portion of the cooled carbonic acid charge with steam is conducted into a regenerato and highly heated and used in turn for expelling carbonic acid from the lime. Calcium xid is drawn from the base of the column.
ANTISEPTIC BROOM.-Oscar S. Kulman, Box 209, Savannah, Ga. Mr. Kulman, who septic brom the laventor of several anti septic brooms, has made a decided improve particularly associated. Formerly he employed only a single retainer to hold antiseptic material. In the present invention he ha provided a double retainer, made of two bags
connected by wires and held in the broom by the rows of stitching through the straws which stitching is made to cross the wires The bags are not perforated by the stitching.

Kettle or moalens. $\quad \begin{aligned} & \text { Deraper. - Gustav }\end{aligned}$ Hoffman, Yonkers, N. Y. The pot-scraper plate having a curved edge and a straight nd curved edge. A hole in the center offer Note.-Copies of any of these patents will be furnished by Munn \& Co. for ten cents each Please state the name of the patentee,
of the invention, and date of this paper.

Business and Personal KJJants.
READ THIS COLUMN CAREFULLY.-Yo wili find inquiries for certain classes of article
numbered in consecutive order. If you manu facture these goods write us at once und we will send your name and address to the party desiring he nformation. In every case it is neces. MUNN \& CO.

Marine Iron Works. Chicago. Catalogue fre
Inquiry No. 356.-For manufacturers of
plants.
"L. s." Metal Polish. Indianapolis. Samper
Inquiry No. 3.5\%.-For manufacturers of pinkin
Motor Vehicles, Duryea Power Co., Reading, Penn.

- Whquiry No. 35N.-For the manufacturer of the

WATER WHEELS. Alcott \& Co., Mt. Holly, N. J.
Inquiry No. 359.- For machinery for makin
Waterbury Button Co... Waterb's. C
Inquiry No. 360.-For manufacturers of gold ex
tractink machinery.
Brass Cups, Threaded. Bliss Chester Co., Prov., R.
Inquiry No. $\mathbf{3 6 1}$.-For omanufacturers of ste
prinks similar th those used indarge clocks.
Building Edition for April, 25 cents.
Inquiry No. 36\%.-For man
for pressing sawdust into shapes.
Sawmill machinery and outfts manufactured by the Mfg. Co.. Box 13, Montpelier, v
Inquiry No. 363.-For a cuff holder which fastens
o the coat sleeve.
Rigs that Run. Hydrocarbon system. Write St
Inquiry No. 364 - For a manufacturer of small
experinental hdraulic pumps.
Rushton Boats and Canoes. Morris Canoe
D. Folsom Arms Co.. 314 Broadway, N. Y.
Inquiry No. 365.-For parties,
utely water-proof parchment paper. SA WMILLS. - Variable friction feed. Send for Cat Inquiry No. 366.-For dealers in model

Ten days' trial given on Daus' Tip Top Duplicat Velix Daus Duplicator Co., 5 Hanover St., N. Y. city. Inquiry
gas mantle.
Special and Automatic Machines built to drawings on
contract. The Garvin Machine Co.. 141 Varick St.. N. Inquiry No. 36s.- For manufacturers of wax $1 \mathrm{~m}-$
ages of noted persons and. wax anatomical specimens. The celebrated "Hornsog-Akroyd" Patent safety hine Company, Foot of East l3sth Street, New Yorb Ingut iry No. $369 .-$ For ${ }^{\text {a }}$ ms
For Sale.-Right to take out foreign patents on m
 Inquiry No. 370.-For machinery for manu factur-
ing twin wooden pocket coubs. "Why Some Houses Are Good."-April Building
Edition. 25 cents. Inquiry No. 371.-For modelers' tools for pottery The best book for electricians and beginners in ele ricity is " Experimental Science," bv Geo. M. Hopkins.
By mail. .4. Munn \& Co., publishers. 361 Broadway. N. F .
 Wanted.-Skilled artist in mechanical art work. No oupled with artistic abinity and experience. Addres Artist, P. O. Box 773 , New York
Inquiry No. 373.-For manufacturers of light
alumium or steettapermandrelt for talking machine
records, also manufacturers of sheet aluminium and
ETF Send for new and complete catalogue of Scientific new York. Free on apolication.
Inquiry
machines.
Inquiry No. 375.-For hand dies for making
punchings for small motors and dynamos.
Inquiry No. 376.-For manufacturers of wooden
Inquir No. 3rf.-
hy No staples. of brass
Inquiry No. 379.-For manufacturers for mail
order business.
Inquiry No. 3S0.-For targets for a mechanical
shooting gallery.
Inquiry No. 381.-For parties to make an addin
Inguriry No. 382.-For fans
rom
Storake
In na iry Non 383. -F
as usd on roler skatee.
Inqu 384 bucker such
Inquiry No. 38.5. - For manufacturers of portable
Inquiry No. 386.-For parties to make a patent
osster case consisting of wooden outer case and cover
ined with caivanized iron, and inner case of galvanzed ined with galvanized iron, and inner case of galvanized
ron-could substitute aluminium.
 Dewniry No. 388.- For the manufacturers of Inquiry No. 389.-For the manufacturers of a
pulverizer nd at atomatic samplink machine exhibited
at the World's Fair.
Inquiry No. 39.
mail order business.
391 - folding opera glasses
Inquiry No. 38\&2.-For manufacturers of eyelets
and eyeleting machinery.
Inquiry Vo. 393.-For parties
new, improved coal-dumping wagon.
Inguiry No. 394.-For
ers attachable to gas wells.
Inquiry No. 39
able iron castings.
Inquiry
furnaces
Nor burning
396.


Inguiry No 398. For partes to make a hair
 Inarity No. 400.-For machinery for the manuInnanity No. 401--For manufacturers of frons for Inquity No. $402 .-$ For manuracturers of at autoIntaulry No. 403.- For machinery for making Innuiry No. No. 404.-For manufacturers of rotary Ingiry Noo. 405.-For parties to make a separable

Ingyiry No. 407.-For manufacturers of sheet Inguiry No. $\mathbf{0 .}$. For manuataturer of costings

 Inguiry Noi 411--For manufacturers of tools for
 Induity No. $\mathbf{4 1 3 \text { 3.-For manufacturers of laundry }}$

## 邂

hints to correspondents.
Names and Address must accompany. all leters or or


 Specine sume ition Information on matters of personal

 Minerasas gent for examination should be distinctly
(8153) D. Mc. C. writes: 1. A says that a certain amount of gas from water deof some kind (steam or explosive) driving an ef some water-decomposing apparatus and the same amount of gas produced that was used to produce it. A. The amount of gas produced will depend upon the efficiency of the apparatus. It cannot equal the amount that was used to produce it, until perpetual motion has become an accomplished fact. We need not say that that will never be accomplished. Nor that half the amount of gas should be produced. Some percentage of the gas can be produced. What percent, we do not know.
2. A says that in decomposing water by elec. tricity the gas can be confined in the apparatus as it is produced (like steam in a boiler) up to a high pressure. In regard to the first question, B says that only half the quantity
of gas would be produced. To the second, he says the apparatus will not produce the gases when the pressure is above 15 pounds per inch above the pressure of the air. Question 1How much gas would be produced? Question 2-How high a pressure in producing? A. We have no doubt that a very high pressure can be produced in this way. Whether it was
ever tried, we do not know. It would be easier try it than to discuss it
(8154) E. C. K. asks: Is it true that objects exposed to sunlight absorb light which The sulphides of barium, calcium extent? A. other substances, when properly prepared, have the property of shining in the dark after they are been exposed to the light. When these erty may be made useful. A clock face painted with this paint will be visible from all parts of a room at night. The property is called ity after some hours in the dark, but regains it upon exposure again to the light. Such paints have been known for a long time, but have not come into any extensive use.
(8155) F. A. R. asks: I wish to make dry battery. On what do the battery con-
stants depend: Does the size of both zinc and carbon affect the voltage? Is there any rule or determining the voltage? A. The amperes of a cell depend upon the size of the plates
and their distance apart, the liquid employed, its concentration, in one phrase, the internal circuit. The voltage depends upon the materials used. In a dry cell these are zinc, carbon, and sal ammoniac in solution The voltage is about $11 / 2$ volts. The voltage
of a dry cell is the same as that of a Leclanche of a dry cell is the same as that of a Leclanche
cell. The size of plates has nothing to do with (8156)
(8156) W. C. H. writes: Please give me an estimate of the current that passed
through my body from one hand to the other through my boly from one hand to the other.
under the following conditions: I had hold of one leg of direct incandescent line, current
104 volts 120 amperes, and accidentally

| touched a bare place in a series arc line, the machine having on 56 and running at 9.6 amperes, one machine direct current, 104 volts, 120 amperes; one machine, series arc, T.-H. system, 2,680 volts, 9.6 amperes, with slight grounds on each line. I was "knocked all in a heap," as the saying goes, and both hands badly blistered. uncertain quantity. Sometimes it seems higher than at others in the same person. It certainly is not the same in different persons. It may vary from 10,000 ohms down to 300 ohms when the skin is moist. It is thought to average 2,500 ohms. If that was your resistance, you had about one ampere through you had so much current through you, and lived to tell how it felt. <br> (8157) P. S. asks: Can you tell me what the Edison wax records are made of, or of something that will answer in place of the above? What is the best mixture to fill a dry battery composed of? A. The composition of the Edison record cylinders has not been disthe purpose so well. Dry cells are filled with a mixture of sal ammoniac, water, plaster of paris, and often some material to keep the whole porous. Nach kind probably has a dif- ferent composition. <br> (8158) L. E. asks: Does the Toeplerfriction of the get its initial charge from the buttons on the plates, or does the machine generate electricity as soon as the plates are The friction of the tinsel brushes upon the metallic balls fastened to the revolving plate opposite kind. Thus the machine is made selfupon the brush from some generator before the machine will start. Glass plates revolving in the air will not of themselves generate electricity <br> (8159) G. P. F., Jr., asks: 1. Why does cream rise, being heavier than the remainder milk because it is lighter than the rest of the milk. Cream is an oil, and oil floats on water because it is lighter than water. The rest of the milk is water, with lime and other substances in it. It is, therefore, rather heavier than water. $\%$. Give an example of the affinity of chlorine for a metal. Would Yes. The question calls for a substance which finely powdered, if sifted into perfectly dry | Foot and Power and Turret hathens Pap: <br> Gold Stocks Free ! <br> Just to introduce our big western weekly mining paper (7th year) we will send a block of 5 shares full paid and non-assessable in a Cripple Ereek ©id hinne Free. You must send us 50 c. cash or stamps for a fonths' trial <br> turn mail issued to you. Cripple Creek is a world-beat- er. Address IROCKY MOUNTAIN MINER (Inc.). Denver, Colo. <br> pressure independent uf varying high pressure. Automatic lieducing Valve Co., 125 La Salle St.,Chicago <br>  <br>  IMRENV Microscope for Projection. <br> flat field, well lighted and clear definition. New sub stage condenser on a new system. catal ogue, etc., free. QUEEN \& CO., 1010 Chestnut St., Philladelphia, Pa <br> The Eureka Clip <br>  <br>  <br>  |  | Saving Banlig 3\% <br> va. <br> Indistry lio <br> IF YOU $\begin{aligned} & \text { Have some money in } \\ & \text { savings bank or } \\ & \text { ar }\end{aligned}$ have investments that are paying you but three or four per cent., WRITE TO US and we will show you our plan for the investment of your money where it will probably net you i2 per cent. per annum. <br> The United States <br> Steel Company <br> Has been established for two years, and we have one plant which alone cost us $\$ 250,000$, but it is too small to fill the orders for JUPITER STEEL CASTINGS. The capital stock of The United States Steel Company is three million dollars, divided into six hundred thousand shares, with a par value of $\$ 5.00$ each. livery share is full paid and non-assessable. Three hundred and forty thousand shares of this stock have been issued, and for sixteen months a dividend of 12 per cent. per annum has been paid on the out- standing stock. The United States Steel Company has the sole right to manufacture JUPITER STEEL CASTINGS, which are castings of the quality of forgings, and the NEAL, DUPLEX BRAKE, which is now in use on the system of the Boston tion, April 6, of this paper. ment of their plant, so that they can supply the demand for Jupiter Steel Castings and to build the Neal Duplex Brakes, the Board of Directors have authorized the sale of ten thouper share. are interested in an investment a full prospectus has been accomplished in the past two years. <br> The United States Steel Company 143 oliver street, boston, mass. <br> EVOLUTION OF THE AMERICAN LO- $\qquad$ given to historical accuracy. 21 illustrations. SCIEN- TIFIC AMERICA SUPPLEMENTS $111 \cdot 1113$, 1114. Price 10 cents each. For sale by Munn \& Co. and all newsdealers. <br> A USEFUL ATTACHMENT $\qquad$ 319 N. 4th Street St. Louls, Mo. |
| :---: | :---: | :---: | :---: |



## ELECTRICAL ENGINEERING TAUGHT BY MAIL,

"CAN I BECCME AN ELEC.


TEACH TELEGRAPHY



OMNIGRAPH

 Omigraph Mtg . Co., 37.43 Cortiandt 5 t., New York.

$\overline{\text { CONTROL OF FIRE.-VALUABLE PA- }}$







.

##  <br> 






## Pa Pa Pa Pa






 stopping, J. Roebruck ...............
(Continued on page 2s8)


Vanduzen Steam Jet Pumps

"OLDS"
SIMPREMAREABLI ECONOMY
 OLos motor works, 1328 Jeff. Ave., Detroit, Mich.
 Of every description for
Stationary, Marine or
Automobile Automobile $\begin{gathered}\text { Engines, } \\ \text { Dynamos, } \\ \text { Starters, } \\ \text { Magnetos, }\end{gathered}$
Coils and Starters, Coils an
Plugs for either tonch or jump spark.
80 St Clair St . Dayton Electrical Mfg. Co, 80 St. Clair St., Dayton, 0 ACETYLENE GAS AND CARBIDE OF





COMMISSION EAST RIVER BRIDGE,
LOTICE TO CONTRACTORS.

## 




 Bride a and presented to him on that day and
at that hour at said office. and such bids will be opened in pubic meeting by the said com
missioners on that day at two oclock in the
Copies of the specifications and the general
drawing or the work, with the proposed forms
fol the

 der that no puention as torm the contractract. in or or
arise hereatter. It must be distinctly under-
 The contract is to be completely performed
within eight months atter the receipt by the Contractor from the Engineer of written notice
to begin the erection of the suspended structheids will be made upon a form provided
therefor, and onty those bids will be considered
which are complete in proper form conely which are complete, in proper form, comply
with the requirenents herein stated, and are
offered by parties ot known reputation, experiIVach bidder will be required to deposit, with
his proposal, in the oftice of the Commissioners,
 as security for the execution by him of the
contrat and the giving of the trequired bond
if his bid is accetted withit if his of is accepted, within two weeks after
notice of the aceptance of his bid.
Bidders are required to state in their esti mates, under oath, that such estimate is mad
without any connection
with any other person making a bid or estimate for thy samer person,
and ithat it in in ail respects fair, and without
and

 profits thereof, as principan, surety or oother
wise. The ostimat must be verified by the
oath. in writing of the party mate, that the, several party making such esti, bond in the sum oo will be required to give a
nexed to the proposed in the form orm on the
 prompt and faithful performance of of to con-
tract and its covenants and the work there
under. As. by far the greater part of this work
can be exenten onty
of the first class, bids bridl be watablishments from such parties as have the reauisite plant
and facilitest The biders must be, in the the
opinion of the Commissioners, fully qualified both by experience and in appliances to exe
cute owork of this charateren and importance
according to the highest standard of bridee The Commissioners reserve the right to re.
ject $\begin{aligned} & \text { rent } \\ & \text { and to accept and an bid offered. proposils offered, }\end{aligned}$ JaMES D. BELL, LEWIS $\begin{aligned} & \text { Secretary. } \\ & \text { Nresidident. }\end{aligned}$






 Yard awaaue Isiond ap,



 JOHN D, LONA, Secretary of the Navy. SENSITIVE LABORATOPY BALANCE.



## THE OBER LATHES



Sledge, Hatcthet, Hammer, Au ger, Filie, Knife and Chisel Han-
dlos, Whifferees,
Poreh Spines, Sobees, Table and Chindes, Stair Baiusters,
Tegs and other gular wend
Sen St. Send for Circular 4 .



watas
Wheel. See Fifth wheel.

Wire reeiling machine, W. P.
Wire stretcher, A. Davison.
Wrench, G. A. Musselman
(Continued on page 239)

WILL SHIP C. O, D, FOR \$25.00
FREICHT PREPAID TO YOUR STATION.
\&TME WILLARD STEEL RANGE
 WM. G. WILLARD, Manufacturer, 619 and 62I N. 4th St., St. Louis, Mo.
HOLD THE WIRE


Letters copied while Writing.





\section*{ALUMINUM GAS TIPS | $\substack{\text { sonerima } \\ \text { NEM. }}$ |
| :---: |
| EM, |}

 GAS TIP \& SELF LIGHTER CO., 298 BROADWAY, NEW YORK CITY.

## 

A ROOF THAT IS WEATHERPROOF.


KROMSKOP Color Photography
 Cameras, now ready. CWM Send stamp for booklet.
IVES K ROMSKOP COMPANY, Incorporated, M ATCH FACTORY.-DESCRIPTION



AN ACETYLENE 25 CENTS 1 男
LAMP FOR BICYCLE TIRE REPAIRING.-THE

 The lamps sell like hit cakes Evorybody wants one. Address immediately
HOGAN \& WALKER, 335 Broadway, NewYork

## 

We can tell you where to buy anything you want.
Write us for the addresses of manufacturers in ANY line of business.
Special Tools, Machinery, Equipments, New Patent LABOR SAVING DEVICES. MLNN \& CO., Publlshers of the ScIENTIFIC AMERICAN, 361 BROADWAY, NEW YORK.

Fine Experimental and Model Work

ANVENTIONS PERFECTED. Acurate Model and Toi Work write tor circular: MODELS IVEXPERIMENTAL WORK. VOLNEY W. MASON \& CO.,
Friction Pulleys, Clutches \& Elevators providence, r.
\% Magical Apparatus
 CUTTING DIES: :Emem For Leather, Paper, Cloth \& Rubber JOSEPH E. $\underset{\text { Ask for Catalogue. A. }}{\substack{\text { Manuractured by } \\ \boldsymbol{\&}}} \mathbf{C O}$., LYNN, MASS.






The ofl WATER MoTOR which can

$\overline{\text { RoVERSING STEAM TURBITEE. }- \text { PAR }}$


G KAISER MOUSTACHE




## HOO MOO

BABBITT METKL MORE-JONES BRAS8 \& METAL CO.,



 ROTARY PUMPS AND ENGINES.






| Bad |
| :---: |
| Bad |
| Bad |
| Bot |


| B |
| :--- |
| $\mathbf{B}$ |
| $\mathbf{C}$ |
| $\mathbf{C}$ |



## $$
\begin{aligned} & \mathrm{Cl} \\ & \mathrm{Cl} \\ & \mathrm{Cl}_{8} \\ & \mathrm{~F}_{2} \\ & \mathrm{G}_{2} \\ & \mathrm{H} \end{aligned}
$$ <br> 

$$
\left\lvert\, \begin{aligned}
& \mathbf{P}_{i} \\
& \mathbf{S}_{t}
\end{aligned}\right.
$$

$$
\begin{aligned}
& \text { Spoon, medicine, } \\
& \text { Surgical, nar res, } \\
& \text { Sor, R P. P. } \\
& \text { Tool member, } \\
& \text { Toy carot blank, }
\end{aligned}
$$

$\qquad$
$\qquad$


## LABELS.









 "King of Carnival,", for coffee, J. B. Bro
"Lafayotte capsuiles,;" for a medicine, R .
 "Lowney's Breakfast Cocoa,", for cocoa,
Waiter M. Lowney Company..........
"Lowny's Co. Extrat," for cocoa, Wal

 "Lowney's Premium Bitter Chocolate,:"
chocolate Walter M. Lowney Company
"Lowney's Tid-Bit Chocolate $?$, Lowneg's TIId Bitt Chocolate,", for cho
Whate Walter M. Lowney Company
"Malta-vita, for a cereal food, Bat




A printed copy of the specification and drawing of
A printed copy of the specification and drawing if
any patent in tue forconing list, or any patent in
nrint issued since 1863, will be furnished from nrint issued since 1863, win ore furnishea from
thiss offce for 10 cents. In ordering please state
the name and number the patent desired, and Canadian patents may now he obtained by the in-
ventors for any of the inventions named in the fore-




## FOURTH EDITION.

Che Chemical Analysis of Iron
illustrated. 8vo By ANDREW ALEXANDER BLAIR.
An Elementary Cext-Book of Coal Mining sman
By ROBERT PEEL, Mining Engineer. CLOTh, $\$ 1.00$, Net,
THIRD REVISED AND ENLARGED EDITION.
Fand-Book of Industrial Organic Cbemistry umes.
By SAMUEL P. SADTLER, Ph.D. CLOTh, S6.00. NET.
Adapted for the use of Manufacturers, Chemists, and all interested in Utilization of Orgauic
Road Making and Maintenance LARGE 8VO. CLOTH By THOMAS AITKEN.
A Practical Treatise for Engineers, Surveyors, and others. With an Historical Sketch of For Sale at all Bookstores, or sent, postpaid, by
J. B. LIPPINCOTT COMPANY, Publishers. Philadelphia.


PRICE $\$ 1,200$. ple, easily controlled and speed THE WINTON MOTOR CA fastern Depot, $150-152$ East $58 t \mathrm{th}$ Street, Néw Yor ChatTer engine ThFf] any place any One FUEL-GOsoline, Gas, Distillate Stationaries. Portables, Engines and ITV State Your Power Ne
Charter gas engine co., Box 148, sterling, ill.

PATEE MOTOR PAopaer Fulatera CYCLES, $\$ 200$. Machatoot fricte ote on

 PATEE BICYCLE CO.,號

A TABLEOF TOOLS

Tr. TOOD CATALOCUE

2horsionme
 Montgomery \& Co.'s Tool Catalogue.
 MONTGOMERY \& CO.

ACETYLENE


OLT Carbide Feed


GENERATORS
are endorsed by the U.S.
Government, by the State of Pennsylvania,
and by all other disin terested authorities.
They embody the
latest and most approved
atiest and most approve
princtes of onstruc-
tion, and are guaranteed
by the largest concern engaged in the business
to be of perfect workmanship. Made from the best
material by expert mecbanics.
EASY OF OPERATION.

## J. B. COLT CO., Dept.S.

 21 Barclay Street. New York. 146 Franklin Street, Boston:189 La Salle Street, Chicago. 421 Chestnut Street, Philadelphia.


Standard Model
 MINES and WORKs. R. H. MARTIN,


Asbesto-
 Metallic

 Will stand the highest pressure for either steam
ydranlic work. Wrow Wre for samples and price lust. c. W. Thainik Mig. Co., (Bst. 1874), 88 Pearl St.. Boston, U. S. A.


## JAMES MEANS'

 \$2.20 SHOE. Distributed at wholesale by
Made in two weights indicated by (L) or (B) Made in two weights indicated by
stamped upon the sole. Be sure to buy the
weight best suited to your needs.

[1] PABALIEL GHBESLY\&R


SHOE BLACKING.-FORMULAS FOR liquid and solid blackling are qiven in SUPPLEMENT
Nos. 1213 and 1239. Price 10 cents each. For sale


Cnhar All varienessat 1owest prices. Aest Railroad


## OLIVE BICYCLES <br> $\mathbf{\$ 3 0 . 0 0}$ to $\mathbf{\$ 5 0 . 0 0}$

MORE ATTRACTIVE THAN EVEB. A liberal proposition offered to the trade

ARE YOU SELLING MACMINERY?
TME COMMERCIAL MUTOSCOPE
takes the place of expensive demonstrations. Saves hundreds of dollars in the transportation of models and
samples.
Gives wonderful results in demonstrations before a jury patent in ilitigation. Now in ure by:
Hipwood-Barrett Car and Vehicle Fender Co.
Hrown Hoisting and onveying Machine Co.
Harring
Chicago
Others.
mifl-Gibert Hose-Reel Co
nd many others
AMERICAN MUTOSCOPE \& The American Car Sprinkier Co.


NEW YORK TRAP-Style E. $\mathbf{\$ 1 , 6 0 0}$. A suall dus-a-dos designed for two persons,
but capable of carrsing four. Like all National vehicles it has every
modern improvement and device known to

A full description of this and othe vehicles in the handsomest "Auto cents in stamps.
Illustrated pamphlet mailed free to any address
The National Automobile \& Electric Co INDIANAPOLIS, IND 1115 EAST 22d STREET.
"LIGHT OF ASIA" LaMP



Thousands of People
won't wear wool and cannot wear wool next to the skin because it irritates them. Their number is legion who would not wear wool if they knew what harm wool is doing them. Dr. Deimel's Linen-Mesh Underwear has become famous the world over for its healthfulness and comfort in all sorts of weather, and all sea SINENMES Sons of the year. Deime Under-gr.
ments bear this ments bear th you
Trade-mark. If
cannot otain them, cannot obtain
write to us. Booklet and 8 amples
of the cloth fres

The Deimel Linen-Mesh SJstem Co.
491 Broadway, New York.
SAN RANCISco, CAL. III Montgomery
WASHINGTON, $\boldsymbol{\eta} 28$ Fifteenth St., N. W . Montreal, CAN., 2202 st. Catherine St LONDON, E. C., $10-12$ Bread St

