A WEEKLY JOURNAL 0F PRACTICAL INFORMATION, ART, SCIENCE, MECHANICS, CHEMISTRY, AND MANUFACTURES.



Polishing.
Rough Grinding.


The Front of the Melting Furnaces.

The Glass Rolled into a Plate One-half Inch Thick.


Pouring the Molten Glass on to the Casting Table.
mandfacture of plate glass.-[See page 311.]

## §rientific Ammeram.

ESTABLISHED 1845<br>MUNN \& CO.,<br>published weekly at<br>No. 36I BROADWAY<br>NEW YORK.

TERMS TO SUBSCRIBERS
 the silencifl: a merican plblicarions.


The conimbined subscription rates and rates to foreign countrie
be furnished upon application.
Remit by postal or express money order. or by bank draft or check.

NEW YORK, SATURDAY, MAY 18, 1901.
The Editor is always glad to receive for examination illustrated articles on subjects of timely interest. If the photographs are
sharp, the articles short, and the facts authentce, the contributions will receive special attention. Accepted articles will be pard for at regular space rates.

## THE EXISTENCE OF BODIES SMALLER THAN ATOMSTHE CORPUSCULAR HYPOTHESIS

If Prof. J. J. Thomson's corpuscular hypothesis be absolutely demonstrated, our ideas in regard to chemistry will be revolutionized. In a recent lecture before the Royal Institution he selected as his subject "The Existence of Bodies Smaller than Atoms." He briefly referred to work which had been done by others in theory and practice, in order to determine the size of an atom. One method of doing this was by as certaining the charge of electricity which an atom carried during the process of electrolysis, and from the charge to calculate the mass. The experiments of the lecturer were made with the view of ascertain ing the mass of small particles which carry an electric discharge through attenuated gases. The next experiment was made with the object of ascertaining the mass of all the particles used to carry the charge and also their number. For this purpose some of the experiments of Mr. Wilson on the sudden ex pansion of a gas saturated with moisture were used. He found that a cloud was not produced by the sudden expansion if the air was quite free from dust It was also found that if either the dust or the charged particles of gas were present a cloud was formed. The total quantity of moisture in the cloud can be calculated from the expansion. Some experi ments of Prof. George Stokes were then employed to ascertain the volume of each particle. These ex periments had for their end the careful determina tion of the rate at which particles of water would fall, the speed being dependent upon the dimensions. From the formula which Prof. Thomson obtained, he was able to ascertain the size of the particles by observ ing the time it took for the cloud formed in the tube by a sudden expansion to fall. Once he knew the size of one particle and the total mass, it was not difficult to make calculations. He concluded that the small parti cles carrying the charges of electricity were only one thousandth of the size of an atom. These experi ments were all made with discharges of negative elec tricity. It was also found that these small particles negatively charged were given off from incandescent matter and from radium
Prof. Thomson expressed mathematically the laws f Becquerel and cathode rays and then showed from $\mathrm{h}_{\mathrm{i}}$ is equations that the rays possessed momentum and therefore, must have mass. When he first enumerated his theory to the scientific world three or four years ago, it was received with considerable incredulity. but has now been adopted by many scientists. He regards the chemical atom as made up of a large number of similar bodies which he calls "corpuscles. A normal atom forms a system which is electrically nєutral. The electrification of a gas consists in th breaking off from the atoms of a few corpuscles 'Th remainder of the atom is positively electrified, and the more corpuscles that are broken off the stronge is the attraction that binds the remainder to the tom.
Prof. Thomson has calculated from the results o his experiments on very different substances that the mass of a negative corpuscle is about the five-hun dredth part of the hydrogen atom. The subject is treated at considerable length in the current issue of our Supplement.

## PROPOSED ABOLITION OF THE ARMY TRANSPORT SERVICE ON THE ATLANTIC

We greatly regret to learn that the United States Army Quartermaster in this city has received notice from the War Department to close contracts with the steamship companies running between New York and the West Indies, for the transfer of men and material between the United States and Cuba and Porto Rico The reason given for this radical change of policy is
that the steamship companies concerned are said to have offered rates to and from the West Indian military depots, which are lower than the actual cost for similar service as carried on by the regular army transports. This statement, however, is not authenticated, and we seriously doubt its truth.
If our readers turn to the articles published in the Scientific American for March 23 and April 27, 1901, giving an account of the army transport service on the Atlantic and Pacific, they will find some statement of the costs of operation as compared with the cost of similar service if carried on by the civil lines. A recent voyage of the "Crook" from New York to San Juan and return cost $\$ 9,761.39$, whereas the cost estimated at the current rates of the civil lines of steamships at the time the voyage was made would have been $\$ 19,907.00$, a clear saving of $\$ 10,145.61$. Another voyage of the "Crook" between the same ports would have cost $\$ 26,419.28$ if the men and supplies $h \not \approx d$ been carried by the regular lines, whereas the actual cost by the army transport vessel was $\$ 14,062.93$; a clear saving of $\$ 12,356.35$. In the presence of such figures as these one is fllled with very natural astonishment on learning that it is proposed to abolish a system which has proved itself so highly economical, and to transfer the whole of the service into the hands of civil corporations. The change may well prove to be highly profitable to the latter; but the profit will be at the expense of the government, and the whole proceeding will savor of that paternalism and pseudo-benevolence, the last vestige of which we had hoped was disappearing from our national af fairs.
The question of the abolition of the transport service, however, is to be deprecated on higher grounds than that of mere finance. One of the great lessons which we have learned, or rather which we ought to have learned, during our war with Spain, a lesson, by the way, which has received strong indorsement in the naval transport operations of the South African war, is that army transport service on the sea is second only in importance to army transport service on land, and that it is just as essential that the army should have a fleet of its own furnished with accom modations suited to its particular needs, as it is that it should have its own special wagons and packing outfit for transportation on land. If we are to abolish army ships and put up with the haphazard accommo dation of private steamships, let us be consistent and abolish army wagons, cars and what-nots and benev olently call in the farmer and huckster to help us out with whatever vehicles may be on the farm or in the stable, much after the fashion of poor old Braddock when he went to his defeat in colonial days. As a matter of fact, the needs of the army transport serv ice are so special that it is impossible for any private steamship to meet them. Proof of this is shown in the fact that when such steamships have been purchased for the transport service, it has been necessary to spend about $\$ 400,000$ in the mere work of refitting them with the necessary bunks, lavatories, hospitala and accommodations for provisions and freight.

Nor must we forget the most powerful argument of all in favor of a separate service, namely, that since wars come swiftly and with but little warning, a fleet of troopships specially fitted for the conveyance of an army and its supplies, and available for duty at any time that it may be called upon, is an imperative necessity. For proof of this statement, it is enough to refer back to the precipitate scramble which oc curred in scraping together enough ships to carr our army to Cuba, and to the pitiable sufferings to which the invalided troops were subjected on account of the insufficiency and unfitness of the extemporized troopships which brought home the sick and wounded soldiers.

Looked at from any and all points of view, there are very positive advantages in the possession by the navy of a large fleet of thoroughly equipped trars ports, with as many of them on the active list a will meet the needs of the army when it is on a peac footing, and the rest in reserve in such a state of readiness that they can be rushed into service at a few days notice. Indeed, so firmly are we convinced of the wisdom of this policy that we think the con struction of ships designed and equipped specially for this service is as necessary to efficiency as the construction of ships of war for line of battle and for scouting on the high seas.

## A NEW TYPE OF COAST DEFENSE GUN

The Gathmann gun, a detailed description of which will be found on another page, was built in conse quence of an appropriation made by Congress in March, 1899, and was proved at the Bethlehem Steel Company's proving grounds in the summer of 1900 The Bethlehem Steel Company undertook to desigi and build the gun complete-the problem set being to produce a gun weighing about 59 tons which would fire a projectile weighing 2,000 pounds with 1,800 feet elocity, and would safely withstand a chamber pres sure of 18,000 pounds per square inch.

In a recent communication to this journal Lieut Meigs, Ordnance Engineer of the Bethlehem Steed Company, informs us that the ratio of the muzzle energy of this gun at 2,200 feet velocity, which the gun can safely reach, to its weight is to that of the ordinary type of gun usual in this country and abroad as 125 is to 100 . That is to say, for a fixed weight of gun this one is about 25 per cent more economical in its performance, that is, in its rendering of muzzle energy, which constitutes the destructive power in projectiles. To look at it in another way, this gun will have great power upon armor or any other target in consequence of the weight of its projectile, which is very great as compared with the weight of the gun. Its smashing or racking effect, to use a term which was often met with in artillery matters at the time our monitors were built in the civil war, is very great.
The gun is now at Sandy Hook, and at its last ses sion Congress made an additional appropriation which will enable the inventors to purchase a number of projectiles for the further proof of the gun. For while the gun is interesting as above indicated, owing to its large bore for its weight, the primary intention of its inventors is to use it as a torpedo gun. The projectile will carry 500 pounds of guncotton or other high explosive, and it is believed that, upon detonation of so large a mass of guncotton, even outside of a fort or ship, great destruction will ensue. It is now to be shown that a charge of this size can be safely landed on a structure which it is intended to destroy, and there completely detonated by the action of the ruse. Even, however, if the danger of firing so large a charge from a gun prohibit its use, or if so large a charge cannot be completely detonated in close contact with a target, which is necessary for the full effect of the explosive, it still remains that the Gathmann 18 -inch gun is an extremely interesting one; for the reason that, for the weight of the gun, it strikes a more destructive blow, except possibly at very great ranges, than existing guns. If the greater blow it strikes includes practically all distances at which ordinary targets can be hit at all, which distance artillerists will place perhaps between 4,000 and 8,000 yards, then these large-bored guns have much to recommend them.
" SHAMROCK" AND "CONSTITUTION.
Limitations of space prevent our offering for comparison with the views of "Constitution" which will be found on another page, some photographs of "Shamrock," taken as she was starting from the Clyde. These views, which give an excellent idea of the lines of the challenger, will be found in the current. issue of the Supplement. If our readers compare the two boats, they will agree with us that the models of the yachts, as far as can be judged from their abovewater lines, are radically different. The beam of "Shamrock," at least in the deck-plan, has been maintained to well abreast of the mast, while the boat begins to narrow in from slightly abaft the chain plates and is drawn out into a stern which certainly does not measure more than 6 feet across the taffrail. The photographs also show that her freeboard has been reduced to something less than four feet amidships, so that while Mr. Herreshoff has been increasing the height of his topsides, Mr. Watson has been going to the opposite extreme. What renders this more curious is the fact that, judging from her lines, the Watson boat. will have less initial stability, and would, therefore, seem to require the deeper topsides to lie down upon. Another curious fact brought out by the photographs of the English cutter is that the sail spread will evidently be much smaller than has been reported, and certainly smaller that that of the American boats. The value of the time-allowance thus gained will depend entirely upon the strength of the wind in which the races are sailed.

## NEW ELECTRIC TRACTION SYSTEMS IN EUROPE.

Among the numerous systems of electric traction which are being installed in Europe may be mentioned the following: Bilbao, Spain, is to have a traction sys tem, and the lines from that city to Durango and Arratia will be transferred to electric traction; the material has been ordered from the French Thomson Houston Company. The energy for operating the lines will be supplied by two hydraulic plants which will furnish current at high tension, and this will be carried over a distance of 10 miles to the sub-stations, where it will be transformed to direct current at low potential by rotary converters. The total length of the tramway lines is to be 11 miles, most of which is double track. In Sicily a number of installations are in projection Up to the present none of the cities of the island are provided with electric tramways. Palermo will be one of the first of these to have a lighting and traction plant; this is being installed by the Schuckert Com pany. The Allgemeine Company, another large German firm, is soon to undertake several important projects in Sicily. The Helios Company, of Cologne, has already installed a 2,000 horse power plant at Catania, on the
east coast of the island, to operate a system of electric tramways. A French company has recently obtained the concession for an interurban line connecting Trapani, on the west coast, with Monte S. Giuliano and Paperella. Electric traction is to be substituted for steam at Messina; the existing system has a narrow gage road about 10 miles long. At Athens a system of lighting and traction is now being installed; the gen erating station will at first be equipped with two alternators of the triphase type, of 750 kilowatts capacity each, and the number of machines will afterward be increased to 6 or 7 according to the demands of the service. The alternating current will be sent to sub stations where it will be transformed to direct current; besides, the main station is to contain several direc current generators which will supply a part of the circuits.

## VARIABILITY IN LIGHT OF EROS

The discovery by Dr. Oppolzer that the light of Eros is variable suggests some photometric problems of great interest. If, as seems probable, we assume that the variation is due to the rotation of the planet, we can, from measures of its light, determine the time of rotation, and the direction in space of the axis of rotation. Owing to the varying position of the observer with regard to the planet, much in formation can be obtained which is impossible in the case of a variable star.
Assuming that the variation in light of Eros is due to its rotation, two explanations may be offered as in the case of variable stars of short period. First that Eros is darker on one side than on the other, as is probably the case with Iapetus, the outer satel lite of Saturn, and secondly, that it is elongated, or double, as has been assumed by M. André and others In the first case, the successive maxima would al ways have the same intensity, and would succeed each other at equal intervals which would be equa to the period of revolution. The same would be true for the minima. In the second case, if the two bodies differed in diameter, the successive maxima and minima might have unequal intensities, and if the orbit were elliptical the intervals between them would be alternately long and short. This seems to be th case with Eros, and the first hypothesis seems there fore improbable.
On the other hand, if the variation in light is caused by two similar bodies alternately eclipsing each other, it is difficult to see how more than half the light can be cut off in each case, and the minima more than three quarters of a magnitude fainter than the maxima. It then becomes necessary to assume that the two bodies are of unequal brightness, that they ar elongated, or that we have a single body of the shape of a dumb-bell. Some observers have found the minima two magnitudes fainter than the maxima To account for this, we should be obliged to assume that one axis of the body was six times as long as that at right angles to it. Observations show that the light of Eros is continually varying, while if the case were that of a simple eclipse, as in the stars of the Algol type, we should expect that it would retain its full brightness for a large portion of the time.
If the bodies were of the same size, and the orbit circular, it might be impossible, from the light curve to distinguish between the two hypotheses. The fourth of the corrections mentioned above, however, furnishes a means of distinguishing between them in any case. If the body is dark on one side, the time of revolution will equal the interval between the successive maxima, and the correction for the position of the observer will be proportional to this quan tity. If then the position changes $180^{\circ}$, the correction will be one-half the interval between the successive maxima. In the second case, the time of revolution will be double this, that is, equal to the interval between a given maximum and the next but one, so that the correction for position will now be twice as great as before, and approximately equal to the interval between the successive maxima.
Much material already exists for determining this Several of the photographs of Eros taken in 1893 1894 and 1896 had an exposure of an hour or more Owing to the motion of Eros, it formed a trail on each of these plates, which in some cases shows distinct variations in brightness. This was noticed when the plates were first examined, but was supposed to be due to changes in the haziness of the air. As this is an easy method of discovering the variability of an asteroid, it is hoped that astronomers engaged in a photographic search for such objects will examine carefully all trails, to detect any changes in intensity An examination of forty-one asteroid trails photographed with the Bruce telescope, seven of them on a single plate, failed to show, except in one or two instances, any change beyond that apparently due to varying atmospheric absorption. Generally, more than one asteroid appeared on each plate, and in such cases all showed the same changes in intensity.
The photographs of Eros taken in 1893 and 1894 fail to show any marked variations in light, and it is
probable that the range was, at the time, small. The plates taken during 1896 give more conclusive evi dence of changes.

The photometric measures made in 1898 furnish an accurate determination of the times of maximum, and of the range for that epoch.

A very large number of photometric measures of Eros have been made since July, 1900. Observation have been obtained with the 15 -inch equatorial on 51 nights, the number of photometric settings each night being, in general, 32, but sometimes more. It has also been observed on 56 nights with the 12 -inch horizontal telescope, 32 or more settings being made each night. Some months will be required to reduce these obser vations completely, owing to delay in adopting mag nitudes of the comparison stars.
The range of variation in the light of Eros, which has been diminishing during the spring, has now be come zero.

Edward C. Pickering.
Harvard College Observatory.

## CULTIVATION OF RUBBER IN MEXICO.

A very large amount of Pacific coast capital has, within the past few years, been invested in the rubber plantations of the southern Mexican States. In years gone by the rubber industry of Mexico was of consid erable importance, but the improvident native method of harvesting was fatal to the industry, and the large returns dwindled as the number of trees decreased, until the export of native rubber ceased to be of much account. The States of Tabasco and Chiapas, adjoin ing the isthmian region of Tehuantepec, have been the former sources of rubber supply. In soil, temper ature, rainfall and other general conditions, these States possessed ideal qualifications for the cultiva tion of the tree. The soil is the accumulation of long centuries of tropical decay, while the annual rainfall ranges from 150 inches and upward. The temperature required, hot and humid, is here found, while th dense shade which the rubber tree is said to crave is afforded by the untouched forests which abound in the extended valleys of the watercourses of a laby rinth of navigable streams emptying into the Gulf of Mexico. The capability of these lands for the cultiva tion of the rubber tree has been remarked by consuls and travelers for many years, but the project seemed not to attract capital on account of their inaccessibility and the unhealthy nature of the occupation; but the increasing scarcity of supplies, accompanying th enormous increase of demand, has stimulated the in vestment of capital, until at the present time not less than 200,000 acres in the Tehuantepec provinces have been acquired, principally by Americans, who have invested $\$ 5,000,000$ in planting and development.

The rubber tree responds quickly to intelligent care and cultivation, and thrives best in lands having an elevation above sea level of from 200 to 1,200 feet. It requires a rainfall of at least 100 inches in twelve months. The soil required must be rich and fertile. It s a rapid grower, like all "soft" wood trees, and in nine months has been known to attain a height of 9 feet 5 inches. In 6 years, sometimes in 5, the tree is ready to be tapped, and an average yield of 3 pounds of rubber is anticipated. At 7 years of age the tree yields 4 pounds, and at 8 years of age 5 pounds, in creasing from year to year. A tree known to be 50 years old yielded 35 pounds of rubber in 1900 . The companies have planted nurseries for raising the plant from the seed. It is estimated that $1,500,000$ youns trees are ready to be transplanted onto the cleared lands. Two hundred trees are planted to the acre When planted they require no farther care, and in ix years they begin to produce. It has been found that dense shade is not always a requisite, and cul tivators find it an advantage to clear the lands to a reat extent, affording more light to the growing rees, as well as a contingent profit in the marketin of mahogany and other valuable timbers which flourish in this region as nowhere else.
The principal difficulty so far met with is scarcity of labor. The natives are indolent and good-natured but are constitutionally averse to hard labor. Ar angements have been consummated for the importa tion of a large contingent of Asiatics.
Throughout the State of Chiapas there are wonder ful remains of monuments of a past civilization Palenke, the capital of the ancient races who once swarmed over this region, possesses many types of ruins, covered with mysterious hieroglyphics, as yet undeciphered, which demonstrate the high standard of civilization to which these ancient people once attained Mr. J. W. Ellsworth, managing director of th Chiapas Rubber Plantation Company, who is now supervising planting and improvements on the prop erty of the company, reports, in a communication dated March 21, 1901, on the growth and yield of trees grown in the district in which the company's plan tation is located. The measurements were taken and the trees tapped during the month the report was made, under the personal supervision of the director and with precautions that insured absolutely precise,
accurate and reliable results, for the purpose of $\mathrm{d} \epsilon$ termining the probable yield and growth of the rub ber tree under intelligent and careful cultivation and with the conditions existing in the department o Palenke, State of Chiapas. It was found that trees five years of age had attained a diameter of from 8 to 10 inches, and yielded from $31 / 2$ to $41 / 4$ pounds of pure rubber. Trees six years of age were 10 to 11 inches in diameter, yielded 4 to 5 pounds per tree, and from those trees seven years old, from 14 to 16 inches in diameter, the yield was $61 / 2$ to $81 / 2$ pounds per tree All these trees were cultivated in partial shade. From those grown without shade the yield was materially less.

## science notes.

Herbert Spencer was eighty-one years old on April 27, and is in fair health. He has just completed a two-volume autobiography which will be published after his death.
A farmer in West Virginia has an elephant to do his plowing. He finds that the animal eats little more than a horse and does many times the work and is gentle and docile, so that the owner is well pleased with the experiment. A small circus broke up near the farmer's place, and its property was sold at auction and the elephant was purchased at a moderate price
On June 30, 1900, there were 4,099 petty officers in the United States navy, of whom 57.3 per cent were native born, 33.6 per cent naturalized, 6.5 per cent had declared their intention of becoming naturalized, 1.5 per cent were aliens resident in the United States, and 9 per cent were non-resident aliens, while 90.9 per cent of the whole number were citizens of the United States.

In every street car in Leipzig are hung copies of a bi-weekly newspaper, containing advertisements of the railroad, time-tables, a few jokes, and notices of per formances that are to be given at different theaters. The newspapers are fastened on racks which are hung upon hooks in the corners of the cars. Passengers have the privilege of taking the papers down and read ing them.
It has been found that aluminium cooking utensils permit of greater fuel economy. This has been tested in the Madras Lunatic Asylum, where aluininium cooking utensils have been adopted. During six month of the last year before the introduction of aluminium vessels, the monthly weight of wood burned per head in cooking was 34 pounds. After the change the consumption fell to 19 pounds, a reduction of nearly 45 per cent

Young Orris Benson, the deaf, dumb and blind rival of Helen Keller, has recently heard spoken words, and by a purely mechanical process has also been taught to speak many words and even sentences intelligently, so that he no longer admits that he is mute, and his teachers usually understand his spoken efforts readily He is an expert typewriter, working the instrumen rapidly and accurately. He uses the machine for al his written work.
A new plan having for its object the distribution of young trees throughout the country will be put into practical operation next year by the Secretary of Agriculture. An investigation has been made to discover the varieties which will thrive best in the various localities, and the distribution will be made in a man ner somewhat similar to that employed in the seed distribution authorized by Congress. Special attention will be given to trees of the nut-bearing, slade, and lawn variety, and oaks. Ash and lindens will also constitute a prominent portion of the distribution. The Secretary believes that the idea will prove popular.
The Internal Revenue Bureau has prepared a state ment showing the receipts, by items, resulting from the additional taxes imposed by the war revenue law. The figures cover the period from June 13, 1898, the date the law became effective, to February 28, 1901 The receipts were as follows: Schedule A, documentary stamps, $\$ 98,420,099$; Schedule B, proprietary stamps, 12,784,694; tobacco, $\$ 42,405,859$; beer, $\$ 89,154,822$; special taxes, $\$ 14,026,359$; snuff, $\$ 2,393,275$; cigars, $\$ 8,291,608$; cigarettes, $\$ 3,547,490$; legacies, $\$ 6,889,055$ excise tax, $\$ 2,398,823$; mixed flour, $\$ 20,609$; additional taxes on tobacco and beer, $\$ 978,816$; total, $\$ 281,311,515$.
M. L. Beulaygue has made some interesting experiments upon the influence of darknoss on the development of flowers. He finds that flowers open in dark ness later than in sunlight, and that the color of the flowers is in general less intense in darkness than in sunlight, the diminution of intensity being small for some species, while others lose nearly all their color. Flowers developed in darkness have, in general, a smaller size than those developed in the light, but, on the other hand, the pedicels are sometimes more fully developed. He also found that the weight and the size of flowers developed in darkness, including the pedicels which support them, are less than for flowers developed in sunlight, except in some rare cases where the increase of size of the peduncles coumterbalances the diminution of the rest of the plant.

AN ATTACHMENT FOR TROLLEY POLES.
When an electric car rounds a curve, the trolley pole often "jumps" the wire, thereby momentarily cut ting out not only the motors, but also the lampcurrent. In order to prevent this "jumping" of the trolley-pole, Mr. Willard P. Smith, of 56 Hudson Street, Manhattan, New York city, has devised the simple at tachment shown in our illustrations.

At opposite sides of the trolley-pole guards are ar


## AN IMPROVED TROLLEY-POLE GUARD.

ranged, each comprising a vertical portion swinging on the trolley-bolt, a horizontal portion carrying a metal roller, and an inclined brace connecting the horizontal and vertical portions. An eye is formed at the lower end of eac'i guard, which eye is connected with a coiled spring secured to the pole.

Should the trolley jump in turning a corner, the wire will come in contaci with a roller, so that the motor and lamps will riot be cut out. Should the wire run off the roller, the inclined brace will readily guide it back. The coil springs permit the guards to yield when the trolley runs off the wire.

## A CONCRETE CHIMNEY. <br> by raliph c. dayjson.

The increased use of concrete for building purposes has taken rapid strides within the last five or six years. No architect of the present day questions its durability. A series of experiments ex tending over a period of twenty years dem onstrated that concrete grows harder as it grows older.
Thousands of dwellings have been built of concrete in England and Continental Europe Of these, many, after more than half a cen tury, prove their practical indestructibility A fine example of concrete work is that of the lighthouse at Port Said, which is 180 feet in height.

The reasons why this desirable material has not been more generally used are: First The great compressive strength of concret (the power to resist crushing) could not be utilized on account of its lack of tensional strength (the power to withstand a pulling strain). Second. Because there was a lack of efficient appliances for making and mold ing it.

The complete success of concrete construction to-day is due to the introduction of what is known as the "iron-concrete construction," or reinforced concrete. The basis of this system is a combination of iron and con crete; the iron is embedded in the concrete in such a manner as to give the concrete al the tensional strength of the iron, and at the same time to fully utilize the immense compressive strength inherent in the con crete.

The tensional strength of the steel or iron which is about 30 tons to the square inch increases the strength of the concrete about one hundred fold. Man- different forms of iron are used in concrete construction, such as iron net, square iron bars, twisted iron bars, etc.

Concrete-iron construction is universal in its application, covering the entire field now occupied by stone, brick, and terra cotta such as stairs, foundations, walls, floors fortifications, sidewalks, etc

The advantages derived from using con crete are not only simplicity in construction but the fire-resisting qualities of concret
are far superior to those of any other building material now in use
A new departure in concrete construction is that of chimney-building. A concrete chimney has just been completed for the Singer Manufacturing Company at Elizabethport, N. J. This chimney is of the Ransom cold-twisted-iron construction, and is the second of its kind in this country; the first, a chimney 150 feet high, with walls less than 12 inches thick, was built about three years ago at Bayonne, N. J., for the Pacific Coast Borax Company. This chimney has given perfect satisfaction and has withstood a number of severe wind storms. All the buildings of this company are of concrete throughout. The Singer chimney is a straight chimney 125 feet high, with a $\mathfrak{G}$ foot flue. It weighs 250 tons, the load on the base being $91 / 2$ tons to the square foot; 20 pounds per foot was allowed for wind pressure in designing the chimney. What is known by concrete men as "wet" con crete was used. By a wet mixture is meant one which quakes slightly when rammed; by dry mixture is meant one which requires repeated ramming to bring water to the surface. The concrete was mixed according to the following proportions: 1 part American Portland cement, 3 parts sand, 5 parts broken Hudson River limestone. (Stone broken to pass through a $3 / 4$-inch ring unscreened.) All of the concrete used was machine mixed, this process being much quicker and cheaper than mixing by hand. The method used in constructing this style of chimney is ingenious and novel, and is covered by patents. In laying the foundation for this chimney no piles were used; the ground was simply leveled off and the concrete laid as shown in Fig. 1. Cold-twisted iron bars were embedded in the foundation, radiating from the center, as shown Twisted rectangular bars are used for the reason that the spiral ribs formed upon the iron make a continu ous lock between the bars and the concrete. It was also shown by test that the tensile strength of twisted bars was considerably more than bars that were not twisted. The following table shows the increase of

| Material. | $\begin{gathered} \text { No. of } \\ \text { twists } \\ \text { per foot. } \end{gathered}$ | Percut <br> of gain. | No. of per foot. | Per cent of gain. |
| :---: | :---: | :---: | :---: | :---: |
|  |  | $\begin{gathered} 0.03 \\ 0.17 \\ 0.20 \end{gathered}$ | $3 / 4$ ${ }^{314}$ 6 6 | 0.15 0.18 0.24 0.53 |

strength of iron bars by reason of twisting. When the foundation is thoroughly set, a mold is put in place and the actual building of the chimney commences. This mold is constructed as shown in Fig. 2. It is filled with concrete, through which iron bars are distributed as shown in Fig. 1. This concrete is then thoroughly tamped and allowed to set. It will be
noticed that the chimney has an inner and outer shell; the space between these shells is obtained by means of wooden core blocks. Scaffolding is erected inside of the mold; on this scaffolding the hoisting beams, $A$, shown in Fig. 2, are supported.
After the first filling of concrete in the mold is thoroughly set, the turnbuckles on the mold are let out, leaving the mold free to be raised by means of the threaded stays and hand wheels. Eight men are required to raise the mold, one man at each wheel. The mold is raised 5 feet at a time, this leaving the mold a lap of 7 feet on the portion of the chimney already set. The mold is now tightened up by means of the turnbuckles, and is again filled with concrete


## A NEW ICE CONVEYING APPARATUS

and iron rings. Perpendicular iron rods are also placed through the chimney, as shown in Fig. 1. These are joined at every filling, making a series of continuous bars from the base to the top of the chimney. The operation is continued each succeeding day, the scaffolding being extended upward, and the mold raised, filled and the concrete allowed to set; thus 5 feet of the chimney is completed each day. When the mold is raised high enough to clear the cleaningout door, the concrete is delivered to the men on the scaffolding by means of a bucket-hoist inside of the mold. In molding the cap, a plaster mold is used.
The outside finish of these chimneys may be left plain, or tooled to represent stone; sometimes, to add to a chimney's appearance, two rows of concrete brick are laid in place after each day's work, this making a series of brick rings 5 feet apart throughout the height of the chimney. When lightning rods are desired, the perpendicular rods already referred to are extended up through the cap.

## A NEW ICE-CONVEYING APPARATUS

In regeling ice-machines, the ice-particles or chips are turned off from the freezing cyl inder and are considered cold enough to freeze together when collected and compressed.
Usually the ice-particles, however, are greatly agitated in the water before being discharged into the suction-pipe or solidify ing device, and their temperature becomes too nearly that of the water, so that in a completed cake of ice some films of water sink down, drawing in air, and marring the appearance of the cake. To overcome these objections and to provide an improved means for collecting and discharging the ice-particles with least agitation, so that the final cake will be more thoroughly frozen and solidified, is the purpose of an invention patented by Ambrose H. Rauch, of Bethle hem, Penn.
In the freezing-tank which forms part of the apparatus for making ice by the regealing method, and from which chips or particles of floating ice are discharged into a suction-pipe leading to a slush-pump, Mr. Rauch mounts a skimming mechanism. The essential features of this mechanism are scoops mounted to swing on two endless carrier-chains passing over sprocket-wheeis. Each scoop consists of a metal frame with bottom, back and sides of screen material through which the water may pass freely.
The scoops pass down between the one set of sprockets in a vertical position, and, while moving through the water in the tank, are turned to a horizontal position to gather up the ice-particles, by means of guide-rails.
At the outlet end of the tank is a spring actuated hammer designed to be engaged by a scoop, or by one of its trunnions, when the scoop is about to discharge its load. The trunnion of a scoop gradually compresses the spring of the hammer until the scoop is about to discharge its contents. Then, when released, the upper short portion of the hammer strikes the trunnion, thus jarring the ice-particles into the pipe.

## May 18, 1901.

## THE TOBACCO INDUSTRY. <br> by waldon fawcett

A new impetus has been given in recent years to the tobacco industry in the United States-ever one of the lines of enterprise most largely contributory to the material prosperity of the country. There can be no doubt but that these new conditions have been induced in part by the very extensive investigations relative to this plant which have been carried on during the past three years by the Division of Soils of the Department of Agriculture. A systematic study has been made of all the diseases of the crop, and the very important discovery has been made that the ever-troublesome fermentation is not caused by bacteria, as had always been supposed, but by chemical ferments pro. duced by the tobacco plant itself. This discovery has suggested important modifications of the old methods of handling tobacco which promise much improvement in leaf tobacco, and will unquestionably be the means of adding millions of dollars to the wealth of the country. Tobacco was grown in this country long before the arrival of the first settlers, and served as legal tender during the early days of the colonies. However, the beginning of the last century found only the dark export types of Virginia and the light pipe-smoking tobacco of Maryland grown to any extent, and it has been within the century which has just closed that the cigar, lemon-yellow cigarette, mahogany manufacturing, Burley and Perique classes have been developed.

Even during the earlier years of the century, wherein the tobacco industry made such advancement, the

## Scientific Ampricau.

rate of progress was slow. It was only when foreign consumers made an imperative demand for colored tobaccos that the utilization of artificial heat for curing was introduced. During the first quarter of the century wood fires were the only artificial means employed for curing tobacco. Then flues and charcoal fires were introduced; but it was not until after the civil war that flue curing entirely superseded charcoal fires in the production of the bright yellow varie-

old tobacco warehouse, richmond, virginia.
ties now used for cigarette, plug and twist wrappers. The States of Virginia and Maryland constituted the original seat of the tobacco industry. New England settlers attempted to cultivate it; but the first real extension of the industry was westward into Ken tucky and Tennessee. The first crop of lemon-yellow tobacco was produced in 1852 on a sandy ridge in Cas well County, North Carolina, and the variety attained to such popularity that its cultivation spread rapidly, until the outbreak of the civil war, which conflict, of course, interrupted the culture for half a decade. In 1864 the White Burley tobacco was originated, and by
ticularly well adapted for wrappers
All the principal nations of the world purchase considerable quantities of tobacco from the United States. It is significant that each country differs in its requirements and in the character of the leaf used. Inasmuch as all the various countries are supplied from the same section of the country, and the differences in the tobaccos would appear to a casual observer to be very slight, considerable experience is required on the part of a packer to assort the various tobaccos into the grades suitable for each country, and to put the weed in the condition required by the particular country to which it is to be consigned.
These differences are, however, real and not imaginary as some persons might be inclined to suppose. For instance, Great Britain, which requires the best leaf and pays the highest price, demands a large leaf, olive green in color and so heavily smoked in curing that the odor of wood is apparent in the leaf. Africa, on the other hand, takes a long narrow leaf of heavy body, which is made very black by steaming and packing under heavy pressure in the hogshead while the to bacco is still warm. Oil is applied by means of a sponge to each layer as it is packed.
The curing of all the dark export tobaccos is ef fected by open hardwood fires. The Virginia tobacco is, generally speaking, somewhat superior to the yield from Kentucky and Tennessee, and consequently most. of it is retained by the manufacturers in this country. The tobacco farmer usually assorts his harvest into "lugs," "good leaves," and "top leaves," but the

cutting tobacco leajes.

stripping tobacco leaves.

drying tobacco in a warehouse.


WRAPPING ROOM-CIGAR FACTORY.
final grading and treatment are left to the determina tion of the packer, who decides into which country each quality of tobacco shall be sent. The light tobaccos used exclusively for pipe smoking and cigarettes are produced principally in Maryland and Ohio. That grown in the former State is air-cured, while the Ohio product is cured by means of wood fires.
The agents of foreign countries who buy so many million dollars' worth of tobacco in this country pur chase entirely by sample. The tobacco goes from the plantation to a large warehouse established for the in spection of the goods by State officers. When the tobacco have been entered in the warehouse, a sworn and bonded inspector draws four samples from each hogs head, taken from different places and at equal dis tances apart, beginning near the bottom of the hogs head. These samples are tied together and after being sealed are labeled with the name of the owner, the number of the hogshead, the net and gross weight When a hogshead is forwarded to a foreign purchase the sample accompanies it, and if there be more than ten per cent of the tobacco in the hogshead poorer than the sample, the inspector, who is under bond, becomes liable for the difference.

Tobacco ordinarily grows from three to fourteen feet in height, according to climate and other condi tions. The first step in its culture is the preparation of the seed bed, which in the South is done in January Before the seeds are sown the ground is burned ove in order to kill all foreign seeds and also produce an ash that acts as a fertilizer. The young plants when they attain to a prescribed growth are transplanted to hills in the field, where, after they have ripened, the entire plant is cut close to the ground.
The leaves go from the field direct to the curing house, where they are placed upon frames. Perhaps half a ton of tobacco is cured simultaneously, the process occupying some four or five days, and during this interval the leaves are kept in a temperature which is seldom below one hundred degrees and for hours at a time is nearly two hundred degrees. Then comes the packing according to the market for which the product is destined, as has already been men tioned.
The manufacture of cigars was begun in a smal way in the United States in 1801, and the first factory was established about nine years later. At first the cigars were peddled about the country in wagons but the demand increased rapidly. Just prior to the civil war the annual production of cigars in America was less than one-fifth of a billion. In 1875 it wa nearly two billion, and in 1892 four and a half billion The increase since that time has been even more rapid The manufacture of cigarettes began during the civi war and gradually increased until several billion now constitutes the annual production. It was during the civil war, too, that the first governmental tax on the various manufactured forms of tobacco was imposed, although dealers and manufaeturers were not required to take out licenses until several years later
Formerly girls were employed extensively in the manufacture of cigarettes, but now the work is per formed almost exclusively by machine. The cigar consists of three distinct parts, the wrapper and under roath that the binder, both of leaf tobacco, and the "filler," constituting about one-half the weight, of cuttings or fine shavings of the leaf. The cigar-maker rolls the filling rather loosely, and does not attempt to give it much shape until the binder has been wrapped around it. The outer wrapper is of course put on with considerable care, and then the ciga is trimmed to the proper length and placed in the bundle or box wherein it goes to market.
The portion of the population of the United States directly or indirectly dependent upon the tobacco industry would form a city considerably larger than Boston or Baltimore, and the annual wage paid to em ployes of the tobacco industries amounts to much more than the aggregate deposits of the three largest savings banks in the country. For half a decade past the exports of American tobacco to all countries hav averaged 140,000 tons annually, valued at upward of $\$ 24,000,000$.

## Christmas Island

Sir John Murray, the eminent English explorer, has recently returned from a six months' expedition to Christmas Island, a small islet twelve miles in length by six miles in width, situated in the Indian Ocean, about. 220 miles from land. The island is in reality a dense forest, but is famous for its rich phosphat deposits, the working of which constitutes the staple industry of the colony. The population comprise thirteen whites, including a doctor, chemist, and engi neer, with their families, and 720 Indian coolies, al engaged in the phosphate mines. There is no anchor age, but a splendid open roadstead, and the depth of the water round the island varies from three to four miles. The most interesting features of the island are the animals and plants. The place is overrun with a curious red crab, specimens of which were discov
ered measuring about eighteen inches across the back The most salient characteristic about them is that they are excellent tree climbers, and regularly once a year they migrate from the trees in one huge colony like ants, to the sea to hatch their eggs, after which they return inland, the whole journey occupying about fifteen days. Sir John only discovered two mammals upon the island, which were species of rats hitherto unknown. One, which infests the coasts, is black in color, while the other, indigenous to the inland plateau, is brown. They are so abundant that a num ber of terriers have been imported with a view their extermination. Sir John Murray experienced considerable trouble in piercing the forests to the cen tral plateau, which is some 1,000 feet above sea level owing to the prolific and thick growth of the vege tation. One night he lost his way and had to subsist upon the tops of sago palms. An administrative body has recently been dispatched to the island, and build ings for the public business are to be erected. The climate is perfect, resembling a hot English summer Prior to the British annexation the island was unin habited.

## NEW GAS BATTERY.

A new gas battery has been lately devised by a German inventor, Andrew Plecher, which presents some interesting peculiarities. The electromotive force is produced by the combination of hydrogen and oxygen, this being brought about by using the wellknown properties of finely divided platinum. The diagrams show the section and exterior view of thi battery, which consists of a series of chambers, $C$ made of a specially prepared material; for this pur pose a mixture of clay or plaster with a solution of


NEW GAS BATTERY.
chloride of platinum is generally used. The vessels are dried and then baked so as to harden the materia and decompose the platinum salt, when the metal assumes a finely divided state. In the interior of the vessel is a system of conductors, $a$, formed by rods or wires attached to the walls; the conductors of all the vessels are connected to a common terminal, $A$. On the exterior of the vessels is placed a similar system, $b$, connected to the terminal, $B$. The vessels rest upon a lower portion, $D$, with inclined walls, and having at the bottom-an escape-cock, $E$. At the side is an opening, $H$, for the admission of the gas The battery is put in action by introducing hydrogen by this opening, the battery being filled with the gas, while the oxygen at the exterior is furnished by the surrounding air. The two gases penetrate into the porous walls of the vessel and combine.under the influence of the finely divided metal; water is formed by this combination, and this runs down the sides of the interior and is taken out at the bottom, while that formed at the exterior of the vessels is collected in a trough, $T$, surrounding these. This combination of the gases sets up an electromotive force between the terminals, $A$ and $B$. It has been found that the combina tion of the gases may be increased by the action of an induction coil, $I$, whose secondary circuit is connected to the terminal, $A$, on the one hand, and on the other to an exterior conductor, $M$, placed at a short distanc from the walls of the vessel. In this battery no elec trolyte is needed; it is even best to get rid of the water as much as possible, and its evaporation. may b hastened by a current of air. Palladium may be used instead of platinum, as its action is similar in this respect. The action is not confined to hydrogen and oxygen, but other gases may be used.

The chimes of St. Patrick's Cathedral, New Yord city, are now rung by compressed air, the bells being actuated through the medium of electrical devices.

## Automoblle News.

There are at present 170 automobiles in use in the city of Brussels.
The Austrian military authorities have been experi menting for two years on the value of automobiles for conveying stores and ammunition, and they now intend to test the possibilities of transporting troops at this year's maneuvers.
The firm of Panhard \& Levassor has come to America to obtain a sparker for the engines of their car riages. We refer to the auto-sparker made by the Motsinger Device Manufacturing Company, of Pendleton, Ind. One of the machines was sent over to France and after exhaustive tests it was decided to adopt the auto-sparker, and the French patent was purchased. This is, we believe, the first instance where makers of motor carriages abroad, especially in France, where the industry may be said to have originated, have turned to America to obtain one of the most important parts for the construction of their vehicles, and it also shows how essential it is to take out French patents on mechanical devices of this nature.
A series of tests has been made on the tracks of the Northern Railroad, in France, with a new type of automobile passenger car. It has been built by Panhard \& Levassor, and has a 4 horse power motor of the petroleum type. Two seats run along each side, accommodating 20 persons, and the conductor's place is in the middle, toward the front. The motor, placed in the front of the car, is thrown into gear by a clutch operated by a foot-lever, while a hand-wheel gives four speeds of $7,11,15$, and 22 miles an hour. As the car is built to run upon the railroad track, the differential is naturally suppressed, and this has led to some other changes in the mechanism, especially that of the forward and reverse movement. The whole is now controlled from the same hand-wheel, and arrows indicate the direction of movement. The refrigerating tubes are placed upon the roof. This car is to be sent to Algeria and will be put in service over a section of narrow-gage railroad.

A service of motor omnibuses has been established in London. The company responsible for this ener getic step is the Southwestern Motor Company, and the vehicles will ply through Batham, Streatham, Toot ing, and Wandsworth, the most densely populated southwestern suburbs of the metropolis. Locomotion between these points and the City is very inadequate, so that probably the public will appreciate the new means of transit. The preliminary service consists of four cars which will travel at a maximum speed of twelve miles an hour. If the enterprise is success ful other vehicles will be added, but since motor loco motion in London hitherto has been attended with failure, it was decided to carry out the experiment on a small scale. The vehicles are of the covered wagonette type with accommodation for eight passengers inside and two on the box seat with the driver. The sides are removable, so that in hot weather the cars will be quite open. They are nandsomely finished in natural wood and run on broad rubber-tired wheels. The fare is two cents per mile at present, but if the enterprise is successful probably the tariff will be reduced.

The Chauffeur contains an interesting account of the automobile situation in Madagascar. There are few colonies where the automobile seems better adapted than Madagascar. The conditions in this country are somewhat special; on the one hand, the intelligence of the natives is considerably above the average, and on the other the capital, Tananarive, is situated in the onnter of the island, and united only by roads to it two supply-ports, Majunga and Tamatave. An automobile system between the first-mentioned town and the capital will soon be in operation, and the secon line, from Tamatave to Tananarive, will shortly fol low. For the latter, six of the most skillful operators from the Paris factories are about to start for the island with six machines of the Geo. Richard and Panhard types. These men will organize the system and train the natives to conduct the machines and keep them in order. It is proposed to run them with alcohol obtained from cane-sugar. In the first enterprise, un der a French company, the machines are of the Pan hard and De Dietrich makes; for these gasoline is to be used, but some trouble is expected on account of the rapid evaporation due to the heat. The second enterprise is headed by a native of Madagascar. It is proposed also to try the Koch automobiles, which use ordinary petroleum, upon both these systems. The roads, as it appears, are very fair, but one difficulty is experienced on account of the bridges, as at present these are made by trunks of trees bound together and thrown across the streams. Passengers and freight are now transported by native carriers, and the cost is naturally very high. Under these conditions any great amount of traffic with Tananarive would be impossible The use of the automobile is therefore quite in order, and the result of the trials will be followed with interest. These are to be reported from time to time by the conductors in charge.

## MANUFACTURE OF PLATE GLASS

Among the numerous branches of manufacture which have made Pittsburg and the valleys of th a.ilegheny and the Monongahela the most famous indus trial center in the world, the manufacture of glass in its various forms hold a prominent place. The subjec of our front page engraving is the Charleroi plant of the Pittsburg Plate Glass Company-one of ten differ ent establishments which are controlled by that great organization. The plant as here described is thor oughly up-to-date, and may be taken as illustrative o the latest processes in this industry

The raw materials for the glass consist of sand calt cake, soda ash, limestone, charcoal and arsenic These are brought to the works on cars, which ar run up on to a trestle that extends above a series of bins in the storage house. The various material are dumped into their respective bins, from which the are shoveled, in the proper portions, into two-wheele hand-carts, known as "batch wagons," and wheeled to the weighing machines, where the proper propor tions of each constituent are determined by weight The material is then thoroughly mixed, and wheeled to the casting-hall furnaces. Over 50 per cent of the mixture consists of sand, the grade of sand used in the manufacture of plate glass being an almost pure silica

The Melting Pots.-The melting of the mixture is done in large clay pots which are 44 inches in diameter and 3 feet deep. As these pots have to be exposed to a fierce heat of nearly 3,000 degrees, the greatest care has to be taken in the selection and preparation of the clay from which they are molded The "pot-clay," as it is called, is somewhat similar to firebrick clay; but it has to undergo a most careful and thorough kneading by foot in order to give it the proper consistency and the remarkable tenacity which is one of its chief characteristics. The kneading is done in a large square vat by specially trained work men, who tramp sideways from end to end of the vat, stamping down the clay as they go. A poorer grade of the same clay is prepared for manufacturing the furnace doors. After kneading, the clay is taken to a room above, where the pots are carefully molded by hand, the molders building up the circular wall of the pot by working in a handful of the clay at a time each lump being thoroughly kneaded into the piece as it grows into shape. The walls of the pot are $41 / 2$ inches thick. After the pot is completed it is left to dry by natural heat. The furnaces are arranged as shown in our engravings. The bottom of the fur nace is level with the floor of the furnace room, and each furnace has ten vertically sliding doors, five on each side. The whole structure is built of first-class firebrick, the sliding doors consisting of large molded labs of clay. In this particular works there are fiv of these furnaces, three of which are in continual operation, the others being held in reserve.
Melting and Casting.-After the mixture of sand, salt cake, soda ash, etc., has been placed in the melting pot, it is picked up by a mammoth pair of tongs, brought by an overhead traveling crane to the furnace and placed on the floor of the same. After the doors are closed and sealed, the producer-gas is turned on, and in fifteen hours the mixture is melted ready for pouring. The door is then lifted and a large, wrought iron, balanced, pair of tongs is swung into the furnace by a traveling crane. The pot is withdrawn and brought to the casting table, a view of which is shown in our lower front-page engraving. The casting table is a carefully-trued surface of cast iron, and travels on a track laid between two lines of annealing furnaces. Upon one end of the table is a hollow cast iron roller 18 inches in diameter, which extends entirely across the table. Down each edge of the table is laid a strip of iron, half an inch in thickness, upon which the roller travels. Around each end of the roller is wound a chain, which is carried to the opposite end of the table, to the drum of a hand-winch. For convenience of operation the melting furnaces and the annealing furnaces are laid out at right angles to each other, intersecting at their common center. An overhead electrical crane carries the pot of molten glass up to the line of the annealing furnaces where it is set down and picked up by a small jib locomotive crane, which travels on a track that runs the full length of the a nealing furnaces as shown. By this crane it is carried to the casting table, where the contents of the pot are poured out immediately in front of the roller already referred to. The roller is then drawn forward, and as it is raised above the table by just a half inch, or the thickness of the side strips upon which it travels, it follows that the molten glass is rolled out in a sheet of just that thickness. By the time it has been rolled out the glass has cooled sufficiently to be moved, and the door of the annealing furnace is raised and the sheet pushed forward into the furnace.

Annealing.-The object of annealing is exactly the same as that of annealing in the manufacture of steel; namely, to take out any cooling strains which may have been set up in casting, and to allow the molecules
to rearrange themselves and take up a position which
will leave the plate absolutely free from initial strains The annealing furnace is heated to the proper temperature, about a cherry red, and as soon as the plate has been introduced the gas is shut off and the plate is left in the furnace for from four to five days.
Grinding.-The glass plate as taken from the an nealing furnace is half an inch in thickness, and it now has to undergo the grinding and polishing pro cesses, during which it will be reduced to the finished thickness of a quarter of an inch, an eighth of an inch being lost on each side of the plate. The rough grinding is done between series of grinding tables ar ranged in groups of three, each group consisting of a lower and two upper tables. The lower table is a large cast iron rotating disk which has been faced and carefully trued up. The plate is laid upon this and secured to it with plaster of Paris. Bearing upon the glass plate are two circular runners, one of which is 12 feet and the other 14 feet in diameter. The two runners are journaled in a trussed frame which ex tends across the top of the machine, and they are driven by means of miter gears and shafting. The bottom face of the runners is shod with a number of parallel, cast iron, serrated bars, which are spaced about 3 inches apart. The grinding is started at a slow speed, the runners moving at the rate of about two revolutions to the minute. As it proceeds, the speed is increased until it reaches a speed of 30 revo lutions to the minute. Sharp river sand and water are fed to the plate, and as not merely the runners but the table below, are constantly rotating, the grind ing is perfectly even over the whole surface of the glass, and a remarkably true surface is secured. When about an eighth of an inch has been taken off, the plate is turned over and the rough grinding is re peated on the opposite side. As the sand and wate flows from the grinders it is carried to a series of pits and boxes where it is graded into four grades Polisiling.-The plate as it comes from the rough grinders is somewhat opaque and its surface has a milky appearance. It is now necessary to give it a finish polishing, which is done in a separate room upon a large number of low tables of the kind shown in our engraving. Down the full length of each table extends a stout cast iron girder, to which is at tached at intervals of about 20 inches a series o transverse wrought iron bars. Through the end of each of these bars extend the vertical shafts of a series of felt-covered polishing disks. The pressur pon these disks is regulated by means of cup-shape weights which are placed upon their vertical spindles. The polishers are fed with a rouge which is somewhat similar to the polishing rouge of jewelers, but is of coarser consistency. The longitudinal girders before eferred to are connected to the crank-arm of a serie of spur wheels driven, in each case, by a 75 hors power engine, and by this means an oscillatory move ment is given to the whole series of polishers. It takes about 12 hours, 6 hours to each side, to give the proper finish polish to a plate of glass. When the polishing is completed, the plates are stamped and taken to the salesroom, where they are carefully examined by experts both for finish and quality. Any faults, such as small bubbles, unmelted portions of the original mixture that may have come through the process scratches, etc., are cut out, or, if it is necessary, the whole plate condemned. The capacity of the Charlero works is about $3,000,000$ feet of finished glass per annum. The total capacity of plate glass by the whole ten establishments of the Pittsburg Plate Glass Company is $22,000,000$ feet per annum

## The Marconi Patents.

Marconi's patents have been declared valid in the suits brought against the Anglo-Italian inventor by the owner of the Dolbear patents for a mode of electrical transmission without wires. The suit was brought in the United States Circuit Court, Judge Alfred C. Coxe presiding; damages of $\$ 100,000$ were asked for. Marconi's answer was that his apparatus was an original invention and did not infringe on the Dolbear patent rights. He had two expert witnessesDr. J. A. Fleming, of London, and Prof. C. R. Cross, of the Massachusetts Institute of Technology. Dr. Fleming in his testimony, which was made in the form of a deposition, said that he had tried the Dolbear patent instruction, and he had failed to obtain any such signals or effects as described therein. No evidence was heard on the side of the plaintiff. The suit was dismissed, and the assignee did not wish to offer any testimony, it being claimed that the plaintiff had decided that wireless telegraphy without selective arrangements had no commercial value.

We regret to note the death of John Charter, Sr., the inventor of the Charter gas engine, who died at his home, at Sterling, Ill., on April 30. He was born in Freiberg, Germany, in 1838, and came to America in 1844, settling in Pennsylvania. In 1882 he invented the Charter gas engine, which was the first engine of its kind in the world to use gasoline direct.

## Electrical Notes.

There are 150 miles of electric railways in Spain, of which Madrid has 16 miles.
Minister Smith reports from Monrovia, February 26, 1901, that Mr. T. J. R. Faulkner, a civil engineer from the United States, has placed that city in telephonic communication with White Plains, a settlement 25 miles up the St. Paul's River. This is the longest line in the country.

There seems to be an opening for electric fire pumps in many of our large towns. They could be transported to the scene of the conflagration and power can readily be obtained from the trolley wires. The engines might either run on the rails or be drawn by horses, or they might be provided with storage batteries and run as automobiles.
The Lexington Avenue Line of the Metropolitan Street Railway Company of New York is now operated by electricity as far as Twenty-third Street and Broadway, the road having been converted on May 6; and May 11 the cable service on the Columbus Avenue Line will be replaced by electricty, and a similar change will be made on the Broadway system on May 18. There will then be no cable lines in operation in Manhattan.

At the Buffalo Exhibition visitors will have the op portunity of seeing a small building made of alumini um. Niagara Falls is the principal aluminium manufacturing place in the world, and the white metal is a product of two principal factories located there, current being taken from both of the great powe companies. This structure will be octagonal, and it will be as large as can be built in a space 15 fee square. The height will be about 22 feet, and it wil be made of No. 24 sheet.
'The Navy Department has been giving careful at tention for some time to the subject of wireless telegraphy with a view of ascertaining how far it can be practically applied to the naval service. The subject has now advanced to a point where Secretary Long has appointed a special board of officers to make a thorough inquiry concerning it. The meeting of these officers will take place at. Newport, and it is expected that their conclusions will determine to what exten that their conclusions will determine to what

Consul-General Guenther, of Frankfort, says that the captain of a channel mail steamer, which is equipped with an apparatus for wireless telegraphy reports that on his last trip a message was received from the French light-ship, which is anchored about 25 sea miles from Dunkirk, stating that the latter would be unable to light up the next night unless help arrived from shore. The captain at once sent a second wire less message to La Panne, on the Belgian coast, from which point it was forwarded to Dunkirk by the regu ar telegraph line. From this place a boat was dis patched to the light-ship and the necessary repairs were made.
Consul-General Bittinger, of Montreal, under date of April 11, 1901, says that there are $1021 / 2$ miles of electric road in that city; as motor power, there ar available six engines of 600 horse power each, one engine of 3,000 horse power, twelve 200 -kilowatt gen erators, six 300 -kilowatt generators, and one 1,500 -kilo watt generator. The rolling stock consists of 372 closed and 370 open cars. The company's capital at present is $\$ 5,500,000$ paid up. In 1900 , the company carried $43,362,262$ passengers. Last year's busines showed a net profit of $\$ 647,246.64$, as compared with $\$ 630,870.61$ for the year 1899. The above does not in clude the suburban roads.
Consul Jones, of Funchal, March 2, 1901, says that the Eastern Telegraph Company has just finished lay ing a cable from Falmouth to St. Vincent, Cape Verde Islands. It passes through the office of the Western Telegraph Company, Limited, at Funchal, and is worked in connection with the Cape-St. Helena route The latter company has landed four cables at Funcha -two to Lisbon and two to St. Vincent. One of the Lisbon cables is continued to Brazil and connects that country with Europe. The direct cable route from Funchal to the United States, adds the consul, is via Lisbon and the Azores. The tariff to New York is about 50 cents per word.
The illumination of a clock face is undoubtedly an important business, and it is a matter for surprise, now that the electric light is obtainable in so many quarters, that progress in this direction has not been more rapid. As pointed out by Mr. A. A. Johnston in a paper on this subject before the Society of Arts, gas is the worst form of illuminant for the illumination of clocks. It corrodes the works, smokes and discolors the glass, dries up the oil, and is altogether most unsuitable. Lamps are preferable to gaslight, but the advantages of the electric light over all others for this purpose must be generally admitted. One advantage not specifically mentioned by Mr. Johnston, says the English Electrical World, is the ease with which the illumination of the dial can be made automatic when electricity is the lighting agent.

## THE MASTODON AT THE BROOKLYN INSTITUTE MUSEUM.

by prof. Alfred g. mater.
During the summer of 1899 a skeleton of Mastodon giganteus was found upon the farm of Frederick W. Schaeffer, at Newburg, N. Y. This skeleton was purchased b members of the board of trustees of the Brooklyn Institute Mu seum, and is now mounted and on public exhibition at the Museum building, on Eastern Park way, Brooklyn.
The skeleton is almost com plete, so far as the trunk is concerned, but most of the leg-bones were not found. These have been replaced in plaster or from other mastodon bones.
The skeleton was found about four to six feet below the sur face, lying upon the clay bottom of what had been a small pool of water. After the death of the mastodon this pool became par tially filled with a layer of peat, having a maximum thickness of about three and one-half feet. Numerous sticks gnawed by beavers were found scattered through this peat, showing that the beavers had lived there long after the death of the mastodon. The peat was covered with a layer of clay and of black loam about two and a half feet in thickness.

There is some reason to sup pose that the Brooklyn masto don died long after the glacial period, but a careful examination of the locality must be carried out by some competent physiographical geologist before any statement to this effect. can be made with certainty. The Brooklyn mastodon was an adult individual, and is peculiar in that the tusks curve upward and inward, their outer points being not more than eight inches apart.
In most mastodon skeletons it will be remembered that the tusks bend outward. There are no traces of tusks having been present in the lower jaw. Such tusks are seen in young mastodons, but they were shed at maturity by the females and occasionally replaced by a permanent tusk on the left side in the males.
The mastodon was common from Mid-Tertiary times until near the close of the glacial epoch, over the United States, from the Gulf of Mexico northward and from the west banks of the Hudson River to the Mississippi Valley.
It was rare to the eastward of the Hudson, and this river probably proved a barrier to its migrations.
Several good skel etons have been found at Newburg where they appear to have become mired in soft swampy ground There is reason to There is reason to believe that the ani mal fed upon the twigs and leaves of trees, for half-digested spruce twigs were found in the midst of the ribs of one of the Newburg masto dons.
The mastodon probably presented the appearance of a huge hairy elephan having remarkably long, massive tusks. Although we have no direct evidence, there is some reaso there is some reason o believe that man coexisted with th mastodon in North America.
The mammoth (Elephas primige nius) lived in North America at the time of the mastodon and
probably survived long after the latter disappeared It is certain that prehistoric man hunted the mammoth in Europe, for numerous remains of carved mammoth bones are found in the caverns of the Vézère and at other places in France. Among these is a rude drawing


THE MASTODON AT THE BROORLYN INSTITUTE MUSEUM.
inches; draft on normal displacement, 19 feet 10 inches, at which draft the water-line length will be 89 feet 9 inches. In a comparison with the "Independence," which may be taken as representing the most up-to-date construction of the conventional type, it was shown that the longitudinal framing adopted in "Constitution" has resulted in the reduction of the total weight of the plating from 30 tons in "Independence" to 22 tons in the Herreshoff boat. There is also a saving as compared with "Columbia" due to the substitu tion of a plate-steel deck covered with cork tiling for the relative ly heavy wooden deck used in "Columbia." Against this re duction of weights is to be put the fact that the sail-plan of the new boat has been increased by 10 per cent over that of "Colum bia," which means that the spars and rigging must be proportion ately stronger and heavier, and that the weight of 1,300 square yards of extra canvas must also be added in. The extra weight due to this increased sail spread, moreover, is carried at an aver age height of 40 or 50 feet above the deck and, therefore, will off set some of the weight saved in the hull plating and deck. More over, the body of the boat is larger, and this again will offset some of the weight saved. But even after all is said and done it is probable that althougl "Constitution" is a larger and far more powerful boat, her dis
of the mammoth executed upon a slab of mammoth ivory.

## LAUNCH OF THE "CONSTITUTION."

The accompanying photographs, which were taken the day after the launch of the "Constitution," are instructive as showing the difference between "Con stitution" and "Columbia," at least in that portion of the two boats that shows above the water-line. In our last issue we gave full plans of the construction of the new boat, and stated that the chief difference would lie in the saving of weight in the hull of the boat, due to the adoption of an entirely novel system of framing, and in an increase of beam by exactly one foot. The dimensions of the "Constitution" are: Length over all, 132 feet 6 inches; beam, 25 feet $21 / 2$

the pobt quabter

"CONSTITUTION" THE DAY AFTER THE LAUNCH

BOW VIEW placement will be about the same as that of "Colum bia." The photographs show at once that there is much more boat above the water, her freeboard being from 9 inches to a foot greater than that of her predecessor; in fact, she has such high topsides as to be suggestive in this respect of "Shamrock II." The tumble-home which was so marked in "Columbia" is less noticeable in the new boat. The bow is very lofty and its sections are more round and full, giving the boat a more seaworthy appearance, and suggesting that she ought to make splendid weather of it when thrashing her way to the weather mark against a strong breeze and a lumpy sea. The quarters and stern appear to be deeper than those of "Columbia" and when she cels, "Contitu" will "Colive little sail she ing power from the modeling of these long and power ful quarters. At the same time we think that, from an artistic point of view, she is scarcely as beautifu a boat as "Colum bia," although she will doubtless beat that boat by from 5 to 10 minutes, according to the state of the wind and sea.

Mr. Charles Davi son, a well-known authority on Seis molcgy, contribute an article on "Th Progress of Seismol ogy During the Nine teenth Century" to Knowledge. The fol lowing is a short extract: "Changes in the amplitude, period and direction of earthquake - vibra tions are readily dis tinguished without instrumental aid; but seismographs have done more than merely add precision to the evidence of our senses. They have rendered manifest features of the earthquake - motion that would otherwise have passed unno ticed. Still more interesting are the rev elations of the hori zontal pendulum with regard to the pulsa
tions of distant earthquakes. By the disturbance of magnetographs, levels, or lakes, the propagation of surface unduof surface undulations to immense distances
had been known for more than a century. For the fuller knowledge gained during the last twelve years, we are indebted to the late von Rebuer-Paschwitz and those upon whom his mantle has fallen-Prof. Milne, Dr. Agamennone, Mr. Oldham and others. Much still remains to be learnt in this fas cinating field of inquiry but it is no slight feat to have proved that, in an earthquake, two series of elastic waves traverse the body of the earth with velocities of not less than 9 and 51-3 kilometers per second respectively; while the slow-period undulations spread over the surface at the rate of 3 kilometers per second, the latter having been traced to distances of more than four-fifths of the earth's circumference. It is an achievement worthy of the last years of the century. While the more obvious earthquake phenomena were well known fifty years ago, closer study has revealed others of equal importance. Statistical inquiries have proved that earthquakes are far more numerous than was formerly supposed, the most modern estimate being that one takes place on an average every half-hour."

## GATHMANN 18-INCH TORPEDO GUN.

bi emil gathmann.

The Gathmann 18 -inch gun which was recently completed at the Bethlehem Iron Works is essentially a torpedo or high-explosive, shell-throwing weapon. This is the reason for making the gun of so large a bore, as shells containing enormous explosive charges are to be thrown therefrom. The following are par ticulars of construction and ballistic data, as obtained at recent proof firing at the Bethlehem Proving Grounds, Reading, Pennsylvania.

| otal weight. | 59.6 tons |
| :---: | :---: |
| Total lenọth ....................... ........ 44 feet |  |
| Diameter over chamber. . ............. ...... 45 inches |  |
| Thickness over powder chamber. | 1314/ inches |
| Max. tang. resistance, square inch.. ...... ... 40,300 pounds |  |
| Max. rad. resistance, square inch | 38,500 pounds |
| Rifling, Gathmann type. |  |
| Twist | Zero to 1 in 25 |
| Powder charge. | 310 pounds |
| Gathmann type of rod. |  |
| Projectile................ .................... 1,800 pounds |  |
| Explosive charge of projectile.......... ..... 630 pounds |  |
| Pressure in powder chamber..... ............. 20,000 pound |  |
| Muzzle velocity, expected..................... 2,100 foot seconds |  |

The mean of eight proof rounds fired is as follows: Projectile, 2,000 pounds; powder, 300 pounds; muzzle velocity, 1,900 feet; pressure, 19,000 pounds. From these data it will be seen that with the Gathmann regular 18 -inch torpedo shell carrying 600 pounds of desensitized guncotton, total weight only 1,800 pounds, a velocity of about 2,100 foot seconds can be expected with about 20,000 pounds maximum chamber pressure


THE 18-INCH GATHMANN GUN, MOUNTED ON PROOF CARRIAGE.


## dIAGRAM SHOWING CONSTRUCTIVE FEATURES.

when Gathmann form of powder is used. This will give quite a fiat trajectory to any range at which modern ordnance is likely to be employed, and an extreme range equal to that of any service gun. The total energy of impact of an 1,800 -pound solid shot at this velocity will be some 55,000 foot tons, which


THE BREECH OPENED.


BREECH-BLOGR WITHDRAWN.
is much greater than can be ob tained from the navy's new 12inch 40 - caliber rifle with its 850 pound projectile at 3,000 feet muz zle velocity. The smashing effec: of the 1,800 -pound shot would cer tainly be very great. When a Gathmann 18-inch aerial torpedo carrying over 600 pounds of high explosive, im pacts against the target, the striking energy will ing energy will be truly enormous calculated, and Lieut. Engineer of the Bethlehem Steel Com pany, agrees thereto, that some half million of foot tons energy will result therefrom.
In reply to the experts who tell us that the effects on heavy armor plates of the torpedo shell will be nil, it may be said that from tests already made with 12 -inch torpedo shells fired from army 12 -inch rifles at high velocity ( 2,000 foot seconds and over) carrying a charge of from 140 to 200 pounds of wet guncotton, it has been determined that a forward direction is always given to the explosive wave when the torpedo is detonated by a base fuse. Armor plates of 10 and 12 inches in thickness, together with their entire backing, were repeatedly destroyed, or in fitter language entirely obliterated, as can be seen by the official photographs. To determine the effect of very large charges of high explosives against the heaviest of armor plates, a wooden box containing 500 pounds of guncotton compressed in cakes was suspended and placed in contact with the vertical and convex face of a large Harveyized armor plate, 17 inches thick and 8 by 10 feet section. Upon detonation of charge the plate was smashed to fragments and the supporting structure entirely demolished. To obtain full force of any high explosive upon armor plate or other strong structures (that is, to utilize energy in doing disruptive work) it is necessary that explosives be in a very close contact with objects attacked. With the torpedo shell invented by Mr. Louis Gathmann, this condition of close contact of explosive charge with target against which it is impacted is realized. The safety detonator and base fuse devices, the joint inventions of Mr. Louis Gathmann and of the writer, insure with certainty the safe delivery of torpedo from bore of gun, and the detonation of the explosive charge upon impact of torpedo with any resisting target.

The problems connected with the building of the large caliber guns which are needed in this system of ordnance ( 18 inches in this instance) are principally those well known in the practice of modern ordnance construction and design. Nevertheless numerous new features have been incorporated in the 18 -inch Gathmann gun which have proven of great value in actual trial.
A few words more to explain just what is meant by the Gathmann system. The problem has not been one of devising ways and means to get the high ex plosive out of the gun rently, for desensitized gun-

beAB VIEW OF target consisting of 10-INCH plate backed by 180 TONS OF EARTE


THE TARGET AFTER BEING STRUCK BY GATHMANN 12-INCH SHELL, CONTALNLANG 800 POUNDS OF WET GUNCOTTON.
cotton and numerous other high explosives (though we always prefer guncotton) will stand all manner of rough treatment without the least danger. The prob-lems-for there were more than one-have been, in order of their importance, first, an insensitive high explosive incapable of detonation or explosion either from shock in a gun or heat of powder gases, even though exposed directly thereto, and which requires the close contact of strong initial detonation to insure of its own detonation. Second, a detonator or fuse which would insure with certainty the non-detonation or explosion of main shell or torpedo charge of hig explosive, until said torpedo had been discharged from gun and had struck a resisting target. Third, a shell or explosive carrier which would give a maximum carrying capacity of explosives for a given tota weight, and deliver said explosive in intimate contact with target. Fourth, a form of grain of progressive burning, propelling powder, which insures a uniform distribution of said propelling charge in chamber of gun, and consequently gives uniform and reliable low chamber pressure, obviating wave action of gases
That all of the above-named problems have been solved by the Gathmann invention has been proven by the numerous tests already made under government supervision during the last three years, with 6,8 and 12 -inch weapons. The method by which these prob lems have been solved is termed the Gathmann sys tem. The coming tests of comparative efficiency of the service 12 -inch rifle and the Gathmann Aerial Tor pedo Gun against two similar target structures of 12 -inch Kruppized plates, 8 by 16 feet dimension, will determine the final and really most important prob lem of all: that of relative efficiency. The torpedo gun and the 12 -inch service army rifle are of about equal weight and cost, and the advocates of the new weapon claim that ten hits from the latter will in nowise equal the destruction of one hit from the torpedo shell. In an early issue we shall give the results achieved by the 12 -inch gun in firing service shells filled with a high explosive.

## MALARIA AND ITS PREVENTION.

Since the work of Laveran (1880) proved malaria to be a fever caused by the invasion of the blood by minute animal organisms, steady progress has been made in the work of probing and elucidating the etiology and pathology of this dreadful scourge. Eng lish, Italian and German workers have competed with each other in their attempts to limit this dread disease if not exterminate it, and of their work an immense bibliography remains as a monument to-day.
We have already published a considerable number of papers upon malaria and its prevention, and upon the Anopheles, but a few brief notes relative to some nvestigations which have recently been carried on may prove of interest. The prime cause of malaria being known, its method of invasion having been sat isfactorily demonstrated, and the official seal of scien tific approval of these facts having been obtained in Lord Lister's recent address to the Royal Society, it remains now to apply our knowledge in a practical way so as to evolve some method or methods of pro phylaxis and thereby crown a piece of scientific work as far-reaching in its power to benefit the whole human race as any of those brilliant discoveries which have made the Victorian age conspicuous above all others. Some of the members of the various expeditions have advocated the wholesale destruction of mosquitoes by surface drainage and by the treatment of their breeding puddles with substances fatal to their development. Others have suggested a careful and more extensive use of mosquito-proof curtains and blinds, while one distinguished authority holds that the continuous administration of quinine is likely to give the best results. The efficiency of surface drainage appears to have been known as far baci: as 500 B . C., and it is doubtless one of the surest methods of exterminating the mosquito, but in districts unsuitable for any cause, the application of larvicidal substances (petroleum, tar, lime, etc.) has been suggested; but so far as experiments go the effect of such application has proved too transient to be of much value. The general point is to avoid being bitten by infected mosquitoes by night, and also by day, for, notwithstanding statements to the contrary, Mr. R. Fielding-Ould says in Nature that he has repeatedly noticed Anopheles gorging themselves in full daylight, though no doubt their habits are chiefly nocturnal. For this purpose the constant use of mosquito curtains of a prepared kind is essential, but only too frequently one finds in the tropics curtains of an utterly useless kind Either they are torn or the mesh is too large, or by their arrangement the free ingress of mosquitoes is possible. They are best fixed on four posts on the four corners of the bed, and as the netting descends around the bed, it should be tucked in under the

hot with mosquito cage around door, which is itself MOSQUITO PROOF (AS SUGGESTED BY CELLI)
pagna have proved that these and similar devices have been sufficient to protect inhabitants from fever for considerable periods, but it is to be feared that unless unceasing vigilance be exercised all such preeautions may prove ineffective, and one mistake may render them entirely abortive.

Liquid air has been tested for blasting purposes in the Simplon tunnel. The cartridges used consisted of a wrapper filled with a carbonaceous material such as equal parts of paraffin and charcoal, and were
dipped bodily into liquid air until completely soaked The cartridges were kept in liquid air at the working face of the rock until required for use, when they were put quickly in the shot holes and detonated with a small guncotton primer. The life of such a cartridge is very short after it has been removed from the liquid air.

## London's Electicic 'Tramway.

The first electric tramway in London is now in full operation. The road has been in readiness for some months past, but it was impossible to commence the service, owing to the objections raised by the observers of the Kew Observatory, who stated that their magnetic observations were deranged by the stray cur rents from the tramway. The Board of Trade insti tuted an inquiry into the subject, and the result of their investigations has been in favor of the observa tory. In view of the urgent necessity of such a rapid means of transit in this part of the metropolis, how ever, it has been decided to remove the observatory to a more secluded spot, the tramway company to defray about half the expenses of removal. The com plete system, comprising about 42 miles, is not yet in ful! working order, but the complement of passen gers carried over the opened section averages between 150,000 and 200,000 per day.
The tramway was originally a horse car system, and its finances were at a low ebb when it was purchased by a small syndicate, headed by Mr. Clifton Robinson who had previously assisted Mr. Yerkes in the development of his tramways in the West. They de cided to convert it to electric traction, and the neces sary Parliamentary powers were immediately sought to enable the conversion to be carried out. At first the project encountered violent opposition, but Parliament granted the franchise, subject to certain minor conditions. The overhead trolley system has been em ployed, since it is considered more economical and easier to repair. In accordance with the requirement of the Kew Observatory, the rails were not employed as the earth return, but the overhead trolley wires are connected up on the three-wire system, the two center wires forming the neutral and the outside wires the positive and negative side. The neutral wire is only grounded at the central station. By this three wire system greater efficiency is insured.

## Color and Germination of Grains.

M. Hoedefleiss has recently made some observation upon the relation which may exist between the color of grains and their germinative value. It is rare that the different grains of the same plant do not present differences in their intensity of coloration. In the case of rye, which the experimenter has specially observed two groups of grains are noticed as to color, the green and the yellow. To these differences of color correspond differences in germinative aptitude. The green grains appear to germinate more quickly and have a greater germinative aptitude; however, it is found that there is no apparent relation between the color of the grain and the development of the plant formed from the latter. The plants springing from the green grains, and in consequence having come up the sooner, seem to arrive at smaller dimensions in general, and form their grains later.

The Current supplement.
The current Supplement, No. 1324, is a particularly interesting number. The re markable skin treatment by electric light at the Finsen Institute at Copenhagen is illustrated and described in detail. "A Curious Old Church in Spoleto" is accompanied by an attractive engraving. There is an excellent picture of the "Shamrock" being towed. "Mechanical Traction in Paris" is the subject of a very full article. "Amadou, Touchwood, Tinder or Spunk: Its History and Uses" is a valuable botanical article by Frederick Le Roy Sargent. "The Corpuscular Hypothesis," which is referred to elsewhere in this issue, is the subject of a most excellent critical article. "A Primitive Frame for Weaving Narrow Fabrics," by Otis T. Mason, is illustrated by 12 engrav ings, and is a most interesting article. The usual Trade Suggestions from United States Consuls, Trade Notes and Receipts, and Selected Formulæ are published


RECENTLY PATENTED INVENTIONS.

## cultural INVENT

Plow.-Edward B. Winters, Coffeyville Kans. This sulky-plow or lister is used with out a frame and is so constructed that $b$ means of two devices only, the beam and parts
carried thereby can be lifted and held in raised position, or the share can be so adjusted that position, or the share can be so adjusted that
the point will enter the ground to a greater or lesser extent. The beam is pivotally hung on an unadjustable rear support which is no
affected by the adjusting mechanism and is affected by the adjusting mechanism and is provided with means for sustaining the driver's
seat, so that the weight of the driver has no influe
ROTARY WEED-CUTTER AND CULTIVA TOR-Tharp Brothers, Athena, Oregon. The ing a series of rotary cutting-disks so arranged as to work parallel to the surface of the
ground. The disk or cutters work slightly beneath the surface to be cultivated and turn independently to the right or left according as the pressure on the individual cutters is
greater on one side or the other. They are greater on one side or the other. They are
thus prevented from clogging on the individual edges. Their form and arrangement are also render them self-sharpening. The cutters of one row are opposite the spaces between those
of the second row, so that the entire ground of the second row, so tha
is worked and cultivated.
fruit - Picker. - Henry f. Ruggles Vanceburg, Ky. The fruit-picker has a staf along which a collapsible tube extends. Two
brail-cords are used to contract and releas the tube and are alternately operated. By the tube and are alternately operated. By
reason of this arrangement the tube is formed reason of this arrangement the tube is formed
into short lengths through each of which the fruit drops and in each of which the movemen of the fruit is temporarily arrested and then
permitted to continue on its downward paspermige.
sage

## Electrical Apparatu

voltage-regulator. - Phill S. Tirkill, Groveton, N. H. This invention is an improvement upon the Tirrill automatic
potential regulator for dynamos, the object be potential regulator for dynamos, the object be-
ing automatically to regulate the potential on ing automatically to regulate the potential on
the supply wires. The present invention is designed automatically to regulate the voltage to respond to the sudden changes of load or
speed, and to cover the range of the rheostat speed, and to cover the range of the rheostat in such a way that its movement can be timed
to act just as quickly as the iron of the magnets will respond to the changes made i the exciting current by the regulator, and no faster.

Engineering Improvements. engine.-Alfred b. Floyd, Helena, Ark This invention relates to steam-engines in
general but has specific reference to the general but has specific reference to the
mechanism connecting the piston with the to provide a simple and efficient constructio wherein a piston of long stroke may be utilized
to secure a large leverage in the operation of the drive-shaft.

## Mechanical Devices.

MEANS FOR CONVERTING RECIPROCAT-
INGO ROTARY MOTION. - LouIS Kramer, Evansville, Ind. To the reciprocatin part a body is swiveled and mounted to move In unison therewith. Slides are carried by the body out of alinement with the swivel-axis.
The reciprocating movement is converted by rotary body having spiral threads engaged by the slides and arranged in sets. Theoretically with absolutely true threads, the swivel-join would be superfluous, but in practice uneve wear must of necessity result in any mechani-
cal device, and for this reason the swivel-joint cal devi
is used.
boat-prolphllivg GEAR. - John Freven, Brooklyn, New York city. The boat driving gear is to be driven by the boatma
himself, and is composed of a peculiarly a ranged propeller-shaft held beneath the botfor driving the boat. The interior of the 'boa is in no way taken up by machinery, so that
the capacity is not lessened. batter-miner.-Stephen H. Coombs, Helena, Mont. The dough is placed in a pan form of gearing. As the dough is suitable the pan is turned, so that all parts of the beaters.
Cable-Conveyer.-Domingo Arámburt Mexico, Mexico. The conveyer consists of material successively, each section comprising two endless cables placed side by side and ar-
ranged to move with the load. The distance between companion cables is alternately greate nat wide conveyer sections alternate with ne s ow conveyer sections. Both ends of the cable uns of a wider section are located side by side with and exteriorly of the ends of the cable uns of the adjacent narrower sections so as o embrace the ends between them.
AUTOMATIC WEIGHING - MACHINE. William Brofih. 412 West 2 sth Street, Balti-
more, Md. The inventor employs a tiltable more, Md. The inventor employs a tiltable
hopper adapted for self-discharge when in hopper adapted for self-discharge when in-
clined and provided with weights which can be
shifted to vary the leverage of the hopper and
thereby weigh and measure different quantities of a liquid or solid. The hopper discharges nto funnels which are suspended from it and provided with removable spouts or nozzles to adapt the
modities.

## Railway Contrivances

lexandriative-boiler. - Henri Thuile necessity of having large drivers to reduce the tangential velocity of the parts and the nece sity of locating the boiler between thes drivers, if it be not desired inordinately to rais of more than 1.25 meters to be given to th oiler. In order to increase the power of th boiler to meet the demands of modern high speed engines M. Thuile elongates the vertica
ross-section and places the boiler between th cross-sec
air-brake.-James B. O'Donnell, Free land, Pa. By means of this new brake an en ineer is enabled to recharge the auxiliary re applied, thus giving the engineer comdete control of the train, especially on heav gaining any undesirable headway while th auxiliary reservoir is being recharged. The rea ars can be cut out whenever desired
NUT- LOCK. W
nUt-lock. - William A. Hanvey an harles Whist, big Rapids, Mich. The invenion is an improvement in nut locks in whic locking pin is held at one end in the bol
ole, and is arranged at its other end bent alongside the nut. The locking pin is of secial form, being composed of a short length of metal having a body portion adapted to
fit in a groove or seat in the outer face of the fit in a groove or seat in the outer face of the
abutment and provided at one end with a spring point or tongue, bent slightly under the body portion. While the nut is being turned home the locking-pin and cast washer are also
secured in place, thus avoiding the necessity of holding the locking device in place until he nut is screwed up.

## Miscellaneous

GUTTER-HANGER AND SCREEN-RETAIN ER.-Monroe J. Daniel, Crowley, La. Th and improved hanger and screen-retainer which is arranged to support the gutter or trough securely from a building, to hold the screen in position on the gutter and to permit the esired pitch after its attachment to a build desire
ing.
hat-fastener. - Martha b. Mosher Manhattan, New York city. The hat-fastener
is provided with pins which are mounted in suides on the hat, so that they can be slid in or out of the hair to hold or to release the
GARMENT-HANGER.-Frank P Johyso Danville, Pa. This wire ga:ment-hanger conists of two side arms and a supporting-hook ne of the side arms is formed with a trun
nion for the other side arm and the supportin hook to turn on. A depending portion from he supporting hook extends between the sid arms and forms a stop for them to rest upon
when extended, so as to limit the downward swinging motion of the side arms and to hold he hook in a vertical position relatively to the side arms. The entire garment-hanger, by eason of this construction, can be readil SAW as to take up but ittle room. SAW ATtachment.-Frans O. Helsten, Laurium, Mich. The labor in sawing throug iling the saw-blade Mr. Helsten has fitte peculiarly-constructed oil-receptacle in the handle of the saw and has invented devices by which the oil may be caused steadily to flow clothes-line holder.-Henry haf ker, Hoboken, N. J. By means of this simple ontrivance the ends of a pulley line can be djustably connected so that the line can be as conveniently and quickly stretched and th ends of the line connected and safely held in adjusted position.
CARDBOARD OR PASTEBOARD BOX.Leming T. Austin, 8 Greville Street, Hatton lates to Lardon, England. The invention reand provides improved means for fastening the ends or heads of the box within the circumferbox. Neatness and strength are thereby ured.
CUSIIIDOR.-John C. BLair, 410 Chestnut Street, Louisville, Ky. A water-pipe is arranged ithin the cuspidor and is passed centrally
hrough a disk. A flanged spreader is con nected with the pipe and has lateral orifices opening below the flange and above the disk. spreader, its head being accessible at the top of the spreader. The sanitary
STAPle.-William H. Morehouse, Wasco, middle portion forming an eye and split end portions forming two prongs. The prongs hav their inner faces formed with bevels at the is driven into the fence-post. These bevels are
in the is driven into the fence-post. These bevels are
of different pitch so as to spread the prongs
diversely. The staple cannot be readily dis
placed.
DRAWING-board.-RUdolph Engelman Manhattan, New York city. The drawing-board is made of metal and is provided waper may be whereby one or more sheets of paper may be
held at the corners on the board and so stretched that the portion of material drawn
upon will be without wrinkles and will lie close to the working face of the board. The fastening devices can be quickly adjusted
LIQUID-Measuring device. - Horac Wilcox, Hamilton, Ont., Canada. The ovel feature of the invention is a graduated tube, the outlet of which is controlled by a alve. A float in the tube operates to indicate he quantity of liquid discharged by moving tube is filled with liquid above the float.
beehive.-benjamin C. Smith, Cold water, Ga. The beehive embodies a honey storing chamber or
brooding-compartment. $\quad$ Means are abe aront a for protecting the bees from cold and dampness during the winter. The bees are prevented from attaching honeycomb to the rear wall
of the honey-holding compartment, this wall being readily moved at any time without frac uring the comb. The honey is removed with chamber.
animal-POKE.-William A. Hines, Staf ford, Kan. This poke is designed to preven hogs from passing through a wire fence fence, the wires will engage an actuating-lever forcing it backward and turning a prod-arm to force the point into the animal's nose. When the hog draws back and disengages the actuat-ing-lever from the fence, a spring
the parts to their normal positions.
DEVICE FOR CONTROLLING FLOW O water in I'ipes.-pale P. I. Fife, Con ord, N. C. The inventor has provided such connection between the water supply and the flow from one to the other. The connection between the pipes can be cut off any length of time, during which time all the house-pipes will be empty. The water thus freed is conducted to the sewer or other drain. A single
slide-valve, operated within the building, ac omplishes these results.
SIDING-CLAMP.-Oscar B. Fike, Joplin. Mo. This invention relates to improvements in clamps for siding boards of buildings. The clamp provided can be easily manipulated to hold a warped or buckled board in place while studding the clamp can be slid from one end f a board to another. The device can be ated either by the right or left hand.
adjustable saw-Clamp.-Granville The obj, 57 Leverette Street, Detroit, Mic render the upper portion of a clamp adjustable to either a curved or straight line, so as to permit the filing and jointing of saws to a
straight or curved line of teeth as may be straight
desired.
INVALID OR SURGICAL BED. - Dr. adolfo Luria, 291 W . Division Street, Chicago, surgical use devised by Dr. Luria, consists of a surgical table and a pivoted swinging rod bent twice at right angles. Anæsthetic holder od whereby they may be swung and placed in different positions relatively to the table. The table has every possible movement which can be required and is provided with all necessary appliances
CHild's knife blade.-Mary A. Herr, Girardeau, Mo. The end of this child's knife blade is rounded or carried in a curved line from the back beneath the cutting edge. B reason of this construction the child cannot
readily cut itself or pierce cushions, sofas, or hairs.
JAR-WRENCH.--Robert R. Wat: ${ }^{2}$ n, De troit, Mich. A strap is slipped around the of the hand with ti, ${ }^{2}$ ieverage thus provided will readily loosen the cover.
Rail-bender yoke.-Garland T. Thayer South Side Foundry and Machine Work the form of an arch curving from end to end circle. Hradual curve approaching the arc of a rail and a central cylindrical portion receive the screw to grip the rail. Ribs and flanges extend between the central cylndrical portion an the outer side of the hooked feet tharoun is designed for use in bending and straightening rails.
Note.-Copies of any of these patents will be Please state the name the invention, and date of this paper.

NEW BOOKS, ETC.

| Thirty - Second | Registration Report. |  |
| :---: | :---: | :---: |
| Michigan. | Vital | Statistics. | 898. Pp. i to clexii, 38

Resides the usual vital statistics. this book

Wales, and New Zealand. These tables are of of population of an Oriental country with the European, American and Australasian data presented. Some of Michigan's most typical vital statistics are graphically represented in a diagram, and the Bertillon classification of
causes of death forms an appendix to the eauses of death forms an appendix to the
est of the data.

Elevation and Stadia Tables. By Ar thur P. Davis, Hydrographer, United States Geological Survey.
This book is an elaboration of published 1893, which contained a table of elev ries up to 26 degrees, the difference in in feet for one mile. A third table gives the curvature and refraction, $h_{2}=0.574 D^{2}$, up to 40 miles for use in refined computations. Two more tables for use on work of larger scale
where the distance and elevation are both in the same unit, as feet or meters, carry up to 40 degrees the difference of level for a slant
distance of 100 . These are especially useful or stadia work, and are supplemented by sixth table giving some usually negligible corections that may be introduced when very refined work is desired. The book also has a table that will be found useful for the calculation of slopes not given in canal and river work, and which gives the velocities direct for
most practical problems in canal construction. Reservoirs for Irrigation, Water Power, and Domestic Water Supply. By
James Dix Schuyler. New York: John James Dix Schuyler. New York: John trations, and 20 plates. Price $\$ 5$. The author of this work states that it is him in the Fighteenth Annual Report of the Geological Survey on the principal dams and reservoirs of the arid region of the Vnited
States. Although he does not claim that the book is an exhaustive treatise of the subject, volume will without doubt be fully, and the volume will without doubt be found of great interested in the matter of water supply. Besides illustrated descriptions of the different kinds of dams that have been built the book contains a chapter on projected reservoirs, and rrigation in full the available water supply for America. The distribution, application and use of water: the rainfall and run-off ; the voirs are all fully discussed. Photographs of the Austin Dam in Texas just before and after it brok
in the book.

## als of the Astronomical Observ

 $\begin{array}{llll}\text { tory of } & \text { Harvard } \\ \text { XXXVIII., } \\ \text { part } 1 . & \text { Observe. } \\ \text { Ool. }\end{array}$ Circumpolar Variable Stars During publication by Oliver C. Wendell, under the direction of Edward C. tory. Cambridge: Published by the $\begin{array}{ll}\text { tory. Cambridge: } & \text { Published } \\ \text { Observatory. } 1900 . & \text { Pp. } 144 .\end{array}$The observations described in this pamphlet differ in two respects from those previously observed throughout their variations of light, observations at minimum being considered as, important as those at maximum : and, second,
all the observations were reduced to a uniform anl the observations were reduced to a uniform photometric scale which was that of the meridian photometer. The observations thus of a given star at different times, but also to compare one star with another, even if the two be in widely different parts of the sky.
Transactions of the Wagner Free In5. Philadilphia Pa Wagner Free Institute of Science December, 1900 . Pp. 949-1188. 12 plates.
This part of Volume III. on the contributions to the tertiary fauna of Florida describes especially the silex beds of Tampa and
the pliocene beds of the Caloosahatchie the pliocene beds of the Caloosahatchie River. and gives a revision of several groups in which heretofore great confusion has reigned. A very here found, described and illustrated for the first time.

\section*{ patent to Make it Pay. By an Ex.} New revised and enlarged edition. |  |
| :--- |
| Company. $\quad 1901 . \quad 16 \mathrm{mo} . ~ P p . ~$ |
| 115. | Price $\$ 1$

The little volume before us is a guide to in ventors in perfecting their inventions, taking
out their patents and disposing of them. The advice in regard to selection of them. The neys is good. and can be summed up in saying. "Go to a reliable patent attorney." Besides instructions of various kinds, it contains forms for applications. assignments, etc.: tells how
to form a company: gives the laws regulating sales, about selling agents, whom to avoid, etc. Many inventors fail to realize upon their inlike the present. It contains the twelfth census of the United States by counties of cen10.0 on population, compiled from the official

Business and Personal WUants.
READ THIS COLUMN CAREFULLY,-You wili find inquiries for certain classes of articles
numbered in consecutive order. If you manufacture these goods write us at once and we will send your name and address to the party desiring the information. In every case it is necessary to give the number of the inquiry.
MUNN \& CO.

Marine Iron Works. Chicago. Catalogue free Inquiry No. 617.-For manufacturers of beads. For mining engines. J. s. Mundy, Newark, N. J.
Inquiry No. 618. - For wholesale dealers in shell. "U. S." Metal Polish. Indiauspolis. Samples free.
Inquiry No. 61 9.-For rotary furnaces similar to WATER WHEELS. Alcott \& Co., Mt. Holly, N. J. Inquiry No. 6\%2.-Fo.
in horseshoe machinery.
Yankee Notions. Waterbury Button Co., Waterb's, Ct. Inquiry No. 621.--For parties to make a patent
self opening can. Turbines. - James Leffel \& Co. Springfield, Ohio, U.S.A Inquiry No. 6yg.-For aluminium castings to be
made by a concern near San Francisco. Des \& $\& 8$
Ottawa, III.
Inquiry No. 6.23.-For manufacturers of small
malleable iron castings.
Machine chain
Attleooro, Mass.
Inquiry No. 624.
for half-tone finishing.
Handle \& Spoke Mchy. Ober Mfg. Co., 10 Bell St.,
Inquiry No. 625. -For a machine to sow phos-
phate by horse power.
Sheet Metal Stamping: difficult forms a specialty. The Crosby Company, Buffalo, N. Y
Inquiry $N$ No. 626 . FFor a
motor of about 8,10 or 12 h . p . Sawmill machinery and outits m
Inquiry No. 62\%,-For manuufacturers to a asemble
device having powerful springs attuched under tension. Standard Welding Co., Cleveland Ohio.
Inquiry No. 6.2.,.-For manufacturers of dairy
supplies for city cramery with steam separator, but-
ter, ice cream machines, etc. Rigs that Run. Hydrocarbon system. Write St.
Louis Motor Carriage Co Inquiry No. (629.- For manufacturers of light
springs, such us are used in typewriters. For SALE.-Patented invention, "Nut Lock." S, Kora-
lewski, 19 Eagle Block, 20th Street. Pittsburg, $\mathbf{P a}$,
 Ten days' trial given on Daus' Tip Top Duplicator.
Felix Daus Duplicator Co., 5 Hanover St., N. Y. city. Inquiry No. $\mathbf{6 3 1}$. - For power looms for weaving
wire cloth 30 to
io mesh 48 inches wide. SA WMILLS.-With variable friction feed. Send for
Catalogue B. Geo. S. Camstock, Mechanicsburg, Pa. Inquiry No. 632.-For manufacturers of peat-
pressing machines, also for marties controlling plants
for the manufacture of peat into paper. For Sale. Foundry and Machine Shop, doing a good buisness, in a fine locality, at
Foundry, Box 773, New York.
Inquiry No. 633.-For a double-headed, two-inch
both cutter with in pump and counter shaft. Second-
hand preferred. hand preferred.
Automobiles built to drawings and special work done
promptly. The Garvin Machine Co., 149 Varick, cor. Spring Streets, New York. Inquiry No. 634.-Fo

The celebrated "Hornsby-Akroyd" Patent Safety Oil Engine is built by the De La Vergne Refrigerating MaInquiry No. 635.-For parties having facilities for
making pens.
The best book for electricians and beginners in electricity is "Experimental Science," by Geo. M. Hopkins. Inquiry No. 636.-For parties willing to manu-
facture specalal machines.
Sheet Metal Novelties, Articles and Stampings of all
sizes. Tooos and dies manufactured on contract. Address Standard Stamping Co. Cor. 7th \& Hudson Sts., Inquiry No. 63\%.

Well Drillers.-St. Landry Oil and Mineral co Opelousas, La., will receive proposals until May 20, for drilling oil well. Bond required and usual rights re Inquiry No. 638.-For co
engraving or half-tone work.
patent ev.-An experienced soeciacation writer and patent practice and preferably one knowledge of the electrical cases. Munn \& Co., Solicitors, Office o
SCIENTIFIC AMERICAN, 361 Broadway, New York. Inquiry No. 639.-For ice machinery.
ETV Send for new and complete catalogue of Scientifc
and other Books for sale by Munn $\&$ Co., 361 Broadway, Tem Yer Books for she bst
Inquiry No. 640.-For
for drilling rotary oil wells.
Iuquir $\mathbf{N}$ No. 641 . - For manufacturers of electric
smelters suitable for copper ores.

Inquiry No. 643.-For parties to make table tops
of alternate sorips of cherry and back walnut, or other
suitable hardwood glued together under pressure. Inquiry No. 644.-For
iron pipes warped by ire.
Inquiry No. 645.-For quarry stripping machines.
Inquiry No. 646.-For a
hot water boilers by crude oil.
Inquiry No. 64\%-For
tacks for hanging pictures.
 Inniry No. $\mathbf{6 4 9 . -} \mathbf{F}$


Inquiry No. 651 -For cautery batteries, knives
and ourners for surkical use.
Inquiry No. 652. -For rotary knives.

 Ingairy No. $\mathbf{i s 5}$. For man



Inquiry Not
Inquiry Na. 660.-For manufacturers of electric
 Inch diameter; also
through such pins.
Inquiry No. $\mathbf{6 6 2}$.-For apparatus for bottling sode
pop, and for the necessary boottees.

In quiry No. 664-For dealers in small stamped
out rices
matrese Inquiry
of ax
No.
hande machinery.

## 

## hints to correspondents. <br> Names and Address must accompany all letters or  References to former articles or answers should give date of paper and page or number of question. Inquiries not answered in reasonable time should be repeated, oorrespondents will bear in imind that some answers require not a little research, and, though we endeavor to reply to all either by

 Buyers wishing to purchase any article not adver-tised in our coumns will be furnished with
addresses of houses manufacturing or carrying the same.
Speoial Writen Information on matters of personal
rathal
without remeneranal interation interest cannot be expected Wlthout remuneration.
Soientents referred to may be
hifich a American Supplement office. Price 10 cents each. Soientinc American Supplements referred to may be
had at the oofice. Prie e 10 ents each.
Books referred to promptly supplied on receipt of price. sent for examination should be distinctly
Minaral
marked or labeled.
(8184) F. P. H. asks: Would you, through your information department, tell me Why a condenser on an induction coil reduces
the sparking at the platinum point of the cir cuit? A. When the primary circuit of a coil is closed, a current is induced in the primary coil by the rush of the battery current through it,
which flows in the opposite direction to the battery current, and thus weakens and retards its effect. When the circuit is broken a current is induced in the primary circuit in the same direction as the primary, or battery current,
which thus increases the effect of the battery which thus increases the effect of the battery
current. This is called the extra current. It is this which produces the spark at the platnum point, which would be rapidly burned
away, were it not for the condenser. When the circuit is broken, the large surface of the conderser is a reservoir, as it were, to reche the current. As soon as it is full,
the the condenser discharges itself backward through the primary coil, to which it is connected for this purpose. This discharge, being in the opposite direction to the primary curmakes the secondary spark on the break much stronger. The spark at the platinum point is the condenser easier than to jump the spark only one object attained by the condenser. The outrush of this charge makes the secondary spark at break much larger. Indeed, in a
coil properly adjusted there is no secondary spark at the closing of the primary circuit, but only at the break of the circuit.
(8185) T. J. Y. asks: 1. What is the difference in the winding of a bridge and series ing magneto is wound to a higher resistance than that of the ordinary or series magneto. 2 Can a series bell be rewound so as to make it
a bridge bell? If so, how? Can they be so re wound and used without rewiring the 'phone? A. The series armature may have from 300
to 650 ohms, while the bridging bell has its to 650 ohms, while the bridging bell has its
armature wound to 1,000 to 1,600 . If there is room for the wire, it may be added to the presOtherwise the old coil should be unwound and replaced with wire which will give the proper
resistance. No. 33 wire is commonly used for the coils. 3. Can you recommend some cheap book on telephones and their construction that
would give this and other information in full? would give this and other information in full? This is Miller's "A merican Telephone Practic price $\$ 3$ by mail. It covers the subject.
(8186) M. T. H. asks: I would like to know if malleable iron has as high a permeathe best? A. Malleable cast iron is intermediate between cast and wrought iron, and mildannealed steel has very nearly the same permeability as wrought iron. Soft steel is much used for cores of dynamos. Wrought iron mild steel is the best.


COMPLETE TOOL LIST omprising those in use by every
rade or profession, with market prices
and discounts of same is Montgomery \& Co.'s Tool Catalogue.
 OS MONTGOMERY \& Co. Co.


FOR LIGHT AND MEDIUM WORK B. F. BARNES


 FOR VEEHICLE AND



 NICKEL Electro-Plating
lpaparut and
unteral




For MARINE, VEHICLE and BICYCLE MOTORS,

LOWELL MODEL co., 22 Wiggin St., Lowall, Mass.


INDEX OF INVENTIONS
For which Letters Patent of the United States were Issued for the Week Ending May 7, 1901, AND EACH BEARINGTHATDATE. [See note at endoflist about copies of these patents.]


Brush holder, and brush, Co. H. Eck.........
Brush, liquid blacking, Moody \& Chase....
Bubble blower, soap, Waterman \& Murdock


 673,e@4
673,467



 Coin controlled appararatus, A. C. Cdensen....
Coin operated achine, Romans \& Grover.
Compass, beam, S. L. Penfield $\&$.........





NGINE Co., P. ©. Box WERER GAS \& GASOLINE Kansas Oity, Mo.
GAS and GASOLINE ENGINES MARINE and STATIONARY. Built in accordance with the Jatest practice
in Gas Engine desin. Also compete set
of castings. Write for particulo 233 CLIFTON Mortifton Ave., Cincinnati,
 rine Engine.

 MOTOR WORKS
Grand Rapids, Mich.

RUBBER STAMP MAKING. - THIS




KEROSENE and GAS Engine burns KERESEENE line automatic, simple, re-
liabie
or tlame usedectric perfectery
out latione Belted or directil
coupled to dynamo for ele-
tric lightin, chargng tor-
aue batteries, pumping ape baterres, parging and
ail poterer purposes.
ay send for caulo



STOVER ENGINE WORKS, FREEPORT, IL


THE AUTO-CARBURETTOR Made apon anempartire Eafy ignion ind

 \& Jenness Co., 60 South Canal St., Chicago.


| H |
| :--- |
| H |
| H |
| H |
| H |
| H |
| H |
| H |
| H |
| H |
| H |
| I |

$\qquad$
Ed, iron, F. H. Reuthenayer
Electric. coils, manufacture $\qquad$







Gas making apparatus, C. J. Johns.......
Glass bending apparatus, plate, $T$.
 Glass sheets or plates, appara
manufacture of J . Proeger.
Glue press, A. S . Nichols.



$$
\because .
$$



## 筧:



 | 673,656 |
| :---: |
| 673,453 |
| 673,452 |
















 Money, etc., safety holder for paper, B.
Devich Monke wrench L. H. Kroke..
Mortisng machine, R S . Brown
Mortising machine, W. J. Smith





Ore concentrating table, v. willits..
Ore jigger. A. L. Le Grand.......
Oven, w. Frohne.
(Continued on page sis)

## THE MUTUAL LIFE'S 5\% Gold Bonds <br> Are as safe as Government Bonds and Give more than four times the net returns of U. S. $5 \%$ bonds.

The Mutual Life's $5 \%$ Gold Bonds yield 5 per cent.
U. S. 5\% Bonds, because of premium, yield about I per cent.

Government Bonds must be paid for, spot cash. The Mutual Life's Bonds are to be paid for durng io, s. or 2 years, or life, and in every case are full paid and deliverable either at maturity if
living, or whenever death ocuus, no matter if but one premium payment has peen made living, or whenever death occurs, no matter if but one premium payment has been made. They are
coupon bonds, in denominations of $\$ 1,000$, and, if desired, the company will agree to cash them at $\$_{1,305}$ for each $\$_{1}, 000$ as soon as they are deliverable.

Write or ask for particulars.

## The Mutual Life Insurance Co. <br> OF NEW YORK

## RICHARD A. McCURDY, President

Is the largest, strongest, most progressive Life Insurance Company in the world. Its policies are
Total Cash Assels of the United States Government (inconding $\$ 150,000,000$ gold reserve), Jannary 1,1901
\$290,107,072
Assets of the Mutual Life for the protection of policyholders, January I, 1901
\$325,753,152
Income Mutual Life in 1900 . . . . . . . . . . \$60,582,802.31
Paid policy-holders in 1900 . . . . . . . . . . . 26,361,863.83

Insurance and Annuities in force, Jan. 1, 1901 . . . . 1,141,497,888.02
BETTER THAN SAVINGS BANKS
Ask for 5\% Gold Bond Printed Matter-FREE
ROOM GO1.

Head Office: Liberty, Nassau \& Cedar Streets, New York.


LET US START YOU! 100.100
PROSPECTIVE BOAT BUYERS.







DRY BATTERIES.-A PAPER BY L. K.



SAYE MONEY BY USING TME COMMERCIAL MUTOSCOPE.
Takes the place of expensive demonstrations. A moving picture showing your derice in action. In a
small, compact traveling case. Infintely superior to models. send for illustrated pamphlet and prices. AMERICAN MUTOSCOPE \& BIOGRAPH CO., 841 Broadway, New York.



Che Cypewriter Exchange
 $11 / 2$ Barclay St. NEW YORK
124
La Salle St., CHICAGO 108 Bromfield St.:. BOSTON
817 Wyandoite St
KONSAS CiTY, MO. 209 North 9th St. ST. Louls, mo. 3 West Baltimimbere stir, PA.
BALTIMORE, MD. 536 California St., $\begin{aligned} & \text { SAN FRANCISC. CAL. }\end{aligned}$ to $50 \%$ ou Typewriters of ail makes. Send for Catalogue.

$\mathbf{T}$
$\mathbf{H}$
$\mathbf{E}$

## Preventis marine disasters in

See Scı. An., March 30, 1901, or write for Circular to
B. COLT CO., Room 1. 21 Barclay St., New York.
ROTARY ENGINES.-ARTICLES ON

"HOT BATH IN ONE MINUTE"
 Moses, by the aid of a rod,
struck rock and got cold wa-
ter. You by the aid of a Humphrey Crescent Heater
 plicated pi ping, simply connect
with eater gat in your
bathrow. Guaranteed. HUMPHREY MFG. \& PLATING Co., Kalamazoo, Mich. ARMATURE WINDING, RIGHT AND


WILLASELL OR HAVE MADE ON
 NOMELPIPE AN STUD WRENCM
 For terms and particulars, address ts to talk business
M. Z. VIAU, MAIONE, N. Y. EUROPEAN PATENTS FUR SALE.


 n
$.673,400$
$.673,523$
.
. 673,451
673,469
673,770
673



ROTARY PUMPS AND ENGINESS


RTPIRE GEARLESS TRANSMISSIONS
AUTOMOBILESE \& TRICYCLES

## EMFIRE MOTOR WKS, 888 WASHINGTON ST. BUFFALO N.Y.

FORTUNES IN RUBBER CULTURE!

* ASSURE YOURSELF AN INCOME FOR LIFE. 出








 CHIAPAS RUBBER PLANTATION AND INVESTMENT COMPANY,
63-65 CROCKER BuiLDING, SAN FRANCISCO, CALIFORNIA, U. S. A.


Telephones,
for Interior, Short Line, Intercommuni-
cating and Hotel Work Write us for
prices, cataloue, Wetc. with testimonial
and references. Estimates cheerfully prices, catalogee, etc., with teestimonial
and eferencees. Estimatee cheerfully
furnisher. Agents wanted. THE SIMPLEX INTERIOR

31 Main St., Cincinnati, Ohio.
ELECTRO MOTOR, SIMPLE, HOW TO
 tric motor devised and const ructed with aview to askist-
ing amateurs to make a motor which militht be driven
with advantage by a current derived froma huttery, find



TMis
GRINDER

W. F. \& JOHN BARMES

Trousers hanger, S. J.
Truck, R. S. Schoelch.


ELECTRIC AUTOMOBILE. - DIREC-


|  | ICKERMAN'S |
| :---: | :---: |
| -2 | DURABLE DESKS |
|  | Don't buy until you get our cat alngue100 pages of money saving values. |
| merican sto | STOOL CO.. $33 \mathrm{H}=\mathrm{w}$ ard St., New York |

## UPRIGMT DRILLS


 , moint



YOUR BICYCLE May need a new crank hanger or hiqher cear. We can
furnish crank Wanger compleee with cupar and cones The Avery \& Jenness Co., 60 S. Canal St.. Cnicago, III. BY-THE-BYE, WHEN YOU BUY A BICYCLE BUFALO KING. BUFFALO KING.

 THE BICYCLE: ITS INFLUENCE IN




THE G00DYEAR
Puncture Proof Tire


Outwearis
ALL OTHERS.

The Goodyear Tire and Rubber Co., Akron, 0 Largest tire makers in the world.


1901 Models, $\$ 10$ to $\$ 18$


 cin



TRADE MARKS.
Blackboards, American School Furniture
Boots and
and shoes, Munroe,
Packard





Guano, 1.1. Colchester.









## LABELS




A printed copy of the specification and drawin

 Canadian patents, mayy now be obtantew yotre the in-
ventors for any of the inventions named in the fore




FOR SALE-A CHILD'S KNIFE BLADE

days from dat
patint
May $18,1801$.
MORAN FLEXIBLE JOINT
 CopYRIGHTS \&C nyone sending a sketch and descritition may
 sent free. Oldest apency for securing patents.
Patents taken through Mull
Ppecial not ice. without chatye. receive
Scientific American.
人 MUNN \& Co.asi Beamea.. New York
 $1 / 2$ H. P. GAS ENGINE CASTINGS






SALE IN EDUROPE, particulaliIy in France of

DIAMONDS \& SAPPHIRES MENDOR ${ }^{\text {foll mechanical }}$ Curposes STATLER'S Aman- HOTEL



## 

REVERSING STEAM TURBINE.-PAR
 is oftice, and from all newsdeale
LYON \& HEALY'S RRASS BAND
Own Make


NTM THE ANSONIA BRASS \& COPPER CO.


## 

 AUTOMOBILECARRIÄGE
S.
S. M. DAYIS \& CO


## WILL SHIP C. O, D, FOR \$25.00

## WITH PRIVILECE OF EXAMINATION.

FREICHT PREPAID TO YOUR STATION.
YILLARD STEEL RANGE
 M. G. WILLARD, Manufacturer, 619 and 621 N. 4th St., St. Lours, Mo.

## Coivtericiraiais

 -MADE AT KEY WEST:-These Cigars are manufactured under the most favorable climatic conditions and from the mildest blends of Havana tobacco. If we had to pay the imported cigar tax our brands would cost double the money. Send for booklet and particulars. CORTEZ CIGAR CO., KEY WEST.


In the Matter of Detail From the thread of a screw to the finishing coat of
varnish, the most scrupulous care is exercised in the


Knox Gasoline Runabout.
 e in


In Sixth Year of Successful Service.


| We mate two |
| :---: | styles, solid rub-

ber or pneumatic ber or pereumate
tires, complete
$i$ with springs
wood
wheels.

The Brecht Automobile Co.,I205 Cass Av.,St.Louls,Mo.


## WALTHAM WATCHES

Over twenty-five years ago the American Waltham Watch Company stated that " 350,000 Waltham Watches are speaking for themselves in the pockets of the people." To-day EIGHT MILLION Waltham Watches are in
use throughout the civilized world.
"The Perfected American Watch", an illustrated book of interesting information about watches, will be sent free upon request.

American Waltham Watch Company, Waltham, Mass.

CRACKS IN FLOORS

|  |
| :---: |

PATENTS PROTECTED


The MITCHELL Motor Bicycle makes an average of 35 miles an hour over most
any sort of road without effort and with PERFECT SAFSTY.

 TEED. Information ent Pree. MיPd. only by
WISCONSIN WHEEL WORKS, Dept. G, Racine, Wis.


THE HUNDREDS WHO ARE USING THE Thomas Auto=Bi
 other motor bityectes combinine. Ahis means it is the
best and the only practical motor bicycle made Sord or Catalogue and Testimonials. E. R. THOMAS MOTOR CO., 100 Broadway, Buffalo, N.Y.



