

# SCIENTIEIC AMERICAN 

 ESTABLISHED 1845MUNN \& CO., - Editors and Proprietors

## No. 361 Broadway, New York

TERMS TO SUBSCRIBERS
 the scientific american publications.

oney order, or by bank draft or check.
MUNN \& CO., 361 Broadway, New York.
NEW YORK, SATURDAY, DECEMBER 19, 1903.
The editor is always glad to receive for examination illustrated


## A MONUMENTAL STRUCTURE

The opening of the new East River Bridge last Saturday marked the practical completion of what must ever be regarded as one of the most monumental engineering works of this or any age; for there is a certain sense in which this new highway, wider than many a city boulevard, that has been flung with so bold a hand from shore to shore of the East River, must be regarded as the greatest feat of bridge construction in the world. It is, of course, impossible in comparing great engineering works to say broadly that this or that one is the greatest or the most notable. One structure, like the colossal cantilevers that span the Firth of Forth above the ancient city of Edinburgh, may claim the distinction of being the greatest of all bridges, on the ground that its individual spans are the longest ever built; and it is a fact that this structure contains two main spans, each of which is 110 feet longer than the 1,600 -foot span of our new East River Bridge. It might be argued that the Tay Bridge across the Firth of Tay, some forty miles to the north of the Forth Bridge, is entitled to the distinction because of its great length, the steel piers and girders stretching in an unbroken line for two miles across the waterway. The new East River Bridge surpasses all other great bridges in the great capacity of its suspended roadway, which not only has a clear width of 118 feet, but is double-decked, the total width of thoroughfare provided on the two decks amounting to 150 feet. This is nearly double the capacity of the old Brooklyn Bridge, which spans the same river about a mile and a half further to the south. There is no boulevard, nor any public thoroughfare, in Greater New York that can present such a scene of varied and voluminous traffic as that which will roll to and fro across the new structure, as soon as the necessary connections with our systems of transportation are made. There will be two tracks for elevated cars, four tracks for street railway cars, two 18 -foot roadways, each of which, by the way, will be as wide as many a country turnpike, while overhead will be two fenced-off roadways for bicycles and two broad footwalks for foot passengers. So stiff and strong is the 1,600 -foot span, so great is the inertia of the huge mass of steel framing and truss work of which it is built up, that when the bridge is loaded to its fullest daily capacity, it will hold the broad sweep on which its cables and floor system have been swung with so little variation of form, with such slight deflections, that it would take an engineer's transit and level to detect them.
important development in electric traction
The advantages to be derived from the use of hightension alternating current directly at the motors are well understood, and the memorable controversy which took place in London recently between the Ganz alter-nating-current system and the American direct-current system is fresh in the public mind. If high-pressure alternating current can be used directly at the motors of the car, it becomes possible to make a great reduction in the cost of the line wire, and at the same time the cost of the expensive sub-stations and plant for the conversion of the alternating current to direct current is saved. The alternating polyphase motor, however, has drawbacks which in many quarters are considered to more than offset the advantages above referred to, and it was these considerations which led, in the case of the controversy of the equipment of one of the London underground railways, to the adoption of the low-pressure, direct-current system, as almost universally used in this country. Two or three months ago, however, reports reached us from Germany of a new single-phase electric railway which was stated to be showing very satisfactory results. The single-phase traction motor, unless it develops some unforeseen difficulties, should enable us to secure all the advantages of transmission of the alternating
system with the advantages of convenience and flexibility of operation of the direct-current motor. We shall watch the performance of this new road with the greatest interest; for if they have produced in Germany a really reliable single-phase traction motor, they have taken a long step toward the practical application, the commercial application, of the high speeds which have recently been developed on the Berlin-Zossen line.

## THE CUNARD COMMISSION TURBINE TEST.

The Cunard Turbine Commission has lost no time in prosecuting its work of gathering reliable data concerning the performance of the turbine as compared with the reciprocating type of steam engine. Although the commission is examining each type of turbine whose design or performance renders it worthy of their consideration, their chief attention is naturally being directed to the work of the turbine afloat. Because of the difficulty of securing, in the case of marine engines, an exact measure of the work done, it has been decided to choose as a basis of comparison the actual performance of two sister ships, one equipped with the turbine, the other with the reciprocating engine. Accordingly, two steamboats of the London, Brighton and South Coast Railway are to be chartered and subjected to a highly scientific comparative test in service. The two boats were built at the same yard, and the lines of both were drawn upon data furnished by experiments in the model tank. One of them, the "Arundel," is a twin-screw vessel driven by reciprocating engines; the other, the "Brighton," is equipped with the Parsons turbine. The expert character of the commission, and the great care that will be exercised to exclude any disturbing factors from the be exercised to exclude any disturbing factors from the
comparison, will render their report one of the most valuable of its kind that have been rendered in recent years.

## A NEW STEAM MOTOR CAR FOR RAILROADS.

Another development of the motor-car system for operation upon the local sections of a trunk railroad line, has been inaugurated in Great Britain upon the Great Western Railroad. The section selected for this new service is a distance of seven miles in length, extending through the Stroud Valley between Chalford and Stonehouse. The Great Western is the second railroad in England to adopt this system of catering to the traveling public in connection with short-distance traffic, the pioneer railroad being the London \& SouthWestern, which introduced a similar service upon the Flatton local line of its system, and which we fully described at the time in the Scientific American.
Steam has also been adopted upon the Great Western vehicle as the propelling power, but the design of the vehicle is very dissimilar to that of the rival company, while furthermore its functions are different.
The cars have been constructed from the designs of Mr. C. J. Churchward, the locomotive superintendent of the Great Western Railroad, and each vehicle is self-contained. The coach measures 57 feet $3 / 4$ inch from end to end, by 8 feet $63 / 4$ inches wide, and 8 feet 2 inches in height (inside measurement). It is carried on steel underframes, supported upon two four-wheeled bogie trucks, one at either end. The forward bogie truck carries the engine and boiler. The wheel base of the coach is $451 / 2$ feet, and the motor bogie is 8 feet long, and the carriage bogie has a length of $81 / 2$ feet.
The car is divided into the passenger compartment and a small cab forward for the engineer or driver. The former is 39 feet in length and has accommodation for 52 passengers. The structural framing of the vehicle is of Baltic and Canadian oak, with paneling of Honduras mahogany on the upper part of the outside, while the lower part is incased with narrow match boarding.
The compartment is well appointed. The finishing work is in polished oak, and the roof is painted white with blue lines. The passenger seats are arranged longitudinally on either side of the vehicle near the ends, with cross seats in the center, the former having space for 36 passengers and the latter for 16 passengers. The seats are composed of woven wire with plaited rattan cane. The longitudinal seats are arranged in groups of three, each capable of seating three passengers. Depending from the roof on either side are brass rails attached to pendants, carrying leather hand loops to assist the passengers in walking through the coach while in motion. The car is entered at the rear end through a vestibule, 4 feet long, fitted with steps to facilitate passage to the car. Sliding doors of polished oak with glass panels allow communication between the vestibule and the passenger compartment. The cars are illuminated with 14 candle power gas lamps, the gas for which is stored in cylinders carried on the underframe.
The motor is placed underneath the vehicle upon the leading bogie truck. Steam is supplied from a vertical boiler with cone top, 9 feet 6 inches in height by 4 feet 6 inches in diameter, fitted with 477 fire tubes of
$11 / 8$ inches diameter. The working pressure is 180 pounds per square inch. The motor has $12 \times 16$-inch cylinders. It is attached horizontally to the bogieframe, and it drives the trailing pair of wheels, which are coupled to the leading pair of wheels. The diameter of the wheels is 3 feet 8 inches. The cylinders have balanced slide valves on top, and the valve motion is of the Walschaert type. With the boiler working at 180 pounds pressure to the square inch, the tractive force is 8,483 pounds. The water for the boiler is contained in a tank having a capacity of 450 gallons, carried under the car. Steam is generated by coal fuel. Although the engineer's compartment, which is 12 feet 9 inches in length, is placed at the forefront of the vehicle, the car can be driven from either end. Hand and vacuum brakes are fitted to each bogie, and these also can be operated from either end. For the convenience of the conductor and engineer, electrical communication between the two is provided. Altogether, the coach, as may be realized from our illusgether, the coach, as may be realized from our illustration, resembles an ordinary street railroad vehicle.
The functions of this car are different from those of the ordinary railroad train. In addition to stopping at the scheduled stations, it will also stop at intermediate level crossings for the convenience of passengers. The passengers will pay their fares on the car, and receive tickets. This arrangement has been adopted to meet the requirements of the passengers residing in the valley through which the track extends. Altogether, some 40,000 people live along the seven miles between Chalford and Stonehouse, and the existing stations in some instances are located at long distances from the homes of the passengers, so that the stoppages at intermediate points will prove very convenient. Although the district through which the track runs is, comparatively speaking, densely populated, yet the demands are not sufficient to render an ordinary train service remunerative, and this motor-coach system has been adopted as a more economical and satisfactory means of cheap and rapid transit. At present it is. only intended to maintain an hourly service in either direction, but this will be accelerated as the traffic demands increase.

The trial trip was made with a full load, and the vehicle was always under the complete control of the engineer. Even when stopping at the level crossings. on steep gradients, the coach was readily restarted, and the brakes proved highly efficient in holding the car stationary under such conditions. This innovation is purely an experiment, but should it prove successful in coping with the traffic demands upon this short section, it will be developed upon other local lines of the system, where an ordinary train service is maintained in many instances only at a heavy loss to the railroad company. These motor coaches will also prove valuable feeders to the trunk roads of the system.

## THE NEXT CONGRESS OF AMERICANISTS.

The Fourteenth Annual Congress of Americanists will be held at Stuttgart from Thursday, August 18, to Tuesday, August 23, 1904. The matter of arranging the Congress has been intrusted to Count von Linden, Prof. von den Steinen, and Prof. Seler. The subjects to be discussed by the Congress relate to the native races of America, their origin, distribution, history, physical characteristics, languages, inventions, customs, and religions; the monuments and archæology of America; the history of the discovery and occupation of the new world. Special correspondence relating to anthropology and ethnography is to be addressed to Prof. Karl von den Steinen, Berlin-Charlottenburg, Hardenbergstrasse 24. Correspondence re lating to archæology, to the history of the discovery of the new world, and to Central American subjects should be addressed to Prof. Eduard Seler, Steglitz, near Berlin, Kaiser-Wilhelmstrasse 3. The meetings of the Congress will be held at the Festiv Hall of the Koenigsbau.

A native fuel that is largely used for steam raising in India is Seebpore coal. The following are the results of tests which have been carried out by Mr. Fredk. Grover, A.M.Inst.C.E., with this fuel: Duration of test, six hours nine minutes; number of boilers in use, six; type and dimensions of boilers, two-flued Lancashire, 8 feet by 30 feet; draft at base of chimney, 1 inch of water; draft in the main of flues, $3 / 1$ inch; total number of pounds of water evaporated, 180,000 ; total number of pounds of coal used, $22,570.5$; actual evaporation per pound of coal, 7.97 pounds water; evaporation from and at 212 deg. F.-equivalent9.15 pounds water; maximum possible evaporation by calorimeter, 12.5 pounds water; percentage of ash drawn from boilers, 16.7; percentage of ash from calori meter, 11.5; original feed temperature, 100 deg. F.; feed temperature after heating by exhaust steam, 138 deg. F.; feed temperature leaving economizers, 240 deg. F.; coal fired per square foot of grate area,
19.1; total efficiency of the plant, 73 per cent; pressure 19.1; total efficiency of the plant, 73 per cent; pressure of steam in boilers, 125 pounds per square inch; percentage of $\mathrm{CO}_{2}$ in main flues, 8.4 per cent.

THE DEATH OF HERBERT SPENCER.
On December 8 Herbert Spencer, heralded as the "last of the great thinkers of the Victorian age," passed away at the age of eighty-three.
Herbert Spencer was born at Derby on April 27, 1820, the son of William George Spencer, a distinguished teacher of mathematics. He was educated by his father and by his uncle, the Rev. Thomas Spencer, a liberal-minded clergyman. At the age of seventeen he worked for the London and Birmingham Railroad as a civil engineer, following the profession with some little success. He assisted his father in philosophical experiments; and on his own account he began an enthusiastic study of the insect world, which resulted in a splendid collection of winged insects. The study of botany engaged no little of his time. He invented a new style of botanical press, and devised other improvements in botanical apparatus. His inventive faculties also found expression in the construction of printing presses and the making of type by compression of the metal instead of by casting. He was the inventor of the glyptograph style of engraving.
It was in 1852 that Spencer began to write his elaborate essays on the evolution theory, with which his name will ever be associated. At first his written work met with scant success. The publisher of his "Social Statics, or the Condition Essential to Human Happiness," had the first edition on his shelves for fourteen years before he sold it. The edition of "Principles of Psychology," one of the best known of his books, was disposed of only after the lapse of twelve years.

Although the public was slow to recognize Spencer, it must be confessed that English philosophers held out a helping hand to him. John Stewart Mill offered to assist him in circulating his writings by raising a guaranty fund to indemnify the publishers. Spencer declined the offer, preferring to allow his books to win recognition on their own merits.
It was in 1860 that he first announced his celebrated philosophical system of evolution. Coming, as it did, soon after the appearance of Darwin's "Origin of Species," when the public's interest was more or less aroused in the subject, his views met with somewhat heartier accord than had been their lot before.
To the credit of Americans be it said that they were among the first to appreciate properly the philosophical merit of Spencer's work. Indeed, American students have been among his most ardent supporters. They enthusiastically adopted his views, bought his books, and fought for his ideas. How.great was the appreciation of Americans for Spencer's contribution to the theory of evolution was shown at the time of the philosopher's visit to America in 1882, an event rendered memorable for a remarkable address on relaxation. It was in this address that he divided social life into three stages-war, work, and relaxation-and declared that men were overworking themselves absurdly. "We hear too much of the gospel of work," he said. "It is time to preach the gospel of relaxation." He himself carried out his own theories of relaxation, working in late years only three hours a day-work which was spent on his "Synthetic Philosophy," published in 1896. The Athenæum Club was the scene of his recreations. There he went to drink tea, to smoke mild cigars, and to play billiards, a game in which he had acquired no little mathematical skill in planning his shots. It was in the Athenæum billiard room where an epigram was uttered which has since become famous. Spencer had been playing billiards with a member who knew little of mathematics, but who did know how to play billiards. The unmathematical member beat the mathematical Spencer at the first game of billiards. Spencer tried again. The second game was another defeat for the philosopher. Spencer walked over to the rack, put his cue up, and remarked to his opponent: "Sir, to play a good game of billiards is a mark of a well-rounded education; to play too good a game of billiards is a mark of an ill-spent youth."
It hardly falls within the province of this journal to give an estimate of Herbert Spencer's philosophical work-work which was done largely in the field of speculative rather than in applied science. What the world owes to him chiefly is the destruction of old prejudices and traditions, the forcing of educators to make allowances for youthful immaturity in the bringing up of children. He did what he could to introduce a more rational consideration of things, particularly in the sphere of religion. Perhaps the book by which he is best known is his "First Principles," issued at his own expense in 1862-a book which brought him into notice, it is true, but which made him the object of a storm of abuse from philosophical conservatives. His argument that force never disappears, but is only transferred, is now a commonplace scientific axiom, but in his day it was the height of impiety. His "Principles of Psychology" shows how much he owed to Darwin, particularly in the physiological point of view which he took. It was only after he had issued the prospectus of his "System of Syn
thetic Philosophy" that he was recognized as a teacher of the doctrine of evolution.
Herbert Spencer was an Englishman to the manner born-cold, self-contained, rather narrow in his point of view toward foreigners. He never deigned to learn a foreign language. Perhaps his rather contemptuous dismissal of Kant's philosophy may be partly explained by this singularly British attitude. He refused membership of all scientific academies. For him it was most remarkable that he ever undertook to travel to America. The reason is probably to be found, as we have said before, in the enthusiastic reception accorded by America to his work. He was not much of a reader, although his works are erudite to a degree. Most of the facts presented were collected by assistants. His intensely British character caused him to become a most vigorous opponent of socialism. He looked upon mankind as the highest form of specialization in nature, and would hear nothing of restricting the liberty of the individual more than was absolutely necessary for the cohesion of society. Of the works composing his philosophical system, the following deserve particular mention:
"First Principles," 1862 (seventh edition, 1889) ; "The Principles of Biology," two volumes, 1864 (fourth edition, 1888); "The Principles of Psychology," two volumes, 1872 (fifth edition, 1890); "The Principles of Sociology," one volume, 1876 (third edition, 1885); "Ceremonial Institutions," 1879 (third edition, 1888); "Political Institutions," 1882 (second edition, 1883); "Ecclesiastical Institutions," 1885 (second edition, 1886); "The Data of Ethics," 1879 (fifth edition, 1888); "Principles of Ethics," 1892. Mr. Spencer's other works published since 1860 were as follows:


Herbert spencer.
"Education-Intellectual, Moral, and Physical," 1861 (twenty-third edition, 1890); "Essays-Scientific, Political, and Speculative," two volumes, 1858 -1863 (fourth edition, three volumes, 1885); "The Classification of the Sciences, to Which Are Added Reasons for Dissenting from the Philosophy of M. Comte," 1864 (third edition, 1871) ; "The Study of Sociology," 1873 (eleventh edition, 1885), and "The Man versus the State," 1884 (eighth thousand, 1886).
death of rear admirai bancroft gherardi.
Rear Admiral Bancroft Gherardi, retired, died at Stratford, Conn., on the 10th instant, where he had lived for several years. He retired from active service in 1894. He was born November 10, 1832. His father was of Italian descent, and his mother was a sister of George Bancroft, the historian. He was a graduate of the Annapolis Academy. In 1858 he was navigating officer of the "Niagara" at the laying of the first Atlantic cable.
During the civil war, in July, 1862, he became lieu-tenant-commander while attached to the South Atlantic blockading squadron, and was first engaged in active war at Fort Macon.
In the battle of Mobile Bay, Gherardi's vessel, the "Port Royal," which was, with the "Richmond," lashed to Captain Jenkin's vessel, was ordered cast off and gave chase to the rebel gunboats "Morgan," "Gaines," and "Selma," drawing their fire from the United States fleet, and materially assisting in Farragut's victory. In this action he distinguished himself for his coolness and bravery.
In 1866, becoming commander, he was stationed at
the Philadelphia navy yard and remained there till 1870. In August, 1887, he was commissioned to the rank of rear admiral and was ordered to the command of the New York navy yard. In 1889 he became commander in chief of the North Atlantic Squadron. In 1893 he, with the fiagship "Philadelphia," had command of the naval parade in the North River, which was very successfully carried out.
Admiral Gherardi was at the Barbados when the trouble with Chile occurred, and distinguished himself by the celerity with which he assembled our naval forces in readiness for threatened war. His last public appearance in Stratford was when he represented on the platform the United States navy at the union church McKinley memorial services, September 19, 1901. He was conspicuous in promoting the development of the present modern navy.

## science notes.

The cinematograph seems to have been rather successiully used by Paris surgeons for a very novel purpose, namely, that of exhibiting to medical students how typical surgical operations should be carried out.
Alcohol, suitable as a substitute for ordinary alcohol, is obtainable, according to a German inventor, from fæces by submitting the fæces to dry distillation, absorbing the gases produced in water, and distilling the mixture thus obtained. The residues from this last distillation may be used as the medium for absorbing the gases.
In a recent dissertation President Eliot, of Harvard, states that "the whole store of knowledge now available is too vast for any man to master, though he had a hundred lives instead of one, and its growth in the nineteenth century was greater than in all the thirty preceding centuries put together. . . . Culture therefore, can no longer imply a knowledge of every-thing-not even a little knowledge of everything. It must be content with general knowledge of some things; and a real mastery of some small portion of the human store."
Roman relics have recently been dug up in the heart of Paris. The distinguished French archæologist, Charles Magnew, has made excavations in the Rue Cassini, where he had long suspected there lay remains of old Roman glories. He discovered the cover of a tomb on which is sculptured in bas relief a Roman blacksmith, wearing his apron. In his left hand he brandishes a long pair of pincers and a for ceps. The right arm is broken off, but probably held a hammer. Mr. Magnew judges from the style of the work and from a piece of money of the time of Nero found near the tomb, that the work is of the first century.

## the current supplement.

On December 19, the great bridge which for the past seven years has been in course of construction across the East River was opened with appropriate ceremonies by the Mayor of New York. 'The bridge spanning the river from the foot of Delancey Street, Manhattan, to the foot of South Fifth and South Sixth Streets, Brooklyn, has a total length of 7,200 feet. From anchorage to anchorage this huge structure has a clear width of 118 feet, providing two elevated railway tracks, and two 18 -foot roadways, two footpaths, and two bicycle paths. There is no bridge in the world that can compare with this in carrying capacity. In the current Supplement, No. 1459, will be found what may well be considered one of the most exhaustive accounts of the construction of this bridge from the engineering standpoint, an account which is the result of a constant study of the bridge from the time excavation was first begun to the time when Mayor Low dedicated it to the public. Among the other articles of the issue may be mentioned a most interesting one by Prof. Fischer on "Mechanics as Exemplified in the Human Frame." 'The Lebaudy airship disaster is described and illustrated. The usual trade notes and miscellaineous notes will be found in their customary places.

The death is reported of James N. Skinner, the in ventor of the well-known Skinner chuck and a number of other mechanical contrivances. At different times he was connected with the Springfield Armory and Howe Sewing Machine Company; but afterward went with the E. Horton Company, at Windsor Locks, builders of chucks. He was with this concern fourteen years, during which time Mr. Skinner took out a num ber of patents, relating principally to chucks. He engaged in the manufacture of chucks of his own design in 1880, and seven years later the Skinner Chuck Company was organized, and since that time he had been with the company in the capacity of superintendent and director. Mr. Skinner's death took place on November 8 at New Britain, Conn.

THE LAONCH OF THE NEW TRANSATLANTIC LINER " BALTIC."
by harold j. shepst

The White Star Line have added another great vessel to the fleet of the International Mercantile Marine Company in the "Baltic." She is 1,930 tons larger than her sister ship, the "Cedric," making her far and away the biggest vessel ever built. Over all the "Baltic" has a length of 725 feet 9 inches, a breadth of 75 feet, and a depth of 49 feet. Her gross tonnage will be nearly 24,000 tons, her capacity for cargo about 28,000 tons, and the displacement at her load draught 39,800 tons, more than double that of any battleship afloat. It is interesting to compare these measurements with those of other large ships. They work out as below.

The launching, considering the nature of the event, was a comparatively quiet affair. The attendance was fairly large, but not nearly so large as it should have been when we consider that the largest ship in the world was about to be released from her position on the stocks and

| Length. |  | Seadth. | Depth. | ross | Tons. | Speed, |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  | 75 | 49 | 24,000 | 39,800 | $1 / 8$ to 17 |
|  |  |  |  |  |  |  |
|  |  |  |  |  |  |  |
| "Deutschland" 684 |  | 67 | 44 | 16,000 | 23,620 | 23.5 |
|  |  |  | act spe |  |  |  |

entered upon her work as a world's carrier. She glided slowly but gracefully into the river, and was brought up to her berth alongside the wharf with very little assistance from the tugs; in fact, she was considerably helped by the aid of the wind, which, at the time, was blowing a perfe'ct gale.
It will be seen at once that the new liner is near ly 20 feet longer than the express steamer "Kaiser Wilhelm II.," and over 3,000 tons bigger tonnage than her sister ship, the "Cedric." She confirms the White Star Line's reputation of turning out the biggest thing afloat, a feat which this company have now achieved on four occasions since January, 1899, when it launched the famous "Oceanic." T'his ship has a length of 704 feet and a gross tonnage of 17,000 tons, or 7 ,000 tons less than the "Baltic." A growth of seven thousand tons in less than five years must be regarded as a remarkable achievement, and an example of the wonderful progress in modern shipbuilding. Twenty years ago there was only one steamer, except the "Great Eastern," which measured more than 8,000 tons gross One has to remember, perhaps, that the great Cunarders will probably measure over 24,000 tons, but there is still time for the owners of the White Star Line to build another ves sel larger than the "Baltic" before the Cunard steam ers are launched.

The "Baltic" belongs to the same' class of ships to which the "Cedric," "Celt ic," and "Oceanic" belong She will be famous for her large carrying capacity, and her steadiness in rough weather rather than for her speed.


Length, 725 ft .9 in.; beam, 75 ft . ; depth, 49 ft ; ; displacement, 39,800 tons ; speed, 161/2 knots. THE "BALTLC," THE LARGEST SHIP AFLOAT.
onger. It will be situated on the upper deck, extend the full width of the ship, 75 feet, and will be ex ceptionally lofty and airy. It will seat 370 persons. Altogether, there will be accommodation for nearly 3,000 passengers, besides a crew of about 350 .
The "Baltic" is constructed on the cellular, doublebottom principle, and is divided into many water-tight compartments, exceeding all official requirements in this respect. The engines will be of the Harland \& Wolff quadruple-expansion balanced type, having cylin-


THE NEW SECTIONAL STEAMER "PONTONIER" FOR THE U. S. ARMY IN THE PHILIPPINES.


THE "PONTONIER" AFLOAT IN THE DETACHED CONDITION. EACH SECTION IS CAPABLE OF FLOATING ITDEPERDEITLY,
ders 33 inches, $471 / 2$ inches, $681 / 2$ inches, and 98 inches in diameter, with 5 feet 3 inches stroke. Steam is supplied at a pressure of about 210 pounds by eight doubleended boilers, each about 16 feet by 19 feet 6 inches, which will drive the monster at a speed of from $161 / 2$ to 17 knots per hour
Compared to the German fliers, the "Baltic" is a decidedly slow boat. She is nevertheless a money earner. Har working expenses must be less than half those of say the "Kaiser Wilhelm I I.," while she will carry nearly double as many passengers besides 28,000 tons of cargo. It is well known that the "Baltic" was insured by her owners against construction, launch, and trial risks for slightly over $\$ 1,500,000$. If this figure can be taken as any guide to the cost of such a vessel, she is cheap, remembering that the bills for the "Kaiser Wilhelm II." totaled $\$ 6,500,000$.

It is interesting to note that the tonnage of the White Star fleet now amounts to the huge total of 350,000 tons. It consists of 29 steamers, of which 25 are fitted with twin screws, and possesses no fewer than 21 vessels of over 10,000 tons each, including three of over 20,000 , one of 17,000 , and two over 15,000 tons. One can well remember the controversy in shipping circles on the wisdom or folly of building vessels 700 feet long when the first 700 -footer was launched, only a few years ago. It would seem that the 800 -foot boat is a decided possibility in the near future. - Curiously enough, however, while builders
are increasing the length are increasing the length
of their vessels, the widths and depths, particularly the latter, are being but very cautiously extended. The fact is, it is purely a question of harbor accommodation. A draught of nearly 40 feet is a serious matter, even for ports like Liverpool and New York.

## A SECTIONAL STEAMER FOR OUR COLONIAL POSSESSIONS

The accompanying illustration shows a vessel presenting something of a novelty in marine construction, which has been induced indirectly through our recent "imperialism." Since acquiring the various outlying possessions, and particularly those lacking the development of civilization, our Army Depart ment has become cognizant, even through its short experience, of the necessity for improved facilities in the handling of men, provisions, and munitions of war on army transports. A tender which could be taken aboard and transported bodily would have insufficient capacity; and the need for a larger boat therefore conceived the building of a sectional craft with certain new features to be introduced. Numerous boats of the sectional type have been constructed, some of considerable size, but with the intention of providing for one handling, and that they could be assembled where the facilities of shipyards and shipbuilders would be available. Our new possessions are lacking in such facilities; and again, it might be required to put the sectional boats in commission on short (Continued on page 463.)

## THE NOISE OF LIGHTNING.

by prof. John trowbridge.
Some recent experiments in the Jefferson Physical Laboratory show in a striking manner that the astounding noise of a lightning discharge is largely due to the dissociation of water vapor; moreover, the length of such discharges is greatly modified by the amount of moisture present in the clouds. This latter conclusion seems almost self-evi dent; but the following experiments brought out the fact with what may be truly called dazzling distinctness.

The experiments grew out of my long study of the spectrum of water vapor; and abandoning for the nonce the baffling study of the spectra of water vapor in glass and also quartz tubes, I resolved to. study the spectrum produced by electrical discharges of great quantity in air saturated by moisture. In order to obtain such discharges I used a storage battery of twenty thousand cells to charge large glass condensers. I also had a transformer constructed which was excited by an alternating current of 110 volts. This transformer has several interesting features.

It consisted in the main of nineteen flat bobbins of fine wire slipped upon a laminated iron core. The bobbins are one foot across and three-quarters of an inch thick; and are separated from each other by plates of glass one-eighth of an inch thick. No insulating or otherwise protecting covering is placed upon the exposed portion of the coils. The open ness of the construction permits of many methods of joining the coils for quantity or intensity; and also permits of the easy removal of any bobbin which may become defective.
The coils are slipped upon the lamin ated core of a closed magnetic circuit and the electromagnets of the primary circuit of the transformer are on a por tion of the magnetic circuit not em braced by the bobbins of the fine wire circuit. By this arrangement I avoided a short circuit from the secondary to the primary, and also the possible heating due to long running of the primary current. This latter point is an important one to be considered in the construction of transformers for use in spectrum analysis, where several hours of exposure are often necessary. Large
wire was used in the construction of the primary coils, a method of construction due to Dr. William Rollins, of Boston. The construction of this coil is an approximation to the magnitude of transformers used in practical employments of electricity. I am firmly convinced that physicists must enlarge their experimental appliances in order to study electro-dissociation. It would be even desirable to put at the dis-


Determining the Temperature of Heated Parts.
posal of the investigator in spectrum analysis transformers of the magnitude employed by the Niagara Construction Company. The transformer I have described was excited by six amperes, and gave a spark of great body of two inches when Leyden jars were
a heavy cloth around the ears. The striking distance of the sparks was increased by the employment of the wet terminals from two inches to four. The deafening noise was probably caused by the explosion of the hydrogen and oxygen gases produced by the dissociation of the water vapor. The noise of lightning discharges is doubtless enhanced in the same manner by the presence of great moisture in the clouds. Fig. 2 is a photograph of the electric discharge between water terminals, extending over the wetted surface.

Fig. 3 shows the spectrum of water vapor at $\varepsilon^{\dagger}+$ mospheric pressure, together with other atmospheric lines. This spectrum must be regarded as the spectrum of lightning when the lightning discharge takes place in regions not more than a mile high and between clouds heavily laden with moisture. In the photograph, $A$ represents the portion of the sun's spectrum near the two great $H H$ lines, the strongest lines in the solar spectrum. $B$ is the spectrum of water vapor with characteristic doublets; $C$ and $L$ are sipectra of atmospheric air, showing traces of vapor.

## AN OPTICAL PYROMETER

In our various industries, accurate


Fig. 2.-The Electric Discharge Fig. 3.-Spectrum of Water Vapor at Atmospheric Pressure, Between Water Terminals. Together With Other Atmospheric Lines

## THE NOISE OF LIGHTNING

tromotive force to leap from one surface of a liquid to another. For this reason it is rare that lightning strikes the surface of level water
I therefore, having saturated two pieces of wood with distilled water, wrapped them with cotton wool which was also heavily saturated with distilled water. When such terminals were separated a distance of four inches, a torrent of extremely bright sparks leaped across the interval. The noise of the discharge was deafening, and the operator was compelled to stuff his ears with cotton, and furthermore to wrap


The Thermo-Gage.
chining tools, as well as the quality of the finished tools, depends in a large measure upon the temperature at which the steel has been annealed, and the keenness which can be given to the edge of tools, and also the length of time the tool can retain its sharpness, depends altogether upon the temperature at which it is hardened and tempered.

In many steels, the range of temperature at which


Measuring the Temperature of a Hardening Furnace.
they can be successfully hardened is very small; but in no steel can the best results be attained in a variation to exceed 50 deg. Fahr., whereas in most steels the variation of one-fourth this amount would prove in jurious.
Observations have shown that the steels which are capable of producing the best tools are those which can be hardened successfully only within narrow lim ts of temperature.
On account of the interest and importance of the cor rect measurement of temperatures, each new pyrometer that comes out is of interest to the public just in proportion to its possibilities in filling the require ments. The Morse Thermo-Gage Company, of Tru mansburg, N. Y., have brought out a thermo-gage whicl will be of considerable interest. This thermo-gage is based on the comparison of color or degree of incan descence.
While these patents cover a multitude of forms in which the gage can be used, the form which is gener ally used is illustrated. In further explanation of the construction of the gage, we would add that inside the lamp tube illustrated is provided an incandescent lamp with a large filament in the form of a conical coil.
This filament is heated to the different degrees of incandescence corresponding to the different tem peratures by an electric current taken from a stor age battery. In the circuit of the lamp is included a delicate ammeter and a rheostat with finely-divided increments of resistance. With the aid of the rheo stat the amount of current passing through the lamp can be regulated to any degree, and can be read on the scale of the ammeter. A table accompanies the in strument, which will enable the operator to know the temperature of the filament by the readings from the ammeter
When this filament is superposed over the substance whose temperature is to be gaged, so that the substance can be viewed through the spirals, it will appear as a more or less bright spiral against said substance if it is at a higher temperature than the substance; on the other hand, if it is at a lower temperature, it will then appear as a more or less dark spiral against it; but when the substance and filament are at the same temperature, then the filament will apparently be obliterated from view, and appear to merge into that f the substance. This is because the rays then emitted by the substance whose temperature is to be gaged are identical with the rays emitted by the fila ment, and therefore the eye detects no difference. This merging effect is a well-defined phenomenon, and will enable the operator easily to read temperatures accurate within 5 deg. Fahr.
If it is desired to measure the temperature of any substance heated to incandescence, the substance is viewed through the lantern tube and the coils of th filament, and the incandescence of the filament is changed by the rheostat until it merges into the sub stance, when it will be at the same temperature as the substance, and the temperature can be read by the aid of the ammeter and the table accompanying the instrument. If, on the other hand, it is desired to heat a substance to a certain temperature, then the current is regulated by the rheostat until the ammeter indicates the desired temperature; then, as the sub stance is heated, it is observed through the tube, and he instant that its temperature is such that the filament of the lamp merges into it, it will be at the desired temperature.

## AN ODD CASTING

The accompanying photograph is a picture of a unique casting recently turned out by Daniel Galvin, a skilled artisan and molde of this city. Mr. Galvin calls the design "The Old Kentucky Home," and its chie claim to distinction lies in the fact that it was made at one casting.
A few years ago Mr. Galvin created some thing of a sensation among molders all ove the country by turning out complete, at on cast, a metal representation of the "Old Oaken Bucket." His latest achievement, on which he worked for some months, at leis ure moments, far surpasses his first effor in this line.
"The Old Kentucky Home" is of brass. It represents a cottage with a colonial front, surrounded by a yard and a panel fence. Every detail of this truly admirable piece of mechanism is complete and correct. It seems almost impossible, even to a man experienced in the secrets of Mr. Galvin's craft, that it could have been produced, intact and entire, at a single casting. No molder who has examined it has been able to solve the riddle of Mr. Galvin's discover in the line of castings.
The base of the design measures $81 / 2$ inches by $61 / 2$ The fence is eight inches by six, and one inch in height. The posts, panels, etc.; are worked out with as much care as if the model were of large size. The house proper is $3 \% / 4$ inches long, $31 / 2$ inches wide and
$31 / 4$ inches in height. There are three sets of steps, three doors, six windows, three rooms, three chimneys, and a dormer opening in the attic. The house is not solid, having an interior as perfect and symmetrical as the exterior. Even the air spaces in the garret above are worked out with a fidelity that is wonderful. Mr. Galvin is a well-to-do citizen and popular artisan. He is connected with a large local foundry and repair shop in a responsible capacity.

How Edison Perfected His Storage Battery.
The writer of this lives near Edison's laboratory and is in a position to know something of what is going on there. We believe that very few inventions have been so thoroughly worked out and perfected before being offered to the public as this one. Not only once but repeatedly, within the long term during which


## dIAGRAM OF THE THERMO-GAGE.

Edison has been working on this battery, his associates in the laboratory have been quite satisfied with it-have believed it to be practically perfect and have urged him to begin its manufacture for the market. But he has until now persistently declined-invented some new and apparently needlessly severe test for the battery; and in every case where any weakness whatever has developed even under extreme tests, not likely to be met with in practice, has gone to work again with inexhaustible patience and persistence to overcome such point of weakness.

Edison set out to remedy all these defects (of the lead cell). His battery is considerably lighter for a given power-uses no lead; power can be taken from it rapidly without injury-it has been short-circuitedand immediately afterward found in good working condition; it can be charged much faster-power for a forty-mile run for an ordinary car can be put into it in an hour without injury; it can stand idle indefinitely without deteriorating; it uses no acid.
These results have been attained by what we know to have been a very exceptional and thorough process of step-by-step invention in which expenditure of time and of money have been literally disregarded-disregarded to an extent not possible with most inventors.
These batteries have been put into all sorts of standard electric vehicles and run-by men knowing absolutely nothing about them and only how to work the levers-over all sorts of roads, up hill and down, in all sorts of weather. A battery has been rigged up on a jack out in the yard of the laboratory so that whenever the nower was running-about ten hours a day-


AN ODD CASTING.
it was continuously raised up and let fall upon some logs; this was kept up for months to study the effects of far more severe jolting than can be given to it in service. A battery, after having its more delicate electrical connections taken off, was thrown out of a third-story window of the laboratory and then with nothing else done to it except put on the electrical connections, it was tested and found to be efficient. The men driving the experimental vehicles or, rather, the standard vehicles equipped with experimental batteries, were repeatedly given directions to start out and take every right-hand turn for seven turns regardless of the road or where it led to, and then home
gain. These men drove the vehicles every day for many months and purposely gave them the most severe possible tests. In short, we know whereof we affirm when we say that it will scarcely be possible for any user to give one of these batteries as severe a test as they have received.-American Machinist.

## Conditions Governing Entries in United States for whe Gordon Bennett Cup Race.

The Automobile Club of America is open to receiv entries for the cup race, upon the following conditions: 1. Each entrant shall deposit with this club the sum of six hundred dollars.
2. The racing committee of this club shall decide which of the entrants may compete in the cup race. This decision may be arrived at by a contest, or by the committee without a contest.
3. Any entrant who is not nominated by the racing committee for the cup race shall have his entrance fee returned to him.
4. Any entrant who, after being nominated for the up race by the committee, does not start, shall for feit his entrance fee of six hundred dollars.
5. If three entrants are nominated to take part in the cup race, each entrant shall have two-thirds of his entrance fee (after deducting his proportion of the expenses incurred in holding the race) returned to him, provided he starts in the race.
6. If two entrants are nominated, each of such en trants shall have one-half of his entrance fee (after deducting his proportion of the expenses incurred in holding the race) returned to him, provided he starts in the race.
7. These rules are supplemental to the rules of the Gordon Bennett cup race, by which each entrant agrees to abide.

## Accidents to the Lebaudy and Langley Flying

 Accidents which have lately occurred to the Le baudy airship and the Langley aerodrome (described respectively in our issues of December 5 and October 17) have shown the weak points in both the "lighter than air" and the "heavier than air" types of flying machine. The Lebaudy airship came to grief on November 21, by being driven against some trees when making a landing, while the Langley aerodrome was again launched over the Potomac River on December 8, with the result that it darted upward, described a circle, and plunged into the river, striking bottom and being afterward pulled with difficulty out of the mud, whence it came in a demolished condition. Mr Manly, the operator, fortunately escaped with a wet ting. The accident was laid to the failure of the launching apparatus to work properly; but as the reports state that the machine shot straight forward some yards before darting upward and turning a som ersault, it would seem as if the launching apparatus was not so much at fault as that the operator was unable to control the aeroplanes, or, at any rate, to control them quickly enough to avoid disaster. This accident has put an end to Prof. Langley's experiments for the year, and it has again demonstrated that a flying machine constructed on the aeroplane, or "heavier than air," system, is an exceedingly diffi cult thing to control. The Lebaudy disaster, which will be found illustrated in the current Supplement, has shown the weaknesses of the airship type of fly ing machine, should a moderate puff of wind occur at an inopportune moment, when a landing is being made.The Largest Public school.
A new school is to be erected in Hester Street, between Essex and Norfolk Streets, and facing Seward Park, New York, which will be the largest in the world. It will occupy 200 feet on Essex Street, the same on Hester Street and 75 feet on Norfolk Street. The height, six stories, exceeds that of any present school. There are to be a basement and sub-cellar, and in the basement will be an auditorium capable of seating 1,600 . The school will be able to accommodate about 4,500 pupils. Altogether there will be 124 classrooms.
The building will be practically two schools, one for boys and the other for girls The entrance for the girls will be in Nor olk Street and that for the boys in Essex Street. On the sixth floor will be a gymnasium, cooking room, workshop, two baths, lockers and seven classrooms. The exterior of the building is to be of buff and blue Indiana limestone and the interior will be finished in oak. It will be the first school in this city to have elevators to carry the children to the upper stories.

Each fruit grower of New York will be furnished with a padded barrel' by the State Commission to the World's Fair. The barrel will be packed by the grower and shipped to the Fair at State expense

## A SECTIONAL STEAMER FOR OUR COLONIAL

 possessions.(Continued from page 460. )

notice wherever the transport happened to be. These conditions necessitated further development of the sectional boat, to make it practical for assembling, with the members afioat, or when put overboard separately by the ship's derrick. The department issued a call for bids, stipulating the requirements, and leaving it with the bidders or builders to make their own plans and specifications, and to rely on their own ingenuity to fulfill the contract. The proposal coming from one of the New York yards, the Gas Engine and Power Company and Charles L. Seabury \& Co., Cons., at Morris Heights, N. Y., was accepted. The different members of the sections, with the varying size and weight, and the weight of the equipment they carry, must naturally have different displacements when put afioat, and be brought to a common waterline before attaching to each other. They must be quickly assembled, and under great difficulty at times when the sea is rough; they must also have sufficient strength to at once become capable of operation, and.to stand the strain of the waves, with their own weight. In the length over all she is 80 feet; beam, 18 feet; draught, 3 feet 6 inches. A light draught is essential, as the greatest advantage would be realized in her use for embarking and debarking men, munitions, etc., in waters which would not be navigable for vessels of great draught. With a full load her displacement will be 72 tons, on which the draught is calculated. She is of steel construction throughout. With the steel deck each member becomes watertight or boxlike in form. The bow section is comparatively short, carrying derrick and the anchor equipment, with chain and store lockers inside. The quarter section, or that next to the bow section, serves both as a hold for the cargo and as quarters for the crew; in fact, will berth twenty men if required. The third section carries the boiler, the coal bunkers, and a portion of the water storage. Her coal capacity will be thirteen tons, giving her a liberal running radius. On the top of this third section is also fitted a pilot house (portable), with or without which the vessel may be operated. The section next aft the boiler, or fourth section, will carry the driving power intact, that is, the two engines, for she will have two, their shafts, and the propellers, thus keeping them in perfect alignment and without danger of being disturbed. A portion of this section, measuring 11 feet 6 inches fore and aft, is cut off with an inside bulkhead to give quarters for the officers. The boiler is of water-tube pattern, and her engines two-cylinder or compound, measuring 6 inches and 12 inches and having piston stroke of 9 inches, capable of giving her a speed of ten miles per hour. The fifth section composes the oval counter, which may or may not be used. As this section comes above the water line, its omission gives the vessel a square stern effect,

When putting the vessel in commission, the boiler section will first be fioated, having the greatest weight and establishing the waterline, and the others may follow in order, working either fore or aft. They are fitted with sea valves, and sea water is admitted into their bottoms until they reach the common waterline. Two sections coming together have their ends fitted with cones of about 14 inches diameter, one set point ing inward, the opposite pointing outward. On the deck of each section is fitted a small windlass with a steel cable which works on a differential system. The cable connects cones of one section to the other, and the windlass being operated, brings the four cones together, one from each section engaging that of the one adjoining. When all have been secured, the water ballast is removed by steam siphon connection, and they are reinforced by connecting bolts, one section to the other. The boat is now ready for use as soon as the steam connection between the engine and boiler sections can be coupled, and the piping for the water feed connected to the pumps.
When required to be taken apart for reloading on transport, the operation is simple, involving only the breaking of the steam-pipe connection, removal of bulkhead staybolts, and relaxing of the cables holding the cones, to disengage them.
The contract provides that a demonstration shall be made prior to acceptance, to prove i e practicability of the scheme, and after this has been given official attention, the vessel will be sent to Washington, where she will be used temporarily for drilling, until assigned to one of the transports.

The fact that 75 per cent. of the central electric stations of the United States are in places of less than 5,000 inhabitants, as compared with 22.8 per cent. of the gas plants, indicates the wider distribution of the electric stations which have enabled the inhabitants of the small places to enjoy illuminating facilities confined heretofore to the larger cities and towns.

## (1)dxxempandente.

Palmetto as a Source of Cellulose
To the Editor of the Scientific American:
Your exhibit of facts of the material of the paper trade in issue of November 14 was as valuable as it must be interesting to thousands of readers.
1 remember reading recently that the only reason why palmetto in Florida was not used for pulp for paper was because there was no water power there to use in its conversion.
I am very familiar with that State, and I know of only one water power in the State possible or feas ible. That one is in its wild state, and surrounded by thousands of acres of native palmetto, which grows up and falls down annually, unused.

Dr. J. H. McCartney.
Rochester, N. Y.

## The Flight of Birds.

To the Editor of the Scientific American:
The very interesting articles in your good paper upon the fiight of birds lead me to mention a fact not noted by any writer whom I have read. In collecting bird skins I have found innumerable air cells, form ing a most delicate and wonderful network, between the body and the skin. In the pelican, one of our largest birds, this network of cells practically covered the whole body, and was very noticeable. Now if these cells work automatically, like the lungs, or like the circulation of the blood, being filled with or emptied of hot air, according to the purpose of the bird to rise, fioat, or descend, then surely we can better understand the ease with which birds seem to sustain themselves in the air during their long fiights.
Passumpsic, Vt.
C. D. R. M.

## Compressed Straw for Fuel.

To the Editor of the Scientific American:
While driving through the country a few days since, my interest was aroused by observing the scores of straw stacks just now standing all over the wheat country. Much of this straw will be burnt where it stands, the only way at present of getting rid of it. Could not some better use be made of it? Has no portable machine been devised which would cheaply convert this straw into compressed fuel, right on the farmer's premises, and thus save a large quantity of wood, which is often none too plentiful?
If such a machine is in existence, I would esteem it a favor to be put into communication with the makers. If not, perhaps the problem will commend itself to some of your readers.
H. Reader.

Kutawa, Assa., N. W. T., Canada, November 10, 1903.

## yellow Fever in Cuba.

To the Editor of the Scientific American:
In the Scientific American for October 31 or November 7, 1903, under "Notes," I noticed a statement that by good sanitation, etc., Cuba was gradually reducing the number of cases of yellow fever within its borders. This is a misstatement that is absurd to those who have read the medical literature of the last few years and is unfair to Cuba and to the United States army medical officers who helped free Cuba from yellow fever.
Not a case of yellow fever has originated in Cuba since three years ago last September. Occasionally a case is brought here from Mexico, but the patient is at once isolated, and in no case for over three years has the disease spread to others. So Cuba can be has the disease spread to others. So Cuba
said to be entirely freed from yellow fever.

Weston P. Chamberlain,
Capt. and Asst. Surgeon, U. S. Army.
Cabana Barracks, Havana, Cuba, November 10, 1903.
Radium and the Laws of the Conservation of Energy.
To the Editor of the Scientific American:
S. W.'s question, reprinted from Nature in the last issue (Nov. 7) of the Gcientific American without comment, shows the popular confusion of force and energy. The magnet will attract and hold a certain definite and determinable amount of magnetized metal, and thereby does a certain amount of work, but this done, the magnet has exhausted its power for the time being, until by doing work against the magnetic force, by gravity or muscular effort or otherwise, the "unsatisfied affinity" is again operative. When simply reposing in a drawer, it is parting with as much energy as a book lying on a shelf ready to fall to the fioor when gravity is allowed to act on it.
Radium, however, is continually giving off heat without apparent loss or change, an output sufficient to melt a considerable amount of ice hourly and to maintain this rate. It is doing work without apparent signs of weariness, and its disregard of the otherwise established principle of the conservation of energy is what is puzzling the whole scientific world. As to odors, which are extremely delicate tests for the pres-
ence of substances, the usual theory, while not absolutely proved, is by no means unreasonable, for the smallest weighable quantity, say 0.01 milligramme, must contain a vast number of molecules, a few of which may well affect our sensitive nerves of smell. It would hence require long periods of time for perfumed substances not noticeably volatile to lose an appreciable amount of weight, and from a closed vessel even ether will not find its way out very rapidly. A solid like camphor, which possesses a strong odor and a high vapor tension, rapidly wastes away in air, but can, of course, be preserved indefinitely in a closed space.

Arthur D. Wyman.
Cambridge, Mass.

## Optical Atmospheric Phenomena.

To the Editor of the Scientific American :
The writer once observed a sunset in Iowa which he wishes to describe as he saw it, not only on account of its singular beauty, but also because it furnished the key to the explanation of a piece of natural scenery which had often puzzled him, and the cause of which he had never seen accounted for.
No one can have failed to notice the fan-shaped rays which, at the time of sunset, sometimes, from the sun as a center, shoot up against the sky. Such rays now ascended likewise on the occasion here referred to; but in the place of fading out at some little distance from the horizon, they ran on, growing wider and wider until they passed over the meridian. Thence gradually contracting, they took their course over the eastern hemisphere, and on the eastern horizon centered in another point just opposite the setting sun. As light rays seemed to ascend from the western center, thus from the eastern point of meeting, to all appearance, dark rays arose, until the two systems met and blended in the meridian. The rich yellow and orange of these stripes, mottled in places with tiny clouds, made the sky look like one gigantic melon, and presented a spectacle as gorgeous as it was unique
Suddenly it occurred to the writer that these rays were cylindrical highways of light, which ran across the sky horizontally (parallel to the surface on which he was standing), at a considerable elevation over his head, and which (like a straight road in the line of vision) owed to perspective their peculiar appearance. They were caused of course by the transmission of the setting sun's light through apertures in the clouds ear the horizon.
Pella, Iowa.

## Canal Locks.

To the Editor of the Scientific American.
In your issue of October 10 I was very glad to find some data of the new hydraulic aanal locks at Peterboro (Ontario). But there were some misleading expressions, and I hope the following facts will also interest a great part of your readers.
At first I must state that the new locks are not the largest in the world, and then there is not only one such lock in the world; there are still three locks built after the same principle, i. e., locks supported by a single piston in a cylinder with compressed water. The first one, at Anderton (England), connecting the river Weaver with the Trent and Mersey Channel, was built as early as 1875 . Its dimensions are given below.
Two others, at La Louviere, Belgium, and at Les Fontinettes, France, were built in the years 1880-1888; their dimensions are also given below. The hydraulic lock in Germany referred to in your article is built on quite another principle; for the weight of the pontoon filled with water and its supporting structure is counterbalanced by the buoyancy of five swimming tanks, moving. up and down in great pits, filled with water and supporting five turrets on which rests the pontoon. The movement is produced by means of four screws, fastened in turrets at the corners of the pontoon and driven electrically, which are connected with the pontoon by four nuts fastened to it in such a way that they will move up and down as soon as the screws are moved by an electrically-driven gear. The dimensions of this lock are given also in the following table, and will show that this is the largest lock in the world. It is situated at Henrichenburg, near Dortmund, in the famous Dortmund-Ems Canal, and was built in the years 1894-1899 by Hanil \& Lueg from Düsseldorf and Harkort from Duisburg. The electric plant is from Lahmeyer, Frankfort-on-Main.

| Lock at- Anderton. | $\underset{\text { Louvière. }}{\text { Fa }}$ | $\begin{gathered} \text { © Les } \\ \text { Fontinettes. } \end{gathered}$ | Henrich enburg. |
| :---: | :---: | :---: | :---: |
| Meters. | Meters. | Meters. |  |
| Distance between wa- |  |  |  |
| Length of pontoon.. 22.85 | 43.2 | 40.60 | 70 |
| Breadth of pontoon. 4.75 | 5.80 | 5.60 | 8.8 |
| Depth ............. 1.35 | 2.40 | 2.00 | 2.50 |
| Diameter of lifting |  |  |  |
| Capacity of vessel to Tons. | Tons. | Tons. | Tons |
| be lifted.............. 100 | 360 | 300 | 750 |

K. 'A. MoLlenhoff, Engineer
the opening of the new east river BRIDGE.
By a curious and fortunate coincidence, it has fallen to the lot of the gentleman who as Mayor of Brooklyn had the honor of opening the Brooklyn Bridge some twenty years ago to perform the same ceremony as Mayor of Greater New York for the new East River Bridge. The opening of the bridge, which took place ot December 19, is an event of such importance that we have published contemporaneously with the present issue a special edition of the Supplement, in which the progress of the bridge, from the sinking of the foundation to the completion of the structure, is described and illustrated in very full detail. At the same time, we present herewith an entirely new set of views of the completed structure, which have been taken specially for the present issue.

The new bridge is the widest, the strongest, if not the most handsome of the large suspension bridges of the world. Its entire length between terminals is 7,200 feet, the length of the main span, center to center of towers, is 1,600 feet, and the extreme width of the floor, from railing to railing of the outside sidewalks, is 118 feet. The next largest suspension bridge is the famous structure a mile and a half down the East River, which is $1,5951 / 2$ feet between towers, 3,455 feet long between the anchorages, and 5,989 feet over all. It is in the great width of the floor and number of railway tracks carried that the new bridge exceeds the older structure. The present bridge is only 85 feet wide as against 118 feet, and carries only four tracks as against six. The new bridge, moreover, having the advantage of later improvements in the materials and methods of bridge building, will be a much stiffer and, relatively to the loads it will carry, a much stronger structure.
The foundations of the towers are of the towers are
timber and concrete caissons sunk in every case to bedrock. Above these are solid masonry piers, two for each tower, which are carried up to 23 feet above high water. Upon each pier, one at each corner, are laid four massive pedestal blocks of pedestal blocks of
dressed granite to dressed granite to
form the footings for the four legs of the towers. The


Entrance of Brooklyn Approach, Showing the Elevated Structure.
towers consist of four corner posts or legs strongly braced together, the two groups of four on each pier being connected by massive transverse lattice trusses and diagonal ties. The tops of the towers are 335 feet above the river and 442 feet above the lowest foundation. The center span is carried upon four 18 -inch steel wire cables which extend inshore 590 feet, where they are anchored to masonry anchorages. The inshore portion of the cables does not, as in the Brooklyn Bridge, carry the shore spans, but the latter are supported by the tower, the anchorages, and an intermediate pier.
A further point of difference from the Brooklyn Bridge is the method of stiffening the floor against deformation. In the Brooklyn Bridge this is accomplished by six shallow trusses assisted by a series of stiffening cables running from the panel points of the trusses to the tons of the towers-an unsatisfactory and unscientific arrangement, as the buckling of the trusses has moref than once proved. In the new bridge stiffness is imparted by two continuous lattice trusses 40 feet in depth and of great solidity: At each panel point of the trusses a deep plate-girder floorbeam, reaching clear across the floor, is riveted to the trusses. The stiffening trusses are 67 feet apart, and to support the floorbeams at the center, vertical ties are carried up from two points on the floorbeams to connect with light transverse trusses which connect the stiffening trusses overhead.

The new bridge has no terminal stations, the purpose being to provide a broad, continuous thoroughfare over which trains, vehicles, and pedestrians may pass .without any interruption, the bridge thus iorming a part of the street system of Greater New York.

Sea Water for Street Sprinkfing Although sea water is more effective in damping down dust on macadam roads than cadam roads than
fresh water, in fresh water, in
Hastings, where it has been used for street watering, objection has been taken to it on the ground that it inground that it injures the varnish
on carriages, while the tradesmen com plain that the saltladen dust from the streets affects articles of food exposed for sale, thereby endangering public health


The Brooklyn Anchorage.


The Roadway for Iwo of the Six Raliway Tracks.

December 19, 1903.

## ornithological discoveries on laysan.

by harold j. bolce.
Naturalists commissioned by the United States government have discovered on the distant island of Laysan in the Pacific some new birds, and many novel facts in regard to known species. The visiting scientists were perhaps the first human beings whom the myriads of birds that crowd this tiny speck of land had ever seen. In consequence, the visitors enjoyed an experience unusual in modern adventures. Birds representing species which in other lands wing hurriedly away at the sight of man, came up to the naturalists, looked curiously into their faces, perched on their writing tables, wonderingly inspected the tripod and other accessories of the cameras, and permitted themselves to be stroked.

The fact that these birds are ordinarily regarded as the wildest kind of species made a profound impression on the visiting scientists. "Wherever we went", said Walter K. Fisner, who under Dr. Charles H. Gilbert directed the Laysan expedition, "we were free to watch and learn, and were trusted by the birds. It was a most touching and unique exrerience, and one which uemonstrates all too forc-


A Large Colony of Laysan Albatrosses, Mostly Young Birds.
gressiveness of man against their kind, that impressed the naturalists, but also their astounding abundance. Small as this island is, it furnishes an asylum for uncounted millions of birds. Their combined cries and minstrelsy make such a deafening chorus that if the naturalists wished to converse, they found it necessary to shout at one another.
So dense is the bird life on this little island, that the various species have economized space by building their nests one above the other, and the scientists say that the similarity of these tiers of nests to the fiats in tall apartment houses is quite marked. For example, the petrel and the wedge-tailed shearwater live in burrows which compare with an apartment house basement. Above them dwell the gray-backed tern and the sooty tern. Higher still in bushes the red-tailed tropic bird and the Christmas Island shearwater have their apartments. Higher still in shrubs the Laysan finch and the miller-bird build their homes. The loftier branches of trees are filled with the redfooted booby, the man-o'war bird, and the Hawaiian tern.

The naturalists frequently crushed through the roofs of the petrel burrows, sinking to the knees in these subterran


A Laysan Finch.


Customary Activity Over a Large Colony of Sooty Terns.


Mr. Fisher Studying the Albatrosses of Laysan.

## ORNITHOLOGICAL DISCOVERIES ON LAYSAN

ibly the attitude of wild creatures which have not yet learned that man is usually an enemy."
Whenever a nest of white tern was approached, the birds would come and hover in front of the explorers. They would peer intently into the faces of the naturalists, as if attempting to discover the purpose of the unusual intrusion. Among the odd instances of lack of fear on the part of these birds of Laysan, was the action of an albatross, which came up and peered into Mr. Fisher's face and, finding that he was disposed to be friendly, began to make a critical examination of his camera. Many of the young birds of this species on the island permitted themselves to be stroked, and soon acted as if they had been reared as pets, so friendly
away; but while he was in'the act of focusing the instrument, the bird fearlessly stepped into the nest and began to cover herself with the lining of soft fiber. She was photographed several times, and was then bodily lifted off the nest and carried some distance, and an attempt was made by flaring the camera cloth in her face to frighten her away. She retired a moment to some neighboring grass, and the naturalists hastened back to the camera, but when they turned around they beheld the rail skipping rapidly back, and before a photograph could be had, she was calmly seated on her nest again.
It was not only the marvelous gentleness of the birds of Laysan, which had not yet learned of the ag.

A."Nest" of Gygis, the Bare Limb of a Chenopodium Bush.
ean bird homes. It was necessary in walking about to exercise great care, lest nests and eggs and young of all sorts of birds be trampled upon. Nesting room is at a premium, and every available inch in the island is pre-empted by some species. A curious thing is that these birds seem to understand that certain sections are allotted to them by inherited custom.
The lines of demarkation separating the bird colonies on the island are clearly fixed. Even related species, although near neighbors, do not nest in each other's territory. Thus the sooty tern (Sterna fuliginosa) inhabits an upper slope extending clear around the island, while the gray-backed tern (Sterna lunata) occupies a narrow strip near the beaches. Likewise the
white albatross has secured title to a large part of the island, while the black-footed albatross confines its home to the sand beaches. The blue-faced booby ( Sula cyanops) confines itself to a narrow, littoral sedgecovered slope. In fact, every species has a definite district. Thus horizontally and perpendicularly, the birds of Laysan are distributed, the boundari's of their cramped nesting places being fixed as if by statute.

It was found that on this little island, crowded with birds, the white tern deposits its one egg in a shallow cavity on the edge of a shelf of a rock. It would seem that with all the bustling bird life these eggs would be brushed off and destroyed, but such was not the case, although some of the eggs were balanced at the very brink of little escarpments.

The naturalists paid special attention to the subterranean bird homes. Those tunneled by the whitebreasted petrel (Aestrelata hypoleuca) are no less than six feet in length, and are crowded side by side. Those made by the wedge-tailed shearwater (Puffinus cuneatus) are frequently three feet long and often very much deeper.
The study of these excavated nesting places revealed the fact that they are very ancient. Year after year they have served as breeding homes for these birds. Laysan is in such demand as a bird home, that one species of migrants no sooner departs than another flocks in to take its place, and the times of departure of one kind and the arrival of another are as precise as the movements of planets.
Although the apartment-like arrangement of nests enables the birds to make the best possible use of the island's area, Laysan would be utterly unable to con tain all the birds that have chosen it as their breeding home if they arrived at the same time. "To find satisfactory places," said one of the scientists that explored the island, "the birds are obliged to take turns." Some species leave the place as soon as their young are strong enough to fly, and while they are in the act of de parting, newcomers begin to arrive to take their places. "In this way," said the scientist, "a most defi nite succession, which probably dates back thou sands of years, takes place year after year in the arrival and departure of ce tain species." Such is the law and custom in this bird Eden which until now, so far as is known, has been uninvaded by man
Whenever the naturalists fired a shot from a gun, thousands upon thousands of birds would suddenly fly about, crying out in a pandemonium of protest against the disturbance. Although the prevailing spiri of the teeming bird life is one of comity, there ar some exceptions. A notable one is that which ac companies the arrival of the white-breasted petrel. These birds migrate by the thousand to Laysan, their habits on land being strictly nocturnal. Immediately upon their arrival they take possession of their ancestral catacombs, but not without quarrels and contests, and so rampant are these petrels, that milder species expediently move : out of their way. The clamor of the petrels issues from under evefy bush and bunch of grass on the island. Even from under the sleeping place of the naturalists came the querulous notes.
The Hawaiian tern (Micranus hawaiiensis), a hand some little bird, lives exclusively on fish, yet it never dives for its food. It hovers over shoals of noi, and when one nears the surface, the tern swoops down and seizes it. Its fishing habits make this bird valuable to fishermen. It travels some distance to sea in search of its favorite diet. By following it, fishermen are enabled to locate the whereabouts of great schools of fish.
The white tern (Gygis alba kittlitzi) has the curious habit of never bringing less than two fish at a time to its young. It carries the fish crosswise in its bill, and sometimes returns from its excursions with no less than four fish thus carried. It was easy enough to understand how it captured the first fish, but the naturalists were unable to comprehend how the bird managed to retain it while securing additional ones. Its ability to hold three fish in its bill and still capture a fourth was particularly puzzling. This bird is
strikingly beautiful, its plumage, with the exception of a black orbital ring, being pure white.

The expedition resulted in the discovery of a new species of tern, which Mr. Fisher has called Procelsterna saxatilis because it lays its eggs in hollows among the rocks. A peculiar species of teal was found on Laysan. Although ducks are regarded as the wildest kind of fowl, these Laysan teal would come up to where the naturalists stopped at nightfall, and would walk about like barnyard fowl.
Mr. Fisherohas prepared for the government a fascinating account of the dance of the albatross, which he witnessed on Laysan. This account was published in the 'last number of the Scientific American, and need not here be repeated.
The island of Laysan, where these interesting observations of bird life were made, lies in latitude 25 deg. 42 min . south, and is 800 miles west of Honolulu. It is an old atoll, its highest point above the sea not exceeding 30 feet. It is but three miles long and one and one-half wide, and although it belongs to the United States, has escapedeattention until now.

## CALIFORNIA STRING BEANS.

The largest string beans in the world may be seen growing in the gardens of Charles Richardson, in Pasadena, Cal. They range from thirty to forty-three inches in length and average half an inch in width. They are not only enormously large but they make a delightful table delicacy when cut and stewed and prepared with cream and butter. The commercial


TEN THOUSAND YARDS OF bEANS ON A THIRTY-FOOT ROW.

Experiments on White Lead and zinc Paints.
Apropos of the proposed substitution of paints having zinc white or other zinc compounds as a base, for white lead paints, M. J. Breton, a French scientist, has lately made a series of experiments upon the relative merits of different paints. He submitted a series of paints whose base was white lead or oxide of zinc to different actions and attacked them by strong reactive agents. From these experiments he brings out the fol owing facts: White lead resists the action of certain acids better than its substitutes, but on the other hand it is quite inferior under the action of heat, of sudden changes of temperature, also of hydro-sulphurous emanations and certain strong oxidizing agents such as hypochlorite of soda. Besides, the white lead paints are much less adherent to the surfaces to which they are applied and have a marked tendency to blow up. The addition of sulphate of barium to white lead, while it diminishes its covering power considerably, does not seem to render the paint any less resistant. The addition of siccative to zinc oxide in the proportion needed to give these paints a drying quality which is equal to that of the white lead paints, does not diminish the resistance of the paint and appears on the contrary, a least in certain cases, to increase its solidity. The white lead forms a simple mixture with linseed oil, and not a combination, and the mixture is less homo geneous than that which is formed by oxide of zinc.
By a series of different methods which give very concordant results $M$. Breton compared the covering power of white lead and zinc oxide. He found that for an equal weight the spreading capacity of the zinc oxide is nearly double that of the white lead. For equal volumes, the cover ing power of zinc oxide is superior to that of the white lead, but as for equal quantities the first of these bodies forms a much less fluid mixture with the oil, it is neces sary in practice to make the zinc paint thicker. in order to obtain the same result. He shows that fresh white lead paint gives off emanations containing lead and which may in some cases bring about serious consequences to persons who are obliged to breathe them. This series of experiments forms a new argument in favor of substituting zinc for lead paints, which is so much to be desired from a hygienic standpoint, and presents so many advantages from a technical point of view.

## Radium in America. Prof. Alexander Prof. Alexander H Phillips, of Princeton, is

 reported to have stated that radium exists in this country in carnolite, an ore from Utah. The professorgardener would find them a most profitable production, for the vines bear profusely and the beans are so large that one of them is more than a single person can comfortably manage.
These beans are of an aristocratic species and do not claim alliance with the common string bean. California botanists class them as belonging to the genus Dolichos, but owing to their great length they are more popularly known as "yard beans." The plants are natives of China and Japan and the seeds were sent to Mr. Richardson from Japan
Early in the spring he planted them in a well-spaded, well-fertilized trench and put up a trellis seventeen feet in height to support the vines. The seeds sprouted quickly and the plants began to grow with a vengeance. They climbed to the tops of the poles and then turned around and began to grow backward. They are now twenty-five feet in length and are still growing. The row is thirty feet long, contains fifty vines and it has been estimated that the crop amounts to ten thousand yards of beans. The beans grow in clusters and can be easily and quickly gathered. The fragrant lavender blossoms resemble those of the sweet pea. They are peculiar in their habits, living but for a day, opening with the sun and dropping their petals when the sun goes down. The leaves are long and wide and grow in clusters of three. The vines are very clean and attractive and would be decidedly ornamental in any summer garden for either fence or trellis covering. The beans are best for eating when about twenty inches long. In flavor they excel that of the ordinary string bean.
found on experimenting that from twenty-five pounds of carnolite a sample of radio-active barium chloride can be obtained, which will give about 1,500 activity. This activity, while not so powerful as that obtained from some European ores, is sufficient for many practical purposes. A company has been formed to place this new substance upon the market, and it is expected that it can be produced in paying quantities.
Carnolite, while not a very common ore, is found in good quantities in Utah, and very likely in other places in the Rocky Mountains.

Premiums for Improved Methods in Manufacturing Varnishes.
At the third general meeting of the Association of German Varnish Manufacturers recently held in Berlin, the board of directors was empowered to offer premiums or prizes of several thousand marks for methods of manufacturing varnishes which involve noteworthy improvements. As an important subject for consideration, a method for the deodorization of oil of turpentine is mentioned. The jury for awarding prizes consists of the board of directors and four other members Communications are to be addressed to Mr. Louis Mann, commercial judge, Berlin, W. Meinecke Strasse 4.

Actinium is a metal whose radio-active properties rival those of radium. As yet little, if anything, has been done with the substance in this country. Dr. George F. Kunz, Tiffany's diamond expert, is the lucky recipient. of a minute specimen, which is to be used for therapeutical purposes.


## TROLLEY FINDER.

Many inventors have with more or less success directed their attention to the task of contriving some simple device which will either prevent a trolley wheel from slipping off the line wire, or which will enable one to readily replace the trolley wheel after it has slipped off. The invention which we show herewith practically covers both of these requirements; for should the trolley slip off to a limited distance on either side of the wire, the latter will be caught by a spirally-grooved roller and fed back onto the trolley wheel. This device also possesses the further advantage of having no parts projecting above the trolley wheel which might interfere with the free action of the trolley or the finder. The rollers which are adapted to feed the line wire back onto the trolley wheel, have approximately the form of a cone, and are mounted with their axes inclined upwardly from the trolley harp. The rollers are loosely journaled on studs, which are threaded into rocking frames supported on the pro jecting ends of the trolley shaft. In order to retain these frames on the shaft, the latter near each end is peripherally grooved to receive the squared ends of bolts threaded through the hubs of the rocker frames. The rocker frames are preferably connected to form a yoke, which spans the trolley wheel, and to the outer end of the yoke a guide rod is fastened, which runs parallel with the trolley pole, and is fastened at its lower end to the trolley pole stand.
Now, supposing the trolley should slip off to one side, the line wire would be caught at some point in the spiral groove of the roller on that side, and as the car continued to move forward, the roller would rotate, feeding the wire laterally and upwardly until it was replaced on the trolley wheel. The object of having the axes of the rollers inclined is to give clearance for the trolley harp, and also to reduce the incline up which the wire must travel. Normally, the rollers will, under the action of gravity, assume the position shown in our illustration, that is, with the largest radial projection hanging downward, so that no portion of the roller will project above the trolley wheel. If the wire should slip clear of the rollers, it is a very easy matter to bring some portion of the rollers into contact with it, when it would automatically be fed back to the trolley after the car was started up. A patent for

trolley finder.
this invention has been granted to Messrs. F. A. Gra ham, F. F. Carmiencke, and J. R. Neely, Box 495, Muncie, Ind.

The Band Saw Is an English Invention.
The well-known English author of several books on woodworking machinery, Mr. M. Powis Bale, of London, takes issue with the Timber Trades Journal of the same city regarding the invention of the band saw, which was attributed by that publication to a Frenchman. He says:
"I notice that the invention of the band saw is attributed to M. Perin, of Paris. This is an error, as it was really the invention of an Englishman-one William Newberry, who, in 1808, patented a machine for sawing wood, in which an endless band or ribbon saw strung over two wheels was used. Owing to the difficulty, however, of obtaining saw blades that would withstand the strain put on them, the machine remained in abeyance for many years, till M. Perin, about 1855, introduced a much improve'd machine on which he used specially-tempered saw blades of French manufacture, and thus made the machine a practical commercial success. The early history of woodworking machinery is extremely interesting, and I would draw your attention to the marvelous patent specifications of Sir Samuel Bentham in 1791 and 1793, as they are truly remarkable examples of inventive genius, and
fully illustrate the old adage, 'There is nothing new under the sun.' In these specifications the principles involved in many of the most important woodworking machines at present in use are claimed and set forth in the clearest and tersest manner, including planing machines with rotary cutters to cut on several sides of the wood at once, veneer cutting machines, horizontal saws, molding and recessing machines, bevel sawing machine, saw-sharpening machine, tenon cutting by means of saws, and many kinds of rotary and boring tools. Well may the disappointed inventor say, 'Those beastly ancients have cribbed all our best ideas.' "

## SAFETY ALARM DEVICE FOR MARINE VESSELS

With a view to making vessels independent of the ordinary sounding line, as an indicator of approach to shallow water, Mr. Marshall Shepard, of 134 West 73d Street, New York city, has invented a device


## SAFETY ALARM DEVICE FOR MARINE VESSELS

which will automatically sound an alarm when the water beneath the vessel is dangerously shallow, thus giving time to reverse the engines or change the course and prevent possible accident by grounding. At any suitable point in the vessel a cylinder is arranged which opens through the hull and is provided at the top with a cut-off valve. Within this cylinder is a second cylinder threaded into a cap which forms a cover for both of the cylinders. Extending through this cap is a small tube, to the lower end of which a thimble is connected by means of a link. This thimble incloses a spring, on the lower end of which a block is secured, which carries a contact finger projecting through a slot in the wall of the thimble. The block is connected by means of links and a swivel joint to a ball at the bottom of the cylinder. This ball has bearing in a socket or seat which while holding the ball in place yet allows it universal rotary movement. De'pending from the ball is a rod formed of a close coil of bronze. This construction produces a fairly rigid rod, but one having sufficient spring to prevent breaking when coming in contact with an obstruction.

In operation the depending rod, on striking the ground or bed of the waterway, will be deflected, drawing down the spring block and bringing the contact finger into engagement with the contact piece on the cylinder wall. This completes the circuit of an electric bell and battery, as conventionally shown in our illustration, and the ringing of the bell warns the pilot of danger. The purpose of the cut-off valve on the outer cylinder is to prevent water from flowing into the vessel when the apparatus is removed for inspection or repair.

## First Dynamo Described in a United States

 Patent.The earliest United States patent on electric generators was issued on March 30, 1852, under the title "Electric Whaling Apparatus." The apparatus was the invention of Dr. Albert Sonnenburg and Philip Rechten, of Bremen, Germany. The invention provided a means for capturing whales "by the application of electric galvanic current conveyed by a conductor to the instrument commonly called 'whale iron,' or 'harpoon,' and which is used to be thrown into the fish." The current was produced by means of a "mag-neto-electric rotation-machine." The inventors describe their generator as a machine containing "four or more horizontal permanently-fixed boat-magnets placed opposite each other, which produce the electric current in four or any other convenient number of inductors. The inductors are attached to a rotation axle by a cross, a disk, arms, or other means well known in the construction of magneto-electric machinery, and get their rotation before the magnetic poles by means of a crank or other suitable gearing. Through a conımutator on the axle, on which slides a strong, steel spring in the shape of a fork, the counteracting currents in the wires on the inductors are thrown into one and the same direction." The current was conducted to the harpoon head by a "gilt copper wire covered with In-
dia rubber, and thus completely isolated from sait water." On harpooning a whale the machine was operated, generating a current which flowed through the animal, the circuit being completed through the sea water to the copper bottom of the boat, and thence to the dynamo. As to the power of this machine, the inventors claimed that the whale received "about eight tremendous strokes at each turning of the machine handle. If only two turns be made each second, she receives 960 strokes each minute-so formidable a power that no living being can resist the same." In order to reassure the operator of so deadly a machine, the inventors state that "there is no possible personal danger in using our machine or apparatus, except the man who throws the whale iron take the metallic part of it into one hand and put the other hand at the same time into the sea when the machine is in motion. But such a position is not to be as sumed, as it cannot take place except intentionally." The patent also contains some interesting advice in regard to the proper care of the machine. "If good care be taken of the apparatus, there is no wearing it out; only keep the wet out, and do not let it be thrown about or be roughly handled. Should the machine refuse its wonted effect, examine whether the inductors be too remote from their magnets. The distance be tween the inductors and their magnets should be such that a French playing card can be put between them Examine whether the steel spring on the commutator be in such a condition that intensive sparks appear when the machine is in motion; if not, regulate it by the small screws connected with the same." It is interesting to compare this crude machine with our pres-ent-day generators, and note the rapid strides which have been made within the fifty years intervening.

## IMPROVED FEED-WATER FILTER.

A recently-invented device which is applicable to feed water pipes of locomotives consists of a filter which not only prevents foreign matter from entering the boiler, but also embodies means whereby this accumulated matter may be ejected from the hose without requiring manipulation of the coupling. The filter comprises two sections; one which is stationary is se cured to the feed-pipe and the other which is movable is coupled to the hose leading from the water tank. The latter section is formed with a reduced portion adapted to fit into the mouth of the main or stationary section, normally forming a water-tight connection therewith.
In order to hold the sections in closed position four bolts threaded into lugs on the movable section pass

easily-cleaned feed-water filter.
loosely through lugs on the stationary section, and are provided with springs which bear between the latter lugs and the heads of the bolts as shown in Fig. 1. The end of the movable section is provided with a gate opening outwardly so that it will be forced open by the flow of water into the feed pipe, but will close when pressure is exerted in the opposite direction. Im mediately back of this gate is the filtering sieve, and directly back of the latter a segment is cut out of the reduced portion of the movable section as shown in Fig. 3, forming a port through which the foreign matter collected on the sieve may be discharged. Normally this port is closed by the overlapping mouth of the station ary section. But when it is desired to clean the filter steam is admitted into the feed pipe, causing the gate on the movable section to close as shown in Fig. 2. The steam then acts on the gate as a piston, forcing the movable section outward against the tension of the springs, thus opening the discharge port. A small opening is formed in the gate, and through this a small volume of steam passes, spreading through the sieve and blowing off the collected sediment, which thereupon flows out with the water through the discharge pipe. When the filter is sufficiently cleaned, the steam is cut off. and the parts return automatically to their normal positions. A patent for this invention has just been granted to Mr. James F. Barrett, 20 South Church Street, Carbondale, Pa.

Berliner's Advice to Inventors.
How an inventor ought to invent is told by Emil Berliner, himself well known for his improved telephones and sound-recording devices, in a recent number of the Saturday Evening Post.
"I had for years been studying the science of electricity and the physics of sound when Mr. Bell's patent was issued in 1876," writes Mr. Berliner, "and it occurred to me. at once that the knowledge I had absorbed in my studies might be very profitably applied to improve the telephone. At that time I was engaged in commercial pursuits in Washington, and my experiments and studies were more in the nature of a recreation than anything else. I paid frequent visits to the central office of the Fire Department, the electrical superintendent of which, Mr. Richardson, was a particular friend of mine. He had a dummy telegraph instrument on which he had taught me telegraphy, and on this particular evening I was working the instrument as usual, when he said:
"'You don't press hard enough, Berliner.'
"'Does that make any difference?'
"'Certainly; it makes all the difference in the world in the strength and clearness of the message at the other end. That is why women do not make good and effective operators as a rule. They are not strong enough-their touch is too light. They do not give thorough contact.'
"That was a revelation to me. Under Mr. Bell's invention the voice had to vibrate a diaphragm against a magnet, and the volume of electricity thus produced was not sufficient to transmit sound waves sufficiently strong. That night, before I went to sleep, I had set up the movable diaphragm used in the telephone today, which keeps in constant contact, but with varying pressure, with the transmitting end of the telephone wire, simply pressing back and forth as the sound waves produced by the voice diminish or strengthen.
"Another case illustrating this point occurred not so many years afterward. Upon the completion of my invention of the constant contact sound transmitter, the Bell telephone people engaged my services as expert to aid in perfecting the telephone, which was still in a crude state. Mr. Blake had just invented his form of transmitter and the instrument was placed in my hands for final development. It secured a very much clearer transmission than had been possible before, but one of its troubles was that the carbon button used would rapidly wear holes at the contact. The material was so soft that it kept us busy replacing or refacing the carbon buttons. These buttons were made from the ordinary long soft carbons used in arc lights, which had only just appeared in the market. They were made by sawing the long carbons into thin circular buttons. We conducted all sorts of experiments with a view to securing a hardening of this carbon, but for a long time we failed in effecting any improvement. It was well known that the hardest carbon in the world was that which is deposited in gas retorts. This carbon deposit had always proved a serious source of trouble since the manufacture of coal gas was invented, because it has to be cleaned out from time to time, and this is a difficult job.
"It occurred to me to have a little iron cage built, into which I put a lot of our soft carbon buttons. This cage I asked the gas people in Boston to put into their retort on the next occasion when they were ready for a charge. I left it there during six charges; then, when I took it out, I found my carbons all shriveled and shrunken. The intense heat had half burned them up. They were all rough, and for a little while. I thought there was another failure. In a contemplative mood I began to rub one of the roughened buttons on a piece of emery paper to see what polishing might do for it. Soon I had rubbed away entirely the spongy rough surface and got down to the original button. Examining this closely, I found to my great surprise that the carbon itself was practically unchanged, except that it had become tremendously hardened. A closer inspection showed that not alone had the carbon in the gas deposited itself on the surface of the buttons, but that it had also penetrated the pores of my carbon, filling them up absolutely and making buttons as hard as any one could desire. That was in the year 1879. By exposing to fewer gas charges we thereafter produced a carbon button that was at once hard and smooth, and to this day this process is employed. Nothing has ever been found that hardens carbon buttons for telephone use better or more economically."

Dr. F. O. Hawley, the city physician of Charlotte, N. C., has recently received a patent on a fumigator, which he says is much simpler and more effective than anything else he has seen for the purpose. The city recently suffered from an outbreak of small-pox, and was compelled to buy a number of fumigators, and nearly all of them were unsatisfactory in some respects, and those which did the work properly were generally very expensive or cumbersome. The device which the doctor has made can be made and sold for about one-third the cost of the average implement of this character, and the doctor says that he has several
times demonstrated that it can do more work than the best of them.

## ODDITIES IN INVENTIONS.

Eye Shade.-Eye shades now commonly in use are clumsy affairs, covering the whole forehead and held in place by spring strips which are adapted to fit tightly against the head. A recent patent provides an improvement on this device, which is illustrated herewith. The improved shade has approximately the form of a pair of spectacles, being held to the head by bows and loops arranged to loop over the

ears, and a nose bridge to prevent the shade from falling down over the face. In place of the lenses small shades are provided, one for each eye. The shades consist of semi-cylindrical portions projecting forward to shield the eyes, and vertical portions adapted to fit closely to the line of the forehead, thus preventing entrance of light at that point. The shades are so arranged as not to interfere with the action of the eyelids.
Broom Attachment.-By the use of the broom attachment illustrated herewith, oil may be supplied to a broom in any desired amount for the purpose of oiling floors, etc. The attachment consists of a can provided with a false bottom forming an auxiliary chamber which communicates through a series of perforations with spouts projecting between the straws of the broom when the device is secured in place. The


## BROOM ATTACHMENT.

oil or other liquid is stored in the can, and may be fed into the auxiliary chamber through a small opening, controlled by a needle valve, whence it passes through the spouts to the broom, and is distributed to the lower ends of the straws on the broom for application to the floor. The series of troughs are connected by a channel, so that in case an opening from which one of the troughs is fed should become clogged, the trough could receive its quota of oil from the common channel. This attachment will be found useful alsn for moistening the floor with water, to prevent raising the dust when sweeping.
Antiseptic Attachment "For Telephone Mouth-pIECES.-The mouthpiece of a telephone, which is in

constant use by a large number of persons, is apt to become charged with filthy and even contagious ac cumulations from the breath of the users. To remedy this evil two Californians have devised a simple little attachment designed to deodorize and disinfect the mouthpiece. A small bracket is employed, consisting of a plate with two outwardly-projecting arms. This plate is provided with a central opening adapted to fit over the threaded shank of the mouthpiece, and it is firmly held between a shoulder on the mouthpiece and the receiver proper. Hinged to the upper pro jecting arm of the bracket is a cap adapted to normally close over the mouthpiece. This cap is provided with any suitable absorbent material, saturated with a sterilizing or antiseptic substance, which will deodorize and disinfect the mouthpiece. The cap is held tightly against the mouthpiece by the lower projecting arm of the bracket, which serves as a spring catch therefor. In use the cap may be easily swung up clear of the mouthpiece, as shown in our illustration.

## Patent's Strange Career.

by irding w. townsend, examiner, u. s. patent office.
It is a strange and unprecedented occurrence that a patent should have been passed upon by seventeen judges, including the Supreme Court of the United States, and its validity be as open and undetermined a question as it was prior to the bringing of the first suit upon it. It is only by a combination of very unusual circumstances that such a condition of affairs could have arisen. Of these seventeen judges, eight have upheld the patent, eight have found it unpatentable, and one has been upon both sides of the question. Nothing could have been more evenly balanced.
In 1887 Levi Bywater obtained patent No. 374,888, claiming "a knitted fabric, composed of face and back yarns of different materials, the face yarn being looped at regular intervals and on alternate stitches of adjacent rows of the back yarn, and being matted and curly, and having a smooth back, whereby the said fabric has the appearance of looped or Astrakhan cloth, as described." When suit was brought upon this patent, the British patent to Booth of 1881 was set up as an anticipation. Prior to these patents imitation Astrakhan had been produced, but it was always a woven, not a knitted article. The whole question, which has proved so puzzling, is whether the British patent discloses imitation Astrakhan, or whether the change, if any, made by Bywater, involved more than the skill of the artisan. The British patentee claimed to have invented a novel description of looped fabric of ornamental appearance. Just what this means is uncertain. Apparently, he did not claim to knit Astrakhan. Kniters of the present day have, following the direction of the British patent, undoubtedly produced knitted imitation Astrakhan, but the question still remains whether they have not, in so doing, made something that Booth did not have in mind, for the law undoubt edly is that a foreign patent is not to be measured by its possibilities, but by what it substantially displayswhat is necessarily inherent in it. Bywater in produc ing his fabric, uses Mohair yarn, which will both mat and curl, so as to give the shaggy appearance of Astrakhan. Booth used a backing of wool, capable of felting, and for the face a long-fibered yarn, incapable of felt ing, laid in position in loops. When the fabric was felted the loops projected. If a curly or krinkly yarn happened to be used, the loops curled, but the patent does not apparently suggest both matting and curling. Bywater seems to have made a wise choice of yarns, using those that necessarily curl, and by patient work in mechanical development, has provided his fabric Has he, in so doing, exercised invention?
Judge Dallas, in Hanifen vs. Godshalk Co. (78 F. R 811), sustained the Bywater patent, but upon a re hearing he changed his mind, and held the patent invalid. Upon appeal he was reversed, although by a divided court, Judges Shiras and Acheson holding the patent valid and Judge Butler dissenting ( 84 F . R. 649 ). This was in the Third Circuit. The patent was next sued upon in the Second Circuit and was sus tained by Judge Townsend (Hanifen v. Price, 96 F. R. 435 ), but he in turn was reversed by the Court of Appeals for that circuit in an opinion rendered by Judge Shipman ( 102 F. R. 509) and concurred in by the two other judges. Hence, as the patent was invalid in New York and valid in Philadelphia, the United States Su preme Court allowed a writ of certiorari, and it was naturally expected that the matter woul.d thus be put to rest. But it so happened that only eight justices sat when the case was heard and that the Court was equally divided. Such a decision is recognized as an affirmance of the decision appealed from, and as the writ of certiorari happened to have been allowed from the Second Circuit, where the patent was invalid, the decision of the Supreme Court was that the patent was invalid. Had the writ of certiorari been allowed from the Third Circuit, where the patent was valid, there would also have been an afirmance with the result that the patent would have leeen held valid. It seems clear
that such an affirmation can establish no precedent, although there is little law upon this point.
As the United States Supreme Court had held the patent invalid, infringers naturally sprang up, resulting in a new suit in Philadelphia, where the Court of Appeals had held the patent valid. District Judge Archbald hel.d that the decision of the Court of Appeals for that circuit was binding, thus apparently or nominally reversing the United States Supreme Court, but in view of the anomalous condition of affairs he considered the matter elaborately upon its merits and arrived at the independent conclusion that the patent is valid (Hanifen v. Armitage, 117 F. R. 845). Thus the seventeenth Judge has passed upon it: It will next, doubtless, be passed upon by the Court of Appeals for that circuit, and finally come again before the Lnited States Supreme Court, where a full court will give the concluding decision, thus giving the matter quictus after twenty-nine judges have passed upon the patent.

A Few Problems for Inventors.
An Australian correspondent, Mr. Edwin Phillips, puts to us a few inquiries, which may well engage the attention of inventors.
Recently the Melbourne Herald published the following item: "A shunter employed on the Silverton tramway was engaged in shunting when his foot became jammed between the rail and the check rail. Before he could extricate himself the trucks were upon him, mutilating his body terribly. He was killed." Who will devise a cheap and easily-applied device for coupling or uncoupling railway trucks and carriages without the "shunters" or "couplers" having to risk lives and limbs by passing over rails, beneath buffers, and below vehicles?
A port health officer while stepping on board the customs launch at the Port Melbourne railway pier (says a Melbourne daily) to proceed to a French mail steamer, missed his footing and fell into the water between the launch and the pier. Several seconds elapsed before he reappeared. Though willing hands helped him out, yet what was to have prevented his being drowned? Why should not a come-and-go-a give-and-take-gangway be seen? Or some other better combination of elements?

Will wood choppers and timber cutters ever have provided for their use a light, portable, and easilyapplied metallic boot shield or attachment? Says the Argus (Victoria): "W. Middleton almost severed his left foot at the instep yesterday when cutting timber at Dr: Butterworth's farm at Dumbalk. During the journey to Meenlyan he fainted several times through loss of blood, and twice he fell off the wagon through the roughness of the road. Each time the wheels passed over him."
"While returning from Traralgon, Mr. G. Dayble, of Morwell" (writes a correspondent of a Melbourne paper), "was thrown out of his gig and received a severe shaking. The horse bolted with the vehicle for about five miles, when it collided with the post for about five miles, when it collided with the post
of a bridge, smashing the gig to pieces." Which of these accidents was avertable? The first (the throwing out of the driver) or the second (the bolting of the horse)? Would some hand rail or guard have prevented the first, and a retaining brake the second?
The leaders of four horses of the Bruthen-Bairnsdale coach, while standing outside the post office waiting the mail, shied so vigorously that, the wheels locking, the coach was overturned. The seven inside passengers and one on the box were quickly removed from their dangerous position. What (1) should have prevented the wheels locking? What (2) the overturning of the coach?

Mr. T. Hodby, of Pimpinio, Victoria, was feeding a chaff cutter, when by some unexplained means his left fingers were caught by the cogwheels and drawn into the machine. His hand, after a ten-mile drive, was amputated at the wrist, and a combined fracture of the forearm set. Which was to blame? The machine or the man? Couldn't machines be made which preclude (1) the hands being drawn therein or (2) machines which could be instantly stopped?
What might have ended in the foundering of the ketch "Violet" and the loss of life occurred at Port Campbell. And the question arises what other safeguards, besides periodical inspection and testing, should be adopted in connection with all public cranes. For "when discharging an anchor weighing two tons, the crane pillar broke off and fell onto the deck. One of the seamen just managed to escape."
A ganger's awful death was recently chronicled in the Melbourne papers. It appeared that the unfortunate man was propelling a railway tricycle when the train leaving Eltham overtook him and cut him down. The deceased was approaching the age for retirement from the service, and leaves a large family. Would that family have been left fatherless had some mechanical device been attached to the tricycle in. the form of a buffer or fender? Or any other arrangement whereby such terrible consequences could have been avoided?
"Mr. W. Tregise, of Waterloo, met with a severe ac-
cident. While driving home, the bit broke in the mouth of the leading horse. The animals then bolted. To reach the horse's head, Mr. Tregise jumped down, but his legs entangling with the reins, he fell, and was run over. In addition to a deep wound at the back of the knee, his left arm was broken." Fortuback of the knee, his left arm was broken." Fortu-
nately, two passers-by stopped the bleeding. Which was at fault-(1) the bit, (2) the brake, (3) or was it a combination of these? And what is to prevent the recurrence of the same thing unless an emergency brake is introduced, or an emergency horse-releasing device?
In the past, accidents, because they have been accidents, have generally been regarded as unavoidable. But experience teaches differently. Experience shows that accidents may be divided into two classes: . (1) preventable, (2) unpreventable. It also shows that a hard-and-fast line can be drawn between those that can be avoided and those that cannot be avoided. Likewise that the list of the preventable accidents is growing every year. In other words, that invention is rapidly increasing the ratio of the preventable accidents as compared with the unpreventable ones. By reform in thought, accidents which were formerly consigned to the second class are now elevated to the first. Who can still further benefit the human race by increasing the preventable accidents at the expense of increasing the preventable
the unpreventable ones?

## Brief Notes Concerning Patents.

G. Foster Howell, the editor of the American Shipbuilder, has invented a form of ship's pump which is operated at a cost of merely the oil used in lubricating the parts. It consists of a normally horizontal lever with a vertical pump rod at each end and a weighted pendulum in the center. The roll of the ship swings the pendulum, and thus drives the pump rods.
According to the Birmingham, Ala., Age-Herald of November 17, Andrew Beard, a colored man of that. city, invented a car coupler which he sold to the Janney Company, the amount mentioned being $\$ 100$,000 . Beard received a payment of five thousand dollars, and with this had some beautiful models of his Invention made, and carried them to the office of the company. It is said that he will receive a royalty of fifty cents on every coupler made.
United States Consul W. W. Canada, at Veracruz, Mexico, writes under date of May 16 as follows: "A bill has been laid before the Congress of Mexico providing that trade-marks shall be registered and patents for inventions granted without previous investigations respecting their novelty or originality. $\mathrm{Pe}-$ titions for registrations of trade-marks and applications for patent rights are to receive prompt attention, and measures shall be taken to effect a reduction in the charges made for such service. A special code of penal laws for the prevention of fraudulent uses of trade-marks, etc., and violation of patent rights is to be prepared. The law to be enacted shall be in accordance with the convention of Paris, March 20, 1883, that there may be no impediment to Mexico joining the International Union for the Protection of Industrial Rights."
Up to a very short time ago the glass blower has been the autocrat of the trades, but at present he is, figuratively speaking, at sea. The blower's work has been one of the last to give way to nechanical advance. It is said that the individual earnings of good blowers averaged from $\$ 250$ to $\$ 400$ per month, and in many places the blowers of an establishment lived in a degree of luxury which compared to that of the employer. The forty factories in this country which are under one control, and which comprise the bulk of those in this country, were all closed simultaneously a few weeks ago, in order to permit the installation of a new machine which the concern has been experimenting with for some time. All the operatives were thus thrown out of work, and there was much speculation as to what the result would be when the factories are opened again. The machine is the invention of John H. Lubbers, of Pittsburg, Pa., who was once a glass blower, and it is said to be marvelous in its operation and the amount and character of its product. The details of the new mechanical installation have not been allowed to creep
out, but it is inferred that the company making this out, but it is inferred that the company making this
advanced step is fully assured of the success and economies of the new machine glass blower.
Irving E. Burdick, a Yale man who achieved some considerable renown as an inventor by the designing of a very successful electric lamp for submarine purposes, while at college, has recently appeared with another invention of great importance. This one is a system of automatic train control. In order to demonstrate the reliability of his arrangement, he has constructed a very elaborate model, which has been on exhibition in New York, where it has been inspected by a great many of the most prominent railroad men in the country. In case of a broken rail, open switch, open draw, water covering the tracks, or the presence
of a train in the same block, a signal is given in the cab, the steam supply of the engine is cut off and the brakes applied, and the train brought to a gradual stop, these operations being automatically effected. The usual visual signals along the line are rendered entirely unnecessary by this system, but they may be used in connection with this plant as auxiliary signals. The engineer has but to watch the lamps in his cab. There are two used in this connection, one of which is always glowing. One lamp indicates clear track, and the other indicates the presence of danger, and if the engineer fails to notice the danger signal or does not immediately act accordingly, the train is automatically brought to a standstill.
It is almost the invariable experience at conflagrations of any considerable proportions, that the water mains are drawn on to such an extent by the great number of hose connections, that the water pressure becomes considerably impaired. The result of this is that it is impossible to make use of the water which is available, for the reason that the flow is so feeble that it is out of the question to reach the flames. The standard nozzle in use is about an inch and a half in diameter, which is suited for the average pressure, but where the latter is decreased, it is also desirable to decrease the size of the nozzle. To exchange one nozzle for another under the circumstances is not convenient, and in order to meet the demands an adjustable fire hose nozzle has been invented and patented by Harry E. McKechney, a member of the fire department of Rochester, N. Y., which has the advantage that while the hosepipe is in use, the size of the discharge can be varied to a considerable extent. For instance, the size of a one and a half inch opening may be reduced to one five-eighths inch in diameter. The nozzle consists of two parts, a tip and a base, which are fitted together and held loosely by a worm. Inside the nozzle are a number of overlapping staves of thin metal, each one strengthened by a rib of stronger metal. When the full stream of water is to be had, the water pressure will force these staves back against the walls of the nozzle, and the stream will not be interfered with; but when the supply is limited, the size of the discharge is reduced by turning the tip, which by the action of the worm, draws the thimble-like tip down, and thus brings the stave-like sections closer together. This nozzle has been in use for some time in the Rochester department, and has been found to be of great value. It has been also called to the attention of the fire officials of Philadelphia, and a series of trials will be made of it in that city to determine its value. It is expected that these nozzles will be of the greatest service as part of the equipment of office buildings and the like, where the pressure is obtained from tanks.
A decidedly uncanny but most useful invention will be shown in the Liberal Arts Department at the World's Fair. It is a practical device for feeding and delivering paper to and from a platen job printing press. It is a ghostly-appearing device. "Two long thin arms of hollow metal, each having five long, crooked fingers, apparently lifelike, ply silently to and fro, feeding the press and removing the printed sheets. By this invention it is possible for one person to operate six job presses at the same time, thus materially reducing the expenses of printing establishments. The inventor of this unique and useful device is Percy F. Rice, a twenty-year-old resident of Tustin, Cal. He began work on its invention eighteen months ago. While watching the movements of a job press in a Los Angeles printing office, one of the employes suggested that he try his inventive genius on a mechanical job-press feeder. Young Rice immediately retired to his workshop, and after nearly two years' hard labor attained success in his new invention. This mechanical feeding and delivering device is a small and comparatively inexpensive attachment for job presses. Its principal parts are the two hollow tubes, with the equipment of fingers so adjusted as to work with the same reaching and retracting movement as the human arm. The finger tips are hollow, and through the functions of a vacuum pump attached at the foot of the press, the paper adheres to the tips the moment they touch it, and is released as soon as the arm retracts and descends on the delivery platiorm. The whole device is geared directly from the press, and hardly any extra power is necessary to operate it. The arms are removable, and may be laid aside temporarily, so as not to interfere with the placing of the forms. The feeding arm raises a sheet from the pile and places it on the platen as the press opens. It immediately recedes, with a spiritlike motion, to secure another sheet while the press operates, and when the latter opens, the other hand is there, ready to remove the printed sheet and place it neatly on the delivery platform, where guideways are provided to keep the pile in order. This wonderful device is not the dream of a dreamer, but an actual mechanism that will be exhibited in the Liberal Arts Palace at the World's H'air.
recently patented inventions. Apparatus for Special Purposes. GOLD-SEPARator.-M. C. Wright, Sul-
an, Wash. The object in this case is to protan, Wash. The object in this case is to pro-
vide a separator which is simple and durable vide a separator which is simple and durable
in construction, very effective when in use, in construction, very effigetive when in use,
and more especially designed for collecting the and more contained in the pulp of stamp-mills or in the material of placer-m the tailings in providing a ready discharge of the tallings in
case they cannot be dumped into a running stream for carrying them off.
ore-concentrator.-E. w. Kebler, New York, N. Y. Among the advantages of
this machine are, that a given quantity of ore is operated upon in different ways and thoroughly worked before final release; also,
that the resulting products-waste sand, conthat the resulting products-waste sand, con-
centrated ore, amalgamated mercury, etc--are centrated ore, amalgamated mercury, etc.-are
arranged to be accessible and subsequently arranged to be accessible and subsequently
operated upon independently of each other. All operated upon independently of each other. All
parts being submerged in a tank of water, permits gold-carrying sands to be so treated that gold particles may fall on a silvered surface and avoiding friction and water on plates while forcibly pushed. Free mercury canno
become fioured in its path, and every particle s preserved.
SEWAGE-EJECTOR.-J. W. Cooney, New York, N. Y. Mr. Cooney's invention has refer-
ance to improvements in devices for raising sewage or the like from a low level, such as he basement of a building, to a sewer-main on a higher level, an object being the provision tically automatic in its operation.
DRYING-KILN-LA F. C. Van Duzer, Biloxi Miss. Mr. Van Duzer's invention relates to ent substances-such as lumber, bricks, and grain-although it is more especially adapted grain-although it is more especially adapted this material can be economically and thorough ly seasoned in a comparatively short space of
time. It is an improvement in that class of driers disclosed by a former letters patent ssued to this invento
Calcining apparatus.-A. Lamrence, Acme, Texas. In this instance the invention
refers to improvements in apparatus for calcining lime or similar material, the object being to provide an apparatus for this purpose tha means for keeping the material in constant agi means for keeping the material in
amalgamator.-G. Fletcher, C. E Davis, and B. T. Douglass, St. Clair, Nev
The invention relates to improvements in amal gamators; and one object the inventors have in view is the provision of a simple and cheap construction by which they are able to collect and retain the small particles of precious met als of the kind technically known as "fiour
gold" and "fiour-quicksilver" from the pulp gold" and "fiour-quicksilver"
tailings, sand, or other material.
ailings, sand, or other material.
PROCESS OF MAKING ALUMINA AND BY-PRODUCTS.-L. R. Keogh, Pembroke, Can ada. The object of the invention is to provide a process for the manufacture of alumina and by-products, such as hydrochloric acid, sodium
sulfate, sodium aluminate, sodium carbonate and other substances that may be contained in clay, kaolin, bauxite, or other aluminous ores,
sulfate of aluminum or other aluminous masulfate of aluminum or other aluminous
terials to be treated, and sodium chlorid.

## Electrical Devices

RHEOSTAT.-W. A. Sherlock, San Fran cisco, Cal. In the present patent the inven more particular object being to produce a neat
compact, and efficient form of instrument compact, and efficient form of instrumen for cutting down the current of ordinary s RECEIVER FOR WIRELESS TELEGRAPHS or telephones.-A. Plecher, Bristow Va. A capillary electrometer in this invention
is interposed in the circuit between the airis interposed in the circuit between the air and fall of the electrometer's mercury column through is made of Hen of andere call and of interpreting the message. On electrometer receives the call and another the message, a switch being so combined with bot
as to throw either into circuit between the air erminal and the earth.
ELECTRICALLY-HEATED HANDLE.-R. A Fliess, East Orange, N. J. In this case th improvement relates to handles that ar
adapted to be used in the open air in col weather, and has for its object the provision of a simple and efficient device for heating such handles. The invention is applicable, for in-
stance, to the handles of the steering or speedcontrolling levers of horseless carriages. controlling levers of horseless carriages.
ANSWERING AND RECORDING TELF PHONE.-T. D. Freese and C. J. Freese, reference to telephony, and the more particu lar object of the inventors is the provision
of automatic mechanism for answering calls of automatic mechanism for answering calls
in the absence of the operative in charge of in the absence of the operative in charge of
the station and for automatically recordin message recived from the line.
ALTERNATING-CURRENT TELEPHONE.A. Plechfr, Bristow, Va. The invention comprehends for the transmitter two local bat-
teries, two induction colls, and two double microphones operated by one or more dia-
phragms, one microphone directing alternately-
reversed impulses from the local batteries through the primary wires of the coils, and the ther microphone directing the alternately-re-
versed impulses from the secondary wires of the coils over the line, each microphone bein simultaneously operated by a vibrating part common to them both.
TROLLEY-CONTROLLER.-W. B. Leecraft, Denison, Texas. Broadly stated, the inven-
tion consists of peculiar means which operate to instantly pull down the trolley-pole when its trolley jumps the conductor wire. The invention utilizes air, gas, or fluid under pressure
in connection with automatic means operating, in connection with automatic means operating, when the trolley jumps from the wire, to pull
down the pole and hold it down. It provides an automatic signal for notifying the motorman that the trolley is out of contact with the conductor-wire along the track.

## Engineering Improvements.

WATER-TUBE BOILER.-J. F. Hottman, Jr., Dubuque, Iowa. The primary object in
this case is to provide a fire-box in this case is to provide a fire-box in a water-
tube boiler for locomotive service, and stationary or marine service, whereby the use of stay-bolts may be dispensed with in any part of the boiler, with great saving in expense which making and placing of bolts involve and avoiding danger to safety of the boiler from
breaking of bolts, to which large numbers are breaking of bolts, to which large numbers are
subject in a locomotive-boiler in service a subject in
short time.

GOVERNOR-R. Harris, Kansas City, Mo The invention refers to governors used for var ous purposes-for instance, for controlling the
amount of gasoline for explosive-engines. The object is to provide a governor composed of object is to provide a governor composed of
but few parts, not liable to get out of order, and arranged to work with the greatest prethe speed of the device on which it is used.
EXPLOSIVE-ENGINE.-R. Harris, Kansas City, Mo. In this patent the invention relates to multiple-cylinder engines ; and its object is to provide an engine which is very effiective in operation, avoiding sudden shocks and jars, arranged to utilize the motive agent, such as
gasoline and air, to the fullest advantage, and gasoline and air, to the fullest advantage, and
to allow of varying the ignition period and to allow of varying the ignition period and
varying the length of the stroke of the piston to obtain a variable compression and explo n period.
COOLING-JACKET.-W. R. Hamm, Simsbury, Conn. Briefly stated, the invention comof radiating tubes, preferably arranged in two groups, one group extending longitudinally of and around the cylinder within the jacket and the other projecting through and outwardly from the jacket. It is especially applicable to other connections with equally or nearly equally ood results.
STEAM-BOILER.-W. Dobler, Sumner, Wash. This invention has particular applicatan to improvements in boilers of marine and provide an ordinary boiler with certain ad junctive features or attachments whereby the steam-generating capacity of the entire boiler apparatus will be greatly increased. The improvement is as applicable to a construction
having a plurality of boilers as it is to a single having
boiler.

## Hardware

HINGE.-T. B. McCready, Butler, Ohio. In this instance the invention refers particularly to spring-hinges for hanging screen-doors or o constructed that the two leaves may be easily separated to remove the door, leaving one
on the door and the other on the casing, which on the door and the other on the casing, which when the hinge members are removed from the When the hinge members are removed fro
casing, leaving the screw-holes exposed.
bevel-siding head.-E. C. Price, Eureka, Cal. This invention relates to improvements for machines for forming bevel-siding beaded ceiling, flooring battens, and certain moldings, an object bemg to provide a head
of novel construction and so arranged as to be readily secured to the side spindle of the machine.
COMBINED DRILL AND REAMER.-J. E. Fuhrer, Pittsburg, Pa. The object of the invention is to provide novel means for adjusta-
bly folding a drill and an improved counterinking reamer device in one chuck for successive use. The sleeve may be readily re-
moved and convenient access afforded to the reamer-blades for their removal from the huck-block. The blades may at any time be
LOCK.-O. Katzenberger, San Antonio, Tex-permuation type, such as covered by two former
patents granted to this inventor. The details are such as to render the lock more convenient to operate, more difficult to surreptitiously open,
nables the quick arrangement of parts on special combination, so as to change it at will, facilitates the locking of the lock when the detans are changed from open adjustment, and open it either by sense of touch or visual obation or both together
brace.-J. Holley, West Palmbeach, Fla. n the present case the invention has reference
permanently attached thereto, said tools being mounted in a movable holder, so that any oth peration the same as a tool or bit applied to an ordinary brace.
LATCH.-W. W. Daves, Cartersville, Ga. The latch is designed as an improvement on jected by the action of gravity devices. Mr Daves provides a construction which insures an easy motion to the bolt without the use of
springs, allows the bolt to be retracted by surning the knob-spindle in either direction, and allows the use of thumb-plates in connection with a comb
knob-spindle.
BENCH-VISE.-F. J. Wermes, Cincinnati, The purpose of this invention is to con-
struct a vise by which a grip more powerful than heretofore may be effected and also in than heretofore may be effected and also in
which the jaws will move true against each other. This end is attained by providing two screws arranged in a certain peculiar manner ously driving them, these screws thus drawing equally on the jaws and holding them true, the one with respect to the other.

Heating and Lighting.
GAS-RADIATOR.-T. E. McNeill, New York, N. Y. This structure has a large heating ing off gaseous products of combustion. Burn ers are close to the fioor to secure circulation of cold air from the room, and the air to be warmed is brought into contact with the radiator in a way to prevent overheating thereof. The air supplied to the burners is drawn from the room and discharged to secure ventilation. Hot combustion products go tortuously through the radiator and heat moderately a large
area of radiating surface, and they may b throttled that their escape may be retarded and the latent heat be absorbed by the radiating
surfaces. ACETYLENE-GAS GENERATOR.-C. A Butler, Port Townsend, Wash. In the pres larly to improvements in a carbid-feeding mearly to improvements in a carbid-feeding me of the inventor being the provision of simple means for automatically feeding the carbid in desired quantities, at suitable intervals, and in an efficient manner.

## Household Utilities.

BED-SPRING.-J. L. Barnaman, Butte Mont. This bed-spring improvement is adapted
to be used in connection with the frame of a cot or bedstead; and the object is the provision of simple and efficient means for easily taking up any slack which may occur in the article
through undue stretching of the bed-spring, thus overcoming sagging of the bed and con

ROLIN
ROLLING-PIN.-W. L. Stanley, Cambridge Ohio. In its general form the invention com prises a cylindrical body formed of sheet met
al, with annular corrugations to strengthen
the same. The body is provided with heads or ends, and a central shaft is run through the drical carry the two handles, while the cylin-
dine pin is further strengthene by an interiorly-located spiral rod lying
against the inner wall of the body and extending throughout the length thereof
IRONING-BOARD.-P. A. RASMUSSEN, Beres ford, S. D. This is an ironing-board of that class designed to be removably engaged with a table-top or other suitable support, and the
object of the improvement is to provide a board of simple construction that may be quickly readily detached and that may be adjusted to supports of different heights.

Machinem and Mechanical Devices. MACHINE FOR CONVERTING MOTION.invention relates to mechanism for converting rotary motion into reciprocatory motion. Though applicable to different uses in various arts, the improvements refer more especially to
devices for imparting reciprocatory motion to the rods or dashes of churns and like structures. The principal object is to provide a mechanism simple in construction and organization of the
parts or elements, and thoroughly effective in parts or el
operation.
MACHINE FOR TURNING CROSS-HEAD PINS.-C. A. Matheny, High Springs, Fla. Mr Matheny's invention is in the nature of a novel
construction of machine for turning the pins of cross-heads for steam and other engines. The ordinarily formed integral with the yoke portion of the cross-head and is connected to it betwee its jaws or branches at both its ends. This makes it diffcult and inconvenient to turn the pis to a true cylinder. The invention accom-
plishes this work in a conveniont, accurate, and practical way.
MACHINE FOR INSERTING DIAGONAL STRANDS IN WOVEN-CANE FABRICS.-L. Janson, Brooklyn, N: Y. The purpose in this
case is to construct a machine capable of being operated manually or by power, and, provide a machine in which a rotary depressing
device is mounted to travel over the cane fabric, device is mounted to travel over the cane fabric,
dapted to carry the diagonal strands that the ing device, passing over the warp and under adjacent weft-strands.
PaSteurizer.-A. Jensen, Topeka, Kan. This apparatus comprises a cream cylinder, havand a cream-drainage connection at the bottom breast, an outer casing forming a steam-space, nd removably connected to the breast, a removal cover for the cylinder having a journal-bearing and a revolving beater and scraper having
a hollow axial shaft forming the inlet for the ream.
GOVERNOR FOR CEETTRIFUGAL SEPARA-TORS.-H. F. Hassler, Hecla, S. D. In this
patent the invention refers to improvements in patent the invention refers to improvements in sing the simmed milk to acemplish the ors rning an means of which the speed of the separator will be kept uniform, as it is well known that rregularities of speed cause fiuctuations in the ream itself.
FEED-REGULATOR FOR ORE-FEEDERS. . Elus, Berkeley, Cal. In the present case machines for feeding ore to quartz-crushers or imilar devices; and the inventor's objeet is the provision of an ore-feeder of simple opn-
truction and by means of which the ore can struction and by means of which the
be evenly fed to the crusher or the like.
STEAMING APPARATUS FOR CLOTH.. I. Burgher, Stapleton, N. Y. The object or steaming fabric during the shrinking and nishing process, the device being very and nishing process, the device being very em-
cient in operation, and arranged to prevent he formation of creases in the piece and to rovide a perfect draining and carrying off of the water of condensation to prevent water from passing to the fabric and to allow only METHOD OF PREPARING FOOD PROD-UCTS.-J. P. Roche, Louisville, Ky. Mr. Roche's invention relates to a method of elimnating water from distillery-slop and simultaneously producing a composite feed material
which consists of vegetable material enriched by the food constituents of the liquid portion trice slop. The present invention is not re may be carried out by different forms of machine and in other ways than by machinery. APPARATUS FOR PUNCHING MUSIC-Sheets.-H. Meyer, New York, N. Y. In Mr. Meyer's patent the invention has refer-
nce to machines for perforating music-sheets or self-playing musical-instruments; and the object is to provide a new and improved appa-
ratus for punching the sheets in a simple and ratus for punching the sheets in a simple and
exceedingly accurate manner according to the exceedingly accurate manner acco
perforations in the pattern-sheet.
PUNCHING AND SHEARING MACHINE.A. A. Koch, Montezuma, Iowa. In this case ing and shearing machines, and the purpose is to provide a machine designed to be operated manually and in which changes for differentsized holes may be quickly made. Different sets of punch-dies and different sets of punchcarriers may be provided.
BEATING-ENGINE.-E. A. Jones, Pittsield, Mass. The object of the present invenure a proper circulation of the pulp or stock sure a proper circulation of the pulp or stock
in the vat and to cause the stock to readily fow to the discharge-pipe when emptying the or pushing the stock to the discharge-pipe pushing the stock to the discharge-pipe. and described in a former patent granted to Mr . Jones.
PaCKAGiNG apparatus.-A. L. Holon, Norfolk, Va. In this instance the invenion is an improvement in packaging appasigned for use in dividing piles of note-sheets delivered from a rolling-machine into the desired number to form books; and comprises
means for delivering sheets or the like in piles means for delivering sheets or the like in piles delivering separate strips to divide the piles.

## Of Interest to Farmers.

horse hay-rake.-H. Lingelbach, Merino, Col. The invention is an improvement in akes" by which hay is gathered by means of long teeth projecting forwardly from a rake head, the team being hitched in rear of the latter and suitable means being provided for which support it.
FOLDING CRATE OR BOX.-W. H. CrossLex, Bloomsburg, Pa. One of the principal article which shall have the side members forming the frame thereof so jointed or con nected by clips or hinges that the box may be quickly folded into its knock-down position, whereby boxes may be readily shipped from
place to place in bulk with great economy and place to place in bulk with great economy and
saving of space and at the same time the saving of space and at the same time the
sides of the frame will be connected by hinges, so of the frame will be connected by hinges, come separated.
plow.-G. S. latta, Beria, N. C. The imrovement is particularly in weight attach ments for plow-beams, whereby weight may be depress such end of the beam. The invention
is applicable to all beam plows and cultivators and can be readily applied and removed and adjusted as may
or wooden beams.
CULTIVATOR.-G. W. Hamilton, Council Bluffs, Iowa. Mr. Hamilton's invention refers
to an improvement especially that kind adapted to an improvement especially that kind adapted
to simultaneously cultivate two or more rows. The purpose is to provide means under the convenient control of the driver whereby to impart either side or vertical adjustment to the
cultivator-beams or both, all of the cultivator-cultivator-beams or both, all of the cultivator-
beams being simultaneously moved to adjusted beams bei
position.
HORSE-STALL.-G. B. Eppley, Washington, D. C. In this case the invention is an im-
proved knock-down or adjustable and collapsiproved knock-down or adjustable and collapsi-
ble stall especially adapted for use in railway cars for shipping stock, more particularly valuable horses, with safety and comfort. The
panels allow ventilation without permitting the panels allow ventilation without permit
animals to interfere with one another.
HARVESTING-MACHINE.-J. H. Brammer, Hunters, Wash. The purpose of the invention
is to provide means whereby to connect the is to provide means whereby to connect the
cutter-bar, sickle, conveyor, and reel with the side of a vehicle and to employ an elevator in connection with the conveyor. The elevator enters a guarded opening in the vehicle-box at one side of a point centrally between the ends
of the vehicle, the upper terminal being below of the vehicle, the upper terminal being below
the upper edge of the box, thus preventing loss the upper edge of the box, thus preventing loss
of material by the wind or irregular driving as of material by the wind or irregular dr
the material is delivered into the box.

## Pertaining to vehicles.

PNeUMATIC TIRE.-T. J. Cooper, Paterson, N. J. The inventor's purpose is to so construct a practically punctureless and non-col-
lapsible tire and a wheel-rim of metal or wood lapsible tire and a wheel-rim of metal or wood
or other material to which the tire can be or other material to which the tire can be
quickly attached without danger of creeping quickly attached without danger of creeping,
and to so construct the tire that it will not only be reliable and economic, but whereby two independent air chambers are provided supphed with air from one inlet-valve, and where matically sealed against leakage.
WAGON-TOP.-J. PoHLIG, New Orleans, La. In this patent the invention has reference to improvements in wagon-tops, and particularly
to the manner of hanging the side curtains to the manner of hanging the side curtains,
and the object in view is to provide simple and the object in view is to provide simple
means for guiding the curtains and keeping them straight while rolling up or unrolling. WHEELED SCRAPER.-J. J. Glydenborg, Hillhouse, Miss. The inventor's object is to
provide a scraper especially designed for use provide a scraper especially designed for use be easily dumped, can be lifted out of the ground by the draft of the team, will be simple in construction, strong, durable, and easily repaired. It is an improvement in that class of scrapers represented in
patent granted to Mr. Glydenborg.

Railways and Their Accessories. TRACK DEVICE FOR INCLINED WAYS.A. H. McClure, Majestic, Col. The improve ment is adapted for use in connection with in
clined ways in mines and similar localities fo the rapid transit of one or more loaded cars or vehicles. The object is to provide devices by
which cars may be chocked at the upper end which cars may be chocked at the upper end
of a way and by which also they may be readily released and caused to descend the way with the use of little power on the operator's part LOCKING DEVICE FOR SEAT-GUARDS.S. E. Jackmars, New York, N. Y. The object in this invention is to provide a device-for the seat-guard of a car, boat, or like venicle ar ranged to securely hold the guard against acci-
dental opening or opening by passengers of the dental opening or opening by passengers of the
vehicle while the latter is in motion to prevent passengers from leaving the seat during the ride, thereby insuring complete safety of the passengers.
SAFETY DEVICE FOR INCLINED RAILThis invention relates to apparatus for use in pleasure-resorts, etc., and is a division of the
application for a former patent granted to Mr. application for a former patent granted to Mr.
Jackman. The object is to provide a device designed to prevent accidental return or downward movement of the car while traveling on the upwardly-inclined track portion of the con
tinuous track in case of accident to the protinuous track in case of accident to the pro
pelling mechanism, so that complete safety of the passengers is insured.
RAILWAY Car.-J. M. Hetfield, Plainfield, N. J. The object in view in this im-
provement is the provision of a car of the provement is the provision of a car of the or covers which will effectually prevent the the danger of freezing, and thus causing a saving of time in the unloading of a car. Th car is equally adapted to carry lime, as the roof is absolutely water-tight.

## Miscellaneous.

SEPARABLE BUTTON.-C. Yeomans, New York, N. Y. In this case the purpose is to
furnish a button capable of being firmly and furnish a button capable of being firmly and
expeditiously applied, and to so construct it that the more one section is forcibly drawn from the other the more firmly will both sections remain in locking engagement, and also to so construct the socket-section that a cap mem-
ber will have limited play upon the body por-
upon the body portion before the two button
sections can be separated.
LETTER-OPENER.-H. C. Zenke, New York, N .1 . The object of the invention is the provision of a letter-opener which is simple and
durable in construction, very effective in operation, and arranged to enable the operator to quickly and accurately open a bunch of letters of various sizes and shapes at one operation without
glove.-C. Winkler, New York, N. Y. In this instance the object is to provide a glove having the reinforcing portions or tips arwearer's fingers, to prevent surface to the tact of the wearer's fingers with projecting edges, seams, or doubled-up portions, at the
same time avoiding undue thickening of the same time avoiding undue thickening of the
glove-fingers, but giving strength and a fine appearance.
ERaSER.-H. B. Tooker, New York, N. Y. The mechanical eraser in this case is more espe-
cially designed for use on type-writing machines cially designed for use on type-writing machines and accurately erase either a single letter, sign, or the like, or a word or entire line without injuring the paper.
measuring device.-F. M. Steadman, Puebla, Mexico. The device is very compact, a roll of specially graduated tape. The size
a of an object at a known distance or the distance of an object of known size may be determined by noting on the tape at what distance
from the eye the object will be eclipsed by the from
disk.
SIG
SIGHTING DEVICE FOR CAMERAS.-F. M. Steadman, Puebla, Mexico. In this patent the invention is in the nature of a sighting device jects ascertaining exactly what confronting ob-
strike the image plane or for locating the jects strike the image plane or for locating the
image properly on the plane without looking on the ground glass to do so. The device is especially adapted to film-cameras with which it is impcssible to use the ground glass, but is applicable to all cameras.
CAMERA ATTACHMENT.-W. E. Mulhol-
an, Juneau, Alaska Ter. Mr. Mulhollan's pur Lan, Juneau, Alaska Ter. Mr. Mulhollan's purpose is to provide a device which can be removably attached to any camera for the pur-
pose of automatically operating the shutter at pose of automatically operating the shutter at a predetermined time, enabling persons to take
their own photographs from a point near to their own photographs from a $p$
or at a distance from the camera.
INSTRUMENT FOR HOLDING ARTIFI CiAL TEETH.-W. F. McKibben, Linneus Mo. The purpose of the invention is to provide especially plate-teeth, so constructed as to firmly hold either end of a tooth while the other end is being operated upon and to duly accommodate the pins in the teeth whether
the pins be arranged transversely or longitudinally of a tooth. Mr. McKibben has also invented another instrument for holding artificial teeth, the purpose of which is to furnish one adapted to hold what is known as "plain
vulcanite teeth" for grinding purposes, the invulcanite teeth" for grinding purposes, the in-
strument so constructed that the position of the tooth may be reversed, enabling either side to be ground to the biting edge or adjacent thereto and wherein the teeth may be turn
for end and firmly held in any position.
PANORAMIC CAMERA.-C. Mills, New
York, N. Y. The object of the improvement is o provide a camera arranged to permit conven ent adjustment of the film-carrier nearer to or farther from the lens, to allow the use of
lenses of different focuses on the same pparatus, and to permit of presenting both conave and convex surfaces of the focusing-screen fim to the lens to distinctly bring out on of the object to be photographed.
insecticide.-J. h. Yelvington and J. E. Yeldington, Nocatee, Fla. This solution has een employed with remarkably successful re-
sults, especially on orange-trees, pineapples, to matoes, egg-plants, and other fruit-trees, veget ables, and cultivated plants. It acts not only as a most efficient insecticide and fungicide, but also invigorates and promotes the healthy growth and development of the trees and me

HOLDER FOR MARKING OR ERASIVE MATERIAL--R. P. HAFNER, Passaic, N. J. The inventor provides a holder in which, a receiver is arranged to travel in direction of
one or the other of the oper ends of a tubular one or the other of the oped ends of a tubular
casing, which receiver is adapted to hold a casing, which receiver is adapted to hold a
stick of chalk or crayon at each end, or an stick of chalk or crayon at each end, or an
erasive or marking material at one end and an erasive material at the opposite end, whereby he material attached at either end of the re terial may be concealed within the casing.
DESIGN FOR AN EASEL - SABELIA herty, New York, N. Y. In this case the invention is of a new, original, and ornamental design for an easel. The easel is crowned with a wreath. The uprights of the back have holes for the purpose of adjustment of the picture
est to various heights. The base is highly ornamented and is placed on symmetrically curved feet, the whole effect being very agreeable.
WAI
WAIST-BELT ATTACHMENT. - A. T. Goldfibld, New York, N. Y. The main purin close-hinged connection solely by the lacing
ing no direct hinge connection one to the other, and to so hinge the plates one to the other
through the medium of the belt upon which they are supported that the plates will not move from the position in which they were placed.
STAIR-ROD AND SECURER.-S. A. BRown, New York, N. Y. The principal object of the and objections common to stair-rod and securer devices hitherto devised. Though applicable to wooden stairs, the improvements are espe-
cially intended for use in connection with tairs constructed of hard materials-such a marble or iron, for instance--and into which the like for securing the carpet or covering in
the the like for securing the
place upon the stairs.
FISHING-REEL.-O. ALLEN, Lincoln, IIl. What is called "backlashing" in the reel occurs by the overrunning of the spool, and thus the
cast or flight of the bait is suddenly arrested, and or flight of the bait is suddenly arrested,
and often, when this occurs, the bait is separ and often, when this occurs, the bait is separ-
ated from the hook and is lost. The line must then be drawn off the spool, and is often so then be drawn off the spool, and is often so
tangled as to require considerable time to straighten out. This invention avoids these results and delivers the line from the spool without overrunning or the necessity of applying the brake.
BUILDING CONSTRUCTION.-A. MEnczarser, New York, N. Y. In this case the
nvention has reference to a fireproof building construction; and the improvement comprises peculiarly-constructed span of material laid plastic between the horizontal metal I-beams
running side by side and the structure thus constituted being allowed to set and form the floors and ceilings.
FASTENER.-E. S. GARDNER, San Angelo, Texas, care of D. T. Averette. This fas-
tener is designed for securing the eyes to tener is designed for securing the eyes to
traces or tugs or fastening stirrup-leathers together, the fastener being also applicable for various other purposes, the arrangement the parts together and can be conveniently opened when desired to lengthen or shorten the traces, stirrup-leathers, or the like.
CIGAR-PERFORATOR.-W. K. Holmes, New York, N. Y. The purpose in this case
is to provide a device which may be worn upon a watch-chain, and so constructed that it will perforate a cigar inserted therein sim clear perforations opposite sides, effecting clean clear perforations whether the cigar be green the wrapper if the cigar be dry.
fly-Catcher.-J. Schnell, Macon, Ga The invention is an improvement in that class of fly-catchers in which a surface of
some form is smeared or sticky substance, which may also be attra tive and deadly to flies and other insects. candle or other light-producer may be ad-
justed at any required distance to attract justed at any
insects at night.
BABY-COMFORTER.-H. Spencer, New York, N. Y. In this instance the invention
refers to improvements in devices for comrefers to improvements in devices for com-
forting or quieting young babies, an object forting or quieting young babies, an object
being to provide a device for this purpose that shall be simple in construction and that when placed in a child's mouth will not only
serve to solace the child, but will afd nourishment.
KNIFE attachment.-G. E. Crosley Albion, Wis. The improvement relates to an attachment for pocket-knives or for other de-
vices having blades by which pencils may be conveniently and effectually sharpened. Th edge of the knife-blade may be exposed to facilitate the cutting of finger nails, and als a roughened or filing surface is provided
odapted to be used for filing and rubbing the p dapted to
finger-nails.
Starting-gate.-F. a. Vianest, New York, N. Y. In this contrivance the inven tion has reference to improvements in start ject of the inventor is the provision of a start-ing-gate arranged at opposite sides of the having a direct and quick perpendicular move

Valve.-A. C. Fambrovgh, Sonora, Texas. Mr. Fambrough's invention is an improvement in valves, and especially in valves designed easily applied to a tank, and the arrange, ment of valves such as will work in shallow water and permit a much greater flow, because
the valve can be adjusted to a wide open position.
PLUMB-LEVEL.-W. B. Bradshaw, Ennis, Texas. This device consists of a body portion and also its upper side front and rear sights, ing having an outer arc-shape graduated flange a box-shaped member having pivoted support within the casing and a glass front side, suspended bob and lower fixed point within the box or pivoted member.
COUPLING DEVICE FOR SCREW-DRILLS. -C. Christiansen, Gelsenkirchen, Germany. The invention provides a coupling device by
means of which screw-borers of length of which screw-borers of any desired length may be composed of shorter sections.
Borers constructed in this manner allow of drillholes to be bored of any depth in a narrow shaft and transversely to its longitudinal axis. If a to its rear end up to the mouth of the drill-
hole, an extension-piece, and so on, is attached
to it by means of this device. When it is to it by means of this device. When it is part of the serpentine borer provided with the bit to the shop.
Placket-fastener.-A. D. Bell, New York, N. Y. In carrying out the invention Mr. Bell particularly contemplates the pro-
uction of a clasp which may be secured to the placket of the skirt in such manner that when the placket is closed the fastener will be invisible, so that the skirt will present neat and tidy appearance, thereby effecting departure from the bulky, untidy seam and rotruding fasteners ordinarily incident to the DESIGN FOR A GLOV
DESIGN FOR A GLOVE.-F. Schmidt, New York, N. Y. In this ornamental design for a
love, three separated bars or rows of heavy black twisted silk each bordered by a thin ge of white silk stitching extend from the neat $V$ shaped formation of the same naterial and execution as the bars complete the design.
Nore.-Copies of any of these patents will be furnished by Munn \& Co. for ten cents each.
Please state the name of the patentee, title of Please state the name of the patent
the invention, and date of this paper.

Business and Personal せUants.
 numbered in consecutive order. If of articles
facture these gonds write ur at once yand wanu-
send you the name and address of the party desir-
ing thenformation. Tu every case it is neces.
sary to give the number of the inguiry.
$\qquad$
Marine Iron Works. Chicago. Catalogue free
Inquiry No. 4887.-For makers of up-to-date tur-
binc water wheels. Autos,-Duryea Power Co., Reading HPa .
Inquiry No. 4888. - For manufacturers of gaso-
line. pressure lamps, hollow wire systems for lights,
"U. s." Metal Polish. Indianapolis. Samples free. Inquiry No. 4889.-For manufacturers of rope
and cordage machinery. Handle \& Spoke Mchy. Ober Mfg. Co., 10 Bell St.,
Chagrin Falls, o. Inquiry No. $\mathbf{4 8 9 0}$.-For makers of rubber stamp
outats, complete. Sawmill machinery and outfts manufactured by the
Lane Mfg. Co.. Box 13, Montelier, Vt. Jnquiry No. 4891. - For makers of novelties suit-
able for the mail order business. WANTED.-A partner with capital to introduce a new
article to the bottle trade. Partner, Box 773, N. Y. Inquiry No. 4892. - For the present address of
the New York Crude Oil Engine Mg. Co. American inventions negotiated in Europe, Felix
Hamburger, Equitable Building, Berlin, Germany. Jnquiry No. $\mathbf{4 8 9 3}$.- For makers of machinery for
mannufacturing small wire corkscrews, such as usea on
patent medicine bottles. Inventions developed and perfected. Designing and machine work. Garvin Machine Co., 149 Varick, cor Inquiry
nachines. No. 4S94.-For manufacturers of slot Send for new and complete catalogue of Scientific New York. Free on application
Inquiry No. 4895.-For makers of gasoline mo-
ors for farm work. We manufacture anything in metal. Patented arti-
cles, metal stamping, dies, screw mach. work, etc., cles, metal stamping, dies, screw mach. wo

## Inquiry No. 4896.-For makers of acetylene out- ats for store lighting purposes.

The largest manufacturer in the world of merry-go-
ounds, shooting kalleries and hand organs. For prices and terms write to C. W. Parker, Abilene, Ean. Inquiry No. 489\%.-For a small plant for book-
bindiug businees.
Empire Brass Works, 106 E. 129th Street, New York. article requiring machine shop and plating room.
Inquiry No. 4898.-For makers of machinery for
manufacturing match boxes. An engineer in London is open to represent frst-class engineering tirm having good specialties. Send parti
culars to L. Fraser, 5 Butler Road, Harrow, England. Inquiry No. 4899.-For an apparatus for experi
nenting in physics. The celebrated "Hornsby-Akroyd" Patent Safety 0 il Engine is built by the De La Vergne Refrigerating Ma
chine Company. Foot of East $138 t h$ Street, New York.
Inguiry No. 4900.-For manufacturers of ename
sheet iron.
Contract manufacturers of hardware specialties, machinery, stampings, dies, tools, etc. Excellent market-
ing connections. Edmonds-Metzel Mfg. Co., Cbicago. Inquirr No. 4901.-For makers of small iron gear-
ing about two inches thick, in large quantities. Manufacturers of patent articles, dies. metal stamp ery and tools. Quadriga Manufacturing Company, South Canal Street, Chicago.
Inquiry No. 4902.-For cotton mills using round
oom for hollow shoestrings, etc. Representatives for Spain.-Hormaechea, Elorriagn
\& Co., Calle Libertad No. 1. Po. 1o., Bilbao, Spain. Offer novelties and new patented inventions. Will handle
agencies to entire satisfaction, guaranteeing best service. A 1 references furnished to parties interested. Inquiry No. 4903.-For machines for grinding MANUPACTURERS! Want any parts made of any
metal? Write us. Metal Stamping Company, Niagara Falls, N. Y Inquiry No. 4905.-For machines for grinding
shears and polishing them. Inquiry No. 4906.-For manufacturers of electri-
Inquiry No $\mathbf{N a n}$ 490\%,-For manufacturers of steam
rollers for a goif course.


HINTS TO CORRESPONDENTS.


 and


 Bookef riteereed top promplis supplece on receltt of
Minerals. sent for examination should be distinctly
marked or labeled.
(9242) B. Jonas says: You would oblige me much by answering the following question: I have a galvanic battery giving 15 volts 70 amperes. Is it practically possibe
with it a 110 -volt storage battery? A. A
store storage cell requires two and a half volts in
the charging current and 4 to $61 / 2$ amperes per the charging current and 4 to $61 / 2$ amperes per
square foot of surface of positive plate, reckonsquare foot of surface of positive plate, reckon-
ing both sides. The 15 volts which you have in your battery will therefore charge six cells
at once. You can divide the storage battery into parts, and charge them successively. It wili be a slow job, as there will be nine sec economical in both time and money to have a connection to a heavy current in your city, and charge the
same time.
(9243) F. B. P. says: Will you kindly hour through a pipe $1 / 8$ mile long

6 inches dia., fall $11 / 2$ inches to 100 feet
9 inches dia., fall $11 / 2$ inches to 100 feet
12 inches dia., fall $11 / 2$ inches to 100 feet 12 inches dia., fall $11 / 2$ inches to 100 feet
24 inches dia., fall $11 / 2$ inches to 100 feet through square box $12 \times 12$ inches, same length and fall. Don't want any laborious calculation, of pipe covers the mouth 2 or 3 inches. Pipe
at outlet to have free, unobstructed discharge. at outlet to have free, unobstructed discharge.
It is said that a pipe running full will not discharge so much as one not quite full. If that is so, I take it that a small obstruction at
mouth (where mouth is fully covered by water) mouth (where mouth is fully covered by water)
would regulate the flow, so that the pipe would would regulate the flow, so that the pipe would
not run quite full. Or would the unobstructed outlet in that length of pipe ( $1 / 8$ mile) operate so as to prevent the pipe running full? Can you ern drainage by tiling, etc.? Can you refer me to back numbers of Scientific American containing articles on that subject? If so, I will
write for them. Can you refer me to work on write for them. Can you refer me to work on
farm buildings? A. Referring to your inquiry re garding the flow of water through a pipe $1 / 8$ of a mile long, with a fall of $11 / 2$ inches to each
100 feet, we would say that a 6 -inch pipe will 100 feet, we would say that a 6 -inch pipe 9 -inch pipe will den 5,9 aper 15,600 gallons per hour. A 12 -inch round pipe will A 12 -inch square box will deliver ans per hour 48,200 gallons per hour. A 24 -inch round pipe will deliver approximately 207,500 gallons per hour. Each one of these pipes will deliver the maximum amount when running full. With
given fall, and a given quantity of water flow ng, the velocity of flow will be greater if the pipe is large enough, so that it does not flow
full, than it will be if a pipe is used so small full, than it will be if a pipe is used so small
that the pipe must flow full; but for any given he pipe is full it is immaterial whether the pipe is full. It is immaterial whether you at the outlet, provided both are under water. We would refer you to, and can supply you Garden, and Orchard," by H. Stewart, price $\$ 1.50$; "Drainage of Farms," by French, price $\$ 1.50$; "Drainage for Profit and Drainage for
Health," by G. E. Waring, price $\$ 1.50$; also "Barn Plans and Outbuildings," price $\$ 1.50$
(9244) G. W. D. says: In your paper of September 19, 1903 , Query 9174, F. M. L.
asks for information in regard to the "Big asks for information in regard to the "Big
Dipper." He states that "at present" (I supDipper." He states that "at present" (I sup
pose about September 1) the handle of the "Dipper" points toward the earth in the early
evening, which is incorrect unless he was 10,000 evening, which is incorrect unless he was 10,000
miles to the eastward of the United States. At that date (September 1) the "handle" pointed 9 o'clock, and therefore would point toward $9 o^{\prime}$ clock, and therefore would point toward
the earth in 9 hours, or between 5 and 6
o'clock in the morning. However, this is not the object of this communication. Is your an swer correct? If so, what I know about as tronomy goes for nothing. There is an annual revolution only about the north star. If there
was a diurnal revolution from east to west, was a diurnal revolution from east to west,
while the earth's diurnal motion is from west to east, there would be two apparent revolu tions of "Dipper." A. There are certainly two
motions common to all the stars in the sky-
one a motion of rising and setting in the
same manner as the sun, due to the rotation of the earth on its axis; the other a motion over from east to west, or if facing the north
pole, over from right to left. This is caused by the revolution of the earth around the sun, and is accomplished in a year. Because of this
motion, a star sets about four minutes ond a star sets about four minutes earlier each night than it did the night before. The constellations in the north, which never set,
have this motion, and can be seen to have this motion, and can be seen to occupy an
positions around the north pole in a year. positions around the north pole in a year. The
Great Dipper is below the pole at one time, and six months later, at the same hour of the night, is directly above the pole, 180 deg. from its former position. We
on this point is wrong.
(9245) M. P. C. says: Pletse answer the following question: I have a double-acting steam engine, the cylinder of which is $11 / 2$
inches $\times 3$ inches, speed 290 revolutions per minute. I wisk to make a double-acting steam pump, to be connected directly to the engine piston rod. What should be the diameter of
each inlet valve and each outlet valve? What skould be the dimensions of the cylinder? What should be the size of the suction pipe and the discharge pipe? What should be the di mensions of the air chamber? What form of valve would be most suitable and simple?
A. In reply to your question about a doubleacting steam pump which could be connected directly with your engine, making 290 revoluwe would say that this stroke is too hig any direct-connected pump to work satisfactorily. We doubt if the valves would open and shut snoothly in the length of time that would be available under the conditions you mention.
(9246) A. L. asks: 1. Why is an electric current generated when the two wires are connected together of the Edison-Lalande
battery? A. The current flows when the tw wires from a cell are connected, because the chemical action is ready to begin at the in-
stant of closing the wires. Most cells have stant of closing ths wires. Most cells have
no chemical action in them till the wires are connected; then the chemical action starts,
and the current is generated. 2. How can and the current is generated. 2. How can
copper be reduced to copper oxide or black oxide of copper? A. Copper is reduced to the oxide by passing oxygen over and through red-hot copper. It is far better to buy the copper oxide if you desire to use it in a cell. in a storage cell, will the cell generate elec tricity the same as a primary cell? A. If a storage cell is made with the proper materials
all ready for action, an electric current will all ready for action, an electric current will
flow from it as soon as it is set up. They are not usually made in this way, but charged for
use after they are set up. 4. How much use after they are set up. 4. How much
water will a volt-ampere decompose? A. Water cannot be decomposed by a current are required to overcome the counter E.M.F of the hydrogen and the oxygen and produce any decomposition. The electrochemical and of oxygen, 0.00008283 ampere will therefore decompose the sum of these numbers in one second, or 0.00009321
gramme. This is reduced to ounces by dividing by 28.35 .
(9247) W. \& Co. say: We are about to be built altogether own residence. It cellar floor to the peak of the roof. We have a 6 -horsepower (rated) gasoline engine, by
means of which we desire to light the building with 5016 -candlepower electric lights through the medium of a storage battery that will carry enough to run all 50 lights for six hours, longer time. We know practically nothing in our ordinary contact with it. to do this job ourselves, partly as a means of self-education on the subject, even if in the end it should cost more than would the employing of an expert to do the job, and then we know nothing about the practical
working of it after it is installed. What we working of it after it is installed. What we
want to know is as follows : How and with what kind of wire should the building be wired? Would it be safe to bury permanently
the wires in the concrete without pipes? concrete an insulator, or would it be necessary
make of dynamo and what kind and kind of battery would you advise? The dynamo will have to be connected to the engine by belt, as when not in use generating electricity, we desire to use the engine for running an air for pumping refrigerating purposes, a pump a lathe and other tools in the shop in the ellar. If necessary we can send you blue of all lights, and engine, as well as the location of all lights, and engine, as well as the desired
location of the electrical machinery and keys location of the electrical machinery and keys
or switchboards. If there is any book you advise as covering these specific points, kindly prefer that you title and price, ine information we desire as covering this particular case. A. There are many insulated wires suitable
for wiring a house. You can safely buy the wire which any reputable dealer in your city may have in stock or may recommend. The installation of the wires, lamps, switches, cut-
outs, fuses, etc., should conform to the rules
of the Board of Fire Underwriters; there
are usually State laws also. If you do not insure, you may of course put the
work in, in any way you please. W are of the opinion that it would be safer
and in every way better to employ an intelliand in every way better to employ an intelli-
gent electrical man to plan and put up the plant and teach you all about it. Every man
to his own trade is a safe rule. We would to his own trade is a safe rule. We would
not advise the burying of bare wires in con rete. Insulated wires should be used. Th placed in iron pipes also. You can get a copy of the rules of the underwriters on ap Underwriters, 32 Nassau Street, New York city. The conduits for the wire should be left In the concrete, so that the wires may at any would say get any dynamo which is easily ac cessible in your city, so that repairs and re pacement of parts can be made easily. If
ou get a machine made at a distance, it may have to lie idle for weeks while you wait for some part to be forwarded to replace a
broken or burned-out part. The Westinghouse Electrical Company, Pittsburg, Pa., are near rou, and make perfectly reliable apparatus, for every part of your installation, excepting you just You will then have a homogeneous installation. The chloride accumulator is very largely used for house lighting and central station work.
You will not go amiss by selecting it. The You will not go amiss by selecting it. The
amount of battery you will require depends amount of battery you will require depends
on the voltage of the lamp, half as many cells as the voltage. You will require 150 ampere hour cells if you only wish to run 50 light
of 16 candle power for six hours charge.
(9248) T. C. says: A house is supplied with water from a spring situated 68 fee below the water tank in the attic of the house
and about 200 feet distant in a horizontal direc tion. The water is raised by a hydraulic ram, and the pipe supplying the tank passes into the bottom of the latter. Would it be a good plan pass a lightning rod through the roof of stead of "grounding" the rod outside in damp arth? The water tank is of wood lined with tinned copper. The water pipes are of galvan
ized iron. A. We would not advise passing a
in ized iron. A. We would not advise passing a
lightning rod through the roof of your house nd into the water in your tank, instead of earth in the regalar way. Water is not damp conductor, and we do not consider it good practice to have any pa
nside of a dwelling.
(9249) S. H. S. says: I have a chimney on my house that causes lots of trouble during extreme cold weather in winter by The chimney rests on a support in kitchen, uns up through the attic, and extends about 4 feet above roof-total length, 11 feet. The ne side of chimney below roof. The chimne is larger than the ordinary chimneys, with a larger flue. What can I do to remedy this
trouble? Must have the chimney rebuilt this summer, notwithstanding it was rebuilt last account of so much sweating winter, on Would like to keep chimney same size as now to match others. How would it do to build double chimney, leaving a small air space bemasons here that seem to know how to overcome the trouble. The chimney worked al
right until it was rebuilt last fall eply to question concerning your chimney, w would say that it is impossible for us to defi nitely decide, without thoroughly inspecting the chimney, what is the cause of your trouble inclined to believe that a small air space be ey would remedy the difficulty. It would probably be well for you to have this air space
arranged so that you could allow a free circuation of air through it or not, as you wished according to the weather conditions. This could
be arranged by means of a.small slide or amper.
(9250) P. J. V. V. says: Would you be so kind as to give me information about
the way shovels and pickaxes are made in this country, and the machines they use for it Could you recommend me a book or treatis Which gives full explanation on the subject A. Shovels and pickaxes are made in this
country in a great many different ways, differ ent manufacturers using different processes either by hydraulic pressure, stem or drop forges, and pickaxes are usually dropforged from wrought iron or mild steel. Tooled steel points 3 or 4 inches long are then welded to the picks with a forked or double scar
weld. We !-now of no treatise on the subject which would give you any detailed information
(9251) C. W. N. says: Please answer hrough your query columns as to the meaning ," mostly applied to motor bicycles and automobiles. A. The meaning of "brake horse power" as applied to motor cycles and autodevelop and apply to the driving axle of th
power applied to the axle, or the effective horse power of the engine, from the power de-
veloped inside the cylinder. The difference eltween the two is the friction of the engine.
(9252) H. L. E. says: Will you please let me know where I could obtain an ine, such as appears on a marine enginee's ine, such as appears on a marine engineer's
certificate or license? It is as good an engraving of this kind of engine as I have ever seen (but it is a little too small). It also ou suppose you could obtain one of the blank certificates for me, as I do not want them for any dishonest purpose, only, as I said before, like the engraving very much, as it shows all the parts of the engine very clearly. A. We
nnow of no engraving like the one on the mane engineers' certificat these certificate blanks without passing the
(9253) A. D. W. says: I am informed that there is an alloy on the market tt metal, but possessing nformant, however, did not know the name of this alloy. It occurred to me that you would probably know if there is such a material to he had. I want it for very high speed but ight work. A. In reply to your inquiry, we would say that there are a number of so-called antifriction bearing materials on the market, but we know of nothing superior to genuine
babbitt metal properly lubricated with oil. babbitt metal properly lubricated with oil.
In order to reduce friction to the minimum, In order to reduce friction to the minimum,
il or lubrication of a similar character is

## ssary.

(9254) J. R. P. says: Girder is 15 inches high and 50 feet long, resting on three
piers or columns. Will there be any difference in weight upon the center pier or column, hether cut in the center directly over the cenpiece? A. We would say that if the girder is niformly loaded, and if the piers are absolutelevel, the maximum stress in the girder will e less than if two girders of one-half the length were used, by a small amount. The continuous calculating the stress for such the results are inacurate if there is even a light settling of any of the piers. For this eason such "continuous girders" are usually truction; and in building construction are truction; and in building construction are
usually figured on the same basis as simple
rders extending over but a single span.
$(9255)$ B. M. M. says: Will you please give me the difference in the number
of heat units contained in equal weights of the best coke and hard coal? Also, what is the our and in the relative value of 24 -hour, 48 oke to clinker and run on the grates, and what is considered the best kind of coke for or hard and stoves, when used as a substitute is practically no difference in the number of heat units contained in equal weights of the
best coke and the best hard coal. They are both very nearly pure carbon, and each conound. We know of no definite data regarding pound. We know of no definite data regarding 72-hour coke. We believe, however, that the difference in heating value is very slight indeed, and that the amount of this difference will vary with the kind of coal from which the coke is made. Impurities, such as silicates and certain iron compounds, in sufficient quanties, would cause the coke to clinker if the fire
hot enough to fuse them. Connellsville oke is one of the best cokes on the market, at the ordinary gas coke will burn satisfacsubstitute for coal when the drafts an excellent substitute
arranged.

## NEW BOOKS, ETC

a Telegraphie sans Fil. L'guvre de Marcont. Traduit du Scientific American de New York. Par Emile
Guarini. Brussels. 1903. Pp. 64. Mr. Guarini's work is a translation of his eview of the state of wireless telegraphy pub-
ished in the columns of the Scientific merican Supplement. Mr. Guarini has not only traced the development of wireless telresent time, but he experiments of Hertz the Marconi has accomplished, and what the proselegraphic service. The work is to be commended for its conciseness and for its accuracy. NISCENCES OF AN ASTRONOMER. By
Simon Newcomb, author of "Astronomy for Everybody," "Popular Astronomy," etc. Boston: Houghton, $\begin{array}{ll}\text { Mifflin \& Co. } & 1903 . \\ \text { vure portrait. } & 8 v o . \\ \text { Wrice } \$ 2.50 \text {. }\end{array}$
Prof. Newcomb's Reminiscences are certainly most refreshing combination of scientific
antobiography and astronomical anecdote. rof. Newcomb has known almost every scienith the distinguishowing; and his meetings usually been marked by the happening of some striking incident which makes their narration matter of peculiar interest. Astronomers
of the "Reminiscences" which deals with th transits of Venus in 1874 and in 1882, and of Taschenbuch für Flugtechniker und Luftschiffer. Von Major Hermann W. L. Moedebeck. Berlin: Verlag
v. H. Kühl. 1904. 145 Textabbildungen und 1 Tafel. Pp. viii, 587. Major Moedebeck is well known among air ship enthusiasts as the editor of an excellen periodical devoted to the interest of aerial achan, and as an authority in aeria irable textrook, second edition of his ad ciated with himself three or four well known experimenters. The book is intended as an advisory reference work for aeronauts. It is echnical in its treatment of the various subjects discussed, thoroughly scientific, and from
what we have been able to gather, fully trust-
Subject List of Works on the Mineral ndustries and Allied Sciences in London: Published at the Patent Of-
fice, 25 Southampton Buildings, Chancery Lane, London, W. C. 1903. Pp. 302.
The Geological Structure of Monzoni And Fassa. By Maria M. Ogilvie Spears. London. Simpkin Mburshall Spears. London: Simpkin, Marshall, 14 photographs, 33 figures, 4 geological sections (black and white), 8 eological sections (colored), 1 table of stratigraphical succession, 1 colored geological map, and 1 reference
contour and fault map. Pp. x, 179.

INDEX OF INVENTIONS For which Letters Patent of the United States were Issued or the Week Ending December 8, 1903,
ANDEACHBEARINGTHATDATE


 "Star r" 렬 Lathes FOR FINE, ACCURATE WORK SENECA FALLS MFG. CO
695 Water Street 695 Water Street,
Seneca Falls, N. Y.. U.S. A.



Backed by
G00D BELTING Stirien Beting
$\qquad$ SCHIEREN \&


SYNCHRONOGRAPH.-A NEW METH


 TSTEAMSHOVELS
OhiouS The VulcanIronWorks co. New Type 2-Cycle Motor
 CUSHMAN MOTOR CO
REVERSING STEAM TURBINE.-PAR-


$A$ Desirable Holiday Gift.
Recording Thermometer


 CONTROL OF FIRE. -VALUABLE PA



If You Want the Best Lathe and Drill


YOU ARE EASY


\section*{| 746 |
| :---: |
| 746 |
| 74 |
| 7 |
| 7 |
| 7 |
| $\vdots$ |
| $\vdots$ |
| ror |
| ror |
| ider |}




FOREIGN CAPITAL Tombin


ChoiceHoliday Books Home Mechanics for Amateurs


370 Pages 326 Illustrations Price $\$ 1.50$ REVISED and ENIARGED EDITION


TWENTY-THIRD EDITION EXPERIMENTAL SCIENCE.

 \$4.00 per Halt Mor Mo.


A Complete Electrical Library.


MAGIC sam: wase wime

 RUBBEER GOODS, RULERS, ARTISTS' COLORS. 78 Reade Street, New York, N. Y GRAND PRIZE. Highest Award, PARIS, 1900.



LABELS."Blu
Dr. Lung's Uterine Balsam,", for medicin
Guarantee Medicine Co............Princess Louise Francoise,
Powell

PRIN IS.
"Pyrol Wood Preservative,"" for wood preser
vative, Southern Oil \& Chemical Co....
${ }^{\text {A }}$ printed copy of the geicication and draying


Canadian patents may now be obatned by the in-
ventors tor any of the inventions named in the for-


| 36,675 |
| :---: |
| 36,673 |
| 36,672 |
| 66,4 |



The Franklin Model Shop.



$\underset{\text { P29-131 West 31st Street, New Yor }}{\text { PARSELLI }}$
SPECIAL HOMESEEKERS' EXCURSIONS

全 Magical Apparatus.

Model Machinery and Experimental Work
W. H. CRAW FORD, 194 Broadway, New York City.
FINE CONTRACT WORK
in wood and metal, and press work. Our optical work
givesu ungex celled facilities for handling the highest
grade of tine work in our Contract Department. GUNDLACH-MANHATTAN OPT. CO., Rochester, N. Y
NOVELTIES \& PATENTED ARTICLES MASON'S NEW PAT. WHIP HOISTS
 AUTOMOBILE Parts. We are preparad to manu-
 отto kо MODELS ${ }^{\boldsymbol{A}}$ EXXPERERIMENTAL WORK: E.V. BailLARo, Fox Bidg.. Frankin Square. New York. PATTERN MAKERS We make ${ }^{\text {Wity }}$

 SPECIAL MANUFACTURING.
DIES AND STAMPFGT TING
SREC'L


NO LOOP-HOLES
 EXe Experimental \& Model Work



APATENT GIVES you an exclusive right to your invention for a term of serenteen years. You can sell, lease, mortgage it, assign portions of it, and grant licenses to manufacture under it. Our Patent system is responsible for much of our industrial progress and our success in competing in the markets of the world. The value of a successful Patent is in no degree commensurate with the almost nominal cost of obtaining it. In order to obtain a Patent it is necessary to employ a Patent Attorney to prepare the specifications and draw the claims. This is a special branch of the legal profession which can only be conducted successfully by experts. For nearly sixty years we have acted as solicitors for thousands of clients in all parts of the world. Our vast experience enables us to prepare and prosecute Patent cases and Trade Marks at a minimum of expense. Our work is of one quality and the rates are the same to rich and poor. Our unbiased opinion freely given. We are happy to consult with you in person or by letter as to the probable patentability of your invention.

Hand Book on Patents, Trade Marks, Etc., Sent Free on Application.
MUNN @ CO., Solicitors of Patents,


Model of 1904. With rewo speen. Price \$425. WALTHAM MFG. CO.; Waltham, Mass.
 ACCOUNTANTS have no trouble with their
trial balance. Has it ever octrial balance. Has it ever oc-
curred to you that by getting
one you might save lots of
time avoid mistakes and not ruin your nerves? FELT \& TARRANT MFG COO.
S2-56 ILLINOIS ST., CHICAGO. Ondos All varieties at Iowest prices. Best Rallroad $\xrightarrow[\text { Money. Lists Free. CHICAGO SCALE Co., Chicago, } 1]{\text { Our New American Gun }}$ The 10,000 Breech Loaders H. \& D. FOLSOM ARMS CO at Bargain Prices.
co. - . . New York CHIRRTER
ENEINES GAS
GASOLINE 1903 catalog ready
CHARTER GAS
ENGINE CO. Box 148,

- -1 WONDER $\frac{\text { Acetylene Burners }}{\text { Price }}$ rice ARE THE BEST Che STATE LINE MFG. CO
9th \& 10th Sts., Chattanoga, Tenn., U. U. A.


FOUL-Cycle MOtOr
Single ana double cylinders.
Simple and reliable. Best ma-
terials and workmanshis. Not
how cheap but how good.
how chea
They are
Write us. Write us.
Grant-Ferr


A Christmas Present Worth Having

 BRADLEY POLY'TECGNIC INSTITUTE
 LARGEST and BEST WATCH SCHOOL in AMERICA



${ }^{\text {The e Alumomate }}$ BLUE PRINTER
THE FRANKLIN AUTOMATIC CONTINUOUS FEED ELECTRIC BLUE PRINT MACHINE prints continuously by Electric Light, day or night. Handles tracing of any length, size
or kind. The tension is automatite. The Machine does not depend on the skith of the
operator; there are no curtains, pads or levers to adjuust automatically delie vers the print
opeady WILLIAMS, BROWN \& EARLE, Dept: L., 918 Chestnut St., Philadelphia.

The Scientific American For Nineteen Hundred and Four


工 $L$ ing made PLANS are be-- ing made to make the every respect, superior to what it has been in the past. The Editorial Department has been strengthened, and connections have been made with able correspondents not only in the principal sections of this country, but in the
principal capitals of Europe. By principal capitals of Europe. By
means of our elaborate system of means of our elaborate system of
non-resident correspondents and non-resident correspondents and
coadjutors, the Scientific Amecoadjutors, the Scientific Ame
rican is able to furnish its readers with the very latest information in regard to the most recent scientific discoveries and researches in all parts of the world. Engineering works of importance are fully illus-
trated and described, and the latest experiments in aerial navigation, marine propulsion, automobiling, yachting, and industrial progress
in all its forms will be found in its in all its forms wind be found in its
colums. The progress of invention is carefully followed in a special department on patents, which is published every two or three weeks. Each issue contains a " Notes and
Queries " Department, which is devoted to answering, without charge, questions of subscribers concerning a great variety of subjects, electrical, scientific, and industrial in character.
II Special issues of the Scientific American, which are published from time to time without any extra expense to the subscriber, have been found to be of the greatest value, and have served to greatly increase
the circulation, which during the past year, has exceeded the record the circulation, which during the past year, has exceeded
of all previous years.
I Subscribe now for 1904, and receive papers free to January ist. Subscription Price, $\$ 3.00$ Per Year. Sample Copy Free Subscription Price, $\$ 3.00$ Per Year. Sample Copy Free

MUNN \& COMPANY, Publishers 361 BROADWAY, NEW YORK CITY





MARINE ENGINES


Send for
new catalog Rapids GAS ENGINE \&: Yacht co.
GRAND RAP
Grand Rapids, Mich.


Back Lock STEERING GEARS. Spur Cear Differentials, 9 Models,
for direct or chain drive. We make a specialty of reppacing worn
out stering and equalizing gears of Also sprocsets for all chains. BROWN-HIPE
200 S. Geddes St.,
GEARR Couse., $\mathbf{N}$.

## MAGIC LANTERNG PAY  

## E. 111 Pint IIIy Own Cands





